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Manufacturers Represented 


American Air Filter Co., Inc., Herman Nelson Div. 

_____ 50 

Coding Hoist Division, Duff-Norton Company 

103-106 

rittsDurgn, reiuia. - 


Louisville, Ky. - 

American Logging Tool Div., 

Broderick & Bascom Rope Co. 

..... 51 

Concrete Surfacing Machinery Co., The 

Cincinnati, Ohio - 

Construction Machinery Company 

\ X rvr\ 1 I/O __—- 

107,108 

St. Louis, Mo. - — 


__ 12-17 

Archer Iron Works, Inc. 

52, 53 

Waterloo, iowa - 

Continental Rubber Works 


Chicago, Ill. - 

109-112 

Atlas Conveyor Company 

. 54-58 

Crosby Laughlin Division 

T? X- t rri D TtlH _ 


Chntonvilie, wis. - 


113,114 

Barco Manufacturing Company 

.... 59 

rt. wayne, mu.. - 

Dietz Company, R. E. 

Ciri*noiiCO lx! ■ _ 


Barrington, Ill. - — 


115,116 

Beebe Bros. 

60-63 

Syracuse, in. x. - - 

Dixon Valve & Coupling Co. 


Seattle, wasn. - 


117-120 

Berry Corporation 

_ 64 

rhuadeipnia, reinia. - 

Ovnt-o WilHoiTK Sfpd IlTC. 


Lexington, Ky. - - 


uraKe-vviiiidins jwvi, 

/AL \Tonr _ 

121,122 

Blackmer Pump Co. 

_ 65 

Umana, lNeor. - 


Grand Kapids, Mien. - 


Dutt-N orton company 

P rvr> n o _ - 

123-125 

Boston & Lockport Block Co. Inc. 

__ 66-69 

Pittsburgh, renna. 


East Boston, Mass. - — 


Durex Manufacturing Co. 

126,127 

Briggs & Stratton Corp. 

.. 70,71 

Chicago, Ill. - 

1 \ A m i f O T*111 CT tloTYITTHTW 


Milwaukee, wis. - -- 


Edwards Manuracmriiig v^umpany 

_ 128 

Broderick & Bascom Rope Co. 

... 72-77 

Albert Lea, Minn. - 

Elliott Manufacturing Co., Inc., B. W. 

n • Mmir Ynrlr - - —-— 


St. Louis, Mo. - - — 


130,131 

Brown Manufacturing Co. Inc. 

_______ 78 

Binghamton, iNew ioik - 

Equipment Development Co., Inc. 


Woodbine, Iowa - - - 


___ 129 

Brunner & Lay, Inc. 

_ 79-83 

Silver Spring, mq. - - 


r rflnklin xcirK^ m. 

Campbell Equipment Company 

- '—no Til _ - --- 


Everhot Manufacturing Co. 

132,133 

_ 84, 85 

Maywood, Ill.- 

Fleischmann Handle Company 


Des rlames, in. - 


134 

Canton Manufacturing Co., The 

____ 86 

Waynesboro, Tenn. - — 

Flour City Brush Company 


Canton, Ohio - 

Car-Anth Mfg. & Supply Company 


... 135 

87, 88 

Minneapolis, Minn. - 


St. Louis, MO. - 


Frederick Iron & Steel, inc. 

__ 136 

Carborundum Co. 

XT . XT', 11 ,, XT Y _ 

269 

rrederick, mq. - 

Fuller Manufacturing Co. 


Niagara rails, IN. i. 


_ 137 

Case Co., J. I. 

_____ 89 

Lentervilie, iowa - — 

Gar-Bro Manufacturing Co. 

T A w-v /YD i /v c | O 111 _ — — -- — 

.... 138-147 

Racine, Wis.- - 


Cataphote Corporation 

Jackson, Miss. — - - 

90,91 

Los Angeies, v>ain. - 

Goldblatt Tool Company 

148-151 

Champion Manufacturing Co. 

92-95 

Kansas City, Mo. - 

Good Roads Machinery Corp. 

152-154 

Chattanooga Wheelbarrow Co. 

Chattanooea, Tenn. _ 

_ 96 

Minerva, Ohio- 

Gredag Department of Acheson Colloids Co. 

__ 155 

VJllU L LU .1 Aw w 5 

Clark Equipment Company, 

Construction Machinery Division 

_ 1-5 

Port Huron, Mich. - 

Haivala Concrete Tools, Inc. 

156 

O UT o vVvrvt* \/f i on _ _ 

Wichita, Kansas - 


Denton naruor, ivuch. - 

Clark-Wilcox Company 

_ 97 

Hayward Company, The 

.... 157 

New York, in. i.- -— -— 


dos ton, lvidbc>. - 

Clayton Manufacturing Co. 

qq 

Heltzel Steel Form & Iron Co., The 

_ 18-25 

Cleveland Formgrader Co., The 

_ _ UO 

99-102 

Hendrix Manufacturing Co., Inc. 

158,159 

Mansneia, i-»a. - 


Cleveland Trencher Co., The 

_ 6-11 

Huber-Warco Company 

... 26-29 


Marion, Ohio - 






















































































































Igloo Corporation 

Memphis, Tenn. _ 

Insto-Gas Corporation 

Detroit, Mich. _ 

Jersey Spreader Company 
Hasbrouck Hts., N. J. 

Joyce-Cridland Co., The 

Dayton, Ohio _ 

Klein-Logan Company 

Pittsburgh, Penna. _ 

Koffler Sales Corporation 

Chicago, Illinois _ 

LaCrosse Trailer Corporation 
LaCrosse, Wis. _ 

Link-Belt Speeder Corporation 

Cedar Rapids, Iowa _ 

Littleford Bros., Inc. 

Cincinnati, Ohio _ 

Mayo Tunnel & Mine Equipment 
Lancaster, Penna. 

McCaffrey Ruddock Tagline Corp. 

Los Angeles, Calif. _ 

Milwaukee Electric Tool Corp. 

Milwaukee, Wis. _ 

Monarch Road Machinery Co. 

Grand Rapids, Mich. _ 

Morse-Starrett Products Co. 

Oakland, Calif. 

Mulconroy Company 
Philadelphia, Penna. _ 

Neo-Flasher Manufacturing Co. 

Burbank, Calif. 

Newco Manufacturing Co., Inc. 

Kansas City, Mo. _ 

Onan Division of Studebaker-Packard Corp. 
Minneapolis, Minn. 

Oshkosh Motor Truck, Inc. 

Oshkosh, Wis. _ 

Page Engineering Company 

Chicago, Ill. _ 

Pioneer Engineering, Div. of Poor & Co., Inc. 
Minneapolis, Minn. 

Radiator Specialty Company 
Charlotte, N. C. 

Rogers Company, E. A. 

Grass Valley, Calif. 

Sackett Screen & Chute Co., H. B. 

Chicago, Ill. _ 

St. Louis Cordage Mills 

St. Louis, Mo. _ 


St. Louis Steel Products Co. 
St. Louis, Mo. _ 


- 160 

- 161-163 

- 164 

-- 165-168 
169,170 
_ 171 

- 30 

_ 31-35 

_ 36-38 

_ 173 

_ 172 

__174-178 

_ 179 

_ 180 

- 181,182 

_ 183 

_ 184 

- 185, 186 
39, 40 
_ 187, 188 
41-46 

_ 189 

190,191 
192,193 
194,195 
_ 196 


Manufacturers 

Represented 

Salem Tool Company 

Salem, Ohio 

1Q7-909 

Sanstorm Manufacturing Co. 

Fresno. Calif. 

9m 

Sasgen Derrick Company 

Chicago, Ill. _____ 

-,- 

Scheu Products Company 

Upland, Calif. 

210 

Schlueter Manufacturing Co. 

St. Louis, Mo. 

90Q 

Schramm, Inc. 

West Chester, Penna. 

- ZjXJkJ 

47 48 

Sterling National Industries 
Milwaukee, Wis. 

204 90^ 

Tarrant Manufacturing Co. 

Saratoga Springs, N. Y. 

- 

211-219 

Templeton, Kenly & Co. 

Broadview, Ill. 

990-99'} 

Thurman Scale Company 

Columbus, Ohio 

--- * 4 £ iv/ ^ijU 

Timken Roller Bearing Co., The 
Canton, Ohio 


Toledo Pressed Steel Co., The 
Toledo, Ohio 


Unimasco, Incorporated 

Gardena, Calif. 

228 

United States Envelope Co. 
Springfield, Mass. 


Vulcan Tool Manufacturing Co. 
Quincy, Mass. _ 


Warren Tool Corporation 

Warren, Ohio 


Wayne Manufacturing Co. 

Pomona, Calif. 

49 

Western Block Company 

Lockport, N. Y. 

93Q-949 

Western Industries, Inc. 

Chicago, Ill. 

- 

94 '} 944 

-- - " 

Winslow Gov’t. Standard Scale Works, Inc. 

Terre Haute, Ind. ______ 245-251 

Wisconsin Motor Corporation 
Milwaukee, Wis. 

252 253 

Wisconsin Trailer Co., Inc. 

Richfield, Wis. 

-—-— AjKJvJ 

254 

Wood Shovel & Tool Co., The 

Piqua, Ohio . 


Wyzenbeek & Staff, Inc. 

Chicago, III. _____ 



Yaun Manufacturing Co., Inc. 
Baton Rouge, La. _ 


267, 268 























































































































INDEX 

A 


B 


B 


Accessories 

Diamond Bit Drilling .176 

Electric Grinder .266 

Mining Tool .201 

Rock Drill Bit . 82 

Salamander . 210 

Acetylene Tank Carts .146 

Adapters 

Flag, Traffic Cone Guide .189 

Flasher-Light, Traffic Cone Guide 189 

Sign, Traffic Cone Guide .189 

Adzes, Building Wreckers’ .235 

Aggregate and Cement Tampers .150 
Aggregate and Material Dryers 

Tow-Type .214 

Aggregate Finishing Tools 

Hand Type .150 

Aggregate Grooving Tools 

Hand Type .150 

Aggregate Paving Plants . IS 

Aggregate Spreaders 

Rear-Truck Type . 153 

Tractor Mounting .164 

Aggregate Weigh Hoppers .144 

Air Compressors 

Portable . 47 

Stationary . 48 

Air-Cooled Engines .252, 253 

Air Hammer Couplings.117, 119 

Air Hose .109 

Air Hose Clamps .119 

Air Locks . 173 

Air-Motor Jacks .123, 166 

Air Valves . 119 

Airport Steel Forms .* 21 

Area and Trench Rammers 

Gasoline . 59 

Asphalt and Base Spreaders 

Rear-Truck Type . 153 

Asphalt and Concrete Smoothing 

Lutes . 102 

Asphalt and Tar Kettles 

Trailer Type . 38 

Asphalt Cutters . 191 

Paving Breaker . 79 , 231 

Asphalt Mattocks ....169 

Asphalt Plants, Portable . 37 

Asphalt Rakes .262 

Asphalt Wedges, Paving Breaker .231 

Attachments 

Band Saw, Circular Saw .126 

Catch Basin Cleaning, Litter 

Removal Machine .154 

Concrete Bucket .142 

Concrete Rubbing, Concrete 

Surfacer.107 

Concrete Surfacer Head . 108 

Concrete Vibrator .108, 265, 266 

Electric Motor, Speed-Controlled 

T J ack -.123 

Jointer, Circular Saw .126 

Ripper and Rooter, Tractor-Dozer 190 
Soldering Iron, Branding Iron .. 132 
Augers 

£ arth .260 

Mining . : .201 

Automatic-Lowering Jacks .165 

Axe Blades, Clay Digger .232 

Axe Handles 

S?out . 134 

Single and Double Bit . 134 


B 


Backfill Tampers, Pneumatic . 48 

Backfill Tamping . 59 

Backfillers, Trench, Crawler 
Tractor. 11 


Backing-Out Punches, Steelworkers’ 236 
Balls 

Breaker, Drop-Type .130 

Wrecking, Drop-Type .136 

Band Saw Attachments 

Circular Saw . 126 

Bands .*. 

Cab ! e .180 

Seizing, Wire Rope .180 

Bar and Flat Stock Benders . 87j 88 

Bar-Cutting Shears .128 

Bar Ties, Wire . 190 

Barrel Pumps, Liquid, Rotary ..ZZ 65 
Barrel Warmer Torches, L-P Gas 162 
Barricade Legs, Folding, Steel .. .. 227 

Barricades 

Folding, All-Steel .183 

Steel. 227 

Barrows, Shovel . 146 

Bars 

Connecting, Steelworkers’ .236 

Crow . 20 Q 

Wedge Point .238 

Dolly, Steelworkers’ . 236 

Loading. 

Pinch . 1 09 

Salvage ..'”.;i69 

Stripping . . 

Concrete Form . 238 

Tamping, Tie, Plain and Tooth 

Wrecking .. 169 

Carpenters .238 

Base and Asphalt Spreaders 

Rear-Truck Type . 153 

Batcher and Batching Bin 

Combination, Concrete Mixer 240, 249 

Batcher Units, Concrete Mixer.248 

Batchers . 29 

Cement . in 

split. l9 

Truck . 1 q 

Water . ZZZZZZZ 19 

Batching Bin and Batcher 
Combination, Concrete 

R Mjxer .246, 249 

Batching Bins, Cement . 251 

Batching Plants . 28 

Bituminous, Automatic . 40 

Unit-Type ....147 

Batching Scales . 224 

Battery Operated Hoists . . . .. 02 

Belt Conveyor Equipment . 44 

Belt Conveyors . 54-50 

All Types . 44 

Bench Grinders . 275 

Benders, Bar and Flat Stock ... 87, 88 
Bin and Batching Plants 

Aggregate and Cement .250 

Bin Gates, Concrete . 244 

Binders, Load . 51, 86 ^ 106, 113 

Bins 

Batching, Cement. 251 

Storage 

Batching Plant . 58 

Bulk Cement .. 57 

Bits Cement . :: : : 251 

Chisel, Paving Breaker . 79 , 230 

Drill, Plug, Granite and Concrete, 

Hand . 234 

Rock Drill .r 83” 225, 226 

Bituminous Batching Plants 

Automatic . 40 

Bituminous Distributors, Truck Type 30 

Bituminous Mixers . 24 

Bituminous Mixing Plants 

Portable . 45 

Bituminous Paving Machines 

Portable . 45 

Bituminous-Roller Mats, Cocoa . . 135 


Bituminous Spray Tanks, Trailer 

Type . 37 

Bituminous Stabilizer Plants . 40 

Blacksmiths’ Sledges . 179 

Blacktop and Patchwork Rollers 

Self-Propelled . 202 

Blades 

Axe, Clay Digger . 232 

Saw 

Concrete Cutting . 94 

Electric . 277 

Masonry Cutting . 93 

Blanks, Chisel 

Chipping and Electric Hammer 237 

Lhippmg Hammer . «l 

B'astHole Drills, Truck and 

Sell-Propelled . onn 

Block Wheelbarrows up 

Blocks yb 

a r —.. 

Gin or Roofers’ . 00 

Hoisting, Cargo .ZZZ.ZZ. 09 

,p na f < j h . 68 , 114, 240,242 

[ ackle -. 66 , 67, 239, 241 

Boilers, Steam . oo 

Boom Pendant Thim'bles,' wire Rope'l 84 
Boom-Swinger Hoists, Gasoline ... 15 

Boxes, Mortar . oen 

I imb ".223 

trench .... .123, 223, 244 

Branding Iron Torches . 13<> 

Branding Irons, Contractors’ .132 

Brands, Tool, Branding Iron .132 

Breaker Balls, Drop-Type 230 

Breakers 

Paving, Pneumatic . 43 

Rock, Paving Breaker .231 

Breaking Hammers tq 

Brick and Tile WheelbarrowsZZZ .259 

Brick Carrying Clamps . 235 

Brick Chisels, Hand .. . 934 

Brick Wheelbarrows . 90 

Bridge Deck Finishers, Concrete .. 102 

Bridge Jacks . 999 

Bridges 

Form and Slab . 201 

Mesh, Heavy Duty .ZZZlOl 

Power Traction .. 201 

Broom Fibre, Sweeper .235 

Broom Handles, Street . 235 

Broom Refilling Service, Sweeper *' 135 

Broom Wire, Sweeper . 235 

Brooms 

L>rag . 235 

ru11 . 202 

Road, Engine Drive, Trailer Type 37 

Street . 235 

Brumes, Lawn . ofio 

Brush Rooters . 292 

Bucket Attachments, Concrete 142 
Bucket Convevors, Bulk Cement . 57 

Bucket Elevators 

Aggregate Patching Plant . 57 

Dry Bulk Material . 53 

Bucket Loaders, Tractor . .i 4 

Buckets 

Catch Basin . 157 

Catch Basin Cleiiner, Air-Powered 97 

C^liunshell .157, 267 

Air-Powered . 97 

Concrete .*.. 25 

Construction .Z.”i4(i; i4L 268 

Contractors . 293 

Concrete Tower . 244 

Digging 121 , 122 , 157-159; 187” 188 

Dragline .121, 122, 158, 159, 

187, 188, 268 



















































































































































































INDEX 


B 


Buckets-Continued 

Dredging . 121 ’ 

Electric Motor . 

SSfewsrisrig 

Levee and Drainage .12 L 12Z 

Material Handling .JJ”’ 1»» 

Mine Stripping .1^ 

Orange Peel .*. 

Air-Powered . ^ 

Sand and Gravel 187, 188 

Building Wreckers’ Adzes 2J5 

Bull Floats .JJg 

Bull Points .I"- 

Chipping and Electric Hammer .. .237 
Granite and Concrete, Hand 234 

Bulldozers’ Tractor .. h 

Burners, Conversion, L-P Gas lt>Z 

Bush Chisels 

Concrete, Hand . 

Granite and Concrete, Chipping 

Hammer.234 

Bush Hammers .-. 

Granite and Concrete, Hand .233 

Bushing Tools 

Chipping and Electric Hammer . 237 

Clav Digger . 

Paving Breaker and Clay Digger 232 
Busters, Concrete, Paving Breaker 80 
Busters or Side Sets, Steelworkers . 236 


Cable Bands .I 80 

Cable Couplings, Construction 

Machinery . 

Cable Cutters . 

Cable Hooks and Sockets 137 

Cable Reel Jacks 125, 165 

Cable Swivels . 

Cable Take-Up Reels 157 

Cable Weights 136 

Calking Hammers . 

Calking Tools 

Chipping and Electric Hammer 237 

Hand .•-.^ 

Can Carriers, Street Sweepers .217 

Cans, Trash .217 

Cant Hooks ----- y 51 

Cape Chisels, Chipping and Electric 

Hammer .237 

Car Door Pullers b3 

Car Passers .1^3 

Car Unloaders, Hopper Bottom . 56 

Carborundum Bricks 269 

Cargo Hoisting Blocks 69 

Carriers, Can, Street Sweepers 217 

CarS ^ 1QQ 

Dump, Concrete . 

Flat, Wood or Steel Top .193 

Scoop, Concrete .193 

Carts 

Acetylene Tank.146 

Box Tray, Power .139 

Concrete 

Hand . 96, 138, 204 

Power .139 

Dump, Material .146 

Platform, Power .139 

Catch Basin Buckets .157 

Catch Basin Cleaner Buckets 

Air-Powered . 97 

Catch Basin Cleaners, Air-Powered, 

Truck Type . 97 

Catch Basin Cleaning Attachments 
Litter Removal Machine .154 


Ceiling Grinders, Concrete, 

Electric, Portable .130 

Cement and Aggregate Tampers 150 
Cement and Paint Chipping 
Machines, Electric & Gas, 

Portable .131 

Cement Batchers . 19 

Cement Batching Bins .251 

Cement Darbies, Hand .156 

Cement Finishing Darbies .148 

Cement Floats 

Hand Type .148, 156 

Long Handle .148 

Cement Plants. 18 

Cement Storage Bins .251 

Cement Trowels, Hand Type .149 

Cement Weigh Hoppers 144 

Cement Work Stamps .133 

Centrifugal Pumps, Self-Priming 16, 17 
Chain 

Coil .-. 86 

Grab, Stone-Lifting ...... — 234 

Chain and Wire Rope Fittings .113 

Chain and Wire Rope Swivels 113 

Chain Hoists .103-106 

Chain Hooks . 86 

Chassis, Dolly .146 

Chemical Spreaders, Rear Truck or 

Jeep Types .211 

Chipping Hammer Tools 81, 237 

Chipping Hammers, Concrete, Hand 233 
Chipping Machines, Cement and 

Paint, Electric & Gas, Portable .. .131 
Chisel Bits, Paving Breaker 79, 230 
Chisel Blanks 

Chipping and Electric Hammer .. .237 

Chipping Hammer . 81 

Chisels 

Brick, Hand .234 

Bush 

Concrete, Hand .233 

Granite and Concrete, Chipping 

Hammer .234 

Cape, Chipping and Electric 

Hammer .237 

Chipping Hammer . 81 

Clay Digger .232 

Cold 

Blacksmiths’ . 238 

Flat, Chipping and Electric 

Hammer .237 

Concrete, Paving Breaker .230 

Construction, Steelworkers’ .236 

Diamond Point, Chipping and 

Electric Hammer .237 

Digging, Paving Breaker .231 

Dog, Diamond Point .235 

Frost or Digging, Paving Breaker 79 
Granite and Concrete, Hand 234 
Scaling, Chipping and Electric 

Hammer .237 

Choker Hooks, Sliding . 184 

Chutes, Concrete .143, 144, 192 

Truck-Mounted .179 

Circular Saws, Table Type, 

Gasoline or Electric .126, 127 

Clamps 

Air Hose .*.H9 

Brick Carrying .235 

Hose .H 8 , 120 

Sheathing .235 

Clamps and Thimbles, Wire Rope, 

Combination . ...184 

Clamshell Buckets . 157, 267 

Air-Powered . 97 

Clay Digger Tools .232 

Clay Diggers, Pneumatic . 48 

Clay Digging Tools . 80 

Clay Pick Handles .134 

Clay Picks .238 


Clay Spades 

Clay Digger . 80 

Paving Breaker . 80, 231 

Cleaners 

Catch Basin, Air-Powered, 

Truck Type . 97 

Sidewalk .261 

Vacuum, Power, Gasoline, 

Push-Type .218 

Cleaning and Grooving Machines 

Joint, Gasoline, Tow-Type . 64 

Cleaning and Sizing Screens 

Buzzer Type . 43 

Cleaning Compounds, Steam 98 

Cleaning Machines 

Sand Blast.203 

Steam . 98 

Clips, Wire Rope . 51, 77, 113 

Cloth, Wire .270 

Coal Yard Scoops .258 

Cocoa Mats, Road Roller .171 

Coil Chain . 86 

Cold Chisels 

Blacksmiths’ .238 

Flat, Chipping and Electric 

Hammer .237 

Cold Cutters .170 

Collectors, Leaf 

Truck and Trailer Types .154 

Vacuum, Gasoline, Skid and 

Trailer Mounting .219 

Compound Melters and Applicators 

Joint Sealing, Gasoline, Tow-Type 64 
Compound Melting Units, L-P Gas 162 

Compounds, Steam Cleaning . 98 

Compressors, Air 

Portable . 47 

Stationary . 48 

Concrete and Asphalt Smoothing 

Lutes .192 

Concrete and Granite Cutting 

Tools .233, 234 

Concrete Block Saws . 93 

Concrete Bridge Deck Finishers 102 

Concrete Bucket Attachments 142 

Concrete Bucket Loop Handles . 25 

Concrete Buckets . 25 

Construction .140, 141, 268 

Contractors’ .193 

Concrete Busters, Paving Breaker .... 80 
Concrete Carts 

Hand . 96, 138, 204 

Power .159 

Concrete Ceiling Grinders 

Electric, Portable .130 

Concrete Chisels 

Paving Breaker .230 

Concrete Chutes .143, 144, 192 

Truck-Mounted .179 

Concrete Cutting Saw Blades 94 

Concrete Cutting Saws, Manual and 

Self-Propelled . 94 

Concrete Discharge Gates .192 

Concrete Distributing 

Equipment .192, 193 

Concrete Dump Cars .193 

Concrete Edgers, Hand Type .149 

Concrete Finishing Floats and 

Trowels, Hand .102 

Concrete Finishing Machines 22 

Gasoline and Electric . 92 

Concrete Finishing Tools .156 

Concrete Float Handles .156 

Concrete Floats, Long Handle .156 

Concrete Grinding Discs, Ceiling ....130 

Concrete Hand Tools . 25 

Concrete Highway Surfacers 

Gasoline ..197 

Concrete Hoisting Towers . 53 










































































































































































INDEX 

C 


D 


Concrete Hoppers 

Collection ...142, 143 

Floor .. .145 

Portable .145 

Receiving ..145, 192 

Sub-Type .142 

Concrete Mixers . 12-14 

Central Plant . 12 

Truck . 12 

Concrete Placing Tools 

Long Handle .148 

Concrete Rubbing Attachments 

Concrete Surfacer .107 

Concrete Scoop Cars .193 

Concrete Shovels .258 

Concrete Slab Grinders, Electric 

and Gasoline .129 

Concrete Slab Rollers, Long Handle 150 

Concrete Spouting, Flexible .192 

Concrete Surfacer Head 

Attachments ........108 

Concrete Surfacer Heads .108 

Concrete Surfacers, Electric or 

Gasoline .107 

Concrete Tower Buckets .144 

Concrete Troweling Machines 

Gasoline and Electric . 92 


Concrete Trowels, Float, 

Finish and Float-Finish ..... 92 

Concrete Vibrator 

Attachments .108, 265, 266 

Concrete Vibrator Heads .263, 264 

Concrete Vibrator Lubricants .265 

Concrete Vibrator Shafts, Extension 264 

Concrete Vibrator Speed Controls .264 

Concrete Vibrators 

Electric .108, 263, 264 

Gasoline .263 


Concrete Wheelbarrows .... 96, 205, 259 

Conduit Forms .173 

Cones 

Safety, Traffic Guide, Rubber .. .189 

Salamander Deflection .161 

Traffic . 227 

Connecting Bars, Steelworkers’ .236 

Connections, Hose, Swivel .118 

Connectors, L-P Gas Cylinder .161 

Construction Chisels, Steelworkers’ 236 
Construction, Hauling and 

Maintenance Trucks, All-Wheel 


Construction Tools, Hand . 234, 235 

Contractors’ Picks .238 

Conversion Burners, L-P Gas .162 

Conveying Equipment, Material . 54-58 

Conveyor Pulleys . 58 

Conveyor Support Frames . 44 

Conveyor Towers . 44 

Conveyor Transport Trucks . 44 

Conveyors 


Belt . 44, 54-56 

Bucket, Bulk Cement . 57 

Screw, Bulk Cement . 57 

Coolers, Water 

Construction, Crew, Portable .209 

Drinking, Construction Crew, 

Portable .160, 229 

Cords, Extension, Concrete Vibrator 265 

Couplings 

Air Hammer.H 7 ? ng 

Cable, Construction Machinery ...137 

Couplings 

Hose .180, 181 

Air.117, ng 

High-Pressure . 117 

Hydraulic . 117 

Industrial . 120 

L-P Gas . 117 

Liquids . 117 

Steam .... 117 


C 


Couplings—Continued 

Suction ......120 

Water .120 

Crabs, Hoisting, Hand .208 

Crane Blocks .H 4 

Crane Bucket Taglines .172 

Crane Hooks, Power-Operated _146 

Cranes 

Crawler . 32 

Truck . 33 

Wheel-Mounted, Self-Propelled .... 34 

Crawler Cranes . 32 

Crow Bars .169 

Wedge Point .238 

Crusher Feeders, Apron Type . 42 

Crushers, Rock, Gravel and Ore .... 41 

Cups, Drinking, Paper.229 

Curb Forms . 24 

Cutter Mattocks.169, 238 

Cutters 

Asphalt . 191 

Paving Breaker . 79, 231 

Cable .128 

Cold ....170 

Joint, Chipping and Electric 

Hammer .237 

Wire Rope .128, 180 

Cutting Hammers . 59 

Cylinders, L-P Gas .161 


D 


Darbies 

Aluminum . 102 

Cement, Hand .156 

Cement Finishing .148 

Derailing Jacks, Locomotive and 

Car .123 

Derrick Winches . 61 

Dewatering Pumps . 16, 17 

Dial Scales .’224 

Diaphragm Pumps, Self-Priming . 17 

Diggers 

Clay, Pneumatic . 48 

Post Hole .260 

Tamper Top .238 

Digging 

Buckets 121 , 122, 157-159, 187, 188 

Digging Chisels, Paving Breaker .231 


Dirt Tampers, Paving Breaker 80, 231 

Discharge Hose, Pump .HO 

Discs, Grinding, Ceiling, Concrete 130 

Dispensers, Drinking Cup .229 

Distributors, Bituminous, Truck Type 36 
Ditchers and Trenchers 

Crawler Tractor . 6-10 

One-Man Type, Gasoline . 78 

Dog Chisels, Diamond Point .235 

Dogs, Stone-Lifting .235 

Dollies, Heel, Steelworkers’ .236 

Dolly Bars, Steelworkers’ .236 

Dolly Chassis . 149 

Drag Brooms . 135 

Dragline Buckets „ 121 , 122, 158, 159, 
^ . 187, 188, 268 

Drainage and Levee Buckets . 121 , 122 


Drift Pins, Structural, Steelworkers’ 236 

Drifting Pick Handles . 134 

Drill Bit Rods, Rock, Detachable ....233 


Drill Bits 


Plug, Granite and 
Rock . 

Drill Jumbos . 

Drill Steels 

Hollow . 

Solid and Hollow 


Concrete, Hand 234 

. 83, 225, 226 

.173 

. 82 

.233 


Drilling Equipment, Diamond Core 176 
Drills 

Blast Hole, Truck and 

Self-Propelled .200 

Diamond Bit . 176 

Earth and Rock Boring, Vertical, 

Truck-Mounting .202 

Electric . 174 

Plug, Granite and Concrete, Hand 234 

Rock, Pneumatic . 48 

Star 

Chipping and Electric Hammer 237 

Chipping Hammer . 81 

Trench, Gasoline .197-199 

Drills and Wrenches, Star, 

Chipping Hammer . 81 

Drinking Cup Dispensers .229 

Drinking Cups, Paper .229 

Drinking Water Coolers 

Construction Crew, Portable 160, 229 
Drivers 
Form Pin 


Paving Breaker .232 

Pneumatic . 48 

Ground Rod, Paving Breaker ..232 


Sheathing, Paving Breaker .... 79 , 231 

Sheeting, Pneumatic . 48 

Spike, Pneumatic . 48 

Driving Hammers . 59 

Drop Ball Release Hooks .136 

Drum Pumps, Liquid, Rotary . 65 

Dry Concrete Mixers . 14 

Dryers, Aggregate and Material, 

Tow Type .214 

Drying and Heating Torches 

L-P Gas .162 

Dump Cars, Concrete . 193 

Dump Carts, Material .146 

Dump Trucks, Tractor, Rear-Type .... 3 


E 


Earth and Rock Boring Drills 

Vertical, Truck-Mounting . 202 

Earth Augers .260 

Earth Drills, Horizontal . 15 

Earth Movers and Scrapers, Tractor 1 , 2 

Eastern Pattern Scoops .258 

Edgers, Concrete, Hand Type .149 

Edges, Straight . 25 

Form . ~101 

Electric Drills . 174 

Electric Generating Plants .185, 186 

Electric Grinder Accessories .266 

Electric Grinders . 175 

Contractors’ and Builders’ .~.”266 

Electric Hacksaws . 177 

Electric Hammer Tools .237 

Electric Hammers .178 

Electric Hand Saws . 177 

Electric Hoists .. 15, 62, 104, 206, 207 

Hoisting Tower . 52 

Electric Light and Power 

P ' 3 "* 8 .185, 186 

Electric Motor Attachments 

Speed-Controlled Jack .123 

Electric Motor Buckets .157 

Electric Nut Runners .178 

Electric Sanders . 175 

Electric Screw Drivers .178 

Electric Sheet Metal Shears .175 

Electric Winches . 206 

Elevator Hoists, Ladder, Portable, 

Gasoline . 84, 85 

Elevators, Bucket 

Aggregate Batching Plant . 57 

Dry Bulk Material . 58 






































































































































































II N DEX 


E 


F 


H 


Emergency Jacks .165, 220 

Engines 

Air-Cooled .252, 253 

Gasoline . 70, 71 

Industrial . 70, 71, 252, 253 

Equipment 

Belt Conveyor . 44 

Concrete Distributing . 192, 193 

Conveying, Material . 54-58 

Form Grader . 99-102 

Hoisting Tower, Tubular Steel or 

Pipe . 52 

Joint Cleaning and Sealing . 64 

Tunnel and Mine .173 

Equipment and Tools, Logging . 51 

Equipment Lubricants, Outdoor .155 

Excavating Buckets .157 

Exploration Tractors . 3 

Extension Cords, Concrete 

Vibrator .265 

Extension Drill Steel . 82 

Extension Handles, Float, Tamper 
and Roller .150 


F 


Feather and Plug Sets, Paving 

Breaker . 80 

Feeders 

Crusher, Apron Type . 42 

Material, Reciprocating Plate . 56 

Fertilizer Spreaders, Rear Truck 

and Jeep Types. 211 

Fibre, Sweeper Broom .135 

Field and Garden Hoes .262 

Finishers, Bridge Deck, Concrete .102 

Finishing Machines 

Concrete, Gasoline and Electric .... 92 

Highway . 22 

Finishing Tools, Aggregate, 

Hand Type . 150 

Fire Protection Pumps . 17 

Fittings 

Hose .180, 181 

Timber Brace .123, 167, 244 


Wire Rope .184 

Wire Rope and Chain .113 

Flag Adapters, Traffic Cone Guide 189 

Flasher-Light Adapters, Traffic Cone 

Guide .189 

Flasher Lights, Warning, Battery . ..227 

Flat Cars, Wood or Steel Top .193 

Flat Picks, Clay Digger .232 

Flexible Shafts, Concrete Vibrator ... 265 

Float Handles, Concrete .156 

Floats 

Alum-Mag .102 

Bull .102 

Cement 

Hand Type .148 

Long Handle.148 

Cement Finishing, Hand .156 

Concrete, Long Handle .156 

Floats and Trowels, Concrete 

Finishing, Hand . 102 

Forks 

Manure .261 

Spading . 261 

Street .261 

Form and Slab Bridges .101 

Form and Stake Pullers, Hand .102 

Form Grader Equipment . 99-102 

Form Pin Drivers 

Paving Breaker .232 

Pneumatic .i' 48 


Form Pin Pullers, Power .102 

Form Tampers, Gasoline . 99 

Form-Trench Graders, Self-Propelled 99 
Forms 

Airport . 21 

Conduit .173 

Curb . 24 

Gutter . 24 

Highway, Concrete . 21 

Sewer, Box Type .173 

Sidewalk . 24 

Steel . 20 

Tunnel .173 

Frames, Conveyor Support . 44 

Frost or Digging Chisels 

Paving Breaker . 79 

Frost Wedges, Paving Breaker 79, 230 


G 


Garden and Field Hoes .262 

Garden Mattocks .238 

Garden Rakes .262 

Gasoline Engines . 70, 71 

Gasoline Hoists . 15, 206, 207 

Hoisting Tower . 52 

Gates 

Bin Concrete .144 

Concrete Discharge .192 

Geared Screw Jacks .166 

General Purpose 

Buckets .158, 159, 187, 188 

General Purpose Grapples .267 

General Purpose Wheelbarrows 96, 204 

Generating Plants, Electric .185, 186 

Gin Blocks .240 

Gin or Roofers’ Blocks . 66 

Goose Neck Trailers .254 

Governor-Controlled Jacks .123 

Grab Chain, Stone-Lifting .234 

Grader Equipment Wheels .100 

Graders 

Form-Trench, Self-Propelled . 99 

Motor . 26 

Trail . 100 

Granite and Concrete Cutting 

Tools .233, 234 

Graphite Lubricants .155 

Grapples 

General Purpose .267 

Rock .157 

Gravel and Sand Buckets .187, 188 

Gravel, Rock and Ore Crushers . 41 

Gravel Scoops .258 

Gravel Washing Pumps . 17 

Greases and Oils 

Outdoor Equipment .155 

Grinders 

Bench .175 

Ceiling, Concrete, Electric, 

Portable . 130 

Concrete Slab, Electric and 

Gasoline .129 

Electric . .. .175 

Contractors’ and Builders’ .266 

Grinding Wheels .269 

Grooving Tools, Aggregate, 

Hand Type .150 

Ground Rod Drivers, Paving 

Breaker .232 

Grouting Machines .173 

Grub Hoes, Eye . 262 

Guides, Traffic, Cone-Type, Rubber 189 
Gutter Forms . 24 


Hacksaws, Electric .177 

Hammer Handles 

Ball Pein . -134 

Machinists’ .134 

Nail .134 

Hammers 

Breaking . 59 

Bush .238 

Granite and Concrete, Hand ....233 

Calking .235 

Chipping, Concrete, Hand .233 

Cutting . 59 

Driving . 59 

Electric .178 

Hand Drilling .1.170, 238 

Lock .175 

Masons’ .238 

Pile Driver, Diesel . 35 

Sledge, Blacksmiths’, Double Face 238 

Spalling .238 

Stone .238 

Striking .170 

Nevada .238 

Hand Drilling Hammers .170, 238 

Hand Points, Granite and Concrete 234 

Hand Saws, Electric .177 

Hand Set or Pitching Tools, Granite 

and Concrete.234 

Hand Winch Accessories . 61 

Hand Winches . 60, 61, 207, 208 

Handles 

Axe 

Scout .134 

Single and Double Bit .134 

Broom, Sweeper .135 

Extension, Float, Tamper and 

Roller.150 

Float, Concrete .156 

Hammer 

Ball Pein .134 

Machinists* .134 

Nail .134 

Hatchet, Half or Shingling .134 

Mattock, Garden .134 

Pick 

Clay .134 

Miners’ .134 

Railroad .134 

Pick Drifting .134 

Pick Mattock .134 

Sledge .134 

Handy Hoists, Gasoline . 15 

Hatchet Handles, Half or Shingling 134 

Hauling, Maintenance and 

Construction Trucks, All-Wheel 

Drive . 39, 40 

Hazard Warning Lights 

Flasher Type .116 

Headframes 

Mining and Tunnel . 53 

Tunnel and Mine .173 

Heads 

Concrete Surfacer .108 

Pipe Driver, Paving Breaker .232 

Heaters 

Portable Gas Fired .210 

Portable Oil-Fired .210 

Space 

Gas-Fired .210 

Kerosene-Fired, Electric 

Powered . 95 

L-P Gas Fired, Blowers .162 

Oil-Fired, Gasoline and Electric, 
Portable . 50 

Spot 

Electric Infra-Red .163 







































































































































































INDEX 

H 


H 


J 


Heaters— Spot—Continued 

L-P Gas Fired, Infra-Red 

Reflectors .163 

Natural-Gas Fired, Infra-Red 

Reflectors .163 

Oil-Fired, Gasoline and Electric, 

Portable . 50 

Heating and Drying Torches 

L-P Gas.162 

Heating and Ventilating Units 

Oil-Fired, Gasoline and Electric, 

Portable . 50 

Heel Dollies, Steelworkers’ .236 

High Pressure Gas Hose .161 

Highway and Road Torches .. .115, 227 
Highway Construction Equipment . 23 

Highway Finishing Machines . 22 

Highway Forms, Concrete. 21 

Highway Surfacers, Concrete, 

Gasoline .107 

Hoes 

Field and Garden .262 

Grub, Eye .262 

Mortar Mixer .262 

Sprouting, Eye .262 

Hoist Hooks, Safety .103 

Hoist-Lift-Pull Jacks .106 

Hoisting Blocks, Cargo . 69 

Hoisting Crabs, Hand .208 

Hoisting Tower Equipment 

Tubular Steel or Pipe . 52 

Hoisting Towers 

Concrete . 53 

Steel Panel Type . 53 

Wheelbarrow and Material . 53 

Hoists 

All-Purpose .106 

Battery Operated . 62 

Boom-Swinger, Gasoline . 15 

Chain .103-106 

Differential .105 

Electric . 15, 62, 104, 206, 207 

Hoisting Tower . 52 

Gasoline . 15, 206, 207 

Hoisting Tower. 52 

Hand-Wheel .105 

Handy, Gasoline . 15 

I-Beam .106 

Ladder-Elevator, Portable, 

Gasoline . 84, 85 

Ratchet . 03 

Ratchet Lever .103 

Spur Gear .105 

Tower, Self-Raising . 15 

Trolley .106 

Holding-On Sledges, Steelworkers’ 236 

Hollow Drill Steel . 82 

Hookaroons, Logging Tool . 51 

Hooks 

Cant . 51 

Chain . 86 

Choker Sliding .184 

Crane, Power-Operated .146 

Drop Ball Release .136 

Hoist, Safety .103 

Load, Safety .184 

Manure .261 

Pipe-Handling, Safety . 184 

Stone .261 

Stump Puller. 137 

Wire Rope . 113 

Hooks and Sockets, Cable .137 

Hoppers 

Concrete 

Collection .142, 143 

Floor . 145 

Portable . 145 

Receiving . 145 , 192 

Sub-Type .142 


Hoppers—Continued 
Weigh 

Aggregate .144 

Cement . 144 

Hoppers Pistol Handle Sprayers .151 

Horizontal Lifting and Moving 

Jacks .123 

Horses, Folding, Steel .227 

Hose 

Air .109 

High-Pressure Gas .161 

Jet .Ill 

Multi-Purpose . 112 

Pump, Discharge . 110 

Road .in 

Steam .H 2 

Suction, Water .109 

Suction & Discharge . 110 

Water . m 

Hose Clamps .118, 120 

Air . 119 

Hose Connections, Swivel .118 

Hose Couplings .180, 181 

Air . H 7 , 119 

High Pressure .117 

Hydraulic . 117 

Industrial . 120 

L-P Gas .U 7 

Liquids . 117 

Steam . 117 

Suction . 120 

Water. 120 

Hose Fittings .180, 181 

Hose Menders, Pressure Type .117 

Hose Nipples .H 8 

Hose Spanners .235 

Hose Swivel Adaptors .181 

Hose Washers . 119 

House-Raising Jacks .167 

Hydraulic Jacks .124, 243 

Industrial . !..221 

Remote Control .”. 221 

Hydraulic Push-Pullers . 221 

Hydraulic Ram Pumps .124 

Hydraulic Ram Units .124 

Hydraulic Rams . 124 

Hydraulic Valves . 120 


I 


I-Beam Hoists . 106 

Ice and Snow Control Material 
Spreaders 

Rear Truck and Jeep Types .211 

Tail-Gate Type .212 

Truck and Trailer Types .152 

Idlers, Troughing . 58 

Industrial Engines .... 70, 71, 252, 253 

Industrial Jacks .165, 222 

Industrial Power Units .252, 253 

Industrial Scales .224 

Industrial Sweepers, Pick-Up, 

Self-Propelled . 49 

Industrial Wheel Tractors . 89 

Industrial Wheelbarrows .259 

Information, Wire Rope . 72-75 

Intraset Steel . 83 

Iron Pipe Nipples, Combination ...120 
Irons, Branding, Contractors’ .132 


J 


Jack Screws 

House Moving and Shoring .167 

Ratchet .168 

Telescopic .168 


Jack Supports .222 

Jacks 

Air-Motor .123, 166 

Automatic-Lowering .165 

Bridge .222 

Cable Reel .125, 165 

Derailing, Locomotive and Car ... 123 

Emergency .165, 220 

Geared Screw .166 

Governor-Controlled .123 

Hoist-Lift-Pull . 106 

Horizontal Lifting and Moving .123 

House-Raising .167 

Hydraulic .124, 243 

Industrial.221 

Remote Control .221 

Industrial .165, 222 

Journal .125, 166, 222, 243 

Locomotive, Screw .167 

Machinists’ .220 

Mine Roof and Timbering ..:.123 

Planer .220 

Pole-Pulling . 125 

Pole Pulling and Straightening ....220 

Push and Pull .123 222 

Push-Pull-Lift .’..222 

Pushing-Pulling .168 

Ratchet Lowering.124, 220, 243 

Reel .223 

Screw .123, 125, 220, 244 

Shoring .223 

Speed, Screw Type.243 

Speed-Controlled .123 


Traversing, Horizontal Load 

Moving . 123 

Trip, Ratchet .244 

Jet Hose .m 

Jetting Pumps . 17 

Jig Saws, Electric. 177 

Joint Cleaning and Grooving 

Machines, Gasoline, Tow-Type. 64 


Equipment . 64 

Joint Cutters, Chipping and Electric 

Hammer.237 

Joint Sealing Compound Melters 
and Applicators, Gasoline, 

Tow-Type . 64 

Jointer Attachments, Circular Saw .126 


Jumbos, Drill . 173 

Jute Packing . 195 


K 


Kerosene Lanterns .115 

Kettles, Tar and Asphalt, Trailer 

Type . 38 

Kits, Tool Branding Equipment .132 


L 


L.-P Gas Cylinder Connectors .161 

L-P Gas Cylinders .161 

Ladder-Elevator Hoists 

Portable, Gasoline . 84, 85 

Ladders, Rock. 44 

Lanterns 

Kerosene . 115 

Traffic Guard .115 

Lawn Brumes .262 

Layers, Pipe, Crawler Tractor . 11 

Leaf and Litter Removal Machines 
Truck and Trailer Types .154 

























































































































































































INDEX 


L 


Leaf Collectors 

Truck and Trailer Types .154 

Vacuum, Gasoline, Skid and 

Trailer Mounting .219 

Leaf Loaders, Trailer Type .154 

Legs, Barricade, Folding, Steel .227 

Levee and Drainage Buckets 121, 122 

Lewis, Pin .235 

Light and Power Plants 

Electric .185, 186 

Lights 

Flasher, Warning, Battery .227 

Warning 

Flasher 

Barricade, Battery Type .183 

Battery.227 

Traffic Cone, Flasher Type .116 

Line Marking Machines, Traffic, 

Gasoline .228 

Liauid Material Spreaders 

Shipping Drum, Tow-Type .215 

Tank-Type, Skid and Trailer 

Mounting.216 

Liquid Pumps, Rotary, 

Hand and Power . 65 

Liquid Weighing Scales.224 

Litter and Leaf Removal Machines 

Truck and Trailer Types .154 

Load Binders . 51, 86 , 106, 113 

Load Hooks, Safety .184 

Load Protectors, Hinge-Guard . 86 

Loaders 

Bucket, Tractor . 1, 4 

Leaf, Trailer Type .154 

Loading Bars .169 

Lock Hammers .175 

Locks, Air .173 

Locomotive and Car Derailing Jacks 123 

Locomotive Jacks, Screw .167 

Loggers, Tractor . 1 , 3 

Logging Peavies . 51 

Logging Tongs . 51 

Logging Tools and Equipment . 51 

Lubricants 

Concrete Vibrator .265 

Equipment, Outdoor .155 

Graphite .155 

Lutes, Smoothing, Concrete and 
Asphalt ....102 


M 


Machinery Hauling Trailers 

Low-Bed and Tilt-Type . 30 

Machines 

Chipping, Cement and Paint, 

Electric & Gas, Portable .131 

Concrete Finishing, Gasoline and 

Electric . 92 

Grouting .173 

Joint Cleaning and Grooving, 

Gasoline, Tow-Type .:. 64 

Litter and Leaf Removal, Truck 

and Trailer Types .154 

Paving, Bituminous, Portable . 45 

Sand Blast Cleaning.203 

Spray Curing . 23 

Steam Cleaning . 98 

Traffic Line Marking, Gasoline ... 228 
Troweling, Concrete, Gasoline and 

Electric . 92 

Machinists’ Jacks .220 

Magnet Reels and Taglines .172 

Maintainers, Road, Self-Propelled .. 27 

Maintenance, Construction and 
Hauling Trucks, All-Wheel 

Drive . 39, 40 

Manila Rope .194 


M 

Manure Forks .261 

Manure Hooks .261 

Markers, Traffic Line, Gasoline .228 

Masonry Cutting Saw Blades . 93 

Masonry Cutting Saws . 93 

Masons’ Hammers .238 

Material and Aggregate Dryers 

Tow Type .214 

Material Conveying Equipment .... 54-58 

Material Feeders, Reciprocating 

Plate . 56 

Material Handling Buckets .187, 188 

Material Spreaders 
Liquid 

Shipping Drum, Tow-Type .215 

Tank-Type, Skid and Trailer 


Mounting .216 

Paving, Dump Truck. 38 

Mats 

Bituminous-Roller, Cocoa .135 

Road Roller, Cocoa .171 

Mattock Handles, Garden .134 

Mattocks 

Asphalt .169 

Gutter .169, 238 

Garden .238 

Pick .169, 238 

Melting and Thawing Torches 

L-P Gas.162 

Melting Units, Compound, L-P Gas 162 

Menders, Hose, Pressure Type .117 

Mesh Bridges, Heavy Duty .101 

Mill Wheelbarrows . 96 

Mine and Tunnel Equipment .173 

Mine Roof and Timbering Jacks .123 

Mine Stripping Buckets .187, 188 

Miners’ Pick Handles .134 

Mining and Tunnel Headframes . 53 

Mining Augers .201 

Mining Tool Accessories .201 

Mining Tools .201 

Mixers 

Bituminous . 14 

Concrete . 12-14 

Central Plant . 12 

Truck . 12 

Dry Concrete . 14 

Mortar . 14 

Plaster . 14 

Mixing Plants, Bituminous, 

Portable .;. 45 

Moil Points 

Chipping Hammer . 81 

Clay Digger . 80 

Paving Breaker . 79, 230 

Moisture Mats, Road Roller .171 

Mortar Boxes .260 

Mortar Mixer Hoes .262 

Mortar Mixers . 14 

Mortar Pans .260 

Motor Graders . 26 

Multi-Purpose Hose .112 


N 


Nipples 

Hose ...118 

.118 

Iron Pipe, Combination .120 

Nylon Rope .195 


O 


Oakum, Plumbers’ .195 

Oils and Greases, Outdoor 

Equipment ...155 


O 


Orange Peel Buckets .157 

Air Powered . 97 

Ore Shovels .258 

Outdoor Equipment Lubricants .155 


P 


Packing, Jute .195 

Paint and Cement Chipping 
Machines, Electric & Gas, 

Portable .131 

Pans, Mortar .260 

Passers, Car .173 

Patchwork and Blacktop Rollers 

Self-Propelled . 102 

Paving Breaker Tools 79, 80, 230-232 

Paving Breakers, Pneumatic . 48 

Paving Machines, Bituminous, 

Portable . 45 

Paving Material Spreaders 

Dump-Truck . 38 

Tractor Mounting.164 

Tractor Propelling ..164 

Peavies, Logging . 51 

Pick Handles 

Clay .134 

Mattock .134 

Miners’ .134 

Pick .134 

Railroad .134 

Pick Mattock Handles .134 

Pick Mattocks .169, 238 

Picks 

Clay . 238 

Contractors’ .238 

Flat, Clay Digger .232 

Railroad or Clay .169 

Pile Driver Hammers, Diesel, . 35 

Pin Lewis .235 

Pin Pullers, Form, Power .102 

Pinch Bars .169 

Pins, Drift, Structural, Steelworkers’ 236 
Pipe Driver Heads, Paving Breaker 232 
Pipe Driver Points, Paving Breaker 232 
Pipe Drivers, Paving Breaker .... 80, 232 

Pipe Handlers, Tractor . 3 

Pipe-Handling Hooks, Safety .184 

Pipe Layers, Crawler Tractor . 11 

Pitching Tools and Hand Sets 

Granite and Concrete .234 

Planer Jacks .;.220 

Planers, Subgrade . 23 

Plants 

Asphalt, Portable . 37 

Batching . 18 

Bituminous, Automatic . 46 

Unit-Type .147 

Bin and Batching, Aggregate 

and Cement .250 

Electric Generating .185, 186 

Electric Light and Power ....185, 186 

Mixing, Bituminous, Portable . 45 

Stabilizer, Bituminous . 46 

Plaster Mixers . 14 

Plows, Snow, Dump Truck Type ....152 
Plug Drills, Granite and Concrete, 

Hand .234 

Plugs and Feather Sets, Paving 

Breaker . 80 

Plumbers’ Oakum .195 

Points 

Bull .169 

Chipping and Electric Hammer 237 
Granite and Concrete, Hand ....234 

Hand, Granite and Concrete .234 

Moil 

Chipping Hammer . 81 

Clay Diggers . 80 

Paving Breaker . 79, 230 
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P 

Points—Continued 

Pipe Driver, Paving Breaker .232 


Sabur, Paving Breaker . 79 

Pole Pulling and Straightening Jacks 220 

Pole-Pulling Jacks .125 

Portable Hand Sprayers .151 

Post Hole Diggers .200 

Tamper Top .238 

Power and Light Plants 

Electric .185, 186 

Power Pullers, Electric and 

Gasoline .206 

Power Shovel-Cranes, Crawler, 

Truck and Wheel-Mounted .... 31-34 

Power Traction Bridges .101 

Power Units, Industrial .252, 253 

Power Vacuum Cleaners, Gasoline, 

Push-Type .218 

Printing and Recording Scales .224 

Protectors, Load, Hinge-Guard . 86 

Pull and Push Jacks .123 

Pull Brooms .102 

Pullers 

Car Door . 63 

Form and Stake, Hand . 102 

Form Pin, Power .102 

Lightweight .106 

Power, Electric and Gasoline .206 

Pulleys, Conveyor . 58 

Pump Discharge Hose .110 

Pumps 

Barrel, Liquid, Rotary . 65 

Centrifugal, Self-Priming . 16, 17 

Dewatering . 16, 17 

Diaphragm, Self-Priming . 17 

Drum, Liquid, Rotary . 65 

Fire Protection . 17 

Gravel Washing . 17 

Hydraulic Ram .124 

Jetting . 17 

Light-Weight, Aluminum . 17 

Liquid, Rotary, Hand and Power 65 

Sump . 16, 17 

Pneumatic . 48 

Tank, Liquid, Rotary . 65 

Truck, Liquid Rotary . 65 

Punches, Backing-Out, Steelworkers’ 236 

Push and Pull Jacks .123, 222 

Push-Pull-Lift Jacks .222 

Push-Pullers, Hydraulic .221 

Pushing-Pulling Jacks .168 


R 


Railroad or Clay Picks ._.169 

Railroad Pick Handles .134 

Rakes 

Asphalt .262 

Garden .262 

Road .262 

Tar ..262 

Ram Pumps, Hydraulic .124 

Ram Units, Hydraulic .124 

Rammers, Area and Trench . 59 

Rams, Hydraulic .124 

Ratchet Hoists . 63 

Ratchet Lowering Jacks 124, 220, 243 

Ratchet Trip Jacks .244 

Ready-Mix Concrete Truck Chutes ..179 

Reel Jacks .223 

Reels, Cable Take-Up .157 

Reflectors . 90, 91 

Refuse Receptacles .217 

Rehandling Buckets .157 

Rigs, Saw, Gasoline and 

Electric .126, 127 

Ripper and Rooter Attachments 

Tractor-Dozer .190 

Rivet Tongs, Steelworkers’ .236 


R 

Road and Highway Torches ....115, 227 


Road Brooms, Engine Drive, 

Trailer Type . 37 

Road Hose .Ill 

Road Maintainers, Self-Propelled, 

With Hydraulic Attachments . 27 

Road Material Scales, Truck, 

Portable .245 

Road Material Spreaders 

Tail-Gate Type.153 

Road Rakes .262 

Road Roller Mats .171 

Rock and Earth Boring Drills 

Vertical, Truck-Mounting .202 

Rock Breakers, Paving Breaker .231 

Rock Drill Bit Accessories . 82 

Rock Drill Bit Rods, Detachable . ..233 

Rock Drill Bits . 83, 225, 226 

Rock Drills, Pneumatic . 48 

Rock, Gravel and Ore Crushers . 41 

Rock Ladders . 44 

Rods, Rock Drill Bit, Detachable ....233 

Roller Mats, Bituminous, Cocoa .135 

Rollers 

Blacktop and Patchwork, 

Self-Propelled . 102 

Concrete Slab, Long Handle .150 

Tandem . 28, 29 

Three Wheel . 28, 29 

Roofers’ or Gin Blocks . 66 

Rooter and Ripper Attachments 

Tractor-Dozer .190 

Rooters 

Brush ..191 

Stump .191 

Rope 

Manila .194 

Nylon .195 

Sisal .194 

Wire . 72-75 


S 


Sabur Points, Paving Breaker . 79 

Safety Cones, Traffic Guide, Rubber 189 

Salamander Accessories .210 

Salamander Deflection Cones .161 

Salamanders, Contractors’ .210 

L-P Gas .161 

Natural Gas .161 

Salvage Bars .169 

Sand and Gravel Buckets .187, 188 

Sand and Gravel Spreaders, Rear 

Truck and Jeep Types .211 

Sand Blast Cleaning Machines .203 

Sand Scoops .,...258 

Sanders, Electric .175 

Saw Blades 

Concrete Cutting . 94 

Masonry Cutting . 93 

Saw Rigs, Gasoline and 

Electric .126, 127 

Saws 

Circular, Table Type, Gasoline or 

Electric .126, 127 

Concrete Block. 93 

Concrete Cutting, Manual and 

Self-Propelled . 94 

Masonry Cutting . 93 

Scales 

Automatic-Weighing .224 

Axle-Load .224 

Batching .224 

Cabinet Dial .224 

Dial .224 

Industrial .224 

Liquid Weighing .224 

Printing and Recording .224 


S 

Scales—Continued 

Road Material, Truck, Portable ..245 


Special Types and Designs .224 

Truck .245, 247 

Pit-Type .224 

Portable .224 

Shallow-Pit .224 

Warehouse .224 

Wheelbarrow .224 

Scaling Chisels, Chipping and 

Electric Hammer .237 

Scalping and Sizing Screens 

Vibrating . 43 

Scarifying Units, Slab Grinder .129 

Scoop Cars, Concrete .193 

Scoops 

Coal Yard .258 

Eastern Pattern .258 

Gravel .258 

Sand .258 


Scrapers and Earth Movers 

Tractor . i ? 2 

Scratch Templates, Sub-Grade .100 

Screens 


Sizing and Cleaning, Buzzer Type 43 
Sizing and Washing, Vibrating .. 43 
Screw Conveyors, Bulk Cement .... 57 
Screw Drivers, Electric .178 


Screws, Jack 

House Moving and Shoring .167 

Ratchet .168 

Telescopic .168 

Seal Coating Spreaders 

Tail-Gate Type .212 

Seizing Bands, Wire Rope .180 

Sewer and Trench Braces .167 

Sewer Forms, Box-Type .173 

Shackles, Wire Rope .113 

Shafts 

Concrete Vibrator, Extension .264 

Flexible, Concrete Vibrator .265 

Shanks, Tamper, Detachable, Paving 

Breaker ....231 

Shears 

Bar-Cutting .128 

Steel-Cutting .128 

Sheathing Clamps .235 

Sheathing Drivers 

Paving Breaker . 79, 231 

Sheathing Driving . 59 

Sheaves 

Concrete Tower . 144 

Snatch Block .242 

Tackle Block .239, 241 

Wire Rope . 69 

Sheet Metal Shears, Electric .175 

Sheeting Drivers, Pneumatic . 48 

Shields, Tunnel . 173 

Shoring Jacks .223 

Shovel Barrows .146 

Shovel-Cranes, Power, Crawler, 

Truck and Wheel-Mounted .... 31-34 
Shovels 

Concrete . 258 

Dirt .255-258 

Ore.258 

Round Point .255-258 

Square Point .255-258 

Tractor . 4 

Side Sets or Busters, Steelworkers’ 236 

Sidewalk Cleaners .261 

Sidewalk Forms . 24 

Sign Adapters, Traffic Cone Guide ..189 

Signal Torches .227 

Signs 

Street . 90 , 91 

Traffic . 90, 91 

Sisal Rope . 194 
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Sizing and Cleaning Screens 

Buzzer Type . 43 

Sizing and Scalping Screens 

Vibrating . 43 

Sizing and Washing Screens 

Vibrating . 43 

Skips, Self-Dumping .173 

Slab and Form Bridges .101 

Sledge Hammers, Blacksmiths’, 

Double Face . 238 

Sledge Handles .134 

Sledges 

Blacksmiths’ .170 

Holding-On, Steelworkers’ .236 

Stone .170 

Slings, Wire Rope . 72, 76, 77 

Slurry-Seal Spreaders, Tow-Type ... 213 
Smoothing Lutes, Concrete and 

Asphalt . 102 

Snatch Block Sheaves .242 

Snatch Blocks . 68, 114, 240, 242 

Snow and Ice Control Material 
Spreaders 

Rear Truck and Jeep Types _211 

Tail-Gate Type_212 

Truck and Trailer Types _152 

Snow Plows, Dump Truck Type .152 

Soldering Iron Attachments 

Branding Iron .132 

Soldering Iron Torches .132 

Space Heaters 

Gas-Fire .210 

Kerosene-Fired, Electric Powered 95 

L-P Gas Fired, Blowers .162 

Oil-Fired, Gasoline and Electric, 

Portable . 50 

Spades, Clay 

Clay Digger . 80 

Paving Breaker . 80, 231 

Spades or Scoops, Clay Digger .232 

Spading Forks .261 

Spalling Hammers .238 

Spanners, Hose .235 

Speed-Controlled Jacks .123 

Speed Controls, Concrete Vibrator_264 

Speed Jacks, Screw Type .243 

Spike Drivers, Pneumatic . 48 

Split Batchers . 19 

Splitting Wedges, Paving Breaker 231 
Spot Heaters 

Electric Infra-Red .163 

L-P Gas Fired, Infra-Red 

Reflectors .163 

Natural Gas-Fired, Infra-Red 

Reflectors .163 

Oil-Fired, Gasoline and Electric, 

Portable . 50 

Spouting, Concrete, Flexible .192 

Spray Curing Machines . 23 

Spray Tanks, Bituminous, Trailer 

Type . 37 

Sprayers, Hand, Portable .151 

Spreaders 

Aggregate 

Rear-Truck Type .153 

Tractor Mounting .164 

Asphalt and Base, Rear-Truck 

Type .153 

Chemical, Rear Truck or Jeep 

Types .211 

Fertilizer, Rear Truck and Jeep 

Types .211 

Ice and Snow Control Material 
Rear Truck and Jeep Types ... 211 

Tail-Gate Type .212 

Material, Liquid 

Shipping Drum, Tow Type .215 

Tank-Type, Skid and Trailer 
Mounting .216 


Spreaders—Continued 
Paving Material 

Dump Truck . 38 

Tractor Mounting .164 

Tractor Propelling .164 

Road Material, Tail-Gate Type ...153 

Sand and Gravel, Rear Truck and 

Jeep Types .211 

Seal Coating, Tail-Gate Type ....212 

Slurry-Seal, Tow-Type .213 

Snow and Ice Control, Material, 

Truck and Trailer Types .152 

Weed Killer, Rear Truck and Jeep 

Types .211 

Sprinklers, Water, Truck and Trailer 

Types . 38 

Sprouting Hoes, Eye .262 

Square Head Wedges .170, 238 

Stabilizer Plants, Bituminous . 46 

Stake and Form Pullers, Hand .102 

Stamps 

Cement Work .133 

Tool-Marking .133 

Star Drills 

Chipping and Electric Hammer . 237 

Chipping Hammer . 81 

Star Drills and Wrenches 

Chipping Hammer . 81 

Steam Boilers . 38 

Steam Cleaning Compounds . 98 

Steam Cleaning Machines . 98 

Steam Hose .112 

Steel-Cutting Shears .128 

Steel Floats . 25 

Steel Forms . 20 

Steels, Drill 

Hollow . 82 

Solid and Hollow .233 

Steelworkers’ Tools, Structural .236 

Stone Hammers .238 

Stone Hooks .261 

Stone-Lifting Dogs .235 

Stone Sledges .170 

Storage Bins 

Batching Plant . 58 

Bulk Cement . 57 

Straight Edges . 25 

Form .101 

Street Broom Handles .135 

Street Brooms .135 

Street Forks .261 

Street Sign Kits . 91 

Street Signs . 90, 91 

Street Sweepers, Pick-Up, 

Self-Propelled . 49 

Striking Bars . 82 

Striking Hammers .170 

Nevada .238 

Stripping Bars .169 

Concrete Form .238 

Structural Steelworkers’ Tools .236 

Structural Wrenches, Steelworkers’ 236 

Stump Puller Hooks .137 

Stump Rooters .191 

Subgrade Planers . 23 

Subgrade Testers . 23 

Suction and Discharge Hose .110 

Suction Hose, Water .109 

Sump Pumps . 16, 17 

Pneumatic . 48 

Supports, Jack .222 

Surfacer Heads, Concrete .108 

Surfacers 

Concrete, Electric or Gasoline ....107 
Concrete Highway Gasoline .107 

Sweeper Broom Fibre .135 

Sweeper Broom Refilling Service .135 

Sweeper Broom Wire .135 


Sweepers 

Airport, Vacuum Type . 49 

Industrial, Pick-Up, Self-Propelled 49 

Street, Pick-Up . 49 

Swivel Adapters, Hose .181 

Swivels 

Cable .136 

Wire Rope and Chain .113 


T 


Tackle Block Sheaves .239, 241 

Tackle Blocks . 66, 67, 239, 241 

Taglines, Crane Bucket .172 

Taglines and Magnet Reels .172 

Tamper Shanks, Detachable, Paving 

Breaker .i.231 

Tampers 

Aggregate and Cement .150 

Backfill, Pneumatic . 48 

Dirt, Paving Breaker . 80, 231 

Form, Gasoline . 99 

Tie, Clay Digger . 80 

Trench, Crawler Tractor . 11 

Vibrating, Finish and Layer, 

Gasoline . 59 


Tamping Bars, Tie, Plain & Tooth 


Face .236 

Tandem Rollers . 28, 29 

Tank Pumps, Liquid, Rotary . 65 

Tanks, Spray, Bituminous, Trailer 

Type . 37 

Tar and Asphalt Kettles 

Trailer Type . 38 

Tar Rakes .262 

Templates, Scratch, Sub-Grade .100 

Testers, Subgrade . 23 

Texture Machine, Portable .151 

Thawing and Melting Torches 

L-P Gas .162 

Thimbles, Boom Pendant, Wire 

Rope .184 

Thimbles and Clamps, Wire Rope, 

Combination .184 

Three Wheel Rollers .28, 29 

Tie Tampers, Clay Digger . 80 

Tie Tamping Bars, Plain & Tooth 

Face .236 

Ties, Wire Bar .196 

Tilt Trailers .254 

Timber Brace Fittings ....123, 167, 244 

Timber Braces .223 

Timber Tongs .234 

Timbering and Mine Roof Jacks ....123 

Toggle Blocks, Tail-Board .114 

Tongs 

Logging . 51 

Rivet, Steelworkers’ .236 

Timber .234 

Tool Brands, Branding Iron .132 

Tool Kits, Branding Equipment .132 

Tool-Marking Stamps .133 

Tools 

Bushing 

Chipping and Electric Hammer 237 

Clay Digger .. 80 

Paving Breaker and Clay 

Digger .232 

Calking 

Chipping and Electric Hammer 237 

Hand .235 

Chipping Hammer . 81, 237 

Clay Digger .232 

Clay Digging . 80 

Concrete Finishing .156 

Concrete Hand . 25 

Concrete Placing, Long Handle ....148 
Construction, Hand .234, 235 
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T ools—Continued 

Electric Hammer .237 

Finishing, Aggregate, Hand Type 150 
Granite and Concrete 

Cutting .233, 234 

Grooving, Aggregate, Hand Type 150 

Mining .201 

Paving Breaker . 79, 80, 230-232 

Structural Steelworkers' .236 

Yarning, Hand .235 

Tools and Equipment, Logging . 51 

Torches 

Barrel-Warmer, L-P Gas .162 

Branding Iron .132 

Heating and Drying, L-P Gas .162 

Highway and Road .227 

Road and Highway .115 

Signal .227 

Soldering Iron .132 

Thawing and Melting, L-P Gas . ..162 

Tower Buckets, Concrete .144 

Tower Hoists, Self-Raising . 15 

Tower Sheaves, Concrete .144 

Towers 

Conveyor . 44 

Hoisting 

Concrete . 53 

Steel Panel Type .53 

Wheelbarrow and Material . 53 

Track Jacks, Trip-Type 125, 168, 222 

Tractor Bucket Loaders . 1, 4 

Tractor Bulldozers . 1, 5 

Tractor-Dozer Ripper and Rooter 

Attachments .190 

Tractor Dump Trucks, Rear-Type .. 3 

Tractor Loggers . 1, 3 

Tractor Pipe Handlers . 3 

Tractor Scrapers and Earth 

Movers . 1, 2 

Tractor Shovels . 4 

Tractors 

Exploration . 3 

Wheel, Industrial . 89 

Traffic Cone Warning Lights 

Flasher Type .116 

Traffic Cones .227 

Traffic Guard Lanterns .115 

Traffic Guides, Cone-Type, Rubber 189 

Traffic Line Markers, Gasoline .228 

Traffic Line Marking Machines 

Gasoline .228 

Traffic Signs .90, 91 

Trail Graders .100 

Trailers 

Goose Neck .254 

Machinery Hauling, Low-Bed 

and Tilt-Type . 30 

Tilt .254 

Transport Trucks, Conveyor . 44 

Traversing Jacks, Horizontal 

Load Moving .123 

Trench and Area Rammers 

Gasoline . 59 

Trench and Sewer Braces .167 

Trench Backfillers, Crawler Tractor 11 
Trench Brace Fittings ....123, 167, 244 


Trench Drills, Gasoline .197-199 

Trench Spading . 59 

Trench Tampers, Crawler Tractor .... 11 

Trenchers and Ditchers 

Crawler Tractor . 6-10 

One-Man Type, Gasoline . 78 

Trolley Hoists .106 

Troughing Idlers . 58 


Troweling Machines, Concrete, 

Gasoline and Electric .. 92 

Trowels 

Cement, Hand Type .149 

Concrete, Float, Finish and 

Float-Finish . 92 

Trowels and Floats, Concrete 

Finishing, Hand .102 

Truck Batchers . 19 

Truck Concrete Mixers . 12 

Truck-Cranes . 33 

Truck Pumps, Liquid, Rotary . 65 

Truck Scales .245, 247 

Pit-Type .224 

Portable .224 

Shallow-Pit .224 

Trucks 

Construction, Hauling and 
Maintenance, All-Wheel 

Drive .. 39 , 40 

Dump, Tractor, Rear-Type . 3 

Transport, Conveyor . 44 

Tunnel and Mine Equipment .173 

Tunnel and Mining Headframes . 53 

Tunnel Forms .173 

Tunnel Shields .173 

Tumbuckles, Wire Rope .113 

Twisters, Wire Bar Tie .196 


U 

Unloaders, Car, Hopper Bottom . 56 

Utility Bridge for Concrete Paving .. 23 

V 


Vacuum Cleaners, Power, Gasoline, 

Push-Type .218 

Vacuum Leaf Collectors, Gasoline, 

Skid and Trailer Mounting .219 

Vacuum Sweepers, Airport Runways 49 
Valves 

Air .119 

Hydraulic .120 

Water Control .120 

Ventilating and Heating Units 
Oil Fired, Gasoline and Electric, 

Portable . 50 

Vibrating Tampers, Finish and 

Layer, Gasoline. 59 

Vibrator Heads, Concrete .263, 264 

Vibrator Shafts, Concrete, Extension 264 
Vibrators, Concrete 


Gasoline .263 


W 


Warehouse Scales .224 

Warning Lights 
Flasher 

Barricade, Battery Type ..183 

Battery .227 

Hazard, Flasher Type .116 

Traffic Cone, Flasher Type .116 

Washers, Hose .119 

Washing and Sizing Screens . 43 


Water Batchers . 19 

Water Control Valves .120 

Water Coolers 

Construction Crew, Portable .209 

Drinking, Construction Crew, 

Portable .160, 229 

Water Hose.Ill 

Water Sprinklers, Truck and 

Trailer Type . 38 

Wedges 

Asphalt, Paving Breaker .231 

Frost, Paving Breaker . 79, 230 

Splitting, Paving Breaker .231 

Square Head .170, 238 

Weed Killer Spreaders, Rear Truck 

and Jeep Types .211 

Weigh Hoppers 

Aggregate .144 

Cement .144 

Weights, Cable .136 

Wheel-Mounted Self-Propelled 

Cranes . 34 

Wheelbarrow Scales .224 

Wheelbarrow Wheels . 96, 205 

Wheelbarrows 

Block . 96 

Brick . 96 

Brick and Tile .259 

Concrete . 96, 205, 259 

General Purpose . 96, 204 

Industrial .259 

Mill . 96 

Special Purpose .205 

Wheels 

Grader Equipment . 100 

Wheelbarrow . 96, 205 

Winch Accessories, Hand . 61 

Winches 

Derrick . 61 

Electric .206 

Hand . 60, 61, 207, 208 

Worm-Gear, Safety . 61 

Wire 

Flat Steel .135 

Sweeper Broom .135 

Wire Bar Tie Twisters .196 

Wire Bar Ties .196 

Wire Cloth .270 

Wire Rope .... 72-75 

Wire Rope and Chain Fittings .113 

Wire Rope and Chain Swivels .113 

Wire Rope Blocks .114 

Wire Rope Clamps and Thimbles 

Combination .184 

Wire Rope Clips . 51, 77 113 

Wire Rope Cutters .128, 180 

Wire Rope Fittings .184 

Wire Rope Hooks .113 

Wire Rope Information . 72-75 

Wire Rope Seizing Bands .180 

Wire Rope Shackles .113 

Wire Rope Sheaves . 69 

Wire Rope Slings . 72, 76, 77 

Wire Rope Tumbuckles .113 

Worm-Gear Winches, Safety . 61 

Wrecking Balls, Drop-Type .136 

Wrecking Bars .169 

Carpenters' .238 


Wrenches, Structural, Steelworkers' 236 

Y 

Yarning Tools, Hand .235 
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O. B. AVERY COMPANY, INC 


1 



















2 O. B. AVERY COMPANY, INC. 


Model 1 10 —162 horsepower. 12 V 2 cubic yard 
capacity. 31,000 pounds. 


Model 210 —262 horsepower. 19 cubic yard 
capacity. 45,900 pounds. 


Model 310 —375 horsepower. 32 cubic yard 
capacity. 76,300 pounds. 


Three models in power and size ranges to handle the toughest construction job 


TRACTOR 

SCRAPERS 
































REAR DUMP TRUCKS 
TRACTOR LOGGERS 
PIPE HANDLERS AND 
EXPLORATION TRACTORS 




Model 110 —13 ton rear dump. 162 horsepower. 32,260 pounds. 


Model 210 —25 ton rear dump. 262 horsepower. 50,450 pounds. 




Model 75A —80 horsepower. 15,600 pounds. 5,700 pounds capacity. 


Model 175 —162 horsepower. 36,200 pounds. 10 ton. 




Model 75 PC —with five various versions. 1 10 horsepower. 21,900 pounds. Model 175 PH —162 horsepower. 36,200 pounds. 10 ton. 


Call Mission 5-1810 
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TRACTOR 

SHOVELS 


A nine model line for every industrial and construction requirement 



Model 12B —44 horsepower. 16 cubic feet capacity. 6010 
pounds. 



Model 55A —66.5 horsepower. 1 cubic yard capacity. 10,800 
pounds. 



Model 55B —66.5 horsepower. 1 cubic yard capacity. 10,300 
pounds. 




Model 125 A —127 horsepower. 2 Vi cubic yard capacity. 
22,350 pounds. 



Model 175A —162 horsepower. 2% cubic ya r d capacity. 
30,000 pounds. 



Model 275A —290 horsepower. 4y 2 cubic yard capacity. 
48,200 pounds. 


Model 75A —80 horsepower. 1% cubic yard capacity. 13,900 
pounds. 




Model 85A —107 horsepower. ]*/ 4 cubic yard capacity. 15,440 
pounds. 


Model 375A —335 horsepower. 6 cubic yard capacity. 62,000 
pounds. 
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O. B. AVERY COMPANY, INC 
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TRACTOR 

DOZERS 


Four models in power and size ranges to handle the toughest construction jobs 



Model 180 -162 horsepower. 34,000 pounds. 




Model 280 —262 horsepower, 53,750 pounds. 


Model 380 —430 horsepower. 81,400 pounds. 


Model 480 —600 horsepower. 92,000 pounds. 


Call Mission 5-1810 
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Every operation of the compact, maneuverable J-20—engine, 
crawlers, hoist, wheel, crumbing shoe, conveyor speed direc¬ 
tion and shift—is controlled at the operator’s seat. A trencher 
without equal for fast, accurate digging in urban areas, for 
gas, water, sewer, utilities lines, services, mains, extensions, 
house footings, etc. V-shaped conveyer handles more dirt, 
faster, easier. Conveyor speed and discharge direction as well 


as lateral shifting is done at operator’s seat without interrupt¬ 
ing other operations. This permits digging past closely spaced 
trees, poles, hedges, etc. The J-20 puts a 24-inch trench 
within 20 inches of a side wall, tree, etc. Friction-free track 
has 1,000-hour lubrication, big 16-inch by 3-inch hydraulic 
steering brakes. Crumbing shoe (optional) manually or hy¬ 
draulically raised and lowered. 



MODEL 92 Small, compact, sturdy and fast, the ver¬ 
satile 92 is ideal not only for house services and mains 
but for the whole field of utility distribution work as well 
as building foundations and footings, tiling, cable and con¬ 
duit trenching, and oil field lease, field and water lines. 
The 92 maneuvers easily in the tightest city clearances— 
puts the edge of a 20-inch trench within 17 inches of a 
side wall. Long-lived, friction-free, non-clogging crawlers 
require lubrication only every 1,000 hours. Clog-proof, full 
crawlers with full anti-friction bearings and drop forged 
special alloy life-time components. 



MODEL 95 A long-time favorite with utilities, muni¬ 
cipalities and contractors, the 95 is the standard ma¬ 
chine for city and suburban work—for any form of trench 
excavation within its capacity range. Hairline maneuvera¬ 
bility, remarkable mobility and versatility make the 95 
the ideal trencher for the widely varying job conditions, 
narrow clearances and sub-surface obstructions of work in 
built-up areas. Pioneered by Cleveland in 1921, the 95 is 
a supremely dependable machine that protects work sched¬ 
ules and pays off every time. 
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CLEVELAND TRENCHERS 



110 Powerful, handy and economical, the 
110 offers a wide choice of profitable applications, includ¬ 
ing highway widening and drainage tiling, farm drainage, 
utility extensions, field and gathering lines in the oil and 
gas fields and pipeline work within its capacities. Like all 
Clevelands, the 110 has a wide range of transmission- 
controlled combinations of digging-wheel and crawler 
speeds, giving always the correct speed for the job at hand. 
Retractable bucket cleaner makes easy work of sticky mud. 
Patented dual-pivoted grade indicator and crumbing shoe 
assure accurate control of depth and grade. 



♦ 

: 

: 

♦ 

: 

4 

♦ 

4 

4 

♦ 




MODEL J-JU The outstanding machine in every 
respect for suburban applications, farm and highway drain¬ 
age, septic tank and leach bed installations, all utilities 
mains, extensions, services, irrigation systems, oil. gas and 
product lines, etc. Has V conveyor, with hydraulic shifting 
and positioning, belt speed and discharge direction all lever- 
controlled at operator s seat without interrupting action of 
digging wheel or crawler movement. Track has double 
flanged wheels, rollers, sprockets, drives on each end 1 / 2 - 
inch dia. hardened pins, rides on 1 , 000 -hour-lubrieated 
sealed ball and roller bearings, a tremendously long-lived, 
friction-free track with 16-inch by 3-inch steering brakes. 
Hydraulic positioning of crumbing shoe (optional) also 
controlled at operator’s seat. 



MODEL JS-30 


The Model JS-30 has a power- 
shifted, power - tilted digging 
wheel in addition to all the fea¬ 
tures of the other Cleveland 
“J” trenchers—V conveyor, hy¬ 
draulic, conveyor shifting, speed 
and discharge control, 1 , 000 -hour- 
lubrieated crawler, etc. The 
wheel may be shifted anywhere 
desired within 30 inches of either 
side of the trencher’s center line. 

It can dig trench flush with outer 
edge of either track or any point 
between, and excavate short runs 
up to 6 feet wide. Power tilting, 
up to 6 / 2 ° to either side of ver¬ 
tical, adds 7/2 inches to outside 
cut of wheel, enables it to dig vertical trench with one track 
on higher level than the other, on curbs, slopes, etc. Hydrau¬ 




lically positioned crumbing shoe standard equipment. All 
operations of machine controlled at operator’s seat. 


Call Mission 5-1810 
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CLEVELAND TRENCHERS 
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MODEL J-40 

For trench of every kind up to 30 inches wide—pipelines, 
water lines, drainage, irrigation, sewer lines, utilities—the 
features and advantages of the Cleveland J-40 put it in a 
class by itself. It is equipped with the V conveyor permitting 
higher-heaped loads without clogging, and a constant elevating 
angle for faster, higher discharge when sloping and digging 
to maximum capacity. Hydraulic conveyor shifting, belt speed 
and discharge direction are controlled at operator’s seat, do not 


interrupt other operations. Mounted on world’s finest trench¬ 
er crawlers, each track dually supported and driven on each 
end of Vk inch dia. hardened pins, with sealed, 1.000-hour- 
lubricated ball and roller bearings—a long-lived, non-packing, 
friction-free, easy rolling track with big 16-inch and 3-inch 
hydraulic steering brakes. Hydraulically pivoted crumbing 
shoe (optional extra) controlled at operator’s seat. 



MODEL 140 


The Cleveland 140 is the accepted standard machine for anything 
up to 30-inch work. (36-inch width available for special applications.) 
The flexible 140 covers many different kinds of trenching jobs with top 
efficiency. Advanced engineering, structural design and special alloys 
rather than beef and dead weight give it superior toughness that takes 
hard pushing even in frozen, rocky ground without costly maintenance 
down-time. The few repairs occasionally necessary are made quickly 
and easily in the field with “unit-assemblies” from your nearby Cleve¬ 
land distributor. 
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CLEVELAND TRENCHERS 



MODEL 240 


The 240 digs down to 6 feet 3 inches deep and up to 3 feet 
wide. Perfectly balanced at the exact center of its non¬ 
packing crawlers (100% anti-friction-bearing-equipped), the 
240 negotiates the wettest rights of way, overcomes the 
toughest hills. V-shaped conveyor, 12 feet long by 2% feet 
wide, is hydraulically power-shifted and power-folded, both 
lever-controlled at the operator’s seat. The big-capacity con¬ 
veyor power-folds to within the trenchers 8-foot width, allow¬ 
ing road transport without special highway permits. With its 
6 -foot 3-inch depth and its patented 3-bucket tooth pattern, 
the rugged 240 digs more trenches ... in more places . . . 
at less cost. 





MODEL 320 

Here it is—the rugged, fast, “more usable” trencher for any and 
all pipe sizes—large and small. It handles difficult water, 
sewer, irrigation and drainage jobs as well as the biggest cross¬ 
country pipelines. With its expanded width and depth capa¬ 
cities, the veteran 320 is employed on many 36-inch diame¬ 
ter lines. Big, easy-rolling, clog-proof full crawlers—each track 
dually supported and driven on each end of 1& inch dia. 
hardened pins, with sealed 1,000-hour-lubricated ball and 
roller bearings—provide remarkably low ground bearing pres¬ 
sure and sure-footed traction. Its perfect balance and low 
center of gravity make easy work of the steepest grades. 
Proved a champion on thousands of pipeline miles. 


Call Mission 5-1810 
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CLEVELAND TRENCHERS 


Model No. 

92 

95 

s P 

110 

EC 1 F 

140 

1 C AT 

J-20 

IONS 

J-30 

JS-30 

J-40 

240 

320 

Length 

19'3" 

21'6" 

22' 

23' 

21'6" 

22' 

27'3" 

23' 

24'6" 

36'2" 

Width over crawlers 

4'6" 

4'9i/ 2 " 

5'11" or 
6'3" 

7'2" 

5' 

6’ 

6' 

8’ 

8' 

9'10" 

Width over conveyor 

6'10" 

7'11" 

7'n" 

8'10" 

7'n" 

7'n" 

7'11" 

7'n" 

12' 

(8' 

roading) 

Variable 

(910" 

roading) 

Height digging 

7'6" 

8'oy 2 " 

8'3" 

8'3" 

8'4" 

8'4" 

8'2" 

8'3" 

8'9" 

10'6" 

Height shipping 

8'10" 

9'5" 

9'5" 

9'5" 

9'5" 

9'5" 

9'5" 

9'5" 

8'9" 

12'2" 

Crawler length c.c. 

4'9" 

5'9" 

5'9" 

6'n" 

6'3" 

6'9" 

6'9" 

7'6" 

7'6" 

11' 

Crawler height 

I'll" 

I'll" 

2'3" 

2 'n" 

2'5" 

2'9" 

2'9" 

3' 

3' 

3' 

10" 

12" or 
16" 

16" 

10" 

14" 

14" 

18" 

18" 

24" 

Crawler shoe width 

10" 

Conveyor belt width 

18" 

24" 

24" 

24" 

24" 

24" 

24" 

24" 

30" 

36" 

Digging depth 

to 5' 

to 5'6" 

to 5'6" 

to 5'6" 

to 5'6" 

to 5'6" 

to 5'6" 

to 5'6" 

to 6'3" 

to 7'6" 

Minimum _ 

Digging widths 

Maximum _ 

9" 

to 

20" 

11" 

to 

24" 

11" 

to 

24" 

15" 

to 

30" 

11" 

to 

24" 

ii" 

to 

24" 

11" to 
24" 

to 6 feet 
wide by 
shifting 
wheel 

17" 

to 

30" 

20" 

to 

36" 

22" 

to 

52" 

Digging speeds No. 

From 

To 

30 

5" 

over 30' 
per min. 

33 

5" 

over 29' 
per min. 

33 

5" 

over 29' 
per min. 

33 

5" 

over 29' 
per min. 

33 

5" 

over 29' 
per min. 

33 

5" 

over 29' 
per min. 

33 

5" 

over 29' 
per min. 

33 

5" 

over 29' 
per min. 

33 

6" 

over 37' 
per min. 

33 

6" 

over 50' 
per min. 

Wheel speeds No. 

From 

To 

4 

1.5 rpm 
9 rpm 

4 

1.25 rpm 
8 rpm 

4 

1.25 rpm 
8 rpm 

4 

1.25 rpm 
8 rpm 

4 

1.25 rpm 
8 rpm 

4 

1.25 rpm 
8 rpm 

4 

1.25 rpm 
8 rpm 

4 

1.25 rpm 
8 rpm 

4 

1.4 rpm 
9 rpm 

4 

1.1 rpm 
7.7 rpm 

Power ..... 

226 cu. 

inch 
engine, 
42 HP at 
1,400 
rpm 

330 cu. 

inch 
engine, 
51 HP at 
1,200 
rpm 

330 cu. 
inch 
engine, 
51 HP at 
1,200 
rpm 

330 cu. 

inch 
engine, 
51 HP at 
1,200 
rpm 

330 cu. 

inch 
engine, 
51 HP at 
1,200 
rpm 

330 cu. 

inch 
engine, 
51 HP at 
1,200 
rpm 

Diesel 
standard 
370 cu. 
inch 
engine, 
59 HP at 
1,200 
rpm 

330 cu. 

inch 
engine, 
51 HP at 
1,200 
rpm 

Diesel 
standard 
461 cu. 

inch 
engine, 
86 HP at 
1,400 
rpm 

Diesel 
standard 
831 cu. 

inch 
engine, 
100 HP at 
1,000 
rpm 

Weight, approximate _ 

10,000 

lbs. 

11,000 

lbs. 

12,000 

lbs. 

15,300 

lbs. 

13,500 

lbs. 

15,000 

lbs. 

20,000 

lbs. 

ind 

ctrwt 

18,800 

lbs. 

22,000 

lbs. 

38,000 

lbs. 
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CLEVELAND BACKFILLERS 




MODEL 80W 

A fast and efficient backfiller, the Model 
SOW travels and fills simultaneously in 
one fast, continuous operation—fills spoil 
from either side of trench. It is also an 
excellent pipe-layer and does side boom 
work of all kinds. When compaction of 
fill is required, its rugged tamper unit- 
delivering a 700 foot-pound blow 42 times 
a minute—does a thorough, uniform job 
ready for immediate repaving. Good for 
pavement breaking, too. The versatile 
SOW does all these jobs with just one 
operator. Available with or without tam¬ 
per unit. 


SPECIFICATIONS 
Length—18 feet 10 inches 
Width Over Crawlers—6 feet 3 inches 
Width Overall—6 feet 3 inches 
Height (less tamping board)—8 feet 
Crawler Length C. C.—5 feet 9 inches 
Crawler Height—1 foot 11 inches 
Crawler Shoe—16 inches 
Weight (approximate)—11,500 pounds 
Ground Bearing Pressure (per sq. in.)—4.5 lbs. 
Power—226 cu. in. engine (48 HP @ 

1,600 RPM) 

Travel Speeds—48, from 1 FPM to 2 3 /» MPH 
Crane Capacity—20,000 foot-pounds 
(4,000 lbs. @ 5 feet) 


LAYS PIPE 




MODEL 190 

One-man operated-a fast, big-capacity backfiller, the 190 
employs a water-cooled throw-out clutch which prevents over¬ 
heating, provides accurate day-long continuous casting con¬ 
trol, adds hundreds of hours of worklife. Travels as it fills. 
All controls conveniently located and easy-acting. Boom 
hinges above track stay clear of mud, muck, water, etc., facili¬ 
tating more efficient casting and filling in swamps, lowlands, 
all terrains. Lays pipe, too. Ideal for cross country lines and 
big water and sewer jobs. All speeds available in both direc¬ 
tions. 



SPECIFICATIONS 

Length—17 feet 8 inches 

Height—8 feet 7 inches 

Crawler Height—3 feet 

Weight—24,000 pounds approximate. 

Ground Pressure—18-inch shoes, 7 pounds PSI 
24-inch shoes, 5 pounds PSI 
Boom—Adjustable 25 feet to 33 feet 
Backfill Scraper—7 feet by 3Vi feet 
Power—525 cu. in. Diesel engine, 93 HP @ 1,500 RPM 
Line Speeds—4 pull-in speeds, from 47 feet to 318 feet per minute; 

4 throw-out speeds, from 70 feet to 450 feet per minute 
Crawler Speeds—48 (either direction) from 1 foot per minute to 4.3 MPH 
Width—8 feet 

Crawler Length C. C.—8 feet 3 inches 
Crawler Shoe—18 inches 
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TRUCK MIXERS 

OVER 40 MODELS . . . STEEL, ALUMINUM — AND 
ALUMINUM-STEEL COMBINATIONS 



“Flared” Drum Design—25% Deeper Blades 
. . . assures faster charging and quicker, 
smoother discharge of even lowest slump con¬ 
crete . . . than any other transit mixer. 

Automatic Wash-Down System for complete 
wash-down of rear of mixer. 

Single-Lever Operating Control makes Trans- 
cretes simplest, easiest of all to operate. 

All-Weather Water System with optional “Au¬ 
tomatic Measuring” water tank. 

Exclusive Swing-Out Hopper swings in for 
quickest charging, swings out of the way for 
fastest discharge. 


CMC Transcretes feature a simplified, compact design that re¬ 
duces mixer weight . . . GREATLY INCREASES PAYLOAD. 
Built-in RUGGEDNESS cuts maintenance costs . . . adds years to 
mixer life. Transcrete’s drum and blading design assures a fast 
charge-mix-pour cycle—provides concrete that fits the specs every 
time. 

Available in standard sizes from 4 to 10 yards mixing capacity. 
Choice of 3 drive types; Separate Engine Drive; Front Truck En¬ 
gine Drive and Flywheel Truck Engine Drive. CMC ALUMI¬ 
NUM TRANSCRETES available in 7 yard size . . . 36% less 
weight . . . carry up to a yard and one-half more legal payload in 
many states. 


Exclusive Floating Drive eliminates main cause 
of chain and drive failures. 




CENTRAL PLANT 
MIXERS 

28S, 56S AND 84S, ONE, 

TWO AND THREE YARDERS 

These ruggedly built CMC stationary mixers are 
designed to speed up central plant production on 
big jobs and in commercial ready mix plants. 
Finger tip hydraulic controls. Machined drum 
tracks—Timken bearings throughout. Renewable 
hardened steel drum liners. Backed by more than 
40 years’ experience in building mixers. 
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THORO-MIX MIXERS 

1 1 S, 1 6 S, FOUR WHEELERS 


Quickest charging — perfect mixing—fastest discharge 



CMC four-wheelers are furnished in popular 
optional truck mountings. Standardization of 
CMC models lowers costs and enables us to 
sell better mixers for less money. Side as well 
as end discharge four-wheelers in the CMC 
line are identical with the two-wheelers from 
the chassis up. Built to take the punishment of 
long service, these CMC mixers incorporate 
such features as Timken roller bearings, ma¬ 
chined drum tracks, silent transmission and im¬ 
proved stabilizers. CMC, 16S four-wheelers 
have abrasion resisting steel liners in drum 
and discharge chute. 



SMALL JOB MIXERS 


CMC has always led the field in building mixers of the types shown on this page. 
Today’s models are right up to the minute in features that mean outstanding per¬ 
formance, mixing ability, ease of handling and durability. A complete line to meet 
every small job need. 


3 Y 2 S Side discharge wonder filter 



Streamlined construc¬ 
tion — unmatched per¬ 
formance — easy to 
transport. Simple to 
operate. “Figure 8” mix¬ 
ing action. Today’s out¬ 
standing mixer buy. 


3 V 2 S Non-tilt mixers 



Improved type Gated 
Batch Hopper WITH 
CAM OPERATED 
SHAKER —gives 
power-loader speed 
and performance with¬ 
out its cost. 

Compact, perfectly 
balanced, end - charge 
design. 100% Timken 
equipped. 



6S—Non-tilt 

Most versatile mixer on wheels 

Here’s tops in all-round performance and portability. 
Built to take it, these high speed non-tilt units are guar¬ 
anteed to give longer life. Of end discharge design and 
mounted on two-wheel trucks, these CMC 1 baggers 
incorporate all the “plus” value features necessary to 
make them “tops” in the field. 
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Hoe 
type 

MIXERS 


FOR PLASTER and MORTAR 
DRY CONCRETE-COLD PATCH 



4 and 6 Cu. Ft. Hoe-Boy 

Both the No. 4 Hoe-Boy at 
left and the No. 6 Hoe-Boy 
at right have the following 
features: Adjustable triple 
action mixing hoes; Safety 
grating and bag splitter; 

Leak-proof, long-life pad¬ 
dle shaft seals; Tapered 
roller anti-friction shaft 
bearings; Heavy duty elec¬ 
tric welded frame; Ma¬ 
chine-cut sprockets, roller 
chain drive; 29 inches wide to 
ways. 



NO. 6 HOE-BOY 

go through narrowest door- 



SUPER 8 WONDER 


Six cu. ft. capacity. Have triple mixing hoes with exclu¬ 
sive adjustable blades assuring perfect mixing. Jack 
shaft and hoe shaft equipped with anti-friction Timken 
bearings for extra long life. 



Bituminous mixers 

Available with or without the power loader. They are 
money saving portable cold patch units in 6 and 10 cu. 
ft. sizes for the building, repair and maintenance of all 
types of bituminous pavements. 


No. 4 Hoe-Boy available powered with 2.4 H.P. or 4.5 
H.P. gasoline engine, or electric motor. Capacity—4 cu. ft. 

No. 6 Hoe-Boy available powered with 4.5 H.P. gasoline 
engine or electric motor. Capacity—6 cu. ft. 



SUPER 10 WONDER 


The large capacity mixer with all the proven features 
of the Super-Six built in. BIGGER capacity, HIGHER 
production — QUALITY mixes — HEAVY-DUTY en¬ 
gine. Standard with manually - operated discharge. 
Power tilt equipment pictured is optional. 
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Self-raising tower 

Extends easily. No “added” 
strain when raising. Tim¬ 
ken bearing equipped. Spe¬ 
cifically designed to facili¬ 
tate erecting in restricted 
space. In addition to hav¬ 
ing gin pole assembly for 
actual spot placing of sec¬ 
tions to be added, these 10 
foot extensions have been 
standardized to permit util¬ 
izing a top sheave assem¬ 
bly. Can be dismounted as 
a unit after being used for 
lifting platform, then rein¬ 
stalled at top of new sec¬ 
tion. 


General utility hoists 
with boom swinger 

General Utility hoists, available with one, two or three 
drums, and either 27 or 45 H.P., provide line speeds of 
150 to 200 ft. per minute and load capacities up to 5,500 
lbs. The model illustrated is complete with Boom 
Swing slewing attachment, which is available as op¬ 
tional equipment and provides line speeds in either 
direction of 30 ft. per minute. 


Electric powered hoists 

All CMC Hoists are 
built to take standard 
1200 RPM electric 
motors. Can be 
changed from gaso¬ 
line to electric power 
in the field, if desired. 
Optional size drums, 
or pulleys for belt 
drive, are also avail¬ 
able. 




Light duty hoists 


Handy hoists 


This general all-pur¬ 
pose hoist is available 
in single or double 
drum models — pro¬ 
vides line speeds of 
150 to 200 ft. per min¬ 
ute—has a lifting ca¬ 
pacity up to 2,600 lbs. 


CMC Horizontal Earth Drill 

Drills holes from 2 inch to 1 2 inch in diameter 
up to 200 feet long 

For drilling holes for laying pipe—without trenching- 
under lawns, highways, walks, shrubbery, etc. One 
man can set it up and operate it. Pilot auger makes 
2-inch hole—return reamers used to enlarge hole to 
any size up to 12 inches. Powered by 5.75 H.P. 4-cycle 
gasoline engine. 





CMC Light - Duty Hoists 
are available in either sin¬ 
gle or double drum non-re- 
versible models. Same high 
quality as in the larger 
hoists. These compact, light 
weight units provide line 
speeds of either 125 or 150 
ft. per minute and can lift loads up to 1,900 lbs. 
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C M C. A.G.C. Rated Dual Prime Pumps are designed for the construction 
industry. These pumps will handle jobs like dewatering excavations, sumps or 
basements as well as supplying or transferring liquids. Dual priming provides 
rapid and reliable priming and CMC Unitized Construction assures consistent 
trouble free operation. 


DUAL PRIME 




Model 240M 


The largest dual primer. Capacity 240,000 gallons per 
hour. Enough to move a small river. A big pump for 
big construction jobs—irrigation projects—water sup¬ 
ply—dam construction—well point and pre-drainage 
jobs. Excellent design, wear resistant materials plus all 
CMC pump features for faster priming and long life 
make this pump and Model 125M 8 r/ size suited for 
rough and tough service. 



Model 5M 



Model 90M 

This self-priming centrifugal unit is used extensively 
for pumping out quarries, pipe line and sewer work as 
well as large construction jobs. Powered with a liquid 
cooled six cylinder engine with oil bath air cleaners 
and oil filters, this CMC 90M is capable of capacities 
up to 90,000 gallons per hour. 



Model 20MH 

Here’s versatility plus! 


Here’s new dependability in light weight pumps. Fa¬ 
mous dual prime feature in handy, easily portable units 
for a wide variety of uses. Model 5M has a capacity 
of 5,000 gallons per hour and is powered by a 2.25 
H.P. engine. 


16 O. B. AVERY COMPANY, INC. 


A pump of wide usefulness built for heavy-duty service. 
Model 20MH has all the exclusive features that have 
made CMC first choice in contractors pumps. Pow¬ 
ered by a 12.5 H.P. engine, this CMC dual prime unit 
is capable of capacities up to 20,000 gallons per hour. 
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HIGH PRESSURE 
& DIAPHRAGMS 


Model TS-7 
High pressure 
2 -stage pump 

This IV 2 " self-priming cen¬ 
trifugal has 2-stage perform¬ 
ance in a single impeller. 
This provides two big advan¬ 
tages: Pump pressure ob¬ 
tained by TS-7 is double that 
usually obtained with single 
impeller pump; permits close 
coupling of pump to power unit with minimum of parts for best 
reliability, less maintenance. 

The TS-7 is ideal for suction lifts up to 25', booster pumping, 
small jetting jobs, and general washing jobs. Skid or wheel- 
mounted with rubber tires. 


Pressure-flo 

Compact, portable, high 
pressure pumps for jetting, 
fire protection, gravel wash¬ 
ing and many other purposes. 
Available in a wide range of 
sizes from 100 G.P.M. to 
1400 G.P.M. Quality fea¬ 
tures are your guarantee of 
operating efficiency and con¬ 
stant trouble-free perform¬ 
ance. 

Models FDL-2 and FDL-3 diaphragms 

Built for rough, rug¬ 
ged, pumping jobs 
such as handling 
sludge, mud, seepage, 
sewage slime and liq¬ 
uids containing abra¬ 
sive solids. Self-prim¬ 
ing on suction lifts to 
25 feet and discharge 
heads up to 35 feet. 3 inch Model FD-L3 will pump up to 3,600 
gallons per hour. 2 inch Model FD-L2 will handle in excess of 
2,800 gallons per hour. Feature vertical stroke action for much 
longer diaphragm life; fabricated steel pump body; removable 
valve bodies. LIGHTWEIGHT for easy handling ... 2 inch model 
weighs only 165 pounds. 

Available powered with gasoline engine or electric motor. 





CMC 

WONDER-^ 

LIGHTWEIGHT PUMPS 

• Aluminum pump body and engine for 
greatest ease in handling. 

• Cast iron impeller and volute for greater 
strength . . . less wear . . . longer life. 

• 4 Models from 1 V 2 " to 3" sizes. 


Extra compact, lightweight . . . extremely portable 
. . . yet plenty rugged for toughest pumping jobs. 1 V2” 
size weighs only 49 pounds . . . even 3" size can be 
easily picked up and carried about by one man. The 
ideal pumps for contractors, city maintenance depart¬ 
ments, telephone companies, etc., on all types of de¬ 
watering jobs. 

Excellent Performance ... for example, 2" Model W12A 
will pump up to 12,000 gallons per hour and primes 
automatically up to 25 foot suction lift in less than one 
minute. 

Simplified Construction . . . has fewer moving parts for 
more reliable performance, less maintenance. 

Aluminum-Iron Design guarantees biggest performance 
at lowest weight. 4-cycle Air Cooled all-aluminum engine. 



IV 2 " Model W6A 

49 pounds. Capacity 
6,300 G.P.H. 4-cycle, 
all-aluminum air cooled 
2.25 H.P. engine. Base- 
mounted. 


2" Model W9A 

52 pounds. Capacity 
9,000 G.P.H. 4-cycle, 
all-aluminum air cooled 
3 H.P. engine. Base 
mounted. 


Super 2" 

Model W12A 

89 pounds. Capacity 
12,000 G.P.H. 4-cycle 
all-aluminum air cooled 
5.75 H.P. engine. Base- 
mounted or rubber-tired 
wheels. 


3" Model W19A 

97 pounds. Capacity 
19,000 G.P.H. 4-cycle 
all-aluminum air cooled 
5.75 H.P. engine. Base- 
mounted or rubber-tired 
wheels. 
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All Heltzel concrete batching plants can be customized to meet any batching specification or 
requirement. Plants can be provided as a complete package installation, incorporating all mate¬ 
rials handling equipment and all other components essential to operation. Heltzel engineering 
know-how can solve virtually any batch plant problem. 


HELTZEL CONCRETE BATCHING PLANTS 

(Member Concrete Plant Manufacturers Bureau.) 


Heltzel Stationary Transit Mix Combination Batching Plants 

Capacities, 30 to 600 tons. Available with a single combination batcher for both 
cement and aggregates, or separate batch hoppers and scales for aggregates and 
cement. Manual, semi-automatic, or fully automatic operation. 

With bucket elevators, or low pressure, pneumatic loading systems for charg¬ 
ing cement; bucket elevators or belt conveyors for aggregates; a wide choice of 
bin compartmentation with up to eight materials in one bin. 

Heltezl Aggregate Paving Plants 

Capacities, 30 to 200 tons. Widely used by highway contractors building the 
nation’s vast,interstate highway system. Paving plants are portable and unitized, 
designed for quick, easy setup and dismantling, and easy, over-the-road trans¬ 
porting. Wide range of batchers, compartmentation, and materials handling 
equipment available; larger plants on special order. 

Heltzel E-3 Cement Plant (For Paving and Transit Mix) 

Capacities, 190 to 1030 barrels. All welded, sealed, dustless portable plants, de¬ 
signed for easy erection, dismantling, and over-the-road transporting. Available 
with any type cement batcher. Operation may be manual, semi-automatic, or 
fully automatic. Manual or air ram actuated tubular cement valves. Flared leg 
construction permits easy truck access. Also available in unitized models. Ma¬ 
terials handling systems are built to contractor’s specifications. 

Heltzel Central Mix and Concrete Products Plants 

Capacities from 100 to 600 tons with mixers ranging in size up to 10 yards. Both 
Central Mix and Concrete Products Plants are designed and built to meet specific 
job requirements. Both types can be designed as complete package installations 
available with batching and material handling equipment to fit the particular job. 

Heltzel Portable Combination Plants 

Capacities, 100, 150, 200 and 300 tons. Compartmentation as desired for both 
cement and aggregates. Batchers made in variety of sizes up to 8 yards with 
manual or automatic controls. Ideal for on-the-job production of concrete. 

Heltzel Self-Erect, Mobile Plants 

Available for transit mix, paving, or central mix operation, Heltzel Self-Erect 
Mobile Plants have built-in self-elevating mechanism which eliminates need for 
crane or other costly erection equipment. These plants can be set up in three 
hours by two men. Heltzel Self-Erect Mobile Plants open up new market poten¬ 
tials in areas previously considered unprofitable. 


TRANSIT MIX PLANTS 


PAVING PLANT 




CENTRAL MIX PLANT 


E-3 CEMENT PLANT 


SELF-ERECT MOBILE PLANT 
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HELTZEL BATCHERS 



concnETe 


CPMB 


mnnuFRCTURtRS 

BUREAU 





COMBINATION 


SPLIT 


BATCH TRUCK 



WATER BATCHER 


All Heltzel batchers can be furnished with (any type of batching controls—manual, 
semi-automatic, or fully automatic, interlocks as specifications demand. 


Heltzel Combination Batcher 

Used on plants in the concrete products, central mix, and transit mix industries. Fits 
a variety of installations, will batch one or two types of cement and up to six types 
of aggregates. Sizes—from one to six yards. 

Split Batchers 

For fast accurate batching, separate hoppers and separate scales are furnished for 
a S8 re S a ^ e anc l cement. Material is discharged into common collecting hopper for 
blending. Available in capacities from one to eight yards. 

Heltzel Batch Truck Batcher 

Designed for batch truck operation, most accurate of its type. Available for either 
automatic or manual operation. Dial or beam scales. 1 *4 cubic yard capacity. 

Heltzel Cement Batcher 

Dustless and moisture proof, combines rugged dependability, speed, and accuracy. 
They are furnished with either dial or beam scales, are available in single, dual, and 
twin types. Single capacities—one to eight yards; dual capacities—three yards; twin 
capacities—three yards. All three types are furnished with either manual, semi¬ 
automatic, or fully automatic controls. 

Heltzel Water Batcher 

Heltzel Water Batchers can be furnished in conventional style or type that operate 
on the retrogressive or draw-off system, providing faster, high accuracy water 
proportioning. An easy-to-set beam or dial scale controls precise, accurate water 
dispersion in gallons or pounds. Moisture compensation is available. 

Heltzel Tubular Cement Valve 

Constantly improved over twenty years of field service. Available for either manual 
or air-ram control. The Heltzel Tubular Valve is simple in design. All mechanical 
parts are kept free from direct contact with cement. Ruggedness and simplicity of 
design virtually eliminate maintenance. 

Batching Controls 

Manual, partial, semi or fully automatic controls in accordance with rigid CPMB 
requiiements to meet all specifications and fit every batching application. Re¬ 
cording or printing attachments available as specifications demand. 




TUBULAR CEMENT VALVE 


CONTROL CONSOLE 
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HELTZEL STEEL FORMS 
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Cam-Lok Forms 

The Cam-Lok embodies a superior, new cam locking princi¬ 
ple which eliminates sledging and resulting form damage. 
A simple quarter turn of the cam draws treads and faces into 
rigid alignment which will not shake loose under weight and 
vibration of machines. 

Slide-Lock Forms 

The Slide-Lock is an economical, field proven, driving type 
form lock, sturdily constructed from Vi - inch hot rolled steel. 
Projecting ears make slide lock easy to drive; locks provide 
perfect alignment and reinforce treads at joints to prevent 
sagging. Lock guides provided on both form ends simplily 
setting. 


Heltze! Forms are constructed of V 4 -inch Helcoloy steel 
plate. The rugged channel stake pockets are welded to 
the form base and face to provide maximum support. 
Both Cam-Lok and Slide-Lock forms are available with 
single or double-wedge pockets, with or without up-turned 
base flange. Both single and double-wedge channel stake 
pockets are formed with a shoulder which adds support 
to the outer edge of the tread. Angle wedges, Va -inch 
thick, retain their shape under hard usage. 


CAM-LOK AND SLIDE-LOCK FORMS 


Size of 
Height 

Form 

Base 

Wght. of Stakes 

Wght. 10' section 
including stakes 

6 

6 

10 

158 

7 

7 

12 

182 

7 

8 

12 

191 

8 

8 

12 

202 

9 

8 

13 

216 

9 

9 

13 

225 

10 

8 

16 

227 

10 

10 

16 

250 

12 

12 

20 

271 


NOTE: All weights given are based on standard 10' long form sections 
with double wedge stake pockets,* Cam-Loks** and upturned base 


flanges.* * * 

*With single wedge stake pockets.-subtract 1 lb. 

* * With Slide-Lock instead of Cam-Lok-No Change 

* * * Without upturned flange_subtract 8 lbs. 


SLIDE-LOCK FORM 


CAM-LOK DETAIL 


SLIDE-LOCK DETAIL 
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HELT7EL STEEL FORMS 




(For Airport and Highway Work) 

Each dual duty form is actually two form sizes in one since 
each can be used for two different slab thicknesses. On air¬ 
port jobs where runways, landing strips, and apron slabs 
are of different thicknesses, one or two sizes of Heltzel Dual 
Duty Forms may well handle all paving form requirements. 

Stake pockets and wedges are designed so that either 
face of the form can be used upright. Treads on each side 
permit use of finishing machines with forms in either posi¬ 
tion. Heavy Helcoloy Vi-inch steel plate construction as¬ 
sures rigidity and long life. 

Heltzel Dual Duty Forms are equipped with cam-loks, 
the superior cam locking principle which permits faster, 
easier form setting. A simple quarter turn of the cam draws 
treads and faces of both form sections into alignment, abso¬ 
lutely secure regardless of vertical or horizontal thrusts un¬ 
der machine weights. Dual duty forms are available in 
standard and special sizes. Dowel holding devices can be 
furnished to meet any specification or requirement. 



Single Purpose Cam-Lok Airport Forms 

Made the same as dual duty except that face and base are 
not reversible. 


CAM-LOK DUAL DUTY AIRPORT-HIGHWAY FORMS 

Size of Form S, ° keS W 9 h »- 10 ' Section 

Size Weight Including Stakes 


8x9 

24" 

5.3 

237 

9 x 10 

24" 

5.3 

254 

10x11 

24" 

5.3 

272 

11 x 12 

30" 

6.5 

290 

10 x 14 

30" 

6.5 

297.5 


18" 

3.75 

297.5 

11 x 15 

36" 

7.75 

339 


18" 

3.75 

339 

12 x 16 

36" 

7.75 

356.5 


18" 

3.75 

356.5 

14 x 18 

42" 

9.43 

418.9 


18" 

3.75 

418.9 

16 x 20 

42" 

9.43 

455 


24" 

5.3 

455 

18 x 22 

48" 

10.6 

491.2 


24" 

5.3 

491.2 

20 x 24 

48" 

10.6 

560.6 


24" 

5.3 

560.6 

CAM-LOK 

SINGLE 

PURPOSE AIRPORT 

FORMS 


Size of Form Stakes Wght. 10 ' Section 


Height 

Base 

Size 

Weight 

Including Stakes 

13" 

13" 

30" 

6.5 

314 

14" 

12" 

30" 

6.5 

329 



18" 

3.75 

329 

14" 

14" 

36" 

7.75 

388 



18" 

3.75 

388 

15" 

13" 

36" 

7.75 

388 



18" 

3.75 

388 

15" 

15" 

36" 

7.75 

401 



18" 

3.75 

401 

16" 

14" 

36" 

7.75 

401 



18" 

3.75 

401 

16" 

16" 

36" 

7.75 

414 



18" 

3.75 

414 

17" 

15" 

42" 

9.43 

416 



18" 

3.75 

416 

17" 

17" 

42" 

9.43 

441 



18" 

3.75 

441 

18" 

16" 

42" 

9.43 

441 



18" 

3.75 

441 

18" 

18" 

42" 

9.43 

461 



18" 

3.75 

461 

19" 

16" 

42" 

9.43 

451 



18" 

3.75 

451 

19" 

19" 

42" 

9.43 

478 



18" 

3.75 

478 

20" 

16" 

42" 

9.43 

461 



24" 

5.3 

461 

20" 

20" 

42" 

9.43 

506 



24" 

5.3 

506 

21" 

17" 

42" 

9.43 

467 



24" 

5.3 

467 

2i" 

2i" 

42" 

9.43 

544 



24" 

5.3 

544 

22" 

18" 

48" 

10.6 

511 



24" 

5.3 

511 

22" 

22" 

48" 

10.6 

579 



24" 

5.3 

579 

23" 

19" 

48" 

10.6 

544 



24" 

5.3 

544 

23" 

23" 

48" 

10.6 

603 



24" 

5.3 

603 

24" 

20" 

48" 

10.6 

579 



24" 

5.3 

579 

24" 

24" 

48" 

10.6 

628 



24" 

5.3 

628 
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Flex-Plane Gas-Electric Finishing Machine 


The Flex-Plane Gas-Electric Finisher is the most efficient 
and versatile finisher ever designed. It eliminates the need 
for two or more finishers when paving different slab widths 
since the Flex-Plane Finisher adjusts either manually or 
hydraulically (optional) from 12 feet to 26 feet to finish 
single lanes, double lanes, ramps, approaches, and varying 
widths. Independent screed and traction drive motors pro¬ 


vide separate and infinite speed ranges from zero to maxi¬ 
mum. Flex-Plane finisher frame has lower center of gravity 
for greater stability. Control console is properly located to 
insure greatest safety and visibility, plus maximum oper¬ 
ating efficiency. Hydraulically operated transport wheels 
(optional) provide for easy transporting from job to job. 


Flex-Plane Gas-Electric 

The Finisher-Float Machine combines the operations of a 
twin-screed finisher with the final finish applied by a trans¬ 
verse float. Thus, finishing and floating operations are com¬ 
bined into one machine with one operator. The Flex-Plane 
Finisher-Float provides separate electrical drives for the 
traction wheels and the screeds. These separate drives 
makes it possible for operator to select desired ratio of 
screed speed to machine forward speed to compensate for 
any degree of slump. The smooth finish imparted by the 
combination finisher-float requires a bare minimum of 
hand finishing. 


Finisher-Float Machine 

Finisher may be detached and used separately without 
float. Built-in, hydraulically operated transport wheels on 
both the finisher and float units are optional at extra cost. 
Transport units provide for fast, easy towing from job to 
job. Finisher section is available with either manual or 
hydraulic widening devices. It adjusts from 12 to 26 feet 
to handle single lanes, double lanes, ramps or approaches. 
Job tests prove longitudinal smoothness of slab finished by ._ 
the Flex-Plane Finisher-Float Machine is unsurpassed by « 
that produced by any other method or equipment. 2 



HELTZEL FLEX-PLANE 

HIGHWAY FINISHING EQUIPMENT 
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HELTZEL FLEX-PLANE 

HIGHWAY CONSTRUCTION EQUIPMENT 





Flex-Plane Spray Machine 


The new Flex-Plane automatic spray curing machine provides a 
better, faster, more economical method of applying membrane 
curing compound. It can be used with a single operator. Rate 
of travel can be varied. A high efficiency pump, coupled to a 
duoble spray head, insures economical material coverage. Spray 
carriage is synchronized to machine travel, providing a fool-proof, 
overlapping coverage pattern that eliminates operator error. 

Pumping system provides uniform flow and positive displace¬ 


ment. Excess material is pumped back into drum. This action 
agitates material in drum, keeping solids in suspension, prevent¬ 
ing settling and separation. Surge tank eliminates pulsation. 
Three-stage filtering unit prevents clogging. Complete spray sys¬ 
tem is quickly dismantled for cleaning. Burlap drag, brooming, 
or belting attachments are optional equipment which can be at¬ 
tached to the spray curing machine where specifications re¬ 
quire them. 


Heltzel Flex-Plane Subgrade Planer 



Subgrade planers are towed behind powered finegrader or any 
self-propelled unit ahead of paving train for planing subgrade to 
precise contour. Flex-Plane Subgrade Planers are made in three 
working widths from 10 feet to 26 feet. They are constructed on 
heavy rugged frames engineered to maintatin precise planing 
levels. Blades are easily set. Elongated slots in blades permit 
fast, easy adjustment for normal crown variation. Micro-adjust¬ 
ments are made by hand wheel screw. Depth adjustments pro¬ 
vide for cuts for up to 15-inch thick slab. Flex-Plane Subgrade 
Planers are designed for easy adjustability. They produce smooth 
subgrades to close tolerance and are available in either manually 
widened or power widened models. 

Flex-Plane Utility Bridge 

For general utility on concrete paving projects, fulfills many func¬ 
tions. It may be used for touch-up finishing, as a burlap drag, as 
a carrier for curing materials, or joint materials. It is sometimes 
used to handle steel molding strips, hand tools, drinking water, 
vibrating equipment, etc. Utility bridges have angle frames with 
heavy steel trusses and platforms of full span heavy planks se¬ 
curely fastened to frames. Four 10-inch diameter wheels with 
non-friction bearings. Choice of wheel types are available for 


riding on forms or finished slab. Flex-Plane Utility Bridges are 
available in sizes adjustable 10 to 15 feet and adjustable 20 to 25 
feet. Special sizes upon request. 



Flex-Plane Subgrade Testers 


Use of the Flex-Plane Subgrade Tester eliminates guesswork 
when checking subgrade. These units are precision engineered 
for quick setup and precise adjustment. Depth of each scratch 



steel main frame and balanced rear trucks insure a warp-free 
unit. Widths are controlled by loosening bolts on carriage as¬ 
semblies and sliding along beam. Testers are available in three 
sizes in working widths from 10 feet to 26 feet and 6 to 15 inches 
in depth. Depth may be increased by using longer pins. 
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HELTZEL CURB, CURB AND GUTTER FORMS 


Curb Forms 

Heavy duty Dowel Joint Forms ruggedly con¬ 
structed of heavy gauge carbon manganese steel in 
10-foot sections for 12 to 24-inch height work, par¬ 
tially battered or fully battered face, extra wide 
3-inch bases and heads, and turned flanges. Dowel 
joints permit division plate removal whether front 
forms are vertical or battered. Front forms are in 
either single or two piece construction. Heltzel 
curb forms are fast setting, quick stripping, built to 
withstand long, rugged service. 

Heltzel Curb and Gutter Forms 

The most versatile curb and gutter forms marketed 
today. A single basic set will handle an extremely 
wide variety of jobs. Interchangeable Face Curl) 
Forms and optional supports increase their utility 
to include everything from conventional curb and 
gutter to roll type curb, from a form used with 
existing curb, to a double height form for extra 
high curbing. 

Heltzel Sidewalk Forms 

Ruggedly constructed of carbon manganese steel, 
Heltzel Sidewalk Forms are designed for quick, 
easy installation and stripping. Made in 10-foot 
lengths for easy handling, forms are slotted every 
12 inches for division plate insertion. Plates have 
full depth wings to prevent side forms from spread¬ 
ing. Flexible radius forms for corner work and ser¬ 
pentine walk construction are also available. Helt¬ 
zel sidewalk forms are designed for standard walks 
of 4, 5, or 6-inch construction with division plates 
from 1-foot to 6 feet available from stock, special 
sizes to order. 

Special Forms 

Heltzels wide experience in the design and manu¬ 
facture of forms includes special forms developed 
for everything from foundations to piling, drive¬ 
ways, tunnels, islands, and culverts. Heltzel will be 
glad to help solve special form problems. Contact 
Heltzel Form Engineering Department. 



FLEXIBLE CURB AND GUTTER FORM 



RIGID RADIUS CURB AND GUTTER FORM 



SPECIAL FORM 


h. 

CO 
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HELTZEL CONCRETE BUCKETS 



Heltzel Deluxe Concrete Buckets 

The Heltzel Deluxe Bucket combines rugged strength with 
light weight, is easy to handle—completes placement faster. 
Low overall height gives maximum clearance in congested 
areas. Four-position gate opening control is adaptable for 
any job from narrow pours to fastest maximum discharge. 
Steep hopper slopes and self-cleaning gate assure an empty 
bucket. Choice of lever or bail handles, manual or air-oper¬ 
ated remote control discharge gates. Heltzel buckets can be 
furnished with extra large discharge gates, extra steep sides 
for low slump concrete, to meet all Corps of Engineers and 
other Government specifications. 



Heltzel Standard Duty Concrete Buckets 

Durable, lightweight, economical, Heltzel Standard Duty 
Buckets have optional control handles, four-position dis¬ 
charge control, and double arc, gear controlled clamshell 
gates. Standard duty buckets are engineered to provide the 
most practical low cost units available. Steep hopper slopes, 
self-cleaning gates, low overall height. Rugged all steel con¬ 
struction combines maximum strenght and lighter weight. 
Choice of lever or bail handles. 



Air-Operated Discharge Extra Large Gates 

All Heltzel concrete buckets can be furnished with air-oper¬ 
ated discharge and quick-connector hose attachments for 
remote control discharge. Opening can be controlled from 
remote station. Actuated by virtually any commercial com¬ 
pressor, permits any rate of discharge desired. Heltzel air- 
operated buckets are designed to meet all standard and 
Corps of Engineers' specifications. 


Size 
cu. yd. 

Diam. 

ft. 

DELUXE BUCKETS 

Gate size Volume 
cu. ft. 

Height to 

top of Approx, 

hopper wght. lbs. 

% 

4' 0" 

18" x 18" 17.6 

3' 0" 445 

3 /4 

4' 0" 

18" x 18" 22.0 

3' 3i/ 4 600 

1 

4' 0" 

18" x 18" 32.0 

4' 3" 665 

IVz 

5' 6" 

24" x 24" 45.0 

4' 5 7 / w " 850 

2 

5' 6" 

24" x 24" 61.0 

5' 0y 14 " 1250 

3 

5' 6" 

24" x 24" 88.5 

6' 3" 1600 

4 

6' 2i/ 2 - 

34" x 34" 124.0 

7' O1/2" 1905 



STANDARD BUCKETS 


Size 
cu. yd. 

Diam. 

ft. 

Discharge 

opening Volume 

sq. in. cu. ft. 

Height to 

top of Approx, 

hopper weight lbs. 

y* 

4' 0" 

264 16.3 

2' 7" 418 

% 

4' 8" 

264 24.2 

3' 1" 510 

i 

5' 2" 

264 32.3 

3' 6" 600 

“LOW SLUMP” BUCKETS DESIGNED TO MEET CORPS OF ENGINEERS' 
SPECIFICATIONS 

Size Diam. 
cu. yd. ft. 

Area 
top of 
Volume bucket 
Gate size cu. ft. sq. in. 

Gate Height to Approx, 
area top of weight 

sq. in. hopper lbs. 

Vz 4' 0" 

24" 

x 24" 16.5 1809.6 

600.25 3' 1" 455 

3/ 4 4' 0" 

241/2- 

x 241/2" 22.5 1809.6 

600.25 3' 6" 610 

1 4' 0" 

24V2" 

x 241/2" 31.5 1809.6 

600.25 4' 3" 665 

V/ 2 4' 0" 

24i/ 2 " 

x 241/2" 44.0 1809.6 

600.25 5' 3" 790 

2 5' 6" 

34" 

x 34" 60.0 3420.0 

1140.00 4' 2" 1230 

3 5' 6" 

34" 

x 34" 88.0 3420.0 

1140.00 5' 5" 1610 

4 6' iy 2 " 38y 4 " 

x 38i/ 4 " 124.0 4358.0 

1463.00 7' 0*/ 2 " 1925 


HELTZEL STEEL STRAIGHT EDGES AND FLOATS 


This improved straight edge is equipped with reinforcing 
corner braces, reversible double strength handle 12'-0" to 
16'-0" long. Light and durable, blade is made from highest 
quality steel tubing lO'-O" to 12'-0" long. Float is 4' long 
with 12' handles. Longer or shorter handles and blades 
available. 

Heltzel Hand Tools 

Heltzel provides a wide range of hand tools, including edg¬ 
ing tool, steel curb tool, gutter tool, joint edger, forming 
mule, and hand float. All hand tools are pressed from high 
carbon steel, surfaces are ground smooth and true. Steel 
pipe handles afford easy, firm grip. 
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MOTOR GRADERS 

5 models—100-195 h.p. 


H U B E R 

ca 

W A R C O 


Huber-Warco offers a complete line of motor graders 
that are designed to do more work easier, faster, and 
more economically. Time-proven rugged construction 
means only routine maintenance even under toughest 
working conditions. 

Operation is easy with Huber-Warco’s fully hy¬ 
draulic controls which require only a minimum of 
hand pressure. Steering requires only 6 pounds pres¬ 
sure on the steering wheel. 

The blade can be moved from a 90-degree bank- 
sloping position on one side to a 90-degree position 
on the other side without the operator leaving the 
cab to make manual adjustments. Power sliding 
moldboard standard on power shift models increases 
the grader s versatility and ease of operation. 


Full 360-degree blade rotation without removing 
scarifier teeth make back-up passes easy and profit¬ 
able. High front and rear axle clearance enable the 
graders to handle bigger windrows. Tires are inter¬ 
changeable for repair or rotation. Two-thirds of the 
grader s weight rides on the rear wheels for maximum 
traction and blade pressure. 

In the power shift models the torque converter 
triples the available power and allows the engine to 
operate at maximum efficiency under all load condi¬ 
tions. The power shift transmission permits quick 
shifts up or down under load at any throttle setting. 
Tail-shaft governor automatically maintains speed of 
grader. A complete line of optional equipment is 
available for every model of Huber-Warco motor 
grader. 


Torque converter 
and power shift 
transmission models 

Huber-Warco offers a wide range 
of motor graders with torque con¬ 
verter and power shift transmission. 
These easy to operate graders have 
many “on-the-job benefits” such as 
more and faster production, econ¬ 
omy of operation, less operator fa¬ 
tigue and longer machine life. 
Models are 6-D2 (125 HP) and the 
5D-190 (195 HP). These graders 
have power sliding moldboard as 
standard equipment. 



Standard 

transmission models 

Huber-Warco graders feature a con¬ 
stant mesh transmission of the 
heavy-duty type. All gears are in 
constant mesh including range shift. 
Pressure flood lubrication assures oil 
to every bearing and gear under all 
conditions. They have 6 speeds in 
both forward and reverse—move one 
lever to change directions in same 
gear. Optional creeper gears give 3 
additional speeds in forward and 
reverse. Models include the 9D 
(100 HP), 10-D (125 HP) and the 
11-D (160 HP). Wide selection of 
diesel engines are available in this 
series. 
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MAINTAINER 

With torque converter 



Snow plow 



Bulldozer 




Berm leveler 






a 


W A R C O 



“Nine Machines in One” 

With its hydraulically controlled attachments, the world-famous Huber- 
Warco maintainer can be easily converted into nine different machines for 
all-purpose use the year around. The basic machine with a nine-foot grader 
blade can be quickly converted to the machines pictured at left. 

• Its 45 HP gasoline engine and a weight of 6,250 pounds (7,205 pounds with 
calcium chloride in tires) gives it plenty of power and weight for all 
maintenance jobs. 


• Power sliding moldboard is standard. 


• 1 orque converter, standard equipment, reduces shock loads and wheel 
slippage. The unit picks up and carries loads smoother and faster—engine 
won’t stall, regardless of grade. 


• Working speeds from 1.7 to 8 MPH. Travel speed up to 21 MPH. 


• Hydraulic controls govern movement of blade and all attachments. 


• Maintainer will outperform many machines that are larger, heavier, more 
costly, slower, more expensive to operate, and more limited in use. 

• Ideal for construction and highway maintenance. 
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3-5 TON TANDEM ROLLER 

With torque converter and tail-shaft governor 


H U B E_R 

BS 


W A R C O 


The Huber-Warco 3-5 ton tandem 
roller is designed for smaller rolling 
operations such as parking lots, drive¬ 
ways and patch work. But because 
the unit embodies so many features 
usually found only on medium and 
large-size tandems, many owners use 
it to handle those jobs that defy a big 
roller yet require big roller treatment. 

You are invited to compare the 
“big” roller features of the Huber- 
Warco 3-5 ton with the features of 
any other unit in the same weight 
class. The comparison can mean 
more profit for you in the years 
ahead. 



3-5 ton tandem with towing attachment 



4-6 ton retractable wheel tandem roller 



• Torque converter, tail-shaft governor and water-cooled 
41 HP engine are standard equipment. 

• Over-sized clutches provide trouble-free forward and 
reverse shifting. 

• Drive pinion, intermediate gear and bull pinion form one 
assembly which is easily removed for servicing. 

• Spur-gear final drive is mounted IN the frame—not ON it— 
to assure precision meshing of gears. Anti-friction bear¬ 
ings are used throughout. 

• Engine compartment is completely enclosed—protected 
from dust and dirt. 

• Contracting-type service brake gives equal braking action 
to both forward and reverse. 

• Compression roll features all-welded watertight construc¬ 
tion with roll edges rounded to prevent creasing. 

• Extra-large guide roll—34 inches in diameter—prevents 
pushing material instead of rolling it. 

• Reinforcing struts in guide roll transfer force of shock 
loads from tires to rigid hubs. 

• Kingpin housing can be easily removed and replaced if 
damaged. 

• Adjustable tapered roller bearings on kingpin, guide roll 
and drive roll axles. 

• Scrapers of both rolls are easy to adjust. 

• Dual controls and hydraulic steering with variable speed 
valve to give any desired feel to steering. Side-to-side 
movement of lever simplifies steering. 

• Water from 76-gallon sprinkler tank flows through rust- 
resistant pipes which can be disconnected to clean out 
hard water deposits. 

• The standard Huber-Warco 3-5 ton tandem roller is also 
available with a portable towing attachment for quick 
movement from job to job. Also available is a 4-6 ton 
tandem roller with hydraulically operated retractable 
wheels and towing hitch. 
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TANDEM AND THREE-WHEEL ROLLERS 

With torque converter, 2-speed transmission and tail shaft governor 


HUBER 

Z3 


W A R C O 


Each model in the Huber-Warco line of medium and 
large-size variable weight Tandem Rollers is designed 
to handle all finishing jobs, both resurfacing and new 
construction. They are famous for economy of opera¬ 
tion-low fuel consumption, low maintenance costs, 
ease of operation and long service life. 



Tandem Roller 

5-8 Ton 8-12 Ton 

8-10 Ton 10-14 Ton 


Huber-Warco 3-Wheel Rollers are available in two 
models—variable weight and general purpose. The 
complete line of 3-Wheel Rollers brings a new meas¬ 
ure of performance, economy and dependability to 
all general purpose, finishing and variable weight 
compression jobs. 



3-Wheel Roller 

Variable weight, 10-12, 12-14 ton 
Standard weight, 10-12, 12-14 ton 


Check These Outstanding Features 


• Combination of torque converter and 2-speed trans¬ 
mission yields all converter advantages plus bonus 
benefits such as more economical operation, longer 
parts life, and fast steering at all roller speeds. 

• A completely adjustable guide roll assembly elimi¬ 
nates road “scuff” caused by looseness. Easy adjust¬ 
ment makes it a simple matter to keep the guide roll 
assembly in factory perfect alignment indefinitely. 

• Within close limits, the tailshaft governor automati¬ 
cally maintains the rolling speed set by the operator, 
regardless of the grade. 

• Ventilated clutches. 

• The kingpin housing is easily removable for replace¬ 
ment if damaged. 


• Two completely independent braking systems—the 
foot-operated service brake and the hand-operated 
emergency and parking brake—are standard equip¬ 
ment. 

• Fully lubricated anti-friction bearings, protected 
from dust and water, protect all points of wear in 
the final drive assembly. 

• Full hydraulic steering with variable speed adjust¬ 
ment gives an operator any desired feel to steering. 

• A reinforced, all-welded frame provides a sturdy 
foundation with reserve strength to meet the sever¬ 
est working shocks. 

• Anti-friction bearings throughout. 

• There is a choice of gasoline or diesel power for all 
models. 
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THE LOW-BED BACKED BY A 1-YEAR WARRANTY 


7 


Principal advantages of LaCrosse low-bed trailers 


More payload capacity 

LaCrosse lowbeds weigh from 500 to 2000 pounds less 
than most competitive trailers of comparable capacity. 
This important saving in weight-achieved by pat¬ 
ented frame design and elimination of heavy castings 
—lets you haul up to one ton more payload per trip. 
It also saves wear and tear on your truck, tires and 
trailer, when hauling empty. 


Bigger, safer brakes 

Husky 12/4 by 6-inch LaCrosse brakes are at least 
M-inch wider than competitive trailer brakes on 15-inch 
wheels. This gives you 13 square inches more lining 
area per wheel—52 square inches of extra safe braking 
surface on every 4-wheel trailer. Exclusive S-cam de- 
sign, with direct chamber-on-axle mounting, also 
means that LaCrosse brakes run smoother, quieter, 
with less overheating. New removable bolt-on brake 
spider permits quick, economical replacement in case 
of damage. 



Tandem axle. Model DF6T. 20 through 40 ton. 



Tandem axle tilt. Model DTTA4. 13 through 20 ton. 



Removable gooseneck. Model RG. 25 through 75 ton. 


Specially-built axles 

Exclusive LaCrosse walking beam” axle design main¬ 
tains equal load distribution, without bending or 
mechanical distortion. This permits use of more rugged 
thru-axles, instead of the heavier overhanging stub- 
axles used on many low-bed trailers. LaCrosse-built 
axles are cambered to equalize tire wear. Spindles are 
made of heat-treated SAE 4140 steel for maximum 
strength. 


Quality-controlled production 

To insure uniformly strong welds, all LaCrosse trailers 
are fabricated in special frame positioners. In addi¬ 
tion, all trailer parts are shot-blasted and sprayed for 
extra wear and corrosion resistance. Air-dried oak 
platforms are specially fitted with Sealtite bolts, to 
provide a smooth durable surface. Use of lengthwise 
planking eliminates “scuffing,” gives extra strength for 
end loading. Decks are also recessed in trailer frame, 
to provide minimum height for loading. 



Triple axle. Model DF3T. 30 through 50 ton. 



Single axle tilt. Model TSA2. 8 and 10 ton. 



Gooseneck tilt. Model GTTA. 14 through 22 ton. 
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link-belt 

SPEEDER 


ASK THE MAN-IN-COMMAND — HE’LL TELL YOU 
LINK-BELT SPEEDERS COMPLETELY CHANGE THE 
GROUND RULES FOR SHOVEL-CRANE PERFORMANCE 


Every rig in the complete / 2 - to 3-yard, 8- to 75-ton 
capacity Link-Belt Speeder line—from crawler models and 
truck-cranes to self-propelled rubber-tired units—benefits 
from a continuous engineering improvement program. 
You get the best combination of balance, power, speed, 
weight and control. Whether your application requires a 
shovel, hoe, dragline or crane, these customer benefits 
show why you're bound to do better . . . every time . . . 
on every job with a Link-Belt Speeder: 

• Greater live weight, carried in higher-efficiency power 
trains that deliver more usable horsepower. 


• All-welded, stress-relieved frame assemblies . . . jig line 
bored for precision fit of all shafts. 

• Power hydraulic steer for tum-on-a-dime maneuvera¬ 
bility. 

• Independent-swing-and-travel for up to an extra hour 
of output per day (available on crawler and self- 
propelled models). 

• Easy accessibility—for fast field stripping without re¬ 
moving major portions of the cab. 

• Crafted to precision tolerances by the most advanced 
tools and methods for modem shovel-crane production. 


Stop in or write for free machine catalogs. 




Versatile full-function design 


Far superior to con¬ 
ventional designs, 
Full-Function Design 
offers a separate 
shaft, different set of 
gears and separate 
set of clutches for 
each machine opera¬ 
tion . . . and it's 
standard on all mod¬ 
els up through the 
40-ton ‘‘108" series. 
With independent¬ 
swing - and - travel, 
all operations are to¬ 
tally unrestricted and 
completely independ- 


Speed-o-Matic power hydraulic 

controls 


Time studies show that the Speed- 
O-Matic operator can complete up 
to 25% more cycles per shift as 
compared to operators of manually 
controlled machines. Your man-in- 
command stays mid-morning fresh 
... no risk of costly end-of-shift 
letdowns. It’s standard equipment 
on all models. 


1936 25 years \ 

1061 I of controls 
' leadership 



A size and type for every work assignment 



SHOVEL AND HOE 

Capacity (cubic yards) 

58 

Series 1 

Models 

68 

Series 2 

Models 

77 

Series 3 

Models 

78 

Series 1 

Models 

98 

Series 2 

Models 

108 

Series 2 

Models 

K-300 

Series 4 

Models 

K-608 

Series 4 

Models 

% 

% 


3 /4 

1 


iy 2 -i 3 /4 

3 

CRANE, DRAGLINE AND CLAMSHELL 









Standard boom length 

30 

30 

30 

30-35 

40 

40 

50 

60 

Minimum radius (feet) 

Capacity rating in tons at minimum 

10 

10 

10 

10 

10 

10 

12 

12 s 

radius 

8.2-15 

11.2-20 

25 

16.5-30 

22-35 

40 

26.6-36.6 

68.4-74.5 5 

Capacity (cubic yards) 

% 

% 

3/ 4 —1 

3 /4-l 

1—1 Vi 

1-1V4 

i y 2 -2 

3-4 

Maximum boom-jib length 









(unassisted) 

85 

85 

120 

140 

170 4 

200 4 

150 

190 


1 Series includes crawler and truck-mounted models. 

2 Series includes crawler, truck and wheel-mounted models. 
■Series includes truck mounted models only. 


4 Series includes crawler-mounted models only. 

5 For comparative rating purposes. 

6 ‘ 1 Hi- I ;♦*»’ ' tnhi.lnr hnfim nnrl iih 
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20 MODELS — 

FULLY CONVERTIBLE 
CRAWLER CRANES 

locked-in welding stresses . . . jig line boring for precise 
machinery alignment. Clean, smooth, high-clearance 
underbodv—self-cleaning tracks. And, power hydraulic 
steering is standard on all models. 


Here s maximum stability, unequalled maneuverability in 
/ 2 - to 3-yard, 8- to 75-ton capacity crawler-cranes! These 
are truly brawny rigs featuring rugged, jig-welded upper 
and lower frames . . . stress-relieved to free internal 



40-ton LS-108. Here's a machine 
with the strength and stability to lift 
and walk with more than its own 
weight! Strips for highway travel in 2 
hours or less. Will pick up 150-foot 
"Hi-Lite" boom and jib without assist¬ 
ance. 


Full 5 /g-yard LS-58 boasts a bigger payload, 
produces 25 per cent more in bucket size alone 
than y 2 -yard machines! Full-Function-Designed 
upper lets you tailor LS-58 to the job—cuts 
down machinery wear, maintenance, downtime. 


3-yard K-608—brute of the K-models 

(also available is 1 y 2 to 1%-yard K-300 series). 
King-size rigs feature exclusive centerpin trun¬ 
nion and oscillating conical roller design that 
eliminate concentrated centerpin loadings . . . 
prevent shearing or binding . . . minimize 
wear. 


Select the right lower for 
your job! Whether you 
need added stability or 
better flotation, you can 
choose from up to four 
different lowers for each 
machine series. A wide 
choice of shoe widths for 
each lower affords even 
greater selectivity. 
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30-ton HC-78A —a remark¬ 
able %-yard crane with 30- 
ton lifting capacity and only 
8 feet wide! Offers reversing 
clutches for both main drums, 


7 MODELS —LOW-COST 
HIGH CAPACITY 


Jfzpjuj m 


rcranes 


Greater lifting capacity without a price penalty is one 
of many advantages offered by seven truck-crane 
models (10- to 40-ton capacities). And, strip-down 
on the larger rigs is as fast as 45 minutes. New 
accuracy, safety too, with independent rapid boom- 
hoist for power raising and lowering of the boom; 
power load-lowering clutches available for either or 
both main drums. 


LINK-BELT 




third drum, boom-lowering 


clutch and swing brake. 




Lightweight “Hi-Lite” tubular 
boom and jib (from 170 feet to 
200 feet) are available on the 35- 
and 40-ton models. A revolution 
in crane boom design, employing 
the geometric tetrahedron in a 
unique cross-bracing pattern . . . 
virtually eliminating the effects of 
whip or sway during long boom 
operations. 



» 


40-ton HC-108A gives you greater capacities at those practical radii. 
Lifts, unassisted, up to 200 feet of “Hi-Lite" boom and jib. 4-axle, 
8-wheel carriers available. Counterweight, outriggers and boom are 
easily removed to meet highway weight restrictions. 


45-minute strip-down with 35-ton HC-98A and 40-ton HC-108A . . . 
and that’s when equipped with 100-foot tubular “Hi-Lite" boom and 
boom gantry. Permits owner to slash costs with fewer men and with¬ 
out the extra service expense of an auxiliary crane. 
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15-ton UC-68 designed 
for lifting or digging . . . 
handles %-yard shovel, 
hoe or clamshell. Inde¬ 
pendent - swing - and - 
travel, standard, affords 
even greater mobility. 
Cab - controlled, hydrauli¬ 
cally actuated stabilizers. 
Four-wheel drive is op¬ 
tional. 


3 ONE-MAN-OPERATED 
SELF-PROPELLED MODELS 



35-ton UC-98A — An exceptionally mobile, 
heavy-duty machine. Both the upper and 4- 
axle carrier are designed and manufactured 
by Link-Belt Speeder. As on all models, an 
elevated cab is available. 


Link-Belt speeder brings you the true economy of one- 
man operation with these self-propelled machines. 
They re versatile tools for general construction and 
industrial yard work. These rubber-tired cranes pre¬ 
sent top on-the-job mobility, strength and stability. 



40-ton MS-108A handles 1-yard bucket attachments. 
Speed-o-matic power hydraulic controls are standard. Remov¬ 
able outrigger improves shovel, hoe or dragline operation. 
"Oversize” swing clutches minimize wear and maintenance 
. . . interchangeable with all other main operating clutches. 
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LINK-BELT 



3 VERSATILE, SELF-CONTAINED 
DIESEL PILE HAMMERS 

. . . why they outmode steam, air or drop hammers 


Here’s why Link-Belt Speeder units 
are establishing new standards of 
pile-driving economy and efficiency. 
You get greater profits and produc¬ 
tion because they’re one-man oper¬ 
ated. Units are controlled by the 
operator of the crane—from the con¬ 
trol stand in his cab or from ground 
level through the diesel pile ham¬ 
mer’s exclusive hydraulic control sys¬ 
tem. And, unique Tri-Power Cycle 
keeps the pile in motion . . . gives 
greater sustained driving time per 
cycle or blow. 

No compressors, boilers or other 
auxiliary equipment to buy . . . fast 
and easy to set up and move. Com¬ 
pletely self-contained, Link-Belt 
Speeder diesel pile hammers need no 
water, no firing up. Result: it puts in 
more of its “on the job” hours in 


actual pile-driving time. 

Constant pressure on the pile head 
eliminates pile head damage. En¬ 
closed cylinder head and compression 
tank works this way: The ram is 
driven upward by the explosive force 
of the combustion gases. It traps, 
compresses air in the cylinder top and 
compression tank and this air acts as 
an “air spring.” The “air spring” 
limits upward travel—aids gravity in 
accelerating the ram downward. 

This hammer is easier starting too, 
more efficiently utilizes fuel. It uti¬ 
lizes high-pressure fuel injection . . . 
insures a spray of fine fuel vapor into 
the combustion chamber for more ef¬ 
ficient combustion. A glow plug in¬ 
sures ability to start in cold weather 
and aids in starting in soft earth. 


MODEL 

RATING 

BLOWS 

PER MINUTE 

105 

Up to 7,500 Ft.-Lbs. 

90-98 

312 

Up to 18,000 Ft.-Lbs. 

100-105 

520 

Up to 30,000 Ft.-Lbs. 

1 

80-84 


Check these general specifications 


Model 

105 

312 

520 

* Total weight, lbs. 

3,885 

T 0,375 

12,545 

Ram, net weight, lbs. 

1,445 

3,855 

5,070 

Over-all length 

10'3" 

10'9" 

13'6" 

Maximum stroke, ram 

35.23" 

30.89" 

43.17" 

** Equivalent stroke, ram 

53.78" 

46.41" 

62.19" 

Equivalent performance 

up to 

up to 

up to 

rating, ft. lbs. 

7,500 

18,000 

30,000 

Blows per minute 

90-98 

100-105 

80-84 

Fuel consumption, maximum 
(gals./hr.) 

.9 

2-5 

3.5 

Fuel oil tank cap. (gals.) 

4 

9 

11 

Lub. oil consumption 
(gals./hr.) . 

1/10 

1/5 

1/5 

Lub. oil tank cap. (gals.) 

1.4 

1.6 

2.0 

Length, hydraulic remote 
control hose 

60' 

60' 

60' 


Model 

105 1 

312 

520 

Minimum width of leads to 
accommodate hammer, 
inches . 

18Vi 

26’/ 2 

26% 

Recommended face width of 
leads, inches 

6 

6-9 

6-9 

Shipping weight, lbs. 
(approx.) 

4,500 

10,700 

13,100 

Shipping weight, lbs. 

(boxed for export. 

4,800 

11,200 

13,800 

Ships tons (approx.) 

2.1 

5.0 

6.2 

Shipping dimensions 
(approx.) boxed for 
export 

width 

30" 

40" 

40" 

depth 

35" 

40" 

j 40" 

length 

1 r 

11'6" 

1 14 ' 



* Equipped with standard anvil and full length guide angles. 
** Nominal free fall plus “air spring" equivalent stroke. 
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LITTLEFORD BITUMINOUS DISTRIBUTORS 



The New Spray Master 

Littieford’s new Spray Master offers the “Uniflo”* mechan¬ 
ical operated full circulating Spray Bar equipped with the 
exclusive BARMETER* and SHOTMETER*. Littleford’s 
BARMETER* gives correct pump output for length of 
bar up to 32 feet. The SHOTMETER* gives correct truck 
speed for any application from .075 to 3 gallons per 
square yard. * Patent Pending. 



1 SINGLE 
# LEVER 
CONTROL 

... no confusing levers, but 
one easily understood capstan- 
type hand wheel. Controls all 
operations. 



2 ROOMY 

OPERATOR’S 

PLATFORM 


... no need to crawl up, under, 
around, or hang on. The Littleford 
Spray Master has a large, roomy 
platform provided for the opera¬ 
tor’s safety. 



Model E Spray Chief 


The new Spray Master distributors have single valve 
control, hydraulic bar raising and lowering system, low 
pressure burners and a 400 gallon pump at 715 rpm. 
The Spray Master handles tar, asphalt, cut-backs, emulsion 
and road oils. Sizes range from 800 to 2000 gallons. For 
complete information and specifications request our new 
bulletin 14. 




MODERN 
# CONTROL 
PANEL 

... ail important controls 
are located in this panel 
board within easy reach 
and view of operator. 


The Littleford Spray Chief is designed for the small 
contractor who needs a bituminous distributor for spray¬ 
ing secondary roads, streets, parking lots and driveways. 
The Spray Chief is a light weight unit that is equipped 
with either a 100 or 200 gallon pump . . . depending 
on the length of bar used and the type work being done. 

Unit has Littleford’s exclusive single valve control, 
high-low flue system, two types of spray bars; non- _ 
circulating and full circulating bar to fit any application. “ 
Write for bulletin 38. " 





4 HINGED 
# HOUSING 
for EASY 
MAINTENANCE 

... working parts are easily accessible 
through Littleford’s new exclusive 
hinged cover maintenance. One piece 
assembly swings back permitting easy 
adjustments when necessary. 


36 


O. B. AVERY COMPANY, INC 



























Utility spray tank (Model 101 ) 


The Utility Spray Tank combines three operations in 
one . . . (1) Hand spray attachment for patch work 
(2) A 4-ft. non-circulating type spray bar is furnished 
as standard equipment or a 6-ft. full circulating spray 
bar is available at extra cost. Both bars can be equipped 
with extensions for a maximum width of 10 ft. (3) 
Pouring pot outlet for crack filling and small patch jobs. 
The heating system consists of two Littleford Vaporizing 
Burners which use kerosene fuel and fire into two 6-inch 
U-tvpe heat flues. Flues are of the hi-low design. Utility 
Spray Tanks are available in 400 and 600 gallon sizes. 
Write for bulletin 5. 



Littleford road brooms 



Model 108 engine driven road broom sweeps dirt, refuse, 
sand, cinders and light snow. Sweeps right or left; 
change positions in 30 seconds. Exclusive Littleford 
hydraulic raising and lowering system adjusts tension of 
brush on road surface, thus reduces brush wear. Also 
made in traction driven Model 106. Write for bulletin 19. 


Littleford portable asphalt plant 



The Littleford Portable Asphalt Plant is engineered to 
economically produce high grade “Black Top” at the rate 
of 15 to 30 tons per hour (depending on the moisture 
content of the aggregate). This plant is designed for 
those who need an efficient, low cost plant without the 
complicated controls of larger plants. 

The 5-ton, two compartment Dual Feeder Bin has 
a reciprocating feeder which feeds aggregate in pre¬ 
determined amounts directly into the dryer. 

The dryer, with multiple flights, produces an “Even- 
Veil” of aggregate across the drum . . . the combustion 
area is constructed of tough, heat resistant “Cor-Ten” 
steel. 

An enclosed hot elevator delivers hot dried aggregate 
from the dryer to the storage hopper at a rate up to 30 
tons per hour. 


Batching hopper has a 10 cubic foot capacity (1000 
lb.) for measuring one batch for the pugmill. 

A twin shaft pugmill with adjustable paddles is 
positioned directly below the batching hopper. An 
asphalt flow meter determines the amount of asphalt 
pumped into the pugmill. An easily operated lever 
enables rapid discharge into trucks. 
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Littleford Kwik-Steam boilers 


Ideal for soil stabilization, dust control, weed control, 
water hauling, watering grass, etc. Sizes ranging from 800 
to 2000 gallons. Gravity or pressure feed models available, 
mounted on a 2-axle frameless trailer with pulling tongue 
and 8-ft. spray bar. Also truck mounted unit both gravity 
and pressure type. Pressure type water sprinkler has cen¬ 
trifugal pump powered by gasoline engine and spray bar 
to handle any job. Spray from only half the bar by merely 
closing one valve. Efficient, low cost operation. Write for 
bulletin 14. 


Produces compaction equal to 80% of heavier, more ex¬ 
pensive pavers . . . because of (1) exclusive compaction 
chamber with adjustable strike-off blade, and (2) patent¬ 
ed arrangement that puts 75% of the weight of the 
True-Lay and the material on the compaction screed. 

Operates behind standard dump truck. Can be carried 
to and from the job on dump truck gate. 

With the Littleford True-Lay you get more economical 
paving and spreading. You roll sooner. You save up to 
50% on labor costs (only three men required to operate 
True-Lay, compared with 7 or 8 man crew for other 
units). Write for bulletin 33. 


Only the Littleford “Kwik-Steam” Boiler gives you 
steam in two minutes from a cold start. Indispensable 
equipment for pile driving, curing concrete blocks and 
pipes, ready mix plants and asphalt plants. 

“Kwik-Steam” saves on floor space—occupies only 
one-fifth the floor space of a conventional tube boiler of 
the same rating. Saves you 50% in fuel and labor. 

Automatically controlled, the “Kwik-Steam” cycles on 
and off as steam is required . . . reduces both labor and 
operating costs by producing steam only when it is need¬ 
ed. Sizes from 20 to 150 B.H.P. Available on either gaso¬ 
line or electric motor depending on application. Write for 
bulletin 22. 


Littleford water sprinklers 


Littleford 84-HD tar and asphalt kettle 


The 84-HD delivers more “hot stuff” faster, at lower cost, 
with greater safety over a longer useful life than any other 
kettle on the market. Recognized by highway departments 
and contractors for over 50 years as the fastest heating, 
fastest trailing and safest in operation. Gives you the ad¬ 
vantages of the exclusive Littleford “Screened Reservoir” 
(assures instant and continuous flow of hot materials) 
and “Double Heat Circulation System” (heats faster and 
eliminates waste heat). Made in 3 heavy duty models: 
standard, with hand spray attachment, and with motor 
spray. Write for bulletin 1. 


Littleford true-lay 
paver-spreader 
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HEAVY DUTY 

ALL WHEEL DRIVE TRUCKS 



:i:i 

Jil 




• Every model a balanced design 

• Ratios selected for efficient application 

• Heat treated alloy steel frames with large section modulus 

• Heavy duty axles 

• One piece axle housings 

• Cage ring type steering-drive joints 

• Frame mounted power steering 

• Built-up type radiators 

• Cabs designed and equipped for maximum driver and 
passenger comfort 

• Every unit is chassis dynamometer tested 

• World-wide service is available 24 hours per day 




o 

<o 


o 

CV 
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SUMMARY 


SPECIFICATIONS 
OSHKOSH TRUCKS 



Model 

GVW 

Ch wt 

Type 

Std W-B 

Std. C-A 

Engine 

HP 

Torque 

W-214 

24,000 

9,025 

4x4 

150 

82 

Cont. T-6427 

169 

342 

W-216 

23,600 

8,915 

4x4 

152 

82 

IHC RD-406 

164 

338 

W-314 

28,000 

9,950 

4x4 

150 

82 

Cont. T-6427 

169 

342 

W-316 

28,000 

9,310 

4x4 

152 

82 

IHC RD-406 

164 

338 

W-414 

30,000 

10,150 

4x4 

150 

82 

Cont. T-6427 

169 

342 

W-416 

30,000 

10,060 

4x4 

152 

82 

IHC RD-406 

164 

338 

W-514-D 

30,000 

10,300 

4x4 

150 

82 

Cum. JT-6-B 

175 

407 

W-515-D 

34,000 

12,800 

4x4 

150 

82 

Cum. JT-6-B 

175 

407 

W-516 

32,000 

10,740 

4x4 

152 

82 

IHC RD-450 

174 

388 

W-516-DR 

32,000 

1 1,140 

4x4 

152 

82 

IHC RD-450 

174 

388 

W-516-R 

32,000 

10,840 

4x4 

165 

95 

IHC RD-450 

174 

388 

W-614 

32,000 

12,200 

4x4 

150 

82 

Cont. R-6513 

189 

427 

W-616 

36,000 

11,180 

4x4 

152 

82 

IHC RD-501 

200 

444 

W-616-DR 

36,000 

11,380 

4x4 

152 

82 

IHC RD-501 

200 

444 

W-61 6-R 

36,000 

1 1,280 

4x4 

165 

95 

IHC RD-501 

200 

444 

W-814 

36,000 

12,600 

4x4 

150 

82 

Cont. R-6572 

210 

464 

W-824 

36,000 

12,800 

4x4 

150 

82 

Cont. R-6572 

210 

464 

W-815 

36,000 

12,600 

4x4 

150 

82 

Cont. R-6602 

218 

484 

W-825 

36,000 

12,800 

4x4 

150 

82 

Cont. R-6602 

218 

484 

W-8 16 

36,000 

14,100 

4x4 

150 

82 

Cum. H-6-B 

160 

512 

W-826 

36,000 

14,300 

4x4 

150 

82 

Cum. H-6-B 

160 

512 

W-817 

40,000 

14,400 

4x4 

158 

90 

Cum. HRF-6-B 

190 

580 

W-827 

40,000 

14,600 

4x4 

158 

90 

Cum. HRF-6-B 

190 

580 

WB-906 

42,000 

16,000 

4x4 

160 

90 

Cum. HRF-6-B 

190 

580 

WC-906 

42,000 

16,400 

4x4 

160 

90 

Cum. NH-220 

220 

606 

WA-2206 

54,000 

19,000 

4x4 

160 

90 

Her. 61 82-G-l 

332 

960 

WA-2208 

44,000 

17,500 

4x4 

160 

90 

Cum. NH-220 

220 

606 

W-2209 

54,000 

19,500 

4x4 

160 

90 

Cum. NHRS-6-B 

320 

865 

W-2211 

44,000 

16,500 

4x4 

160 

90 

Wau. 145-GKB 

240 

595 

W-l 700-15C 

34,000 

12,300 

4x4 

160 

93 

Cont. R-651 3 

189 

427 

W-l 700-15CR 

34,000 

12,300 

4x4 

160 

93 

Cont. R-6513 

189 

427 

W-825-6 x 6 

45,000 

17,500 

6x6 

178 

110 

Cont. R-6602 

218 

484 

W-826-6 x 6 

45,000 

19,000 

6x6 

178 

110 

Cum. H-6-B 

160 

51 2 

WA-906-6 x 6 

65,000 

23,200 

6x6 

208 


Cum. HRF-6-B 

190 

580 

WA-1600-6 x6 

65,000 

23,200 

6x6 

236 


Cum. NH-220 

220 

606 

50-50-H 

36,000 

1 1,200 

4x4 

144 

122 

IHC RD-450 

174 

388 

45-55 

42,000 

1 1,900 

4x4 

144 

122 

Cont. T-6427 

169 

342 

45-55-JT 

42,000 

12,800 

4x4 

144 

122 

Cum. JT-6-B 

175 

407 

18-34 

52,000 

15,000 

6x6 

155 

133 

IHC RD-501 

200 

444 

1 8-34-AF 

52,000 

14,920 

6x6 

187 

164 

IHC RD-501 

200 

444 

18-38 

56,000 

15,600 

6x6 

156 

134 

IHC RD-501 

200 

444 

W-2100-M 

42,000 

16,000 

4x4 

160 

90 

Cum. HRF-6-B 

190 

580 

W-2206-M 

62,000 

21,000 

4x4 

160 

90 

Her. 61 82-B-l 

368 

1085 

W-2209-M 

62,000 

21,500 

4x4 

160 

90 

Cum. NHRS-6-B 

320 

865 

W-2500 

90,000 

31,500 

4x4 



Cum. NHRS-6-B 

320 

865 

W-2501 

90,000 

31,000 

4x4 



Her. 61 82-B-l 

368 

1085 

W-2800 

120,000 


4x4 



Cum. NHRS-6-B 

320 

865 

W-2800 

1 20,000 


4x4 



Cum. NRTO-6-B 

335 

900 

W-2801 

120,000 


4x4 



Her. 61 82-B-l 

368 

1085 

W-3000 

210,000 GCW 


4x4 



Cum. VI 2-525 

525 

1440 


Abbreviations: 

IHC—International Harvester Corporation. 

Cont.—Continental Motors Corporation. 

Cum.—Cummins Engine Company, Inc. 

Ner.—Hercules Hall-Scott, Hercules Motors Corporation. 
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ENGINEERING 


CRUSHERS 


Jaw 

Crushers 



PURPOSE: For primary crushing of quarry rock, ores and large gravel. 
Crushers with 20" to 42" jaw opening are normally used in quarries and 
mines to reduce blasting and sledging. Crushers with 10" to 15" jaw opening 
are usually preferred in gravel. 

FEATURES: Overhead eccentric jaw type with force-feed action. Jaws are 
extra long to give greater crushing area and correct angle of nip to prevent 
belching. Big rectangular opening takes larger rock. SKF bearings with 
exclusive bearing mounting reduces shaft strain. Welded-steel, double-wall, 
box type base. Prehardened Oro Supermang steel (Hadfield 11-14% man¬ 
ganese) reversible jaw plates. 

SPECIFICATIONS 


Size 

fCapacity 
in T.P.H. 

Recommended 

H.P. 

Approx. 

weight 

Size 

fCapacity 
in T.P.H. 

Recommended 

H.P. 

Approx. 

weight 

4248 

430-1025 

225-275 

94,200 

1036 

18-90 

30-40 

11,600 

3042 

200-400 

100-130 

40,850 

1024 

12-60 

25-35 

7,650 

2436 

1 40-300 

75-100 

29,400 

1020 

10-50 

20-30 

6,600 

2036 

95-190 

70-90 

21,000 

1016 

8-40 

15-20 

5,425 

1536 

45-150 

60-80 

17,300 

1016’ 

8-40 

15-20 

4,170 

1524 

30-100 

40-60 

11,700 

’Plain bearing. fMay vary ± 25%. 



Twin Roll 
Crushers 


PURPOSE: The twin roll crusher is an intermediate or fine reduction crusher. 
It is designed and built to follow a primary crusher and should always be 
fed screened or precrushed rock to insure maximum stage of reduction. Used 
as secondary or tertiary crusher because of its large capacity and ability to 
produce small materials. 

FEATURES: Roll shell surface is 100% working surface. Shells are Hadfield 
11-14% manganese steel and can be replaced without removing bearings 
from shaft. Star gears are fully enclosed and operate in oil—provide perfect 
drive at any setting. Hydraulic shin adjustment is standard on 4022 thru 
5424 crushers. 


SPECIFICATIONS 


Size 

5424 

4030 

4022 

3024 

3018 

2416 

Capacity, T.P.H.f 

47-512 

45-430 

35-287 

21-175 

16-131 

13-104 

Maximum stage of reduction* 
Minimum and maximum 

4" 

3" 

3" 

2" 

2" 

iy 4 " 

size of product 

V/'-4" 

y 4 "-3" 

y/'-3" 

%"-2y 2 " 

yr -2 y 2 " 

y 4 "- 2 y 4 " 

Recommended H.P. 

125-150 

135-160 

100-125 

85-110 

70-90 

50-65 

Approximate weight, lbs. 

38,000 

30,700 

20,000 

11,200 

11,000 

8,500 


fMay vary ± 25%. ’Coarse corrugated shells. Low corrugated on 3024. 



Triple 

Roll 

Crushers 


PURPOSE: Makes possible greater opening of the primary crusher resulting 
in increased crushing capacity of plant. By combining three rolls in one 
crusher, two passes of material are accomplished (with greater stage of re¬ 
duction) without conveyors, chutes and by-passes. 

FEATURES: All three roll shells are Hadfield 11-14% manganese steel. Rolls 
are driven by star gears. Both the top roll and the floating horizontal roll 
have safety spring releases. Two sets of adjusting wedges are provided—one 
for the horizontal roll (which is hydraulically adjusted) and one for the 
top roll. (The third roll attachment is available for field installations for 
converting a twin roll crusher to a triple roll. Call us for details.) 

SPECIFICATIONS 


Size 

54 x 24 

40 x 30 

40 x 22 

30 x 18 

Maximum stage of reduction 

6 Vi" 

5" 

5" 

3’/ 2 " 

Maximum size of feed 

9" x 9" 

7" x 7" 

7" x 7" 

5" x 5" 

Capacity T.P.H.f 

47-512 

45-430 

35-287 

16-131 

Recommended H.P. 

150-200 

150-200 

125-150 

85-105 

Approximate weight, lbs. 

51,300 

41,000 

27,000 

14,900 


Roll drive: Chrome molybdenum star gears sealed in oil. 
fMay vary ± 25% depending on material and size of product. 
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ENGINEERING 


FEEDERS 


PURPOSE: Used for feeding a primary crusher, screen or under large bins 
onto belt conveyors. The apron feeder eliminates surge of material, giving 
smooth, regulated flow for maximum output. 

FEATURES: Pioneer apron feeders are heavy-duty, having pans of ¥ 2 " thick 
forged steel plate. Pans are over-lapping and have upturned, interlocking 
flanges welded to the ends providing a continuous carrier of mateiial that is 
extremely strong, rigid and virtually leak or spill proof. The overlapped pans 
also provide a corrugated surface that prevents material from slipping and 
sliding. Pans are carried on heavy chains which are supported on large idler 
rollers—spaced to best withstand heavy impact and shock. End shafts turn 
in heavy, babbitted bearings. 

There is a type and size of Pioneer apron feeder to meet your job applica¬ 
tion. They are available in three standard drives, four standard widths and 
five standard lengths. 


Apron 

Feeders 



PURPOSE: An extra-heavy-duty feeder built to efficiently handle large ton¬ 
nages of heavy, abrasive materials such as iron ore; large broken rock at 
quarries and cement plants; and slag in steel plants. 

FEATURES: All pans, rollers and sprocket rim segments of Pioneer-Oro feed¬ 
ers are cast from Oro Supermang steel. Supermang is a Hadfield Austenitic 
steel (11-14% Manganese) with special hardening agent, which gives the 
parts an initial hardness that reduces the “wear-in” or work hardening period. 
Parts become highly resistant to abrasion under use, with a new surface of 
hardened materials always becoming available to prolong feeder life. 

Pioneer-Oro feeder pans are cast Supermang steel with links cast integral 
with the pan. Links are joined by manganese steel, non-turning pins in re¬ 
placeable, oval manganese steel bushings. 

Rollers on which the pans ride have machined bores and are keyed to 
shafts turning in babbitted bearings. Rollers are closely spaced to prevent 
distortion of pans. 

The drive sprockets at the head end of the feeder are cast in three seg¬ 
ments of two teeth each, they are bolted to the cast-steel hub and are remov¬ 
able, reversible and replaceable. 

Sprockets on which the pans ride at the tail end of the feeder are also 
cast in three removable, replaceable segments bolted to the cast-steel hub. 


Pioneer-Oro 

Feeders 



PURPOSE: Used for feeding heavy, sharp, abrasive rock and other mate¬ 
rials to a portable primary plant. Eliminates costly shutdowns due to worn 
and frayed belts this type material would cause to conveyors. Reduces ramp 
building and setup time—quickly detached for move to next job. 

FEATURES: Feeder pans are I 2 " forged steel plate with overlapping corruga¬ 
tions to give added strength against impact and to prevent slippage of mate¬ 
rial. Vertical steel lugs are welded to pan ends and are interlocking to reduce 
spillage at sides. Pans are carded by three 6" pitch chains with replaceable 
pins and bushings—chains riding on cast iron rollers and carried over cast 
steel sprockets at head and tail ends. 

Hopper is 1" steel plate, reinforced and braced with angles and steel 
plate gussets. Flared hopper extends all the way to delivery end. Supports 
and brackets are attached for plank extension. 

Main frame is built of heavy steel channels, reinforced and braced with 
channels, angles and bars. Equipped with twin axle and equalizer . . . semi¬ 
trailer hitch and air-controlled hydraulic brakes. 


Portable Apron 
Feeders 
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VIBRATING SCREENS 


PURPOSE: Maximum capacity with close gradation of crushed rock, gravel, 
ore, coal, caliche, limestone, etc. Material is lifted as the screen gyrates with 
a forward motion, permitting particles of proper size to pass through screen 
openings more readily and causing oversize to be quickly discharged at lower 
end. Positive, full circle throw produces same vibration in all parts of screen, 
eliminating stratification of material on screen bed. 

FEATURES: High speed, inclined screens that are statically balanced with 
the eccentric shaft located in the center of gravity of the pan. They are 
dynamically counter-balanced with explosion-proof flywheels. SKF self¬ 
aligning bearings. Available in 2-deck and 3-deck models from 3' x 6' to 
6' x 14'. 

All 5 foot and 6 foot screens and the 4' x 10' and 4' x 12' 3-deck models 
are also available with secondary spring suspension (illustrated). This vibra¬ 
tion isolation system may be used on bin, floor or sill installations. 

Also available for washing applications is the Pioneer line of Hydro- 
Screens. 


Sizing and 

Washing 

Screens 



PURPOSE: Designed for severe service encountered in scalping and sizing 
massive ore and rock chunks in mining and quarry operation, or wherever an 
extremely rugged vibrating screen is needed. 

FEATURES: Inclined, four-bearing, positive-throw, eccentric type that lifts 
the material as the screen gyrates with a forward motion. Positive, full circle 
throw produces same vibration in all parts of screen to eliminate stratification. 

Heavy main frame is cross-braced with angles. Longitudinal bracing 
includes extra supports under bearings. Screen plate is & in. and supported 
on “I” beams. Scalping screens, where required, are reinforced with wearing 
bars welded lengthwise of the pan. Bearings are SKF self-aligning, fully 
enclosed in grease and dust tight housings. 

Also available for these screens is Pioneer’s secondary spring suspension 
which floats the screen frame and absorbs any induced vibration, prohibiting 
its transfer to the supporting structure. It may be used when installing screens 
on bin, floor, sill or suspension mountings. 

Available in sizes 4 x 10', 4 x 12', 5 x 10', 5 x 12', 5 x 14', 6 x 12' and 
6 x 14'. 


Scalping and 
Heavy Duty 
Screens 



PURPOSE: A small, compact screen for sizing and cleaning gravel, stone, 
coal, ore, etc. Simple and efficient. Available with one or two decks in 3' x 6' 
and 4' x 8' sizes. 

FEATURES: Buzzer vibration obtained by use of counterweights on the two- 
bearing shaft, which extends through the screen. Driven pulley on screen 
shaft is off center to compensate for the vibrating motion allowing it to always 
run true. Screen pan is carried by four springs to keep vibration in the screen. 
At right is 3' x 6' double-deck buzzer screen. 

Bin mounting single deck screen (illustrated below) has an adjustable 
slope from 10° to 18° with several points in between. 
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ENGINEERING 


CONVEYORS 


Conveyors 



PURPOSE: Pioneer offers a full line of belt conveyors and conveyor equip¬ 
ment for handling all types of bulk materials such as gravel, sand, crushed 
rock, ore, cinders or similar material. They are engineered to handle the 
maximum load at the maximum incline. 

FEATURES: Pioneer Conveyors are built to rigid specifications to assure 
conformity with strict engineering standards and the best operating prac¬ 
tices. They are available in 18", 24", 30", 36", 42" widths. Lattice frame 
truss available in 24" and 42" depths, idlers in 4", 5", 6" diameters. 


PRE-ENGINEERED CONVEYORS range in length from 
30 to 120 feet, in five-foot increments. Shipped knocked 
down or partially assembled, Pre-Engineered Conveyors 
arrive on your job straight and true—ready for assembly. 
They save hours of set up time on every move and meet 
varied conditions of lift. 


JOB ENGINEERED CONVEYORS for special and long 
installations are built to fit the specifications of the particular 
job. They are recommended for horizontal conveyors, or 
for lengths below 30 feet or over 120 feet. Job engineered 
conveyors are available in any practicable length from 12 
feet up. 



Hydraulic 

Conveyor 

Trucks 


PURPOSE: For portable conveyors that must be moved from one job to the 
next without loss of time. An ideal unit for odd job material handling prob¬ 
lems . . . loading trucks and gondolas . . . quick shifts about the yard from 
one stockpile to another ... or as an auxiliary unit for a portable plant or 
stationary set-up. 

FEATURES: One-man hydraulic operation. A 70' conveyor is easily raised to 
operating position in 9 minutes ... A twist of a valve and in 60 seconds the 
conveyor is back in its cradle, ready for another move. Swivel wheels are 
available where greater maneuverability is required. Hydraulic cradle trucks 
can be used with 18", 24", 30" and 36" conveyors. 



Portable conveyor trucks are 
also available complete with 
feeder and buzzer screen (see 
illustration below). 


Conveyor Towers 
A-Frames 
Rock Ladders 



PURPOSE: Pioneer conveyors are designed to allow maximum spacing be¬ 
tween supports for the width and depth of conveyor truss used. Pioneer Con¬ 
veyor Towers give proper support to long conveyors and a neat, efficient installa¬ 
tion. Rock Ladders reduce breaking, crumbling, or degradation of rock dropped 
from conveyor to stockpile. Suitable for stockpiles 20' to 70' high. A-Frame 
Supports are used to support both short and long conveyors, but should not be 
used in stockpiles. 

FEATURES: Conveyor Towers are built in sections for on-the-job assembly. 
Strong and rigid to assure positive conveyor alignment under severe operating 
conditions. Consists of base section, necessary intermediate sections and top 
section. Intermediate sections come in 10' lengths, with 5' section when re¬ 
quired. Rock Ladder, made in 5' and 10' sections, consists of square tower with 
a series of baffles arranged so rock coming from conveyor never has free drop 
of over 5'. Baffles fill with rock which forms own wearing surface. A-Frame 
Supports are built in strong, rigid sections for assembly on the job. Available 
from 4' up in height, A-Frame supports up to 26' 8" are of straight design; from 
26' to 50' 8" of sloping design; above 50' 8" of special design. 
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BITUMINOUS EQUIPMENT 


Continuous-Mix Plant 



PURPOSE: Designed for all types of rapid-moving con¬ 
struction jobs requiring large quantities of hot mix or 
where work must be completed in a minimum of time. 
(Model 102 illustrated above includes 4-compartment bin 
and is available with diesel, diesel-electric or all electric 
power.) Three models available (102, 81 and 51). 

FEATURES: Easy mobility — drier and dust collector 
mounted on one, rubber-tired chassis—combination grada¬ 


tion-mixing unit on second chassis. Low fuel consumption 
—direct, straight-line connection between drier and dust 
collector reduces air flow resistance allowing more heated 
air to be pulled through drier for each hp input. Multiclone 
dust collector recovers fines and feeds them to mixer for 
use as filler. 3/2 deck vibrating screen. Calibrated gates on 
gradation bin. Aggregate feeder and bitumin pump drives 
are mechanically interlocked. Fast-acting, double discharge 
gates. 


VIBROmatic Paver 



PURPOSE: To provide smooth, dense, asphaltic mix mats 
or stabilized bases compacted from the bottom up and 
laid at high speed. 

FEATURES: Oscillating screed and high-speed, heated 
vibrating compactor that meter out material and pre-com¬ 
pact it. Easy crown adjustment. Lays 6 to 16 foot mats. 
Finger-tip controlled air-operated clutches. Hydraulic mo¬ 


tors drive screed and compactor. Reversible compactor 
plates and heavy, long-wearing cut-off bar. Accurate depth 
control—lay any mat thickness up to 10". Controls easily 
moved so operator can drive from either side of machine. 
Full crawler traction for sure footing while pushing heavily 
loaded trucks. Hydraulically lifted paving section for easy 
travel. 
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BITUMINOUS EQUIPMENT 




Pioneer 

■Hi ENGINEERING 


PURPOSE: Designed for producing up to 425 cubic yards 
per hour of stabilized material. Handles all types of mixes 
with a minimum of wear. Can be used for either portable 
or stationary operation. 

FEATURES: Special abrasion resistant steel pugmill liners 
built in easy to handle sections—reversible and replaceable. 
Contoured pugmill bottom gives more thorough mixing and 


eliminates “dead" spots—improves mix density. Ni-Hard 
paddle tips are reversible and adjustable. Mixing time ac¬ 
curately controlled by gate at discharge end. Spherical 
roller bearings support pugmill shafts at both ends of mixer. 
Shafts extend beyond pugmill and discharge hopper per- 0 
mitting bearings to be firmly mounted away from material ^ 
where they may be easily serviced. ° 
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AUTO-batch Bituminous Plant 


stant-acting air cylinders controlled by electric solinoids 
actuate automatic sampler, hot-bin gates, weigh hopper 
gates, pugmill discharge gate, asphalt bucket, asphalt fill 
and discharge valves. Unitized construction for fast erec¬ 
tion. Pre-wired controls. 3/2 deck vibrating screen. Roomy 
safety walks and stairs have hand rails and non-skid grating- 
type floor plates. 


PURPOSE: Designed for fast batching operations where 
more batches per day with less segregation of material is 
desired. Available in 5,000 and 6,000 pound sizes. 

FEATURES: Instant-acting twin gates discharge each batch 
in as little as 3 seconds. Controls may be set for automatic, 
semi-automatic or manual. Built-in sampling device permits 
accurate sampling of all aggregates simultaneously. In- 

- 


425 Stabilizer Plant 



















SCHRAMM 

PORTABLE COMPRESSORS 



PART OF A 

SCHRAMM 

CO ORPIMATED AIR 

PACKAGE 




Models 20 and 35 
Pneumapower 


Model 75 
Pneumapower 



SCHRAMM offers a complete line of portable compressors 
ranging from 20 CFM to 1,200 CFM, gasoline, diesel and 
natural or propane gas engine driven, featuring a wide 
variety of mountings, which deliver their full rated volume 
(actual free air delivery) at 100 PSI. 

SCHRAMM portable compressors give you savings in 
initial price at no sacrifice of quality; low operating cost 
with no loss in performance; minimum maintenance ex¬ 
pense without risking dependability. They will do your 
work more efficiently in less time, with less manpower, 
and will last longer under a full work load. 

Pneumapower Models are gasoline-powered, en bloc 
constructed engine-compressor units noted for their com¬ 
pact size and low weight factor. 

Pneumadiesel Models have the same design charac¬ 
teristics and offer the economy and efficiency of diesel 
operation at the price of many gasoline-driven compressors. 

Unistage Models furnish larger volume for heavy duty 
and feature separate engine and compressor units, direct- 
clutch connected. Fuel choices are shown in adjoining 
table. 



Model 600-TC Unistage 
Diesel, Natural Gas 
or Propane 




Model 250 Unistage 
Gasoline or Diesel 



Diesel 


Model No. 

Engine make 

Fuel 

Actual free 
air delivery 
at 100 psi 

Pneumapower 




20 

Schramm 

Gasoline 

20 cfm 

35 

Schramm 

Gasoline 

35 cfm 

75 

Schramm 

Gasoline 

75 cfm 

125 

Schramm 

Gasoline 

1 25 cfm 

Pneumadiesel 




125 

Schramm 

Diesel 

1 25 cfm 

Unistage 




250 

Schramm 

Gasoline 

250 cfm 


1. H. C. 

Diesel 


315 

1. H. C. 

Diesel 

31 5 cfm 

600-TC 

1. H. C.* 

Diesel 

600 cfm 



Nat. gas 



1. H. C.* 

or propane 



* Diesel engine only Turbocharged. 
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SCHRAMM 

CONSTRUCTION TOOLS 

SCHRAMM Construction Tools are built for nigged 
service, trouble-free operation and full capacity per¬ 
formance. Drop forged parts, ground joints instead 
of gaskets, automatic lubrication and replaceable 
bushings assure long life. 


PAVING BREAKERS— 
offered in three weights. 
Sheeting, form pin and 
spike driver attach¬ 
ments available as well 
as full line of points 
and cutters. 



DIGGERS—Clay and Trench, 
offered in two weights, avail¬ 
able with “T" or “D" handle. 



i 


ROCK DRILLS — of¬ 
fered in three weights 
with full selection of 
drill steels and de¬ 
tachable bits. 



PART OF A 

SCHRAMM 

CO-ORDINATED AIR POWER 

PACKAGE 



Available but not illustrated are four models 
of Concrete Vibrators, Pneumatic Saws (Limb¬ 
ing, Two-man Chain and Circular) and a wide 
choice of hose accessories and fittings. 



COMPLETE OUTFIT—everything 
needed for a moisture-free air sup¬ 
ply. One purchase — one installa¬ 
tion. 



MODEL 50 — V-belt driven 
on Horizontal Receiver — 
air cooled. 


SCHRAMM 

STATIONARY COMPRESSORS 

SCHRAMM Stationary Compressors are available 
with direct, built-in electric motor drive or with V-belt 
drive for existing gas, gasoline or diesel engines or 
electric motors. They are furnished in capacities from 
25 to 600 CFM actual free air delivery and operate 
from power units ranging from 7/2 to 150 HP depend¬ 
ing on volume required. They are compact, easy to 
move, vibration-free and require no costly foundation 
for installation. 




MODEL 315—V-belt driven 
on base with motor—running 
water cooling. 
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THERE IS A WAYNE STREET SWEEPER 
FOR EVERY MUNICIPAL NEED! 



Here are the sweepers that take the Nation’s toughest 
street cleaning jobs in stride . . . Wayne Street Sweepers. 
You’ll find Waynes in hundreds of cities of every size, 
providing- American municipalities with splodessly clean, 
Wayne clean streets. For top quality, rugged construction, 
unmatched sweeping efficiency and maximum economy, 
specify Wayne! 

Wayne Model 550— The finest street sweeper made, 
every feature job -engineered and job -proven by millions 
of curb miles of sweeping. This big 4 full cubic yard 
Wayne is the Nation’s first choice for big capacity sweep¬ 
ing jobs that demand the ultimate in power, rugged con¬ 
struction, and the stamina and speed required for hour 
after hour of steady, low cost sweeping. Ask for the Model 
550 Brochure. 


Model 460 

Wayne Model 460 —There’s nothing to match the econ¬ 
omy and efficiency of the 3 cubic yard capacity Model 460. 
Hundreds of cities, large and small, maintain sparkling 
clean streets with this versatile sweeper. For the most 
advanced features . . . 3-wheel maneuverability . . . quality 
construction . . . specify the Wayne Model 460 for ulti¬ 
mate in low cost, trouble free sweeping. Send for the 
complete details. 




Model 520 


Wayne Model 520 —This husky Wayne Sweeper cou¬ 
ples maximum capacity and quality to maximum economy , 
puts big sweeper performance within the reach of every 
city. The Model 520 incorporates every time tested, 
proven Wayne feature—full 4 cubic yard capacity . . . 
front located, 45-inch gutter broom . . . guaranteed 
Wayne rubber elevator drive chains . . . compact dumping 
. . . maximum visibility . . . 3-wheel maneuverability— 
every feature your city needs for large capacity municipal 
sweeping. It’s the perfect sweeper to provide your city 
with a one-man-and-sweeper street sanitation department. 
Ask for the Model 520 Brochure. 



Wayne Air-Jet Vacuum Sweeper 

This high-speed sweeper super cleans over a million 
square feet of runway per hour! The Wayne Air-Jet 
provides positive protection for jet-age aircraft ... its 
powerful vacuum sweeping action competely removes 
debris on runways, taxi-ways and aprons . . . eliminates 
jet engine damage due to the ingestion of foreign objects. 
Hundreds are in world-wide use by leading airlines and 
military installations to keep runways sparkling clean. 
Write for the Wayne Air-Jet Brochure—yours for the asking. 

New Wayne Rental Plan 

Now every city can acquire a Wayne Street Sweeper with¬ 
out capital investment for as little as $216.00 per month— 
Less than the cost of one man and a pushbroom! Wayne’s 
new 48-month Rental Plan enables you immediately to 
start your own street sanitation program. You pay rent 
from operating funds . . . labor savings more than cover 
the cost. You choose your own rental payment schedule, 
and you can own your Wayne at the end of the rental 
period for just $1.00. Write today for details on the 
exclusive Wayne rental plan. 
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YOU CAN COUNT ON 

HERMAN NELSON 


PORTABLE 

AIR HEATER-BLOWERS 

A complete line of long life, low maintenance heater- 
blowers. Indirect fired and vented or non-vented heat 
generators . . . all with built-in safety featuies. 




UTILITY 

Gasoline 
Engine 
Powered . . . 
or electric 
motor. 



850 


VALUE ANALYSIS will prove to you that only Herman Nelson 
gives all these advantages. Compare, point by point, before 
you buy. 

• Herman Nelson offers a complete line of heater-blowers, all 
sizes and types . . . indirect fired and vented heater-blowers, 
and non-vented heat generators. 

• Herman Nelson performance job proven by tens of thousands 
of heater-blowers, produced over twenty years of beating cold 
weather portable heat problems. 

• Top combustion efficiency gets all the BTU’s out of your fuel 
gallon. Why buy heat and throw it away? 


DE LUXE MODEL—450,000 BTU rated 

Fully automatic—use vented or direct fired. Clean, depend¬ 
able heat. Oil fired, electric powered. The finest portable 
heater-blower on today's commercial market. 

UTILITY MODEL—425,000 BTU rated 

Electric Motor or Gasoline Engine—quickly convertible on 
the job, easy to use where no power lines are available. 
Heat for inside or outside as your job demands. Oil fired 
with top combustion efficiency—no smoke, smudge or 
fumes. Automatic safety cutoff; manual output control. 
Stands up to toughest field use on today's big jobs that 
must go on regardless of weather. 


HN 850—125,000 BTU rated 

Herman Nelson quality in a low cost, non-vented heat gen¬ 
erator. Oil fired, electric powered; stainless steel com¬ 
bustion chamber. Fuel capacity for continuous 16 hours, 
or overnight, operation. Exclusive swirl-design vanes 
atomize the fuel for maximum economy. Handle mounted 
on opposite end from burner, away from hot air stream. 
When not in use, unit stores upright, saves space. Rolls 
through narrow doorways. Power unit easily removed in 
seconds. Burner and all working parts readily accessible 
for servicing. Large 4-inch fuel fill cap. 

HN 2250—300,000 BTU rated 

Offers the same features and construction as the HN 850, 
but with larger motor and fan. Gives efficiency and low 
cost wherever a larger heat generator is wanted. Capacity 
for 16 hours continuous operation. (Not illustrated. Similar 
in appearance to HN 850.) 


• Most flexible portable heater-blowers in application-use 
vented or direct as your job requires. 

• Heat spotted through flexible ducts where you need it—ducts 
available for Herman Nelson indirect fired models. 

• Longest lived portable heater-blowers you can buy. Heavy 
construction throughout protects you against rust-out and 
corrosion. 

• The original answer to all cold weather construction heating 
problems—and still unsurpassed! 
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AMERICAN LOGGING TOOL CORPORATION 

EVART, MICHIGAN 


The name American is known for fine quality from the biggest logging operation 
to the smallest farmer-logger—designed and built by men who have the logging 
“know-how”. There is a full line of tools and wood items to fit your logging 
jobs. Only the more popular items are shown on this page. Contact your nearest 
A.E.D. distributor for information on the complete American line. 


TONG 


Y 
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ARCHER TOWER EQUIPMENT 


Archer hoisting equipment includes four sizes of tubular or pipe 
towers; a special grain elevator or slipform tower; headframes 
for tunnel or mining operations; and contractors hoists. 


The Archer new style heavy-duty tower 

This is a new type Heavy-Duty Tower, modern in all 
respects. Its many new features include heavy angle 
tracks and heavy channel girts instead of the old style 
2 inch pipe, tracks and girts. This improvement per¬ 
mits the installation of the new Archer Safety Device. 
This unit consists of a down-speed governor which will 
set the safety dogs whenever the cage over-speeds. 
These dogs stop the bail immediately. An additional 
feature of this Safety is our oil cushion shock absorber 
which brings the cage itself to a gentle stop. The cage 
of this Tower may be furnished with expanded metal 
sides, top, and sliding gates. This Safety Device makes 
additional safeties on the hoist unnecessary so any 
hoist can be used. In many places this Safety when 
properly installed and maintained will fulfill the 
safety requirements for carrying men on construction 
jobs. 

This Tower can be equipped with the new Archer 
Concrete Apparatus. This unit has as its main feature 
a concrete hopper which works inside the Tower. This 
hopper can be moved from floor to floor safely by one 
man in a very few minutes. 

Data: 

Platform size, 7 feet 2% inches by 7 feet 9/2 inches. 
Maximum live load capacity, 7500 pounds. 

Maximum live load on safety device 4000 pounds. 
Maximum height, unlimited. 

Models—single, double and triple well. 

Concrete Bucket capacity, 42 cubic feet. 

Concrete Hopper capacity, 50 cubic feet. 

Boom length, 20 feet or 30 feet. 

Boom capacity, 1500 pounds. 



Archer hoists 

Archer Hoists come in one-, two, and three-drum 
models. These Hoists can be equipped with gas 
engines or electric motors. These Hoists come with 
20 and 35 horsepower gasoline engines. 

Archer also makes an 8 h.p. single drum unit. 
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ARCHER TOWER EQUIPMENT 


Archer light-duty panel-type 
Material towers 

Archer Light-Duty Panel-Type Towers come in both 
single and double well models. Both models can be 
equipped with half-yard concrete apparatus and Chicago 
Boom. 

A broken cable safety device with capacity of 1000 
pounds may be attached to the platform. This safety 
device should be used only to protect equipment and not 
to ride men. 

This unit is capable of handling three wheelbarrows 
or two concrete buggies. Due to the panel-type con¬ 
struction this Tower can be erected quickly and inex¬ 
pensively. 

Half yard concrete apparatus operates inside the Tower. 
Hopper can be raised from floor to floor by one man in 
a very short time. 

The Light-Duty Tower is recommended for buildings 
from one to ten stories. 

Data: 

Platform size, 6 feet 5/2 inches by 7 feet 3 inches. 
Maximum live load capacity, 3000 pounds. 

Maximum live load capacity on safety device, 1000 
pounds. 

Maximum height using platform, 201 feet 6 inches. 
Maximum height using concrete apparatus, 156 feet 0 
inches. 

Models—single and double well. 

Concrete Bucket capacity, 21 cubic feet. 

Concrete Hopper capacity, 35 cubic feet. 

Boom length, 20 feet. 

Boom capacity, 750 pounds. 

Archer heavy-duty material towers 

Archer Material Towers come in two- and three-wheel¬ 
barrow sizes, and in single, double and triple well models. 
These units are the best and most efficient material Towers 
on the market. They can be equipped with Concrete 
Apparatus, Chicago Boom and material-protecting Safety 
Device. 

These Towers should not be used to carry men under 
any circumstances. 

Data: 

Two-wheelbarrow platform size, 5 feet 5/2 inches by 6 feet 
5/2 inches. 

Three-wheelbarrow platform size, 7 feet 0 inches by 6 feet 
5M inches. 

Maximum live load capacity, 6000 pounds. 

Maximum live load capacity on safety device, 1500 
pounds. 

Maximum height, unlimited. 

Models—single, double, triple. 

Concrete Bucket capacity, 42 cubic feet. 

Concrete Hopper capacity, 50 cubic feet. 

Boom length, 20 feet or 30 feet. 

Boom capacity, 1500 pounds. 


Archer junior towers 

The Archer Panel-Type Junior Tower has been designed 
to serve the needs of the contractor whose work is of a 
type that requires good economical hoisting equipment, 
but yet is too small to justify the use of our light or heavy 
duty Towers. 

The Junior Tower is designed to carry a load of 1500 
pounds. The 5 feet 6 inches by 5 feet 2 inch platform 
is of sufficient size to accommodate two wheel-barrows or 
one concrete buggy: 


Data: 

Platform size, 5 feet 6 inches by 5 feet 2 inches. 
Maximum live load capacity, 1500 pounds. 

Maximum height, 97 feet 6 inches. 

Models—single well only. 

Note: Concrete Apparatus and Boom not furnished with 
this Tower. 


Archer slipform towers 

These Towers have been designed for the purpose of 
hoisting concrete on all types of slipform jobs. These 
Towers are mounted on the forms at the start of the job 
and ride up on the forms until the job is completed. These 
Towers save the contractor the time, expense and trouble 
of erecting a conventional-type tower on his job. Also, 
the hopper is always in the proper position. 

These Towers are quickly becoming standard equip¬ 
ment with all contractors engaged in slipform work. 


Archer headframes 

The Archer Iron Works maintains an engineering depart¬ 
ment which specializes in the design and manufacture of 
Headframes for mining and tunnel operations. 

During the past twenty years we have designed and 
manufactured these units for most of the leading con¬ 
tractors in this country. No job is too large or too small. 

As each of these units require individual engineering 
we suggest that any of our customers who might need 
this equipment contact us so that we may individually 
advise them as to how best to solve their problems. 

Further bulletins and information can be furnished on 
all Archer products upon request. Regardless of your 
problems Archer can solve them. 
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ATLAS CONVEYING EQUIPMENT 


For handling gravel, sand, stone, rock, 
coal, ore and other bulk materials . .. 


We invite your inquiries for recommendations and requests for quotations 
to meet your particular requirements. 



Model 24 Stationary belt conveyors 

Built in standard sections for 18, 24, 30 and 36 
inch belt widths with 24 and 42 inch deep truss 
frames. 


(fyedc 0 ?catunc& 

u* Pre-Engineered Design 

u 0 Pre-Fabricated Sections 

u 0 Standardized Components 

p" Factory Assembled or 
Knocked Down Sections 

p" Quick Shipment 

u* Fast, Low-Cost Erection 

p" Low Operating Costs 
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ATLAS CONVEYING EQUIPMENT 

Model 24 stationary belt conveyor 




Head terminal motoreducer drive 


Foot section with screw take-up 


Removable top belt covers 


Knocked down sections 


Head terminal torque arm drive 


Intermediate section 


Foot section with fixed pulley 


Gravity take-up 
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ATLAS CONVEYING EQUIPMENT 


Portable and stationary belt conveyors 


Model 17 


12 inch and 17 inch deep lattice type frame con¬ 
veyor available with 18 inch, 24 inch, 30 inch, and 
36 inch belts and in any length. 


Model 25 Channel frame 



5 inch and 6 inch structural channel frame con¬ 
veyor available with 14 inch, 16 inch, 18 inch, 24 
inch, 30 inch and 36 inch belts and in many lengths. 




Car unloaders 

The Model 124 belt type shown, 
or the Model 123 with chain on belt, 
or the Models C60 and C90 chain 
and flight type, may be used over or 
under railroad tracks to unload hop¬ 
per bottom cars. The belt unloader 
will handle all abrasive materials such 
as sand, stone, and slag. It will also 
handle, coal at a much higher capac¬ 
ity than is possible with the lower- 
cost flight-type unloader. 



Belt conveyors 

The Model 125 Portables are available with 
18 inch, 24 inch, or 30 inch wide belts in lengths 
from 25 thru 60 feet. They are used to handle 
all types of dry bulk materials at high capacities. 



Reciprocating plate feeders 

With or without hopper extension can be fur¬ 
nished to use with portable or stationary belt 
conveyors. 


56 


O. B. AVERY COMPANY, INC. 

























ATLAS CONVEYING EQUIPMENT 


Bulk cement screw conveyors, bucket elevators, storage bins 
and aggregate bucket elevators for batching plants 




Pictures shown above are two typical installations 
of Atlas cement and aggregate handling equipment. 
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ATLAS CONVEYING EQUIPMENT 



Bucket elevators 

Where space is limited, vertical lift ele¬ 
vators are most suitable for handling dry 
bulk materials. Buckets mounted on 
chain or belt, depending on the material 
to be handled, are enclosed in a dust- 
tight steel casing. Enclosed discharge 
chutes carry the material to storage bins. 

The illustration shows a bucket ele¬ 
vator handling coal at a milk plant. The 
elevator is fed by an undertrack un¬ 
loader. The coal is discharged into a 
storage bin which feeds directly into 
stokers. 



Troughing and return idlers 

Available for 18 thru 48 inch widths. Rolls are 4 inch or 5 inch diameter 
steel tubes with roller, ball or sealed-for-life ball bearings. 



Self aligning idlers 

Troughing or Return type available with positive action 
guide rolls. Idlers should be mounted about every 50 feet. 



Slotted face pulleys 

Available from 8/2 to 36 inch diameter with 14 inch thru 
44 inch wide faces. Pulleys are to be used where stones 
or other materials are apt to wedge between pulley and 
belt. Self-cleaning internal cones tend to deflect stones 
to each end. 



Impact idlers 

Atlas impact idlers have large diameter solid rubber disk 
type rolls having an impact resistance approximately five 
times better than rubber covered steel rolls. These self¬ 
cleaning idlers should be used at all loading points where 
rock or other similar materials are apt to cut the conveyor 
belt. 



Available from 6 I 2 to 36 inch diameter with 14 inch thru 
44 inch wide faces. Pulleys have machined crown faces 
with solid ends and welded steel hubs. 


Bearings, take-ups, shafting, drives—and other pieces of conveyor hardware are 
available to customers order. Submit your specifications for quotations. 
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BARCO PORTABLE GASOLINE 
POWER TOOLS 



Barco offers portable power tools to meet requirements for limited area 
tamping, high degree soil compaction, breaking, digging, and driving 


Barco Rammer 

for deep penetration soil compaction 

Area tamping 

The Rammer is specially adapted 
for tamping areas close to walls, 
culverts and abutments and in¬ 
sures required high degree com¬ 
paction, thereby eliminating 
settling, erosion and similar dif¬ 
ficulties in these critical areas. 
The Rammer will cover from 
1 to 1/2 square yards of surface 
per minute, or 20 to 30 cubic 
yards of fill per hour. By actual 
tests, certified government agen¬ 
cies, the Rammer has produced 
97.6% compaction. (Modified 
A.A.S.H.O.) with lifts of 12" 
to 20". 

Trench tamping 

On trench backfill one Barco 
Rammer will tamp an 18" wide 
trench at a rate of 6' to 10' per 
minute or 360' to 600' per hour. 
Depending on soil conditions, 
lifts up to 24" may be used. 
When working over tile or con¬ 
duit, the penetrating effect 
spreads uniformly through the 
soil without danger or damage. 
No longer is it necessary or eco¬ 
nomical to replace normal fill 
with granular material. 

Operation 



The Rammer is a completely 
self-contained unit jumping up¬ 
wards under the control of the 
operator and dropping by its 
own weight. The weight, 210 lbs.; tamping foot, 9)2" 
diameter; height of jump averaging 13" to 14"; average 
operation speed, 50 to 60 strokes per minute. 


Design 

The Rammer has a magneto ignition system which is 
automatically operated from the normal handle stroke. 
Lubrication is obtained by mixing SAE 30 to SAE 40 
oil with the gasoline. These favorable operating fea¬ 
tures, combined with extreme simplicity of design and 
unusually sturdy construction, result in amazingly low 
maintenance costs. 

Anyone can start and operate a Barco Rammer safely 
and effectively after only a few minutes of instructions. 


Barco M-l hammer for 
breaking, driving, cutting 

The M-l BARCO HAMMER is a compact, portable, 
self-contained, gasoline power tool, adaptable for all kinds 
of breaking, cutting, driving, and digging work by means 
of interchangeable, detachable tools. It has a strong 
hammer blow delivered by a two-cycle, air-cooled, single¬ 
cylinder floating piston. Current is supplied by either a 
6 or 12 volt wet or dry battery connected to the hammer 
by a light weight cable. Sealed ignition coil, vibrator and 
condenser are housed in the handle in a compact unit. 
Suitable for completely “one man” operation. 



Hammer Uses: 

1. Concrete Breaking 

2. Asphalt Cutting 

3. Frost Breaking 

4. Trench Spading 

5. Digging Hard Soils 

6. Ground Rod Driving 

7. Sheathing Driving 

8. Backfill Tamping 

9. Even Drilling 


Performance 

The M-l BARCO HAMMER weighs 76 lbs. and delivers 
1400-1600 blows per minute. Power, weight, and speed 
are dynamically coordinated for optimum work perform¬ 
ance with minimum operator effort. Power output, opera¬ 
tion, and easy starting characteristics are relatively unaf¬ 
fected by extremes of weather, altitude, or outdoor 
temperature. 

Design 

The BARCO HAMMER is designed to be simple, easy, 
and convenient to operate and economical to maintain. 
Positive injection type starting insures easy, quick starting 
for any operator and suitability for intermittent or contin¬ 
uous operation. Visible dial type carburetor adjustment. 
Non-shock spring mounted handles. Uses standard lubri¬ 
cating oil, gasoline, spark plug, and piston rings. Reliable 
reed type mixing valve; only one working spring. Rubber 
cushioned recoil; forced air cooling. Direct piston blow to 
tool steel. Uses standard tool retainer (IK in. by. 6 in). 
Low center of gravity. No special operating skill needed. 
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BEEBE HAND WINCHES 


’/2-TON and 1-TON 
ALL STEEL HAND WINCHES 




THE STRONGEST GEARED POWER 
FOR ITS WEIGHT IN THE WORLD 


Model B-6B with 
hand brake pictured 


• HEAVY DUTY WINCHES cast of steel 
and bronze. Compact, light weight. / 2 -ton 
model has 5.3:1 gear ratio. 1-ton model 
has 5.3:1 and 10.5:1 gear ratios. One man 
can lift full capacity with ease. 

• TWO DRUM WIDTHS available, 3-inch 
and 6-inch. 2-way spring operated hold¬ 
ing dog, operates in either direction on 
models without brakes or in neutral for 


free spooling. Unrestricted line clearance 
in any direction. Finished in weather¬ 
proof lacquer. 

• ALL MODELS available with or without 
lever-operated, band-type hand brakes. 

• MARINE MODELS available in 3-inch or 
6-inch drum widths and with or without 
handbrakes. Specially fitted and painted 
for marine use on ship and dock side. 


Models 

Drum capacities 

Net weight 

Shipping weight 

Without 

brake 

With 

brake 

Type 

Capacity 

(tons) 

Overall 

dimen. 

Drum 

width 

Vi" 


Vi " 

Vi*" 

3 /s" 

Without 

brake 

With 

brake 

Without 

brake 

With 

brake 

A-3 

A-3 

A-3B 

AM-3B 

Industrial 

Marine 

’/2 

8 5 /s"x9"x7" 

3" 

400' 

200' 

125' 

70' 

50' 

17# 

18/2# 

20’/,# 

22# 

A-6 
A-6 

A-6B 

AM-6B 

Industrial 

Marine 

’/2 

8 5 /b"x12"x7" 

6" 

800' 

400' 

250' 

140' 

100' 

1 9 Vi# 

20-Vi# 

22# 

23/2# 

B-3 

B-3 

B-3B 

BM-3B 

Industrial 

Marine 

1 

8 5 / 8 "x9"x7" 

3" 

400' 

200' 

125' 

70' 

50' 

19 3 /4# 

21’/4# 

22/2 # 

24# 

B-6 

B-6 

B-6B 

BM-6B 

Industrial 

Marine 

1 

8 5 / 8 "xl2"x7" 

6" 

800' 

400' 

250' 

140' 

100' 

| 22# 

23/2 # 

25# 

26’A# 



Specify with or without brake when ordering 

2-TON AND 5-TON 
ALL STEEL HAND WINCHES 

2-TON and 5-TON WINCHES have cam 
action handbrakes, spring-operated holding 
dogs with free spooling feature, adjustable 
handles. 2-TON WINCHES come in 2 
drum widths; 5-TON WINCHES come in 
4 drum widths. Industrial models finished 
in weather proof lacquer. Marine models 
specially fitted and painted to resist 
corrosion. 


Two speeds: 
4:1 and 22:1 



5 Ton 


Two speeds: 4:1 and 
24:1 


2-TON SPECIFICATIONS 


Model 

Type 

Capacity 

Gear 

ratios 

Drum 

width 

Drum capacities 

Overall 

dimensions 

Net 

wt. 

Shipping 

wt. 

Vi" 

Vi*" 

3 /." 

7 /*" 

Vi " 

L-6 

LM-6 

Industrial 

Marine 

2-ton 

4:1-22:1 

6" 

300' 

200' 

150' 

100' 

75' 

1 3"xl 4"x9 Vi " 

60# 

o 

00 

L-l 0 
LM-10 

Industrial 

Marine 

2-ton 

4:1-22:1 

10" 

575' 

360' 

250' 

175' 

135' 

1 3"xl 8"x9Vi" 

70# 

85# 


5-TON SPECIFICATIONS 


Model 

Type 

Capacity 

Gear 

ratios 

Drum 

width 

Drum capacities 

Overall 

dimensions 

Net 

wt. 

Shipping 

wt. 

3/8 " 

V>*" 

Vi " 

s / 8 " 

3/4" 

H-8 

HM-8 

Industrial 

Marine 

5-ton 

4:1-24:1 

8 

445' 

325' 

250' 

160' 


17"x17" xl3V4" 

no# 

128# 

H-l 2 
HM-12 

Industrial 

Marine 

5-ton 

4:1-24:1 

12 

675' 

500' 

385' 

240' 

160' 

17"x21" x 13 ’/ 4 " 

135# 

150# 

H-l 6 
HM-16 

Industrial 

Marine 

5-ton 

4:1-24:1 

16 

890' 

650' 

500' 

320' 

225' 

17"x25 3 /i"xl 3 Vi" 

150# 

170# 

H-24 

HM-24 

Industrial 

Marine 

5-ton 

4:1-24:1 

24 

1335' 

975' 

750' 

480' 

335' 

17"x33 3 /i"xl 3 Vi" 

171# 

200# 
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BEEBE 15-TON WINCHES 




Three speeds: 

4:1, 19:1, and 109:1 


Model R-1 0 


Model BW-14 



BEEBE 

WINCHES 


THE STRONGEST GEARED POWER 
FOR ITS WEIGHT IN THE WORLD 


• ALL STEEL, extra heavy duty winches 
with 3 speeds. 10-inch and 14-inch drum 
diameters available. 

• HEAVY DUTY BRAKE. 2 position spring 
loaded holding dogs. Free spooling. Ale- 

mite fittings. Unobstructed line travel in 
any direction. 

• “R” MODEL requires side clearance for 
handle. 

• “BW” MODEL with high-mounted han¬ 
dle, requires no side clearance. All “BW" 
models come with marine fittings as stan¬ 
dard. 


Model 

1 5-Ton 

Drum Sizes 

Drum Capacities 

Overall 

dimensions 

Shipping 

weight 

Export 
cubic feet 

Dia. 

Width 

Flange 

Vi" 

Vs" 

3 /4" ! 

Vs" 

1" 

1 V4 " 

1 Va" 

R-10 

10" 

12'/z" 

6" 

1200' 

800' 

525' 

400' 

300' 



34"x28"x23" 

750 lbs. 

1 7 cu. ft. 

R-14 

14" 

1 2 V 2 " 

4" 

925' 

600' j 

400' 

300' 

235' 

180' 

130' 

34"x28"x23" 

790 lbs. 

1 7 cu. ft. 

BW-1 0 

10" 

1 2 Vi " 

6" 

1200' 

800' j 

525' 

400' 

300' 



34"x28"x31" 

935 lbs. 

28.9 cu. ft. 

BW-14 

14" 

1 2 Vi " 

4" 

925' 

600' 

400' 

300' 

235' 

180' 

130' 

34"x28"x31" 

976 lbs. 

28.9 cu. ft. 



Model D-8 


Heavy duty, all steel winch operated 
by one man or two men using two 
handles. Holding dog is spring loaded 
so winch operates in any position. 
Free-spools when holding dog in out 
position. Lever operated hand brake. 
Can be operated in direct drive for 
fast cable take-up or 4:1 gear ratio 
for power lifting. Oil-impregnated 
bronze bushings. Furnished with two 
handles. 


Capacities 

Drum capacities 

Overall 

dim. 

Net 

wt. 

Shipping 

wt. 

1 Line 2 Lines 

Va" | 


Vi" 

w—i3y 2 " 
L— 17V 4 " 
H—11%' 

67# 

75# 

1 Man 1000# 2000# 

2 Men 2000# 4000# 

500' 

200' 

125' 


ACCESSORIES 



Hand wheel and pinion 


For 

2-Ton- 

—24" 

Dia. 

HW242 

For 

5-Ton- 

—30" 

Dia. 

HW305 

For 

1 5-Ton- 

-30" 

Dia. 

HW315 



No. 3 or No. 4 Morse Taper 
For Electric or Air Drill 

5-Ton 5-Ton 

Taper Code No. Code No. 

No. 3 3MT2 3MT5 

No. 4 4MT2 4MT5 



Power Pinion 1-inch Square Drive 

For 2-Ton Code No. SQ2 

For 5 or 15-Ton Code No. SQ5 



Extended Shaft Power Pinion— 
For belt, gear or sprocket drive. 
For 2-Ton Code No. ES2 

For 5, or 15-Ton Code No. ES5 



Solid head power pinion 
user bore to suit. 

For 2-Ton Code No. SH2 

For 5, or 15-Ton Code No. SH5 



Tail hold yoke anchors hoist. 
For 2-Ton 6" Drum Code No. TH2 
For 5-Ton 8" Drum Code No. TH5 


(\~X, 

Deck fastener brackets (pair) 

For BW Modets only 

Code No. W230 




BEEBE “SHUR-WORM” SAFETY WINCHES 


Model W-2 



• HEAVY DUTY worm gear winches 
available in 4 models. Gear ratios 
engineered for ease of operation. 

• LOAD LOCKS in any position au¬ 
tomatically. Crank winch in either 
direction, stop cranking and the 
load is securely locked. 


• CAST IRON with steel shafts and 
handles. Finished in weatherproof 
lacquer. 

• ALL STEEL models available on 
special request. 


500 LBS. TO 
1850 LBS. 
CAPACITY 


Worm gear locks the 
load automatically 


Model 

Capacity 

Gear 

ratios 

Overall 

Dimen. 

Drum Capacities 

Net 

weight 

shipping 

weight 

Vs" 

3 /k" 

Va" 

Vl6" 

3/s" 

W-2 

500 

20:1 

7Va "x 7Vi" 

X 7" 

130' 

55' 

30' 

20' 

12' 

1616# 

18# 

W-5 

750 

25:1 

7 3 / 4 "xH" 

X 7" 

360' 

160' 

85' 

55' 

35' 

18’/z# 

20/2# 

W-7 

1250 

28:1 

10%"xl 3’/i" 

xio" 

1000' 

470' 

240' 

160' 

100' 

56 !4# 

603/4# 

W-10 

1850 

28:1 

loy^xu'/r 

xlO" 

1200' 

560' 

290' 

190' 

125' 

58%# 

633/4# 


Call Mission 5-1810 


61 


21 - 2-61 






























































































BEEBE ELECTRIC 


HOISTS 


• BUILT TO the highest standards of quality, Beebe Electric 
Hoists deliver full rated power capacities and offer the 
following features: (1) Disc-type magnetic brakes, integral 
with motor; (2) hoist-duty motors which are electrically 
reversing; (3) motors all totally enclosed, non-ventilated; 
(4) totally enclosed gear case lubrication on all gear-head 
types; (5) anti-friction bearings throughout; (6) welded 
steel sub-base and outboard bearing support; (7) no 
clutch, no dog, no hand brake. 

• ELECTRIC HOISTS up to and including 600 pounds ca¬ 
pacity are driven directly from gear case. Hoists over 600 
pounds in capacity are chain-driven for greatest efficiency. 

• OPTIONAL FEATURES can be furnished at extra cost: 
Watertight or weatherproof construction; upper and lower 
geared limit switches mounted on hoist; grooved drums. 
Drums and speeds can be altered, and hoists custom engi¬ 
neered to meet special requirements. 


Finger off—brake on 

Magnetic disc-type 
integral brake instantly 
holds load when finger 
off button. 


A complete range of 
hoisting capacities 
and speeds 


WINCHES 


THE STRONGEST GEARED POWER 
FOR ITS WEIGHT IN THE WORLD 


Model 

No. 

Capacity 7 

Single 

Line 

Lbs. 

Line 

Speed 

F P M 

HP. 

150A40 

* 150 

40 

V*3 

150B40 

150 

40 

'/3 

200A20 

200 

20 

'A 

200B20 

200 

20 

Va 

400A20 

400 

20 

'/2 

400B20 

400 

20 

'/2 

400A40 

400 

40 

ft 

400B40 

400 

40 

% 

600A20 

600 

20 

■/a 

600B20 

600 

20 

Va 

600A40 

600 

40 

1 

600B40 

600 

40 

1 

* 1200A20 

1200 

20 

1 

* 1200B20 

1200 

20 

1 

* 1200A40 

1200 

40 

2 

* 1200B40 

1200 

40 

2 

* 1800A20 

1800 

20 

l’/2 

*1800B20 

1800 

20 

1 ’/2 

*2000A40 

2000 

40 

3 

*2000B40 

2000 

40 

3 

*3000A40 

3000 

40 

5 

*3000B40 

3000 

40 

5 

*4000A 20 

4000 

20 

3 

*4000B20 

4000 

20 

3 

*4000B50 

4000 

50 

71/2 

*6000B20 

6000 

20 

5 

*6000B40 

6000 

40 

10 

*10000B20 

10,000 

20 

10 

* 10000B40 

10,000 

40 

15 


Drum Size 


Phase 

Cycle 

Dia. 

Width 

FI. Dia. 

Line 

Size 

Volts 

In. 

In. 

In. 

In. 

1/60/115-230 

4.5 

8 

8 

Va 

3/60/220-440 

4.5 

8 

8 

Va 

1/60/115-230 

4.5 

8 

8 

Va 

3/60/220-440 

4.5 

8 

8 

Va 

1/60/115-230 

4.5 

8 

8 

Va 

3/60/220-440 

4.5 

8 

8 

Va 

1/60/115-230 

4 5 

8 

8 

Va 

3/60/220-440 

4.5 

8 

8 

Va 

1/60/115-230 

4.5 

8 

8 

Va 

3/60/220-440 

4.5 

8 

8 

Va 

1/60/115-230 

4.5 

8 

8 

Va 

3/60/220-440 

4.5 

8 

8 

Va 

1/60/115-230 

6.6 

12 

12 

1 \ 

3/60/220-440 

6.6 

12 

12 

u 

1/60/115-230 

6.6 

12 

12 

u 

3/60/220-440 

6.6 

12 

12 

T*l 

1/60/115-230 

6.6 

12 

12 

ft 

3/60/220-440 

6.6 

12 

12 

ft 

1/60/230 

6 6 

12 

12 

ft 

3/60/220-440 

6.6 

12 

12 

% 

Tt 

1/60/230 

8.6 

12 

14 

3/60/220-440 

8.6 

12 

14 

U 

1/60/230 

8.6 

12 

14 

U 

3/60/220-440 

8.6 

12 

14 

u 

3/60/220-440 

8 6 

12 

14 


3/60/220-440 

10.75 

16 

16 

ft 

3/60/220-440 

10.75 

16 

16 

ft 

3/60/220-440 

12.75 

16 

20 

Va 

3/60/220-440 

12.75 

16 

20 

Va 


Approxi- 


Drum Capacity mote 
-.- Shipping Approx. 


Layers 

Full 

Weight 

Net 

Ft. 

Ft. 

Lbs. 

Weight 

81 

241 

158 

122 

81 

241 

158 

122 

81 

241 

158 

122 

81 

241 

158 

122 

81 

241 

248 

200 

81 

241 

248 

200 

81 

241 

248 

200 

81 

241 

248 

200 

81 

241 

248 

200 

81 

241 

248 

200 

81 

241 

258 

210 

81 

241 

255 

207 

141 

711 

369 

317 

141 

711 

366 

314 

141 

71 1 

385 

332 

141 

71 1 

383 

330 

120 

433 

374 

322 

120 

433 

372 

320 

120 

433 

465 

409 

120 

433 

465 

409 

131 

466 

539 

481 

131 

466 

539 

481 

104 

305 

524 

466 

104 

305 

524 

466 

104 

305 

682 

619 

154 

341 

1010 

887 

154 

341 

1300 

1 146 

152 

440 

2032 

1858 

152 

440 

2032 

1858 


< ! Cbain drive from motor to drum-safety factor 6:1 or more. 


tCapacities rated at specified voltage. 


BATTERY OPERATED HOISTS 


• POWERED by a 12 volt DC rever¬ 
sible motor designed for intermit¬ 
tent use where 12 volt battery 
power is available. 

• WORM GEAR drive makes the 
hoist self-locking when the power 
if off. 

• CABLE CAPACITY: %6-inch cable 
—40-foot-/4-inch cable—30-foot. 

• CAPACITY is 1500 pounds at 10- 
feet per minute. 


• GEAR HOUSING and drum are 
cast of high grade aluminum alloy. 
Base and drum shaft are all steel. 

• GEARS COMPLETELY SEALED 
and run in oil for long fife. 

• WEIGHTS: net—41 pounds. Ship¬ 
ping—47 pounds. 

• SPECIAL DRUMS and speeds can 
be furnished on custom orders. 



1 2 Volts 
1 500 Pounds capacity 
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BEEBE RATCHET-HOISTS 


Capacities 750 lbs. 
to 4000 lbs. 

“Snap-on” 
quick reversing 
handle 



Beebe Ratchet-Hoists come in 12 capacities, 
many models, and offer features not found 
on other ratchet-hoists. 



THE STRONGEST GEARED POWER 
FOR ITS WEIGHT IN THE WORLD 


• EXCLUSIVE “SNAP-ON” HANDLE can be reversed in less than 5 
seconds! With quick reversing handle Beebe Ratchet-Hoists can be 
operated in any position—even up side down—and the pull is always in 
the right direction, against the load. 

• A SELF-ALIGNING CABLE guide wraps the cable onto the drum 
evenly, minimizes friction and cable wear. 

• PULLEY AND HOOK ASSEMBLY may be quickly removed from the 
line by unfastening one holding pin. Makes single line operation easier. 

• SHORTER MINIMUM DISTANCE between hooks with the new Beebe 
Ratchet-Hoists. Makes it possible to use Ratchet-Hoists in more confined 
spaces. 

• FRAME CAST of light-weight, corrosion-resistant aluminum alloy with a 
tensile strength of 32,000 pounds. 

• STEEL SHAFTS oversize, for added strength. Bearings are life-time- 
oiled. Exclusive long life holding dog spring (Pats, pending). 

• ALL MODELS of Beebe Ratchet-Hoist come equipped with cable 
wind-up handles. 

• ALL MODELS come equipped with preformed galvanized aircraft cable 
and three drop forged hooks. Triple hook system pennits single or double 
line operation. Available with safety latches on any of 3 hooks. 

• DESIGN TESTED for overload. And every Beebe Ratchet-Hoist is fully 
warranted for one year against defective parts and workmanship. 

Beebe Ratchet-Hoist Specifications 


Exclusive 
All steel parts 
plated for 
extra protection 



Beebe 

Model 

No. 

Capacity in lbs. 

Lifting 

distance 

Min. dist. 
between 
hooks 

Cable 

diameter 

Net 

weight 

Ship 

weight 


Double Line 4,000 

10' 

22" 




C-400 

Single Line 2,000 

20' 

17" 

Va " 

13# 

17# 


Double Line 3,000 

15' 

22" 




C-300 

Single Line 1,500 

30' 

17" 

7 /fc" 

13# 

16# 


Double Line 3,000 

5' 

20" 




C-300A 

Single Line 1,500 

10' 

15" 

7 M" 

10# 

13# 


Double Line 2,250 

19' 

22" 




C-225 

Single Line 1,125 

38' 

17" 

Vfe" 

13# 

16# 


Double Line 2,250 

7 Vi ' 

20" 




C-225A 

Single Line 1,125 

15' 

15" 

M6" 

10# 

12%# 


Double Line 1,500 

12V 

20" 




C-150 

Single Line 750 

25' 

15" 

5 /k" 

10# 

12%# 

C-150A 

Single Line 1,500 

10' 

15" 

7 A2" 

n 

11# 



BEEBE CAR DOOR PULLERS 

Open and close box car doors with ease 


SPECIAL CLEVIS HOOK and eye-bolt assembly allows the Car Door Puller 
to be fastened at right-angles to cleats, breastbeams, or door tracks. Full 
strength cast aluminum alloy frame protects all working parts. Handle folds 
out of wind-up wheel for fast cable re-winding. Same fine construction 
quality and other features as Beebe Ratchet-Hoists. 


SPECIFICATIONS FOR BEEBE CAR DOOR PULLERS 

Beebe 

Model 

No. 

Capacity in lbs. 

Pulling 

distance 

Min. dist. 
between 
hooks 

Cable 

diameter 

Net 

weight 

Shipping 

weight 

CD 30 

Double Line 3000 

15' 

243 / 4 " 

%*" 

13# 

15# 


Single Line 1500 

30' 

193 / 4 " 

%/' 

13# 

15# 

CD 20 

Double Line 3000 

5' 

223 / 4 " 

%/' 

10 # 

12# 


Single Line 1500 

10' 

173 / 4 " 


10 # 

12# 


Clevis slip hook for 
right-angle fastening 


Fold-out crank for 
fast cable re-winding 


Single or double 
line operation 
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BERRY Joint cleaning and joint sealing equipment 


Combination melter applicator 

Model BMA-80 

A mobile, high performance melter combined with an 
applicator nozzle attached to a patented, flexible hose that 
can be reeled in and stored in a heated compartment. 

The melting chamber has been designed to receive and 
melt material in pails continuously. 

The melted material is pumped under pressure to the 
joint, and the entire pump, piping, hose and nozzle are 
heated by a simple, convenient arrangement. 

No flushing, no torch heating, no frozen lines. 

The BMA-80 will melt and apply up to eighty (80) 
gallons per hour, continuously, of rubberized joint sealing 
compound, and requires only two men to operate. 



Specification 

CHASSIS: All welded steel construction. 

WHEELS: 2—14-inch semi-pneumatic tires. 

1— 8-inch by 2-inch front wheel. 

ENGINE: Wiscon. MVF4D 25 HP @ 2400 RPM. 

DIMENSIONS: 49 inches height by 43 inches width by 60 inches length. 
SHIPPING WEIGHT: 940 lbs. 


Joint cleaning and grooving machine 

Model BC-25 

The Model BC-25 is a fast, powerful and maneuverable, 
and cleans random or straight cracks with ease. 

Changing Cutter heads is simple, and requires only a 
few seconds time. 

The cutting action of the head tends to pull the machine 
along of its own power, thus relieving operator of any 
pushing effort. 

The right side location of the cutter head enables opera¬ 
tion in one lane, permitting uninterrupted traffic in 
adjoining lane. 

At the end of the cut, the cutter head can be raised to 
clear the pavement, and locked in this position with one 
lever and one movement. 



Specifications 

ENGINE: Wiscon. AENL 9.2 HP @ 3600 RPM. 

CAPACITY: Melting vat 100 gallons. 

OUTPUT: Up to 80 gallons per hour. 

DIMENSIONS: 70 inches height by 72 inches width by 144 inches length. 
SHIPPING WEIGHT: 2860 lbs. 


In addition to above models. Berry Corporation manufactures the following equipment: 


BC-14 Joint cleaning and grooving machine. 

BB-10 Power brush machine. 

MELTERS: Models BM-6, BM-10, BM-40, and BM-60-P. 

MELTER-APPLICATORS: Model BA, BA-P, BMA-10, 
BMA-40, BMA-60 and BTA. 


B2C Two component mixer applicator. 

B2C-P Two component mixer applicator with pump. 
BLM-100 Laboratory melter. 

Cartwright precision hot spray bars. 

Cartwright “Sealcoater.” 


64 O. B. AVERY COMPANY, INC. 




114-1-60 


















BLACKMER PUMPS 


BLACKMER HAND PUMPS 

For clean, safe, and convenient dispensing of liquids from barrels, drums, 
skid tanks, day tanks, underground tanks, etc. These Blackmer Hand Pumps 
are used universally by construction contractors, oil companies, industrial plants, 
original equipment Manufacturers, etc. . . . because of their many valuable 
features. 


Available in two basic types: 

Flo-Master hand pumps Rotary hand pumps 


Self priming • Corrosion resistant Rugged construction • Self priming 
High capacity Positive displacement 

(See Blackmer Bulletin 310) (See Blackmer Bulletin 320) 

Available in a wide selection of models for various delivery rates and with numerous sets of accessories 
for adoption to installation with drums, tanks, vats, etc. 


Basic 

pump 

models 

Rated 

ca¬ 

pacity 

in 

Gal¬ 

lons 

' 

Models complete with Accessories 

Used 

with 

liquid 

viscos¬ 

ities 

which 

are 

Intake 

and 

outlet 

sizes 

Barrel models with suction pipe 

and 

Discharge spout 

Hose and nozzle 

210 

10 

3 /4"x 3 /4" 

AT210 

CS210 

ND210 

SD210 

BR210 

HS210 

Light 

404 

10 

l"xl" 

AT404 


ND404 


BR404 


Light 

414V 

14 

l"xl" 

AT414V 


ND414V 

SD414V 

BR414V 


Med. 

525 

25 

3 /4"x%" 

AT525B 




BR525 


Light 

525C 

25 

r'xi" 

AT5 2 5 C 




BR525C 


Light 

828V 

28 

l"xl" 

AT828V 




BR828V 


Light 

807V 

7 

lW'xltt" 

HaT807V 


. 




Hvy. 



In the plant 



Fueling contractor’s 
equipment 



On the farm 



AT Style CS Style 



ND Style 




SD Style 


BR Style 



HS Style 


BLACKMER POWER DRIVEN PUMPS 

For a wide range of applications select Blackmer Vane-type rotary 
pumps with their outstanding characteristics of “self adjusting for 
wear.” 


Available sizes 

H/ 4 " thru 8 " 

Range of capacities 

10 GPM thru 1500 GPM 

Differential pressures 

up to 125 psi 

Liquid viscosities 

up to 100,000 SSU 

Liquid temperatures 

up to 450° Fah. 


Protect pumps with Blackmer ezy-kleen strainers 

Pumps should be protected from clogging and damage by foreign 
materials by installing an EZY-KLEEN strainer in the suction line. 
Available in pipe sizes 1%" thru 6". For complete details request 
bulletin 400. 



For complete details request bulletin ONE 
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TACKLE BLOCKS 


(BhavuL 

Manila rope 

Drop forged connections—iron, roller, or graphite bronze bushed sheaves—iron 
work japanned or galvanized—may be furnished with loose swivel hooks, connec¬ 
tion E, shackles, connection K, or other connections shown on pages 15 and 16, 
catalog #115—made in sizes from 3" to 12". 


Regular wood 


Ideal steel 


B&L star metal 


Sgl. 3001 A 
Dbl. 3002 A 
Tpl. 3003 A 


Sgl. 3031 A 
Dbl. 3032 A 
Tpl. 3033 A 


Sgl. 3041 A 
Dbl. 3042 A 
Tpl. 3043 A 










DATA 

FOR 

MANILA 

ROPE 

BLOCKS 





Length 

shell 

inches 

For 

diameter 

rope 

inches 



Size sheave 
(inches) 



Working load in pounds 


Regular wood & 

Ideal Steel with hooks 

B 

& L Star Metal 
with hook 

Outside 

diameter 


Thickness 
at rim 


Center 

pin 

diameter 

Sgl 

Dbl 

Tpl 

Sgl 

Dbl 

Tpl 

3 

3 /s 

l 3 /4 

X 

y 2 

X 

3/8 

300 

400 

600 

450 

600 

900 

4 

y 2 

2 y 4 

X 

Vs 

X 

3 / 8 

450 

600 

900 

700 

900 

1,500 

5 

% 

3 

X 

3 /4 

X 

3/8 

700 

900 

1,500 

900 

1,200 

2,200 

6 

% 

31/2 

X 

1 

X 

y 2 

1,200 

1,600 

2,000 

1,500 

2,000 

2,500 

8 

i 

4 3 /4 

X 

iy 8 

X 

Vs 

1,800 

2,500 

3,200 

2,200 

3,000 

3,800 

10 

iy 8 

6Va 

X 

iy 4 

X 

Vs 

2,700 

3,600 

4,400 

3,000 

4,000 

4,800 

12 

1 Vi 

8 

X 

13/8 

X 

3/4 

3,000 

4,000 

4,800 

3,800 

5,000 

6,200 


Self-lubricating nylon shell and sheaves 

No. 2 nylon block for %" and manila rope. Available with flatted loose hooks, 
loose swivel hooks, shackles or other connections. All metal work cadmium plated. 
Blocks also available with polished bronze straps and connections. For working 
loads please use 4" regular wood blocks shown in table above. 



3061 


Gin or roofers 


Drop forged flatted stiff swivel hook 
—iron, roller, or graphite bronze 
bushed—japanned finish. 


o 

*0 

in 


DATA FOR GIN BLOCKS 



Size sheave 
(inches) 

Pin 

diameter 

rope 

inches 

Approxi¬ 

mate 

weight 

each 

pounds 

Out¬ 

side 

diam¬ 

eter 

Thick¬ 

ness 

at 

rim 

Center 

for 

diam¬ 

eter 

8 

x 1% 

x y 2 

1 

9 

10 

x 1% 

x Vs 

1 

13 

12 

x 13/8 

x Vs 

1 

15 

14 

x iy 2 

X % 

iy 4 

23 
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StaA.^ tBhmuL TACKLE BLOCKS 


Wire rope 

Drop forged connections—iron or graphite bronze bushed cast iron sheaves or 
graphite bronze bushed or grooved bronze bushed steel sheaves—japanned or 
galvanized finish—for other connections please see pages 21 and 24, catalog #115 
—shackle and yoke connections interchangeable. 


Regular diamond and oval 



Sgl. 

4001 H 

Dbl. 

4002 H 

Tpl. 

4003 H 



sgl. 

4011 L 

Dbl. 

4012 L 

Tpl. 

4013 L 


DATA FOR REGULAR DIAMOND AND OVAL BLOCKS 



Sheave 

size — 

inches 


For 

diameter 

rope 

inches 


Working 

load in tons 



Out¬ 

side 


Thick¬ 

ness 

at 

rim 


Center 

pin 


Blocks 
with hooks 


Blocks 

with shackles 


diam¬ 

eter 



a iam- 

eter 

Sgl 

Dbl 

Tpl 

Sgl 

Dbl 

Tpl 

4 

X 

% 

X 

y 2 

% 

3 /4 

1 

iy 2 

1 

iy 2 

2 

6 

X 

1 

X 

% 

% 

iy 2 

2 

2y 2 

2 

2y 2 

3 

8 

X 

1 % 

X 

7 /s 

y 2 

2 

2y 2 

3 

2y 2 

3y 2 

4y 2 

10 

X 

1V4 

X 

7 /s 

% 

2y 2 

3 

3y 2 

3 

4y 2 

6 

12 

X 

iy 2 

X 

i 

% 

3 

4y 2 

5y 2 

4 

6 

7 

14 

X 

iy 2 

X 

iy 8 

3 /4 

4 y 2 

5y 2 

6y 2 

5 

7 

8 


Bosloc 


Extra heavy oval and diamond 


Sgl. 4021 L 
Dbl. 4022 L 
Tpl. 4023 L 


Sgl. 4031 L 
Dbl. 4032 L 
Tpl. 4033 L 


Sgl. 4041 H 
Dbl. 4042 H 
Tpl. 4023 H 





DATA FOR BOSLOC AND EXTRA HEAVY BLOCKS 



Sheave 

size — 

inches 




Working load in tons 



Out¬ 

side 

diam¬ 

eter 


Thick¬ 

ness 

at 

rim 


Center 

pin 

diam¬ 

eter 

diameter 

rope 

Blocks 
with hooks 


Blocks 

with shackles 

inches 

Sgl 

Dbl 

Tpl 

Sgl 

Dbl 

Tpl 

6 

X 

1 

X 

3 /4 

3 / 8 -y2 

2y 2 

3 

4 

2’/ 2 

3 

4 

8 

X 

174 

X 

% 

%-% 

3 

4 

5 

3y 2 

6 

7 

10 

X 

P/4 

X 

1 

% 

4 

5 

7 

4 

7 

8 

12 

X 

iy 2 

X 

iy» 

3 4 

4 y 2 

6 

8 

5 

10 

12 

14 

X 

iy 2 

X 

174 

%-% 

5 

7 

9 

6y 2 

12 

14 

16 

X 

l 3 /4 

X 

iy 2 

7 /8*l 

7 

8 

10 

10 

15 

18 
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SJttVL ^ <BharuL SNATCH BLOCKS 


Manila rope 

Drop forged connections—iron, roller, or graphite bronze bushed sheaves—iron 
work japanned or galvanized—for other connections please see page 18, catalog 
#115—figure 3071 and 3073 drop link pattern available in sizes 4" to 24", figure 
3075 safety locking pattern available in sizes 6" to 16". 


Wood 

shell 



Drop link 
swivel hook 
3071 H 


Steel 

shell 



Drop link 
swivel hook 
3073 H 


Eastern 



Safety locking 
swivel hook 
3075 H 


DATA FOR MANILA ROPE SNATCH BLOCKS 


Length 

shell 

inches 

For 

diameter 

rope 

inches 


Size 

sheaves — 

inches 


Working loads 
in pounds 

Outside 

diameter 


Thickness 
at rim 


Center 

pin 

diameter 

Drop 

link 

Safety 

locking 

4 

% 

2 

X 

7s 

X 

% 

750 

800 

6 

7 /s 

3 

X 

iy 8 

X 

y 2 

2,400 

3,000 

8 

1 

4y 2 

X 

1 3 /s 

X 

% 

4,800 

5,000 

10 

1% 

5 3 A 

X 

1 7 /a 

X 

% 

6,600 

8,000 

12 

iy 2 

63/ 4 

X 

2y 8 

X 

% 

7,600 

10,000 

14 

i% 

8 

X 

2'A 

X 

7 /s 

10,000 

12,000 

16 

2 

9 

X 

2% 

X 

1 

12,000 

16,000 

18 

2 74 

10 

X 

3 

X 

iy 8 

12,000 

16,000 

20 

2y 2 

11 

X 

3y 2 

X 

1 % 



22 

3 

H 3 /4 

X 

4y 4 

X 

iy 2 

Working loads 

24 

3y 2 

ny 2 

X 

4y 2 

X 

iy 2 

on a 

pplication 


Wire rope 

Drop forged connections—iron or graphite bronze bushed cast iron sheaves or 
graphite bronze or grooved bronze bushed steel sheaves—japanned or galvanized 
finish—for other connections please see page 28, catalog #115—figure 4081 posi¬ 
tive locking available in sizes 6" to 16"; figure 4083 drop link pattern available in 
sizes 4" to 18"; figure 4084 safety locking pattern available in sizes 4" to 20". 


Tarbox 


Steel shell 



Swivel hook 
4081 H 


Drop link 
swivel hook 
4083 H 


Safety locking 
swivel hook 
4084 H 





DATA 

FOR WIRE 

ROPE SNATCH 

BLOCKS 



Sheave size — 

inches 

For 

diameter 

rope 

inches 

Working loads 
tons 

4081 

4083 4084 

Out¬ 

side 

diam¬ 

eter 

Thick¬ 

ness 

at 

rim 

Center 

pin 

diam¬ 

eter 

4 

3 /4 

y 2 

% 

3 /4 


6 

1 

3 /4 

3 / 8 -y 2 

iy 2 

2 

8 

174 

y 8 

y 2 -y 8 

2y 2 

3 

10 

iy 4 

1 

5 /s 

3y 2 

4 

12 

iy 2 

iy 8 

% 

4 y 2 

5 

14 

iy 2 

l’/4 

% -7. 

5Vi 

6y 2 

16 

l 3 /4 

iy 2 

%-i 

8 

10 

18 

1% 

iy 2 

1 

8 

10 

20 

2y 4 

l 3 /4 

1 Va or iy 2 

On a 

pplication 
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StaA-~7^ (Bhaml CARGO HOISTERS FOR WIRE ROPE 


Drop forged connections—tapered roller bearing with pressure grease lubrication 
—swivel connections with pressure grease lubrication—genuine Bosloc safety 
shackles will be supplied unless screw pin shackles are specified—for other con¬ 
nections please see page 65, catalog #115. 




Drilled 
swivel eye 
6001 P 


Oblong 
swivel eye 
6001 T 


DATA 

FOR TAPERED 

ROLLER BEARING 

HOISTERS 

Sheave 

diameter 

inches 

Wire 

diameter 

inches 

Safe 

working load 

Weight 

12 

y 8 - 3 /4 

5 tons 

92 

14 

5 /8- 3 /4 

5 tons 

102 

14 

3 /4- 7 /8 

10 tons 

102 

16 

3 /4- 7 /8 

5 tons 

135 

16 

3 /4-l% 

10 tons 

190 

18 


10 tons 

220 


Extra heavy iron and steel wire rope sheaves 

Extra heavy cast iron wire rope sheaves figure 4231, iron, graphite bronze bushed, 
or grooved bronze bushed for pressure grease lubrication, japanned or galvanized; 
steel wire rope sheaves figure 4241, graphite bronze bushed or grooved bronze 
bushed for pressure grease lubrication, painted grey or galvanized. 





SIZE SHEAVE 

IN INCHES 



Out¬ 


Thick¬ 


Center 

Thick¬ 

For 

side 


ness 


pin 

ness 

diameter 

diam¬ 


at 


diam¬ 

through 

rope 

eter 


rim 


eter 

hub 

inches 

6 

X 

1 

X 

5 /8-iy4 

1 vw 

%-% 

8 

X 

1V4 

X 

3 /4-iy 2 

1 % 


10 

X 

1V4 

X 

3 /4-iy 2 

1 3 /a 

% 

12 

X 

1V2 

X 

7 /s-2 

1% 

%- 3 /4 

14 

X 

1V2 

X 

1 - 2 V 2 

1% 

3 /4- 7 /8 

16 

X 

l 3 /4 

X 

l%-2% 

2 

%"1 

18 

X 

l 3 /4 

X 

lV4-2% 

2 

3 /4-l 

20 

X 

2 y 4 

X 

i!4-2% 

2% 

- 

Other size sheaves on 

application. 

Steel wire rope 

sheaves also 

available in sizes 

from 4" to 36” with 

needle, tapered 

roller, 

or ball bearings. 






4231 4241 


m 

<0 
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BRIGGS & STRATTON 

4-Cycle Gasoline Engines 


Developed through years of building the right power for the toughest service, 
Briggs & Stratton single-cylinder, 4-cycle, air-cooled gasoline engines assure the 
best in performance, long life and economy. Available in a broad range of models 
and types for replacement or new power applications. 


VERTICAL-SHAFT 
ALUMINUM ALLOY ENGINES 



HORIZONTAL-SHAFT 
ALUMINUM ALLOY ENGINES 



HORIZONTAL-SHAFT 
CAST-IRON ENGINES 



Fuel tank 
Weight capacity 


Model 

HP 

RPM 

Displ. 

(lbs.) 

(qts.) 

Carburetor 

60500 

2.0 

3600 

6.65 

19 3/4 

1 

Vacu-Jet 

60700 

2.25 

3600 

6.65 

20 y 2 

1 

Flo-Jet 

60900 

2.25 

3600 

6.65 

20 y 2 

1 

Pulsa-Jet 

80500 

2.5 

3600 

7.75 

20 '/4 

1 

Vacu-Jet 

80700 

3.0 

3600 

7.75 

21 

1 

Flo-Jet 

80900 

3.0 

3600 

7.75 

21 

1 

Pulsa-Jet 

141700 

5.0 

3600 

14.1 

39’/ 2 

optional 

Flo-Jet 

143700 

6.0 

3600 

14.1 

41 

optional 

Flo-Jet 


Model 

HP 

RPM 

Displ. 

Weight 

(lbs.) 

Fuel tank 
capacity 
(qts.) 

Carburetor 

60100 

2.0 

3600 

6.65 

23 i/ 4 

1 

Vacu-Jet 

60200 

2.25 

3600 

6.65 

23 3/ 4 

1 

Pulsa-Jet 

60300 

2.25 

3600 

6.65 

25 

2 

Flo-Jet 

80100 

2.5 

3600 

7.75 

23 3/4 

1 

Vacu-Jet 

80200 

3.0 

3600 

7.75 

271/2 

2 

Pulsa-Jet 

80300 

3.0 

3600 

7.75 

26'/ 4 

3 

Flo-Jet 

141200 

5.0 

3600 

14.1 

42 

3 

Pulsa-Jet 

141300 

5.0 

3600 

14.1 

43'/2 

4 

Flo-Jet 

143300 

6.0 

3600 

14.1 

44 3/4 

4 

Flo-Jet 


Model 

HP 

RPM 

Displ. 

Weight 

(lbs.) 

Fuel tank 
capacity 
(qts.) 

Carburetor 

9 

3.35 

3600 

8.9 

62 

4 

Flo-Jet 

14 

5.25 

3600 

14.2 

74'/2 

4 

Flo-Jet 

19 

7.25 

3600 

18.6 

78'/2 

6 

Flo-Jet 

23A 

9.0 

3600 

23.0 

971/2 

6 

Flo-Jet 

23C 

9.0 

3600 

23.0 

97'/, 

6 

Flo-Jet 


DETAILED SPECIFICATION SHEETS AVAILABLE ON ALL MODELS 
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BRIGGS & STRATTON 

4-Cycle Gasoline Engines 


EQUIPPED FOR EVERY REQUIREMENT 


Direction of rotation of crankshaft is counterclockwise (as viewed from power take-off side) unless otherwise stated. 

STANDARD EQUIPMENT 



60100 

60200 

60300 


141300 

60500 

60700 

60900 

141700 






Description 

80100 

80200 

80300 

141200 

143300 

80500 

80700 

80900 

143700 

9 

14 

19 

23A 

23C 

Rope Starter 










v _ 


“ V 


“V 

Rewind Starter 

V 

V 

V 

V 

V 

V 

V 

V 

V 






Oil Foam “No-Spill” Air Cleaner 

V 

V 

V 

V 


V 

V 

V 







Oil Bath Air Cleaner 





V 




V 

V 

V 

V 

V 

V 

Vacu-Jet Carburetor 

V 





V 









Pulsa-Jet Carburetor 


V 


V 




V 







Flo-Jet Carburetor 



V 


V 


V 


V 

V 

V 

V 

V 

V 

"Choke-A-Matic” Control 






V 

V 

V 







Adjustable Air Vane Governor 

V 

V 

V 

V 

V 

V 

V 

V 

V 






Adjustable Mechanical Governor 










V 

V 

V 

V 

V 

Rotating Blower Screen 

V 

V 

V 

V 

V 

V 

V 

V 

V 






Gasoline Filter 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

Muffler 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

High Tension Magneto Ignition 

V 

V 

V 

V 

V 

V 

V 

V 

V 

* 

* 

* 

* 

V 

*Magnematic Ignition with Automatic Spark Advance 












SPECIAL EQUIPMENT 
















60100 

60200 

60300 


141300 

60500 

60700 

60900 

141700 






Description 

80100 

80200 

80300 

141200 

143300 

80500 

80700 

80900 

143700 

9 

14 

19 

23A 

23C 

“Shock-Free” Windup Starter 

V 

V 

V 



V 

V 

V 







Hand Crank Starter 










V 

V 

V 

V 


Rope Starter 

V 

V 

V 

V 

V 

V 

V 

V 

V 

Std. 

Std. 

Std. 

Std. 

Std. 

Electric Starter 

V 

V 

V 

V 

V 

V 

V 

V 

V 


V 

V 

V 

V 

“Choke-A-Matic" Control 

V 

V 

V 

V 

V 

Std. 

Std. 

Std. 

V 






L.P. Gas Carburetor 



V 


V 





V 

V 

V 

V 

V 

Fuel Pump 



V 







V 

V 

V 

V 

V 

Automatic Choke 



V 


143300* * 





V 

V 

V 

V 

V 

Adjustable Mechanical Governor 


V 

V 

V 

V 





Std. 

Std. 

Std. 

Std. 

Std. 

Remote Governor Control 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

Rotating Blower Screen 

Std. 

Std. 

Std. 

Std. 

Std. 

Std. 

Std. 

Std. 

Std. 


V 

V 

V 

V 

Ignition Shielding 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

Special Muffler 

t 

t 

t 

V 

V 

t# 

t 

t# 

V 

V 

V 

V 

V 

V 

Stellite Exhaust Valve and Seat 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

Positive Exhaust Valve Rotator 

V 

V 

V 

* 

♦ 

V 

V 

V 

* 

V 

V 

V 

V 

V 

Manual Clutch 










V 

V 

V 

V 

V 


t Lo-Tone Muffler #High Performance Muffler * Rotator available only with Stellite Valve ** Available only with Mechanical Governor 


ADDITIONAL MODELS 

In addition to the standard engines illustrated, there are other 
models available incorporating accessories designed for special 
applications. 

AUXILIARY POWER TAKE-OFF: A camshaft drive, operat¬ 
ing clockwise at & crankshaft speed, designed for a maximum 
load of J 2 HP is available on all 8 cubic inch displacement verti¬ 
cal crankshaft engines, series 80590, 80790 and 80990; and 
on both 6 and 8 cubic inch displacement horizontal crankshaft 
engines, series 60190, 60290, 60390, 80190, 80290 and 80390. 

DIRECT MOUNTING CRANKCASE: A machine faced crank¬ 
case with mounting holes drilled and tapped for direct mount¬ 
ing of pumps, generators, etc., is available in all series of hori¬ 
zontal crankshaft engines. Drive end of crankshaft on aluminum 
engines, series 60130, 60230, 60330, 80130, 80230, 80330, 
141230, 141330, and 143330, is mounted in a deep groove ball 
bearing to absorb thrust. On cast iron cylinder engines, models 
9-FB, 14-FB, 19-FB, 23A-FB and 23C-FB, both ends of crank¬ 
shaft are mounted in deep groove ball bearings. 


6-TO-l GEAR REDUCTION: A fully-enclosed internal reduc¬ 
tion gear in a separate case with power take-off shaft rotating 
at 1/6 crankshaft speed and in crankshaft rotation (counter¬ 
clockwise). Available on horizontal crankshaft engines, series 
60150, 60250, 60350, 80150, 80250, 80350, 141250, 141350, 
143350, 9-R6, 14-R6, 19-R6, 23A-R6 and 23C-R6. Gear case 
is designed for 4 position variable mounting. A special 6-to-l 
Spur Gear reduction providing clockwise rotation of the power 
take-off shaft is also available on models 9-R6D, 14-R6D, 19- 
R6D, 23A-R6D and 23C-R6D. 

POWER DATA 

The horsepower ratings shown herein are established in ac¬ 
cordance with standard Internal Combustion Engine Institute 
procedures. For practical operation, the loading should not 
exceed 85% of these horsepower ratings. Engine power will de¬ 
crease 3M% for each 1,000 feet above sea level, and 1% for each 
10° increase in air temperature above 60° Fahrenheit. 

ENGINE WARRANTY 

Every Briggs & Stratton engine is protected by warranty against 
any defective parts and/or workmanship for one year from 
purchase date. 


Detailed specifications of individual models available on request. 


Call Mission 5-1810 
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A ROPE FOR EVERY NEED 


There are more than 80 years of research and experience behind the tough Yellow 
Strand Wire Rope that is daily setting new records for low-cost, trouble-free per¬ 
formance. This experience has produced a manufacturing know-how that takes 
the finest quality steels available, draws them to exacting specifications, lays each 
wire into a strong strand and then into a uniform wire rope of unexcelled balance, 
elasticity, flexibility, toughness and strength. 

This experience pays off to you in more working hours from each line and in lower 
costs. Specify Yellow Strand as your brand! 


Yell ow Strand is different 



Preformed Yellow Strand is 
made of tough, high-quality 
wire, fabricated by modern 
machines into strands of ex¬ 
ceptional flexibility. The 
rugged core, as well as outer 
strands, are carefully de¬ 
signed to withstand wear and 
crushing. Thorough lubrica¬ 
tion protects all surfaces. 


Flexibility . • • 

comes from the preformed 
construction of Yellow Strand. 
Each wire is curved to the 
lay of the rope and strand. 
Each carries a share of the 
load. 




Longer life . . . 

is given by Yellow Strand’s 
abrasive resistance, proper in¬ 
ternal lubrication, stress-re¬ 
lieved strands and higher- 
quality materials. 


Safety . . . 

Yellow Strand is easier to 
handle, resists kinks, is uni¬ 
form through its entire length 
to provide the margin of 
safety needed. 



Lays of wire rope . . . 

refers to the direction of twist of the wires 
and strands in the finished rope. If 
strands twist to the right, the rope is a 
right lay rope, if to the left, a left lay 
rope. Wires that are twisted in a direc¬ 
tion opposite to the direction of strand 
twist become a regular lay rope, shown 
above. When wires twist in the same 
direction as the strand, the rope is a lang 
lay rope, shown right. Certain uses de¬ 
mand certain lays. Your Broderick & 
Bascom distributor can best advise on 
the type you need. 



Center cores . . . 

Broderick & Bascom Wire Rope is available with fiber or 
hemp center or with IWRC (independent wire rope core). 
If the rope is to be subjected to severe flattening or mash¬ 
ing on the drum, IWRC should be used. 


Yellow Strand slings . . • 

Slings made with Preformed Yellow Strand are pliable, 
uniform and strong. There are three factory-made types of 
Broderick & Bascow slings, each can lower your lifting 
costs. 


Braided slings . • . 

braided with a patented process have unequalled flexibility 
with high strength. You can actually tie a knot in a B & B 
braided sling. 


Broloc slings . . . 

strand ends are spliced into the main body of the rope to 
form a loop, then are locked into place by a Broloc fitting 
that grips in a never-failing hold. 


Regular slings . . . 

hand-formed and spliced in our modern sling shop by 
skilled craftsmen. 

Broderick & Bascom Rope Co. supplies all types of high 
quality sling, and cable fittings, available through your 
B & B distributor. 


Your Broderick & Bascom Distributor's Stocks Are Backed By Four Factories, Ten Factory Warehouses Across the Nation 
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a ^dhm^OOSS^l ROPE fOR EVERY need 




6 x 19, 6 x 21 and 6 x 25 

Independent 


Diameter 

in 

inches 

Fiber core 


wire rope 

core 

Breaking 
strength 
in tons 

Weight 
per ft. 
in lbs. 

Breaking 
strength 
in tons 

Weight 
per ft. 
in lbs. 

Vl6 

1.55 

.056 

1.67 

.062 

Va 

2.74 

.10 

2.94 

.11 

3 /l6 

4.26 

.16 

4.58 

.18 

3 /8 

6.10 

.23 

6.56 

.25 

7 /l6 

8.27 

.31 

8.89 

.34 

Vi 

10.7 

.40 

11.5 

.44 

V>6 

13.5 

.51 

14.5 

.56 

Vs 

16.7 

.63 

17.9 

.69 

Va 

23.8 

.90 

25.6 

.99 

Vs 

32.2 

1.23 

34.6 

1.35 

1 

41.8 

1.60 

44.9 

1.76 

1% 

52.6 

2.03 

56.5 

2.23 

1 Va 

64.6 

2.50 

69.4 

2.75 

1% 

77.7 

3.03 

83.5 

3.33 

1% 

92. 

3.60 

98.9 

3.96 

1% 

107. 

4.23 

115. 

4.65 

1 Va 

124. 

4.90 

133. 

5.39 

17s 

141. 

5.63 

152. 

6.19 

2 

160. 

6.40 

172. 

7.04 

2 Vs 

179. 

7.23 

192. 

7.95 

2 Va 

200. 

8.10 

215. 

8.91 

2Vi 

244. 

10.00 

262. 

11.00 

2 Va 

292. 

12.10 

314. 

13.31 


6 x 37 and 6 x 41 

Independent 


Diameter 

in 

inches 

Fiber core 

wire rope 

core 

Breaking 
strength 
in tons 

Weight 
per ft. 
in lbs. 

Breaking 
strength 
in tons 

Weight 
per ft. 
in lbs. 

Vi 





Va 

2.59 

.10 

2.78 

.11 

S A6 

4.03 

.16 

4.33 

.18 

Vs 

5.77 

.22 

6.20 

.24 

7 As 

7.82 

.30 

8.41 

.33 

% 

10.2 

.39 

11.0 

.43 

9 A6 

12.9 

.49 

13.9 

.54 

Vs 

15.8 

.61 

17.0 

.67 

Va 

22.6 

.87 

24.3 

.96 

Vs 

30.6 

119 

32.9 

1.31 

1 

39.8 

1.55 

42.8 

1.71 

iy 8 

50.1 

1.96 

53.9 

2.16 

174 

61.5 

2.42 

66.1 

2.66 

1 % 

74.1 

2.93 

79.7 

3.22 

1 Vi 

87.9 

3.49 

94.5 

3.84 

i% 

103. 

4.09 

111. 

4.50 

1 Va 

119. 

4.75 

128. 

5.23 

iy 8 

136. 

5.45 

146. 

6.00 

2 

154. 

6.20 

165. 

6.82 

2 Vs 

173. 

7.00 

186. 

7.70 

2Va 

193. 

7.85 

207. 

8.64 

2Vi 

236. 

9.69 

254. 

10.66 

2 3/ 4 

284. 

11.72 

305. 

12.89 




HOW TO ORDER WIRE ROPE 

In ordering wire rope, the following information is needed: 


Load . . . 

First thing to consider when selecting wire rope is the 
load it will have to carry. Through extensive research and 
actual field use during the last 80 years, Broderick & Bascom 
have found that a wire rope will ordinarily give most eco¬ 
nomical service when it is used at a working load of not 
more than one-fifth the breaking strength of the rope. For 
special conditions where human life may be endangered, 
higher factors of safety are selected. 

Load alone, however, may not be the determining factor 
if the rope is also subjected to abrasion, corrosion, heat, 
speed and other abnormal conditions. 

For example, if corrosion is the major factor in your 
application, special protection must be provided for the 
steel wires. If the rope is subjected to intense heat, an all 
steel rope must be specified. 

Length . . . 

State exact length desired. Slings should be measured 
from bearing to bearing, or a sketch with measurements can 
be furnished. 


Diameter . . . 

The true diameter of a wire rope is the diam¬ 
eter of a circle which will enclose it. 

Construction . . . 

State type of construction desired, i.e., 6 x 19, 

6 x 37, etc. 

Grade . . . 

State whether Yellow Strand, Yellow Strand ‘TOWER- 
STEEL,” Yellow Strand Flattened Strand or other grade 
is desired. 

Lay . . . 

Give lay of rope required. 

Center core . . . 

Indicate fiber core or IWRC. By describing the way the 
rope will be used, your Broderick & Bascom distributor will 
be able to specify the exact rope to meet your requirements. 
He is qualified and experienced in the recommendation and 
application of wire rope. 
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ROPE FOR EVERY NEED 




6 x 30 Style G 


Flattened Strand Construction 

6 x 30 Style G 


Diameter 

in 

inches 

FIBER CORE 


INDEPENDENT WIRE ROPE CORE 

Breaking 
strength 
in tons 

Working 

load 

Weight 
per ft. 
in lbs. 

Breaking 
strength 
in tons 

Working 

load 

Weight 
per ft. 
in lbs. 

'A 

1 1.8 

2.36 

.45 

12.6 

2.52 

.47 

9 /l6 

14.9 

2.98 

.57 

16.0 

3.20 

.60 

S /8 

18.3 

3.66 

.70 

19.6 

3.92 

.73 

% 

26.2 

5.24 

1.01 

28.1 

5.62 

1.06 

% 

35.4 

7.08 

1.39 

38.0 

7.60 

1.46 

1 

46.0 

9.20 

1.80 

49.4 

9.88 

1.89 

i y 8 

57.9 

1 1.58 

2.28 

62.2 

12.44 

2.39 

1 V* 

71.0 

14.2 

2.81 

76.3 

15.26 

2.95 

i % 

85.5 

17.1 

3.40 

91.9 

18.38 

3.57 

1 'A 

101. 

20.2 

4.05 

108. 

21.6 

4.25 

1 5 /s 

118. 

23.6 

4.75 

127. 

25.4 

4.98 

i % 

136. 

27.2 

5.51 

146. 

29.2 

5.78 

2 

176. 

35.2 

7.20 

189. 

37.8 

7.56 




Yellow Strand * FLATTENED STRAND 


Flattened Strand ropes are built up of triangular 
strands. The wires forming the strand are laid over a 
single triangular shaped wire, Style “B”, or over a 
plurality of six or more round wires previously formed 
into a triangular center, Style “G”. 

Flattened Strand presents more of a surface contact 
for wear. As will be seen from the above illustrations, 
in Flattened Strand rope four wires in each strand are 
in contact with the sheave or drum groove instead of 
the point contact of a single wire in round strand rope. 
This feature contributes to much greater resistance to 
abrasive wear, as in drag line use. It also presents a 
smoother wearing surface to sheaves and drums and 
will not score grooves. By spreading the groove contact 
over four wires instead of one, the pressure on each 
wire is greatly reduced and the wear on the individual 
wires is retarded. 


Flattened Strand is more compact than round strand 
rope. The triangular strands fit snugly together pro¬ 
viding greater metallic area. Here again the contact 
between strands is spread over several wires rather 
than a single wire, thereby materially reducing inter¬ 
strand nicking. 

Flattened Strand resists crushing better than round 
strand rope. The compactness of Flattened Strand, the 
smaller center, the wedging effect of the triangular 
shaped strands make it much more resistant to crush¬ 
ing or flattening caused by drum pressure or cross¬ 
overs on the drum. 

Due to the greater metallic area in the strands and 
smaller center, a Flattened Strand rope is approxi¬ 
mately 10% stronger than the same diameter of round 
strand rope, and the 6 x 30 Type “G” construction of 
Flattened Strand is equal to the 6 x 19 round strand ® 
in flexibility. 6 

* Trade Mark registered United States Patent Office. 
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ROPE FOR EVERY NEED 


i i 


PO 


WERSTEEL” 


As this new rope is a heavy duty wire rope it is always 
furnished with an independemt wire rope core. 



6x 19, 6x21 and 6 x 25 


INDEPENDENT WIRE ROPE CORE 


Diameter 

in 

inches 

Breaking 
strength 
in tons 

Working 

load 

Weight 
per ft. 
in lbs. 

Vt 

13.22 

2.64 

.44 

9 At 

16.68 

3.34 

.56 

Vb 

20.59 

4.12 

.69 

3 U 

29.44 

5.89 

.99 

% 

39.80 

7.96 

1.35 

1 

51.64 

10.33 

1.76 

i y# 

65. 

13. 

2.23 

1 Va 

80. 

16. 

2.75 

1 Vb 

96. 

19.2 

3.33 

i % 

114. 

22.8 

3.96 

1 Vb 

132. 

26.4 

4.65 

1 3 /a 

153. 

30.6 

5.39 

i % 

175. 

35. 

6.19 

2 

198. 

39.6 

7.04 

2 Vb 

221. 

44.2 

7.95 

2Va 

247. 

49.4 

8.91 


Yellow Strand “POWERSTEEL” wire rope is made 
of wire having the highest carbon content and highest 
tensile strength of any wire used in Broderick & Bascom 
ropes. It is drawn to more rigid specifications, is 
stronger and tougher than any of our other classifica¬ 
tions. It combines in perfect balance, strength, hard¬ 
ness, toughness, and ductility. This heavy duty, crush 
resistant rope withstands shocks, resists wear and is 
designed for longer service under unusually severe 
conditions. 

Yellow Strand “POWERSTEEL” was proved in 
military service in World War II. Its long life has been 
established on rugged logging operations and in many 
other field tests. 


6 x 37 and 6x41 


INDEPENDENT WIRE ROPE CORE 


Diameter 

in 

inches 

Breaking 
strength 
in tons 

Working 

load 

Weight 
per ft. 
in lbs. 

% 

12.65 

2.53 

.43 

Vl6 

15.98 

3.19 

.54 

Vb 

19.55 

3.91 

.67 

3 /a 

27.94 

5.59 

.96 

Vb 

37.83 

7.56 

1.31 

1 

49.22 

9.84 

1.71 

1 Vb 

62. 

12.40 

2.16 

1 Va 

76. 

15.20 

2.66 

1 3 /b 

92. 

18.33 

3.22 

1 Vt 

109. 

21.73 

3.84 

1 Vb 

128. 

25.53 

4.50 

1 3 1a 

147. 

29.44 

5.23 

1 Vb 

168. 

33.6 

6.00 

2 

190. 

37.95 

6.82 

2 Vb 

214. 

42.8 

7.70 

2 Va 

238. 

47.6 

8.64 


Broderick & Bascom is now presenting this higher 
quality rope to industry for tough jobs where extra 
strength is needed. It is recommended especially for 
drag lines, shovel hoist lines, arch lines, logging chok¬ 
ers, rotary drilling lines, slusher ropes, scraper and 
dozer ropes and any other operation where strength 
greater than standard Yellow Strand is required. 

The price of extra high strength Yellow Strand 
"POWERSTEEL” wire rope is only slightly higher 
than standard Yellow Strand. Because of its longer 
lasting qualities and increased service, this means 
lower overall wire rope cost and less down time for 
rope replacements. 

* Trade Mark registered United States Patent Office. 
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Uellow Stiand 

# ® 

WIRE ROPE SLINGS 


You can be absolutely sure of quality wire rope slings when you rely on Yellow 
Strand. Sling production is an engineering and manufacturing problem calling for mod¬ 
ern equipment, a thorough knowledge of sling application and design, and skilled 
workmen. B & B Yellow Strand Wire Rope Slings are manufactured to such specifica¬ 
tions. Broderick & Bascom maintains a separate department devoted exclusively to this 
highly specialized work. Let us give you the benefit of the experience of these engineers 
and splicers. 



Type M-l eight part slings 

Rated capacities in tons of 2,000 pounds 


M-1-AA 


M-l -BB 


Braided safety slings 

These slings have the strength of Yellow 
Strand Wire Rope and flexibility comparable to 
manila rope. They are light in weight, easily 
handled and will not kink. They give adequate 
warning when repairs or replacement are neces¬ 
sary. These slings can be furnished with heavily 
served loop ends, thimbles, or any standard or 
special fittings, depending on your particular 
application. 




Eight 

parts 

of 

One 

sling 


Two 

slings 


loops 



thimbles 

Straight 

pull 

Choker 

hitch 

Ver¬ 

tical 

30° 

An¬ 

gle 

45° 

An¬ 

gle 

60° 

An¬ 

gle 

W 

in. 

L 

in. 

W 

in. 

L 

in. 

Thick¬ 

ness 

inches 

Vs 

.76 

.57 

1.5 

1.3 

1.1 

.76 

2 y 2 

5 

1 Va 

2% 

7s 

3 /l6 

1.7 

1.3 

3.5 

3. 

2.4 

1.7 

3y 2 

7 

2 Va 

4i/ 2 

7 /s 

Va 

3.1 

2.3 

6.1 

5.3 

4.3 

3.1 

4y 2 

9 

2% 

5 

H/s 

5 /l6 

4.8 

3.6 

9.5 

8.3 

6.7 

4.8 

5 

10 

3y 2 

7 

iy 2 

% 

6.8 

5.1 

14. 

12 . 

9.7 

6.8 

6 

12 

4 

8 

1 Va 

7 /l6 

9.3 

6.9 

18. 

16. 

13. 

9.3 

6y 2 

13 

4 

8 

1 Va 

y 2 

12 . 

9.0 

24. 

21. 

17. 

12 . 

7 

14 

5 

10 

2 

9 /l6 

15. 

11. 

30. 

26. 

21. 

15. 

8 

16 

6 

12 

2Vi 

% 

19. 

14. 

37. 

32. 

26. 

19. 

10 

20 

7 

14 

3i/s 

% 

27. 

20. 

53. 

46. 

38. 

27. 

12 

24 

7y 2 

15 

3% 

7s 

36. 

27. 

72. 

62. 

51. 

36. 

15 

30 

8 

16 

4 i/s 

1 

47. 

35. 

94. 

81. 

66. 

47. 

15 

30 

sy 2 

17 

4 7 / 8 



-LENGTH OF SLING 



Larger sizes can be furnished on request. Consult our Engineering Depart¬ 
ment for strengths and usage. 

Eight part Braided Slings are highly recommended for flexibility, ease of 
handling and better gripping of the load. Four part slings, especially in small 
diameters, may be desirable if the rope itself is subject to abrasion. 


1/eUawSPiand Broloc slings 


Rated capacities in tons of 2,000 pounds 


Loop 


Rope 

diam- 

eter 

One sling 


Two slings 


dimensions 

Straight 

Choker „ . 

30° 

45° 

60° 

W 

L 

inches 

pull 

hitch 


Angle 

Angle 

Angle 

inches 

inche: 

6 x 

19 Yellow Strand 

wire 

rope with independent wire 

rope 

core 

Va 

.59 

.44 

1.2 

1.0 

.83 

.59 

2 

4 

3 /i« 

.92 

.69 

1.8 

1.6 

1.3 

.92 

2.5 

5 

% 

1.3 

.98 

2.6 

2.3 

1.8 

1.3 

3 

6 

7 /6 

1.8 

1.3 

3.5 

3.1 

2.5 

1.8 

3.5 

7 

y 2 

2.3 

1.7 

4.6 

4.0 

3.2 

2.3 

4 

8 

Vl6 

2.9 

2.2 

5.8 

5.0 

4.1 

2.9 

4.5 

9 

V* 

3.6 

2.7 

7.2 

6.2 

5.1 

3.6 

5 

10 

Va 

5.1 

3.8 

10. 

8.9 

7.2 

5.1 

6 

12 

78 

6.9 

5.2 

14. 

12. 

9.8 

6.9 

7 

14 

1 

9.0 

6.7 

18. 

15. 

13. 

9.0 

8 

16 

iy 8 

11. 

8.5 

23. 

19. 

16. 

11. 

9 

18 

6 x 

37 Yellow Strand 

wire 

rope with independent wire 

rope 

core 

1 Va 

13. 

9.9 

26. 

23. 

19. 

13. 

10 

20 

l 3 / 8 

16. 

12 . 

32. 

28. 

22. 

16. 

11 

22 

1 Vi 

19. 

14. 

38. 

33. 

27. 

19. 

12 

24 


-LENGTH OF SLING 



Broloc Slings are made of Yellow Strand Wire Rope 
with an independent wire rope core. A Flemish eye is 
formed in the end of the rope, strand ends are then cov¬ 
ered by the carefully machined BROLOC fitting and 
pressure applied by a press, so that the metal of the fitting 
flows into the rope, gripping all wires safely and securely. 
They are stronger than hand spliced slings and do not 
require a wire serving. 

BASKET HITCH. When a single sling is used in a 
basket hitch, there are actually two sections of rope lifting 
the load and the rated capacity will therefore be equiva¬ 
lent to the rated capacity of a two-leg sling at the various 
angles with the vertical as indicated above, provided 
radius of curvature at point of sling contact with the load 
is a minimum of ten times the rope diameter. Shorter 
radii or contact with any sharp corner will reduce sling 
capacity accordingly. 


Measure sling leg angle with vertical: 30°yj; 45^/| ; . 
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Mellow Strand 

M ® 



l/edOUf Stjaad Thrif-T-Lift 



THRIF-T-LIFT is a low cost sling made with a special 
aluminum alloy compression fitting for economical, depend¬ 
able service. Long lasting Yellow Strand Wire Rope is used. 
THRIF-T-LIFT fittings are non-corrosive, water tight. No 
splice is used. Instead, the sleeve is pressed on, and under 
the high pressure, the metal sleeve flows into spaces between 
strands. This locks the wire rope loop with a strong, depend¬ 
able grip. For low cost and dependability, order Yellow 
Strand THRIF-T-LIFT Slings. 


1/eUowSfaand Choker slings 



LENGTH OF SLING 


Standard hand-spliced Yellow Strand Slings are available 
in single slings that bend easily for use in a basket hitch, 
choker hitch or the simple straight sling for handling many 
objects. They are also available with a wide assortment of 
fittings and with 2, 3, 4, or more legs as required. Splices 
are served with wire or very large diameter rope with a 7-wire 
strand, unless specifically requested without serving. 


YELLOW STRAND 


Galvanized steel 
U-bolt 

Drop forged 
steel saddle 
hot-dip galvanized 


Double chamfered 
hexagon nuts 
hot dip 
galvanized 



Easily applied 
Dependable 


Grooved to 
fit rope 
grips 

like a vise 


Heavy-duty 

threads 

galvanized 

after 

threading 


YELLOW STRAND” clips are drop forged steel. U-bolts 
of high quality steel are carefully formed and galvanized 
after threading. Threads are longer than on ordinary clips 
to provide better takeup. When properly applied, “YEEL- 
LOW STRAND clips will develop 80% of the full breaking 
strength of the rope and may be re-used. 


Rope 

diam¬ 

One 

sling 


Two 

slings 


dimensions 

eter 

Straight 

Choker 

Ver¬ 

30° 

45° 

60° 

W 

L 

inches 

pull 

hitch 

tical 

Angle 

Angle 

Angle 

inches 

inches 

% 

.19 

.14 

.38 

.33 

.27 

.19 

P/ 2 

3 

3 /i6 

.29 

.22 

.58 

.50 

.41 

.29 

h/ 2 

3 

% 

.52 

.39 

1.0 

.86 

.71 

.52 

2 

4 


.80 

.60 

1.6 

1.4 

1.1 

.80 

2y 2 

5 

% 

1.1 

.82 

2.2 

1.9 

1.5 

1.1 

3 

6 

7 A6 

1.6 

1.2 

3.2 

2.8 

2.3 

1.6 

3y 2 

7 

y 2 

2.0 

1.5 

4.0 

3.5 

2.8 

2.0 

4 

8 

9 A6 

2.6 

1.9 

5.2 

4.5 

3.7 

2.6 

4y 2 

9 

Vb 

3.2 

2.4 

6.4 

5.5 

4.5 

3.2 

5 

10 

3 A 

4.5 

3.4 

9.0 

7.8 

6.4 

4.5 

6 

12 

Vs 

6.1 

4.6 

12.2 

10.6 

8.6 

6.1 

7 

14 

1 

7.9 

5.9 

15.8 

13.7 

1 1.2 

7.9 

8 

16 

D/s 

10.0 

7.5 

20.0 

17.3 

14.1 

10.0 

9 

18 

H/4 

12.3 

9.2 

24.6 

21.3 

17.4 

12.3 

10 

20 


Rated capacities in 

tons of 2,000 pounds 

Loop 

Rope 

One 

sling 


Two 

slings 


dimensions 

diam¬ 









eter 

Straight 

Choker 

Ver¬ 

30° 

45° 

60° 

W 

L 

inches 

pull 

hitch 

tical 

Angle 

Angle 

Angle 

inches 

inches 


6 x 

19 Yellow Strand wire 

rope with fiber core 


'A 

.49 

.37 

.99 

.85 

.70 

.49 

2 

4 

5 /l6 

.76 

.57 

1.5 

1.3 

1.1 

.76 

2y 2 

5 

3 /s 

1.1 

.80 

2.1 

1.8 

1.5 

1.1 

3 

6 

7 A6 

1.4 

1.1 

2.9 

2.5 

2.0 

1.4 

3y 2 

7 

y 2 

1.8 

1.4 

3.7 

3.2 

2.6 

1.8 

4 

8 

V.6 

2.3 

1.7 

4.6 

4.0 

3.2 

2.3 

4y 2 

9 

Vs 

2.8 

2.1 

5.6 

4.8 

4.0 

2.8 

5 

10 

3 A 

3.9 

2.9 

7.8 

6.8 

5.5 

3.9 

6 

12 

Vb 

5.1 

3.9 

10 . 

8.9 

7.3 

5.1 

6y 2 

13 

i 

6.7 

5.0 

13. 

11. 

9.4 

6.7 

7 

14 

iy 8 

8.4 

6.3 

17. 

14. 

12 . 

8.4 

7y 2 

15 


6 x 

37 Yellow Strand wire 

rope with fiber core 


D/4 

9.8 

7.4 

20 . 

17. 

14. 

9.8 

8 

16 


12. 

8.9 

24. 

20 . 

17. 

12 . 

8y 2 

17 

iy 2 

14. 

10. 

28. 

24. 

20 . 

14. 

9 

18 

i% 

16. 

12. 

33. 

28. 

23. 

16. 

9y 2 

19 

1 3 A 

19. 

14. 

38. 

33. 

27. 

19. 

10 

20 

2 

25. 

18. 

49. 

43. 

35. 

25. 

12 

24 

WIRE 

ROPE CUPS 






Rope 


Weight 





Minimum 

diameter 

per clip 


Standard 

Package 


clips 

inches 


pounds 


package 

weight 

required 

Vb 


.05 


100 


5 


2 

3 A6 


.10 


100 


10 


2 

'A 


.20 


100 


20 


2 

5 /l6 


.30 


100 


30 


2 

3 /b 


.50 


100 


50 


2 

7 A6 


.7 


50 


37 


2 

y 2 


.8 


50 


42 


3 

9 /l6 


1.0 


50 


50 


3 

% 


1.1 


50 


55 


3 

3 A 


1.7 


25 


43 


4 

7 /b 


2.5 


25 


65 


4 

1 


3. 


10 


32 


4 

iy 8 


3.4 


10 


35 


5 

H/4 


4.6 


10 


47 


5 


Call Mission 5-1810 
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THE BUS BROWN TRENCHERS 

Small • Compact • Rugged • Easy Maneuverability 


Trenching is more profitable with the 
Bus Brown trenchers which offer: 

• More economy 

• Maximum efficiency at minimum cost 

• One man operation eliminates high labor costs 

• More speed 

• Digging speed and maneuverability leads to faster 
job completion 

• Simplicity-compact and simple design, eliminates 
high and extensive maintenance costs 

• Designed for many digging jobs— 

• Water lines 

• Underground electrical wire 

• Gas lines 

• Lawn irrigation 

• Underground telephone cable 

• Signal cable 

• Laying out limits for excavations 



Model 346 

Specifications 

1 . Power—model AENL Wisconsin engine. 

2. Shipping weight—750 pounds. 

3. Frame—rigidly welded / 4 -inch steel plate. 

4. Tires—4x8 pneumatic, tractor type. 

5. Digging chain—tough roller chain with easily detach¬ 
able cutters. 

6 . Bearings—roller bearings with zerk fittings. Ball bear¬ 
ings, permanently sealed. 

7. Trenching width and depth— 

3 inches wide up to 5/2 feet deep. 

4 inches wide up to 3/2 feet deep. 

6 inches wide up to 2 M feet deep. 

(Obtained by different length booms and boom 
control.) 

8 . Self-propelled—drives on all four wheels while digging, 
rear wheels while in transport gear. 

9. Hydraulically controlled digging boom. 



MODEL 468R 


Specifications 

1 . Power—12 HP Wisconsin engine. 

2. Shipping weight—1100 pounds. 

3. Frame—rigidly welded /4-inch steel plate. 

4. Tires—4x8 pneumatic, traction type. 

5. Digging chain—specially made for trencher with eas¬ 
ily detachable cutters. 

6 . Bearings—roller bearings with zerk fittings. Ball bear¬ 
ings, permanently sealed. 

7. Trenching widths and depths— 

4 inches wide up to 6)2 feet deep. 

6 inches wide up to 4/2 feet deep. 

8 inches wide up to 3 feet deep. 

10 inches or 12 inches wide up to 2 feet deep. 

(Obtained by different length booms and boom con¬ 
trol. Varies according to soil type and conditions.) 

8. Self-propelled-drives on all four wheels while dig¬ 
ging, rear wheels while in transport gear. 

9. Hydraulically controlled digging boom. 

10. Trenching speeds variable up to 12 feet per minute, 
depending on condition and type of soil. 
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Brunner & Lay’s 

PAVING-BREAKER ACCESSORY TOOLS 


Standard moil point 

Shank Sizes: 7 / 8 "x3y 4 ", l"x4y 4 ", iy 8 "x6", P/ 4 "x6" (Hex.). 
Lengths: 14", 18", 24", 30" and up to 144" u. c. 

Stock Sizes: 7 / 8 ", l", 1 y 8 " and 1%" (Hex.). 





$1 


Hi duty moil point 

Shank Sizes: 7 / 8 "x3%", l"x4y 4 ", iy 8 "x6", P/ 4 "x6" (Hex.). 
Lengths: 14", 18", 24", 30" and up to 144" u. c. 

Stock Sizes: 1 y 8 ", 1 %" and 1%" (Rd.). 


Standard narrow chisel bit 

Shank Sizes: 7 / 8 "x3y 4 ", l"x4y 4 ", P/ 8 "x6", 1 Y 4 "x6" (Hex.). 
Lengths: 14", 18", 24", 30" and up to 144" u. c. 

Stock Sizes: 7 / 8 ", l", P/ 8 " and P/ 4 " (Hex.). 




Hi duty narrow chisel bit 

Shank Sizes: 7 / 8 "x3y 4 ", l"x4y 4 ", P/ 8 "x6", P/ 4 "x6" (Hex.). 
Lengths: 14", 18", 24", 30" and up to 144" u. c. 

Stock Sizes: P/ 8 ", P/ 4 " and P/ 8 " (Rd.). 




Standard 3-inch chisel bit 

Shank Sizes: 7 / 8 "x3%"*, l"x4%", P/ 8 "x6", P/ 4 "x6" (Hex.). 
Lengths: 14", 18", 24", 30" and up to 144" u. c. 

Stock Sizes: 7 / 8 ", l", P/ 8 " and 1 %" (Hex.). *2%" blade. 


Hi duty 3-inch chisel bit 

Shank Sizes: l"x4y 4 ", P/ 8 "x6", P/ 4 "x6". 

Lengths: 14", 18", 24", 30" and up to 144" u. c. 
Stock Sizes: 1", P/ 8 ", 1%" and 1%" (Rd.). 


Sabur points 

® U. S. Pat. No. 2-557,195, Canadian Pat. No. 490,890. 
Shank Sizes: P/ 8 "x6", P/ 4 "x6" (Hex.). 

Length: 16" u. c. 


£ 


BRUNNER t LAY 


Keen Kut 

Shank Sizes: P/ 8 "x6", 1 y 4 "x6" (Hex.). 
Length: 14" and 18" u. c. 



Frost or digging chisel 


Shank Sizes: 7 / 8 "x3y 4 ", l"x4y 4 ", P/ 8 "x6", P/ 4 "x6" (Hex.). 
Lengths: 16y 2 " and 17%" u. c. 

Blade: 3"xl0" and 3"xl2". 


* 


Frost wedge 


Shank Sizes: 7 / 8 "x3y 4 ", l"x4%", P/ 8 "x6", P/ 4 "x6" (Hex.). 
Length: 17%" u. c. 

Wedge Sizes: 1 7 / 8 "x12" and 2"xl2". 



Sheathing driver 

(Detachable shank) 

Shank Sizes: l"x4%", P/ 8 "x6", I%"x6" (Hex.). 
Length: 11" u. c. 

Sheathing Sizes: 2" and 3". 



Asphalt cutter 


Shank Sizes: 7 / 8 "x3y 4 ", l"x4%", P/ 8 "x6", P/ 4 "x6" (Hex.). 
Length: 11" u. c. 

Blade Size: 5"x6". 


PLEASE SPECIFY SHANK SIZE, LENGTH U. C. AND NAME OF TOOL WHEN ORDERING 


Call Mission 5-1810 
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Brunner & Lay’s 

PAVING-BREAKER ACCESSORY TOOLS 



Dirt tamper — round 

(Detachable shank) 

Shank Sizes: 1"x4%", iy 8 "x6", I%"x6" (Hex.). 
Length: 9" u. c. 

Pad Size: 7" Rd. 



Dirt tamper — square 

(Detachable shank) 

Shank Sizes: l"x4%", iy 8 "x6", iy 4 "x6" (Hex.). 
Length: 9" u. c. 

Pad Sizes: 6" and 8” sq. 






Pneumatic plug and feathers sets 

Shank Sizes: l"x4%", iy 8 "x6", I%"x6" (Hex.). 
Hole Size: 1 y 2 " or 2" Standard (specify if other). 


Clay spade 

Shank Sizes: 1"x4y 4 ", iy 8 "x6", I%"x6" (Hex.). 
Blade Sizes: 4y 2 ", 5y 2 " and 8" widths. 




Pipe driver 

Shank Sizes: l"x4y 4 ", iy 8 "x6", P/ 4 "x6" (Hex.). 
Length: 12" u. c. 

Pipe Size: Specify. 


Concrete buster 

Shank Sizes: 7 / 8 "x3y 4 ", l"x4y 4 ", iy 8 "x6", l%"x6" (Hex.). 
Length: 14y 2 " u. c. 


Brunner & Lay’s 

CLAY DIGGER ACCESSORY TOOLS 

* Shank Sizes: Hex. x 31 / 4 ". 3 / 4 " Sq. x 23/ 4 ", %" Hex. x 2%". %" Hex. Rd. x 23/ 4 ", Hex. Rd. x 3’/ 4 ". 


— 




tr7 ^ 

Bushing tool 

Clay spade 

Shank Sizes: * (Also P. B. and Chip. Hammer Shanks). 

Shank Sizes: *. 

Lengths: 9", 12" u. c. and 8y 2 ", 10%" 0 . a. 

Length: 16". Blade Sizes: 4y 2 " and 5 1 /*" widths. 




Tie tamper 

Moil points or narrow chisels 

Shank Sizes: 7 8 "x2%" (Standard) also *. 

Shank Sizes: *. 

Face Sizes: All standard sizes. 

Lengths: 14", 18" and 24". 

Length: 24" 0 . a. 



PLEASE SPECIFY SHANK SIZE, PERTINENT TOOL DATA AND NAME OF TOOL IN ORDERING 
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Brunner & 
STANDARD CHIPPING 

ROUND AND OVAL 
COLLAR TOOLS 


Lay’s 

HAMMER TOOLS 

STANDARD 

TOOLS 


U.S.N. HEXAGON OR ROUND SHANK 



U.S.N. HEXAGON OR ROUND SHANK 



Round Collar—Hexagon Shank 


Hexagon Shank 


CHISEL 

BLANKS 


Oval Collar—Round Shank 



Round Shank 


Stock Size: %" Rd. only. 

Lengths: 9", 12", 18" and 24" O. A. 
Collars: Oval or Round. 


MOIL 

POINTS 



Stock Size: %" Rd. only. 

Lengths: 9", 12", 18" and 24" O. A. 
Collars: Oval or Round 


©RUNNER t LAY 


FLAT 

CHISELS 


Stock Size: y 8 " Rd. only. 
Lengths: 9", 12", 18" and 24" 
Collars: Oval or Round. 


c 


STAR 

DRILLS 


iO 


O. A. 


Stock Size: %" or y 8 " Oct. 

Lengths: 9", 12", 18" and 24" O. A. 



Stock Size: 3/ 4 " or %" Oct. 

Lengths: 9", 12", 18" and 24" O. A. 



Stock Size: or 7 / 8 " Oct. 

Lengths: 9", 12", 18" and 24" O. A. 


PNEUMATIC STAR DRILL 



Length: 12 O. A. only. 

Bit Sizes: 1/ 2 ", 3 / 4 ", 7 / 8 ", 1 ", p/ 3 - p/ 4 ", 1 p/ 2 ". 

Collars: Oval or Round. 


Length: 12" O. A. only. 

Bit Sizes: y 2 ", 3//', 7 / 8 ", 1 ", 11 / 3 ", 1 %", 1 %", P/ 2 ". 

Wrench: If wanted. 


When ordering above tools please list required 
specifications as follows: 


When ordering above tools please list required 
specifications as follows: 


HOW 

TO 

ORDER 


1. Shank: USN Hex. or USN Rd. 

2. Length: As listed above. 

3. Collar: Oval or Round. 

4. Bit Size (Star Drills only) as above. 

5. Tool Name. 


1. Stock Sizes: or Ja". 

2. Length: As above. 

3. Shanks: USN Hex. or USN Rd. 

4. Bit Size: (Star Drill only) as above. 

5. Tool Name. 


Call Mission 5-1810 
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Brunner & Lay’s 

HOLLOW DRILL STEEL and BIT ACCESSORIES 


CARBON DRILL STEEL ftf mm —— 1 T—f i i i I 


SHANK SIZE 

STEEL SIZE 

THREAD TYPES AVAILABLE 

%"x3>/ 4 " 

%" Hex. 

A, E, F, S, H, Type 0, Type 1,112,113 

1" Rd. 

A, F, H, Type 1, 112, 113 

%"x4%" 

7b" Hex. 

A, E, F, S, H, Type 0, Type 1,112,113 

1 " x4y 4 " 

1" Hex. 

A, F, H, Type 1, 112, 113 

iy 8 " Rd. 

A, F, H, D, Type 1, Type 2,112,113, 200 

iy 8 " Rd. Lug 

iy 8 " Rd. 

A, F, H, D, Type 1, Type 2, 200 and all one use connections 

I 1 / 4 " Rd. Lug 

I 1 / 4 " Rd. 

H, D, Type l,Type 2, Type 3, 112, 113, 121,200, 400, HL-14 



EXTENSION STEEL 


STEEL SIZE 

THREAD TYPES AVAILABLE 

CARBO-ROK 


7b" Hex. 

1" Rope, 200 

1" Hex. 

1" Rope, 1.25" Rope, 200,400, HL-14 

iy 4 " Hex. 

1.5 Rope, 600, HL-16 

iy 2 " Hex. 

1.75" Rope, 700, HL-17 

DRILLALLOY* 


iy 2 " Rd. 

1.5" Rope 

CARBON 


1%" Rd. 

1.75" Rope, 700, HL-17 

2" Rd. 

2" Rope,1000 


•DRILLALLOY—A superior quality alloy steel metallurgically engineered to allow rethreading in 
the field without any subsequent heat treating or hardening necessary. 


Z?<ZZZZ2BUB 



H-L Series 
Thread 



Rope 

Thread 



STRIKING 

SHANK SIZE 

BARS Specify tube size. 

THREAD TYPES AVAILABLE 

COUPLINGS 

THREAD TYPES 
AVAILABLE 

Vt" x 4 

200, HL-12, 1" Rope 

H 

J7.5 

1" x 41 / 4 " 

200, HL-12, 1" Rope, 400, HL-14, 1.25" Rope 

D 

HL-12 

iy 4 " Rd. Lug 

400, HL-14, 1.25" Rope, 600, HL-16, 1.5" Rope 

200 

HL-14 

1 y 2 " Rd. Lug 

400, HL-14, 1.25" Rope, 600, HL-16, 1.5" Rope 

400 

HL-16 

iy 2 " Rd. x5" 

600, HL-16, 1.5" Rope 

600 

HL-17 

iy 2 " Rd. Lug 

700, HL-17, 1.75" Rope 

700 

l" Rope 

1%" Rd. Lug 

700, HL-17, 1.75" Rope 

1000 

1.25" Rope 

2" Rd. Lug 

2" Rope, J7.5 

Type 1 

1.5" Rope 

27 2 " Rd. Lug 

2" Rope,1000 

Type 2 

1.75" Rope 



J5.23 

2" Rope 



STANDARD BIT ADAPTERS 

THREAD COMBINATIONS 
_AVAILAB LE 

H to D 
D to K 
200 to H 
400 to D 
600 to D 
600 to K 
HL-14 to D 
1.25" Rope to D 
1.5" Rope to 600 
HL-16 to 1.5" Rope 


cssa 

WHIRLI-BIT 

Shank size 


x 3y 4 "—9" u. c. 
3 / 4 " x3y 4 "—9" u. c. 
7 /b" x 3%"—9" u. c. 
7s " x 31 / 4 "—9" u. c. 
7s" x 31 / 4 "—9" u. c. 
7 b" x 31 / 4 "—9" u. c. 



Drill depth 


Bit size 


4" 

6 " 

4" 

6 " 

4" 

6 " 


%" 

%" 

V 

%" 

7b" 

7b" 



CARBIDE PLUG DRILL 

for Joy L-27 and I. R. J-10 


Drill size 


Length 


Bit size 


12 " o. a. 
6 " o. a. 


3 4 " 

%" 
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J-10 

L-27 















































































STANDARD STYLE 


CUTAWAY STYLE 


“X” TYPE 

(for long hole drilling) 


CROSS TYPE 
(for long hole drilling) 




INTRASET CARBIDE 
INSERTED STEEL 


Shank 

size 

Steel 

section 

Type 

Bit sizes 
available 

7 /s" X 31/4" 
7 /a" X 41/4" 

Stoper 

7 s" Hex. 

Chisel 

Four point 

1 " thru 13 / 4 " 

iy 4 " thru PA" 

1 “ x 41/4" 
Stoper 

1 " Hex. 

Chisel 

Four point 

1 Ve" thru 2" 

l 3 / 8 " thru 2 " 

1 Ve" Lug 

1 Vs" Rd. 

Four point 

1 3 /g” thru 2 " 

I’A" Lug 

IV4" Rd. 

Four point 

P/2" thru 2V4" 




TAPER TYPE 
ROK-BIT 


Bit 

dia. 

Taper 

Connection available 

V/a" 

12 ° 

Use on 7 /s in. steel 

1 %" 

12 ° 

Use on 7s in. steel 

iy 2 " 

12 ° 

Use on 78 in. or 1 in. steel 

!%* 

12 ° 

Use on 1 in. steel 

1 %" 

12 ° 

Use on 1 in. steel 


Shims furnished with all Taper Bits 


ROK-MASTER SPLINE ROK-MASTER 
ROK-BIT ROK-BIT 




Bit 

size 

Thread 

Use 

6 " 

2x3 API thread 

with “Quarrymaster" drill 

474" 

Spline 

with “Down the Hole” drill 

5" 

Spline 

with “Down the Hole" drill 

6 " 

Spline 

with “Down the Hole" drill 

6Vi n 

Spline 

with “Down the Hole” drill 

7" 

Spline 

with “Down the Hole" drill 

9" 

Spline 

with "Down the Hole" drill 
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. . . can be towed to the job behind your car or truck. Tower 
of tempered aluminum which weighs only % as much as steel. 
Because of lightness is easily moved from one spot to another 
on job site. 

The new Campbell automatic Lad-E-Vator shown on the 
job in the pictures, was put into operation in just a matter of 
minutes. One man can tip it into place and a hand crank 
extends or lowers the tower. Self-locking adjustments at one 
foot intervals set the tower at the desired height. Safety de¬ 
vice holds platform in case cable should break. 

Platform is 36 inches by 66 inches which can handle pack¬ 
aged masonry materials, wheelbarrows, Georgia buggies, etc. 

Load capacity is 1,250 lbs. Units come in 6 sizes from 16 
feet to 45 feet. Extensions may be added to reach height of 
80 feet. 


• Speeds up to 1 35 feet per minute 

• Fully automatic—control top and bottom 


CAMPBELL 

LAD-E-VATOR 




























































You can hoist almost anything easier, faster , safer on 


LAD-E-VATOR 


Use the 4 X A cubic feet or 7 cubic feet dumping scoop 
for loose materials, wet or dry . . . take out two bolts, 
remove the scoop and you have a skip hoist for 
sacked materials, forms, steel decking, rolled roofing, 
tile, shingles, lumber and many other items ... or 
use Lad-E-Vator with the wheelbarrow platform 
for packaged brick, wheelbarrow, or cart. 


Cut erection time to 10 minutes 
for one man with swivel base 
TRAIL-ERECTOR towing unit 


Moving from job to job, or from place to place on 
the job, is easy and quick when Lad-E-Vator is 
mounted on the swivel base Trail-Erector. Power 
is used to raise or lower the tower. With the tower 
lowered, Trail-Erector is hitched to the towing 
vehicle, and away we go! Set-up is only a 10-minute 
job for one man. The Trail-Erector, with Lad-E- 
Vator, is spotted at the point selected, then, after 
dropping the outrigger bracing legs, the tower is 
raised by power. It’s easy to swing Lad-E-Vator on 
the swivel base to exactly the right position. 



Mixed plaster is dumped at the second floor of this job. 
One man on the ground kept pace with 15 plasterers. 



With Lad-E-Vator in place 
near the wall, the operator 
cranks the telescoping alu¬ 
minum tracks to proper 
height. 


Lad-E-Vator mounted on 
the Trail-Erector towing 
unit, with operator swing¬ 
ing the swivel base to cor¬ 
rect angle with the wall. 



The Lad-E-Vator scoop delivers With scoop removed, Lad-E- The wheelbarrow platform has Here, Lad - E - Vator dumps 

its load into the waiting wheel- Vator's carriage is used as a automatically stopped at the ready-mix concrete into a 

barrow well inside the wall. skip hoist for raising metal working level for unloading hopper at a height of 26 feet. 

deck. packaged brick. 
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CANTON LOAD BINDERS 

A complete range of styles, sizes and capacities assures the 
right binders for the job they are to do. 

All binders shown are individually and carefully factory 
tested before shipment, are guaranteed against breaking or 
spreading except for Rocket models. 

Supreme all drop-forged line 



Strongest, safest, most powerful, the Supreme line is entirely 
drop-forged. All models have heavy-duty I-beam handles with 
reinforced ribbed head — tongue assembly and clevis assembly 
drop-forged completely with 360 degree rotating swivels. 
Famous Canton flat binder hooks give high capacity yet 
accept chain freely. Enameled black, red handles. 


Model_ 

50 

1 00A 

100B 

300 

300A 

450 


Size chain 


Handle Take up 


Weight 


Capacity 


Va" to 3/ 8 " 
V/' to y 16 " 
%" to y 2 " 
%" to y 2 " 
7 /u" to %" 
%" to %" 


15 " 
17" 
17 " 
20 " 
20 " 
2 2 " 


4" 

4 y 2 *' 

4y 2 ' 
4y 2 ' 
4%' 
4 y 2 " 


Company name can be put into handles on quantities of 50 
or more. Stops theft and losses. Applies to all Canton binders 
except ratchet type and Supreme models. Set-up charge first 
time $18.00, no set-up charge thereafter. 


Canton ratchet type binders 

Popular “turnbuckle” principle adapted for easy 
operation gives complete safety in tightening, 
binding, releasing loads. One man operates with¬ 
out aid of extension pipe, no kickbacks, full 8 inch 
take-up, can develop 8500 pounds tension. Versa¬ 
tile; wide range of application. Heavy cast handle, 
ratchet and pawl mounted on upset forged barrel 
with forged Acme threaded screws, electro-welded 
links, double action spring loaded pawl. Enameled 
bright red. 


lbs. 

16,000 | 

Model 

Chain 

Handle 

Take up 

Wei 

ight 

Capacity 

lbs. 

18,000 

1 

y/' 

6" 

4" 

2y 2 lbs. 

1 

ton 

lbs. 

20,000 

At) 2 

%" 

6" 

4" 

3y 2 lbs. 

2 

ton 

lbs. 

25,000 

70r 4 

7 /u" 

10" 

8" 

12 

lbs. 

4 

ton 

lbs. 

27,000 

W A 8 

y 2 " 

10" 

8" 

14 

lbs. 

8 

ton 

lbs. 

33,000 

12 


10" 

8" 

16 

lbs. 

12 

ton 


Canton Continuous-Action load binders 

The Canton Take-Up action picks up slack, 
binds in one operation. Design and heavy 
duty construction eliminates spread or re¬ 
lease while in operation. Six sizes from 4,000 
to 36,000 pounds rating. 
Continuous action makes 
them a versatile tool in 
steel, lumber, machinery 
hauling, logging, oil fields, rigging. Alloy 
construction throughout, drop-forged load 
binder flat-type grab hooks attached to 360 
degree swivels both ends. 

Model Size chain Handle Capacity Weight 



3 /u" 

’-Yu" 

12" 

4,000 

lbs. 

2y 2 

lbs. 

y 4 " 


17" 

9,000 

lbs. 

734 

lbs. 


-y 2 " 

19" 

16,000 

lbs. 

11 

lbs. 

y 2 " 


20" 

1 8,500 

lbs. 

1 2 y 2 

lbs. 

y 2 " 


22" 

22,000 

lbs. 

13 y 2 

lbs. 



24" 

26,000 

lbs. 

20 

lbs. 


Canton Rocket line 

Made to meet present day, everyday general needs 
economically, Rocket models incorporate features 
found only in much higher priced binders. Newly 
engineered “can’t spread” clevis; genuine malleable 
iron handle, tongue and clevis, with reinforced 360 
degree swivels on both ends; I-beam reinforced 
handle construction; flat grab hooks drop-forged es¬ 
pecially for load binding (except No. 120 which has 
malleable iron hooks) are secured to electro-butt- 
welded links. Will meet or surpass Standard Army- 
Navy specifications. Enameled bright blue. 

Model Chain size Take-up Handle Ship wt. 


*9 

3 /u" to 1 / 4 " 

3" 

8 " 

1 y 2 lbs. 

120 

3 /, 6 " to 4 " 

3y 2 " 

12 " 

2 y 4 lbs. 

••180 

Yu" to %" 

4y 4 " 

19" 

7 

lbs. 

190 

Yu" to 3 / 3 " 

4 y 2 " 

19" 

7 

lbs. 

190-5 

Ye" to y 2 " 

4 y 2 " 

20 " 

9 

lbs. 

220 

3 /s" to Ys" 

4 y 2 " 

22 " 

13 

lbs. 

220-5 

y 2 " to 34" 

4 y 2 " 

22 " 

14 

lbs. 


•No swivels on No. 9 


•One swivel, on clevis only. 



steel 


Hinge-Guard load protectors 

Prevent damage to any type load . 
coils, sheets, pipe, tubing, lumber, clay prod¬ 
ucts, machinery, etc. Allow increased chain 
tension, protect when unloading. Two pieces 
hinge-lock together, form unit which angles 
from 90 degrees to 180 degrees. Lift apart for 
single use. If grabhook is already secured to 
chain or cable, up to and including ^ inch 
will thread through. Enameled bright red. Two 
pieces (one unit) Weight, 3 pounds per unit 
(2 pieces). 


Heavy-duty E-Z roll load binders 



Developed especially for oil field, pipe line, machinery and 
steel hauling. Smooth, easy locking. Patented design com¬ 
pletely eliminates spreading; drop-forged, heat-treated flat 
binder hooks swivel full 360 degrees; ribbed I-beam handle. 


Model 

Handle 

length 

Size chain 

Take-up 

Capacity range 

Weight, each 

19A 

19" 

3 /s" 

to y 2 " 

4" 

16 to 21,000 lbs. 

11 lbs. 

22A 

2 2" 

y 2 " 

to Ys" 

4y 2 " 

22 to 28,000 lbs. 

13% lbs. 

24A 

23" 

y 2 " 

to Ys" 

434 " 

28 to 34,000 lbs. 

17 lbs. 


The steel hauler’s special 


Continuous action compression spring type 


Compensating spring action assures constant uniform tension 
regardless of load shifting, eliminates broken chains, hooks 
and other parts. Maintains safe operation while loading in 
transit and unloading by operators. 


No. 

Chain size 

Capacity 

Handle 

Weight 

Spring 

•No. 17ANS 


9,000 lbs. 

17" 

1 3 lbs. ea. 

y 2 " 

fNo. 19ANS 

3 /s"-y 2 " 

16,000 lbs. 

19" 

1 6 y 2 lbs. ea. 

Ys" 

fNo. 20ANS 

y 2 "-Ys" 

18,500 lbs. 

20 " 

1 8 lbs. ea. 

Ys" 

fNo. 22ANS 

y 2 "-Ys" 

22,000 lbs. 

2 2" 

1 9 y 2 lbs. ea. 

Ys" 


•Uses Vi inch spring — 3,000 pounds compression. 
tUses y 8 inch spring — 5,000 pounds compression. 

Kit to convert existing binders to spring type consists of a 
sturdy spring, drop-forged hook and connecting link. Kit No. 2 
is for % inch chain, No. 3 for 7 /\q inch, No. 4 for V 2 inch, No. 
5 for % inch to % inch chain. 


Removable pin, clevis grab & slip hooks 

New drop-forged connecting hooks. The quickest, easiest, saf- 



Size 

Est. wt. 
each lbs. 

The clevis (removable pin) 
feature is available on 

%" 

.4 

grab hooks or slip hooks 

Yu" 

.7 

in sizes shown. Regular 

3 /s" 

1.2 

grab hooks or slip hooks 

7 /u" 

1.6 

(without clevis) are also 

y 2 " 

2.2 

available in sizes shown. 

*Ys" 

4. 

•Clevis grab hooks only. 


FULL LINE OF COIL CHAIN AVAILABLE 
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No. 4 bar bender 

Meets the need of manufacturers, builders and con¬ 
tractors. Handles a wide range of heavy stock. With 
dies only will bend to any angle up to 90 degrees. 
With U forms will bend U’s or hooks to 180 degrees. 


Wider flats may be bent to U or hook shape by using 
special forms and dies. Standard die equipment in¬ 
cludes one set of either 2 inch, 3 inch or 5 inch dies. 
Clamp 4B13 must be used on 5 inch dies. 


Specifications 


Height 
of Dies 

Cold 

Flats 

Hot 

Rounds, 

Cold 

Square and Twisted 

Hot 

Net Weight 

Lbs. 

2" 

I /2 "x2" 

l"x2" 

1 ’/s" 

2" 

270 

3" 

'/ 2 "x3" 

1 "x3" 

1 ’/a" 

2" 

285 

5" 

V2"x4" 

l"x5" 

1 ’/a" 

2" 

298 


Forms for hook and U bends 


(U Forms Not adjustable—Specify exact size wanted) 

Any one size 1 inch diameter and under Over 4 inches and up to 6 inch diameter, inclusive 

Over 1 inch and up to 2 inch diameter, inclusive Over 6 inches and up to 8 inch diameter, inclusive 

Over 2 inches and up to 4 inch diameter, inclusive Over 8 inches and up to 10 inch diameter, inclusive 
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BENDERS 


No. 1 angle and U bender 

A wide range bender for light and medium 
size stock. With standard 2 inch die furnished 
will bend to any angle up to 90 degrees. With 
U forms will bend Us or hooks to 180 de¬ 
grees. One U form is required for each size U 
or hook bend to be made. Stops and gauges 
assure accuracy of duplicate bends. Net 
weight, 60 lbs. 


Specifications 


FLATS 


Cold 


Hot 


Rounds, Squares 
Twisted 
Cold Hot 


Flats Edgewise 
Cold Hot 


Cold 


Angle Iron 


Hot 


%"xl Vl 


y 2 "x2' 






i vi "x % " i v 2 "x i % "x y 4 " 2"x2"x y 4 " 


Forms for hook and U bends 

(U forms not adjustable—Specify exact size wanted.) 

U forms available any size up to 3 inch diameter, inclusive. 


No. 2 bar bender 

Constructed on the same lines and adapted to 
the same class of work as is the No. 4 Bar 
Bender, but is a smaller and lighter machine. 
Not calculated for handling cold stock larger 
than % inch. With dies only will bend to any 
angle up to 90 degrees. With U forms will 
bend U’s or hooks to 180 degrees. Furnished 
complete with one set of dies for angle bend¬ 
ing, either 2 inches or 3 inches high as may 
be specified. 


Specifications 

Height 
of Dies 

Cold 

Flats 

Hot 

Rounds and Squares 

Cold Hot 

Net Weight, 
Lbs. 

2 " 

3 / 8 "x2" 


3/ 4 "x 2" 


1 

165 

3" 

3/ 8 "x3" 


3/4 "x3" 

%" 

1 'A" 

175 


Forms for hook and U bends 

(U Forms Not adjustable—Specify exact size wanted) 

U forms available any size up to 7Vfe inch diameter, inclusive. 
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CASE 


WHEEL TRACTORS 


Case 430 and 530 Utility tractors step up work output far beyond others in their 
class, offer high production and big savings on trenching, excavating, light earth 
moving, grading, mowing, materials handling and “one hundred and one other jobs. 

Complete machine and mounted equipment “package” are designed to work 
together for top production efficiency and economy. Tractors, mounted power equip¬ 
ment and major attachments are entirely designed, built and powered by J. I. Case 
Company offering a perfectly balanced rig with extra power and speed to work 
faster and handle extra jobs per day, cut costs on each job. 


pounds break-away force and buckets of various sizes and 
types. Easily interchangeable tractor attachments include dozer 
blade, pallet fork, log fork, crane boom, side-mounted, under¬ 
belly and pull-behind cutter bar and rotary mowers, plus 
soil working tools of every description, trenchers, sweepers, 
winches, post hole diggers and post drivers. 


Model 430 Fork lift 

Fast, mobile, rubber-tired unit with torque-converter for 
increased tractive power in soft or rough ground, and for 
easing up to scaffolds smoothly, without clutching, shifting, 
or stalling. Lifts 4,000 pounds to 1432-foot height; 2,500 
pounds to 2132 feet. (15-inch load center). Quick-change 
attachments include loader bucket, concrete bucket, dozer 
blade, block fork and side-shifter. 


Model 530 Loader and Loader-Backhoe 


Available with Case built “Powr-Torq” gasoline or “Dyna- 
clonic” diesel engine. 232-inch double acting lift cylinders 
provide 2,000 pounds lifting capacity to full height, 3,700 
pounds break-away. Bucket capacity from 11 cubic feet to 1 
cubic yard. Backhoe features 14 foot digging depth, 13,000 


Model 430 Loader and Loader-Backhoe 


Here’s a husky tractor at an economy price, powered by Case 
built “Powr-Torq” gasoline engine or “Dynaclonic” diesel en¬ 
gine. Loader features 1,000 or 1,200 pounds lift capacity, 
bucket sizes from 11 cubic feet to 1 cubic yard. Maximum 
breakaway of 3,400 pounds. Available with 4 speed transmis¬ 
sion, optional 8 speed shuttle transmission or optional Tripl- 
Range 12 speed transmission. Pallet fork, dozer blade, crane 
boom and manure bucket easily interchangeable with loader 
bucket. Wide variety of optional backhoe buckets available. 
Rear mounted equipment includes scarifier scraper, soil working 
tools of every description, all-purpose blade, winch, trencher, 
sweeper, post hole digger and post driver. Cutter bar and 
rotary-type mowers, both tractor mounted and pull-behind 
types are quickly and easily installed. 
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TRAFFIC SIGNS —REFLECTOR BEADS 


All CATAPHOTE Signs, whether Plain or Reflectorized, are made of 16 or 18 Gauge, Zinc-Coated Steel, 
heavily Embossed throughout, and finished with three separately-baked-on coats of the finest Baking 
Enamels. 



STOP SIGNS. 18 inches, 24 inches, or 30 inches. 
White on Red. Plain or Reflectorized overall or our 
economy sign with Reflect Letter and Borders, Cata- 
flex “202”. Night and Day Overall Reflection shown. 


NO 

( 

TWO 


NO 

LEFT 

TURN 

• 


HOUR 

PARKING 


PARKING 

ANY 

TIME 


Specify time desired 


PARKING SIGNS, NO-PARKING SIGNS, and 
TURNING REGULATIONS. Usually 12 inches x 
18 inches. U. S. Standard Code Colors and Specifi¬ 
cations. Many legends in stock. 



YIELD RIGHT OF WAY SIGN-The U. S. Standard triangular 
Yield Right Of Way is available in 30 inch sizes. This sign 
is available plain, or with CATAFLEX “202” Reflective Coating 
over-all. 


REFLECTOR DANGER SIGNALS. 
Plastic reflector units in all sizes for all 
uses. Heavy metal housings. Other 
Types available. 




SIGN POSTS AVAILABLE 
IN STANDARD SIZES 



MOVEMENT SIGNS and SPEED SIGNS. 18 inches 
x 24 inches or 24 inches x 30 inches. Black on White. 
Plain or Reflectorized with Cataflex “202”. U. S. 
Standard Specifications. Any speed desired. RE- 
FLECTORIZE for 24-hour duty. 


“THE SIGN WITH NINE LIVES” 

WARNING SIGNS. Meet all U. S. 

Standard Specifications. Plain or Re¬ 
flectorized with Cataflex “202”. Black on 
Yellow. Many legends and symbols in 
stock. SCHOOL SIGNS of all types, 
with or without speed designation. 

Poular “Running Boy” sign shown is 
18 inches x 24 inches. SCHOOL Signs 
are Black on Yellow. Portable Standards 
for street use available. 


fir - 


SLOW 



SCHOOL 


CATAPHOTE STREET NAME SIGNS 



for the utmost in beauty, legibility, and 
long-life. Proper marking of streets adds 
convenience, beauty, and safety for your 
town. Select from a variety of styles and 
mountings in all price ranges. All plates 
fully embossed and made to the same 
specifications as traffic signs. Beautiful 
STREET NAME SIGN Brochure avail¬ 
able on request. (Shown is Four-Way Intersection sign on 
Pedestal Base.) Any colors desired. 
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REFLECTORIZED PAVEMENT MARKING 
CATAPHOTE REFLECTIVE BEADS 


• • • 


Make your centerlines, crosswalks, and other painted markings LIVE at 
right with CATAPHOTE Glass Spheres. Available either with paint in 
combination package, or in bulk. 



The CATAPHOTE Beaded-Sign Kit enables you to 
reflectorize your own signs in your own shop, saving 
countless dollars. The Kit comes complete with all 
necessary materials and instructions. Write for bro¬ 
chure describing this new, different method of sign 
refleetorization. 



Here are Night and Day views of a standard Traffic 
Sign reflectorized with the CATAPHOTE beaded- 
Sign Kit. Cataphote Glass Spheres may also be used 
on airports, bridge abutments, safety islands, and 
many other danger spots. 



Microscopic view showing ideal embedding of spheres 
. . . embedded to one-half their diameter. This gives 
a durable bond, yet provides wide-angle, high in¬ 
tensity reflection. 



The CATAPHOTE Paint-and-Bead package con¬ 
tains balanced quantities of the proper, high-quality 
traffic paint, white or yellow, and reflecting spheres. 
Years of experience in the reflector field have made it 
possible for CATAPHOTE to produce the finest Glass 
Spheres. Make your streets safe at night, too, with 
proper traffic alignment and flow. Write for illus¬ 
trated Centerline brochure. 

<0 

C\l 

6 

O 
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CHAMPION CON-TROW’LS 

CONCRETE TROWELING MACHINES 



3 and 4 trowel models 

in 36" and 44" stationary guard ring sizes 

3 trowel models only in 29" stationary guard ring 


Model 360 G-4, our most popular 
model. Its four trowels provide 
smoother operation . . . work down 
high spots instead of slipping over 
them. 


Trowels for floating, finishing, and 
combination float-finish trowels 

-For model 290-G 


Float-finish trowel 10 inches by 
10% inches. 


Light enough to let you get on the slab early 
. . . heavy enough to provide a hard finish. 



For model 360-G 

Gold Seal or standard finish trowel 
6 inches by 14 inches. 


Stationary guard ring for safety and to allow troweling 
up to obstructions. 



For model 440-G 

Float trowel snap on type to fit 
over finish trowel 10 inches by 18 
inches. 


“Dead Man's Grip" safety handle disengages trowel 
movement immediately upon release . . . does not kill 
engine. 


Trowel tilt and acceleration controls at the handle. 


For model 440-G 

Gold Seal or standard finish trowel 
6 inches by 18 inches. 



For model 360-G 

Float trowel snap on type to fit 
over finish trowel 10 inches by 14 
inches. 


Premium “Gold Seal" trowels are standard equipment. 
Reversible trowels provide double trowel life. 


For added weight, optional steel bars can be added. 


For model 440-G or model 
440-G-4 

Float-finish trowel 8 inches by 18 
inches. 


Dual wheel unit, for easy portability, available on 3- 
trowel models in 36 inch and 44 inch sizes. 



For model 290-G 

Finish trowel 6 inches by 10% 
inches. 


92 


O. B. AVERY COMPANY, INC. 
















CHAMPION MASONRY SAWS AND BLADES 

The first hydra-matic saw designed exclusively for mason contractors 



Cutting head raised and lowered effortlessly 
by exclusive new hydraulic process 


Champion offers 5 kinds of saws 

1. The new HYDRA-MATIC SAW . . . with a cutting 
head that can be raised or lowered to precisely the cor¬ 
rect cutting height in seconds by a soft touch hydraulic 
mechanism. No time lost turning levers . . . pulling 
and inserting pins ... or moving from notch to notch. 
Foot pedal remains level while cutting head is raised or 
lowered. 

2. BLOK-SAW . . . Featuring a 20-inch blade capacity 
that allows cutting of an 8-inch block in one pass. 

3. CUSTOM MODEL R . . . The same saw without the 
hydra-matic feature. Rugged, dependable, and priced 
well below other saws in its class. 

4. Tak-A-Bout ... A tubular, lightweight saw with an 
optional wheel unit for easy portability. 

5. Tak-A-Bout “J r ” • • • big saw features in a handy port¬ 
able unit. 

All Champion saw features: 

1 10/220 Voltage selector switch 

Easy-to-operate diamond lock 

Fan-cooled motor 

Built-in-blade guard protection 

Wet or dry cutting models 

Removable type mandrel 



Tungsten Carbide 

Diamond blades 

A precision tool made by a new pat¬ 
ented process. Tungsten Carbide pro¬ 
vides an extremely hard bond for these 
blades to allow you to use them where 
other diamond blades won’t perform 
economically. They’ll cut tile, block, 
refractories or concrete. Available in 
many specifications. 


Jade blades 

Abrasive 

Jade blades always provide lowest cost 
per cut among abrasive blades. Built 
for rugged operating conditions and 
for wet or dry cutting. Available in 
various specifications, diameters from 
6 inches to 18 inches. Exclusive green 
color instantly identifies this superior 
quality blade. 




E-Z cut blades 

Parchment sided abrasive 

Completely parchment-sided — a 
smoother cut with less chipping. A fast 
cutting blade. A blade for every appli¬ 
cation. Priced well below comparable 
competitive blades. 


E-Z Flex blades 

Reinforced abrasive 

Cuts smooth, easily and safely . . . less 
tiring for the operator. Blade blotters 
contain a representative listing of ma¬ 
terials the blade is designed to cut. 
Eliminates guesswork . . . provides you 
with lowest cost per cut. 




Champ-Flex blades 

Reinforced abrasive 

With these safety blades operators feel 
safer, work faster. Intricate cuts, sel¬ 
dom tried before can now be made 
safely. Available in various diameters, 
and in four gradings for cutting mate- Q 
rials of varying density. 
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CHAMPION CONCRETE SAWS AND BLADES 



Champion tungsten carbide bonded 
diamond blades for concrete cutting 


A Champion exclusive 

In the development of harder 
tougher bonds to withstand abra¬ 
sion, Tungsten Carbide, the hard¬ 
est of all man-made alloys, is the 
ultimate. The diamond is retained 
in the carbide bond segment far 
longer, assuring you maximum 
blade life and lowest sawing cost 
per foot. 


Con-flex blade 

Con-Flex Blades are made under 
the new and completely different 
“selector process,” increasing the 
operating efficiency and durability 
of concrete sawing abrasive blades. 
Contains the finest scientifically 
fused super sintered silicon carbide 
crystals with the proper bond grad¬ 
ing, enabling you to control job 
costs. Proper blade selection is es¬ 
sential to top performance. Con- 
Flex Blades are available in various 
specifications to meet your specific 
job requirements. 


Only Champion 

offers all the features you need 

for top performance 

Powerful direct chain drive to maintain constant torque 
and constant speed 

Exclusive front swivel wheel for easy maneuverability 
Hydraulic feed or positive screw feed 
Sealed removable mandrel unit 

14-inch dual blade guards for right or left side cutting 
(18-inch blade capacity optional) 

Hinged blade guard visors for curb cutting 

Five steel core drive belts 

Front and rear guide markers 

Automotive type muffler for more quiet operation 

Extended handle bars to aid maneuverability 

Spotlights for night operation 

Four solid rubber non-sway, ball-bearing wheels 

Depth locks for abrasive and diamond blade cutting 

Clutch to engage water pump 

All controls in easy reach of the operator-at the dashboard 
Variable self-propelling speed control 
Blade depth indicator gauge 

Available models: 37 hp and 30 hp self-propelled; 

18 hp manually-propelled. 

Complete specifications available on request. 
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Champ-Heater - 

"■■■* FURNACE ON WHEELS 



1020 cubic feet of air circulated per minute ... 15 hour 
fuel capacity . . . Model 120 T same as above comes 
with thermostat providing temperature control and 
high heat cut-off switch. 



An indirect fired heater that provides completely 
smoke-free, odor-free heat . . . Perfect for emergencies 
when regular heating installations break down . . . 
Model 120T Vented also available with thermostat for 
temperature control. Stack can easily be added. 



Circulates 1350 cubic feet of heated air per minute . . . 
Equipped with cartridge type fuel filter, thermostat 
and automatic purging. 


MODEL 400 



Circulates 3700 cubic feet of heated air per minute . . . 
“Twin-Jets” provide 3 sources of air supply . . . one for 
combustion and two for circulation . . . heats large 
areas fast. 


Some more reasons why Champion has the heater for you... 

. . . Adjustable air intake band on the burner . . . burner unit is U.L. approved . . . burns 
kerosene or #1 fuel oil . . . available with thermostat if desired . . . uses regular 110-115 
Volt, 60 cycle AC current. 


The unit pays for itself quickly. Its initial price is low . . .costs just pennies per hour to run 
. . . gets you countless extra hours of labor during cold weather. 


SPECIFICATIONS 

MODEL 120 

MODEL 1 20T 

MODEL 120 
VENTED 

MODEL 200 

MODEL 400 

Heated Air Circulated (CFM) 

1020 

1020 

1020 

1350 

3700 

Capacity — B.T.U.’s Per Hour 

120,000 

120,000 

1 20,000 

200,000 

400,000 

Maximum Hours of Continuous Operation 

15 

15 

15 

16 

12 

Fuel Consumption Per Hour (GPH) 

.85 

.85 

.85 

1.35 

3.00 

Fuel Tank Capacity (Gallons) 

11 Vi 

11% 

11% 

22 

36 

Net Weight (Less Fuel) (Lbs.) 

105 

105 

105 

136 

310 

Weight Shipping (Lbs.) 

136 

136 

136 

173 

374 

Size in Inches (L x W x H) 

36 x 1 6% x 33 

36 x 16% x 33 


40 x 20% x 39 

68 x 47 x 40 

Fuel Recommendation 



For all Models — Kerosene or #1 Fuel Oil 

Thermostat 

Optional 

Yes 

Optional 

Yes 

Yes 

Fuel Filter 

Optional 

Yes 

Yes 

Yes 

Yes 

Primary Control (Flame Detector) 

Optional 

Optional 

Optional 

Optional 

Yes 

High Heat Cut-Off Control 

Yes 

Yes 

Yes 

Yes 

Yes 


Call Mission 5-1810 


95 














































CHATTANOOGA WHEELBARROWS — CONCRETE CARTS 



Concrete wheelbarrows 
Pressed seamless trays 


No. CP-5 


Deep drawn, steep 
side, pressed steel 
trays leave no 
seams or corners. 
Watertight. Trays 
painted green. 

60 inch hardwood handles, 
clear varnished. IV 2 inch chan¬ 
nel steel legs and nose guards. 
Heavy steel axle brackets and 
tray braces. Painted black. 

16 inch diameter zero pres¬ 
sure, pneumatic or plain steel 
wheel available. 


Gauge tray, 15; capacity, 5 cu. ft. rated; 4 cu. ft. level; tray 
length, 39 inches; width, 27 V 2 inches; slant depth front, 19% 
inches; rear, 9 inches. Weight each, 65 lbs. 

No. CP-4V 2 

Gauge tray, 16; capacity, 4 V 2 cu. ft. rated; 3 V 2 cu. ft. level; tray 
length, 39 inches; width, 27 V 2 inches; slant depth front, 18 V 2 
inches; rear, 7% inches. Weight each, 60 lbs. 


General purpose wheelbarrows 
Pressed seamless trays 



Rigid, square front pressed trays with tapered sides for 
handling dry materials. 

60 inch wood handles clear varnished. Tray green. IV 2 inch 
channel leg and nose guard. Heavy steel braces. Capacity, 3 
cu. ft. rated; tray length, 33 inches; width, 27 inches; slant 
depth front, 12 V 2 inches; rear, 7*/2 inches. 

No. CP-3 

Furnished with 16 inch diameter zero pressure, pneumatic or 
plain steel wheel. Weight, 57 lbs. 


Tubular wheelbarrows 
Concrete type, pressed trays 

Pressed seamless 
trays are rigid, 
watertight, with no 
sharp corners. 1 % 
inch steel tube han¬ 
dles in one continu¬ 
ous piece. 1V 2 inch channel 
legs. Steel tray braces and nose 
guard. 

16x4 zero pressure, 4.00x8 
pneumatic or 16 inch steel 
No. CP-5T wheels are available. 

Capacity, 5 cu. ft. rated; 4 cu. ft. level; tray length, 39 
inches; width, 27V 2 inches; slant depth front, 19% inches; 
rear, 9 inches; gauge tray, 15. Weight, 67 lbs. 

No. CP-4 VjT 

Capacity, 4^> cu. ft. rated; 3% cu. ft. level; tray length, 39 
inches; width, 27 V 2 inches; slant depth front, 18 V 2 inches; 
rear, 7% inches; gauge tray, 16. Weight, 62 lbs. 



Tubular wheelbarrows 
Mill barrows, folded tray 



Trays cut, folded 
and spot-welded to 
insure uniformity 
of gauge and to 
allow deeper, bet¬ 
ter balanced trays. 

Handles 1% inch tubing re¬ 
inforced at points of strain. 

Channel legs, heavy steel axle 
brackets and tray braces, paint¬ 
ed black. 

16x4 zero pressure, 4.00x8 pneumatic or 16 inch diameter 
steel wheels available. 


1 36T 

Tray, 13 gauge. Capacity, 6 cu. ft. rated, 4 cu. ft. level; 
length tray, 41 inches; width, 31 inches; slant depth front, 
21 inches; rear, 9 inches. Weight, 77 lbs. 


No. 48 Brick barrow 



A substantial full- 
bolted steel braced 
barrow made of 
selected clear hard¬ 
wood. 

60 inch handles, 
1 V2 inch channel steel 
leg and heavy steel 
braces and axle brackets 
painted black. 

Dimension of bed, 
height, 17 inches; overall length, 64 inches; 
overall width, 26 inches; overall height, 30 inches. 
Weight 62 lbs. Will stack 12 concrete blocks for 
a well-balanced load. 


No. 49 Block barrow 



Dual wheels, toed in, al¬ 
lows as short turns as a 
single wheelbarrow, this 
24-block, 600-lb load puts 
only 50 lbs. on the man 
in walking position. 18 
blocks balance 
at walking 
position. 

Model No. 49 Block 

Size of bed, length, 31 
inches; width, 24 inches; 
height, dash, 18V 2 inches; 

overall size, length, 66 _ 

inches; width, 24 inches; height, 36 inches. Approximate 
weight, 120 lbs. 


No. 40 series Concrete carts 



These series 40 
Concrete Carts 
built in the popu¬ 
lar sizes are com¬ 
pletely reinforced 
with an angle iron and 
will not open at the seams, 
heavy steel rockers for easy 
dumping. Bent axle gives 
support to the bed and 
cradles the bed for perfect 
balance. 

Model No. 46 Concrete 

Gauge, 14; capacity, 6 V 2 
cu. ft.; size of bed, length, 
40V2 inches; width, 2 OV 2 inches; depth, 21 V 2 inches; overall 
height, 27 inches. Weight, 192 lbs. 

Model No. 48 Concrete 

Gauge, 14; capacity, 9 cu. ft.; size of bed, length, 46 inches; 
width, 20 V 2 inches; overall height, 31 inches. Weight, 213 lbs. 



Wheels 


No. 220P 

2-ply 4.00x8 ball bearing, 16 inch di¬ 

ameter, 7 inch hub. Weight each, 10 lbs. 

No. 420P 

4-ply 4.00x8 ball bearing, 16 inch di¬ 

ameter, 7 inch hub. Weight each 11 lbs. 

No. 164 0 

Zero pressure. 16 inch diameter, 7 inch 
hub, ball bearing. Weight each, 21 lbs. 0 
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NETCO CATCH BASIN CLEANER 

With pneumatic controls 



Unit is secured to truck chassis by four clamps in 30 minutes 
and truck chassis can be used for other purposes. Overall 
length of complete unit is 9 feet. Overall width is 7 feet, 4 
inches. Height from bottom of channel base to top of mast 
6 feet, 3 inches. Approximate height from ground when 
mounted on l/>-ton truck chassis is 9 feet. Weight of unit 
with bucket is 3,200 pounds. Unit can be mounted on any 
short wheelbase 1/ 2 -ton truck chassis. Provision is also made 
for trailer mounting when desired. 

POWER UNIT: Hercules Model IXA-5, bore 3 inches, 
stroke 4 inches, displacement 113 cubic inches, governed speed 
1,800 RPM water-cooled 4-cylinder, air cleaner, magneto, 
starter, generator, Delco battery 6-volt system. 


COMPRESSOR: Worthington Model 734 C-2 two-stage type 
with intercooler, bore 4% inches by 2% inches by 2/8 inches, 
RPM 1450, displacement 33.6 cubic foot per minute, with 
suitable air receiver. Massachusetts standard type with safety 
valve, fusible plug, relief valve and constant speed control. 

DERRICK: Steel tubular post revolving on pedestal with 
boom attached. Derrick is swung by means of air with long 
stroke piston in air cylinder requiring no brake. Tubular steel 
boom 8 feet long with 2-foot telescoping extension. Boom 
raised or lowered by hand winch. Maximum elevation approxi¬ 
mately 50 degrees. Turning radius 250 degrees; working area 
180 degrees from either side. Reach at 27 degrees with 8-foot 
boom, from rear of truck 6 feet; from either side 4 feet. By 
extending boom 1 or 2 feet, a longer reach may be gained. 
With 8-foot boom elevated to 27-degree angle clearance from 
ground to bottom of closed bucket is 6 feet. 


CLUTCH: Twin disc-type mounted to bell housing of 
motor, with handle to engage and disengage power to power 
takeoff, which drives air compressor by means of three V belts 
and sheave, with guards for safety and protection from elements. 


CAB: Fully enclosed with safety glass windshield which is 
adjustable. Doors on both sides with safety glass may be 
swung inside cab to rear of operator. An adjustable upholstered 
operator’s seat with back rest. 



POWER BUCKETS 

ORANGE PEEL type, consisting of four cast steel shell 
blades, four steel arms and air cylinder, a bronze piston with 
Vee packings and an alloy steel piston rod. All pins and bush¬ 
ings hardened. Bucket is closed by air power and opened 
by means of double coil springs and a relay valve for quick 
action. A single air hose is all that is required to operate the 
bucket. Bucket is designed to operate on an air pressure as 
low as 100 pounds, and may be furnished in either 1/4 or 134 
cubic foot capacity. 

CLAM SHELL type bucket cubic foot capacity also avail¬ 
able. Cleans rectangular openings as small as 13/2 inches by 
19 inches. 



Call Mission 5-1810 


97 


856 - 1-61 














ALL-PURPOSE STEAM CLEANING MACHINES 

Portable, stationary and trailer types, oil or gas-fired, capacities to 600 G.P.H. 


A complete line of self-contained and auxiliary steam- 
operated cleaning machines designed to meet every 
industrial cleaning requirement. The Clayton Steam 
Cleaner mechanically combines the four basic ele¬ 
ments of all cleaning . . . soap, water, heat and friction 


. . . delivering a balanced cleaning solution through a 
cleaning gun fitted with the specially designed 
Clayton high impact jet nozzle. Capacities range 
from 60 to 600 gallons per hour. Write for detailed 
specifications on any or all models. 


Model 200 Clean-Master for constant operation. Model CS-628 Hydraulic jet and steam cleaner 



For the automatic car wash and 
other constant operation cleaning 
requirements, the newly designed 
Clayton Clean-Master is the finest 
machine available today. Simple 
to operate and exceptionally easy 
to maintain, the Clean-Master 
features extra large fuel and so¬ 
lution tanks. It delivers 200 gal¬ 
lons per hour of balanced clean¬ 
ing solution, hour after hour, at 
minimum fuel and power costs. 
Full working capacity up to 100 
PSI in three minutes from a cold 
start. Remote control at the gun automatically sets the cleaner 
on standby, but instantly ready for the next job. 


Model 280 Blast-Master hi output steam cleaner 



The Clayton model 280 BLAST- 
MASTER Steam Cleaner delivers 
280 gallons of hot, properly bal¬ 
anced steam cleaning solution per 
hour! Features new fleximatic con¬ 
trol, regulating fuel to burner and 
water flow to coil. Output of 140 
gph from each of two guns op¬ 
erating simultaneously or 280 GPH 
from one gun . . . all at instant 
response to the squeeze trigger 
gun. Cleaner shuts down com¬ 
pletely when gun not in use, sav¬ 
ing soap solution and fuel. 


Model 120 Universal medium-duty cleaner 



Greatest dollar value for steam 
cleaners. Provides 120 gallons per 
hour of balanced cleaning solu¬ 
tion. Unsurpassed cleaning effici¬ 
ency and performance within its 
volume and price range. A dur¬ 
able, compact and highly efficient 
cleaner used by general industry 
as a basic maintenance tool. De¬ 
livered complete with hose, clean¬ 
ing gun, and standard Clayton 
high impact nozzle. 


Model S-809 steam-operated cleaner 



Designed for simplicity and flexibility, 
the Model S-809 Hydro Steam 
Cleaner features single valve control 
of solution at the cleaning gun nozzle. 
Operating pressures vary from 40 to 
125 PSI and discharge capacities 
range from 120 to 190 gallons per 
hour. The only power required is a 
supply of steam of from 8 to 11 boiler 
horsepower. Gauge on the face of the 
cabinet shows operating pressures. 
Here is efficient, low cost cleaning at 
its best for the steam-equipped fa¬ 
cility. 



A superior combination steam 
cleaner and hydraulic jet cleaner. 

Perfect for heavy duty industrial 
cleaning at distances anywhere 
from 6 inches to 50 feet. As a 
steam cleaner, full output is 280 
GPH with one gun or 
140 GPH with two guns 
operating simultaneous¬ 
ly. Variations of output 
may be secured auto¬ 
matically. As a hydrau¬ 
lic jet cleaner, output 
is up to 600 GPH at 
pressures and temperatures up to 220 PSI and 210 degrees F. 
Thermal efficiency in excess of 75 per cent assures great econo¬ 
my of operation. Consumes less than one half the electric 
power of other cleaners of similar capacity. 


Model 1 50 for heavy-duty cleaning 



A heavy-duty steam cleaning ma¬ 
chine for high speed and con¬ 
tinuous operation. Capacity is 150 
gallons of balanced cleaning solu¬ 
tion per hour. Available in sta¬ 
tionary, portable (illustrated), and 
trailer models, oil-fired; and sta¬ 
tionary type, gas-fired. Designed 
for large scale production cleaning 
in industrial, construction, and 
transportation fields. 


Model 60 complete light-duty steam cleaner 



A low cost, compact, stationary, gas- 
fired 60 gallon per hour unit. De¬ 
signed for meeting the demand for a 
small volume steam cleaner yet hav¬ 
ing greater target impact (drive and 
penetration) than many other makes 
far larger and more expensive! Has a 
thermal efficiency rated in excess of 
65 per cent—truly remarkable for a 
small unit. This means reduced fuel 
costs over other makes of similar dis¬ 
placement. Comes complete with 
cleaning gun and hose. 


Clayton job-tested steam cleaning compounds 



Clayton steam cleaning compounds are 
formulated to complement high temper¬ 
atures and pressures in cleaning faster 
and better than any other known deter¬ 
gents. Clayton compounds actually con¬ 
dition 20 grain water without additives. 
They are completely soluble and 100 
per cent active; contain no sludge, scum, 
or scale-forming properties. Rinse free 
with hot or cold water. Consistent use 
of Clayton compounds in any steam 
cleaning machine is the best insurance 
of trouble-free operation obtainable. 
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CLEVELAND-FORMGRADER EQUIPMENT 


The Cleveland formgrader 

A machine to cut form trenches quickly and ac¬ 
curately. Only one operator and a Formgrader is 
needed to cut the form trenches for a whole day s 
run. A machine with a fine record of performance 
on such jobs as the Pennsylvania, Ohio and In¬ 
diana Turnpikes. Now equipped with a hydraulic¬ 
ally operated cutter lift bar and power steering. 

Through means of a pendulum controlled line 
gauge the operator is able to cut the form trench 
to the proper depth regardless of unevenness of 
tlie grade. The accuracy of the form trench is pro¬ 
duced by following the mark on a hair spring 
line gauge and holding it against the grade. 


Specifications 

Weight of machine approximately 6500 pounds. 
Operated by a 55 horsepower governor con¬ 
trolled gas engine: available with either a 12- 
inch wide traction wheel or a crawler track 
drive. Hydraulically operated cutter lift bar 
and power steering. Machine cuts an 18-inch 
wide form trench, thus allowing for even the 
widest base forms. 


Form tamper 

A machine that tamps the earth under both sides of the 
forms so as to prevent settling and at the same time sprays 
form oil on the inside of the form. A Form Tamper with 
just one man operating it, in a few hours will tamp and oil 
the forms for a full days run. Made in right or left hand 
models. Now has fast simple adjustments to change, in 
just a few minutes, either the height or width to accom¬ 
modate different size forms. The Form Tamper meets 
State Specifications—Insures accuracy, eliminates costly, 
time consuming hand tamping. Does higher quality work 
at lower cost. 


Specifications 

Both models powered with a Briggs and Stratton 3 horse¬ 
power engine with crank starter. Equipped with a gravity 
feed form oil tank. Oil sprayed on forms by engine ex¬ 
haust. Equipped with hinged pneumatic rubber tired trans¬ 
portation wheel suspended to fold back under machine in 
central position so as to distribute weight and make for 
ease of handling. Equipped with tampers which operate 
simultaneously on ball and socket type bearings, spring 
actuated. Travels on forms 25 feet per minute. Weight of 
machine on forms 385 pounds. 






























CLEVELAND-FORMGRADER EQUIPMENT 


Junior trailgrader 



A machine that finishes the subgrade to exact contour just 
before the concrete is placed. Adjustable draw bars or 
cables are furnished for pulling. Ideal for use where a 
grader is needed to do the job and yet the equipment 
should be light and easy to handle. 

Specifications 

Frame made of heavy H column giving strength and 
rigidity. Adjustable vertically to 16 inches. Can be ex¬ 
tended 4 feet. Blades are of high carbon steel, heat treated, 
single edge. Cutting blades are mounted with bolts through 
slotted holes thus allowing for setting to crown. Wheels 
are extra heavy with deep flanges and are run on oversize 
axles. Grease reservoirs in each wheel assures ample 
lubrication. Weight of machine varies according to size 
from 1200 pounds to 1850 pounds. Available in combina¬ 
tion road widths from 10 feet to 22 feet. 


Subgrade scratch template 



A machine that, when run between the forms the pins 
scratch the grade showing whether or not it conforms to 
the pre-set crown specifications. 

This machine is unusually accurate because of its rugged, 
sagless construction and weight. The pins are strong, bend 
proof and are easily adjusted to the crown requirements. 

Specifications 

Side trucks allow the Template to roll easily and the wheels 
have machined treads for accuracy. The beam is adjust¬ 
able vertically at the side trucks up to 16 inches, (greater 
adjustments available upon request) thus allowing the ma¬ 
chine to meet all conditions of pavement thickness. Ex¬ 
tensions can be had in 1 foot or 3 foot increments to in¬ 
crease width of machine 5 feet. Available in combination 
road widths 10 feet to 30 feet. 


Heavy duty trailgrader 


i 



u 


A machine that finishes the subgrade to exact contour just 
before the concrete is placed. Draw bars or cables are 
furnished for pulling. 

This machine is well built and designed for efficient 
economical and lasting service. 

Specifications 

Frame made of heavy H-Beam and ship channels. Blades 
are dish type made from high carbon steel and treated for 
maximum wear and cutting ability. Blades have a double 
cutting feature which reduces replacement costs by half. 
Blades are adjustable to conform to crown specifications. 
Vertical adjustment of 16 inches provided at each end 
truck. (Greater adjustments are available upon request.) 
In addition, rear wheels have a segment plate that allows 
for even finer vertical adjustment. The machine can be 
extended 4 feet. Machines 20 feet in width and over, can 
be extended 6 feet. Machine has eccentric axles on rear. 
Transportation wheels standard equipment. Weight of the 
machine varies according to size from 3100 pounds to 4700 
pounds. Available in combination road widths from 10 
feet to 30 feet. 

Heavy duty trailgrader 

For interchange subgrading 



For use where width changes quickly. Equipped with 
hinged 1 foot sections on one end to use as required. 

Wheels 

All types available for your equipment. 

Ask for Bulletin 5369. 
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CLEVELAND-FORMGRADER EQUIPMENT 


Bridges 

Single finishing bridge 

A single platform bridge to span the forms used for 
finishing slab, as a cross over or to carry water or other 
equipment. Ask for Bulletin 5367. 

Specifications 

Mounted on four single flanged 12 inch diameter wheels. 
Deck consists of two 8-inch planks securely fastened to a 
steel channel frame. Wheels are mounted in telescopic 
end truck assemblies, adjustable to 5 feet total extension. 
Available in combination road widths from 10 to 30 feet. 



Double longitudinal bridge 

Consists of two single bridges tied together by means of 
two 2-inch pipes 20 feet long. This bridge can be used for 
working a bull float or for edging center joints. 

Burlap bridge 

A single platform utility bridge consisting of a tongue and 
groove wood deck 7 feet wide. Used for carrying and 
spreading burlap, curing material, carrying water, tool 
boxes, etc. All bridges are available in combination road 
widths 10 to 30 feet. Ask for Bulletin 5367. 


Straight edges—aluminum 



Light weight, durable and highly accurate tools, easy to 
handle that assure accuracy when checking the finished 
slab. 

Specifications 

Special alloy aluminum blades weighing 4 pounds. The 
handles are made of seamless alloy aluminum tubing and 
a 12 foot handle weighs only 3)2 pounds. Handles fasten 
directly into the blade and are supported by aluminum 
braces on each side. A symetrical box section and durable 
thick web have been combined with reinforced top to give 
unusual strength. Available with either flat or round 
bottom. Blades are 10, 12, 14 and 16 feet long. Handle 
lengths are 12, 14 and 16 feet long. 


Power traction bridge 


With belting mechanism 



The Single, Double and Burlap Bridges are available with 
Power Traction consisting of a 4 HP gas engine and 
reversing transmission that propels the bridge either for¬ 
ward or reverse with a single control. Also available on all 
bridges is an automatic Belting Mechanism that operates 
off the Power Traction providing an oscillating motion of 
the float belt. 


Heavy duty mesh bridge 



Reinforcement mesh and dowels are loaded on this Bridge 
at the start of the day’s operations. As the paving train 
moves forward, two men unload the mesh and dowels 
and lay in place. An automatic Dowel Pin Dropper acces¬ 
sory is available. Mesh Bridges are furnished for towing by 
the Spreader or Strike-off machine, or furnished complete 
with Power Traction. Carrying capacity up to 10 tons. 
Has 12 feet wide deck and available in combination road 
widths from 10 to 30 feet. 


Straight edges—steel 



A rigid economical durable tool that assures accuracy. 
Ideal for dragging off high spots and for checking the 
slab. 

Specifications 

Blades are made of special steel, formed to meet the re¬ 
quirements of unusual strength, accuracy and light weight. 
A 10 foot blade with a 12 foot handle weighs only 12 
pounds. Available with either flat or round bottom. The 
standard blade is 10 foot with a 12 foot handle. However, 
also available in 12, 14 and 16 foot blade lengths and 14 
foot and 16 foot handle lengths. 
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CLEVELAND-FORMGRADER EQUIPMENT 


Alum-mag floats 

Lightweight finishing tool for smoothing out irregularities 
in the finishing of the slab. Blade is aluminum-magnesium 
alloy extrusion with heat treated surface that will outwear 
ordinary steel. Furnished 8 inches wide by 24 inch, 36 
inch or 48 inch blade lengths with aluminum handles from 
6 to 16 feet long. Ask for Bulletin 5364. 

Aluminum T darby 

A light but sturdy tool for smoothing concrete. Also can 
be used on asphalt. 3-inch wide aluminum alloy T shape 
blade 2 to 10 feet long with aluminum or steel handles 
6 to 16 feet long. Ask for Bulletin 5369. 

Steel lutes 

All steel, ideal for cutting down high spots. Available in 
6, 8 and 10 feet blade lengths with handles 12 to 16 
feet long. Weight of 10 foot Lute with 12-foot handle 
is 27/2 pounds. Ask for Bulletin 5369. 

Pull brooms 



For use when specifications call for concrete to be “broom 
finished”. Brooms are of two types: 2 row Bass fibre or 
3 row Bassine fibre, 24 inches long with fibres 4/2 inches 
long. The Bassine is available 36 inches long. Adjustable 
aluminum holders with aluminum handles or malleable 
iron holders with steel handles, 12 to 16 feet long. 

Poweroll 



For black top and patching work on driveways, sidewalks 
and parking lots, etc. The Poweroll is extremely maneuver- 
able and ideal for rolling those “hard to get at” places. 
A simplified transmission makes this an easy to use, versa¬ 
tile piece of equipment. Water tank assembly optional. 

Specifications 

Equipped with 4 HP air cooled 4 cycle gasoline engine, 
forward and reverse transmission and foot brake. The 
main drum is %6 inch plate 24 inch diameter, 3 feet wide 
and the steering drum is 14 inches ODx20 inches wide. 
The gross weight is Yi ton. 


Power pin puller 



Pulls up to 25 pins per minute. Needs only one man to 
operate. Eliminates damaged forms or bent pins. Equipped 
with 4 HP gas engine. Mounted on rubber tires. Pulling 
load is on form—never on concrete. Job proven. Operated 
from either side without changes and goes in either direc¬ 
tion. Only a light pressure needed to move from pin to 
pin. A self propelled model is available for dual pocket 
or airport type forms. 

Form and stake puller 

Non-mechanical. Reinforced oak handle, steel frame, 
pneumatic or cast rubber wheels, ask for bulletin 5363. 

All steel bull float 

For smoothing irregularities from surface after finishing 
machines have been used and before concrete has set. 
Equipped with adjustable plow handles it is available in 
8, 10 and 12-inch widths and lengths of 10, 12, 14 and 
16 feet. Ask for Bulletin 5364. 

Toggle action floats or trowels 

Excellent tools for concrete finishing. They have double 
action floating by means of toggle type attachment. All 
steel 6 inches wide by 18, 24 or 36 inches long with 
handles from 6 to 16 feet long. Ask for Bulletin 5364. 



Finishing machine 

For finishing concrete bridge decks making the bridge as 
smooth as the highway itself. Designed with the oscillat¬ 
ing screed principle incorporating sufficient strength with 
minimum weight. This machine can be converted to 
highway or street finishing in a few hours by replacing 
wheel assemblies. 

Specifications 

Equipped with 18 HP air-cooled engine it is available to 
55 feet long. Screed adjustable to any crown. Double 
acting hydraulic screed lift. Four speeds forward and 
reverse. Four-speed independent screed drive. Optional 
equipment includes double screed, drag float and burlap 
drag. Track and adjustable supports are available for 
bridge finishing. 
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COFFING HOISTS 


BUILT FOR LONGER USE. ..BACKED BY BETTER SERVICE 



Safety pull roller-chain 
ratchet lever hoists 

Coffing Safety Pull roller-chain ratchet 
lever hoists give you a safe, sure lift for any 
heavy load. You can count on them to al¬ 
ways protect your men and equipment. 
They are built with a dual ratchet and pawl 
assembly that holds the load positively at 
all times—there are no friction disc brakes 
to wear away and let the load drop. The 
operating handle is designed to bend be¬ 
fore any mechanical failure occurs due to 
extreme overloading. This exclusive fea¬ 
ture warns the operator that he should use 
a larger capacity hoist for the load he is 
lifting. The warranty on these hoists ap¬ 
plies only up to rated capacity. 


Illustrated—Model AG with Safety Hooks 


cap., 

tons 


Strands 
of load, 
chain 


Net 

wt. 


Std. 

lift 


Minimum 

distance 

between 

hooks 


Lbs. re¬ 
quired on 
lever to 
lift rated 
capacity 


AG 

tAGI 

* ATG 
*fATGI 

FG 

tFGI 

* FTG 
*fFTGI 

‘ZG-4% 

*ZG-6 

WG-9 

WG-11 

WG-13 

WG-15 


% 

% 

1% 

iy 2 

iy 2 

iy 2 

3 

3 

4 y 2 

6 

9 

11 

13 

15 


14# 

14# 

17# 

17# 

25# 

25# 

34# 

34# 

49# 

59# 

120 # 

130# 

140# 

150# 


56 y 2 " 

56 y 2 " 

57" 

57" 

56 y 2 " 
56 y 2 " 
57" 
57" 
51" 
53" 
60" 
60" 
60" 
60" 


13" 

13" 

15 " 

15" 

16" 

16" 

17" 

17" 

25" 

25" 

30" 

30" 

30" 

30" 


56# 

56# 

60# 

60# 

116# 

116# 

120 # 

120 # 

124# 

124# 

124# 

124# 

124# 

124# 


* By merely unfastening a special snap hook, these hoists can be instantly 
converted to the next smaller capacity to give you a faster lifting speed for 
lighter loads. 

t These hoists can be operated with half strokes of the lever for use in close 
quarters. Hoists not indicated require full lever strokes. 


New safety hook 

This new safety hook gives full unobstructed use of the 
entire throat opening. The latch fits snugly over the 
point of the hook to prevent side motion and snagging. 
Slight pressure on the release unlocks the latch. The 
hook is plated to prevent rust and corrosion. It is avail¬ 
able for all Coffing ratchet lever hoists through 3 tons' 
capacity; all Challenger spur gear hoists; and as load 



RA link chain 

Coffing Safety Pull Aluminum Lever 
Hoist. Ratchet and pawl design, link 
chain type. New design provides for 
safe, easy operation and low mainte¬ 
nance. Body and handle of high 
strength aluminum alloy, handle bends 
to indicate overload. Six models &-ton 
to 6-ton capacity. 

Illustrated—RA Model 


Average 
pull on 
lever to 
lift full 
load-lbs. 


Net 

weight 

lbs. 


Minimum 

distance 

between 

hooks 


Minimum 
increment 
in lifting Number 
position— of 
inches chains 


*RA-15 
*RA-15-2 

* RA-30 

* RA-30-2 
*RA-30-3 
’RA-30-4 


3 4 

iy 2 

iy 2 

3 

4y 2 

6 


59 

60 
82 
93 

96 

97 


12 % 

18% 

23 

36 

53 

63 


14 7 /, 6 

17% 

16 

17y 4 

22 

22 


.451 

.226 

.256 

.128 

.085 

.064 


Standard lift—5 feet, lever length—2072 inches. 



MA link chain 

Coffing Safety Pull Sealed Alu¬ 
minum Lever Hoist. Ratchet and 
disc brake design, link chain 
type. Five seals protect brake 
against moisture, oils, chemicals 
and dirt. Loads will not slip and 
brake performance remains con¬ 
stant under exposure condition. 
Six models S-ton to 6-ton ca¬ 
pacity. 



single-chained Quik-Lift electric hoists. 

Model 

Rated 

cap. 

tons 

Average 
pull on 
lever to 
lift full 
load-lbs. 

Net 

weight 

lbs. 

Minimum 

distance 

between 

nooks 

Minimum 
increment 
in lifting 
position— 
inches 

Number 

of 

chains 


Rated 

Throat 

*MA-15 

3 /4 

57 

14% 

14 

.188 

1 

Model 

cap. 

opening 

*MA-1 5-2 

iy 2 

61 

20% 

17% 

.094 

2 



- * Kx 

*MA-30 

iy 2 

82 

23 

16 

.088 

1 

SHA 

3000# 

i %" jpPL- 

*MA-30-2 

3 

87 

36 

17% 

.044 

2 

SHF 

6000# 

l y 4 " 

*MA-30-3 

4y 2 

90 

52 

22 

.029 

3 




♦MA-30-4 

6 

93 

66 

22 

.022 

4 




* Standard lift- 

—5 feet, lever length- 

—2072 inches. 
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COFFING HOISTS 


Quik-lift electric hoists 

The new Coffing Quik-Lift push¬ 
button electric hoists have all of 
the most desired features in the 
portable hoist field. Housings 
are strong, lightweight alumi¬ 
num for easy portability. Simpli¬ 
fied wiring system permits quick 
voltage changes. “Pistol - grip” 
push-button control can be used 
to pull a free moving trolley. 
Hoist rejects dangerous over¬ 
loads. Control circuit is 115 
volts. All wiring totally enclosed. 
Special V-groove brake. When 
ordering, specify one of the fol¬ 
lowing types of suspension and 
indicate “swivel” or “rigid”: 

1. Standard open throat hook 

2. Coffing safety hook 

3. Lug and ball bearing trolley 

4. Multi-purpose lug (for trolleys of other manufac¬ 
turers) 

Standard lift 10, 15, or 20 feet. Push-button cable 4 feet 
less than lift. Power cable length 15 feet. 



Quik-lift electric hoists 

Coffing cable electric hoists are built 
for hard production line use. The 
frame is a single cast unit. Triple re¬ 
duction spur gears are heat-treated to 
achieve the right combination of hard- 
wearing surface and shock-resistant 
core. Drive shafts are ground to close 
precision and ride on oversized ball 
bearings to assure long life. Heavy- 
duty 30-minute motor is designed espe¬ 
cially for these hoists. Automatic limit 
switch prevents over-travel of hoisting 
cable. Push-button controls are pro¬ 
vided for greater convenience. Load 
brake operates in oil and has a non¬ 
reversing clutch. Motor brake closes 
instantly when current goes off. All 
wiring meets rigid safety requirements. 
For extra protection, all models (except Q-4000-15) have 
the new Coffing Safety Hook on the bottom as standard 
equipment. 


Model 

Capacity 


Lifting 

speed 

F.P.M. 

Motor 

H.P. 

Voltage 

Q- 500-30 

500# 


30 

% ) 

115/230-1-60 

Q-1000-15 

1000# 


15 

V* > 

or 

Q-1000-30 

1000# 


30 

1V4 ) 

220/440-3-60 

Q-2000-1 5 

2000# 


15 

1 

115/230-1-60 

Q-2000-1 9 
Q-4000-15 

2000# 

4000# 


19 

15 

;*} 

220/440-3-60 

Model 

Net 

weight 

Std. 

lift 

Max. 

lift 

Lug 

susp. 

Minimum headroom 

Hook Trolley 

susp. susp. 


Q- 500-30 

116# 10' 

20' 

20" 

24" 

20 y 2 " 

Q-1000-15 

116# 10' 

20' 

20" 

24" 

20 y 2 " 

Q-l 000-30 

160# 10' 

20' 

23" 

271/ 2 " 

24" 

Q-2000-15 

160# 10' 

20' 

23" 

27 V 2 " 

24" 

Q-2000-19 

160# 10' 

20' 

23" 

27i/ 2 " 

24" 

Q-4000-15 

285# 18' 

25' 

30 " 

— 

31" 



Specify amount of lift and power cable if other than stand¬ 
ard. Also specify current characteristics. (Push-button 
cable is increased with additional lift, unless otherwise 
specified.) 


Model 

(1 Ph. only) 

Capacity 

Lifting 

speed 

F.P.M. 

Motor 

H.P. 

Voltage 

Net 

weight 

Min. 

between 

hooks 

JF-0516-1 

500# 

16 

y * 

list 

50# 

i6y 2 " 

JF-0532-1 

500# 

32 

y 2 

115f 

58# 

i6y 2 " 

JF-1008-1 * 

1000# 

8 

y * 

115f 

59# 

193 / 4 " 

JF-1016-1 

1000# 

16 

y 2 

list 

58# 

1 6y 2 " 

JF-1032-1 

1000# 

32 

i 

115/230 

81# 

i6y 2 " 

JF-2008-1* 

2000# 

8 

y 2 

115f 

66# 

193/ 4 " 

J F-201 2-1 

2000# 

12 

Va 

115/230 

71# 

17" 

JF-2016-1 

2000# 

16 

i 

115/230 

84# 

17" 

JF-4006-1 * 

4000# 

6 

Va 

115/230 

82# 

2i" 

JF-4008-1* 

4000# 

8 

i 

115/230 

95# 

21" 


Model 

(3 Ph. only) 

Capacity 

Lifting 

speed 

F.P.M. 

Motor 

H.P. 

Voltage 

Net 

weight 

Min. 

between 

hooks 

JF-0516-3 

500# 

16 

Va 

220/440 

54# 

i 6 y 2 " 

JF-0532-3 

500# 

32 

y 2 

220/440 

60# 

1 6 y 2 " 

JF-1008-3* 

1000# 

8 

Va 

220/440 

63# 

193/4" 

JF-1016-3 

1000# 

16 

V2 

220/440 

60# 

i 6 y 2 " 

J F-1032-3 

1000# 

32 

1 

220/440 

60# 

i 6 y 2 " 

JF-2008-3* 

2000# 

8 

y 2 

220/440 

69# 

193 / 4 " 

JF-2012-3 

2000# 

12 

Va 

220/440 

64# 

17" 

JF-2016-3 

2000# 

16 

1 

220/440 

63# 

17" 

JF-4006-3* 

4000# 

6 

Va 

220/440 

74# 

2 i" 

JF-4008-3* 

4000# 

8 

1 

220/440 

74# 

21" 


* Double chained hoist, t If more than 16 feet of push-button cable is required, 
there is an additional charge for other electrical parts that must be added to 
the hoist. Maximum permissible power cable lengths any hoist 115 volts—35 
feet; 220 or 230 volts—150 feet; 440 volts—250 feet. 


Quik-lift electric hoists 



Push-button controls 
illustrated 


The Coffing Quik-Lift electric hoists 
are ideal for fast, efficient, auto¬ 
matic and effortless hoisting in both 
indoor and outdoor applications. 
All gears and drive shafts are ma¬ 
chined from solid blank steel and 
ride on sealed ball bearings for 
longer and smoother operation. 
Fool-proof safety limit switches au¬ 
tomatically stop the hoist when the 
load hook reaches the extreme top 
or bottom travel limit. Heavy-duty 
high starting torque, ball bearing 
motors are used on all Quik-Lift 
hoists. Standard Quik-Lift hoists 
have a 10 ft. lift and have hook sus¬ 
pension. However, lug suspension 
and special lifts and motors are 
available. Please write for quota¬ 
tions on special hoists. 


Model 

(3 Ph. only) 

Capacity 

Lifting 

speed 

F.P.M. 

Motor 

H.P. 

Voltage 

Net 

weight 

Min. 

between 

hooks 

*S-1 000-36 

1000# 

36 

iy 2 

220/440 

190# 

193/ 8 " 

♦S-2000-18 

2000# 

18 

iy 2 

220/440 

185# 

193/e" 

*S-2000-36 

2000# 

36 

2 

220/440 

190# 

1 93/e" 

*SD-4000-9 

4000# 

9 

iy 2 

220/440 

207# 

243/e" 

♦S-4000-18 

4000# 

18 

2 

220/440 

190# 

193/e" 

♦SD-6000-9 

6000# 

9 

2 

220/440 

217# 

24 3/e » 


* Also available with push-button controls. For push-button conrols, add letters 
"PB" at the end of the model number. Letter “D" denotes double clained hoist. 
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COFFING HOISTS 



Rated 

capacity 

tons 


Va 

Vi 


1 Vj 

2 

3 

4 

5 

6 
8 

10 

12 

16 

20 

25 


Model YCT spur gear hoists 

Coffing Model YCT spur gear hoists are sim¬ 
ilar to the Model YC hoists described in the 
next column, except that they have Timken 
bearings instead of ball bearings. Capacities 
12 through 25 tons have two hand chains. 


Rated 

capacity 

tons 

Net 

weight 

Std. 

lift 

Std. length 
of chain in 
lineal feet 
load 

hand 


Va 

67# 

8' 

9' 

16' 

Vi 

67# 

8' 

9' 

16' 

1 

93# 

8' 

9' 

16' 

iy 2 

133# 

8' 

9' 

16' 

2 

201# 

9' 

10' 

18' 

3 

189# 

10' 

24' 

22' 

4 

286# 

10' 

25' 

24' 

5 

398# 

12' 

44' 

28' 

6 

398# 

12' 

44’ 

28' 

8 

470# 

12' 

58' 

28' 

10 

560# 

12' 

72' 

30' 

12 

880# 

12' 

93' 

30' 

16 

1051# 

12' 

117' 

30' 

20 

1220# 

12' 

146' 

30' 

25 

1320# 

12' 

175' 

30' 




Chain 




Chain pull 

overhauled 


Min. dist. 

to lift 

to lift load 


bet. hooks 

full load 

one foot 


12" 


57# 

10' 


12" 


55# 

20' 


151/2" 


71# 

31' 


18" 


98# 

35' 


2i" 


102# 

42' 


251A" 


99# 

70' 


291/2" 


106# 

84' 


381/2" 


90# 

126' 


381/2" 


108# 

126' 


421 / 2 " 


no# 

168' 


491 / 2 " 


112# 

210' 


521/4" 


no# 

129' 


52 y 8 " 


112# 

172' 




115# 

215' 


587/ 8 " 


125# 

258' 



Extended hand wheel and clevis 
connected spur gear hoists 



Model YC spur gear hoists 

The Model YC spur gear hoists are made to 
give you years of service under the most 
demanding conditions. All internal moving 
parts are made of special wear-resistant 
alloy steel, all castings are made of extra 
strong malleable iron, and the hooks are 
made of drop-forged alloy steel. The load 
is held positively at all times and at any 
position. 


NOTE: Spur gear hoists are recommended for materials- 
handling applications where electricity is not available 
or where the limited use of the hoist does not warrant the 
purchase of an electric hoist. 


Rated 

capacity 

tons 

Net 

weight 

Std. 

lift 

Std. length 
of chain in 
lineal feet 



Vi 

62# 

8' 

9' 

16' 

1 

94# 

8' 

9' 

16' 

iy 2 

136# 

8' 

9' 

16' 

2 

204# 

9' 

10' 

18' 

3 

165# 

10' 

22' 

22' 

4 

240# 

10' 

22' 

22' 

5 

245# 

12' 

26' 

26' 


Rated 

capacity 

tons 

Minimum distance 
between hooks 

Chain pull 
to lift 
full load 

Chain 
overhauled 
to lift load 
one foot 

Vi 

12" 

57# 

21' 

1 

151/2" 

76# 

31' 

iy 2 

18" 

103# 

35' 

2 

21" 

112# 

42' 

3 

28" 

107# 

70' 

4 

32" 

116# 

84' 

5 

32" 

116# 

109' 





Extended hand-wheel hoists allow the operator to stand 
from 3' to 10' away from the load. Clevis connected hoists 
save from 3" to 16" of headroom by using a clevis in place 
of the top hook. 

Differential chain hoists 

Coffing differential chain hoists are lightweight and 
inexpensive. The load is held automatically at all 
times at any point. The chain cannot leave the 
sheaves because of the yoke construction. Both 
hooks swivel in any direction. Differential hoists 
are recommended for applications where lifting is 
infrequent. 


Minimum 

distance 


Chain pull 
to lift 


Chain 

overhauled 


Rated 

cap. 

tons 


Challenger spur gear hoists 

Challenger spur gear hoists are constructed of 
steel throughout, yet they are extremely light¬ 
weight. One man can easily carry a Challenger. 
The gear housing, back plate, hand wheel, and 
cover are all made of formed steel plate instead 
of the more common cast iron or aluminum. 
This gives greater resistance to shock-load 
breakage. The hooks are made of drop-forged 
alloy steel. The load is held positively at all 
times and at any position. All Challengers are 
fully warranted within rated capacity. 


Rated 

cap. 


Std. length 
of chain in 
lineal feet 


tons weight lift load-hand 

Vi 

38# 

8' 

9' 

14' 

1 

391/2# 

8' 

9' 

14' 

2 

56# 

9' 

20' 

16' 


Minimum distance 
between hooks 


Chain pull 
to lift 
full load 


Chain 
overhauled 
to lift load 
one foot 


tons 

lift 

hooks 

load 

one foot 

Vi 

U 1 / 2 " 

52# 

21' 

Vi 

7' 

21" 

112# 

24' 

1 

141/2" 

66# 

33' 

1 

8' 

26" 

189# 

30' 

2 

18i/ 4 " 

71# 

66 ' 
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COFFING 



Army type trolley hoists 

Coffing Army-Type trolley hoists are de- 
signed to combine hoist and trolley into 
one compact integral unit. This design 
permits the hoists to be used where there 
is a minimum of head-room available. 
Each unit is built individually to fit any 
specified I-beam size and is not thereafter 
adjustable to other sizes. Both hoist and 
trolley are built with Timken tapered 
bearings. By using the Army-Type hoist 
the saving in head-room ranges from 
about 12 " in the smaller capacities to 
about 27" in the larger capacities. These 
units are available with plain or geared- 
type trolleys. 


Rated 

capacity Net wt. 
tons plain 


Min. dist. Standard 

Net wt. Std. bet. hook size of 

geared lift & I-beam I-beam 


'U 

no# 


V 2 

128# 


1 

170# 

196# 

I’/j 

250# 

300# 

2 

336# 

383# 

3 

418# 

475# 

4 

534# 

630# 

5 

680# 

750# 

6 

750# 

810# 

8 

1015# 

1224# 

10 

1180# 

1298# 


8' 

ldA" 

5" 

xl 0 # 

8' 

IOI/ 4 " 

5" 

'x10 # 

8' 

IH/ 4 " 

6" 

'xl 2.5# 

8' 

13" 

7" 

'xl 5.3# 

9' 

15 i/a " 

8' 

'xl 8.4# 

10' 

18 3 / 4 " 

10' 

'x25.4# 

10' 

2 P/ 4 " 

10' 

'x25.4# 

12' 

25" 

12' 

'x31.8# 

12' 

25" 

12' 

'x31.8# 

12' 

313/e" 

1 5"x42.9# 

12' 

39" 

15' 

'x42.9# 


Low-head-room trolley hoists 



The Low-Head-Room hoists are 
similar to the Army-Type hoists de¬ 
scribed above. They allow the max¬ 
imum saving in headroom and are 
designed for applications where 
headroom is so limited that no other 


type hoist 


Std. 

lift 


8 ' 

9' 

10 ' 

10' 

12 ' 

12 ' 

12 ' 

12' 

12' 

12' 

12' 

12' 


in be used. 

Min. dist. 
between 
hook & 
I-beam 


6V 2 " 

7" 

7V 2 " 

91 / 4 " 

103/e" 

103/e" 

12" 

13" 

143 / 4 " 

153/ 4 " 

17" 

17" 


Minimum 
size of 
I-beam 


8"xl 8.4# 
8"xl 8.4# 
8"xl 8.4# 
9"x21.8# 
12"x31.8# 
12"x31.8# 
12"x31.8# 
1 5"x42.9# 
18"x54.7# 
1 8"x54.7# 
20"x65.4# 
20"x65.4# 


I-beam trolleys 

Coffing Ball-Bearing Trolleys have carburized 
and hardened wheels. Bearings are protected 
against dust and grit. Grease fittings are pro¬ 
vided. 



Rated 

capacity 

tons 

Adjustable 
for I-beams 

Vs 

3" to 10" 

1/4 

4" to 10" 

1/2 

4" to 10" 

1 

5" to 12" 

2 

6" to 18" 


Smallest 
radius 
for curve 

Net 

weight 

18" 

12# 

18" 

18# 

18" 

18# 

21" 

33# 

42" 

40# 


HOISTS 


Hoist-all 


The Hoist-All is a handy all- 
around tool. Without its stand, it 
is an efficient hoist, puller, or load 
binder. With its stand, it becomes 
a powerful high-lift jack. It can be carried in a 
tool box measuring only 4"x9"x23". 


Model 

Rated capacity 

Height of 
stand 

Standard 

lift 

HJ-1 

2,000# 

42" 

44" 

HJ-2 

4,000# 

43" 

44" 


Net 

Minimum 


weight 

head-room 


23# 

11" 



39# 

17" 



Mighty midget pullers 

The Mighty Midget Pullers give you big pulling 
power in a small package. The Model MP-5 will 
lift or pull 500 pounds, yet weighs only 6 V 2 pounds. 
The Model MP-10 will lift or pull 1,000 pounds, yet 
weighs only 9 V 2 pounds. These hoists are so small 
that they will fit into a box measuring only 
3 y 2 "x 5 "xl 3 ". The handle can be used either as a 
lever or a high-speed crank and it is designed to 
bend at a maximum safe overload. The Model MP-5 
has safety snap hooks and the Model MP-10 has 
open throat hooks. 



Min. dist. 

Rated Net Std. between 

Model capacity wt. lift hooks 


MP-5 500# 6 1 / 2 # 57" 8 1 / 2 " 

MP-10 1000# 9’/ 2 # 56 V 2 " 8 1 / 2 " 


Lbs. required on handle 
to lift rated capacity 



28# 

40# 





I-beam trolleys 

These trolleys are equipped with Hyatt 
roller bearings for smooth, easy mov¬ 
ing. They are the ideal companion for 
a Quik-Lift electric hoist or a spur gear 
hoist. Bumpers protect the wheels. 


Rated 

cap., 

tons 


Adjustable 
for I-beams 


Drop hand 
Smallest chain below 

radius beam-geared 

for curve trolley 


1 

5, 6, 7 and 8" 

21" 

8'8" 

IVj 

6, 7, 8 and 9" 

36" 

10'5" 

2 

6, 7, 8 and 9" 

36" 

10'5" 

3 

8, 9, 10 and 12" 

42" 

1 2'3" 

4 

10, 12 and 15" 

48" 

12'6" 

5 

12, 15 and 18" 

54" 

15'3" 

6 

12, 15 and 18" 

60" 

15'6" 

8 

15, 18, 20 and 24" 

63" 

1 6'3" 

10 

20 and 24" 

66" 

16'9" 


NOTE: Timken tapered bearing trolleys are also available in capacities from * 
1/4 to 25 tons. Timken bearings require approximately 50 per cent less effort jjj 
to move the trolley. * 


J 
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“BERG” CONCRETE SURFACERS 

“BERG” Concrete Surfacers are complete machines, each model consisting of a 
motor unit, flexible shaft and casing and one of the “BERG” heads, shown on the 
following page. This type of construction equipment is used for surfacing con¬ 
crete buildings, bridges, dams, walls and many other applications. 


Model A concrete surfacer 



Consisting of Model A Tool 
Head, 3-foot flexible shaft 
with casing and Model A Mo¬ 
tor Unit. Light weight, port¬ 
able, /2 h.p. universal motor, 
suspended from operator’s 
shoulder. For both D. C. and 
single phase, 60-cycle, A. C. 
circuits. Furnished for 110 or 
220 volts, as specified on 
order. 


Models Rl-A, R2-A and R4-A 
concrete surfacers 



Models Rl-A, R2-A, R4-A 


Three similar models, each 
consisting of a Right Angle 
Head, available in three 
speeds, 3-foot flexible shaft 
with casing, also Model A 
Motor Unit, as described 
under Model A Concrete Sur¬ 
facer. 


Model WA water feed concrete 
surfacer 



Model WA 


Consisting of Model W Water 
Feed Head, 3-foot flexible 
shaft with casing, also Model 
A Motor Unit, as described 
under Model A Concrete Sur¬ 
facer. 


Model A-G4 concrete surfacer 



Model A-G4 


Consisting of Model A Tool 
Head, 7-foot flexible shaft 
with casing and Model G-4 
Motor Unit. Equipped with 
1.7 h.p., 1800 r.p.m., air¬ 
cooled gasoline engine with 
gear box mounted on a chassis 
plate with swivel casters. 
Complete with muffler and 
air filter. 


Models RC1 -A, RC2-A and RC4-A 
concrete surfacers 



Models RC1-A, RC2-A, RC4-A 


Three similar models, each 
consisting of a Right Angle 
Cylinder Head, available in 
three speeds, 3-foot flexible 
shaft with casing, also Model 
A Motor Unit, as described 
under Model A Concrete Sur¬ 
facer. 


Model W-G4 water feed concrete 
surfacer 



Model W-G4 


Consisting of Model W Water 
Feed Head, 7-foot flexible 
shaft with casing and Model 
G-4 Motor Unit as described 
under Model A-G4 Concrete 
Surfacer. 


“BERG” HI - WAY SURFACERS 



Model H-8 without clutch 
Model H-10 with clutch 

The “BERG” is a fast, effi¬ 
cient, one-man machine for 
grinding uneven expansion 
joints, also for removing 
“bumps ’ and surface variations from concrete roads and 
pavements. Also used on concrete floors, airport runways, 
slabs, etc. Furnished in the two above gasoline engine 
driven models equipped with Power Take-Off feature, per¬ 
mitting attachment of a “BERG” Head with 7-foot shaft 
and casing, for surfacing walls, culverts, bridges and other 
construction. 




Attachments 


Cutter Plates 


Carbo-Flex 


Two Cutter Plates assembled 
with hardened cutters are fur¬ 
nished with each of the above 
models. The cutter plate is used 
after the concrete has set. The 
grinding action of the cutters 
produces an even surface on the 
concrete pavement. 

The Carbo - Flex Attachment 
complete with carbo disc and 
large wheels for chassis is fur¬ 
nished only when ordered. The 
Carbo-Disc is used for rubbing 
the concrete pavement the day 
after the concrete has been 
placed. 
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“BERG” HEADS 


The “BERG” heads are available in eight interchangeable models. Each complete 
concrete surfacer is equipped with one of these heads and they can also be fur¬ 
nished separately for different applications. 


Model A tool head 


Model W water feed head 



Model A 


A straight head for general 
use where dry rubbing at 
high speed is required, in 
order to quickly clean up and 
surface the concrete. Com¬ 
plete with cutter plate, carbo 
disc and accessories. Fur¬ 
nished with Models A and 
A-G4 Concrete Surfacers. 



Model W 


A low speed, right angle head for 
wet rubbing. Water valve feeds 
water on the work. Works up a 
lather on “green” concrete and rubs 
it into the pores, producing white 
finish when dry. Complete with 
guard, carbo disc, water can, hose, 
accessories. Furnished with Models 
WA and W-G4 Concrete Surfacers. 


Right angle heads 



Model R-l — 1 to 1 ratio 


Model R-2—2 to 1 ratio 


Model R-4—4 to 1 ratio 


Available in three similar models 
at different speeds, for dry rub¬ 
bing with carbo disc. Cutter 
plate can be used on Model R-l 
at high speed. Extra attachments 
available for various applications. Complete with guard, 
carbo disc and accessories. Furnished with the following 
Concrete Surfacers: 


Models R-1, R-2, R-4 


Models Rl-A, R2-A and R4-A 
Models R1-G4, R2-G4 and R4-G4 


“BERG” concrete vibrators 


Right angle cylinder heads 



Model RC-1—1 to 1 ratio 


Model RC-2—2 to 1 ratio 


Model RC-4—4 to 1 ratio 

These heads are available in 
three different speeds as indi¬ 
cated above. For use with 
carbo cylinders for rubbing 
ceilings, curved surfaces and 
Models RC-1, RC-2, RC-4 other applications. Very effi¬ 
cient on hard concrete. Complete with guard, carbo 
cylinder and accessories. 


Furnished with the following Concrete Surfacers: 
Models RC1-A, RC2-A and RC4-A 
Models RC1-G4, RC2-G4 and RC4-G4 


The following model is a 
complete Concrete Vibrator 
for the internal vibration of 
concrete. Recommended for 
walls, columns, pavements 
and other construction. It 
can be quickly converted 
Model V2-AS into a Concrete Surfacer, by 

detaching the Vibrator Unit and in place of same, 
attaching any of the “BERG” Heads recommended 
below. The Model V-2 Vibrator Unit is 2 inches diame¬ 
ter, 19 inches long. 


Model V2-AS vibrator 

A portable one-man electric motor driven model con¬ 
sisting of the Model V-2 Vibrator Unit choice of five 
or ten-foot flexible shaft with casing and the Model AS 
Motor Unit. Operates on both D.C. and single phase, 
60-cycle, A.C. circuits. Furnished for 110 or 220 volts, 
as specified on order. 

Models R-2, R-4, RC-2 or RC-4 Heads are inter¬ 
changeable with the Model V-2 Vibrator Unit, for con¬ 
verting the Model V2-AS Concrete Vibrator into Mod¬ 
els R2-AS, R4-AS, RC2-AS, or RC4-AS Concrete Sur¬ 
facers. 



ATTACHMENTS FOR “BERG” HEADS 

Name For use with 

Flexible Disc Sander Abrasive-Sanding Discs and Felt Polishing Pads 

Wire Brush Attachment Wire Cup Brushes 

Mandrel Attachment Wire Radial Brushes and Canvass Buffers 

Sanding Discs in various grits and Wire Brushes in different gauges are available. 

PIONEERS IN CONCRETE SURFACING MACHINERY 
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HOSE CONTINENTAL 

A complete line for the construction industry 


AIR HOSE 



Application— Heavy construction work. Tough, sturdy hose 
for severe operating conditions. Working pressures to 250 
psi, depending upon size and ply. Unaffected by oil, grease 
and heat. 

Construction— All neoprene. Reinforcement multiple plies 
heavy, square woven duck. Extra sturdy cover. 

Sizes— 12 inch, % inch, 1 inch, VA inch, U 2 inch, 2 inch, 
2/2 inch and 3 inch. 

Lengths— Furnished in 25- and 50-foot lengths. 



Application— For lightweight work such as air guns, vibrators 
or other pneumatic equipment with pressures up to 225 psi. 

Construction— Hand wrapped hose. Durable, oil resistant 
tube. Multiple plies of lightweight fabric reinforcement 
which combines greater flexibility with strength. Sturdy, 
abrasion resistant, rubber cover. 

Sizes— M inch, %g inch, % inch, J 2 inch, % inch. 

Lengths— Furnished in 25- and 50-foot lengths. 


SUCTION HOSE 



Application— Top grade water suction hose for heavy duty 
pumping operations where gravel, grit or sand may be 
present. 

Construction— Smooth bore, heavy, abrasion-resistant tube. 
Reinforced with high tensile, coiled wire and multiple plies 
of top quality duck. Sturdy cover made to resist scuffing. 
Sizes— 3 inch, 4 inch, 6 inch, 8 inch, 10 inch, 12 inch. 
Ordering note: Specify whether built-in nipples, straight, 
ends for couplings, or enlarged ends for customer nipples 
are desired. 



Application— Perfect for suction work where grit or gravel is 
seldom present. Very popular with contractors. 

Construction— Smooth, heavy rubber tube. Reinforced with 
wire and plies of high grade rayon fabric. Abrasion resistant, 
rubber cover. 

Sizes—1/2 inch, 2 inch, 2 12 inch, 3 inch, 4 inch, 5 inch, 6 inch. 
Lengths— Available in lengths up to 50 feet. 

«0 

10 

I'' 
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HOSE M CONTINENTAL 

A complete line for the construction industry 


DISCHARGE HOSE 



DISCHARGE 


Application-Top quality for open end discharge work on 
pumping operations involving pressures to 75 psi. 

Construction— Wrapped hose. Heavy duty, rubber tube. Mul¬ 
tiple plies of rayon fabric. Durable, rubber cover. 

Sizes— 5 inch, 6 inch, 8 inch, 10 inch, 12 inch. 

Lengths— Furnished in 25- and 50-foot lengths. 



Application-Ideal for discharge operations with pressure. 
Very good quality throughout, yet modestly priced. 

Construction— Wrapped hose. Extra heavy rubber tube with 
two plies of high strength rayon. Tough, rubber cover. 

Sizes— 1 inch, VA inch, 2 inch, 2& inch, 3 inch, 4 inch, 5 inch, 
6 inch, 8 inch. 

Lengths— Maximum lengths up to 6 inch I.D., 50 feet; 8 inch 
I.D., 30 feet. 



Application— All-purpose, discharge work on pumps. For 
either open end or operations involving back pressures to 
200 psi. 

Construction— High quality tube. Reinforced by single jacket 
of woven, top quality, long-stable cotton yarn. 

Sizes—1/2 inch, 2 inch, 232 inch, 3 inch, and 4 inch. 

Lengths— Furnished in lengths up to 50 feet. 


CRUSH-PROOF SUCTION AND DISCHARGE HOSE 



Application— Recommended where falling rocks and 
other pounding abuse crush ordinary suction hose. 
Excellent for rental equipment. May also be used 
with pressures up to 150 psi. for discharge work. 

Construction— Wrapped hose. Smooth bore, heavy duty 
tube. Carcass built with special Stycon synthetic cord 
instead of wire and multiple plies of high grade hose 
duck. Hose resumes natural shape automatically, if 
crushed. Sturdy, abrasion resistant, rubber cover. 

Sizes—1/2 inch, 2 inch, and 2/2 inch. 

Lengths— Furnished in lengths up to 50 feet. 


no 


O. B. AVERY COMPANY, INC 





































HOSE faj CONTINENTAL 

A complete line for the construction industry 


WATER HOSE 

Application— Contractor operations requiring durability and 
top quality. Working pressures to 250 psi depending on 
size and ply. A sturdy hose yet flexible and easy to handle. 

Construction— Wrapped hose. Natural rubber throughout. 
Multiple plies of highest quality hose fabric for reinforce¬ 
ment. Heavy red cover protects against abrasion and cuts. 

Sizes— % inch, % inch, % inch, 1 inch, 1)4 inch, 1& inch, 2 
inch, 2)£ inch, 3 inch, 3^ inch, 4 inch. 

Lengths— Furnished in 25- and 50-foot lengths. 




Application— Standard water hose for general contractor use. 
Working pressures to 175 psi. Serviceable, lightweight, non¬ 
kinking. 

Construction— Wrapped hose. Substantial tube. Reinforced 
by multiple plies of quality hose fabric. Wear resistant, black 
cover. 

Sizes— /£ inch, % inch, 1 inch, 1)4 inch, 1 inch, 2 inch, 
2)4 inch, 2/2 inch, 3 inch, 4 inch. 

Lengths— Furnished in 50-foot lengths. 


ROAD HOSE 



Application— High pressure, heavy-duty water hose specially 
designed for road construction and general contracting work. 
Working pressures to 400 psi depending upon size and ply. 

Construction— Wrapped hose. Tube is highest grade rubber 
specially compounded to resist water absorption. Reinforced 
with several plies rayon hose fabric. Durable red rubber 
cover. 

Sizes— 1 inch, 1)4 inch, U 2 inch, 2 inch, 2J£ inch. 

Lengths— Furnished in 25- and 50-foot lengths. 


JET HOSE 



Application— A high-pressure hose for all types of jetting 
operations. Working pressures to 400 psi. 

Construction— Wrapped hose, heavy, non-porous tube. Mul¬ 
tiple plies of highest grade, rayon hose fabrics. Sturdy, black 
cover for maximum abrasion resistance. 

Sizes— D 2 inch, 2 inch, 2M inch, 3 inch, and 4 inch. 

Lengths— Furnished in 25- and 50-foot lengths. 

Note: For jetting operations, Boss or interlocking type 
couplings should be used. 


1 1 1 
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HOSE k CONTINENTAL 

A complete line for the construction industry 

MULTI-PURPOSE HOSE 



STEAM HOSE 



Application— General construction work. Particularly recom¬ 
mended for air-operated tools. Will handle air, water, oil, 
grease, gasoline, oxygen, acetylene, propane and butane. 
Flexible, non-kinking, easy to handle. Pressures up to 300 
psi. 

Construction— Molded and braided hose. Synthetic tube. 
Reinforced with one, two or three braids of high tensile 
rayon. Durable red cover. Both tube and cover are oil, 
gasoline and grease proof. , 

Sizes— %6 inch, li inch, 5 /m inch, % inch, )£ inch, % inch, % 
inch, 1 inch, 1/4 inch, IJ 2 inch. 

Lengths— Furnished in long lengths. 


Application— Designed for handling air, water, gases and 
sprays where oil is not present. Will also handle oxygen and 
acetylene. Light and flexible. Pressures up to 250 psi. 

Construction— Molded and braided hose. Non-flaking tough 
rubber tube. Reinforced with high tensile braided rayon. 
Smooth block cover, compounded to insure maximum resist¬ 
ance to abrasion and weather. 

Sizes: inch, % inch, r )i<? inch, % inch, & inch, % inch, %. 

inch, 1 inch, 1/4 inch, IJ 2 inch. 

Lengths— Furnished in long lengths. 


Application— Highest grade steam hose for saturated steam 
pressures to 250 pounds or for superheated steam to 450° F. 
Explosion proof. Very flexible. 

Construction— Wire braid reinforcement. Rubber specially 
compounded for maximum heat resistance. Asbestos braid 
beneath cover for insulation, easier handling. 

Sizes— inch, & inch, 1 inch, 1/4 inch, U 2 inch, 2 inch. 

Lengths— Furnished in 25- and 50-foot lengths. 


Application— Excellent steam hose for general contractor 
operations. Working pressures to 100 psi. 

Construction— Wrapped hose. Heavy heat resistant tube. 
Multiple plies square woven hose duck. Layer of rubber 
between each ply. Sturdy black cover. 

Sizes— inch, % inch, 1 inch, VA inch, VA inch, 2 inch. 

Lengths— Furnished in 25- and 50-foot lengths. 
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[ROSBV-mUGHLin Fittings FOR WIRE ROPE AND CHAIN 


fa"** ® 

IROSBV 

On all wire rope fastenings use CROSBY CLIPS . . . identi¬ 
fied by the Red-U-Bolt. Grooved saddle and high wings of 
forged base hold rope securely. Hot dip galvanized. The 
only clip in all sizes, Vs inch thru 3 inch. 


[UPS 




IROSBV- 0 

inuGHiin® 

SWIVELS 


Keep kinks out—straight line pull—increase rope and chain 
life with Regular, Jaw End or Chain Swivels. Extra large 
bail for hooks, rings, etc. All drop forged steel. A and B 
in Ya to 1/2 inch sizes, C in Ya to 1 inch sizes! 


Q 

CrP 

CR05BV-LnUGHLinMl?atc4 I® 

SHACKLES 

Minimum breaking strength is six times safe working load 
of shackles with *2 to 35 ton rating, five times safe working 
load of shackles with 50 and 75 ton rating! Anchor type 
and chain type—choice of round pin with cotter, screw pin 
with eye, or safety bolt with nut and cotter. Capacities 
from J 2 to 75 tons. 

CROSBV-LRUCHLin® 

HOOKS 

Eye • Swivel 

Unconditionally guaranteed against breakage! Drop forged 
in three metals for greater capacity and job range: Pligh 
grade carbon steel, chrome-moly alloy steel and non-spark¬ 
ing bronze. Steel eye hooks, % to 40 ton capacity—steel 
swivel hooks, 1 to 60 ton capacities—bronze eye hooks up 
to 8 tons capacity. Hooks permanently identified by capac¬ 
ity. Integral cam for adding safety latch. 






[ROSBV-LRIlGHLin® 

GRAB 

HOOKS 

Eye • Clevis 



Flat grab hooks reduce kinking . . . restrict side movement 
and let hook hang straight. Three strengths for use with 
BBB, high test and alloy chain. Eye hook in all sizes, Ya to 
1 inch—clevis hook for quick replacement, all sizes from Ya 
inch to % inch. 


IROSBV-inUGHlin® 

C^a4~1?alc4 ! ® 


TURNBUCKLES 



Body resists twisting and pulling strains . . . large hex ends 
for easy take-up . . . elongated eyes and hooks, all drop 
forged. Combinations of hook, eye and jaw ends, shank 
diameters from Ya inch to 2/4 inch. Take-up ranges from 4 
inch in smallest to 36 inch in largest size. 



LOAD 

BINDERS 


Strength to break high test chain! Drop forged, heat-treated 
steel—heavy flange at leverage point prevents spreading- 
ball and socket swivels on hook assemblies permit a straight 
line pull. Four sizes with grab hooks, clevis grab hooks, or 
links only. Fully guaranteed. Ratchet type also available. 



NOTE: Complete CATALOG from your 
dealer . . . contains specifications on 
CROSBY-LAUGHLIN fittings — more than 
2000 items. 
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IROSBV® BLOCKS 



S) SNATCH BLOCKS 



IROSBV® 

CRANE 

BLOCKS 

CAPACITIES 
5 TO 80 
TONS 


A complete line of heavy duty crane blocks with minimum 
head room permit higher lifts. Heavy steel side plates 
eliminate need for cheek weights. Available with 1 , 2, 3, 
or 4 sheaves of 10 to 24 inch diameter. 



\'h 


CROSBV® 

f 

BLOCKS 

TO 3 V 2 TONS CAPACITY 


Rugged, all-purpose wire rope blocks with sturdy steel 
side plates reinforced by thick steel straps. Made with 
1 , 2 or 3 sheaves in 6 , 8 and 10 inch diameter . . . choice 
of forged swivel hook, safety swivel hook or shackle. Safe 
working load embossed on side plate to prevent overolading. 



IROSBV® 

OVERHAUL 

BALL 


. . . assures overhaul of line on hook work . . . cast iron 
ball . . . drop forged swivel hook. Available in 3, 5, 7 / 2 , 10 
and 15 ton capacities. 



IROSBV® 

UTILITY 

SHATCH 

BLOCK 


Hinged side plate easily opened, self-locking, cannot open 
accidentally. Cast steel sheave with universal groove to 
take all sizes of rope up to Bronze sheave bushing, 
pressure lubricated. Choice of 6 , 8 or 10 inch sheaves, 
drop forged swivel hook or shackle. Capacity 10 tons. 


TOGGLE 
BLOCK 

A heavy duty block specially designed for tail board use. 
Cast steel sheave for all ropes up to mounted on bronze 
bushing. Available with 6 or 8 inch sheave. Toggle pin 
included. Capacity 10 tons. 

ILffiMJS® 

HEAVY DUTY 

SNATCH 
BLOCK 

Designed for fast, efficient line changes . . . Simple turn 
of lock pin by hand opens side plate . . . cannot jar open. 
All parts drop forged, heat-treated and machined. Bronze 
or roller bearing sheaves offered in 5, 6 , 6 / 2 , 8/2 and 
10/2 inch sizes with forged hook, shackle or pin. Capacities 
from 8 to 25 tons. 






GENERAL PURPOSE 

SNATCH BLOCK 

Opened and closed in seconds without tools 
. . . ideal for heavy rigging in high and dif¬ 
ficult places. All drop forged, heat-treated 
. . . available with 4)2 inch sheaves with 
bronze or roller bearings—hook or shackle 
fitting. Capacity 6 and 9 ton. 
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LANTERNS...HIGHWAY TORCHES... 

The world’s leading specialists in Hazard Warning Lights 


Use Dietz warning lights, long burning and unfailingly reliable. Simplicity of 
regular maintenance insures maximum project protection at all times. Choose 
exactly what you want from the most complete line of kerosene torches and 
lanterns available. 

Ask for the complete Dietz catalog and the latest authoritative manual on 
Hazard Warning Lighting. 



Dietz No. 1 Little Wizard lantern 


Dietz No. 750 torch 



Latest, modem design gives extra rug¬ 
gedness, enhances appearance. “Ray- 
baked” enamel finish insures longer usage. 
Balanced draft gives perfect burning 
under all weather conditions. The best 
“Hurricane” Lantern of its kind. Low oil 
consumption provides economy 

Specifications 


Height 1 1 V 2 inches 

Fuel . Kerosene 

Burns 40 hours 

Light 6 C. power 

Globe No. 851 Little Wizard 

Burner No. 211 rising cone 

Wick . No. 1, % inch 

Finish . “Raybaked" Enamel 

Package . .12 


Dietz No. 1 00 contractor 



Broad base, low center of gravity give 
the No. 100 unusual stability in wind¬ 
storms. “Raybaked” enamel finish assures 
ling life, chip-free appearance under the 
roughest usage. Available on special 
order, use of the 221 burner provides 
unattended service over the longest 4-day 
holiday week-end. 

Specifications 


Height. . 12 inches 

Fuel .Kerosene 

Burns 75 hours 

Light ..... 6 C. power 

Globe No. 851 Little Wizard 

Burner No. 211 rising cone 

Wick No. 1, 5 /s inch 

Finish “Raybaked” enamel 

Package 12 


Dietz No. 40 TrafTic-Gard safety lantern 

Recommended for permanent traffic in¬ 
stallations or construction problems of 
extended duration. Burns about 100 
hours. Features extra-broad, non-tip base 
and low center of gravity. Finished in 
brilliant red. Exclusive Fresnal globe 
magnifies light into a far-reaching beam. 
Cool burning. Ring-type bale. Strong, 
compact, leakproof and storm tested. 
Globe has peep hole for smokeless regu¬ 
lation. 


Height . 7% inches 

Base diameter ... 7% inches 

Oil fuel . Kerosene 

Burns .. 100 hours 

Globe . No. 853, Fresnel 

Burner . No. 252 

Wick ... No. 253, % inch round 

Finish “Raybaked” Enamel 

Package . . 12 




(Weighted bottom) 

Specifications 


Net capacity 110 ounces 

Burns up to 48 hours 

Fuel ...Kerosene 

Body height . 8 inches 

Diameter 7% inches 

Burner No. 701 cam-lock 

Wick No. 3418, % inch round 

Finish “Raybaked” enamel 

Package 6 


Dietz No. 751 torch 



(Not weighted) 

Specifications 


Net capacity . 80 ounces 

Burns up to 30 hours 

Fuel . Kerosene 

Body height 4y 2 inches 

Diameter 7% inches 

Burner .No. 701 cam-lock 

Wick No. 3418, % inch round 

Finish “Raybaked" enamel 

Package .6 


Dietz No. 87 torch 



(Weighted bottom) 

Specifications 


Net capacity . 110 ounces 

Burns up to 48 hours 

Fuel .. Kerosene 

Body height 6y 2 inches 

Diameter ... 8 inches 

Burner .. . No. 870 screw type 

Wick No. 3418, % inch round 

Finish . “Raybaked” enamel 

Package ..6 



Dietz No. 96 torch 

(Weighted bottom) 

Specifications 

Net capacity 
Burns up to 
Fuel 

Body height 
Diameter 
Burner 
Wick 
Finish 
Package 


110 ounces 
50 hours 

. Kerosene 

6y 2 inches 
8 inches 
No. 960 screw type 
No. 3418, % inch round 
“Raybaked” enamel 
. 6 
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DIETZ TRANSISTORIZED HAZARD WARNING LIGHTS 


360° Lens 


Dietz No. 680 

Long distance 
warning light 
8-inch lens 

Signal time 650 hours 

Light output 60 CP 

Flash duration 12% of cycle** 

Flash rate 65 per minute 

Batteries 2 NEDA No. 6 

Bulb 1404 

Optical lens No. 4108* 

Mounting Various with V2-13 nut 

Finish Beacon yellow 

* Red lens available on special order. 

** Longer durations on special order. 


Dietz No. 600 Visi-Flash 

Rectangular Case 
Double Face 
No. 600 


Traffic cone lights 

Dietz No. 610 

Visi-Flash—double face 


Dietz No. 620 


Dietz No. 630 


Rectangular Case 


Visi-Flash—360° lens 


400 hours 

Approximately 8 beam CP on center 
Approximately 6 beam CP on center 

. .Vio second 

65 per minute 
4 flashlight “D" cells 
1850 

. Amber No. 150 

Amber No. 4097 
Amber No. 4102 
Beacon yellow 
10 


Dietz No. 685 


Work area 
protection light 


Specifications 

Signal time— 

1 battery. 750 hours 

2 batteries 1500 hours 

Light Approximately 8 beam CP on center 

Flash duration VSo second 

Flash rate. 65 per minute 

Batteries. .. 1 or 2 “lantern" 

Bulb . . 1850 

Optical lens Amber No. 150 

Optical visors. Amber No. 4097 

Mounting y 2 —13 nut 

Finish Beacon yellow 

Shipping package 10 

Shipping weight 4 pounds each 


Dietz 


Visi-Flash No. 604 

Rectangular Case, 
Double Face 


Batteries 

Bulb 

Optical lens 

Mounting 

Finish 

Shipping package 
Shipping weight 


Dietz No. 697 Visi-Flash 

Rectangular Case 
Double-Face 7-inch Lens 

(Available with Single-Face 
and Aluminum Reflector) 

Specifications 

Signal time— 

1 battery 750 hours 

2 batteries 1500 hours 

Light Approximately 16 beam CP on center 


Flash duration 
Flash rate 


Vio second 
65 per minute 
1 or 2 “lantern" 
1850 

Amber No. 4170 
V2-13 nut 
Beacon yellow 
10 

5 pounds each 


Specifications 

Signal time— 


1 Battery 

2 Batteries 


Light No. 604 . 

Light No. 620 
Flash duration 
Flash rate 
Batteries 
Bulb 

Optical lens No. 604 
Optical lens No. 620 
Mounting 

Finish No. 604 . 

Finish No. 620 
Shipping package 
Shipping weight 


. 750 hours 

1500 hours 

Approximately 25 beam CP on center 
Approximately 6 beam CP 

. Yio second 

65 per minute 

. 1 or 2 “lantern” 

1850 

Amber No. 121 

. Amber No. 4102 

y 2 -13 nut 

Beacon yellow case, black head 
Beacon yellow 

. 10 

4 pounds each 


Specifications 


Signal time 
Light No. 610 
Light No. 630 
Flash duration 

Flash rate. 

Batteries... 

Bulb 

Optical lens No. 610 
Optical visors No. 610 
Optican lens No. 630 
Finish 

Shipping package 


RED LENSES AVAILABLE ON ALL ABOVE MODELS 


Signal time 
Light output 
Flash duration 
Flash rate 
Batteries 

(not included) 2 
Bulb 

Optical lens 

Mounting 

Finish 

* Red lens available on 


130 hours 
1365 CP 
33^% of cycle 
50 per minute 

nine-volt hotshot 
89 

No. 4108 * 
Warning mast 
Beacon yellow 
special order. 
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“GJ-BOSS” ground joint female coupling, 
style X-34 

A strong, efficient coupling for 
steam, air or liquids—high or 
low pressure. Ground joint fea¬ 
ture eliminates delays due to 
replacing worn-out or lost wash¬ 
ers. Copper insert in spud fits 
rounded head of stem, forming 
Cadmium plated—rustproof perfect soft-to-hard metal seal 

that remains leakproof. Sizes 1 
inch and smaller have corrugated steel stems; sizes 1)4 inches 
and larger have malleable iron “COR-O-ZIG” stems. Furnished 
with “BOSS” offset and interlocking clamps. 

Part Nos. “GJ-BOSS” cplgs. and parts 


Cplg. Fern. 


Size 

Complete 

Stem 

Nut 

spud 

*Clamp 

Va" 

GF-2 

GBA 

BA-2 

GBC 

BD 

Vs" 

GF-4 

GCA 

CB 

GCC 

CD 

y 2 " 

GF-10 

GB-1 

B-2 

GB-3 

B-4 

Va" 

GF-35 

GB-6 

B-l 2 

GB-8 

B-9 


GF-50 

GB-11 

B 1 2 

GB-13 

B-l 4 

i %" 

GF-70 

GB-16 

B-17 

GB-18 

B-l 9 

i y 2 " 

GF-85 

GB-21 

B-l 7 

GB-23 

B-24 

2" 

GF-110 

GB-26 

B-27 

GB-28 

B-29 

2% w 

GF-130 

GB-31 

B-32 

GB-33 

B-34 

3" 

GF-150 

GB-36 

B-37 

GB-38 

B-39 

4" 

GF-190 

GB-46 

B-47 

GB-48 

B-49 

6" 

GF-210 

GB-66 

B-67 

GB-68 

B-69 



“BOSS” washer type female coupling, style W-16 



Cadmium plated—rustproof 

Furnished with “BOSS” offset 


Well known for their depend¬ 
ability and economy in every 
type of service. They are wide¬ 
ly used on high or low pressure 
steam, air and liquid lines. Parts 
are steel or malleable iron. Sizes 
1 inch and smaller have corru¬ 
gated steel stems; sizes 1)4 
inches and larger have malle¬ 
able iron “COR-O-ZIG” stems, 
and interlocking clamps. 


Part Nos. “Boss” washer type cplgs. and parts 


“BOSS” male coupling, style MX-16 



Companion coupling to the “GJ- 
BOSS” and “BOSS” female couplings 
described on this page. Used in place 
of standard iron pipe nipples, they 
eliminate the need of oversize hose. 
Coupling consists of I.P.T. male stem 
and “BOSS” offset and interlocking 
clamp. Sizes 1 inch and smaller have 
corrugated steel stems; sizes 1)4 inches 
and larger have malleable iron “COR-O-ZIG” stems. 


Cadmium plated— 
rustproof 


Part Nos. 1 

‘BOSS” male cplgs 

. and parts 


Size 

Cplg. 

Male 


in. 

complete 

stem 

*Clamp 

Va 

M-O 

MSA 

BD 

Vs 

M-3A 

MSC 

CD 

y 2 

M-5 

MS-1 

B-4 

Va 

M-15 

MS-6 

B-9 

1 

M-25 

MS-11 

B-l 4 

V/a 

M-35 

MS-16 

B-l 9 

v/ 2 

M-45A 

MS-21 

B-24 

2 

M-55A 

MS-26 

B-29 

2Vi 

M-65 

MS-31 

B-34 

3 

M-75 

MS-36 

B-39 

4 

M-85 

MS-46 

B-49X 

6 

M-95 

MS-56 

B-69 

“BOSS” 

hose mender. 

style BM-1 6 




An efficient and safe way to repair high or low pressure hose. 
Complete mender consists of mender tube and two “BOSS” 
interlocking clamps. Tube has flanges to engage clamp fingers. 
Shanks are corrugated and smoothly rounded on ends. All 
parts cadmium plated—rustproof. 


Part Nos. “BOSS” menders and parts 

Hose size Mender Tube 



Cplg. 



Fern. 


inches 

complete 

only 

•Clamp 

Size 

complete 

Stem 

Nut 

spud 

*Clamps 

y 2 

MC-1 

M-l 

B-4 

Va" 

F-2 

BA 

BA-2 

BC 

BD 

Va 

1 

MC-6 

M-6 

B-9 

Vs" 

F-4 

CA 

CB 

CC 

CD 

MC-11 

M-l 1 

B-l 4 

y 2 " 

F-10 

B-l 

B-2 

B-3 

B-4 

iy 4 

MC-16 

M-l 6 

B-l 9 

Va" 

F-35 

B-6 

B-l 2 

B-8 

B-9 

iy 2 

MC-21 

M-21 

B-24 

1" 

F-50 

B-l 1 

B-l 2 

B-l 3 

B-l 4 

2 

MC-26 

M-26 

B-29 

V/a" 

F-70 

B-16 

B-17 

B-l 8 

B-l 9 

2 y 2 

MC-31 

M-31 

B-34 

iy 2 " 

F-85 

B-21 

B-17 

B-23 

B-24 

3 

MC-36 

M-36 

B-39 

2" 

F-110 

B-26 

B-2 7 

B-28 

B-29 

4 

MC-46 

M-46 

B-49 

2 y 2 " 

F-130 

B-31 

B-32 

B-33 

B-34 

6 

MC-66 

M-66 

B-69 

3" 

F-150 

B-36 

B-37 

B-38 

B-39 





4" 

F-190 

B-46 

B-47 

B-48 

B-49 





6" 

F 210 

B-66 

B-67 

B-68 

B-69 

“GJ-BOSS” 

ground joint air 

hammer coupling 


“DIX-CO” compression grip 
high-pressure coupling 

This patented boltless coupling 
provides a streamlined, reusable 
type fitting for hydraulic control 
hose, L.P. gas systems, etc. Re¬ 
quires no alterations of the hose, 
nor special tools, for attaching, and 
can be tightened up in service. Made of steel, the “DIX-CO” 
consists of two parts—a body with hose shank and male thread 
(I.P.T.), and an outer sleeve. Only a wrench is required to 
attach this coupling for any service. Cadmium plated—rust¬ 
proof. This coupling has been tested to pressure of over 13,000 
pounds, p.s.i on ?4 inch hose. 

Part Nos. “DIXCO” cplgs. complete 

Hose size Hose size 


inches 

No. 

inches 

No. 

Va 

DO 

1 

DO-14 

Vs 

DO-1 

VU 

DO-19 

Vi 

DO-5 

iy 2 

DO-24 

Va 

DO-9 



‘Standard clamp part number shown. 

Oversize and 

undersize clamps 

available. 

Specify hose diameter. 





The strongest and most efficient 
coupling for every type of air 
and pneumatic service. In addi¬ 
tion to the ground joint feature, 
the “GJ-BOSS” has the extra 
strength provided by the strong 
malleable iron “BOSS * clamp, 
with heavily reinforced extensions 
Cadmium plated—rustproof tQ engage collar on coupling 

stem. Compact type, style XLB-61; heavy type, style XHB-72. 

Part Nos. “GJ Boss” air hammer complete cplgs. and parts 



Hose size 
inches 


y 2 

% 

Va 

i 

Hose size 
inches 


Vi 
H\ 
Va 

1 


Complete cplg. 


Style 

Female 

Male 

Stem 

XLB-61 

GBF-6 

GBM-5 

GBA-45 

XLB-61 

GBF-8 

GBM-7 

GBA-46 

XHB-72 

GBF-10 

GBM-9 

GBB-18 

XHB-72 

GBF-12 

GBM-11 

GBB-11 

Female 

spud 

Male 

spud 

Nut 

•Clamp 

GJ-65 

GJ-60 

J-47 

B-4 

GJ-55 

GJ-50 

J-47 

B-9 

GDL-8 

GDL-7 

DL-12B 

B-9 

GDL-13 

GDL-10 

DL-12B 

B-l 4 
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“GJ-DIXON” ground joint 



Cadmium plated—rustproof 

that remains leakproof. No lost 
Compact type, style XLD-41; 1 


air hammer coupling 

These couplings meet every 
condition of service on hand 
hammer and rock drills. 
Copper insert in spud fits 
rounded head of stem, form¬ 
ing soft-to-hard metal seal 
r worn-out washers to replace. 
;avy type, style XDH-52. 


Part Nos. “GJ-DIXON” air hammer 
complete cplgs. and parts 


Size 


Complete cplg. 


inches 

Style 

Female 

Male 

Stem 

y 2 

XLD-41 

GDF-6 

GDM-5 

GBA-45 

Va 

XLD-41 

GDF-8 

GDM-7 

GBA-46 

Va 

XHD-52 

GDF-10 

GDM-9 

GBB-18 

1 

XHD-52 

GDF-12 

GDM-11 

GBB-11 

Size 

Female 

Male 



inches 

spud 

spud 

Nut 

Clamp 

Vi 

GJ-65 

GJ-60 

J-47 

J-48 

Va 

GJ-55 

GJ-50 

J-47 

J-49 

Va 

GDL-8 

GDL-7 

DL-12B 

J-49 

1 

GDL-13 

GDL-10 

DL-12B 

DL-14 


“BOSS” washer type air hammer coupling 

Same as “GJ-BOSS” Air hammer couplings except seal between 
stem and spud is made with a washer. 


Tapered seat “BOSS” and “DIXON” air hammer 
couplings. Style - TS 



Available to fit hose I.D. Vi inch, % inch, and 1 inch. 

Interchangeable with Ingersoll-Rand, Gardner-Denver, and 
Midwestern Machinery tapered seat couplings and parts. 

When ordering complete couplings, specify whether Dixon 
or Boss clamps are required. 


“No 3500” and “KING” steel nipple 



#3500 Solid Male 



#3500 Solid Female 



Part Nos. “Boss” washer type 

air hammer complete cplgs. and parts 


Size 


Complete cplg. 



Female 

inches 

Style 

Female 

Male 


Stem 

Spud 

Vi 

WLB-21 

BF-6 

BM-5 


BA-45 

J-65 

Va 

WLB-21 

BF-8 

BM-7 


BA-46 

J-55 

Va 

WHB-32 

BF-10 

BM-9 


BB-18 

DL-8 

1 

WHB-32 

BF-12 

BM-11 


BB-11 

DL-13 

Size 

Male 






inches 

spud 

Nut 


Clamp 


Washer 

Vi 

J-60 

J-47 


B-4 


J-40 

Va 

J-50 

J-47 


B-9 


J-40 

Va 

DL-7 

DL-12B 


B-9 


DL-16 

1 

DL-10 

DL-12B 


B-l 4 


DL-16 


“DIXON” washer type air hammer coupling 

Same as “GJ-DIXON” Air hammer couplings except seal 
between stem and spud is made with a washer. 


Part Nos. 

“DIXON” air hammer complete cplgs. and parts 

Size 


Complete cplg. 


Female 

inches 

Style 

Female 


Male 

Stem 

Spud 

Vi 

WLD-7 

DF-6 


DM-5 

J-45 

J-65 

Va 

WLD-7 

DF-8 


DM-7 

J-46 

J-55 

Va 

WHD-9 

DF-10 


DM-9 

DL-18 

DL-8 

1 

WHD-9 

DF-12 


DM-11 

DL-11 

DL-13 

Size 

Male 






inches 

spud 


Nut 


Clamp 

Washer 

Vi 

J-60 


J-47 


J-48 

J-40 

Va 

J-50 


J-47 


J-49 

J-40 

Va 

DL-7 


DL-12 


J-49 

DL-16 

1 

DL-10 


DL-12 


DL-14 

DL-16 


“DIXON” Clamp 

Used with couplings, nipples and menders that 
do not have collar to engage clamp extensions. 
Dual gripping ridges force hose down into cor¬ 
rugations on coupling shank or stem. 

Fits hose O.D. 

Size damp Part No. From To 



King Steel 


#3500 nipples are machined from cold drawn steel bar-heat 
treated after machining. All sizes have deeply corrugated 
shanks with smoothly rounded ends. Style #3500 nipple has 
collar back of hex portion to engage extended fingers of “BOSS” 
or “AIR KING” clamp. The “KING STEEL” nipple is made 
from smaller hex bar and has no collar. The “DIXON ’ clamp 
is recommended for application of “KING STEEL nipples. 


Hose IPT 

size size 

inches inches 


Part No. 
‘‘^3500” 
solid 
male 


Part No. 
“it 3500” 
solid 
female 


Part No 
“King 
Steel” 


Va 

V4 

Va 


3 /s 


y? 
y 2 
y2 
y2 

Va 

3 /4 

1 


y 8 

v4 
% 
Va 
% 
% 
Va 
% 
Vi 
Va 
Vi 
% 
Va 


3501 

3502 

3542 

44P4 

3504 

3505 

3545 

44 P6 
44P10 

3506 

3546 

44P11 

3508 


44P12 

3509 


44P20 

3510 

3550 

44P21 

3512 

3552 

44P22 

351 1 

3513 

3514 

3554 

44P30 

44P31 

3516 

3518 


44P41 


“DIXON” swivel connection (For air and liquid Service) 

Turns freely under pressure and, as 
hose is handled, remains leakproof 
under all normal service conditions. 
Furnished in cadmium plated steel, 
with standard iron pipe thread each 
end. No parts to get out of order. 

Prevents twisting, kinking 

Part Nos. “DIXON” swivel connections 

Size No. 



Cadmium 

Vi" 

J-48 

'Vu" 

iy 8 " 

Va" M x Va" F 

plated— 

Va" 

J-49 

iyu" 

1*4" 

%" M x %" F 

rustproof 

Vi" 

J-49-X 

1 %" 

1 %" 

Vi" M x Vi" F 


1" 

DL-14 

1*4" 

U*4" 

u_ 

X 

5? 


SV-5 

SV-10 

SV-20 

SV-26 
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“AIR KING” quick-acting hose coupling 



The “AIR KING” will reduce 
operating costs on every job 
requiring quick connection. In 
addition to this quick-acting 
feature, a patented safety de¬ 
vice may be used to lock the 
two heads together by means 
of cotter pin, nail or wire. The 
heads or locking ends are iden¬ 
tical for all sizes of hose or 
threaded ends, permitting the 
coupling of any two sizes of 
hose within the “AIR KING” 
hose end range, or coupling to 
any pipe up to 1 inch by use of 
threaded connections. 

The “AIR KING” is made to 
sizes - established standards for cou¬ 

plings of this type and inter¬ 
changeable with other similar makes. Triple connections and 
blank ends also available. Style AKB—bronze. Style AKM— 
malleable iron, cadmium plated. 


Four-Lug style head inter¬ 
changes — Hose and female 
I.P.T. ends l 1 //', I 1 /*" & 2" 


Part Nos. “AIR KING’’ ends—malleable iron and bronze 



14" 

%" 

w 

3 4" 

Hose ends— 





M.I.. 


AMH 

AM-1 

AM-6 

Bronze 


ABH 

AB-1 

AB-6 

Male I.P.T. ends— 




M.I. 

AMB-l 

AMB 

AM-2 

AM-7 

Bronze 

ABB-1 

ABB 

AB-2 

AB-7 

Female I.P.T. 

ends— 




M.l. 

AMC-1 

AMC 

AM-3 

AM-8 

Bronze 

ABC-1 

ABC 

AB-3 

AB-8 

Blank end— 





M.l. 

AM-0 

AM-0 

AM-0 

AM-0 

Bronze 

AB-0 

AB-0 

AB-0 

AB-0 

Triple connection— 




M.l. 

AM-10 

AM-10 

AM-10 

AM-10 

Bronze .... 

... AB-10 

AB-10 

AB-10 

AB-10 



1" 

1 14 " 

1 y 2 " 

2" 

Hose ends— 

M.l. 

Bronze 

AM-11 

AB-11 

AM-16 

AB-16 

AM-21 

AB-21 

AM-26 

AB-26 

Male I.P.T. ends 

M.l. 

AM-12 




Bronze 

AB-1 2 




Female I.P.T. ends— 

M.l. AM-13 

Bronze AB-13 

AM-18 

AB-18 

AM-23 

AB-23 

AM-28 

AB-28 

Blank end— 

M.l. 

AM-0 




Bronze 

AB-0 




Triple connection— 

M.l. AM-10 




Bronze . 

AB-10 





Washers for air or water (packed 50 in a bag). Part No. AWR-4— 
Fits couplings %" through 1". 

Washers for steam or oil (packed 50 in a bag). Part No. AWS-6— 
Fits couplings %" through 1". 

Washers for four-lug cplgs.—for air, water and oil, Part No. AWR-14— 
Any quantity furnished. 


“DIX-LOCK” air hose coupling 


Quick acting 



Streamlined 



Hose ends 
coupled 



Male head x hose end Female head x hose end 

Also available Female Head x Female I.P.T., Female Head x 
Male I.P.T., Male Head x Female I.P.T., Male Head x Male 
I.P.T. 

A convenient, modem coupling, light in weight but excep¬ 
tionally strong and durable. Quick-acting principle makes it 
especially efficient and economical for every kind of air and 
pneumatic service. Press two fittings together, give a quarter 
turn and connection is made. To uncouple, pull back sleeve 
manually and coupling will unlock by a quarter turn. Com¬ 
pletely streamlined—smooth exterior approximates outside diam¬ 
eter of hose. Interchangeable with couplings of the Bowes type. 

All “DIX-LOCK’’ ends furnished in two styles: 

Style DKS-STEEL and DKB-BRASS 
in the following combinations: 


Male head x hose end . %, ^/i, 3 4 

Female head x hose end. %, y 2 , 3 4 

Male head x male IPT . %, y 2 , 3 4 

Female head x male IPT . %, y 2 , 3 4 

Male head x female IPT . %, Vh 3 4 

Female head x female IPT %, y /i, 3 4 


NOTE: Extra gaskets for replacement in female head units— 
Part No. QBM-2 


“AIR KING” clamp 

The “AIR KING” clamp has been especially 
designed for the “AIR KING” coupling. It 
is heavily reinforced where needed to insure 
a compact clamp of outstanding strength, 
yet light in weight. Extended fingers on 
clamp engage collar on coupling stem. 
Malleable iron anchoring securely to hose and eliminating 

cadmium plated all possibility of leaks or blow-offs under 

rustproof highest air pressures. 



Table of sizes and part Nos. 


Size 

Part 

No. 

From 

Fits hose O.D. 

To 

%" 

CD 

3 4" 

7 /s" 

y 2 " 

A-4 

1" 

iyu" 

3 4" 

A-9 

F/s" 

iy,*" 

7 /s" 

A-l 0 

I?,*" 

iy 2 " 

1" 

A-14 

iy 2 " 

1 %" 


“BOSS” self-honing air valves 



Strong, durable, compact valves that will 
take plenty of punishment in service. Self- 
adjusting, quick-opening, full-flow. Bronze 
plug automatically honed to perfect seal 
against harder metal of valve body. 

Part Nos. “BOSS” valves 

Male Female Female 

both both both 

Size ends ends Size ends 


%" 


V-l 

F4" 

v -99 

3 /s" 


V-ll 

1 y 2 " 

V-119 

y 2 " 

V-22 

V-33 

2" 

V-l 39 

3 4" 

V-44 

V-55 

2y 2 " 

V-250 

1 " 

V-66 

V-77 

3 " 

V-300 


HYDRAULIC NEEDLE TYPE VALVES 

Available in and 3 /s" sizes. 
Specifications supplied upon request. 
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“KING” shank coupling—for suction and water 
hose 



Heavy pattern illustrated 


Made to assure absolute uniformity 
in dimensions, threading and quality. 
Two patterns, heavy and regular, in 
a variety of styles for every service 
requirement. 

Shanks have clean, well defined 
corrugations for extra holding power. 
Female has recess for washer. 


Heavy pattern couplings have ample shank length for two 
clamps. Swivel nuts are heavy and both male and female 
couplings have pin lugs. 

Regular pattern couplings are of excellent weight for the 
smaller sizes of hose. Pin lugs on female only except 3-inch 
style B-9S, which has lugs on both male and female. 


“KING” combination nipple 

Pipe thread nipples for straight end hose 

The “KING” combination nip¬ 
ple is ideal for use where an 
iron pipe nipple is required. 
The need for enlarged end hose 
is eliminated because the shank 
of this nipple will fit straight 
end hose. For example: A 2- 
inch “KING” nipple will fit a 
2-inch I.D. hose and has 2-inch male I.P.T. 

Style “KS” nipples give complete freedom from porosity. 
A tubular steel product of our own swaging process, they are 
precisely threaded and cleanly corrugated. 

Schedule of styles and part Nos. 



Schedule of sizes and styles available 


Pattern 

Style 

No. 

Description of 
style—See note 
below 

Sizes 

available 

inches 

Regular 

M-3 

* 

1 i/ 4 ,iy 2 ,2,2y 2 

Regular 

M-4 

* * 

1 , 11 / 4 , 11 / 2 , 2 , 21/2 

Regular 

MB-3 

~b 

11/4,11/2,2,21/2 

Regular 

MB-4 

++ 

11/4,11/2,2,21/2 

Regular 

B-9S 

+++ 

11/4,11/2,2,21/2,3 

Heavy 

M-45 

* 

3, 4, 5, 6, 8 

Heavy 

M-55 

* * 

3,4,5, 6, 8 

Heavy 

MB-45 

+ 

3,4, 5,6, 8 

Heavy 

MB-55 

4—b 

3, 4, 5, 6, 8 

Heavy 

B-66 

+++ 

3,4, 5,6, 8 

* 

All malleable iron- 

—plain finish. 


* + 

All malleable iron- 

—cadmium plated. 



-f- Malleable iron shanks—plain finish with brass pin—lug nut. 
-|—f- Malleable iron shanks—cadmium plated with brass pin— 


lug nut. 

-|—|—b All brass. 


Size 

inches 

Style KS 
plain 
steel 

Style KSC 
steel 

cad. plated 

Style 

KCB 

brass 

y 2 

ST-1 

ST-1C 

IB 1 B 

3 /4 

ST-5 

ST-5C 

SZ-5B 

1 

ST-10 

ST-10C 

SZ-10B 

1% 

ST-15 

ST-15C 

SZ-15B 

iy 2 

ST-20 

ST-20C 

SZ-20B 

2 

ST-25 

ST-25C 

SZ-25B 

2y 2 

ST-30 

ST-30C 

SZ-30B 

3 

ST-35 

ST-35C 

SZ-35B 

4 

ST-40 

ST-40C 

SZ-40B 

5 

ST-50 

ST-50C 

SZ-50B 

6 

ST-60 

ST-60C 

SZ-60B 

8 

ST-70 

ST-70C 

SZ-70B 

10 

ST-80 

ST-80C 

SZ-80B 


King nipples also available with grooves of “Victaulic Type” in place 
of iron pipe thread. 


“KING” single bolt hose clamps 

Malleable Iron—Cadmium plated, or brass 



Tongue is the full width of the clamp, pre¬ 
venting buckling, and assuring a perfect 
seal. Ears for vise jaws are also full width- 
no danger of bending, shearing off, or vise 
jaws slipping out when pulling up. It han¬ 
dles, with equal facility, hose with heavy or 
light walls. The economical clamp wherever 
shank couplings or nipples are used. 


“KING” double bolt hose clamps 

Malleable Iron, cad. plated, or brass 

O A two-bolt, super-strength clamp with the 
exclusive feature of quadruple take-up. Eas¬ 
ily and quickly attached, it effects a perfect 
seal on hose, whether light or heavy wall. 

Extra long double tongue saddles provide 
a solid surface for half sections of clamp 
to slide upon, with no danger of bending 
or breaking bolt lugs or buckling saddles. Pressure is evenly 
distributed over entire circumference of hose. 


Schedule of sizes and dimensions 

Fits hose O.D. 


Fits hose O.D. 


Schedule of sizes and dimensions 

Fits hose O.D. 


Fits hose O.D. 



From 

To 


From 

To 


From 

To 


From 

To 

No. 

inches 


No. 

inches 


No. 

inches 


No. 

inches 


2 

7 /s 

1 

16 

2 3 /s 

21/2 

400 

372 

4 

818 

71i/,6 

87,6 

3 

% 

iy 8 

17 

2'/i 

2% 

463 

47,6 

47,6 

875 

81/4 

87s 

4 

f/h 

ly,* 

18 

2% 

2 Vs 

525 

47,6 

5 

988 

siy,6 

97s 

5 

iy 32 

iy 4 

19 

2 Vs 

3i/i6 

550 

5 

572 

1125 

9’y,6 

11 3 / 8 

6 

iy» 

1 3 /s 

20 

31/u 

31/4 

600 

572 

67,6 

1275 

117,6 

13 

7 


l ? /l6 

21 

31/4 

3 7 /l6 

675 

678 

67s 

1450 

137,6 

15 

8 

l 7 /,6 

1’/l6 

22 

3 7 /, 6 

3% 

769 

6iy, 6 

7Vs 

1700 

157,6 

1774 

9 

1% 

l"/l6 

23 

3% 

313/16 







10 

1 2, /32 

l 3 /4 

24 

3^,6 

41/8 







11 

12 

1% 

1 7 /b 

1 Vs 

2Vn 

25 

26 

41/8 

41/4 

47,6 

41/2 

“D:XON” industrial water hose coupling 


13 

2 

2 Vs 

27 

4 7 /,6 

4% 




Extra long, 

deeply corrugated 

14 

2Va 

2% 2 

27X 

4% 

478 




shanks. All parts machined from 

15 

2'A 

2 % 

28 

4 7s 

51/4 

vnonii 


cold drawn 
rustproofed. 

steel bar, thoroughly 
Large, perfectly 

“DIXON” water 

needle valve 

, style WV-38 





smooth bore end — no 

flow- 


For accurate water control on wet rock drills. 

Valve body and bonnet machined from cold- 
drawn steel bar. Steel stem and needle. Brass 
seat (not fibre). Handle permanently riveted to 
valve stem. Valve may be repacked without 
removing handle. Threaded each end with %-inch standard 
taper female I.P.T. All steel parts Cadmium plated. 

Part No. “Dixon" water needle valve—WV-38 



restriction. 

Schedule of sizes and thread combinations 


Hose size 
inches 


Garden hose thread 
set part No. 


Iron pipe thread 
set part No. 


% 

% 

Vs 

% 


MLS-3 

MLS-5 

MLS-8 

MLS-11 


MLS-7 

MLS-9 

MLS-10 
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FEATHERWEIGHT 


• For ordinary digging 

• Digging power built right in 

• Always takes a full bite 



Call Mission 5-1810 
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■maha 

DRAGLINE BUCKETS 


STANDARD 


• For all-around digging 

• Longer built-in life 

• Lower field expenses 




• built for the tough jobs 

• Delivers a larger output 

• Larger fittings over all 


HEAVY DUTY 


PAYS YOU 
WAYS! 


s 


LOWER ORIGINAL COST 
LOWER OPERATING COST 
LONGER LIFE 



SIZES AND COMPLETE 

WEIGHT 


L. 
Size, 
Cu. Yd. 

C. R. 

Weight 

Featherweight 

Size, 

Cu. Yd. Weight 

Standard 

Size, 

Cu. Yd. Weight 

Heavy Duty 

Size, 

Cu. Yd. Weight 

M ... 

.1120 



M - 

.1200 



% ... 

.1150 



% .. 

.1300 



i/ 2 ... 

.1260 

1/2 ... 

1450 

1/2 .. 

.1600 



% - 

.1455 

% — 

1720 

% •• 

.1750 



% ... 

.1600 

% ... 

.1820 

% .. 

.1850 

% - 

.2300 

1 

.1870 

1 

.2300 

1 

.2450 

1 

.2800 

1% - 

.1980 

1V4 ... 

.2600 

1% - 

.2800 

1V4 

.3100 

IV 2 ... 

.2585 

IV 2 ... 

.2900 

iy 2 .. 

.3100 

IV 2 - 

.3400 

1 % .. 

.2890 

1% 

.3200 

1 % .. 

.3500 

1% - 

.3850 

2 

.3180 

2 

.3650 

2 

.4000 

2 

.4400 

2 % -. 

.3430 

2% ... 

.3750 

21/4 .. 

.4600 

2 % ... 

.5100 

2V 2 ... 

.3780 

21/2 ... 

.4300 

2 y 2 .. 

.5400 

2 % - 

.5700 

234 ... 

.3970 

23/ 4 ... 

.4600 

23,4 .. 

.5800 

23,4 ... 

.6100 

3 

.4240 

3 

.4700 

3 

.6000 

3 

.6400 

3 % .... 

.4330 

3M ... 

.4800 

3V 4 .. 

.6300 



31/2 ... 

.4480 

31/2 ... 

.6000 

31/2 .. 

.7100 

31/2 - 

.7500 

33/ 4 ... 

.4735 

33/4 ... 

.6350 

3% .. 

.7400 

334 ... 

.7800 

4 

.4985 

4 

.6550 

4 

.8000 

4 

.8500 

Weights and specifications 

on larger 

or intermediate sizes upon 

request. 


All weights subject to variance of 5% plus or 

minus. 



O 

to 


to 

(0 
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DUFF-NORTON LIFTING JACKS 


SPEED CONTROLLED JACKS 


PUSH AND PULL JACKS 


r Large head — Foot lift — 35-50-100 
tons. High-speed, self lowering. Fur¬ 
nished with steel operating lever-pry 
bar 1% inch x 50 inches for 35 ton; 
others with 1%6 inch x 60 inch levers. 
Small head —75-100 tons. High¬ 
speed, self lowering. Furnished with 
steel operating lever-pry bar l%e inch 
5265-BB x 60 inches. 



7263-C 


Jack 

No. 

Capacity 

Tons 

Height 

Inches 

Raise 

Inches 

Base 

Diam. 

Inches 

Head 

Diam. 

Inches 

Foot Lift 
Height 
Inches 

Weight 

Pounds 

3265- BB 

35 

26 

14 

12 

6/4 

31/4 

178 

5265-BB 

50 

26 

14/ z 

14 

10 

4% 

292 

1265-BB 

100 

26 

12 

131/4 

10 

4i/ 2 

412 

7263-C 

75 

26 

14 

131/4 

61/4 


383 

1263-C 

100 

26 

13/ 2 

13 J /4 

7Vi 

— 

402 


MOTOR ATTACHMENT 



828 

Equipped with hinged hooks. 
Widely used in construction 
work, in industrial plants and 
railroads, for straightening and 
aligning works. Two models, 8 
and 10 ton capacities; 28 inch 
and 40 inch in length. 



Designed for pushing apart or 
pulling together structural mem¬ 
bers, walls, machinery and equip¬ 
ment. Available in 10 and 15 
ton capacities; 24 inches, 28 
inches and 38 inches in length. 


Jack 

No. 

Capacity 

Tons 

Diameter 
of Screw 
Inches 

Length 

Overall 

Inches 

Weight 

Pounds 

1024 

10 

2 

24 

46 

1029 

10 

2 

28 

50 

1538 

15 

2/2 

38 

97 

• 828 

8 

1/2 

28 

55 

*1040 

10 

VA 

40 

70 


Macks listed above are standard. However, this type jack can be 
furnished in greater lengths. Price on request. 


571-MA — Converts all speed controlled 
self-lowering jacks to motor operation by 
use of rotary air or electric drill motors. 

(1 y 2 inch to 2 inches drill size). When 
ordering, specify by model number which 
Duff-Norton jack is to be converted. 

BELL BASE SCREW 
JACKS 

Easy-operating, safe, sturdy jack screws with an 
extra heavy base, solid all the way around to 
prevent mud and sand from entering the jack 
mechanism. One-piece selected steel screw has 
drop-forged steel head fittd with serrated steel 
top. Capacities 12 to 20 tons; closed heights 
10% inch to 15% inch; raises 6 inches to 9 
2X12 inches. 




TRAVERSING JACK 



825 


S-825 — Capacity, 35 tons; height, 24 
inches; raise 10 % inches; horizental 
travel, 12% inches; base, 9V4 inches x 
22% inches; head diameter, 4% inches; 
weight, 139 lbs. 

A strong horizontal load-moving jack 
for derailing railway locomotives and 
cars, and for rigging and industrial ser¬ 
vice where combined horizontal moving 
and lifting are required. Steel operating 
lever l%e inch x 54 inches long, is also 
a carrying handle. 



1001 

For bracing the sheeting which forms the sides of trenches of 
various sizes. Two-way lever nut regularly furnished. Three- 
way nut, for working in close quarters where a two-way nut 
cannot be used, may be furnished alternately at no extra 
cost. Available in lengths (closed) from 16 inches to 60 inches. 


MINE ROOF and TIMBERING 
JACKS — FITTINGS 



MR-8 


For cross timbering, mine roof support, and 
protection of working face area. Standard 
type (left) available as complete unit in 8 
and 16 ton capacities; heights from 30 
inches to 72 inches. Tailor-made type 
(right) includes top and base fittings which 
attach to 2 inch pipe, cut to required height 
on the job; 8 and 16 ton capacities — pipe 
not furnished. 



MR-80 



126-RX 


AIR MOTOR JACKS 

Screw jacks operated by rotary air 
motor—save time and labor—lower 
operating costs. Will not exceed safe 
limit of raise, lower automatically. 
One man can operate two jacks 
simultaneously by means of “Y” con¬ 
nection. The “Y” consists of two 
20-ft. sections of % inch hose with 
necessary ends, couplings, clamps and 
“Y” valves. Available at extra cost. 


Jack 

No. 

Capacity 

Tons 

Height 

Inches 

Raise 

Inches 

Base Dia. 
Inches 

Head Dia. 
Inches 

Weight 

Pounds 

228-R 

20 

18 

18 

12 

4 

238 

326-R 

35 

26 

141/4 

14 

4 

258 

528-RX 

50 

28 

17 

14 

5 

370 

536-RX 

50 

36 

25 

15 

5 

425 

126-RX 

75-100 

26 

131/4 

13 

6/8 

448 

144-RX 

75-100 

44 

30 

18 

6/8 

530 



GOVERNOR- 
CONTROLLED JACKS 

Governor-controlled, self-lowering — these 
jacks will not twist under load, will not 
exceed safe limit of raise. Furnished with 
steel operating lever. 


2825 


Jack 

No. 

Capacity 

Tons 

Height 

Inches 

Raise 

Inches 

Base Dia. 
Inches 

Head Dia. 
Inches 

Weight 

Pounds 

2825 

25 

28 

15/4 

12 

4 

175 

2835 

35 

28 

15/4 

12 

4 

190 

2650 

50 

26 

13/2 

14 

5tt 

238 

2850 

50 

28 

15/z 

14 

5/2 

240 


Call Mission 5-1810 
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DUFF-NORTON 

RAM-PAC HYDRAULIC RAMS 



RC-20-H-11.7 RC-1O-H-4.5 RC-30-H-4.5-2 

1 2 Rams — 10 to 100 tons capacity 


The Duff-Norton Ram-Pac line of twelve rams has been de¬ 
signed to give you more travel for the same closed height 
than other rams now available. They also have fewer parts 
which reduces maintenance. All rams are made of high- 
strength material. The AH Model rams feature a special 
bleeder valve which locks the load and makes it possible to 
lower load at the ram. “Grit Guard” eliminates danger of 
foreign material entering ram. 


Model No. I 

Ca¬ 

pacity 

(Tons) 

Closed 
Ht. (In.) 

Ex¬ 
tended 
Ht. (In.) 

Base 

Size 

(In. Dia.) 

Plunger 
Dia. (In.) 

Oil 

Capacity 
(Cu. In.) 

Weight 

(Lbs.) 

Working 

Pressure 

(PSI) 

RC10H4.5 

10 

4ft 

5> S /l6 

w/head 

7ft 

8 13 /i« 

w/head 

2ft 

1ft 

7.22 

5ft 

9650 

RC10H11 7 

10 

11 1 Vis 

17 ft 

2ft 

1ft 

16.25 

lift 

9650 

RC2QH11.2 

20 

lift 

16 ft 

3ft 

2 2 /l6 

39.25 

21ft 

9050 

RC30H4.5-2 

30 

A V 2 


3ft 

2ft 

16.25 

13ft 

9250 

RC30H10 

30 

10 

16 

4 

2ft 

52.25 

27 

9250 

RC50H4.7 

50 

4ft 

6ft 

5 

3ft 

24.4 

25 

9055 

RC50H11 

50 

11 

17ft 

5 

3ft 

92.77 

49ft 

9055 

RC100H11 

100 

11 

16 

7 

4 u /l6 

144.4 

95 

9695 

30AH7.5 

30 

7 VS 

11 

5 x 7 

4ft 

25 

36 

8400 

30AH10 

30 

9ft 

15ft 

5 x 7 

4ft 

43 

46 

8400 

30AH14.5 

30 

14ft 

24 ft 

5 x 7 

4ft 

75 

60 

8400 

30AH28 

1 30 

28 

48 

8 x 11 

4ft 

143 

146 

8400 


RAM-PAC PUMPS 


5 Models — 2 hand — 3 power 

HP-50 single-speed and HP-150 two-speed hand pumps re¬ 
quire less effort and fewer strokes because of a high mechani¬ 
cal advantage and longer plunger stroke per inch of rise. 
HAP-200 — Ram-Pac air hydraulic pump actuated by air 
pressure of 85 to 110 psi with only 15 cu. ft. of air per 
minute. 

HEP-250 — Ram-Pac electric pump is driven by 3 4 HP 115- 
250 volt motor. Designed for fast operation of all Ram-Pac 
Rams. 

HGP-250 — Ram-Pac gasoline pump is powered by a 2-BHP 
gasoline engine. Pump portion of the unit identical with 
HEP-250. 




Pump 

Model 

No. 

Oil 

Cap. 

(Cu. In.) 

Max. 

Working 

Pressure 

(PSI) 

Handle 

Length 

Inches 

Length 

Inches 

Width 

Inches 

Height 

Inches 

Weight 

Pounds 

HP-50 

50 

10,000 

20 

24 

5ft 

5ft 

12ft 

HP-150 

150 

10,000 

20 

25 

7 

7 

28 

HAP-200 

231 

10,000 

— 

— 

23x20 with buggy 

48 with buggy 

160 

HEP-250 

346.5 

10,000 

— 

— 

10ft Dia. 

18ft 

100 

HGP-250 

346.5 

10,000 

— 

— 

10ft Dia. 

19 

91 


COMPLETE RAM-PAC UNITS 


Each Ram-Pac unit includes a ram, ram half quick connect 
coupling, six feet of high pressure hose, hose half quick con¬ 


nect coupling and pump. 
PR-10-H-4.5 — Low height, 
10-ton unit 

PR- 10-H-11.7 — Ten-ton unit 
PR-20-H-11.2 - Twenty-ton 
unit 


PR-30-H-4.5-2 — Low height, 
30-ton unit 

PR-30-H-10 — Thirty-ton unit 
PR-50-H-4.7 - Low height, 
50-ton unit 

PR-50-H-11 — Fifty-ton unit 


HY-POWER HYDRAULIC JACKS 



All 3 to 12 ton models 
(left) have extension 
screws which can be run 
up by hand to load 
height. 30-H-ll, 50-H- 
12 and 100-H-12 models 
have dual pumps—which 
bring head quickly to 
load height. 


12-H-9 



50-H-12 


Jack 

No. 

Ca¬ 

pacity 

Tons 

Closed 

Height 

Inches 

Power 

Raise 

Inches 

Exten¬ 

sion 

Screw 

Total 

Height 

Inches 

Head 

Diam. 

Inches 

Base 

Size 

Inches 

Handle 

Length 

Pounds 

Weight 

Pounds 

3-H-9 

3 

8ft 

6 

3ft ' 

18 

1ft 

3ft x6ft 

33 ft 

13 

5-H-9 

5 

9 

6ft 

4' 

19ft 

1ft 

4ft x7ft 

33 ft 

19 

8-H-9 

8 

9 

6ft 

4ft ' 

19ft 

1ft 

4ft x7ft 

33 ft 

22 

12-H-9 

12 

9ft 

5ft 

3ft' 

18 

1ft 

4ft x8ft 

23 ft 

28 

20-H-11S 

20 

10ft 

7ft 

None 

18ft 

2ft 

5ft x7 

23ft 

40 

25-H-7.5 

25 

7ft 

4 

None 

lift 

2ft 

5x7 

27 ft 

35 

26-H-9.3 

25 

9ft 

6 

None 

15ft 

2ft 

5x7 

27 ft 

38 

30-H-ll 

30 

11 

7 

None 

18 

3 

6x8ft 

20 

66 

35-H-7.7 

35 

7ft 

4 

None 

lift 

2ft 

6x8 

23ft 

51 

35-H-9.7 

35 

9ft 

6 

None 

15ft 

2ft 

6x8 

23ft 

55 

50-H-12 

50 

12 

7 

None 

19 

3ft 

7ft xlO 

20 

123 

100-H-12 

100 

12 

6ft 

None 

18ft 

5 

9ft x 12 

20 

225 


RATCHET LOWERING JACKS 

Capacities from 5 to 20 tons. 

All 5-ton models (left) fur¬ 
nished with double round 
sockets and steel operating 
lever 1 inch x 30 inches long; 

10-ton (right) and 15-ton 
models have lever 1 V\ inch 
x 62 inches long; 20-ton jack 
has single round socket and 
steel operating lever IV 4 inch 
x 62 inches long. 




Jack 

No. 

Capacity 

Tons 

Height 

Inches 

Raise 

Inches 

Base 

Inches 

Head 

Inches 

Foot Lift 
Height 
Inches 

Weight 

Pounds 

514-MT 

5 

14 

7ft 

5ft x7 ft 

2ft x2ft 

1ft 

31 

516-MT 

5 

16 

9ft 

5ftx7ft 

2ft x2ft 

1ft 

34 

521-MT 

5 

21 

14ft 

5ft x7ft 

2ft x2ft 

1ft 

41 

1017 

10 

17ft 

9 

7x10ft 

3x3 

2ft 

55 

1020 

10 

20 

10ft 

7x1 Oft 

3x3 

2ft 

59 

1022 

10 

22 

12ft 

7x 1 Oft 

3x3 

2ft 

65 

1522 

15 

22 

lift 

8x11 

3x3ft 

2ft 

82 

1528 

15 

28 

17ft 

8x11 

3x3 ft 

2ft 

96 

2028 

20 

28 

18 

8x11 

3x3 ft 

2ft 

103 


GEARED RATCHET 
LOWERING JACK 

29-A — Capacity, 25 tons; height, 27 3 A 
inches; raise, 15inches; base diameter, 

12 inches; head, 3V2 inches x 3 % inches; 
weight, 170 lbs. Single acting. All gears and 
moving parts are machine cut and heat 
treated. Furnished with round wooden 
operating lever 3Vi6 inches x 66 inches 
long. 

29-A 

4-WAY RATCHET 
LOWERING JACK 

1523 — Capacity, 15 tons; height 23 
inches; raise, 12 V 2 inches; base IVz 
inches x l() 3 /4 inches, head 2 3 4 inches 
x 4 inches; weight, 70 lbs. Furnished 
with steel operating lever 1 inch 
x 60 inches long. 

1523 
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LIFTING JACKS 


CABLE REEL JACKS 


520-CR — Screw jack for reels 42 inches to 60 inches dia. 
530-CR — Screw jack for reels 60 inches to 90 inches dia. 
524-MCR Ratchet jack for reels 20 inches to 60 inches dia. 
— Furnished with double round sockets and steel operating 
lever 1 inch x 30 inches. 

1030-CR — Ratchet jack for reels 20 inches to 84 inches dia. 
Furnished in left and right hand pairs, single round sockets 
with operating levers \Vi inch x 60 inches. Solid oak “T” 
frame base. 

1022-CR — Ratchet jack for reels 25 inches to 90 inches dia. 
Furnished with single round socket and steel operating lever 
IV 4 inch to 60 inches. 



Jack 

No. 

Capacity 

Tons 

Height 

In. 

Raise 

In. 

Base 

Inches 

Weight 

Pounds 

520-CR 

5 

20 

11/2 

12/2 x 26 5 /g 

66 

530-CR 

5 

30 

16/2 

15/4 X 39/2 

90 

524-MCR 

5 

23K 

14 

8/4 x 18 

68 

1030-CR 

10 

30 

14 

— 

112 

1022-CR 

10 

38 

12 

9% x 24 

103 


530 CR 





524-MCR 


1030-CR 


1022-CR 


W TRACK JACKS 

|rkjAll genuine Barrett track 
jacks are furnished with 
single square socket 
without lining bar. 
Round socket and wood- 
en operating lever may 
be furnished ( 2 7 /\q inches 
x 48 inches long) at ex- 

117 


Jack 

No. 

Capacity 

Tons 

Height 

Inches 

Raise 

Inches 

Base 

Inches 

Head 

Inches 

Foot Lift 
Height 
Inches 

Weight 

Pounds 

• 117 A 

15 

22 

12 

61 / 2 X 11 

3x3 

2 

46 

117 

15 

22 

13 

6/2x11 

3x3 

2 

66 

217 

15 

I61/2 

7/2 

6/2x11 

3x3 

2 

52 

151 7 B 

15 

11/2 

5 

6/2XIO/4 

— 

2 

45 

t * 517 BA 

15 

11/2 

5 

6/2XIO/4 

— 

2 

31 

617 

15 

28 

18/2 

7x12 

3x3 

2 

81 

1 - A 

15 

22 

13 

6/2XII 

3x3 

2 

60 

110 

15 

22/4 

13 

6/2XII 

3x3 

2 

62 


•Aluminum fBroad Toe 



JOURNAL JACKS 

Aluminum — 25-35-50-100 Tons. Are 25% light¬ 
er than regular models. All furnished with 
steel operating lever-pry bar l Vs inch dia. in 
lengths: 36 inches for 25 and 35 ton; 48 
inches for 50 ton; 60 inches for 100 ton. 

Malleable — 15-25-35-50 Tons. All furnished 
with steel operating lever-pry bar 1 Vs inch 
dia. in lengths: 28 inches for 15 ton; 36 inches 
for 25 and 35 ton; 48 inches for 50 ton. 



Jack 

No. 

Capacity 

Tons 

Height 

Inches 

Raise 

Inches 

Base Dia. 
Inches 

Head Dia. 
Inches 

Weight 

Pounds 

1507 

15 

7 

2/2 

4/4 

2/8 

22 

lll-C-2 

15 

10 

5 

4/4 

2/8 

26 

2509-C-2 

25 

9 

4/2 

5H 

3 

37 

2510-C-2 

25 

10 

5 

5/» 

3 

38 

2510-A-2* 

25 

10 

5 

5/ 8 

3 

29 

3510-C-2 

35 

10 

5 

5 Vz 

3/8 

48 

3510-A-2* 

35 

10 

5 

5/g 

3/8 

35 

5010-A-2* 

50 

10 

4/2 

7 J /i« 

4 

48 

5050-C-2 

50 

10 

4/2 

7/« 

4 

64 

100 -A-12* 

100 

12 

4 

8/4 

5 

98 


•Aluminum 


POLE PULLING 
JACK 

500 — Capacity, 15 tons; height, 37 ^2 
inches; raise 23 inches; base, 10 
inches x 24 inches; weight, 230 lbs. 
To pull, move, or straighten poles. 
Furnished with steel operating lever 
IV* inch x 66 inches long. 


SCREW JACKS 

5017 — Low height, 50-ton removable foot 
lift furnished with pinched end steel oper¬ 
ating lever lVs" x 48". 


915 — Bridge jack, 15-ton, furnished with 
steel combination operating lever — pry-bar 
li/ 8 " x 36". 



915 


Jack 

No. 

Capacity 

Tons 

Height 

Inches 

Raise 

Inches 

Base 

Diam. 

Inches 

Head 

Diam. 

Inches 

Foot Lift 
Height 
Inches 

Weight 

Pounds 

5017 

50 

16/2 

7 

12 

5/2 

5 

191 

915 

15 

14/4 

9 

6 x7/2 

2/4 


42 


HEAVY DUTY SCREW JACKS 





5024-W 


B-5024 


B-2526 


5024-W — Removable foot lift 50-ton. Furnished with steel 
combination operating lever-pry bar 1 Vs inch x 48 inches. 
Large head — 50-tons. Furnished with steel combination oper¬ 
ating lever-pry bar lVs inch x 42 inches. 

Small head — 15 and 25 ton models furnished with steel com¬ 
bination operating lever-pry bar 1 inch x 38 inches. 35-ton 
models lever lVs inch x 42 inches. 


Jack 

No. 

Capacity 

Tons 

Height 

Inches 

Raise 

Inches 

Base 

Inches 

Head 

Diam. 

Inches 

Foot Lift 
Height 
Inches 

Weight 

Pounds 

B-1522 

15 

22 

10 

7/ 2 x9 / 4 

4/4 

3 

112 

B-2522 

25 

22 

IO/4 

8x9/4 

5/8 

3 Vi 

137 

B-2526 

25 

26 

14/, 

8x9/4 

5/, 

3/2 

148 

B-3522 

35 

22 

IO/4 

9x10/2 

6V4 

3/2 

183 

B-3526 

35 

26 

14/4 

9x10/2 

6/2 

3/2 

207 

B-5024 

50 

24 

IO/2 

14 

IO/4 

5/« 

289 

W-5024 

50 

24 

14 

13 

5/2 

3/w 

200* 

B-5027 

50 

27 

13/2 

14 

10/4 

5/4 

300 

93 

75 

26/, 

12 

14 

IO/2 

5/4 

350 


•Add 55 lbs. for detachable foot lift. 
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DUREX No 


5 SAW RIG 



A rip and 
cut-off saw 
with tilting table and 
straight line cut-off 


Tilting table 

Bevel ripping, all mitre and double mitre cuts are easily made on Durex machines, as 
the table tilts to angle of 45 degrees and may be clamped at any intermediate position. 
The table is made from a heavy steel plate, amply reinforced and it will not warp or 
pull out of shape. 

Straight line cut-off 

The patented straight line arbor action gives a much longer effective cutting stroke and 
an easier one. The blade travels in a straight line, not an arc. This permits cuts not 
possible with other machines and changing from one cut to another is a very easy matter. 


Cut under frame 

The frame is cut under, as shown in the illustration, and this permits the operator to 
stand close to the work. This fact combined with the easy arbor action makes Durex 
machines the fastest operating saw rigs on the market. Because the arbor is moved with 
a foot treadle, the operator is able to keep both hands on the material which is being cut. 
This speeds up the cutting operation considerably. 


Power units 

The No. 5 machine is generally powered with a 4-cylinder, 12-15 horsepower engine, air¬ 
cooled, which gives the saw blade plenty of power and will keep it operating at top 
speed. The engine is mounted on a spring base at the rear of the frame away from 
sawdust. The spring base absorbs vibration and permits accurate work to be accom¬ 
plished with the machine. The No. 5 machine may also be powered with a 5 or 10 
horsepower electric motor. Changing power units is an easy matter and this fact will 
appeal to the user who will sometimes wish to change from gasoline engine drive to 
electric motor or vice versa. 

Standard equipment 

Includes a safety saw guard with splitter and aluminum hood, 16-inch combination saw 
blade, ripping fence, cross-cut gauge and metal throat piece. 


General 

The No. 5 machine is a large, heavily constructed saw rig which will take plenty of 
abuse out on the job. The frame is made from steel angles welded into a strong unit. 
Note that the built-in sawdust pan keeps the dust going out over the side of the frame. 
All adjustments are made at the front of the machine, convenient to the operator. Flat 
belt drive is standard equipment but the machine can be furnished with a multiple V 
belt drive when specified. The saw arbor is easily raised or lowered to get the correct 
depth of cut. This will increase blade life considerably. Roller bearings are used through¬ 
out. This insures long life with a minimum of attention. As shown in the illustrations, 
we can furnish a 20-inch band saw attachment or 6-inch jointer attachment for this 
machine. 



Jointer attachment 



Band saw attachment 
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DUREX No. 3 SAW RIG 



The Durex No. 3 machine is ideal for home builders 
and on medium-sized jobs. 

It is the only machine in its class with the straight 
line cut-off. It will handle every cut in home or apart¬ 
ment building. Powered with a husky 6 horsepower 
air-cooled engine it will rip 2-inch lumber better than 
30 feet per minute and it will permit you to use waste 
lumber. 

Light enough to be easily moved from one job to 
another—no job is too small to use this machine. Com¬ 
bination of straight line cut-off and tilting table per¬ 
mits operator to make all cuts easily and quickly. 


Engine is mounted on spring base to absorb vibra¬ 
tion—insures more accurate work and increases saw 
blade life. Roller bearings used throughout—occa¬ 
sional lubrication will eliminate possibility of bearing 
trouble. 

Built-in sawdust pan keeps chips and dust going 
out over side instead of piling up inside frame. Frame 
and table from steel—light in weight but will stand 
rough handling. 

Standard equipment includes a safety saw guard 
with splitter and aluminum hood, 10-inch combination 
saw blade, ripping fence, cross-cut gauge and throat 
piece. 


Specifications of No. 5 and No. 3 Durex saw rigs 



No. 5 

No. 3 

Size of table_ __ 

_ 37"x 48" 

28"x 36" 

Height from floor to table 

_ 36" 

34" 

Size of saw arbor _ 

. i" 

1" 

Arbor speed 

2600 RPM 

4200 RPM 

Bearings _ 

Timken 

Timken 

Lubrication _ 

Alemite 

Alemite 

Largest diameter saw that can be used 

_ 18" 

12" 

1 8" Saw projects through table _ 

6 '/a " 


1 8" Saw will cut off 

6"x 10",4"x 14" 


1 2" Saw projects through table 


3 %" 

1 2" Saw will cut off 


3 3/4" x 12" 

Horsepower 

12-15 

6 

Floor space 

.. 40" x 78" 

28"x 60" 

Shipping weight of machine with engine 

1200 lbs. 

700 lbs. 
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EDWARDS SHEARS and CABLE CUTTER 


No. 20 alloy steel shear 



This shear is built entirely of steel, carefully machined, 
and has a capacity range sufficent to meet all needs of the 
general contractor. 

The main frame is of one piece, which eliminates bolts 
or rivets working loose. There are no springs or latches to 
break or get out of order. The working parts are heat- 
treated to develop only the minimum amount of wear. 

Without changing knives, this shear will cut the follow¬ 
ing sizes and smaller: IV 4 inches square, twisted or de¬ 
formed reinforcing bars; 1 % inches round; 3 x 3 4 inch 
flat. Knives, 3 V 2 inches long. Weight with handle, 245 lbs. 

No. 20 all purpose 

Same as above plus extra knives that will cut up to 
2 V 2 x 2 V 2 inch x 5/16 angle iron. 


No. 15 alloy steel shear 



An all-steel shear especially designed for construction 
contractors who cut bars and reinforcing steel on the job. 

This is a simple, powerful, compact, light weight shear 
easily handled from one location to the other, and will 
soon pay for itself on construction work. It is carefully 
machined and made for hard use and rough handling. 
Working parts are heat-treated. 

Cuts 1 inch round; % inch square; 3 x V 2 inch flat. 
Knives, inches long. Weight with handle, 127 lbs. 

No. 15 all purpose 

Same as above plus extra knives that will cut up to 
2x2 inch x *4 inch angle iron. 


These angle iron knives included 
with the all purpose No. 15 or 
No. 20 shear. 

Discard slow, costly methods of 
cutting — idle men cost you money! 
An Edwards Shear cuts clean in 
seconds — without delaying a job 
or forcing your men to wait while 
jagged or rounded cut is made 
with hack saw or torch. New 
Angle Iron Knives fit all No. 15 
and No. 20 Edwards Shears now 
in use. 



No. 5 shear 



This semi-steel shear is built on the same principle as 
the No. 10, the difference being in type of pinion, 
weight and size. Used by contractors, repair, forging and 
body shops. Ideal for cutting small reinforcing bars. 

With Edwards Shears no time is lost getting the material 
in position to cut, as it is placed between the knives and 
not passed through the machine. 

Cuts mild steel 4 x V 2 inch and 6 x Vw inch flat and 
% inch round. Knives, 7 inches long. Weight with handle, 
222 lbs. 


No. 10 shear 



A simple powerful, semi-steel shear backed by the repu¬ 
tation of more than fifty years of continuous manufacture. 

The jaw is closed by one revolution of a small diameter 
pinion on which are cast three lever sockets standing at 
different positions. For cutting either round or narrow flat 
bars only a partial revolution is necessary. 

Cuts mild steel 4 x 3 A inch and 6 x V 2 inch flat and 
1 inch round. Knives, 7 inches long. Weight with handle, 
496 lbs. 


No. 2 cable cutter 



Designed only for cutting wire rope and makes a clean 
cut without flattening or displacing the strands. Ends of 
the cable can be either wired or banded. Made entirely 
of steel, carefully machined and unbreakable. No adjust¬ 
ments necessary for cutting the various sizes of cable. 

Parts subject to wear are heat-treated and the tool steel 
knives are of the grade best suited for the severe use to 
which they are put. 

Quickly cuts all types and grades of wire rope, lVs 
inches diameter and smaller. Weight with handle, 80 lbs. 
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MODEL 2GC 


Heavy-duty gasoline, counter-rotating, double¬ 
disc grinder. Complete with 3 % HP engine, 
centrifugal clutch and starter rope. Twelve 2- 
in by 2-inch by 4-inch grinding stones and 
wedges in storage compartment. Three optional 
engines. Weight approximately 200 pounds. 
Grinding area approximately 2 square feet. 


CONCRETE SLAB GRINDERS 


MODEL 2EC 

Heavy-duty electric, counter-rotating, double¬ 
disc grinder. Complete with 1/2 HP, 110/220 
volt AC single phase completely enclosed motor 
with on and off switch and extension adapter. 
Twelve 2-inch by 2-inch by 4-inch grinding 
stones and wedges in storage compartment. 
Weight approximately 225 pounds. Grinding 
area approximately 2 square feet. 



Rough slabs are easily finished with EDCO floor grinders. 
Light weight design provides maximum mobility for easy 
between-job transportation, while rugged construction as¬ 
sures long, maintenance-free operation even under the 
toughest conditions. EDCO no-torque design reduces 
operator fatigue to a minimum—keeps production high. 


MODEL JR 

Light-duty electric counter-rotating, interlock¬ 
ing, double-disc grinder. Complete with % HP 
110/220 volt AC single phase, completely en¬ 
closed motor with on and off switch and exten¬ 
sion adapter. Twelve 3-inch by 2-inch by 1- 
inch grinding stones in storage compartment. 
Weight approximately 99 pounds. Grinding 
area approximately 112 square inches. 



SCARIFYING UNITS 

EDCO clip-in scarifiers are quickly interchange¬ 
able with standard grinding stones on EDCO 
models 2EC and 2GC. For handling tough 
cutting jobs or roughing slabs before pouring 
a topping, these high carbon steel cutters re¬ 
duce working time to a minimum. 
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The Original Ceiling Grinder 



FINISH 3000 TO 4000 SQ. FT. OF 
CEILING PER 8-HOUR DAY 

Here is the machine that is revolutionizing grinding concrete 
ceilings. The fully adjustable grinding head removes ribs, fins, 
form marks from the concrete—and, in addition, it cuts nails, form 
wires for fastening hangers, light boxes and other objects to the 
form work. You can forget horses, scaffolding, hand rubbing 
stones or hand held grinders with this Elliott Giraffe Ceiling 
Grinder. On most jobs you’ll finish your grinding in less time than 
it now takes to install your scaffolding. 

All standard cup wheels and concrete grinding discs will 
work satisfactorily on this machine. However, we recommend 
the Elliott EH disc with special deep recessed center and WH 
6 x 2 x % in. cup wheel. The wheels and discs are driven through 
a Flexible Shaft by a % H.P., 110 Volt, AC electric motor running 
at 3450 RPM. For ordinary grinding the head is used flat up 
against the ceiling. For cutting nails and fins you use it at a slight 
angle. Not much pressure against the ceiling is needed. The 
speed of the wheel does the job. 

The Elliott Giraffes are constructed of lightweight square 
tubing solidly welded. They come in 3 models: 

CG-100 for ceilings 7' to 1 O' (Weight 185 lbs.) 

CG-130 for ceilings 9' to 13' (Weight 230 lbs.) 

CG-160 for ceilings 13' to 16' (Weight 275 lbs.) 

All models will go through 30 in. doorways. They have two 

pneumatic wheels and two solid casters and are easily moved 
about. They can also be delivered with gasoline engines. 



CEILING GRINDER 


Model CG-100 


Models CG-130 and CG-160 


o 

(0 

ci 

0) 
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ROTARY CHIPPING MACHINE 




Model SBC-171 

For the tough paint and cement chipping jobs, you 
can cut costs with this Rotary Chipping Machine. The 
machine will successfully and inexpensively—remove 
form marks from concrete walls and foundations— 
reduce uneven and high spots on concrete floors and 
walls—remove incrusted cement from construction 
equipment, pallets, pipes and precast forms—rough 
smooth and worn steps and ramps—clean dirt and 
paint from brick or cement walls prior to waterproof¬ 
ing and painting—remove paint and rust from steel 
structures and tanks—clean incrusted machine shop 
floors and remove old linoleum which has been glued 
to cement floors. 

The redesigned chipping head permits easier, faster 
operation on both horizontal and vertical surfaces. 

With the vertical and horizontal handles, the operator 
has perfect control. It is easy to maintain even pres¬ 
sure on the surface to be cleaned, with faster, more 
uniform work. Gasoline Models Available 


The 4 in. wide cutting head is driven by a V 2 in. x 10 ft. 
Flexible Shaft powered by a % H.P. 3450 RPM, 110V- 
60 cycle motor. The chipping head has 4 spindles con¬ 
taining 10 star wheels each. Revolving at 3450 RPM, 
a terrific hammering and cutting action occurs. The 
finished surface is perfect for new paint or waterproof¬ 
ing. Model SBC-171 also comes with 20 ft. flexible 
shaft. 


Gasoline Model BBGC complete with V 2 " x 1 0 ft. Flexible 
shaft assembly, Briggs & Stratton 2 Vi H.P. engine and 
base, carrying handle and chipping head assembly. 
Model BBGC also comes with 20 ft. flexible shaft. 

Ask about all the attachments that can be adapted to this 
chipping machine as well as all the replacement parts. 


FAST EFFECTIVE GRINDING AT REDUCED COST • 
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EVERHOT BRANDING IRONS 
—TORCHES—SOLDERING ATTACHMENTS 



The amount of money you spend each year replacing planking, hammers, shovels, 
wheelbarrows and other equipment is enormous. Some tools are lost, some are 
stolen or misappropriated and others just disappear. But regardless of why or 
how your tools are lost, the important fact is that you do suffer expensive losses. 

Branding your name on your tools prevents loss. Say it’s conscience or human 
nature. Put it any way you want to. The fact remains that branded equipment 
is hot—too hot to be in anyone else’s possession. 

Stop misappropriation of your equipment now. Start branding your name on 
your tools with the Everhot branding torch. 

The Everhot brander is light in weight, and portable. It can be used indoors 
or out on the job—wherever your equipment may be. The brander heats in five 
minutes and stays hot for continuous branding. Just press the brand against flat 
surfaces or roll around shovel handles for permanent identification. 



L-P bottled gas brander 

Operates 1 2 hours on 5-gallon tank 


No. 4B1 —Brander with 10' of hose 
No. 4B13—Brander with 20' of hose 


Gasoline-heated brander 

Fuel contained in handle 



$21.00 No. 20—Length, 16". Capacity, % pint 

26.50 No. 30—Length, 18y 2 ". Capacity, 1 pint 


$15.50 

17.00 



INTERCHANGEABLE BRANDS 


Brands have a $5.50 minimum 
charge which includes 1, 2, 3, 
4, or 5 Gothic characters up to 
1 inch in size. Each additional 
character is $1.10. 

FOR EXAMPLE: 


Brands with 1/ 4 -inch or 2-inch characters 
are priced at $2.20 per character with an 
$8.80 minimum for four characters or 
less. Special designs, monograms, etc., 
will be priced on application. 


Brand reading C. L. J. or PAT. CO. is priced at $5.50. 
Brand reading JONES CO. is priced at $7.70. 




Kit closed measures 20y 2 inches 
long, 6 inches wide, 4 inch high. 


Steel tool kits 

Keeps branding torch, brands and soldering 
attachments intact. Can be easily moved 
from job to job. Made of heavy gauge steel 
with leather-bound handle. 




If you want an equipment for soldering, 
a brand “JONES”, and tool kit, order 
torch, soldering attachment, brand and 
steel tool kit. 


COST WOULD BE 


No. 20 torch $15.50 

Brand reading JONES 5.50 

1A soldering attachment 1.75 

Steel tool kit 4.75 


Total—FOB factory $27.50 




IA IAA IB • 


Soldering attachments 

Fit both torches shown above. Sizes, 
weights and prices furnished upon request. 
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Take advantage of the quality of your cement work 

USE EVERHOT CEMENT STAMPS 



Reverse view 


Name identification of your work is the lowest 
cost method of increasing your business. Everhot 
cement stamps are constructed of bronze with 
deep, legible Gothic lettering to assure clean, 
legible impressions. Lifetime metal handle. Fur¬ 
nished with or without interchangeable year 
dates. Special shapes, designs or lettering priced 
on application. 



FIVE STANDARD SHAPES—TEN STANDARD SIZES 


Oval shape 


Oval shape 
with flat ends 


Rectangular shape 


Diamond shape 


Rectangular shape 
with recessed 
corners 

CD 

Size: 43/ 8 x 73 / 4 " $27.50 
6 x 9" 32.50 

5y 2 x 10" 32.50 



Size: 4y 8 x 8 y„" $27.50 

5y 2 x 10" 32.50 

63/ 4 x 12" 32.50 



Size: 43/ 8 x 73/ 4 " $27.50 
5 x 9" 32.50 


Size: 6 x 9" $32.50 



Size: 6% x 12" $32.50 


IDENTIFY your metal tools permanently with your name 



Use an 

EVERHOT STEEL STAMP 


Marks pliers, wrenches, steel scaffolding 
and other equipment. 


Steel hand stamp prices 



Two 

letters 

Three 

letters 

Four 

letters 

Each 

additional 

letter 

(over 

four) 

Periods, 

commas 

and 

punctuation 

’/a" 

$ 5.70 

$ 7.50 

$ 9.30 

$1.80 

$ .60 

VS' 

7.30 

9.90 

13.10 

3.10 

.90 

Vi" 

1 1.60 

16.50 

22.50 

5.20 

1.40 

%" 

17.20 

25.30 

36.30 

9.00 

2.30 


Prevent tool losses. Eliminate ex¬ 
pensive replacement by perma¬ 
nently identifying metal tools and 
equipment with an Everhot steel 
stamp. Made of finest bar steel. 
Extra deeply engraved to assure 
clear, legible markings on steel, 
brass, bronze, aluminum, etc. For 
best results, hold stamp and strike 
a sharp blow against head of stamp 
with an 8-pound hammer. If im¬ 
pression is light, use more force or 
heavier hammer. / 4 -inch characters 
are usually recommended for all¬ 
purpose marking. Not recom¬ 
mended for castings or hardened 
steel cutting tools. All prices FOB 
Maywood, Illinois. 



A 

Vs in. 
lettering 

B 

Va in. 
lettering 

c 

Vi in. 
lettering 

D 

Va in. 
lettering 
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FLEISCHMANN 



TOOL HANDLES SELF-SERVICE 


Complete with EZY-FIX re-handling packet 


FORGET old-fashioned, time-loss selling, that makes 



Only EZY-FIX handles have all these features: 

1. Ezy-Fix handles are made only from the butt cuts of 
second growth Tennessee Hickory, known the world 
over for its greater natural toughness. Slo-seasoned by 
automatically controlled dry kilns, keeps the handles 
straight, retains strength and size. 


2. Treated with special clear moisture-repellent lacquer 
for longer service and beauty. 


3. Simple instructions plus the wedges, enabling anyone 
to do expert re-handling. 


4. Double-slotted eye makes it easier to fit the tool head 
and drive the wedges. 


5. Special gauged eye to insure “factorv-like” fit to every 
tool head. 

EZY-FIX—the first great advance in the replacement 
handle business—is the modem, easy way to re-handle 
hammers, hatchets, sledges and axes. 

Firmly attached to each EZY-FIX handle is a packet 
containing the necessary wedges and instructions for a 
quick, easy re-handling job. The retailer doesn’t have to 
search for the proper wedges, instruct the buyer on how 
to re-handle or maybe do the job himself. 

The eye of every handle is held to very close tolerances 
permitting precision fitting. 

The correctly sized eye in EZY-FIX handles insures a 
“factory-like” fit, and eliminates the common complaint, 
“I can’t get a handle to fit like the one that came with 
the tool.” 

The EZY-FIX line includes all 
for striking tools: HAMMERS • 


you search your stock for the proper handle. 

and the 

proper wedges— 




INSTEAD just hand your customer an 

EZY-FIX 

handle complete with re- 

-handling 

packet attached, ring 

up a profitable sale and 

that’s all. 

Shipping weight 



Length, 

Size, 

Pounds 

Ezy-fix patterns 

inches 

inches 

per dozen 

Axe 




Bent 

Straight 

28-36* 

f 34-36 

18 

Double bit 

French favorite 


I28-32 

16 

Sledge 




For 6 to 20 lb. tool head 

32-36 


18 

For 6 to 20 lb. tool head 

30* 


15 

Hammer 




Adze eye nail 

12-14** 


6 

Ball pein machinist 

12-14** 

f 12 

3 y 4 



1 14 

41/4 

Ball pein machinist 

16** 


5'A 

Ball pein machinist 

18* 


7 

Hatchet 




Half or shingling 

14** 


6 

Short axe 




Scout axe (camper’s) 

15* 


7 

FLEISCHMANN 

1 SPECIAL 


Pick handles with clear 

■ lacquered finish and quality 

comparable to “Ezy-Fix.” 




Pick 




Railroad, clay, mattock 

No. 6 eye 

Coal miner’s or drifting 

36* 


29 

Ohio or Pennsylvania 
pattern (straight or 
knob grip) 

34* 


20 

West Virginia pattern 




(knob grip) 




Mattock 




Small 3 lb. garden mattock. 




No. 7 eye 

36* 


22 


* Shipped in one dozen cartons. 

** Packed in one dozen display cartons; shipped in master cartons 
containing 12 display cartons. 

Octagon grip when specified will be furnished at slight additional 
charge. 

the popular types of handles 
HATCHETS • SLEDGES • AXES 
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Street sweeper brooms refilled 


Fibres and flat steel wire 



Prompt service 

Ship us your worn street sweeper brooms for re-filling. 
We are equipped to refill cores up to 10 feet long with 
any available material. Brooms are heavily filled for longer 
wear and better sweeping qualities. Service is very prompt 
even during the rush season. 

Length of trim 

Unless otherwise specified, 26 inch fibre will be used 
giving a trim of approximately 12 inches, or an overall 
broom diameter of approximately 36 inches. If a smaller 
diameter is necessary to fit into your frame or hood, then 
please specify that 22 inch fibre should be used, which 
will give a trim of approximately 10 inches or an overall 
broom diameter of approximately 31 inches. 

Manila or wire rope 

New Manila rope will be used on each job unless other¬ 
wise indicated. If old wire rope is returned with core it 
will be re-used and proper credit given. For most satisfac¬ 
tory results we recommend, and can furnish, usage of 
flexible multi-strand wire rope. It eliminates all rope 
breakage and can be re-used indefinitely. Pays for itself 
in a few refill jobs. 

New cores 

We have in stock new 6 inch, 7 inch, and 8 inch street 
sweeper broom cores. These are 11 inches in diameter 
and made of treated wood, reinforced at the ends with 
metal plates and equipped with 114 inch diameter shaft 
running the full length of the core and protruding ap¬ 
proximately 6 inches on each end. Street sweeper brooms 
are measured by the actual length of the core, not includ¬ 
ing the shaft protrusion on each end. 

Cocoa mats for bituminous rollers 

Even distribution of water, achieved by use of these top 
quality cocoa mats, over rollers, prevents hot tar and 
asphalt from adhering to roller. Two standard sizes in 
stock. 

No. 654BR—(6x54 inches), weight, each 2 lbs. 

No. 854BR— (8x54 inches), weight, each 2 1/4 lbs. 

Other sizes available on special order. 


Flat steel wire . . . 

Available in four standard sizes, .020x.080; .020x.095; 
.032x.094, .025x.l25, and two standard lengths, 21 inch 
and 26 inch. Packed in 200 pound wood cases. 

Palmyra stalks fibre . • . 

Fairly coarse and stiff in texture, yellowish in color and 
strands are irregular in shape. Combines relatively low 
price and good wearing quality. Packed 112 pounds per 
bale. 

African bass fibre . . • 

Brownish in color. The strands are finer, yet it is more 
desirable because of superior wearing qualities. Excellent 
where sweepings are comparatively light in weight. 
Packed 50 pounds per bundle. 

Split hickory fibre . • • 

Split Hickory wood split into strands Yig inch thick x *%6 
inch wide. Less expensive and desirable where extra stiff 
filling is required. Packed 100 pounds per bundle. 

Street Brooms 


All street brooms are wide flared and well filled with the 
finest possible filling materials. Smooth sanded hardwood 
blocks. 


Number 

Block 

in. 

Filling 

Trim 

in. 

Rows 

Pack¬ 

ing 

doz. 

Wgt. 

lbs. 

148 

14 

African Bass 

51/4 

5 

1 

31 

244 

16 

African Bass 

51/4 

5 

1 

34 

248 

14 

African Bass 

61/4 

5 

1 

34 

348 

16 

African Bass 

61/4 

5 

1 

38 

463 

16 

African Bass 

71/4 

5 

J /3 

40 

448 

18 

African Bass 

61/4 

5 

2 /3 

42 

24S 

24 

African Bass 

6’A 

5 

Vz 

54 

128 

14 

Bassine 

51/2 

5 

1 

28 

138 

16 

Bassine 

51/2 

5 

1 

30 

514 

14 

Palmyra Stalks 

6 Vi 

5 

1 

27 

516 

16 

Palmyra Stalks 

61/4 

5 

1 

30 

Bulldozer 

14 

Plastic 

4V 8 

5 

1 

34 

Bulldozer 

16 

Plastic 

45/8 

5 

1 

38 

1 Vb " Dia. 

Hardwood Handles for Street Brooms. 




4V? ft. lath. 

No. 2003T Wgt. 

16 lbs. 

doz. 



5 ft. Igth. 


No. 2003T Wgt. 

17 lbs. 

doz. 





Prompt service can 
be given on any of 
the wire or fibres 
used in refilling 
street sweeper 
brooms, as shown. 
Fibres are available 
in 22 inch or 26 inch lengths. 



Drag brooms 



No. 647 


Made of flat steel wire, 5 rows. Heavy two-piece ply¬ 
wood block, 2 inches thick by 4% inches wide by 6 feet 
long. Trim 5 Yz inches. May be mounted with bolt holes 
which you can bore to fit your frame. 


This item is carried in stock in the 6 foot length, for 
prompt delivery. Longer or shorter lengths can be made 
to order. Weight 480 lbs. per dozen. 
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Cast semi-steel drop balls and cable weights 



SMASHING SCRAP IRON 


Pear-shaped drop balls 


Tough, rugged cast semi-steel 

Frederick Wrecking Balls 
deliver smashing power 
where you want it . . . when 
you want it ... at low cost! 
They’re made to take real 
abuse and punishment, then 
come back for more, with 
seldom any maintenance 
costs. 

Pear-shaped design with¬ 
stands impact; gives 
straighter drops. Nickel 
alloy is standard on balls 
4,000 lbs. or over—or, ask 
for quotes on special alloys. 




BREAKING UP OLD PAVING for NEW ROADS and STREETS 



SECONDARY BREAKAGE in QUARRIES 


Wide range of sizes and weights 


Pear shape 

(lbs.) 1500 2000 3300 4000 5200 6500 8000 10000 12500 


Ball shape (lbs.) 500 1000 2000 5200 

Spherical shape 

(lbs.) . 470 950 1650 2400 3000 3700 5400 6900 


(for magnet use) 10000 16000 


NOTE: Special release hooks for “free dropping” also available. 
Write for specifications. 


Replaceable pins 

These are standard on 2000 thru 12,500 lb. sizes. Other 
sizes-cast E-Z Swing Steel Eye is standard; replaceable 
pin optional. 


Swivel 

Saves operator time; prevents cable 
twisting; lengthens cable life. 3 models 
available: 5-PC for ball 1500 lbs. or less, 
10-PC for 2000 lb.-4000 lb. balls and 
15-PC for 5200-12,500 lb. size balls. 


o 


Ls—) 



Pear-shaped 

Cable weights 

Cast semi-steel 

These durable weights fit the average 
6 -strand, % in. and % in. diameter wire 
cable, hold it taut for safe, sure opera¬ 
tion. Especially useful in "free dropping.’ 
Easily attached with countersunk, un¬ 
exposed bolts and nuts. Normal weights 
135 and 250 lbs. Other sizes can be 
furnished upon request. 
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FULLER WEDGE TYPE CABLE COUPLINGS 

Can be attached in the field 


101 USES 

Operators of dirt moving and other heavy construction machinery throughout the world 
have adopted Fuller cable couplings as standard equipment. A few 25 or 50 foot wire 
cables with these fittings simplify the hundred and one pulling jobs on a road or con¬ 
struction project such as removal of a stump, tree, hedge, or boulder and towing of all 
kinds. Every contractor, roadworker, county or state highway maintenance crew finds 
them indispensable. 


SIMPLER TO ATTACH 

Fuller cable couplings are attached to the wire cable by means of a wedge through their 
shank. They have made obsolete all cable couplings attached with babbitt or lead. 
Fuller wedge type cable couplings can be installed on the cable anywhere without spe¬ 
cial tools and can be reattached in the field if a cable is broken. They are lighter than 
the babbitt type with babbitt. The installed price is less because of the reduction in 
labor to install and elimination of expensive babbitt. To attach, simply pass cable 
through shank of coupling, return the end to make a loop, insert the wedge furnished 
with coupling and pull cable tight. Another advantage of Fuller wedge type fittings is 
their adaptability, for babbitt fittings must exactly fit the cable, but each wedge type 
coupling will adapt itself to several cable sizes. (Note tables below.) 


STRONGER AND LIGHTER 

The new Fuller cable couplings are made of an alloy steel developed during World 
War II. This alloy has exceptional wearing qualities and great strength which has per¬ 
mitted reducing the weight of the hooks and sockets to simplify handling in the field. 


Snatch hook and closed socket 



Combination snatch hook and closed socket 

Price each 


Number 

Cable size 

with wedg< 

WSO 

3/ 8 "and y 2 " 

$ 7.50 

WS1 

%" and 3//' 

11.00 

WS2 

7s ” and 1" 

14.75 

S5 

1 Vs" and P/ 4 " 

15.50 

(S5 is same design 

but babbitt type as 

large cable is 


too difficult to bend into wedge eye) 

This combination-grip hook, used for making the running 
noose in cable when hitching to stump, tree, or other ob¬ 
ject, is the coupling most in demand. The wide hook lip 
will not cut or kink the cable in a running noose. The 
closed eye on the end of the Fuller Snatch Hook forms a 
closed socket for fastening to tractor drawbar, to an open 
socket or elsewhere. It is also useful as a hand-hold in 
making hitches. The Fuller wedge type combination snatch 
hook and closed socket is the most popular cable fitting 
and is a standard equipment item for most users of con¬ 
struction machinery. 


Fuller wedge type open socket 



Wedge type open socket 


Price each with 

Number Cable size wedge and pin 

WOO 3/ 8 " and y 2 " $ 9.25 

WOl %" and */ A " 11.75 

W02 %" and 1" 15.25 

The Fuller wedge type open socket, furnished complete 
with pin, is frequently used on one end of the cable sling 
with a Fuller combination snatch hook and closed socket 
on the other end. The open socket will couple to the 
snatch hook eye forming a loop, to another cable sling, to 
tractor drawbar, or to any machine’s pulling eye. The open 
socket cannot uncouple until the pin is pulled. It is fur¬ 
nished complete with pin, cotter keys and wedge. 


ORDER A PAIR OR ASK OUR SALESMAN ABOUT THEM 
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GAR-BRD CONCRETE CARTS 






Standard concrete cart 



Type R—rocker dump cart 



i*. 


Featuring: 

Perfect balance when loaded 

Two sizes: 6 or 8 cubic feet capacity 

Narrow width—30 inches and 35 inches overall 

Depressed wheel hubs 

Lapped tray construction 

Cradle axle tray support 

High tray for handling lumber 

Light weight—to Vs lighter than ordinary carts 


PERFECTLY BALANCED when fully loaded-a GAR-BRO concrete 
cart permits a man to devote his energy to pushing and guiding. That’s 
why he fills the GAR-BRO to capacity and handles more concrete per 
day, and yet, is less fatigued at the end of the day. 

Model 706 GAR-BRO concrete cart has 6 cubic feet capacity. It is 
most popular with contractors because its narrow width makes it easier 
to steer and maneuver through doors and on narrow runways—easier, 
too, to place concrete in collection hoppers. The depressed hubs permit 
passing on narrow runways without danger. 

Model 708 has all the construction features of the 706 except that it 
is standard width and has 8 cubic feet capacity. 

Model 707 has a 6 cubic feet capacity tray set down between the 
wheels for slightly lower loading height. It is of standard width and 
otherwise has all the construction features of the other GAR-BRO con¬ 
crete carts. 

All three models of GAR-BRO concrete carts can be equipped with 
rocker dumping attachments. 

BODY—No inside welds. Sides are flanged and lap-welded to outside 
bottom of sheet, not corner welded. Stronger, yet lighter in weight. 

AXLE SUPPORTING MEMBER-Steel channel bent around bottom 
and bolted to tray, creating a strong cradle support for the tray. 

TRAY—Flanged for stiffness. Round rod welded under nose for longer 
wear. 

WHEELS—Steel spokes, depressed hubs, large 4 inch long roller bear¬ 
ings. 

TIRES—4.00 by 18-inch heavy duty pneumatic 4-plv with tube. 
(Steel rimmed wheels with 3-inch wide oval tread available on special 
order.) 

Type R rocker dump carts 

GAR-BRO type R concrete carts are the same as the standard models 
with the addition of the rocker dump attachment. Rocker dump carts 
are easier to dump, particularly when handling dry or stiff concrete 
The rocker attachment eliminates roll-back of the cart when dumping 
The rocker attachment can be furnished as a separate item for attaching 
to any GAR-BRO concrete cart. 


STANDARD CARTS DIMENSIONS 


Item 

number 

Code 

Capacity 
cu. ft. 

EXTREME 
Width Length 

Wheel 

tread 

Loading 

height 

Width 

body 

Weight 

pounds 

706 

Grio 

6 

30" 

55" 

26" 

29y 2 " 

17" 

165 

707 

Grith 

6 

35" 

52" 

31 y 2 " 

26" 

22 y 4 " 

155 

708 

Grit 

8 

35" 

55" 

31" 

29 y 2 " 

22" 

175 


When ordering rocker dump carts designate as 706-R, 707-R or 708-R. 
Item 700—rocker attachment for No. 706 or 708 cart. 

Item 701—rocker attachment for No. 707 cart. 
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GAR-BRO POWER-CARTS 



Concrete model power cart 



Box tray cart—The Power-cart is available with box tray or with 
extra interchangeable trays. They can be interchanged in about 
five minutes by removing two pivot bolts. Tray length, 40 
inches; width, 24 inches; loading height, 19 inches. 



Platform cart—The Power-cart with platform has an 8 square 
foot platform which is easily interchangeable. Platform, 24 
inches by 48 inches; loading height is 19 inches. 


General specifications 

ENGINE—7/2 hp heavy duty, air cooled. 
TRANSMISSION—One speed forward, one reverse. 
Clutch type action controlled by tiller. 

FUEL—Automotive gasoline. 

MILEAGE—35 to 45 miles per gallon. 

SPEED—15 mph. Foot throttle controlled. 
DRIVING WHEEL (rear)-4.00 x 8, 4-ply pneu¬ 
matic, traction type tread. 

FRONT WHEELS—5.00 x 12 pneumatic. 
BEARINGS—Timken throughout. 

CAPACITY—1 ton. 

FOOT BRAKE—Has positive parking lock. 
DIMENSIONS—Width overall 41 inches, length 
overall 85 inches, loading height 31 inches. 


Featuring: 

FASTER STOP and GO—instant forward and reverse control. 
UP to 15 mph traveling speed. 

EASY CONTROL with combination tiller and clutch, foot 
acceleration and brake. 

U-TURNS within a radius of 4 feet. 

POSITIVE DUMPING CONTROL by ratchet type foot brake. 
QUICK DUMPING for slab work. 

FAST ACCELERATION and instant reversing at any speed. 

7/2 HP GASOLINE ENGINE—no gears outside of engine. 

35 to 45 MILES per gallon. 

POWER TO HANDLE 2000 POUNDS on 20 per cent grades 
and rough ground. 

TIMKEN BEARINGS throughout. 

LOWEST MAINTENANCE COST. 

CAPACITY 14 CUBIC FEET (struck) or 12 cubit feet (water 
level). 

INTERCHANGEABLE BOX TRAY or flat bed for brick and 
concrete block. 

The GAR-BRO power-cart is the lowest priced motorized cart 
in its class and yet it offers the fastest cart delivery of concrete 
from mixer to form. With its instant reversing at any speed 
forward or backward, there are no delays. A power-cart is easy 
to steer . . . easy to start and stop . . . and easy to control 
when dumping. In test after test the power-cart has proved its 
superiority on building and construction jobs. 

Because the power-cart also travels much faster than push 
carts or barrows, longer hauls are practical. At ordinary dis¬ 
tances from mixer to form the power-cart will deliver as much 
concrete per day as 6 to 10 men with barrows or 3 to 6 men 
with carts. 

CONCRETE CART—Dumping is easy with foot operated trip 
latch which releases the tray. Tray can be held at any pouring 
angle by means of the tilt-brake. Mechanical foot-brake insures 
absolute safety when dumping and can be locked as a parking 
brake. 

CONTROLLED DUMPING OFFERS ADVANTAGES—1. 
Positive control in any dumping position. 2. Operated by a 
ratcheted foot-brake. 3. Discharges a spoonful or a full load. 
4. Dumps fast on flat slab work. 

LOW OPERATING COST—7/2 hp air-cooled engine oper¬ 
ates all day on two gallons of gas. 

LOW MAINTENANCE COST—Simple V-belt, friction and 
roller chain drive for both forward and reverse eliminates ex¬ 
pensive geared transmission and differential. There are no gears 
outside of engine. Timken bearings are used throughout. Stand¬ 
ard V-belts, chain and bearings are obtainable anywhere. No 
loss of time in repairs—complete engine can be removed and 
replaced by pulling single hinge pin. 


Item Weight 

number Code Description pounds 


1000 

Powa 

Concrete tray Power-cart 

850 

1002 

Powo 

Box tray Power-cart 

802 

1003 

Powb 

Platform type Power-cart 

780 

1000T 

Powat 

Concrete tray only 

160 

1002T 

Powot 

Box tray only 

112 

1003T 

Powbt 

Platform only 

90 
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GAR-BRD LAYDOWN BUCKETS 

Lightweight for normal slump concrete 

Vertical discharge type 





Featuring: 

Low charging height. 

Automatic laydown position for loading. 
Automatic vertical position for dumping. 
Double clamshell gates are non-jamming 
and grout tight. 

Gates are self-closing automatically. 

Gate opening is 20 inches by 10 inches. 


Item 

number 

Code 

Capacity 
cubic yards 

Loading 

height 

Weight 

pounds 

~416-L 

Lala 

V2 

22" 

550 

426-L 

Lalo 

% 

24" 

625 

436-L 

Lale 

1 

25" 

730 

446-L 

Lalt 

v/ 2 

27" 

1080 

466-1 

Lali 

2 

31" 

1475 

496-L 

Lalu 

3 

39" 

1595 


Heavy-duty for low slump concrete 
Vertical discharge type 

Featuring: 

Automatic laydown position for loading. 
Automatic vertical position for dumping. 

Double clamshell gates are non-jamming 
and grout tight. 

Gates are self-closing automatically. 

Gate opening is extra large. 


| tem Rating Loading 

number Code cubic yards_ height 


Weight 

Gate size_pounds 


436 

Lole 

1 

446 

Lolt 

iy 2 

466 

Loli 

2 

496 

Lolu 

3 


30" 

18" 

x 20" 

1575 

36" 

18" 

x 20" 

1945 

42" 

18" 

x 22" 

2310 

42" 

20" 

' x 26" 

2925 


Extended gate type 



Featuring: 

Low charging height. 

Side discharge for sidewall pouring. 


Extended single quadrant gate. 

Gate opening is 12 inches by 12 inches. 


Item 

number 

Code 

Capacity 
cubic yards 

Loading 

height 

Weight 

pounds 

414 

Lega 

y 2 

24" 

520 

424 

Lege 

% 

29" 

580 

434 

Legi 

i 

29" 

625 

444 

Legt 

iy 2 

30" 

970 

464 

Lego 

2 

36" 

1250 

494 

Legu 

3 

44" 

1680 



140 


O. B. AVERY COMPANY, INC. 



















GAR'BRO 


ROUND CONCRETE BUCKETS 





Low slump Model A 
buckets for dry concrete 

All model A, air operated GAR- 
BRO concrete buckets can be 
equipped with high pressure air 
supply tanks and valves as inte¬ 
gral part of bucket permitting 
pull chain method of operation 
and eliminating necessity of air 
supply hose, etc., at the dump¬ 
ing location. Furnished on spe¬ 
cial order. 


General purpose 
buckets for 
normal slump 
concrete 

Built to handle small¬ 
er quantities of con¬ 
crete. Note low height 
for loading direct by 
mixers. 


Low slump 
Model D 
buckets for 
low slump 
concrete 

The best concrete 
bucket without the 
proper attachments 
only does half the job. 
For accurate concrete 
placing use the GAR- 
BRO patented attach- 
m e n t s described on 
the following page. 


General Purpose buckets 

GAR-BRO general purpose concrete buckets are designed to 
handle concrete on building jobs where concrete is to be ele¬ 
vated with light cranes. Each of these buckets is strongly 
built of steel with electric welded seams, patented double¬ 
clamshell type self-closing gates, and strong plate lifting bail. 
A tubular steel bail controls the discharge gates which are 
self-closing by action of tension springs. These buckets are 
built to facilitate loading under truck-mixers or job-mixers. 
Gates do not contact the ground when bucket is landed and 
are thus protected from damage. 


Low Slump buckets 

GAR-BRO Low Slump buckets handle the stiffest type con¬ 
crete containing large aggregate for dam construction work. 
The gate assembly is flared outward at opening to eliminate 
arching of dry concrete within the bucket. Self-closing fea¬ 
ture of gate permits opening and closing under load as re¬ 
quired by strict specifications. Each model is equipped with 
patented GAR-BRO double clamshell, self-closing gate hav¬ 
ing heavy end arms and meshed gear teeth. Pressed steel 
gate plates are ground to fit hopper discharge opening, pro¬ 
viding a grout-tight, easy to operate gate. Plate Type, Lifting 
Lugs or Power Hook Lifting Bails are available. 

MODEL D BUCKETS have manually operated, self-clos¬ 
ing gates with vertical, lever-type handles. All are fabricated 
from heavy steel plate and are full seam electric-welded. 
Hopper plates are butt welded inside and out. 

MODEL A BUCKETS are air-operated with GAR-BRO 
controlled action, pneumatic gates and provide positive con¬ 
trol under full load. By use of air control and air lines, the 
gates can be opened or closed by remote control and thus 
permit pouring of concrete in hard to reach places. 


Actual 


Item 

number 

Code 

Capacity 
cu. yd. 

volume 
cu. ft. 

Loading 

height 

Overall 

height 

General purpose buckets 




411-G 

Lbdb 

y 3 

10 

35" 

45" 

413-G 

Lbdg 

V2 

15 

38" 

50" 

423-G 

Lbdj 

Va 

24 

46" 

59" 

433-G 

Lbdp 

1 

33 

51" 

66" 

443-G 

Lbdr 

1% 

46 

55" 

71" 

463-G 

Lbdl 

2 

63 

56" 

75" 

493-G 

Lbds 

3 

90 

69" 

88" 

4123-G 

Lbdv 

4 

124 

85" 

104" 

Low slump buckets—Model D 



{•) 

440-D 

Lorbg 

1 

40 

56" 

72" 

450-D 

Lorfg 

1V2 

47 

61" 

77" 

460-D 

Lorbt 

2 

60 

78" 

94" 

493-D 

Loret 

3 

112 

87" 

106" 

4139-D 

Lorgt 

4 

139 

102" 

122" 

Low slump buckets— 

-Model A 



(**) 

440-A 

Lorbga 

1 

40 

56" 

66" 

450-A 

Lorfga 

11/2 

47 

61" 

71" 

460-A 

Lorat 

2 

60 

78" 

88" 

493-A 

Lorut 

3 

112 

87" 

97" 

4139-A 

Lordlt 

4 

139 

102" 

112" 

4200-A 

Lornea 

6 

200 

105" 

115" 

4250-A 

Lornlta 

8 

242 

123" 

133" 

•Overall heights shown for Model D buckets are for plate lifting bails 


Outside 

diameter 

Inside 

diameter 

Size of 
discharge 
opening 

Weight 

pounds 

39" 

36" 

15" x 18" 

325 

45" 

42" 

15" x 22" 

490 

51" 

48" 

1 5" x 22" 

580 

57" 

54" 

1 5" x 22" 

640 

64" 

60" 

22"x 26" 

1215 

72" 

68" 

22" x 32" 

1480 

72" 

68" 

22"x 32" 

1805 

73" 

68" 

22"x 32" 

2230 

60" 

56" 

24"x 35" 

1685 

60" 

56" 

24"x 35" 

1775 

61" 

56" 

24"x 35" 

2040 

77" 

72" 

30" x 48" 

3890 

81" 

72" 

30"x 48" 

4810 

60" 

56" 

24" x 35" 

1910 

60" 

56" 

24"x 35" 

2075 

61" 

56" 

24" x 35" 

2340 

77" 

72" 

30" x 48" 

4230 

81" 

72" 

30"x 48" 

5180 

96" 

90" 

39" x 55" 

7200 

96" 

90" 

39"x 55" 

7560 

; shown in 

photo. 




••Overall Heights shown for Model A buckets are for lifting lugs as shown in photo. 

NOTE—All above heavy duty buckets meet the 3 to 1 ratio specification of the U.S.E.D. Specially designed buckets of 
any capacity available on request. Specify low pressure or high pressure air control desired, as noted above. 
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GAR-BRO BUCKET ATTACHMENTS 



Accordion type rubber hopper 

(Patented) 

CONFINES CONCRETE when pouring in¬ 
to narrow forms. 

PREVENTS SEGREGATION of concrete 
by eliminating free dumping. 

ELIMINATES concrete spillage. 

OPENS AND CLOSES with gate. 

DISCHARGES 3 feet below bucket. 

FOLDS UNDER grounded bucket without 
damage to hopper. 

FASTENS DIRECTLY to double clamshell 
gate (GAR-BRO buckets only). 

SIZES TO FIT all GAR-BRO buckets. 

When the gate of the bucket is closed the accordion hopper collapses 
because it is attached to the lips of the gate. When the bucket is grounded 
the hopper folds under the bucket without being damaged. All GAR-BRO 
buckets have fittings for attaching the accordion hopper. 


Accordion type rubber collection hoppers 


Item 

No. 

Code 

For bucket item No. 

Discharge 

opening 

Weight 

pounds 

409 

Lisp 

416 L, 426-L, 436-L, 446-L, 466-L, 496-L, 

411-G, 413-G, 423-G, 433-G, 403-TC 

8" 

31 

419 

Lisa 

436,446,466 

12" 

40 

429-A 

Lisk 

496,443-G,463-G,493-G,4123-G 

15" 

44 

429-B 

Lisb 

440-D, 440 A, 450-D, 450-A, 460-D, 460-A 

18" 

56 

439 

Liso 

493-D, 493-A, 4139-D, 4139A 

20" 

100 

NOTE: This 

is a GAR-BRO 

Patented item and can only be used on Gar-Bro concrete 

buckets. 


Suspended sub-hopper 

LONG DISTANCE CONTROL for pouring concrete into deep forms. 

PROTECTION to protruding rein¬ 
forcement steel. 

USE IN COMBINATION with rubber 
elephant trunk or flexible steel drop 
chute. 

FITTINGS for attaching to bucket. 

SIZES TO FIT all GAR-BRO buckets. 

This steel sub-hopper hangs on chains under 
the bucket connected to three double hooks pro¬ 
vided on the base ring of any GAR-BRO bucket. 

Either rubber elephant trunk or steel drop chutes 
can be used with this sub-hopper to control con¬ 
crete when placing it deep down through rein¬ 
forcing steel. The bucket cannot be set on the 
ground when equipped with the sub-hopper, thus 
provision is usually made to load the bucket while 
suspended or to hook on sub-hopper after bucket 
is loaded. 




Suspended steel sub-hoppers 


Item 

No. 

Code 

No. 

Top 

diam. 

size 

For bucket item No. 

Discharge 

opening 

diameter 

449 

Lisu 

32" 

411-G, 413-G, 423-G, 433-G 

8" or 12" 

459 

List 

42" 

443-G 

8" or 12" 

469 

Lisy 

52" 

463-G, 493-G, 41 23-G, 440-D, 440-A, 
450-D,450-A, 460-D, 460-A 

8",12" or 
16" 

469-A 

Lisya 

64" 

493-D, 493-A, 4139-D, 4139-A 

16" or 20" 


Weight 

pounds 

55 

120 

185 

410 


Specify length GAR-BRO rubber elephant trunk, 8 inches, 12 inches or 16 inches diameter 
or specify item number of flexible steel drop chutes. 
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GAR-BRO 


Collection hoppers and flexible drop chutes 


Items: 

802 

901 



Center discharge type 

For normal slump concrete—GAR-BRO 
round discharge type concrete collec¬ 
tion hoppers are built in 4 sizes of rec¬ 
tangular top area. To them can be at¬ 
tached any standard size steel drop- 
chute or GAR-BRO rubber drop chute 
with round collar. 


Item 

number 


Discharge 

opening 

diameter 


Weight 

pounds 


801 

802 

803 

808 


14"x 26" 
18"x 30" 
30"x 30" 
42"x 42" 


as specified 
as specified 
as specified 
as specified 


35 

42 

60 

100 


Steel drop chutes 

GAR-BRO steel, flexible drop chutes are used to place con¬ 
crete into forms of varying depth. These steel chutes are 
quickly attached to the collection hopper and to each other by 
welded-on chains which engage into hooks on the adjoining 
piece. By adding or taking off sections of chute a flexible tremie 
of any desired length is quickly formed. 


Item 

lumber 

Top 

dia. 

Bottom 

dia. 

Length 

Item 

number 

Top 

dia. 

Bottom 

dia. 

Length 

924 

14" 

12" 

36" 

923 

10" 

9" 

30" 

925 

14" 

12" 

30" 

901 

9" 

8" 

36" 

926 

14" 

12" 

48" 

902 

9" 

8" 

30" 

927 

12" 

10" 

48" 

903 

8" 

7" 

36" 

920 

12" 

11" 

36" 

904 

8" 

7" 

30" 

921 

12" 

11" 

30" 

905 

7" 

6" 

24" 

922 

10" 

9" 

36" 

906 

6" 

5" 

24" 


Oval discharge type 

For dry concrete—GAR-BRO oval 
discharge type collection hoppers are 
recommended especially when used 
with a concrete bucket. This hopper 
has a large rectangular top opening 
which gradually tapers down to an 
oval discharge opening. To this is at¬ 
tached an oval-to-round transition 
chute section 3 feet long. The speci¬ 
fied size round, flexible, steel drop- 
chute or GAR-BRO rubber elephant 
trunk with round collar is then at¬ 
tached to the transition chute. 


Specifications oval discharge collection hoppers 

Item Top Discharge 

number opening opening 



Diameter 
drop chute 


Weight 

pounds 


811 

14" 

x 32" 

11" x 7" oval 

as specified 

80 

812 

30" 

x 36" 

15" x 9" oval 

as specified 

120 

813 

36" 

’ x42" 

18" x 11" oval 

as specified 

150 

900 

Oval to round transition chute. 




36" 

length- 

—Specify item number drop chute desired. 




Vertical front type 

Narrow wall type—GAR-BRO rec¬ 
tangular discharge type collection hop¬ 
per projects into forms between the 
steel and permits vertical bars to by¬ 
pass above it. GAR-BRO rubber ele¬ 
phant trunk with steel collar slips over 
the hopper snout and completes the 
unit. 


Top Discharge Elephant 

Item opening opening trunk Weight 

number size size diameter pounds 


805 

30"x 24" 

4" x 8" 

8" 

40 

806 

30"x 24" 

6" x 1 2" 

12" 

45 

804 

48"x 24" 

4" x 8" 

8" 

60 

807 

48"x 24" 

6" x 12" 

12 " 

70 


Elephant trunk 

GAR-BRO rubber elephant trunk is outstanding 
in new concrete equipment. The flexible rubber 
chuting can be flattened to go down between closely 
spaced reinforcing steel and easily places concrete 
in narrow walls. A steel collar is bolted to the end 
of the elephant trunk and by means of attached 
chains is flexibly coupled to the collection hopper. 
GAR-BRO rubber elephant trunk is also used with 
a suspended steel sub-hopper under GAR-BRO con¬ 
crete buckets. An average job uses 8 inch diameter 
elephant trunk. Heavier pours use 12 inch or 16 
inch diameter trunks. 


Specifications rubber elephant trunks and collars 


Weight 


907 Rectangular collar for 8" trunk 

908 Round collar for 8" trunk 

911 Rectangular collar for 1 2" trunk 

912 Round collar for 1 2" trunk 
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Item 

number 

Inside 

diameter 

Rectangular 

size 

Maximum 

length 

pounds 
per foot 

913 

8" 

4" x 8" 

50' 

3.3 

915 

12" 

6" x 1 2" 

30' 

6.0 

916 

16" 

10"x14" 

30' 

7.5 



























GAR-BRO TOWER BUCKETS 



Tower buckets 


GAR-BRO concrete tower buckets are a modification of 
the eastern and western types. The bucket is a Rubnose 
type with the center of gravity slightly forward of the 
axis of the lifting bail. The dumping location of the bucket 
in the tower is determined by cutting off the noseboard 
at the desired elevation. The bucket then empties over 
the end of the nose-board into the receiving hopper with 
a smooth rolling action. 



Tower sheaves 


Item 

number 

Capacity 

level 

full 

cubic feet 

Concrete 

mixer 

size 

Net weight 
bucket 
pounds 

108 

8 

7-S 

480 

112 

12 

10-S 

610 

116 

16 

14-S 

670 

118 

18 

16-S 

700 

127 

27 

21 -S 

980 

136 

36 

28-S 

1130 




Diameter 

Weight 


Item 

of 

in 


number 

sheaves 

pounds 

Top 

101 

12" 

55 

Sheave 

102 

16" 

90 

Sets 

103 

18" 

115 

Bottom 

104 

12" 

80 

Swivel 

105 

16" 

125 

Sheaves 

106 

18" 

140 


Steel concrete chutes 

GAR-BRO concrete chutes 
are 14 inches wide and 9 
inches deep oval section. 
Standard chute length is 10 
feet which can be coupled to¬ 
gether for 20 or 30 feet total 
length. By attaching receiv¬ 
ing heads and discharge de¬ 
flectors any type chute can 
be assembled. Order by item 
numbers. 



No. 014 

Discharge deflector 


No. Oil 
10' chute 


No. 013 
Receiving head 


GAR-BRO 


WEIGH HOPPER AND BIN GATES 



GAR-BRO aggregate and cement weigh hoppers are made in 
all sizes and equipped with either multiple beam or springless dial 
scales manufactured by a nationally known scale manufacturer, 
thereby insuring field service everywhere. 

GAR-BRO aggregate weigh hoppers are manual operation type 
—equipped with double clamshell type discharge gate and are 
suspended by adjustable steel rods from either a wooden or steel 
bin. 

GAR-BRO cement weigh hoppers can be furnished either with 
automatic screw feed control or with a manual rotary valve type 
feed gate. The discharge gate is a rotary valve. 

GAR-BRO batching plants with steel storage bins and silos are 
also standard equipment. Complete information on request. 


GAR-BRO bin gates are made in all sizes for bottom discharge or side dis¬ 
charge bins. Double clamshell type bottom discharge bin gate as illustrated 
herewith is the most popular for handling concrete or for charging the above 
weight hoppers. This gate is the GAR-BRO patented grout-tight, non-jamming, 
self-closing gate as used on all GAR-BRO buckets and hoppers. Other GAR- 
BRO gates available are the single-quadrant type for bottom or side discharge. 
Complete information on request. 



k. 


144 


O. B. AVERY COMPANY, INC. 
























GAR-BRO 


CONCRETE HOPPERS 


Single gate and double gate types 


Vertical front and center discharge types 




Featuring: 

Basic hoppers with collars for variable capacities. 
Structural floor stand to fit all single gate hoppers. 
Structural floor stand to fit all double gate hoppers. 
Double clamshell gates are self-closing and non-jamming. 
Gate openings are 10 inches by 15 inches. 




Receiving hoppers _Floor hoppers 


Vertical front 

Center discharge 


Capacity 

Vertical front 

Center discharge 


Single 

gate 

Double 

gate 

Single 

gate 

Double 

gate 

Weight 

pounds 

Cu. ft. 
See note 

Single 

gate 

Double 

gate 

Single 

gate 

Double 

gate 

Weight 

pounds 

Item 

number 

Item 

number 

Item 

number 

Item 

number 



Item 

number 

Item 

number 

Item 

number 

Item 

number 


228* 


232-C* 


430 

28 

328 


332-C 


735 

241 


245-C 


530 

41 

341 


345-C 


835 

255 

2552* 

259-C 


595 

55 

355 

3552 

359 C 


900 

267 


272-C 

2642-C* 

650 

67 

367 


372-C 

3642-C 

955 


2802 


2902-C 

1020 

81 


3802 


3902-C 

1380 


2092 


2182-C 

1115 

108 


3092 


3182-C 

1475 


2342 


2442-C 

1200 

135 


3342 


3442-C 

1560 


Hoppers noted * are basic hoppers—other hoppers have 8", 16" or 24" collars. 

NOTE: Center discharge hoppers have approximately 10 per cent more capacity than listed. 
See Gar-Bro Catalog for detail data. 


GAR-BRO 


PORTABLE HOPPERS 



Featuring: 

Two types: Four-wheel fully portable type and three- 
wheel semi-portable type. Either available with skid 
mounting. 

1 wo double clamshell gates—self-closing and non-jamming. 
Low loading height. 

36-inch cart clearance under gates. 


Four cubic yard portable hopper 


Item 

number 

Truck 
mixer size 

Type of mounting 

Level 

capacity 

Loading 

height 

Width 

Length 

Weight 

pounds 

3902 

4 cu. yd. 

Skids 

125 cu. ft. 

6'3" 

8'0" 

13'0 " 

1860 

3903 

4 cu. yd. 

4 pneumatic wheels 6.00 x 16-6 ply 

125 cu. ft. 

6'3" 

8'0" 

13'0" 

2760 

3904 

4 cu. yd. 

Pneumatic wheels less tires 

125 cu. ft. 

6'3" 

CO 

o 

13'0" 

2700 


Three cubic yard 

semi-portable hopper 






3912 

3 cu. yd. 

Skids 

92 cu. ft. 

6'1" 

6'9" 

13'6" 

1350 

3913 

3 cu. yd. 

3 pneumatic wheels 4.00 x 12-4 ply 

92 cu. ft. 

6'1" 

6'9" 

13'6" 

1500 

3914 

3 cu. yd. 

Pneumatic wheels less tires 

92 cu. ft. 

6'1" 

6'9" 

13'6" 

1450 
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GAR'BRO POWERED CRANE HOOKS"-"" 


Model C—trigger actuated 

Featuring: 

Safe and positive in action. 

Opens and closes pneumatically. 

Controlled by crane operator. 

Overlapping lifting tongs. 

Cannot open with lightweight or full load. 

Guide arms for easy hooking. 

Elimination of hook-on man. 

Increases crane efficiency—more lifts per hour. 

Ideal for handling concrete buckets. 

Useful for other lifting work. 

Capacity—12-ton or larger. 

Model C—power hook 

Item 4-C—Code-Mute, capacity 12 tons, weight 1260 
pounds. 

For handling 2-, 3-, 4-cubic yard concrete buckets. 

Other hook sizes and capacities on special order. 

(Note—Model A hooks with remote controlled, electrically 
actuated solenoid valve are also available for special ap¬ 
plications.) 



How it works. The crane operator simply lowers the 
hook so that the mechanical trigger within the hook circle 
contacts the bucket bail, which actuates the ratchet type 
air valve thus operating the hook to open or close. 

The compressed air is obtained from a small compressor 
located on the crane, or bottles of compressed gas mounted 
on the hook, or from any other convenient source. Air re¬ 
quirement minimum -2 cubic feet per minute at 100-pound 
pressure. 


GAR-BRO 


MISCELLANEOUS CARTS 


Material dump carts 

These carts, made in three sizes, have tray which revolves 
and dumps independent of chassis and wheels. Rear 
caster or leg stand available. 



Dolly chassis 

Build your own cart or dolly with this chassis. Available 
with either pneumatic or steel wheels. Bolt holes for 
attaching tongue and bed. 




Shovel barrow 

3 in 1 utility 
it's a scoop; 
it's a shovel; 
it’s a wheelbarrow. 


Acetylene carts 

Have extra large wheels 
for easy moving over 
rough ground. Rod hold¬ 
er and tool box built in. 
Two types for carrying 
tanks fore and aft, or 
side by side. 
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GAR-BRO UNIT BATCH PLANTS 

Can be assembled in any combination 


Single and dual units 
for cement aggregate 
storage and batching 



EACH UNIT IS A COMPLETE BIN—Any combination 
of units can be assembled to handle any number of aggre¬ 
gates and/or bulk cement. They can be rearranged and 
used on the next job in any combination or as separate stor¬ 
age units. Weigh hopper is reversible type to dump at 
either side or either end. It is mounted on double rail 
track with end extensions. Track locks together from bin 
unit to bin unit. Multiple beam scale has over and under 
indicator. 


Single aggregate bin unit 

Has structural steel frame. Has double track with exten¬ 
sions to carry traveling weigh hopper. Bin extensions 
available. 

Dual aggregate bin unit 

Two-compartment bin has same construction features and 
bin extensions. Gates on single and dual units are self¬ 
closing clamshell type. 


EASY ERECTION—Silo units can be assembled without 
use of a crane. All sections are legal width for hauling. 
Trolley track locks into line with aggregate bin units. 
Cement gate is 12 inches in diameter. 


Bulk cement bin unit 

A 72 barrels storage unit complete with enclosed bucket 
elevator and feed screw with hopper. Has double track 
for weigh hopper. Cement gate is 12 inches in diameter. 


FEATURES: Self-closing bin gates. Bin frames can be 
mounted on skids for easy maneuverability; also available 
with demountable wheels for easier portability. 


Auxiliary cement silo unit 

A 118 barrels additional storage silo, if required, circulates 
the overflow from the cement bin through the same screw 
conveyor and bucket elevator. 





118 BBL. 


72 BBL. 


AUXILIARY 
CEMENT SILO 


BULK 

CEMENT BIN 


Item 

No. 

Description 

Capacity 

without 

extensions 

Weight 

pounds 

Capacity 

with 

extensions 

Weight 

pounds 

531 

Single aggregate bin unit 

10 tons 

2760 

21.5 tons 

3250 

532 

Dual aggregate bin unit 

20 tons 

4370 

43.5 tons 

5430 

533 

Traveling weigh hopper 



3000 lbs. scale, 26 cu. ft. 

960 

534 

Traveling weigh hopper 



5000 lbs. scale, 52 cu. ft. 

1350 

540 

Bulk cement bin unit 



72 bbls. with top sec. 

3400 

541 

Auxiliary bulk cement silo 



118 bbls. 

4000 

542 

Enclosed cement elevator with 8” x 5" buckets and 



125 bbls./hr. 

3960 


screw feed with loading hopper and power 





543 

10' added length of screw required with item number 541 




300 
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Bevel-End magnesium float is the float with a back¬ 
bone. Has the strength of a forging. Tremendous dura¬ 
bility. Very hard, long-wearing and extra lightweight. 
The backbone makes it the toughest tool of its kind 
on the market. Scientifically designed broken-in shape 
is extruded exclusively for Goldblatt by the nation s 
most experienced magnesium company. Metal is ex¬ 
tremely fine grain. Finest natural wood handle has 
rounded corners. Bevel-end float: 16 inches by SV 2 
inches. Weight: 24 ounces. 


FOR CEMENT FINISHERS 

KUMALONGS are the only new hand tools for plac¬ 
ing concrete that have caught on in the 75 years weVe 
been in business. The reason: You don’t lift concrete 
anymore! You push it or pull it. Throw away your 
shovels and hoes! 

Kumalong without hook 

The perfect strikeoff tool. Simple, practical — a 
thousand uses. Spreads, grades, smooths and floats. 
Fits inside a Georgia buggy. Final screeding’s a snap 
with a couple of Kumalongs. 

Specifications: 

20 inch by 4 inch blade made of 14 gauge cold 
rolled steel. Unique jam-type ferrule prevents the 54 
inch handle from slipping. Weight: three and a half 
pounds. Replacement handles available. 

New Kumalong with hook 

Same fine tool as described above, with one impor¬ 
tant difference: a hook attached to the top of the 
Kumalong blade to use to pull up reinforcing wire 
when placing concrete. Ends bending over to pull up 
the mesh by hand. The hook is designed specifically 
for this job. Can’t catch on wire accidentally. A fine 
improvement on one of the most useful tools you’ll 
ever use to place concrete. 




This is the darby the careful finisher uses. The best 
tool made to do a fine job with minimum effort. 
Lightweight, so it is exceptionally easy to handle. The 
same, rugged, long-wearing extrusion as our famous 


Bevel-End Float. A perfectly balanced darby. 3/2 
inches wide at heel, tapered to 2/4 inches wide at toe. 
Fitted with a comfortable straight grain natural wood 
float handle for easy handling. 



MAGNESIUM SCREEDS 

Best for hand screeding. Can’t warp like wood. Can’t 
rust like steel. Once you’ve used one of these mag¬ 
nesium strike-off screeds, you will not use any other. 
Very lightweight. Easy to handle hollow magnesium 
alloy makes these screeds tops with contractors coast 


to coast. Ends are sealed. More concrete contractors 
use them every year. For top quality at very low 
cost, use a Goldblatt Magnesium Screed. All are 1- 
inch thick, 4/2 inches wide. Your choice of three 
lengths: 14 feet, 12 feet, 10 feet. 
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TOOL COMPANY 


HAND TOOLS 


Rock-Rib 

'Trademark registered and 
patent pending 


LONG 

HANDLED 

TROWELS 

Single and 
double action 


Both single and double action long handled trowels 
are made of the finest trowel steel available. They 
have just the right spring, the preferred broken-in 
shape. Made by our exclusive Rock Rib® process that 
uses no rivets, the blade is locked to the lightweight 
aluminum mounting with our exclusive Power Pins. 
We guarantee that the blades will not come loose and 
that the trowel will not weaken under normal use. 
Your choice of 6-foot magnesium or oak handle. The 
magnesium handle attaches to standard Goldblatt 
Extension handles for longer reach; removes from tool 
instantly. 

SINGLE ACTION TROWELS-Can be locked to 
hold any angle for fine finishing. Four sizes: 18 inches, 
24 inches, 30 inches, 36 inches, all 5 inches wide. 

DOUBLE ACTION TROWELS-Double action de¬ 
vice raises front edge of trowel as you push it away 
from you; lifts rear edge as you pull trowel in toward 
you. Makes sure you don’t dig a trowel blade into 
the slab. Three sizes: 24 inches, 30 inches, 36 inches, 
all 5 inches wide. 


Made from a special alloy stainless steel developed for 
Goldblatt by leading metallurgist. Containing chro¬ 
mium and nickel, the tools absolutely resist rust and 
wear longer because the steel is the hardest. Stainless 
steel cleans fastest and gives the sharpest finishing 
possible. Fitted with a comfortable natural wood 
handle. Now available in four sizes made to rigid tol¬ 
erances by state specifications: 

Length Width Lip Radius 


Camel back handle available on request 


The only trowel in the world with an unconditional 
guarantee! Hard Steel Power Pins lock blade and 
mounting together forever. No more rivet holes to 
weaken the rib! Rock-Rib* trowels are completed by 
careful mirror finishing and “broken in” by a special 
machine. No other trowel so strong, so straight and 
so true as a Rock-Rib. Precision-balanced. Nineteen 
different sizes to choose from. Lengths: 10 inch 
through 20 inch. Widths: 3 inch through 4% inch. 

No rivets 

Hard steel power pins are far stronger than soft steel 
rivets. 


The blade 

is the finest, flexible trowel steel that money can buy. 

The mounting 

is the lightest, strongest aluminum forging made. 

The handle 

is comfortable, made of straight grained natural wood. 


<0 

(\l 

6 

CM 
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TOOL COMPANY 


CONCRETE FINISHING TOOLS 


A NEW CONCEPT IN CONCRETE FIN¬ 
ISHING—The Rollerbug® levels the slab, 
brings up fat and cuts tamping time as much 
as 75 per cent. With a 6-foot (or longer) han¬ 
dle, you push the Rollerbug over the slab after 
floating. As it rolls, it levels the slab surface and 
pushes the larger aggregate below the surface about 
Me-inch to leave an ideal layer of fat for finishing. Because 
it is a long handled tool, you can “roll” any given area in a 
fraction of the time it takes to hand tamp. Because the Rollerbug 
does not disturb aggregate below the slab surface, your rolled slabs 
will be stronger, resist weathering, spalling and dusting better than tamped 
slabs. Specially designed rollers leave an excellent “keyed” or slip proof surface 
if desired. 


dual 

rollers 


Specification: 39 inches wide overall; rollers 36 inches wide, 5-inch diameter. 6-foot magnesium han¬ 
dle attaches to Goldblatt Extension Handles for longer reach. Roller bearings guaranteed one year. 




Two Sizes 
48 "- 36 " 


Brings only a few rods at a time to bear on the surface 
of the slab. Easy to use on chloride or “soupy” mixes. 
Use just as if you were floating. Speeds work. Much 
less tiring than hand tamping. Ends wading in mix. 
You can't over-tamp. 

Specifications: 

91 rods, 3 /ic-inch in diameter, attached to 15-inch diam¬ 
eter aluminum wheels. 6-foot magnesium handle 
attaches to the ribbed drum. Extra extension handles 
can be added. Roller is 35 inches wide. 


Four foot improved “Jitterburg” tamper helps to make 
a dense, compact slab. Tamps larger aggregate, brings 
finer materials and fat to the surface. Heavy gauge, 
round-hole, perforated steel grill is 6 V 2 inches by 48 
inches. Knocks down easily. Four large screws secure 
handle frame to grill. Rubber grips. Frame bent 
slightly for perfect balance. Weight 17 lbs. Also 3 foot 
tamper — 6 V 2 inches by 36 inches. 


ALUMINUM 
JITTERBUG FLOAT 


Smooth bottom aluminum Jitterbug float is complete 
with 6-foot magnesium handle. Float has “backbone” 
which prevents warping. Top-grade, hard, extruded 
aluminum alloy is 8 inches wide. Goldblatt Broken- 
In-Shape. Flexible enough to give Jitterbug action, 
stiff enough to float. Easy to clean. Two float sizes: 
42 inches by 8 inches and 48 inches by 8 inches. 42- 
inch model weighs under nine pounds. Handle com¬ 
bines with extensions for any length. 


Round 

Holes 


Replaceable 

Grill 


JITTERBUG 

TAMPER 


pi 

6 
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TOOL COMPANY 


HAND HOPPER 
PATTERN PISTOL 


* Sprays viscous materials 


Orifice plate Stem lock holds 

keeps all 5 air stem in 

orifices on gun place for 


uniform pattern 


at all times. 


From top to bottom: 
Skip trowel texture; 
texture with metal- 


Lightweight 

Portable 


One Man 
Carries 
Or Rolls 

I* 


lie glitter; coarse 
texture. All applied 
with Pattern Pistol. 


—on the front of the gun. One thumbscrew controls orifice 
plate. 


No other hand hopper gun can match this new beauty. From 
exclusive Royalite plastic hopper to rubber-tired wheels, the 
Pattern Pistol is loaded with exclusive, useful features that 
make most other machines of this type obsolete. Compare the 
Pattern Pistol with any other gun you’ve seen or used. There 
is no other texture machine to match these features: 

LIGHTWEIGHT PLASTIC HOPPER-Made of Royalite, 
you can drop this lightweight hopper on the floor—it won’t 
dent or break. It can’t rust. Plastic is slick, so it cleans 
quickly with practically no effort. No sharp corners to catch 
material. 

Holds up to 1/4 gallons of sprayable material—more than any 
other hopper we know of. Because it is light, perfectly bal¬ 
anced, you can spray a full load with no more weight on 
the wrist than with other smaller capacity hoppers. Bigger 
capacity means you stop less often to refill hopper, get more 
wall covered per day at lower labor cost. 

PRECISION ALUMINUM GUN—The exclusive orifice plate 
on the front of the Pattern Pistol lets you dial an orifice. No 
fumbling around a parts box looking for an orifice you can’t 
find. All five orifices are right where you need them always 


With the stem lock on the side of the gun you can lock 
the air stem in a fixed position, to make sure you get the same 
pattern all day long. 

Ends finger-cramp from hanging on to the trigger all day. 
Just lock it and spray. Quick disconnect coupling on gun 
for easy hose connection. 

Will spray about & gallon of material a minute, depending 
on the stiffness of the mix. 

* Built to such rigid tolerances you can spray anything that 
will flow by gravity and go through the orifice. You can spray 
mill mixes, acoustics, drywall mud, texture paints and glitter, 
plus many other materials. 

COMPRESSOR AND MOTOR-Cool running, 110-Volt sin¬ 
gle phase, 1 HP capacitor start electric motor drives a rotary 
vane compressor to produce up to 30 PSI. Mounted on an 
extremely light, compact frame. Only 19 inches wide, the 
machine is 34 inches tall, 15 inches from front to back. Com¬ 
plete with 50 feet of 12-inch hose, 25 feet of power cable, gun 
(with 5 orifices: Hiu-inch, / 4 -inch, 5 /i6-inch, %-inch, Vie-inch) and 
hopper, the Pattern Pistol weighs only 115 pounds. Two 10- 
inch by 1.75-inch rubber-tired wheels can be used to move the 
Pattern Pistol to any shooting site. Use it anywhere. 
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For safer roads use 


GOOD ROADS SNOW AND 
ICE CONTROL EQUIPMENT 


Good Roads job-engineered snow plows 


The Good Roads Champion snow plow series is the most complete 
line in its field. Six types of Good Roads snow plows are available, 
in size ranges for use on 1-ton to 10-ton trucks. The 100 series 
reversible blade type and the 700 series one-way type feature 
the patented Good Roads Safety Trip Mechanism, making them ideal 
for all snow removal areas. The 500 and 600 V-Type plows are best 
suited where heavy drifting is encountered. A rigid plow, the 400 
Series, is also offered. 


The new 150 series reversible and 750 series one-way snow plows 
with open trip-springs are economical and well-adapted to any size 
trucks. The slope, curvature and plowing angles are designed to 
require a minimum of truck effort lifting and rolling the snow aside. 
These new plows move more snow with less horsepower and far 
greater economy. 





Good Roads all-weather rollgate spreader 

The all new Rollgate is a hydraulically driven roll type spreader, designed 
to fasten to any standard 7/2 or 8 foot wide dump truck body. It is one- 
man operated and provides an even flow of materials over die 8 foot width 
of the spreader. Spreads salt from 75 pounds per mile to any desired 
amount or from feather edge to 3 inch depths when seal-coating. 

Hydraulic adjustment provides die most efficient and economical control 
for spreading sand, salt, cinders, gravel, slag or other materials up to one 
inch in diameter. The Rollgate’s speed, versatility, simplicity and low 
original cost enables cities, villages and townships to utilize one piece of 
equipment for spreading operations in all seasons. 



Good Roads Champion jet spreaders 

A size and style for every need! 

Spreads sand, cinders, salt, gravel, calcium chloride and lime. 

The Jet Line is job-designed for fast action, maneuverability and 
wide coverage; features that provide the speed essential to servicing 
miles of roads, streets and highways in a minimum of time. Salt, 
sand, cinders or calcium chloride is spread evenly and quickly in 
adjustable widths and depths. 

Featuring one-man cab-controlled operation, the Good Roads Jet 
Spreaders are available for chassis or dump body mounting in hy¬ 
draulic, gasoline driven and power-take-off models, all manufactured 
and constructed under the most rigid engineering principles and uti¬ 
lizing the finest of workmanship and materials. Standard models 
feature 5% and 6 cubic yard hopper capacities. Larger sizes and 
capacities available. 


o 
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GOOD ROADS SPREADERS 

for parking lot, street, road, highway construction and maintenance 

The Good Roads Handy aggregate spreader 


Rugged but easy-moving, the Handy aggregate spreader is designed 
for improved and economical spreading of sand, slag, stone, gravel, 
calcium chloride, etc., up to 1 inch diameter. 

A flexible keyboard of tempered-steel fingers permits foreign 
obstacles in material to drop through without clogging . . . eliminates 
streaks or spots . . . provides the most accurate and smoothest spread 
possible. Spread is positively controlled by micrometer adjustment 
from powder-fine to 3-inch depth—once set, it remains constant for 
entire job. Quick Shut-off starts and stops material flow instantly 
without a dribble. Automatic transmission operates forward or reverse 
without shifting gears. 

Location of all controls on left-hand side of hopper permits 
efficient one-man operation and hitching. Adjustable standard truck 
hitch fits any size, model or make dump truck and adapts to any 
width spreader. 

The Handy spreader is available in 6 models for spread widths 
in 8, 9, 10, 11, 12 and 13 feet. Narrow widths can be accomplished 
by use of block-off plates. 



The Good Roads Odell asphalt and aggregate spreader 
with automatic shut-off gate 



Designed for contractors, the Odell aggregate and asphalt spreader out¬ 
performs any spreader on the market, spreads from feather-edge to 8- 
inch depths. 

Hot or cold-mix asphalt, bank-run gravel, course slag or stone, lime¬ 
stone, cinders and practically any kind of base material (up to 4 inches 
in diameter) can be spread up to 8-inch depth. Width of box is 8 feet, 
adjustable to 10-foot spreads. Block-off plates supplied for less than 
8-foot spreads. 

Extremely accurate spread depth is controlled by the exclusive “float¬ 
ing strike-off bar, mounted independently of the 2-ton capacity hopper. 
The wide steel rollers eliminate tire marks, ruts, etc., as they pass over 
areas to be covered, assuring absolute smoothness of spread. 

Low in original cost, the Odell needs no special truck attachments, 
it fits all dump and semi-dump trucks . . . hooks up in a matter of 
seconds. Automatic shut-off eliminates dribble and material pile-up at 
end of each pass. 

Usually operated by only two men, the use of the Odell relieves extra 
manpower to perform other important work. Paving contractors report 
savings of up to 50 per cent on average jobs since switching to the 
Good Roads ‘Odell’ Spreader. 


The Good Roads TG-400 tailgate spreader 

Replaces standard dump truck tailgate; efficiently spreads stones, 
chips, slag and gravel in widths from 6 inches to 8 feet. One-man 
operation, no costly maintenance, fast attachment or detachment saves 
time, money and materials on base spreading and chipping jobs. 
Spreads with truck moving forward or backward. It is versatile, low 
cost, ruggedly constructed and easy to operate. Controls are close to 
operators safety seat, permitting efficient operation and easy adjust¬ 
ment from even to tapered spread. 
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4 answers to leaf and litter problems 

FROM GOOD ROADS MACHINERY 



The Good Roads scavenger 

The ultimate in litter removal, the motorized Scavenger is a vacuum machine 
that picks up bottles, cans, leaves, sweeper piles and other heavy debris 
through its large 12 inch intake tube into the big capacity all-steel hopper. 
Bulky materials do not pass through the fan but are picked up by air 
vacuum and deposited directly in the hopper. The new, exclusive dust 
trap filters and washes exhaust air to eliminate all dust. The Scavenger’s 
huge hopper accumulates thousands of pounds of debris to be hauled away 
and dumped by its own self-powered hydraulic system. Available truck or 
trailer mounted. 


Scavenger with catch basin attachment 

The all-new Good Roads Catch Basin Attachment now enables the Scavenger 
to clean basins in a fraction of normal cleaning time. Wet or dry accumulations 
—twigs, leaves, stones, bottles, etc., are sucked, through the large diameter hose, 
into the Scavenger body without stoppage or clogging; eliminates pre-cleaning 
of basin. Deep reaching snout cleans catch basins to 8 foot depths in minutes. 
Users report cleaning averages 30 to 35 basins per 8-hour day. 




The Good Roads leaf collector 


Completely new in design and performance is this self-contained, heavy- 
duty, litter-removing unit. Operating like a giant vacuum cleaner, it sucks 
leaves and litter (wet or dry) into its 14 cubic yard self-dumping hopper 
for quick, easy disposal. The sturdy flexible intake hose permits coverage 
of a 6-foot path and maneuvers into hard-to-reach places. Powered by a 
heavy-duty 4-cylinder industrial engine, the Good Roads Leaf Collector 
is a favorite with maintenance departments because of its speed, efficiency 
and economy of operation. Available truck or trailer mounted. 


The Good Roads leaf loader 

The Good Roads Leaf Loader is trailer-mounted, ready to hitch to any truck. 
The 4-cylinder engine drives a powerful fan that sucks up leaves and litter, 
mulches and blows them into the bed of the towing unit. The Leaf Loader is 
equipped with a rigid intake snout which permits automatic pickup of leaves 
in a 30 inch path. The snout is interchangeable with a flexible rubber intake 
hose for hand operation over wide areas. The Good Roads Leaf Loader is an 
economical unit designed to meet the leaf removal needs of all cities. 



For complete detailed information and specifications on any items described, 
see your nearest Good Roads Distributor. 




AGGREGATE 

SPREADER 



IEAF COUECTOR 


SCAVENGER 
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Gredag 




ALL 


III 


WEATHER LUBRICANTS 


Spew; 




5:!'i 


Offer superior resistance 
to heat, rain and mud 



For over half a century ‘Gredag’ lubricants have won general ac¬ 
ceptance among owners and operators of outdoor equipment. Nu¬ 
merous competitive tests and records of operating and maintenance 
costs over long periods of service have definitely established the 
superiority of ‘Gredag’ lubrication. 



'Gredag’ lubricants "stay put” and maintain a wear resisting film 
on metal parts. They provide an effective preventive against rust 
and corrosion on exposed excavating, handling and road building 
machinery . . . whether in active service or storage. 


You’ll find true economy in ‘Gredag’ lubricants, too. They give 
the thorough protection that results in lower maintenance costs, 
fewer repairs and replacements and fewer shutdowns of productive 
equipment. 



Solve your lubrication problems by selecting the proper grade of 
‘Gredag’ for your exact needs. Write today for a free copy of our 
Outdoor Lubrication Guide ... it pinpoints the proper grades of 
‘Gredag’ for various applications on outdoor equipments. 
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HAIVALA CONCRETE TOOLS 


Long handle float 



The Haivala float line is designed to process freshly 
poured concrete to a suitable condition for troweling or 
finishing to whatever surface a job specification may call 
for. The float blade is of a strong, cast magnesium alloy, 
having exactly the right texture and shape to hold 
sufficient fat at the surface of the concrete so the final 
finish will not check or peel. Proper use of this float will 
eliminate excessive use of driers and topping on the final 
finish. These tools are light weight, easy to use, and 
extremely durable. 

Specifications 


Item No. 

Size 

Net weight, lbs. 

54KFM 

53" x 6 j / 4 " 

10 

48KFM 

48" x 8" 

8 

42KFM 

42" x 8" 

7 


Adjustable handle bracket 



The adjustable handle bracket is furnished with each float. 
Handles are priced separately and are available in 6-foot 
and 4-foot take down sections. Construction is of 1/4-inch 
round magnesium tubing with threaded fittings at each 


end. 

Specifications 

6' mag. handle 
4' mag. handle 
No. H-12 adj. brkt. 


approx, net weight 4 lbs. 
approx, net weight 3 lbs. 
approx, net weight 1 lb. 


Combination float 



The combination float pictured above is used to penetrate 
freshly poured concrete in which a coarse rock aggregate 
is used. On the forward stroke with the corrugations to 
the rear this tool will submerge the rock below the trowel¬ 
ing surface. The return stroke will mop out the corruga¬ 
tions in the slab, leaving a smooth surface for final finish. 
Construction is of the same cast magnesium as the flat tool 
described and the same handle assembly is used. 


Specifications 

Item No. Size Net weight, lbs. 

40COMP 40"x7y 4 " 8 Vi 

Vs" corrugations %" center to center 

38COMP 38" x 6 Vi" 7 

Vu" corrugations Vs" center to center 


Hand float 



The Haivala cast magnesium hand float is probably the 
most popular and widely used cement finishing tool on the 
market today. It’s excellent design and extremely light 
weight make it adaptable to practically every cement 
finishing job. Like the larger tools, it is constructed of 
durable, light weight, cast magnesium for ease of handling 
and years of service. 

Specifications 

Item No. Size Net weight 

HF-16 16" x 3" 20 ozs. 


Thirty-inch darby 



The 30-inch darby pictured here is a perfect companion 
tool to the hand float. It’s extra length makes it quite 
useful on small slab work where the finisher has to reach 
out to areas inaccessible with the smaller hand tools. This 
tool has excellent balance and the light weight for ease 
of handling. 

Specifications 


Item No. Size 

DOO 30" x 2 Vi" 

D-36 36" x 3" 


Net weight 
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HAYWARD BUCKETS 


CLAM SHELL BUCKETS CABLE TAKE-UP REELS 

ORANGE PEEL BUCKETS GRAPPLES 

ELECTRIC MOTOR CLAM SHELL BUCKETS 



Hayward clam shell buckets 
“E” rehandling power wheel type 

The E-16 rehandling clam shell buckets are used for 
handling sand-gravel—crushed stone—and other bulk ma¬ 
terials. A lighter type known as the “E-15” is recom¬ 
mended for handling coal and coke. Both types may be 
operated by any crane or machine equipped with a double 
drum hoist. 

“K-7” rope reeved type 

This type of bucket is a rehandling bucket and is also used 
for light excavation. 

A heavier bucket— *K-6”—is available to be used for hard 
digging and is designed with heavy cutting edges and 
large diameter sheaves-these being but two of the fea¬ 
tures that reduce upkeep to a minimum. 




Hayward orange peel buckets four blade type 

Hayward standard orange peel buckets are used for 
sinking caissons to great depth—handling riprap—and other 
materials difficult to dig. Multi-power types are recom¬ 
mended when handling materials free from boulders such 
as compact sand—gumbo—clay—or other sticky materials. 

Three blade type 

Three blade buckets are recommended for handling large 
objects such as boulders-blasted rock-tree stumps-timber 
—old piling—in fact practically any odd shaped materials. 




Hayward electric motor buckets 

They are the most reliable type of “hook-on” bucket on the 
market and are operated as easily as one would use an 
electric drill. Available for both DC and AC service in 
sizes from 7/2 cubic feet up. DC buckets are inter¬ 
changeable with magnets. 

Hayward take-up reels 

Automatic take-up reels retrieve bucket or magnet feeder 
cable—taking up slack and paying out cable as needed. 




Dwarf orange peel 

Built in five sizes—the smallest 
will operate successfully inside 
a 12-inch diameter pipe. 



Two types of Hayward grapples 

Hayward grapples are used for handling such 
materials as pulpwood — rocks — scrap iron — 
heavy trash—sugar cane—and so forth. 



Catch basin buckets 

Built in three sizes—13-inch, 15- 

inch, and 18-inch diameter—and 2 

used for cleaning catch basins. J 

<0 
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HENDRIX DRAGLINE BUCKETS 



Hendrix 

Lightweight Buckets 
meeting every 
digging requirement 

V 4 to 40 cubic yards 


BUCKET CAPACITIES & 
APPROXIMATE WEIGHTS 

Size 

Cu. Yds. 

LS TS HS 


Weight Lbs. 

Weight Lbs. 

Weight Lbs. 

% 

630 

725 

830 

% 

875 

990 

1125 

y 2 

1015 

1150 

1350 

% 

1150 

1287 

1450 

% 

1425 

1550 

1825 

7 /s 

1456 

1690 

1920 

1 

1720 

1835 

2264 

1V4 

2050 

2384 

2764 

1V2 

2560 

2937 

3270 

1 % 

2835 

3280 

3665 

2 

3200 

3550 

4202 

2 % 

3450 

3728 

4450 

2V2 

3625 

4120 

4775 

2 % 

4035 

4650 

5300 

3 

4125 

4820 

5486 

3V 4 

4375 

5149 

5819 

3‘/ 2 

4650 

5300 

6100 

3% 

5966 

6280 

7360 

4 

6147 

6460 

7572 

4>/ 2 

6400 

6850 

7800 


THREE BUCKET TYPES 

LS . . . In operations where a “lightweight” dragline bucket is 
indicated the Hendrix Type “LS” is the answer-light in weight, yet 
rugged in construction. Perforations standard, of course, because of 
their many advantages but solid with perforations, if preferred. 
Rolled plate steel lip hard-surfaced to resist abrasion with tooth bases 
attached by welding is standard, but also available at small additional 
cost is the Hendrix 14% Manganese Steel lip with tooth bases cast 
integrally. As with all Hendrix Dragline Buckets, manganese steel 
chains and all other fitting, including reversible tooth points, are 
regular equipment. 


TS . . . For those “in-between” jobs—in between light and heavy 
duty, or a little of both-the Hendrix “TS” is ideal! Recommended 
especially for digging loose formations of clay, gravel or shale and 
other general purpose work. Standard equipment includes fittings, 
bottom runners, stub runners and comer wear plates, lip having tooth 
bases as an integral part of the casting and reversible tooth points 
ALL of Hendrix 14% Manganese Steel or other wear-resisting alloy 
steel. The Type “TS” is also available without perforations. 


HS . . , Heavier in construction throughout . . . armored for maxi¬ 
mum strength and resistance to abrasion and designed for the most 
exacting requirements of heavy-duty operations. Added features in¬ 
clude easily-renewable bottom and comer shoes plus the liberal use 
of tough, wear-resistant 14% manganese steel or other wear-resisting 
alloy steel for all fittings, lip and integral parts. Perforated as stand¬ 
ard, but non-perforated if desired. 


Specifications and prices on larger sizes and types will be furnished on request 


0 

c 


A 
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HENDRIX DRAGLINE BUCKETS 


Perforated or Solid 

PERFORATIONS ARE STANDARD IN ALL SIZES 
AND TYPES RUT SOLID MODELS WITHOUT 
PERFORATIONS ARE AVAILARLE. 


When buying buckets . . . 
consider these 

HENDRIX FEATURES 

Lighter bucket weight . . . 

providing greater capacity without sacrifice of 
strength or durability. 


All-welded construction . . . 

including arch of box-section design and one-piece 
hitch plate and hoist trunnion casting for structural 
strength and distribution of drag pull. 


14% Manganese steel . . . 

chains, all other fittings, reversible tooth points and 
armor. 


Perfect performance . . . 

Engineered for easier handling . . . faster loading 
• . . cleaner, smoother dumping. 


HENDRIX For greater production at lower cost! 



Bucket Dimensions 

Size 

Cubic 

Yards 

Struck 

Measure 

Cu. Ft. 

Width 

at 

Front 

(inches) 

Width 

at 

Back 

(inches) 

Height 

(inches) 

Length 

(inches) 

% 

8.2 

26 

25.5 

18 

32 

% 

11.2 

29 

28 

19.5 

36 

% 

16.02 

34 

33 

22 

43 

% 

21.1 

38 

37 

23 

45 

% 

24 

39 

38 

24.5 

49 

Va 

28 

40.5 

39.5 

26 

49 

1 

31.2 

42.5 

41.5 

28 

50 

1% 

38.3 

45 

44 

30 

55 

1% 

46.4 

48 

47 

32 

56 

1% 

52.7 

51 

50 

33.5 

60 

2 

60.5 

53 

52 

34.5 

62 

2*4 

67.4 

54 

53 

35.5 

66 

2Vz 

74.6 

56 

55 

37 

68 

2% 

81.5 

57 

56 

38 

70 

3 

90.2 

58 

57 

39 

76 

3*4 

96.9 

60 

59 

39 

77 

3*/2 

103.6 

61 

60 

40 

78 

3% 

111.6 

63 

61 

41 

81 

4 

120 

64 

62 

43 

85 

4 Vz 

134 

66 

64 

43 

89 
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IGLOO THE WORLD S BEST PORTABLE WATER COOLER 



PROVEN IN USE 

These Igloo features set the pace 

1. PERMA-LINING retards oxidation—keeps water 
crystal clear. 

2. Round bottom liner for easy cleaning. 

3. Patented sanitary no-drip spigot. 

4. More insulated area. 

5. “Solid bottom support” for increased strength. 

6. Fully corrugated for ruggedness. 

7. Individually packed for reshipment. 


IGLOO 

PERMA-LINING 
Keeps water crystal clear 


IGLOO’S COMPLETE LINE 

SERIES 100 

Economy can (without spigot) 

Double wall construction, air space insulated 

SERIES 200 

Standard cooler (recessed spigot) 

Double wall construction, air space insulated 

SERIES 300 

Heavy duty cooler (recessed spigot) 

Double wall construction, Dow styrofoam insulated 

SERIES 500 

Stainless steel lined heavy duty cooler 
Double wall construction and insulated 


NEW — SERIES 900 

Plastic lined heavy duty coolers 
foamed urathene insulation 


SERIES 300, 500 

Furnished with universal cup bracket attached 



IGLOO 

PLASTIC LINED 


Specifications 

Capacity 

Model number 

Shipping 

weight 

Economy 

2 gal. 

102 

8 

3 gal. 

103 

10 

5 gal. 

105 

15 

1 0 gal. 

110 

20 

Standard 

2 gal. 

202 

8 

3 gal. 

203 

10 

5 gal. 

205 

15 

1 0 gal. 

210 

20 

Heavy duty 

2 gal. 

302 

8 

3 gal. 

303 

10 

5 gal. 

305 

15 

5 gal. util. 

305A 

15 

1 0 gal. 

310 

20 

1 5 gal. 

315 

25 

Stainless steel 

2 gal. 

502 

8 

3 gal. 

503 

10 

5 gal. 

505 

15 

5 gal. util. 

505A 

15 

1 0 gal. 

510 

20 

15 gal. 

515 

25 

Plastic Lined 

2 gal. 

902 

5.5 lbs. 

3 gal. 

903 

7 lbs. 

5 gal. 

905 

11 lbs. 

1 0 gal. 

910 

15 lbs. 


INDIVIDUALLY PACKED 
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INSTO-HOT SALAMANDERS 



Insto-Hot 1405 cylinder 
mounted 

This salamander fastens directly to any 
L.P. gas cylinder having a flange type 
valve. BTU output up to 150,000 per 
hour. No pressure regulator required. 
Height 19^ inches, diameter 18 V 2 
inches, weight 10 pounds. Shipped 
knocked down; one to a carton. 

No. 1405 Cylinder mounted salamander 



Insto-Hot 1410 floor 
type 


This salamander can be connected to 
any L.P. gas cylinder with Insto-Gas 
high pressure hose. BTU output up to 
150,000 per hr. No pressure regulator 
required. Height 20 inches, diameter 
18 Vi inches, weight 12 lbs. Shipped 
knocked down; one to a carton. 


No. 1410 

Floor type salamander 



No. 1415 
Salamander with 
automatic controls 


Insto-Hot low pressure salamanders 

The 1415 is equipped with 100% safety shutoff valve and 
thermo-pilot (AGA approved controls). The No. 1415T is 
equipped with 100% safety shutoff valve, thermopilot and 
thermostat with 36 inch lead wire (AGA approved controls). 
Both units have the U/L labeled pressure regulator mounted 
at salamander base to prevent lowered heat output when 
used with long hose. BTU output for each type 70,000 per 
hour. Height 22y> inches, diameter 18y 2 inches, approxi¬ 
mate weight 20 lbs. Shipped completely assembled - ready 
to use. 

No. 1415N—Similar to No. 1415 except modified for use with 
natural gas (for 6" water pressure). 

No. 1415TN—Similar to No. 1415T except modified for use with 
natural gas (for 6" water pressure). 



No. 1415T 
Salamander with 
thermostat 


Insto-Gas cylinders 

Insto-Gas cylinders with flange type 
valve for mounting 1405 sala¬ 
manders and with collars for 
mounting infra-red heaters are 
available in two sizes. 

No. 20—20-lb. capacity, weight when 
empty, 25 lbs. 

No. 35—35 lb. capacity weight when 
empty, 37 lbs. 

No. 784 — Forged cylinder wrench, 
weight i/ 2 lb. 

No. 798 cast iron deflection cone 

Available for use with salamanders that are subject to 
continuous night and day use over very long periods of 
time. The heavy cone assures extra 
long life under severe operating con¬ 
ditions. 

No. 1304 cylinder connector 

With excess flow check. For use 
with cylinders that do not have 
excess flow check valves. Excess 
flow check automatically shut off 
gas if hose is accidentally cut. 





Insto-Hot 
1412 floor type 

The No. 1412 is similar to 
the No. 1410 except that it 
has a larger and heavier 
base. The base is 14 inches 
in diameter and is made of 
13 gauge steel. Approximate 
weight 21 pounds. Shipped 
knocked down, one to a 
carton. 



Insto-Gas hose 


This high pressure hose comes complete with fittings and 
cylinder connectors. For use with floor type salamanders, 
blower heaters and torches. May be supplied with excess 
flow check (part #1304) in connec¬ 
tor. 



No. 


Length 


Weight 


1301-6 

6y 4 ft. 

2 lbs. 

1301-12 

12i/ 2 ft. 

3 lbs. 

1301-25 

25 

ft. 

5 lbs. 

1301-50 

50 

ft. 

9 lbs. 
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INSTO-HOT BLOWER TYPE HEATERS 


Insto-Hot blower heaters are light weight and compact. 
Advanced engineering has made it possible to have the 
heat output of a good-sized forced air furnace in a 33-lb. 
package of less than 2^ cubic feet in size. They operate 
at a constant pressure (15 p.s.i.) assuring continued heat 
output of 135,000 BTU per hour under all weather 
conditions. 


Insto-Hot blower heaters burn L.P.-gas with a clean 
blue flame. The most modern safety controls, including 
flame detectors on all heaters, assure safety and efficiency 
of operation. 

Insto-Hot blower heaters are ideal for all construction 
work — inside or outside and for any place where portable 
heat is needed — such as loading docks, freight car main¬ 
tenance, industrial plants, mills and warehouses. 



Model 1700B 


Model 1700B 

The No. 1700B blower heater is equipped with 100% safety shutoff solenoid valve, thermo¬ 
couple flame detector and relay. Lighting is manual. Fan is operated by a simple switch. 
Gas shuts off in the event of either power or flame failure. 135,000 BTU per hour output. 
All electrical and regulating components U/L approved. Connects to fuel supply with any 
length Insto-Gas hose. Operates at 15 p.s.i. pressure. Fan rating 750 c.f.m. in free air, Vo 
h.p. motor. Heater operates from 110-115 60-cycle AC current. Power use 60 watts. Can 
be operated from a car battery with 100 watt power converter. Dimensions: length 21% 
inches, width 13% inches, height 13% inches. Has convenient carrying handle. Weight 33 
lbs., shipping weight 36 lbs. Shipped completely assembled, ready to use. 



Model 171 0B 


Model 171 OB 

The No. 1710B blower heater is equipped with completely automatic electric ignition. 
One switch controls fan, ignition and gas. Gas and ignition shut off in event of power or 
flame failure. When power is restored heater starts automatically, assuring continuity of 
heat while unattended. Capacity and other specifications same as No. 1700B except: 
power use 180 watts, dimensions: length 21% inches, width 17% inches, height 13% 
inches. Weight 40 lbs. Shipping weight 43 lbs. Shipped completely assembled, ready to 
use. 

No. 1722 thermostat kit is available for use with No. 1710B heater. 


No. 70-A conversion burner 

The No. 70-A conversion 
burner is used to convert 
oil burning equipment to 
L.P. gas. Can be mounted 
under tar kettles, water 
tanks and similar devices. 
The No. 70-A conversion 
burner is 14 inches long, 
weighs 2 lbs. 

No. 65 barrel warmer torch 



The No. 65 is a high capacity torch (up to 150,000 BTU 
per hour at 100 p.s.i.) that can be used for heating 
water or materials in metal barrels. The No. 65 torch 
produces a wide brush type flame that covers entire 
bottom of barrel or drum for quick heating. 

The No. 65 is 29 V 2 inches long, 1 1s /ig inches wide and 
4% inches high. Shipping weight approximately 4 lbs. 


Big blaze torch No. 70 



Big blaze torch produces a flame over 4 feet long with 
capacities up to 487,000 BTU per hour (at 100 p.s.i.). 
Ideal for heating, drying, thawing and melting. The big 
blaze is instant lighting, requires no pumping, priming 
or preheating. Burns clean L.P.-gas, produces no grease, 
soot or smoke. No pressure regulator required. The No. 
70 big blaze torch is 50 inches long, yet weighs only 4 Vs 
lbs. Properly balanced for easy handling. 

Compound melting assembly 

This portable L.P.-gas out¬ 
fit, for melting compounds, 
asphalts and mastics, con¬ 
sists of No. 1230 furnace, 
a No. 699 14 inch guard, 
(also available — an 11 inch 
guard), a No. 1603 five 
gallon capacity compound 
pot, a 12 V 2 ft. Insto-Gas high pressure hose and No. 35 
cylinder. Items can be purchased separately. 

Entire assembly including full cylinder weighs only 
125 lbs. 
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INSTO-HOT INFRA-RED HEATERS 


No. 1420 single heater is shipped complete with 
rayhead, reflector, special regulator, control valve, 
30 inch low pressure gas hose and brackets for 
mounting on any Insto-Gas or 20-pound cylinder 
with similar collar construction. BTU input 20,000 
per hour. Shipping weight only 8 lbs. 

No. 1425 double heater consists of two rayheads 
complete with reflectors, two 30 inch low pressure 
hose, shutoff valves, regulator and brackets for 
mounting two rayheads together. BTU input 40,000 
per hour, is easily portable, shipping weight only 
18 lbs. 

No. 1430 double heater with extension mast con¬ 
sists of two rayheads complete with reflectors, two 
7 foot low pressure hose, shutoff valves, regulator, 
brackets for mounting two rayheads together and a 
six foot adjustable extension mast. Mast permits 
heaters to be placed from cylinder height to over 7 
feet from floor in 9 inch steps. Mast bolts firmly to 
a No. 35 Insto-Gas cylinder. No extra stand is 
necessary. Shipping weight 29 lbs. 



No. 1420 
Infra-Red heater 
mounted on 
20 pound cylinder 


No. 1430 
Double heater 
with 

extension mast 


No. 1425 
Double heater 
mounted 

on No. 35 cylinder 


No. 1423N natural gas unit consists of rayhead, 
reflector and manual shutoff valve. BTU input 
16,000 per hour. Shipping weight 7 lbs. 


No. 1423NS natural gas unit consists of rayhead, re¬ 
flector and 100% safety shutoff valve. BTU input 16,000 
per hour. Shipping weight 7 lbs. 


SUN-HEAT RADIANT TUBE HEATERS 


'TSAP" Series industrial type portable heaters 

“TSAP” Heaters are heavy duty heaters developed pri¬ 
marily for industrial and farm uses. The heaters have heavy 
steel cases and rugged protective grilles over the tubular 
elements. 

“TSAP” Portable Heaters are furnished complete with 
sturdy stand that permits adjustments between 24 inches 



and 51 inches from the floor. The stand has three adjust¬ 
able legs and allows the heater to be rotated in any hori¬ 
zontal direction. 

“TSAP” Heaters are ideal for furnishing heat on con¬ 
struction jobs and for industrial “spot” or area heating; for 
heating implement sheds, milk houses and milking parlors 
and for preheating cold engines. 


Specifications 


Model No. 

BTU 

Watts 

Volts (AC) 

Amps. 

TSAP-1500 

5120 

1500 

120 

8.32 

TSAP-2000 

6826 

2000 

240 

8.34 

TSAP-3000 

10239 

3000 

240 

12.50 

TSAP-4000 

13652 

4000 

240 

16.67 


TSAP-1500 is furnished with 6 feet of No. 16/3 HSJ 
Cord with molded-on plug. 

TSAP-2000, 3000 and 4000 are furnished with 6 feet 
4 inches of No. 12/3 SO Cord with molded-on grounding 
plug. 

Dimensions—Heater Unit—29 inches long, 10 inches 
wide and 5 inches high. 

“TSAP” Heaters are packed in two cartons. One carton 
contains heater head and the other carton contains a Stand. 
Total shipping weight 28 pounds. 

“TSAP” Heaters are available without stand for per¬ 
manent mounting as “TSA” models. 
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JERSEY SPREADER 



REG. TRADE MARK 


Jersey spreaders have been designed through actual job 
experience to fill the urgent need for a spreading device 
capable of meeting modern paving production quotas . . . 
check the mechanical features described below that make 
this performance possible: 

Jersey spreaders can be quickly, easily and economically 
attached to your own tractor . . . The sturdy push-beams 
are standard equipment and permit easy attachment to 
all makes of tractors. Pins and tumbuckles join the wheel 
assemblies to the hopper. These assemblies are easily 
detached for long distance domestic or overseas shipment 
. . . The steady chain, from wheel cowling to support arm 
is used to halter wheel easier when necessary . . . Crown 
plates are attached with manual control nuts and bolts . . . 
These plates are used for parabolic crown control . . . The 
widening gates, on ends of strike-off, have the matching 
plates to carry out parabolic crown when widening . . . 
Transverse crown differentials are controlled by regular 
adjusting screws with a maximum differential of 8" from 
one end of the strike-off to the other. This is valuable 
for wedge courses . . . The multiplicity of crowning de¬ 
vices permit greater flexibility and more accurate spread¬ 
ing . . . Lifting pins can be used with either cable or 
hydraulic type tractors . . . The large hoppers capable of 
holding tons of aggregate permit a generous flow of ma¬ 
terial for spreads from 10 feet to 16 feet wide and from 1 
inch to 16 inches deep . . Spreads any free flowing 

material such as broken stone, stone screenings, gravel, 
bank run gravel, slag, mine tailings or Florida limerock 
. . . Special baffles for segregation control may be added if 
problem material is used. The strike-off is adjusted by two 
handle screws and is beveled and angled to smoothly 
direct the flow of aggregate toward the widening gates . . . 
The front wheels are full-castered for easy steering, and 
vertically adjustable by means of turn-buckle and pin. 
Pull pin axis control allows a rapid change of the hacking 
path. This makes easier work along the berms and curbs. 


Propelling tractors 

Jersey Spreader Model 102 is designed to be propelled by 
tractors equal in size and power to the Caterpillar D-8, 
D-7, D-6 or 977 Trax; Allis-Chalmers HD-21, HD-20 or 
HD-15; International TD-24 TD-18 or TD-14; Eimco 
105, etc. 

Jersey Spreader, Model 90 is designed to be propelled 
by tractors equal in size and power to Caterpillar D-7, D-6, 
977 Trax, 955 Trax, Allis-Chalmers HD-6G, HD-9, Inter¬ 
national TD 18, 14, Eimco 105, 103, etc. 

These spreaders can be attached in approximately 30 
minutes. For mountain country or steep grades the heavier 
tractors are recommended. 


On large airbase job Jersey spreaders, working in teams, 
spread selected mixed aggregates for base course to com¬ 
plete job in minimum time. 


Jersey spreader model 1 02 

Overall width: 12 feet, overall height: 4 feet, total wt. 
(without tractor) 5040 lbs., depth of spread: max.: 16 
inches, min.: 1 inch, width of spread: 10 feet to 16 feet.* 
Rate of spread: 20 tons per minute, tires: 750-15. ten ply, 
heavy duty. 

° Depending on character of material and depth of spread. 


Jersey spreader model 90 

Overall width: 10 feet, overall height 4 feet, total wt. 
(without tractor) 3400 lbs., depth of spread: max.: 12 
inches, min.: 1 inch, width of spread: 9 feet to 12 feet, 
rate of spread: 12 tons per minute.* Tires: 650-10, ten 
ply, heavy duty. 

* Rate limited by size of propelling tractor. 10 tons considered 
maximum efficiency with this spreader. 
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JOYCE INDUSTRIAL JACKS 


Single acting — automatic lowering type 




517 


517-T trip 


1022 


2028 


400-A 




Geared ratchet lever type 


Joyce automatic lowering industrial jacks are unsurpassed 
in safety, ruggedness, power and dependability. Designed 
for and widely used by contractors, mines, oil fields, 
truckers, bridge builders, railways, utilities, for steam 
shovels, fleet owners, riggers and industrial plants. 

Built with simplified mechanism. Working parts made 
of heat-treated drop forged steel. No machine screws. 
Parts cannot work loose or become lost. Working parts 
enclosed and protected from dirt. Reversing lever con¬ 


Jack 

No. 

Capacity 

tons 

Height 

inches 

Rise 

inches 

Weight 

pounds 

517 

5 

i6 vT 

9 

25 

517-T 

5 

i6y 2 

9 

25 

1022 

10 

22 

13 

59 

1522 

15 

22 

13 

60 

1928-A 

15 

28 

19 

94 

2028 

20 

28 

19 

106 


veniently placed at top of the jack. The capacity of its 
foot lift at the bottom of the lifting bar is one-half the 
rated capacity. A steel lever bar is furnished with every 
jack. 

Joyce geared lever ratchet jacks are recommended for 
handling railroad cars, oil tanks, for contractors, riggers 
and heavy equipment service. Light in weight and high 
in efficiency. 


No. 

Capacity 

Height 

Rise 

Weight 

Jack 

tons 

inches 

inches 

pounds 

400-A 

50 

28 

15 

245 


SPECIAL AUTOMATIC LOWERING RATCHET JACKS 



Emergency 


Emergency jack No. 78 

Single acting, automatic lowering 

A combination vertical and tilting jack. Lifts from all 
angles. Recommended for contractors, public utilities, 
truckers, riggers and industrial plants. Especially 
popular for oil field service in handling trucks, drilling 
equipment and setting machinery. Also standard 
equipment on oil field bulldozer. 

Cable reel jack No. 1022-CR 

Single acting, automatic lowering 

Used in pairs for handling cable, belting and wire 
rope reels. 



Cable reel 


Weight Weight 


Jack 

No. 

Capacity 

tons 

Height 

inches 

Rise 

inches 

jack 

pounds 

complete 

pounds 

78-A 

15 

22 

i2y 2 

60 

97 


Furnished with a five-foot combination steel chain and claw and five- 
foot steel lever bar. 


Height 

Height 

Height 

Height 

Height 


Jack to top 

4th 

3rd 

2nd 

1st 

Rise 

No. inches 

hook 

hook 

hook 

hook 

inches 

1022-CR 40 

33 

24 

18 

12 

12 

1 022-CR3 24y 2 

.... 

24 

17 

10 

12 
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JOYCE AIR MOTOR DRIVEN JACKS 


Ball Bearing Geared Screw Type for Industrial, Railroad, and Construction Use . . . 

20, 35, 50, 75, and 100 Ton Capacities . . . With Removable Toe Lift As Optional Feature 


EASY TO MOVE WITH COLLAPSIBLE HANDLE 

Compressed air replaces manpower and saves approximately nine-tenths 
of the time required for jacking a load by hand. Automatic shut-offs 
assure positive safety. Lowered by reversing motor - not self-lowering. 
Grease fittings for easy lubrication. Powered with heavy-duty Ingersoll- 
Rand rotary motor. Equipped with semi-pneumatic tired wheels for fast 
jack placement. Lifting capacities shown are for 90 lbs. per sq. in. 
average operating air pressure. Prices on hose and couplings furnished 
on request. 


Model No. 

Capacity 
tons on 
toe 

Capacity 
tons on 
toe 

Rise inches, 
cap and 
toe 

Weight 

pounds 

Height 

inches 

1720-R 

20 


18 

240 

28 

• 1 720-RGL 

20 

10 

18 

280 

28 

1735-R 

35 


18 

250 

28 

* 1735-RGL 

35 

171/2 

18 

295 

28 

17710-R 

50 


I 6 I /2 

425 

28 

• 1 771 0-RGL 

50 

25 

I 6 I /2 

485 

28 

1771 2 - R 

50 


241/2 

440 

36 

1799-R 

75 


133/ 4 

465 

26 

1799-AR 

100 


133/4 

465 

26 

• 1 799-ARGL 

100 

50 

1 3 34 

565 

26 

17915-AR 

100 


30 

620 

44 


•Removable toe lift model. 



JOYCE BALL 

Joyce journal jacks 


Plain ball bearing jacks are 
used principally for heavy 
contracting work, bridge 
building, ship building, etc. 
They are recommended for 
outside work as they are not 
affected by weather condi¬ 
tions or rough handling. The 
jacks are all of the bridge or 
foot lift type and are fur¬ 
nished standard with a large 
area rectangular base. Round 
bases can be furnished if 
wanted, but standard rec¬ 
tangular base jacks only are 
carried in stock. 


BEARING GEARED SCREW JACKS 

Joyce standard speed 

Ball bearing geared screw jacks 



Jacks Nos. 1025 and 1035 
are used for general con¬ 
struction and maintenance 
work, bridge work, and 
other services where a short 
powerful lift is required. 
Jacks Nos. 1025-A, 1035-A 
and 1050-A are constructed 
with special heat-treated 
aluminum alloy frame and 
base plate. Extremely light 
and very durable. 


All Joyce journal jacks 
have a positive stop which 
prevents the operator from 
driving the ram out beyond the safety limit of the screw. 



Jack 

No. 

Capacity 

tons 

Height 

inches 

Rise 

inches 

Weight 

pounds 

1025 

25 

10 

5 

36 

1035 

35 

10 

5 

42 

1025A 

25 

10 

5 

25 

1035 A 

35 

10 

5 

35 

153-J 

50 

10 

4 

68 

1050A 

50 

10 

4 

54 


Jack 

No. 

Capacity 

tons 

Height 

inches 

Rise 

inches 

Weight 

pounds 

1 54-A 

25 

22 

12 

119 

160-A 

35 

27 

17 

208 

165-A 

50 

26 

16 

230 
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Jackmaster locomotive screw jacks 

5 to 36 tons capacity 
with positive safety stop 

The housing is solid (dirt-proof) and perfectly bell 
shaped. One-piece screw of special steel with bottom 
thread closed to give a positive safety stop 
— you can’t run it out too far. 

Sizes conform to National Bureau of 
Standards S.P.R. 97-42. Steel levers sent 
only when ordered and at small extra 
charge listed below. 



Net 

wt. 


1 l/ 4 x 4 
* 1 % x 6 
1 % x 8 

i y 4 xio 

1 %x 6 

*n/ 2 x 8 

1 y 2 xio 
iy 2 xi2 

13/ 4 x 8 
*13/ 4 x10 20 

1 3 / 4 x 1 2 25 

2x6 
2 x 8 

2 xlO 


8 

10 
1 1 

13 
1 1 

14 

17 
19 

18 


18 

22 

26 


Screw 


Tons 

Screw 


Tons 

diam. 


cap. 

diam. 


cap. 

1 " 


5 

13/ 4 " 


16 

1 %" 


10 

2 " 


20 

i%" 


12 

2 y 2 " 


28 

Closed 

Max. 



Closed 

Max. 

ht. 

rise 

Size 

Net 

ht. 

rise 

in. 

in. 

in. 

wt. 

in. 

in. 

6 % 

2 y 4 

*2 xl 2 

30 

15 % 

9 

8 % 

4y 4 

2 xl 4 

35 

17 % 

1 1 

ioy 2 

6 % 

2 y 2 x 6 

27 

10 

2 % 

12 y 2 

sy 4 

2 y 2 x 8 

31 

12 

4 % 

8 3/4 

33/4 

2 y 2 x 10 

35 

14 

6 % 

103/4 

53/4 

2 y 2 x 1 2 

40 

16 

8 % 

123/4 

73/4 

2 y 2 x 1 4 

43 

18 

10 y 4 

143/4 

93/4 

2 y 2 x 1 6 

50 

20 

121/4 

1 1 

5 % 

2 y 2 x 1 8 

56 

22 

141/4 

13 

7 % 

3 x 8 

46 

13 

3 % 

15 

9 % 

3 x 1 4 

62 

19 

9 % 

9y 2 

3 

3 x 1 8 

78 

23 

13 % 


5 

3 x 24 

103 

29 

19 % 

13 % 

7 






* On federal government quotations show these jacks as 5, 8, 1 2 and 
15 tons capacity, respectively. Add levers. 


Trench or sewer braces 


! I 



These braces provide the safest and most economical 
bracing on all trench jobs. The screws are steel and the 
wing nut is drop forged steel, which safeguards against 
bending or breaking. 

JOYCE trench braces can be installed quickly. The ball 
and socket joint at each end permits easy adjustment to 
any angle. Adapted to any width trench by using longer 
or shorter lengths of standard black pipe. The following 
specifications include pipe. 


Pipe 

and 

screw 

diam. 

Length 

of 

screw 

inches 

Length 

of 

brace 

closed 

inches 

Length 

of 

brace 

open 

inches 

Length 

of 

pipe 

inches 

Safe 

extension 

of 

screw 

inches 

Weight 

per 

dozen 

pounds 

1% 

12 

18 

25 

10 % 

7 

198 

1% 

14 

24 

33 

16% 

9 

224 

1% 

16 

30 

40 

22% 

10 

246 

2 

18 

36 

46 

26 

10 

517 

2 

18 

42 

52 

32 

10 

538 

2 

18 

48 

58 

38 

10 

560 

2 

18 

54 

64 

44 

10 

590 

2 

18 

60 

70 

50 

10 

604 


Steel house raising jacks 

25 and 35 tons capacity 

Size Size Size 


2x12 2y 2 xl2 2y 2 xl8 

2x14 2y 2 xl6 2y 2 x20 

2x16 

Screw diameter 2", tons capacity 25 
Screw diameter 2y 2 ", tons capacity 35 



Cast iron jack screws 

Cast with seamless threads; insuring 
smooth, uniform operation. Used by 
house movers, also for shoring work, 
and on many other kinds of industrial 
jobs. They save time and labor on all 
sorts of ingenious applications. 



Diameter Height Size Length 

of screw overall of plate of nut 


3" 

3" 

3" 

3" 

3 " 

3" 

3 ” 


24 " 
26" 
28" 
30" 
32" 
34" 
36" 


6 " 

6 " 

6 " 

6 " 

6 " 

6 " 

6 " 


6 " 

6 " 

6 " 

6 " 

6 " 

6 " 

6 " 


Trench brace fittings 



Furnished without pipe. The addition of a piece of stand¬ 
ard gas pipe, cut to the required length and drilled with 
small hole at one end for the insertion of cotter pin, 
completes the brace, and equals dimension “B”. 


“D” 

‘•A” 

Safe 


diam. 

length 

extension 

Weight 

of 

of 

of 

per 

screw 

screw 

screw 

dozen 

inches 

inches 

inches 

pounds 

1 % 

12 

7 

175 

1 % 

14 

9 

180 

1 % 

16 

10 

190 

2 

18 

10 

415 


Timber 

brace fittings 



Diam. 

“A” 

Size 

Weight 

of 

Length 

of 

per 

screw 

of screw 

timber 

dozen 

inches 

inches 

caps 

pounds 

1 % 

14 

4x4 

170 

1% 

14 

6x6 

185 

2 

18 

6x6 

375 

2 

18 

8x8 

385 



3-WAY NUT—for use in close quarters where 
the regular wing nut cannot be used, a 3-way 
unbreakable nut made with three holes to 
fit a 1 inch rod can be furnished. No extra 
charge when specified in place of the wing 


nut. 
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Joyce pushing and pulling jacks 


ITTiI 

Push and pull—No. 55 



Push and pull—No. 55 


Designed for pushing apart or pulling together structural 
members, sheets and machinery. Used also for straighten¬ 
ing sides and ends of steel cars and bent or split steel 
center sills. Jack No. 52 same as No. 55 except hooks are 
rigid and always extended. 


Type 

Jack 

No. 

Cap. 

tons 

Diam. 

screw 

ins. 

Lgth. 

closed 

ins. 

Run of 

screw 

ins. 

Wt. 

lbs. 

Pullers 

52 

8 

iy 2 

25 

12 

38 

Push 

( 55 

10 

1 % 

40 

19 

67 

and 

< 54 

15 

2V2 

31 

25 

75 

Pull 

l 59-A 

10 

2 

28 

20 

49 


Single acting trip track jacks 

1 5 tons capacity 

For track construction, surfacing and ballasting 



No. 1522-T Operating Mechanism 


Single-acting jacks are equipped with barrel-shape actu¬ 
ating springs as shown above. They require less manpower 
and can be set at any angle. No. 1522-T is most popular 
size and, when specified, is furnished with special built-up 
base for sliding under rail. No. 1511-T is a special track 
lining jack without head cap. 

All track jacks furnished with square sockets for use 
with a lining bar. Round sockets and steel lever furnished 
at additional cost. 


Jack 

No. 

Capacity 

tons 

Height 

inches 

Rise 

inches 

Weight 

pounds 

1511-T 

15 

103/4 

5 

40 

1522-T 

15 

22 

13 

58 

A-1522-T 

15 

22 

13 

37 


Bell-base ratchet jack screws 



This jack 

has one piece wrought steel screw, 

cast iron 

stand and 

cap, and steel 

ratchet pawl and 

malleable 

handle. 





Height 

Height 

Rise 

Diameter 

of stand 

over all 

inches 

2 

10 

1 4 y 2 

7 

2 

12 

1 6 y 2 

9 

2 

14 

is y 2 

1 1 

2y 2 

10 

i 5 y 2 

6'A 

2% 

12 

1 7 Vi 

8 ’4 

2y 2 

14 

i 9 y 2 

ioy 4 

2 y 2 

16 

21 Vi 

12 Va 

2 Vi 

18 

23 Vi 

141/4 


Telescopic jack screws 



This jack consists of two screws, one working within the 
other, operating simultaneously, thus the double screw 
raises the load with double speed and nearly twice the 
height of the stand; therefore this jack can be used in 
closer quarters than the ordinary style. 

Height Height Total 

Jack of over all Rise height 

number stand closed inches opening 

No. i 7y 2 ioy 2 11 21 

No. 2 11 14 16 30 
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Klein-Logan 

Construction Tools 


SINCE 18 56 


[utter mattock 


Packed 5 or 6 
per carton, 
overall length 


Eye number 6, 
blade width 


No. 275—Loading bar 

For moving heavy equipment 
Weight Size of square 


Length 


Hexagon 
or octagon 
high carbon 
or alloy steel 


-Goose-neck wrecking bar 

: 24", 3/4" x 30"—Packed 10 or 12 per carton, 
: 36", 7 /e" x 36"—Packed 5 or 6 per carton, 
x 48". 


No. 244—Offset pinch bar 

Sizes: 3 / 4 " x 26", 7." X 30", 1" x 36' 

Hexagon or octagon 
High carbon or alloy steel. 


No. 380—Salvage bar 

A bar specially designed to remove material that is to be 


5 lbs. 3'/2" 

6 lbs. 4" 

No.2—Pick mattock 

Eye number 6, 

Weight blade width 

153/4" 

16 V," 

Packed 5 or 6 
per carton, 
overall length 

5 lbs. 

3 Vi" 

19" 

6 lbs. 

4" 

20" 

No. 7— 

Asphalt mattock 


Double or reversible eye 


Pick handle enters eye in either direction 




Packed 5 

Weight 

Blade width Length 

per carton 

10 lbs. 

3" 20" 


No. 30—Railroad or clay pick— 


point and chisel 


Eye No. 6 

—Packed 5 or 6 per carton 


Weight 

Length 


5 lbs. 

21" 

Also can 

6 lbs. 

23" 

be furnished 

7 lbs. 

25" 

in double 

8 lbs. 

26" 

point, our 

9 lbs. 

27" 

No. 32 

No. 239—Bull points 


Size of 



steel 

Length 



Crow bars 

No. 260—Pinch point and 
No. 261—Wedge point 

Size of 


Wei ght_square Length 


10 lbs. 

1" 

4' 

12 lbs. 

1 y," 

4'3" 

14 lbs. 

1 V." 

4'6" 

16 lbs. 

1 V 4 " 

4'9" 

18 lbs. 

1 Va" 

5' 

22 lbs. 

1 Vs" 

5'3" 

26 lbs. 

1 V 2 " 

5'6" 




re-used. 

Sizes: 3/4" x 24", 3/ 4 " x 30"—Packed 1 0 or 1 2 per carton. 
3/ 4 " x 36"—Packed 5 or 6 per carton. 


No. 390—Stripping bar 


No. 391—Stripping bar with claw 

Designed to remove forms from concrete more quickly, 
easily and with less effort. 

Sizes: 3 / 4 " x 36", 7 /e" x 42", 1" x 48". 
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Klein-Logan 


Construction Tools 



SINCE 1856 


No. 124—Short pattern hand drilling hammer 


Weight Eye size Length Packing 


2 lbs. 

3 / 4 " rnd. 

31/2" 

Packed 

3 lbs. 

Va" rnd. 

4" 

10 per 

4 lbs. 

Va" rnd. 

41/2" 

carton 

Also No. 

124H hand drilling hammer with factory-driven A.R. 

grade handles. 



No. 127- 

— Long pattern (Nevada) striking hammer 

Weight 

Eye size 

Length 

Packing 

3 lbs. 

V/' X 1" 

51 U" 1 

6 or 10 

4 lbs. 

3 / 4 " X 1" 

53/4" f 

per carton 

6 lbs. 

1 " xll/ 4 " 

6 V 2 " 1 

Packed 

8 lbs. 

i" xiy 4 " 

71/4" 

4 or 5 

10 lbs. 

1" x13/ 8 " 

73/4" \ 

per 

12 lbs. 

1" X 1 3/ a " 

8 " v 

carton 

16 lbs. 

1" X 1 3/ 8 " 

8 V 2 " J 


Also No. 

127H striking hammer 

with factory-driven A.R. grade 

hickory 

handles. 



No. 131 

—Stone sledges— 

-oval face 


Weight 

Eye size 

Length 

Packing 

6 lbs. 

1 " xl'// 

63/ 4 " 

Packed 

8 lbs. 

1" x 11 / 4 " 

71/4" 

4 or 5 

10 lbs. 

1" x 1 3/ e " 

73/4" 

per 

12 lbs. 

1" x13/ 8 " 

81 / 4 " 

carton 

16 lbs. 

1" x 1 3/ a " 

91 / 4 " 


20 lbs. 

1 Va" X 1 1 / 2 " 

93/4" 

2 per carton 

Also No. 

1 31 H stone sledges 

with factory-driven A.R. grade 

hickory 

handles. 



No. 134 

—Blacksmith’s sledge—double face 

Weight 

Eye size 

Length 

Packing 

2 lbs. 

Va" x 7 /a" 

41/4" 

1 2 to 4 lbs. 

2 i / 2 lbs. 

Va" x Va" 

41/2" 

packed 

3 lbs. 

3 / 4 " x 1" 

43/4" 

6 or 10 

4 lbs. 

3 / 4 " X 1" 

51/4" 

J per carton 

6 lbs. 
8 lbs. 
10 lbs. 

1" xll/4" 

1" xll/4" 

1" Xl3/s" 

6" 

61/2" 

7" 

1 6 to 16 lbs. 

1 packed 

4 or 5 

12 lbs. 

1" X 1 3/j" 

71/2" 


16 lbs. 

1" Xl3/e" 

81/4" 

per carton 

20 lbs. 

1 Va" X 1 ’/ 2 " 

8 3/4" 

2 per carton 

Also No. 

134H blacksmith’s 

sledge with factory-driven A.R. 

grade 

hickory handles. 




Sledges and hammers available 
in decimal or dozen units 


No. 80—Square head wedges 


Weight 

Length 

Head 

Bit 

Packing 

3 lbs. 

8" 

1 Vi" 

1%" 1 

1 

4 lbs. 

9" 

1 Va" 

I 7 /." 

1 1 0 or 1 2 per 

5 lbs. 

91 / 2 " 

1 Va" 

2" | 

carton 

6 lbs. 

10" 

1 Va" 

21/." J 

1 

8 lbs. 

11" 

2Va" 

23/a" 

5 or 6 per carton 


No. 400—Cold cutter 



Manufactured from silico-manganese molybdenum steel 


Weight 

Bit 

Length 

Packing 

2 lbs. 

1 Va" 

6" 

) 10 or 12 per 

3 lbs. 

11 / 2 " 

7" 

) carton 

5 lbs. 

1 Va" 

8" 

5 or 6 per carton 


RED-E-PAK cartons simplify handling 
and warehousing 

Warehousing and shipping problems are greatly simplified 
for you with decimal units of Red-E-Pak handled tools. 
The sturdy corrugated cartons stack securely because the 
weight is carried on the hammer heads. Packed 5 or 10 
to a carton with “Heat-Treated Hickory” handles already 
inserted into the red striking heads. Bold legible end 
markings facilitate inventory counting. You will deliver 
Klein-Logan Red Head sledges and striking hammers to 
your customer in A-l shape, for they will be clean and 
free from head scratches and gouge marks, safely pro¬ 
tected in this fully enclosed pack. 
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A New and Enlarged List of 



BUILT FOR ROAD ROLLERS! 

Will Out Perform Any Similar Product 

USE LESS WATER! RETAIN MOISTURE! 

GIVE MAXIMUM SATURATION! 

StanM Equipment fot All Makes! 


HYDRO-MATS... 

*. rjptll o ( < r’ a oll'er:n,; r a.l y we, 

. greates , 

• The binding, the area 

wear, is triple rein or | neere d 

• Heavier, stronger...and eng. 

to stand tough wear. 


8 " ; 
8 " 

8 " ; 
8 " ; 
8 " ; 
8 " ; 
8 " ; 
8 " ; 
8 " : 
8 " i 
8" J 
8" j 
8 " ; 
8 " ; 
8 " ; 
8 " ; 
8 " ; 
8 " ; 
8 " ; 
8 " ; 
8 " > 

6 " * 
6 " * 
6 " x 
6 " * 
6 " > 
6 " > 


c 72" 
c 70" 
: 56" 
: 54" 
: 52" 
: 50" 
: 48" 
: 47" 
; 44" 
; 42" 
; 41" 
: 40" 
: 38" 
; 36" 
33" 
: 28" 

; 26" 

: 24" 
22 " 
20 " 
18" 

72" 

70" 

56" 

54" 

52" 

51" 


AAAT SIZES 

6" x 50" 
6" x 48" 
6" x 44" 
6" x 42" 
6" x 41" 
6" x 40" 
6" x 38" 


13" x 26" 
13" x 23" 
13" x 20" 

12" x 14" 


10" x 
10" x 
10" x 
10" x 
10" x 

9" x 
9" x 


57" 

55" 

50" 

44" 

24" 

10 " 

9" 


18" x 20" 

16" x 27" 
16" x 24" 
16" x 21" 
16" x 20" 

15" x 23" 

14" x 24" 
14" x 20" 

13" x 32" 


Other Sizes Available on Request 


With sizes in stock 
for every knovnn moke of 

ROAD ROLLER...Old end New 


Brush Mats for industrial use made in all sizes and qualities 


Call Mission 5-1810 
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1. IMPROVED FAIRLEAD 


New Bell Guide Design. Engineered for maximum effi¬ 
ciency and minimum wear, Rud-O-Matic Tagline’s New 
Fairlead Bell Guide has no sheaves or pins, requires no 
lubrication. Simple and functional, the innovation on this 
McCaffrey-Ruddock product is made with chilled hard 
iron casting that cuts wear to minimum. Fairlead arm is 
of high tensile steel plate. Now standard on all taglines, 
the new fairlead is interchangeable with existing equip¬ 
ment on all single barrel taglines. 




2. NEW END PLATE DESIGN 


MAGNET REEL 


Cuts Downtime • Simplifies Maintenance. Just re¬ 
move four bolts from the end plate. That s all. On RUD- 
O-MATIC TAGLINES, this eliminates taking off cable 
wheel, fairlead, and bearing head. On RUD-O-MATIC 
MAGNET REELS, it is no longer necessary to dismantle 
cable drum and electric mechanism when making replace¬ 
ments. Quick removal and replacement of spring and shaft 
assembly becomes a simple, routine operation. 


TAGLINE 


Coil Spring Rud-O-Matic 
Products by McCaffrey-Ruddock 
Are in World-Wide Use. 



Triple Barrel Magnet Reel Model 1866. 

Shown at left is a special, heavy-duty, triple 
barrel magnet reel. It is specifically designed 
and engineered to control exceptionally large 
lifting magnets. 


<c 


<0 

0 

<0 


k- 


J 
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Tunnel shields, complete with hydraulic equipment. 


Steel forms 
Jumbos 
Car passers 
Air locks 
Tunnel shields 
Head frames 
Self-dumping skips 
Special cars 


Operating grouter in small tunnel. 


Non-telescopic tunnel forms, 10 feet 6 inches by 10 feet 6 inches. 
Note clearance for passage of muck trains. 


Conduit forms for cut-and-cover construction. 


Forms for box sewer. Each barrel 16 feet by 10 feet. 


MAYO TUNNEL AND MINE EQUIPMENT 


Robert S. Mayo—Civil Engineer 

Special equipment for construction of tunnels, conduits, 


sewers, shafts and sub-aqueous foundations 


The Mayo Pneumatic Grouter is a simple and effi¬ 
cient machine for injecting cement grout or chemical 
emulsions for solidifying fissured rock or pervious 
soils. It may be readily converted into a “Pea 
Shooter” for filling large voids. Low in first cost 
and economical in operation. 


Call Mission 5-1810 
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PISTOL TYPE 
HOLE-SHOOTERS 

For production drilling. 
Palm-push grip for less fatigue, 
straighter holes, fewer broken 
drills. 

Double gear reduction; ball and roller bearings. Easily re¬ 
moved cover of split body design for quick access to all motor 
parts and switch, simplifies inspection, cleaning and main¬ 
tenance. 

%—24 thread spindle. 


Cat. 

Nos. 


Net 

price 

Speed, 

No 

load 

RPM 

Full 

load 

Lgth., 

in. 

Net 

wt. 

lbs. 

Ship. 

wt. 

lbs. 

Capacity 

0120 

in 

steel 1/4 

$49.50 

inch 

2000 

1200 

9y 2 

33/4 

6 

0140 


49.50 

3500 

2200 

9y 2 

33/4 

6 

*0160 


49.50 

5000 

3175 

9y 2 

33/4 

6 

0180 


49.50 

2500 

1500 

9y 2 

33/4 

6 

Capacity 

0200 

in 

steel V\& 

$52.50 

inch 

1000 

600 

10 

33/4 

6 

Capacity 

0220 

in 

steel 3/s 

$56.00 

inch 

650 

380 

ioy 4 

4 

7 

•Recommended 

only for drilling skin aluminum and 

other non 

-ferrous 

materials. 




Equipped with lifetime lubri¬ 
cated ball and roller bearings 
throughout, large multiple blade 
fan for cooler running, windings 
of high heat resistant wire. 

Well suited to handle a wide variety of applications. 
Capacity in steel % in.; no-load speed 1900 RPM, full load 
speed 1100 RPM; 10 & in. long. 


SAW GRIP DRILL 
HEAVY-DUTY TYPE 


No. 0600—Net wt. 5/4 lbs.; ship. wt. 8 lbs. 

Net price _$42.50 


High speed model 

For continuous heavy duty production line drilling in sheet 
metal or soft wood within its rated capacity. 

Capacity in steel in.; no-load speed 2500 RPM, full load 
speed 1450 RPM; 10% in. long. 

No. 0620-Net wt. 5)4 lbs.; ship. wt. 8 lbs. 

Net price _ $43.50 


PRODUCTION DRILLS 
HEAVY-DUTY TYPE 

All models have heat-treated hel¬ 
ical cut alloy steel gears and 
shafts. Grease-sealed ball and 
roller bearings throughout. Trig¬ 
ger switch with lock. Auxiliary clamp-on type side handle. 
Heavy-duty Jacobs industrial chuck. 3-wire rubber covered 
cord and plug. 




Speed 

RPM 

Net 

Ship. 

Cat. 

Net 

No 

Full 

wt. 

wt. 

Nos. 

price 

load 

load 

lbs. 

lbs. 

0800 

$54.50 

2000 

1250 

5y 2 

8 

0850 

56.50 

1400 

900 

5y 2 

10 

0870 

58.50 

1000 

600 

6’/4 

10 

0890 

58.50 

850 

525 

6y 4 

10 

NOTE—Above 

models also available 

for 230 volts at $4.00 

extra. 




GENERAL PURPOSE DRILLS 

All models have full ball and 
roller bearing construction, 
life-time lubricated. Double 
gear reduction. Adjustable 
clamp type, forward handle 
furnished as standard. 

Capacity in steel Vi in.: no-load speed 560 RPM, full load 
speed 340 RPM; 1214 in. long. 

No. 1000—Net wt. 6/2 lbs.; ship. wt. 10 lbs. 

Net price $54.50 



Slow-speed high-torque models with triple reduction gearing. 
Capacity in steel I 2 in.; 12)4 in. long. 

No. 1100—No-load speed 450 RPM, full load speed 300 
RPM; net wt. 6/4 lbs.; ship. wt. 10 lbs. 

Net price --- $60.00 


No. 1200—No-load speed 320 RPM, full load speed 195 RPM; 

net wt. 6 & lbs.; ship. wt. 10 lbs. Net price -$60.00 

All above models available with reversing motor at $10.00 
extra; also available for 230 volts at $4.00 extra. 



PRODUCTION HOLE-SHOOTERS 

Rugged, compact, powerful. All 
ball bearing. 6 amp and '2 HP out¬ 
put at chuck. Double gear reduc¬ 
tion on Model No. 1600. Triple 
gear reduction on Model No. 1650. 
Perfect for close-quarter drilling. 
Light enough for use on ladders. 

Capacity in steel *2 in.; 12/4 in. 
long. 

No. 1600-600 RPM. Net price $65.00 

No. 1650-450 RPM. Net price 68.00 


Net wt. 9)2 lbs.; ship. wt. 13 lbs. 


Available with reversing motor at $10.00 extra; also available 
for 230 volts at $4.00 extra. 



SUPER HOLE-SHOOTERS 


Perfectly balanced — mechan¬ 
ically and electrically built to 
handle a wide variety of tough 
drilling jobs. Smooth, power¬ 
ful, double and triple reduc¬ 
tion gearing. Top pipe and 
spade handle removable. 


Specifications 


Nos. 

Cap. 

in 

steel, 

in. 

Chuck 

speed, 

RPM 

Gear 

tiain 

Lgth., 

in. 

Net 

wt. 

lbs. 

Ship. 

wt. 

lbs. 

•1700 

y 2 

600 

Dbl. 

16 

143/4 

19 

•1750 

5 /s 

525 

Trpl. 

i6y 2 

153/ 4 

19 

•1850 

% 

400 

Trpl. 

i6y 2 

16% 

20 

2000 

7 /s 

350 

Trpl. 

18 

153/ 4 

18 

+*2020 

7 /b 

350 

Trpl. 

i6y 2 

163/4 

18 

•2200 

1 

350 

Trpl. 

183/4 

i6y 2 

23 

•2400 

1% 

250 

Trpl. 

163/4 

21 y 2 

26 

• Available 

reversing 

, add $13.00 extra. 

Add suffix 

letter R to 

Model b 

ordering for reversing. 





•Furnished 

with 3/ 4 

in. Jacobs key type 

chuck. 



i Available 

115 volt 

only. 





Unless otherwise 

indicated 

all above 

models are 

available 

for 230 


Net 

price 

$ 94.50 
105. 
115. 
120 . 
125. 
135. 
160. 


$4.00 extra. 
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HEAVY-DUTY SANDER-GRINDERS 

7 in. diameter—1 y 4 H.P. 

Sturdily built, light¬ 
weight, ball and roller 
bearings throughout and 
powered by 131 HP MIL- 
WAUKEE-Built AC-DC 
motor. Well balanced, 
easy to handle and fitted 
as standard with nested 
spring steel backing disc 
of 5 and 7 in. diameter. 
One each 36 and 60 grit sample sanding disc included. 

7 in. disc size, % x 11 thread spindle; 5000 RPM no-load 
speed; 15/2 in. long over all less disc. 

No. 6020—Net wt. 13 lbs., ship wt. 18 lbs. 

Net price -$89.50 


9 in. diameter—1 y 2 H.P. 

Built for toughest jobs. It’s cool running and its powerful 
sanding or grinding action cannot be stalled. Powered by 
1/2 HP MILWAUKEE AC-DC Motor. Standard equipment 
includes nested set of 3 spring steel backing discs of 5, 7 and 
9 in. diameter. One each 36 and 60 grit sample sanding disc 
included. 

9 in. disc, size; fs x 11 threaded spindle; 5000 RPM no-load 
speed; 15/2 in. long over all less discount. 

No. 6060-Net wt. 1334 lbs.; ship. wt. 18 lbs. 

Net price -----$94.50 


9 in. diameter—1 y 2 H.P., for cup wheel or wire brush 

Same as No. 6060 except less disc assembly and hub. For 
using cup wheel or cup wire brush. 

No. 6080—Net wt. 12/4 lbs.; ship. wt. 17 lbs. 

Net price ___$89.50 


BENCH GRINDERS 



Precision built, smooth running. 
Designed for continuous produc¬ 
tion work. Ball bearing equipped. 
Standard equipment includes: 
wheel guards, adjustable tool rests, 
two balanced wheels—one fine and 
one medium grit. 

Eyeshields at extra cost. 


New 

Nos. 

Net 

price 

HP 

Cyl. 

RPM 

Wheel 
size in. 

115 Volts, single phase 




4900 

$ 62.50 

'A 

60 only 

3440 

6 X % x y 2 

4920 

75.00 

Vz 

50/60 

3450 

6 x % x y 2 

4980 

115.00 

y 2 

50/60 

3450 

7 x 1 x % 

230 Volts, single phase 




4940 

$ 79.00 

Vz 

50/60 

3450 

6 x % x y 2 

5000 

1 20.00 

V2 

50/60 

3450 

7 x 1 x % 

115-230 

Volts, single phase 




5040 

$160.00 

3 /4 

50/60 

3450 

8 x 1 x % 

5080 

210.00 

1 

50/60 

1725 

10x1 x 3/4 

208 220/440 Volts, three phase 



4960 

$ 79.00 

Vz 

50/60 

3450 

6 x 3/ 4 x y 2 

5020 

1 20.00 

y 2 

50/60 

3450 

7 x 1 x % 

5060 

160.00 

% 

50/60 

3450 

8 x 1 x % 

5100 

210.00 

1 

50/60 

1725 

10x1 X 3/ 4 



HEAVY-DUTY PORTABLE GRINDERS 

Oversize double-row ball 
bearings at front end of 
spindle. Ball bearings 
throughout. Grit free air in¬ 
take. Adjustable steel wheel 
guard and one general pur¬ 
pose grinding wheel in¬ 
cluded as standard equip¬ 
ment. 

115 volts AC-DC. 



9 in. diameter—1 y 2 H.P. 

For production type heavy duty 
grinding applications. Equipped 
with rough grinding 9 x A x % 
in. hole, nylon impregnated, 
safety reinforced, supported by 
aluminum disc wheel hub and 
including guard. 

9 in. wheel size; % x 11 thread 
spindle; 5000 RPM no-load 
speed; 15/2 in. long over-all, less 
wheel. 

No. 6100—(U199W) Net wt. 15/4 lbs.; ship. wt. 20 lbs. 

Net price ___$99.50 

Note—All models listed above available for 230 volts at $4.00 
extra. 


“Pittsburgh” LOCK HAMMER 


The Perfect Tool for closing ‘‘Pitts¬ 
burgh Locks”. Handles 30 to 22 
ga. sheet metal. Lightweight, pow¬ 
erful Milwaukee-built motor, closes 
seams at rate of 20 feet per min¬ 
ute. Perfectly balanced, guides 
easily along seams. Ball and roller 
bearings. 

No. 5400_Net wt. 10 lbs. 

Ship. wt. 14 lbs. Net price $137.50 



New 

Nos. 

Old 

Nos. 

Net 

price 

Wheel 
size, in. 

Speed 

RPM 

Length 

OA, 

in. 

Ship. 

wt. 

lbs. 

5200 

V491 

$ 84.50 

4xi x y 2 

6000 

21% 

19 

5220 

V591 

94.50 

5xlx% 

4000 

21% 

19 

5240 

V691 

105.00 

6x1 x% 

4000 

22 

22 


Available for 230 volts of $4.00 extra. 


Bench base for portable grinders 

Converts portable grinder to bench use. With adjustable 
tool rest. 

No. 48-10-0026—Ship. wt. 24 lbs. Net price_$27.50 


SHEET METAL SHEARS 


For clean, smooth, accurate 
cuts in and through 16 gage 
sheet metal, 17 gage stain¬ 
less and up to 50% above 
rated capacity in copper, 
aluminum and other non- 
ferrous metals. Cutting oper¬ 
ation always visible. S’mple 
blade adjustment with full 
%2 in. range. 

No-load speed 4000 strokes per minute; minimum radius 
left hand 3£ in. right hand 1 in.; 34 HP 115 volt AC-DC motor; 
9 ft. power cord. Complete with extra pair of cutter blades, 
one set of blade adjustment feeler gages and an Allen wrench. 
7 in. high, 9/4 in. long over all. 

No. 6800—(200) Net wt. 534 lbs.; ship. wt. 9 lbs. 

Net price _$110.00 

No. 48-44-0070—(6G45) Replacement set of blades. 

Net price _ 6.50 



Call Mission 5-1810 


175 


389-2-61 






















For fast, easy, economical drilling in reinforced concrete, masonry, glazed tile, brick, granite, marble, terrazzo, ceramics 
and glass. Used by contractors, plumbers, electricians, erectors, sign installers, maintenance men, etc. 


DYMODRILLS 

115 Volts AC-DC only 

Built-in leakproof water swivel. Each unit equipped with 8 ft. 
length of % in. heavy-duty water hose complete with fittings and 
control valve, and an open end wrench for removing bits. 



2 -color range safety meter afford protection against overload. 
Assures long tool and bit life. 


Hand held models 
Model 3700 

Capacity A in. to 1 in. bits; /2-20 thread on spindle; %q to % 
in. bits thread directly to spindle, % to 1 in. bits use 04-0050 
adapter furnished with drill. Complete with steel carrying case. 

No. 3700—Net wt. drill only 7 lbs.; ship wt. with case 
17 lbs. Net price_ $115.00 


Model 3780 

Capacity 'A in. to 2A in; bits two step spindle threaded A in—20 
and % in—14; bits from A to 1 in. thread directly to spindle; 
bits 1/4 to 2A in. require adaptors as listed in table to the right. 
Thread protector covers % in.-14 thread when using smaller 
bits. 


No. 3780—Net wt. 10 lbs., ship. wt. 18 lbs. 

Net price -----$150.00 

Rig mounted models 

Specially designed for mounting on VAC-U-RIG stand. Easy 
to operate in horizontal or vertical position and can be set-up 
in a few minutes. Outboard motor type shear pin protects 
gears against damage by sudden overload. 

Spindle threaded 1)4-7 on all models, requires adaptors as 
listed in next column for bit mounting. 


Cap. 


New 

Nos. 

Net 

price 

bits 

in. 

Speed 

RPM 

Ship 

wt., lbs. 

3820 

$196.00 

D/4-3 

1000 

26 

3880 

196.00 

2% *4 

750 

26 

3940 

196.00 

4 -5 

500 

26 

4020 

196.00 

5 -6% 

350 

23 



Portable VAC-U-RIG © 

Rugged steel construction; 
spoke wheel feed control, rack 
and pinion feed, 24 in. travel. 
Rubber tired wheels for port¬ 
ability. Heavy duty switch; 
ammeter indicates motor load; 
convenience outlet. Bubble 
level for accuracy. 

D y m o d r i 11 easily at¬ 
tached. Vacuum pump 
develops 3000 lbs. hold¬ 
ing force 13 in. alum¬ 
inum suction pads hold 
unit to poured walls 
and floors. 


No. 4110—VAC-U-RIG complete with ammeter and vacuum 
pump, does not include drill or bit. Net price_$375.00 


DYMOBITS and ADAPTORS 



High quality diamonds, selected for cutting efficiency, posi¬ 
tioned in matrix with best cutting edges exposed. Double- 
plated precision finished sleeves. Thin wall construction for 
clean drilling with minimum of wall friction. 


Bit 

OD, 

in. 

--Bit- 

Nos. 

Net 

price 

Lgth. 

in. 

-Adapter— 

Nos. Type 

Net 

price 

Vi& 

48-16-0180 

$ 30.20 

2V2 



$. 

'A 

48-16-0250 

31.30 

3 





48-16-0310 

34.20 

31/2 




3 /s 

48-16-0370 

38.10 

4 




% 

48-16-0500 

44.30 

5 




% 

48-16-0620 

48.25 

10 




3 4 

48-16-0750 

55.00 

10 




7 /a 

48-16-0870 

62.75 

12 




1 

48-16-1000 

68.75 

12 




1% 

48-16-1250 

77.50 

12 

48-04-1250 

E 

3.70 

1 3 /s 

48-16-1370 

81.25 

12 

48-04-1370 

E 

4.00 

U/2 

48-16-1500 

86.50 

12 

48-04-1500 

E 

4.20 

1% 

48-16-1750 

96.00 

12 

48-04-1751 

E 

5.00 





48-04-1750 

D 

5.00 

2 

48-16-2000 

101.00 

14 

48-04-2001 

E 

7.80 





48-04-2000 

D 

7.80 

2 % 

48-16-2370 

107.00 

14 

48-04-2370 

D 

8.10 

21/2 

48-16-2500 

116.50 

14 

48-04-2500 

D 

8.20 

3 

48-16-3000 

139.50 

14 

48-04-3000 

D 

9.20 

31/2 

48-16-3500 

161.00 

14 

48-04-3500 

D 

10.00 

4 

48-16-4000 

177.00 

14 

48-04-4000 

D 

11.10 

41/2 

48-16-4500 

203.00 

14 

48-04-4500 

D 

12.00 

5 

48-16-5000 

217.00 

14 

48-04-5000 

D 

13.50 

6 

48-16-6000 

251.00 

14 

48-04-6000 

D 

15.90 

61/4 

48-16-6250 

264.00 

14 

48-04-6250 

D 

18.80 


VAC-U-RIG and diamond drilling accessories 


No. 49-76-0050—3/2 gal. pressure type water tank. Net 


price ------- >io.uu 

No. 48-95-1500—(E ) Bit extension, 9 in. long, thread¬ 
ed 1/4-7, for 1/4 in. and larger bits. Net price..... 19.80 

No. 48-95-2000— (E) Bit extension 12 in. long thread¬ 
ed X-14, for 1/4 in. to 2 in. bits. Net price 18.00 

(For No. 3780 Dymodrill only.) 

No. 48-70-0050—Water collector ring, used with 

pump. Net price _ 15.00 

No. 49-50-0050—Water collector ring pump. Net price 34.00 
No. 49-18-0050—Water hose. Net price 4.50 

No. 49-96-4700—Open end wrench, 1% in., for remov¬ 
ing bits. Net price _ 5.70 

No. 49-96-8100—Strap wrench, for bits up to 2 in. 

Net price _ 5.00 

No. 49-96-8200—Strap wrench, for bits up to 6A in. 

Net price _ 10.00 

No. 49-46-0050-Thread protector, for No. 3780 drill. 

Net price _ . 2.00 

No. 48-04-0050—(A) Threaded adapter, for No. 3700 

drill. Net price _ 6.00 

No. 48-04-0150—(B) Threaded adapter, 1M-7 to %-14 

and /4-20 threads. Net price_ 10.00 J 

No. 4080—Telescoping extension assembly, braces be- « 

tween No. 4110 stand and ceiling, adjustable. Net price 45.00 m 
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Full IK HP 115 volt AC-DC 
motor; steel helical cut gear¬ 
ing; spring loaded clut e h 
drive that doubles gear life. 
Full ball and roller bearings 
throughout. Every safe guard 
provided. 

Standard equipment in¬ 
cludes combination rip and 
cross cut saw blade and two 
utility wrenches. 

6 Y 2 inch model 

6 )k in. blade, % in. hole depth of cut, 90 degrees 0 to 2%2 
in., 45 degrees maximum 1/1 in.; 6400 RPM no-load speed. 

No. 6300—(S16C) With case; net wt. 14/2 lbs.; ship, 
wt. 29 lbs. Net price__$ 80.00 

No. 6320—(S16L) Less case; ship. wt. 19 lbs. Net 
price _ 69.50 

71/4 inch model 

7/1 in. blade, % in. hole; depth of cut, 90 degrees 0 to 2 1 %2 
in., 45 degrees maximum 2 V;j 2 in., 5800 RPM no-load speed. 

No. 6340— (S17C) With case; net wt. 14/1 lbs., ship, 
wt. 31 lbs. Net price _ _$ 90.00 

No. 6360—(S17L) Less case; ship. wt. 20 lbs. Net 
price _ 79.50 

8 y 4 inch model 

8)1 in. blade, % in. hole; depth of cut, 90 degrees 0 to 3V&2 
in., 45 degrees maximum 2 % in.; 5100 RPM no-load speed. 

No. 6380—(S18C) With case; net wt. 15 lbs.; ship, 
wt. 33 lbs. Net price_ $100.00 

No. 6400—(S18L) Less case; ship. wt. 21 lbs. Net 
price _ 89.50 

No. 55-1050—(S678) Steel carrying case only, for use 
with above models. Net price 12.00 

All saws available for 230 volts at $4.00 extra. 


HEAVY-DUTY JIG SAW 


Wei9hs /fwOrX Jus t, 

only ZUT S '/8 

5 lbs. high 

Catalog No. 6250 

3 / 4 " stroke . . . 3500 strokes per minute 

Cuts straight lines, curves or intricate scrolls in practically any 
sawable material including soft or hard woods, metals, plastics 
and composition materials. Pivoting head provides ready 
accurate mitering and allows tool to always remain upright 
even on 45 degree cuts. Turn and lock shoe provides for ample 
blade clearance for straight or flush cuts. 

Cat. No. 6250—Sawzitt complete with starter set of 11 


assorted blades and combination rip and circle cutting 
guide. Net price_ $69.50 

Cat. No. 6270—Sawzitt complete with starter set of 11 
assorted blades and combination rip and circle cutting 
guide, all in steel carrying case. Net price_$79.50 




HEAVY-DUTY SAWS 



“SAWZALL” 

Heavy-duty ELECTRIC HACKSAW 



A heavy duty saw for quick, easy sawing of wood, metal, 
plaster, pipe, transite, etc. Even cuts embedded steel rods, 
nails, etc. 

Simple, rugged, reciprocating mechanism stands up under 
the toughest sawing jobs. Blade clamp designed to secure and 
position blades at the exact angle for tooth clearance on for¬ 
ward stroke. Compact and powerful. Needs no starting hole 
in wood or comparable materials. 

% in. stroke, 2250 strokes per minute, 14M in. long over all. 
Universal motor operates on 115 volts AC or DC. 

Complete with long cord and plug, sample assortment of 
blades, and steel carrying case. 

No. 6500—Net wt. 6/4 lbs.; ship. wt. 18 lbs. Net price $94.50 

No. 6520—Without case. Net price _ 89.50 

Available for 230 volts at $4.00 extra. 


Also in 2-speed units 

No. 6530—2400 and 1700 strokes per min. Tool only, 


less case. Net price_$94.50 

No. 6510—Tool with carrying case. Net price_ 99.50 


Above models include starter assortment of 22 genuine 
SAWZALL Blades. 


Genuine MILWAUKEE “SAWZALL” blades 



Whether you’re sawing wood, steel, plaster. Masonite, Build¬ 
er’s Transite or any other sawable material there’s a MILWAU¬ 
KEE “SAWZALL” blade to suit the job. Genuine “SAWZALL” 
blades are made of select quality steel . . . designed for perfect 
fit and fast clean chip removal and are job-tested in the work 
they’re designed to do. Complete list of all available SAWZALL 
Blades, with prices, furnished on your request. 


Economy blade assortment 


Cat. No. 
49-22-1080 


Shipping 
wt. 2 lbs. 



SAMAU 


Consists of 45 blades of 16 most popular types. Complete set 
includes following blades. Two of 48-00-1031, 1041, 1024, ® 
1103, 1173, 1051, 1141, 1121, 1023. Three of 1062, 1102, l 
1183, 1061. Five of 1064, 1174, 1063. ® 
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Heavy-Duty ELECTRIC HAMMER 
3 A" Rated Capacity 

No. 5360 electric hammer, efficient operating limit 9io to 7a 
in., maximum operating, diameter 1/8 in.; capacity in average 
concrete, % in. hole 3 in. deep in one minute; approximately 
3000 blows per minute; 16Js in. long over all; 115 volt AC-DC 
motor. 



Limited set including No. 5360 
hammer complete with taper star drill 
chuck, % inch star drill, drift key, tool 
retaining spring, grease gun, grease 
and handy all steel carrying case. 

No. 5360-Set, ship. wt. per set 26 lbs. Net price-$140.00 

Complete set includes 
Electric Hammer with taper 
star drill chuck, one drift 
key, one tool retaining spring 
for chisels, one each: bull 
point, cold chisel, brick 
cleaning chisel, and mortar 
cutting chisel, eight assorted 
star drills, % in., : Vio in., % in., 
Via in., % in., % in., /•* in., and 
% in. sizes, a grease gun, 
grease and handy all steel 
carrying case. 

No. 5380-Set, ship. wt. per set 30 lbs. Net price-$155.00 

Available for 230 volts at $4.00 extra. 



Heavy-Duty ELECTRIC HAMMER 
1 / 2 " Rated Capacity 



i/ 2 inch capacity 

Impact is easily adjustable from light to medium to heavy 
blows, up to 2800 blows per minute, to suit any hammering 
job. Force of blow maintained as adjusted. Hammer action 
stops and motor idles on releasing pressure. Idles without 
damage to tool. Tools snap in, cannot drop out. 

Drills % in. holes in concrete 1 in. deep in 30 seconds. 
Furnished complete with 6 assorted Rawl drills. 2 Rawl 
drill chucks, all-purpose chisel, grease gun, grease, Allen 
wrench and steel carrying case. Ship, wt., complete kit, 18 lbs. 

No. 5320—Std. % in. Hammer Set, ship. wt. 18 lbs. 

Net price ___$125.00 

Set for glaziers, welders, tuckpointers, etc. 

Same as No. 5320 set, except furnished only with all-purpose 
chisel, grease gun, grease, Allen wrench and steel carrying case. 
No. 5320-9—Special Set, ship. wt. 17 lbs. Net price.—$115.00 


NUT RUNNERS 

With positive drive clutch 

Ideal for driving wood 
screws where counter sink¬ 
ing is important. 

Available reversing. See 
note below table. 

No. 6540—650 RPM; ship. wt. 6 lbs. Net price_$70.00 

No. 6560—1000 RPM; ship. wt. 7 lbs. Net price_ 70.00 

With adjustable torque release clutch 

Clutch tension adjusted to any desirable driving torque with 
ordinary hand screwdriver through throat opening of driver 
unit. 

Available reversing. See note below table. 

No. 6580-650 RPM; ship. wt. 7 lbs. Net price_$80.00 

No. 6600-1000 RPM; ship. wt. 7 lbs. Net price_ 82.00 

Standard Equipment—No. 6580 and No. 6600 series. 3 bits 0 
with finders, one % in. hex shank driver. 3 varied tension torque 
release springs for Model 615 series only. 

°To fit No. 6, 8 and 10 flat head and No. 8, 10 and 12 
round head screws. 


SCREW DRIVERS and 




With positive drive clutch 

For heavy duty service. 
Driving action stops upon 
release of forward pressure. 
Full ball and roller bearings. 


Available reversing. See note below table. 

No. 6620—450 RPM; ship. wt. 11 lbs. Net price $90.00 



With adjustable torque 
release clutch 

For heavy duty use. 
Clutch disengages automat¬ 
ically when screws or nuts 
are set. To adjust turn 
knurled collar to right or left 
to increase or decrease driv¬ 
ing tension. 


Available reversing. See note below table. 

No. 6640-450 RPM; ship. wt. 11 lbs. Net price_$115.00 

Standard Equipment—Model 6620 and 6640 series. 3 bits 0 
with finders, one 7 /io in. hex shank driver for )z in. drive sockets. 
2 varied tension torque release springs for Model 6640 only. 
Auxiliary side handle for Models 6620 and 6640. 

°To fit No. 10, 12 and 14 flat head and No. 12, 14 and 16 
round head screws. 


Specifications 




Capacity 


Bit 

Length 

Net 

Model 

No. 

Speed 

(r.p.m) 

Wood 

Screws 

Bolts 
& Nuts 

Shank 

Size 

Spindle in 

Offset inches 

weight 

lbs. 

6540 

6560 

650 

1000 

Nos. 

4 to 12 

Nos. 

4 to y 4 

!A' 

' Hex. 

3/ 4 " 10 

4i/ 2 

6580 

6600 

650 

1000 

4 to 12 

4 to y 4 

V4 

'' Hex. 

3/ 4 " 11 

4 y 2 

*6620 

450 

10 to 16 

10 to % 

7 /u 

Hex. 

1" 133/ 4 

9 

*6640 

450 

10 to 16 

10 to 3/s 

7 /l6 

Hex. 

1" 15 

sy 2 

Reversing 

motor 

available 

at $10.00 

extra 

to price 

shown, and add suffix 


letter R to Model No. when so ordering. 
•Models available for 230 volts at $4.00 extra. 
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CUT COSTS, SPEED DELIVERIES with 




R HYDRAULIC CONTROLS 

raise, hold, or lower discharge 
chute in seconds . . . automatically 


L, 



Push-button operation (with additional sta¬ 
tions) is also available in the S-PEH model. 
Just push the button to raise or lower; it 
holds automatically in any position. 


MONARCH DYNA-CHUTE provides hydraulic 
chute control for ready-mix trucks. Dyna-Chute 
positions the discharge chute on ready-mix trucks 
in seconds . . . automatically! With just a flick 
of the control handle, the chute is lifted, held, or 
lowered instantly and without effort. Monarch 
Dyna-Chute saves delivery time, and quickly 
maneuvers the chute into hard-to-get-to places. 
Dyna-Chute will handle three extension chutes 
with ease, will raise a ton or more when the mix 
is running. On load after load it pays for itself; 
helps reduce the possibility of injury. 

Dyna-Chute is avaliable as a complete control 
ready to install on all standard truck mixers. 
Assembly includes the 12 (or 6) volt power unit 
with pressure pump, oil reservoir case, solenoid, 
and directional valve, protective steel cover, in¬ 
sulated cable, hydraulic hose, single-acting ram, 
and miscellaneous fittings. 

Weight, approximately 90 pounds. 
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WIRE ROPE CUTTER —impact type (hammer action) 


The Morse-Starrett wire rope cutter 

Designed for the one purpose of cutting wire rope with 
speed and safety. 

No special skill is required in the easy operation of this 
perfect cutting tool. Compact design and rugged construc¬ 
tion assures long service with maximum efficiency. 


Patented, precision engineered cutting blade and dies 
are made of the finest steel and designed to retain the 
original roundness of the wire rope. 

The fast hammer action blade cuts clean and smooth, 
leaving the cable end free of frayed or jagged wire, safe 
and ready for threading or splicing. 



Model No. 1 

Light kit tool 

Designed to be carried in a tool kit 
or bag for occasional cutting of wire 
rope on the job. Not recommended 
for continuous cutting of wire rope 
over /s-inch in diameter. Used as 
standard accessory equipment by 
many manufacturers of cable oper¬ 
ated earth moving equipment. 


Model No. 1 A 



The ideal wire rope cut¬ 
ting tool for regular and 
steady usage. Will cut 
wire rope up to IVig inches 
in diameter. 



Model No. 2 


Portable yet designed for 
regular heavy duty and con¬ 
stant usage. With a wire 
rope cutting capacity up to 
1/2 inches in diameter. 


Wire rope cutter specifications 


Model 

Capacity 

Height 

Base 

Weight packed 

1 

1 " 

6 %" 

3y 2 " 

9 lbs. 

1A 

IVb" 

7" 

6 " 

20 lbs. 

2 

iy 2 " 

9" 

VI 

38 lbs. 


Fast 

Especially designed cutting blade and dies assures fast 
cutting action. 

Clean 

Wire rope ends are cut smooth and clean for perfect 
threading or splicing. 

Easy 

The hammer principle eliminates any special skill 
requirements. 

Safe 

The enclosed cutting blade locked in the body of the cut¬ 
ter assures perfect safety. 

Portable 

Models for tool kit or stationary operation. With cutting 
capacities up to: 1 inch, lMe inch, VA inch. 

Wire rope seizing band 

The cable band 

A sheet of pliable but very tough 
steel indented with a groove and lock 
seam at one edge and is made in 
lengths and sizes to fit the various 
sized cable up to 1/2 inches in 
diameter. 





The Morse-Starrett cable band is 
designed for use with the Morse- 
Starrett cutter. Its simple applica¬ 
tion before cutting makes a perfect 
seizing for both ends of the sev¬ 
ered wire rope, ready for splicing 
or threading. An ordinary pliers is 
the only tool needed for speedy 
application. With the quickly ap¬ 
plied bands and the cutter, Morse- 
Starrett offers an unexcelled cable 
cutting team. 



Note: Each size rope requires a band of cor¬ 
responding size. All bands packed and sold in 
boxes of 50 of a size, only. 


Cable bands 

Band sizes steel, galvanized 

y 16 " - %" - y, 6 " - %" - 7 /u" - %" 

9 /u" - %" - "/u" %" - - 7 /s" 

iy u " - i" - iy 8 " - iy/' - i%" - iy 2 " 
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HOLEDALL HOSE ASSEMBLIES 


For all hydraulic, air, steam, water, gas, oil, ammonia, acid 
and other equipment application 



Assembly with solid male Holedall, both ends 



Assembly with Holedall swivel male, one end, solid male, other end 
PAT. NO. 2810594 


HOLEDALL Couplings developed and manufactured by 
Mulconroy Company, Phila., Pa. are applied by the dis¬ 
tributor through the use of the Mulcoram, a hydraulic 
device by which rubber hose and Holedall Couplings 
are molded into leak-proof, pressure assemblies. As their 
name indicates these patented, streamlined fittings of 
unusual design—HOLD ALL HOSE. They will hold 


against higher pressures than virtually any rubber hose 
made today. 

The assemblies illustrated above are two styles most 
popular on hydraulic activated equipment. The following 
schedule should only be used when ordering these types 
of assemblies. 

When ordering assemblies, specify overall length plus 
appropriate part no. 


I.P.T. solid male couplings — both ends 

I.P.T. swivel male cplg.—one end—I.P.T. solid male cplg.—other end 

Hose 

I.D. 

Size 

One wire braid hose 

Two wire braid hose 

One wire braid hose 

Two wire braid hose 

Max. working 
pressure, lbs. 

Part no. 

Max. working 
pressure, lbs. 

Part no. 

Max. working 
pressure lbs. 

Part no. 

Max. working 
Pressure lbs. 

Part no. 

Va" 

2500 

M-4A 

5000 

M-4B 

2500 

MSW-4A 

5000 

MSW-4B 

3 /s" 

’A" 

2000 

M-6A 

4000 

M-6B 

2000 

MSW-6A 

4000 

MSW-6B 

1500 

M-8A 

3500 

M-8B 

1500 

MSW-8A 

3500 

MSW-8B 


1200 

M-l 2 A 

3000 

M-12B 

1200 

MSW-12A 

3000 

MSW-12B 

1 " 

1000 

M-16A 

2500 

M-16B 

1000 

MSW-16A 

2500 

MSW-16B 

1 ’A" 

500 

M-20A 

1350 

M-20B 

See reverse side of this page for swivel adapters. 

1 Vi" 

400 

M-24A 

1000 

M-24B 

2 " 

300 

M-32A 

1200 

M-32B 


Note: Holedall assemblies available with tube thread couplings applied (J.I.C. & S.A.E. units)—Refer to coupling schedule, reverse side. 


The Holedall coupling index for all hose services: 



Style M—I.P.T. solid male—%" to 2 y 2 "* 




Style T—solid male— y 2 " x 7 /a”-]8 Style 
thread for case farm equip. 


Style 


T—S.A.E. or J.I.C. solid male—% " to 1" 




Style SWTO—swivel male—“O” 
%" and y 2 " 


ring 



Style U—union female—%" and y 2 " I.D. X G.H.T. 



Style SW—I.P.T. swivel male—%" to 1" Styles —S.A.E. or J.I.C. swivel female—to 1 y 2 " 

“HOLEDALL’’ COUPLINGS ALSO AVAILABLE IN STAINLESS STEEL WHEN ORDERED IN QUANTITY 

^Factory applied “Holedall'' Couplings on Hose Assemblies larger than 2 y 2 " I.D. can be supplied. 
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Hose and tube thread sizes for style T solid male & style S swivel female 

Illustrated on reverse page_ Holedall COUpHngS _ J.I.C. 37° and S.A.E. 45° tube threads 


Hose 

I.D. 

size 

Thread size and type 

Solid male 
part no. 

Swivel female 
part no. 

Hose 

I.D. 

size 

Thread size and type 

Solid male 
part no. 

Swivel female 
part no. 

14" 

tJ-l-C. 37°- 7 /is"-20 

4-7T 

4-7S 

1 " 

J.I.C. 37°-lVi6"-12 

1 6-21T 

16-2 IS 

14 " 

fJ.I.C. 37 o -'/z"-20 

4-8T 

4-8S 

1 " 

S.A.E. 45°-l 5 /i6"-14 

16-21 XT 

16-21XS 

w 

J.I.C. 37°-%"-18 

6-9T 

6-9S 

114" 

J.I.C. 37°-l 5 /8"-12 


20-26T 

Vs" 

J.I.C. 37°- 3 4"-16 

6-12T 

6-12S 

1 14 " 

S.A.E. 45°-l %"-14 


20-26TX 

3 4" 

S.A.E. 45 0 - 5 / 8 "-18 

6-1OT 

6-1 OS 

1 14 " 

J.I.C. 37°-l 7 /s"-12 


20-30T 

l/z" 

fJ.I.C. 37°-%"-16 

8-12T 

8-12S 

8-14S 

ll/z" 

J.I.C. 37°-l 7 /8"-12 


24-30T 

Vi" 

tJ.I.C. 37°-%"-14 

8-14T 

1 l/z" 

S.A.E. 45°-l Vs "-1 4 


24-30TX 

3 /4" 

J.I.C. 37°-lMs"-12 

12-17T 

12-17S 

jAlso Available with S.A.E. Thread, 45° Taper. 

3 /4" 

S.A.E. 45°-lM6"-14 

12-17XT 

12-17XS 


Holedall swivel adapters 

Swivel adapters are needed to connect hose assemblies 
when solid male fittings are used on both ends of the hose. 
“Holedall” Swivel Adapters, both straight and angled, are 


strong and durable, with free-turning swivels for easy 
attachment. They provide the “finishing touch” to the 
already wide adaptability of the “Holedall” line of 
couplings. 








y —-< 




-< 



/ 


w? 



I.P. thread size 

STRAIGHT ADAPTERS 

90° L ADAPTERS 

45° L ADAPTERS 

Female & male 
part no. 

Female & female 
part no. 

Female & male 
part no. 

Female & female 
part no. 

Female & male 
part no. 

Vs " x '4" 

A-972 

A-982 




14" x 14" 

A-973 

A-983 

AA-4973 

AA-4983 

AA-3973 

14" x 3 / 8 " 

A-968 





3 / 8 " x Va" 

A-952 





£ 

X 

£ 

A-974 

A-984 

AA-4974 

AA-4984 

AA-3974 

3 / 8 " X ’/z" 

A-970 





l/z" X 3 / 8 " 

A-954 





Vi" X Vi" 

A-975 

A-985 

AA-4975 

AA-4985 

AA-3975 

Vl" X 3 /4" 



AA-4959 


AA-3959 

3 4" X >/z" 

A-956 





3 /4" X 3 4" 

A-976 

A-986 

AA-4976 

AA-4986 

AA-3976 

3 /4" X 1" 

A-978 

A-990 

AA-4978 


AA-3978 

1" X 1" 

A-977 

A-987 

AA-4977 

AA-4987 

AA-3977 

1 ’4" X 1 14" 

A-979 

A-993 

AA-4979 

AA-4989 

AA-3979 

1 Vi" X 1 l/z" 

A-980 

A-994 

AA-4980 

AA-4990 

AA-3980 



Holedall swivel adapters—with O ring seals and J.I.C. threads 



To convert male I.P.T. to male J.I.C. threads — for hydraulic assembly replacement on newer farm equipment 


Straight O ring swivel adapters 

45° Z O ring swivel adapters 

J.I.C. male thread size 

I.P.T. swivel female size 

part number 

J.I.C. male thread size 

I.P.T. female swivel size 

Part number 

Vi6"-1 8 

’4" 

87-6X4 

CO 

3 /b" 

89-6X6 

co 

% 

3 / 8 " 

87-6X6 

3 4"-l 6 

3 /b" 

89-8X6 

3 4 "-l 6 

3 / 8 " 

87-8X6 

3 4"-16 

»/z" 

89-8X8 

3 /4"-16 

l/z" 

87-8X8 

7 /b"-14 

’/z" 

89-10X8 

7 /b"-14 

3 /b" 

87-10X6 

1Mb"- 12 

Va" 

89-12X2 

7 /b"-14 

>/z" 

87-10X8 

90° Z O ring swivel adapters 

1 Vi6"-12 

Va" 

87-12X12 

J.I.C. male thread size 

I.P.T. Female swivel size 

Part number 

1 3 /w"-l 2 

Va" 

87-14X12 

Vi6"-18 

3 /s" 

90-6X6 

l 5 /i6"-12 

1 " 

87-16X16 

3 4"-16 

Vs" 

90-8X6 




3 4 "-l 6 

Vi" 

90-8X8 




7 /s"-14 

Vi" 

90-10X8 


| 

1 Vi6"-12 

Va" 

90-12X12 
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THE ALL NEW NEO-FLASH-CADE 

by NEO-FLASHER 



SPECIFICATIONS 


Barricade: 

36 inches long by 37 inches high, all-steel angle iron frames, 
pivoted at the top for easy folding; all-steel free-swinging 
panel—18 inches by 32 inches with four 2-inch by 12-inch 
stripes of red Scotchlite on each side plus adequate space 
for user's name. All-steel mounting bracket for locked 
installation of Neo-Transistor. 


Flasher: 

Three models to choose from and available in either the 
neon type (Neo-Flasher) or the Transistor incandescent type 
(Neo-Transistor). 


One package 

A folding safety package—the Neo-Flash-Cade barricade combined with the Neo-Tran¬ 
sistor Warning Light is designed for easy handling and moving. The all-steel barricade 
folds into a light, compact package, yet is very sturdy. The Neo-Transistor Warning 
Light will operate continuously for 90 days and nights without changing batteries. 


2 Easy, economical maintenance 

Change bulb and battery as easily as you would change a flashlight battery. (Only 
standard brand bulbs and batteries used). Only Neo-Transistor has the “Snap-Out” 
bulb socket. 2200 hours of trouble-free operation on two batteries. 


3 Lights for every purpose 



TR 1-100 

360° lens—visible from any direction. 



TR 0-100 

Two-way directional control—greater vis¬ 
ibility—larger light source than the TR 
1 - 100 . 


TR 4-100 

Reflectorized, directional light, six times 
brighter than the TR 1-100—greater vis¬ 
ibility for one-way traffic control. 


Call Mission 5-1810 


183 


















NEWCO WIRE ROPE FITTINGS 


Newco boom pendant thimbles 

Open and closed 



Cuts maintenance costs — Dampens Vibrations — Increases 
life of the wire rope—Interchangeable with standard open 
and closed sockets-Can be used with standard wire rope 
clips—Avoids expensive socketing in field. Rope size Vig 
inch to and including 1 Yz inches. High grade electric steel 
castings. 


Newco pipe hooks 



No. 2 No. 10 


Designed with handle for safety—Eliminates the hazard of 
crushed hands. Speeds moving of pipe. Can be used 
manually when placing pipe in position for welding or 
connecting. Cluster of 2 to 4 hooks may be used on a 
spreader for loading or unloading pipe. The No. 10 Pipe 
Hook has a 2/2 inch throat opening, 1Y* inch eye. Can 
be used with % inch or Yz inch Newco Combination Clamp 
and Thimble or regular shackle. Rated Load, 3500 lbs. 
No. 2 Pipe Hook has 1 inch throat opening, soft brass 
insert, to eliminate damaging of beveled thin wall of gas 
or oil pipe. Safe Rated Load, 8500 lbs. Manganese Steel 
(110,000 psi). 

The No. 3 Pipe Hook is identical to the No. 2 Hook 
except it has a 2-inch throat opening. 


Hook No. 

Rope size 

Weight 

No. 10 

3 /s" or %" 

7 y 2 lbs. 

No. 2 

3 /s" or y 2 " 

8y 2 lbs. 

No. 3 

%" or %" 

10y 2 lbs. 


Newco combination wire rope 
clamp and thimble 



The Newco Combination Clamp 
and Thimble provides a simple, 
efficient wire rope coupling which 
derives its extraordinary holding 
power from its basic design. De¬ 
velops 85 to 95% of catalog list of 
wire rope strength. Rugged con¬ 
struction—Made to give longer 
service—Reduces down time. Af¬ 
fording maximum protection to 
wire rope — Hooks, etc., cannot 
ride on rope. Thimble will not 
collapse. Easy to install. Always go on right. No wrong 
side. Material—electric steel casting. Rope size, U inch to 
and including 1 inch. Patent No. 2600417. 


Newco swivel safety hook 

Foolproof, positive locking Newco 
Safety Hook eliminates the human 
element of error. A load cannot be 
lifted without the gate or yoke au¬ 
tomatically locking. To open, the 
hook must be manually pressed 
against a compression spring. The 
eye hook is standard strength and 
drop forged by leading hook manu¬ 
facturers. The yoke or gate is made 
of manganese bronze alloy (110,- 
000 psi), and prevents hook from 
spreading when overloaded. The 
smooth design of the Newco Safety Hook allows full throat 
opening and also keeps the hook from catching on projec¬ 
tions or ledges. Rated load, 1600 lbs. to 10,000 lbs. 

The above hooks also made in the bail type as well as 
the Shank Hoist. Patent No. 2857644. 



Newco dual choker hook 

Adapted for use with endless 
slings, can be used with conven¬ 
tional slings by placing two eyes 
at the top. Dual choker slings allow 
the use of lighter, more flexible 
rope, plus providing better stability 
and balance of the load with 
tighter choking. Special designed 
hook tip assures positive hitch at 
all times. 

Mat’l: Cast Elec. Steel 
Sizes: % - 3 /i" 

Des. Patent No. 189487 



Other Newco fittings—Slip-Thru thimbles, Crescent Thimbles 
Duplex aluminum alloy ferrules gives over 1 00% holding efficiency. 
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ONAN £rlect?Uc Planti 

World’s leading builder of electric power plants 

3 TO 230 KW DIESEL-DRIVEN 

Air-cooled 3KW and 6KW diesel-driven 

DSL and DRN series are completely Onan built 
engine generator sets, specifically designed for con¬ 
tinuous, heavy-duty electric service. The single-unit 
construction; with full Diesel, 4-cycle, Onan engines 
direct-connected to all-climate, drip-proof Onan gen¬ 
erators and mounted controls, forms a rugged, com¬ 
pact, independent source of electric power. Protec¬ 
tive hood, cold weather starting aids, vacu-flo cooling 
eliminates installation and operation problems for 
any mobile or stationary use. True diesel economy 
and above all — dependability. 


Capacity 

Watts 

Model 

number 

Electrical details 

Engine 

Overall dimensions 
approximate inches 

Volts | Cycle 

Phase | 

Wire 

Other available voltages 

Cyl¬ 

inders 

1 Starting 
method 

Length | Width | Height 

3,000 | 3DSL-1R | 

120 | 60 | 1 | 2 

240-volt, 1 - or 3-phase, 1 20-volt AC 
plus 32-volt DC. 24-, 32-, 1 10-volt 
Battery Chargers. 

1 | Remote | 

33 

| 22 | 26 

3,000 

| 3DSL-3R 

120/240 

60 

1 ' 1 

1 3 

1 

Remote 

34'/j 

22 

26 

6,000 | 6DRN-1RV 

120 | 

60 | 1 

1 2 

240-volt, 1- or 3-phase, 120/208, 
3-phase. 220/380, 3-phase. 

2 | Remote | 41 

1 33'/i 1 23 

6,000 

6DRN-3RV 

120/240 

60 

1 

3 

2 

Remote 

42 

3 3’/i 

23 



3,000 watts 


Condensed specifications 



6,000 watts 


O nan 

^— ® 


©nan 


Water-cooled 10 to 230KW diesel-driven 

Reliable Onan water-cooled, Diesel-driven electric gener¬ 
ating sets are carefully engineered, precision built for safe, 
efficient operation under the most difficult conditions in 
mobile or stationary use. 



Dependable day-in, day-out electric power economi¬ 
cally, when and where you need it. A complete line of 
accessories and all standard voltages are available, making 
any practical installation possible. 



Condensed specifications 


Capacity 

Mode 1 
number 

Electrical details 

Engine 

Overall dimensions 
approximate inches 

KW 

| .8pf 

| KVA 

Cyl¬ 

inders 

1 Starting 

1 method 

Volts 

1 Cycle | 

Phase 

1 

Wire 

| Other 60-cycle voltages 

Length 

Width 

Height 

10 I . 

1 0DZB-3R8 

120/240 

1 60 | 

1 

1 

3 


3 

Remote 

513/4 

27 

393/a 

15 i . 

1 5DZB-3R8 

120/240 

1 60 | 

1 

1 

3 

120/208, 240, 220/380, 

3 

Remote 

543/ 4 

27 

393/a 

25 

31.2 

25DZC-3R8 

120/240 

1 60 | 

1 

1 

3 

480, 277/480; 3-phase. 

4 

Remote 

633/ 4 

33 

41/2 

40 

50. 

40DZD-3R8 

120/240 

1 60 | 

1 

1 

3 


6 

Remote 

753/4 

33 

41 V 2 

55 

68.7 

55DFA-3R8 

120/240 

1 60 | 

1 

1 

3 


4 

Remote 

96 

383/, 

60 

70 

87.5 

70DPJ-4R8 

120/208 

1 60 | 

3 

1 

4 


4 

Remote 

96 

3 8 3/a 

60 

85 

106.2 

85DFB-3R8 

120/240 

1 60 | 

1 

1 

3 

120/208, 220/380, 480, 

6 

Remote 

122 

37’/a 

67/2 

115 

143.7 

1 15DFC-3K8 

120/240 

1 60 | 

1 

1 

3 

277/480, 600, 3-phase. 

6 

Remote 

113 

395 /, 

693/4 

140 

175. 

1 40DFD-3R8 

120/240 

1 60 | 

1 

1 

3 


6 

Remote 

113 

395/, 

693/4 

175 

| 218.7 

175DFE-4R8 

120/208 

1 60 | 

3 

1 

4 


6 

Remote 

113 

423/, 

753/4 


200- and 230-kw Models available for heavy-duty standby service. All Series have 50-cycle models. 
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ONAN ZlecbUc Planti 



7,500 and 10,000 Watts — air-cooled 

CW series are rugged, moderately priced, heavy-duty 
electric plants designed for continuous operation. De¬ 
pendable, economical electrical service anywhere. Remote 
starting and Onan vacu-flo cooling eliminates installation 
and operation problems even in an enclosed compartment. 
Compact complete ready-to-run. 


170 KW GASOLINE-DRIVEN 

All Onan electric power plants are heavy-duty, self- 
contained units, driven by dependable, 4-cycle engines. 
Precision-built to provide years of trouble-free electric 
service, economically. Every Onan plant is certified to 
deliver the full power and voltage at the frequency prom¬ 
ised on the nameplate. 


500 to 2,500 Watts — air-cooled 

AK, AJ, and LK series are low-cost, lightweight, com¬ 
pletely equipped, all Onan-built electric plants. Onan 
4-cycle, 1-cylinder engines direct-connected to all-climate, 
drip-proof Onan generators provide dependable, heavy- 
duty electric power anywhere. Easily stowed in a car 
trunk, carried or wheeled. 


3,500 and 5,000 Watts — air-cooled 

CCK series; powered by 4-cycle, smooth-running, 2- 
cylinder Onan engines with permanently aligned Onan 
generators; produce unusually large quantities of electric 
power for their limited size and weight. Recommended 
for dependable, efficient, heavy-duty operation. Permanent, 
cradle or dolly mounting. 


10,000 to 170,000 Watts — water-cooled 

Onan high capacity, water-cooled, gasoline-driven plants 
are skillfully built to assure dependable, heavy-duty elec¬ 
tric power output instantly for a wide range of mobile or 
stationary applications. They're complete with engine, 
generator and controls assembled into a compact single¬ 
unit. A complete line of accessories are available. 


.5 TO 


500 to 2,500 watts 


7,500 and 10,000 watts 


10,000 to 170,000 watts 


3,500 and 5,000 watts 


Condensed specifications 





Electrical Details 

Engine 


Overall Dimensions 
Approximate Inches 


Capacity 

Watts 


Mode 1 
Number 

Volts 

AC 






Cyl¬ 

inders 

| 

1 Starting 
| Method 






Phase 

| 

Wire 

Other 60-cycle voltages 

j Cooling 



Length | 

Width 



Height 

500 


05AK-1M 

120 

1 

1 

1 

2 


1 

| Air 

| Manual 



18% | 

15'/, 



19'/, 

750 


07AK-1M 

120 

1 

1 

1 

2 

240-volt, 1 -phase. 

1 

| Air 

| Manua 1 



22'/, | 

15% 



19'/, 

1,000 


1AJ-1M 

120 

1 

1 

1 

2 

1 

| Air 

| Manual 



22'/, | 

15% 



19% 

1,500 


1 05AK-1 M 

120 

1 

1 

1 

2 


1 

| Air 

| Manua 1 



23'/, | 

15'/, 



19'/, 

2,000 


2LK-1M 

120 

1 

1 

1 

2 

240, 120/240, 1-phase. 

1 

| Air 

| Manua 1 



26V* | 

16% 



21% 

2,500 


205AJ-1 M 

120 

1 

1 

1 

2 

1 

| Air 

| Manual 



245/, | 

1 15% 



19% 

3,500 


305CCK-1 M 

120 

1 

1 

1 

2 

240, 120/240, 1-phase. 

2 

| Air 

| Manua 1 



283/, | 

21% 



203% 

5,000 


5CCK-1M 

120 

1 

1 

1 

2 

240, 120/208, 3-phase. 

2 

| Air 

| Manua 1 



31% | 

21% 



203% 

7,500 


705CW-3R 

120/240 

1 

1 

1 

3 

240, 120/208, 220/380, 480, 
3-phase and 277/480 for HC 
and HQ. 

2 

| Air 

| Remote 



37 | 

1 25'/, 



28 

10,000 


10CW-3R 

120/240 

1 

1 

1 

3 

2 

| Air 

| Remote 



39'/, | 

25'/, 



28 

10,000 


10HC-3R8 

120/240 

1 

1 

1 

3 

4 

| Water 

| Remote 



56 3/. | 

1 27 



363% 

1 5,000 


1 5HQ-3R8 

120/240 

1 

1 

1 

3 


4 

| Water 

| Remote 



63'/, 

27 

363/ 4 

25,000 


25EC-3R8 

120/240 

1 

1 

1 

3 

120/240, 120/208, 220/380, 
480, 277/480, 600 3-phase. 

6 

| Water 

| Remote 



7oy, 

33 

41% 

40,000 


40EF-3R8 

120/240 

1 

1 

1 

3 

8 

| Water 

| Remote 



703/, | 

| 33 



41% 

50,000 


50KB-3R8 

120/240 

1 

1 

1 

3 

8 

| Water 

| Remote 



84'/, 

1 36% 



52'/, 


Other Models available to 170-kw and in standard voltages. 50-cycle models available. 
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AUTOMATIC DRAGLINE BUCKETS 

With controlled diggab 


“A” series 


AM for light-medium digging 
AC for general purpose digging 
AH for heavier digging 

A completely new concept in dragline digging, the “A” series 
provides an operator with a lightweight bucket that incorpo¬ 
rates the same unequaled digging ability found in all Page 
Automatics. No matter what type of dragline you have, 
whether it be truck mounted, crawler or walking type. Page 
Automatic Dragline Bucket’s controlled diggability will enable 
your operator to load faster by being able to dig directly below 
die boom point, filling to capacity and digging out within 2 
to 3 bucket lengths automatically. This results in a reduced 
loading cycle and increased yardage up to 30 per cent. 

Other outstanding features in the “A” series Automatic 
Dragline Buckets include a heavier, one-piece bottom plate- 
new improved lip—forward arch—flared sides—fewer working 
parts—adjustable hitch for shallow and deep digging—reversible 
tooth points—smooth action dump block—alloy heat treated 
steel hoist and load chains. 

Less Maintenance—Longer Life 

Another advantage of Page Automatics is that they also reduce 
the maintenance cost and increase the life span of the entire 
dragline unit. This is made possible through their exclusive 
feature, Controlled Diggability—reduced loading time and its 
ability to automatically dig itself out. This creates less wear 
and tear on the cables, engine and other component parts of 
the machine. 


Capacity—weight—dimensions—“A” series 


Inside dimensions 


Rated 
bucket 
capacity 
cubic yd. 

Struck 

measure 

cubic 

feet 

Weight 

"AM" 

in 

pounds 

Weight 

"AC" 

in 

pounds 

Weight 

"AH" 

in 

pounds 

Length 

in 

inches 

Width 
at lip 
in 

inches 

Height 

in 

inches 

Vi 

13.8 

1050 

1210 


38 

33 

20 Vi 

Va 

20.5 

1350 

1665 

2070 

41 

36 

25 Vi 

1 

27.2 

1725 

1980 

2475 

44 

41 

27 

1V4 

34.2 

2150 

2640 

3170 

46 

45 

29 Vi 

1 Vi 

40.9 

2700 

3120 

3830 

48 

45 

33 Vi 

l 3 /* 

47.7 

2950 

3375 

3975 

49 

48 

36 

2 

54.3 

3310 

3950 

4250 

52 

48 

3 8 Vi 

2Va 

61.3 

3600 

4600 

4875 

54 

51 

39 V, 

2 V 2 

68.2 

4075 

4975 

5450 

57 

53 

40 

2 3 /4 

74.7 

4275 

5075 

5925 

61 

53 

41 

3 

81.5 

4915 

5860 

6550 

62 

55 

42 


Note: Buckets can be supplied with perforated baskets at no additional cost. We 
reserve the right to improve or change these specifications without notice. 



Capacity—weight—dimensions—“S & G” series 


Rated 
bucket 
capacity 
cubic yd. 

Struck 

measure 

cubic 

feet 

Weight 
"S and G" 
in 

pounds 

Length 

in 

inches 

Inside dimensions 
Width 
at lip 
in inches 

Height 

in 

inches 

Vi 

13.8 

900 

343/, 

28 

26 

Va 

20.5 

1215 

40 

33 

283/ 4 

1 

27.2 

1725 

43 Vi 

36 

33 Vi 

1 Va 

34.2 

1950 

47 

41 

34 

1 Vi 

40.9 

2400 

48 Vi 

45 

35 

1 3 4 

47.7 

2850 

52 

45 

401/4 

2 

54.3 

3300 

52 

48 

40 y, 

2 V* 

61.3 

3400 

55 Vi 

48 

42 

2 Vi 

68.2 

3935 

57 Vi 

51 

43 

2 3 /4 

74.7 

4200 

61 

53 

43 Vi 

3 

81.5 

4575 

64 Vi 

53 

45 


Note: All S&G series buckets are perforated unless otherwise specified. We 
reserve the right to improve or change these specifications without notice. 


“S and G” series 

Sand and gravel buckets 

More payload for underwater or dry digging 

An exclusive series developed by the Page Engineering staff for 
normal sand and gravel operations. These buckets feature 
baskets designed with higher backs. This enables the operator 
to carry out at least 25 per cent more payload on each swing, 
far surpassing any odier make of sand and gravel bucket. To 
obtain maximum effective use of the higher backs, Page Sand 
& Gravel AUTOMATICS are equipped with a shorter dump 
rope that lifts the front of the bucket sharply up when hoisting. 
This factor also proves most advantageous in underwater opera¬ 
tions where the material has the tendency to flow with the 
water in a direct line from the rear top of the bucket to the 
lip. However, for the unusual situations such as underwater 
digging and extremely abrasive conditions, Special Page Sand 
& Gravel AUTOMATICS are available. 

To counteract the abrasive condition found in sand and 
gravel operations, Page Automatics are constructed of tough 
abrasion resistant alloy steel which has more than two times 
the strength of ordinary steel and offers longer life and less 
repairs. One of the most outstanding features of the Page 
“S and G” series bucket is the special cast steel lip which has 
an exceptionally high initial hardness. This lip also has the 
tooth bases cast integral for maximum strength and rigidity. 
The and % cubic yard buckets are fitted with “OT” type s 
tooth points while the 1 cubic yard and larger buckets are *f 
equipped with the “A’* type points. <*> 
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“RC” for general purpose work 

A favorite of the general contractor, because it handles every 
digging condition from light soils to compacted shale and 
gravel. Designed with enough weight to insure easy penetra¬ 
tion, even in compacted materials. Replaceable and reversible 
teeth, mounted in the alloy, cast steel lip have the strength to 
withstand the shock of hitting an occasional stump or boulder. 


“RM” for medium work 

A medium-weight bucket, the “RM” is favored by contractors 
who require a strong, wear-resistant bucket to dig dirt, sand, 
loose gravel or any other material normally free of stumps and 
boulders. Knife-edged lip and reversible teeth insure fast pene¬ 
tration and better digging action. 


Capacity—weight—dimensions “R” series 


Rated 
bucket 
capacity 
cubic yd. 

Struck 

measure 

cubic 

feet 

Weight 

"RM" 

in 

pounds 

Weight 

"RC" 

in 

pounds 

Weight 

"RH" 

in 

pounds 

-Inside Dimensions- 

Length At lip Height 

in in in 

inches inches inches 

3 /s 

11.0 

770 

870 


35.0 

28.0 

20.0 

% 

17.0 

1285 

1570 

1900 

40.0 

36.0 

23.0 

% 

24.5 

1645 

1910 

2525 

45.0 

41.0 

25.0 

1 

31.8 

2290 

2800 

3350 

48.0 

45.0 

27.0 

1 % 

38.6 

2520 

3145 

3720 

49.0 

45.0 

31.0 

iy2 

46.6 

3010 

3500 

4350 

53.5 

48.0 

32.0 

D/4 

53.3 

3190 

3910 

4850 

54.0 

48.0 

36.0 

2 

60.0 

3750 

4520 

5200 

54.0 

51.0 

38.0 

2 y 4 

67.2 

4050 

5050 

6265 

56.0 

53.0 

39.0 

2 y 2 

74.4 

4115 

5420 

6450 

61.0 

53.0 

40.0 

23/4 

82.2 

4750 

6300 

6960 

63.5 

55.0 

41.0 

3 

90.0 

4855 

6800 

7675 

65.0 

55.0 

43.0 


Note: Buckets can be supplied with perforated baskets at no additional cost. We 
reserve the right to improve or change these specifications without notice. 


“R” series 

For those operators desiring a heavier bucket, Page 
also manufactures the “R” series which offers an Auto¬ 
matic Bucket in a size and type to suit every job 
from general contracting to strip mining. In choosing 
the exact Page Automatic Dragline Bucket to suit your 
particular requirements, you are assured the same 
unequaled dragline controlled diggability—fast, full 
loading and clean dumping, insuring faster loading 
cycles, increased yardage and a more profitable drag¬ 
line operation. 


“RH” for heavy duty work 

Ruggedly built, with extra heavy lip and replaceable and 
reversible toothpoints, the “RH” Class Bucket is designed to 
handle blasted rock, hardpan, shale and other compacted or 
abrasive materials. Draglines equipped with the “RH Page 
Bucket will dig any material capable of being carried out in 
a dragline bucket. 


AUTOMATIC DRAGLINE BUCKETS 

With controlled diggability 
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SAFE-T-CONE RUBBER TRAFFIC GUIDES 




SAFE-T-CONE all-rubber traffic guides are used by traffic engineers from coast 
to coast in all major cities. SAFE-T-CONES guide traffic safely, efficiently. They 
are used for channeling traffic, for emergency “road blocks” and barricades. 


SAFE-T-CONES are available in three sizes. The 28-inch 
barricade size weighs 8 lbs., and has a 1412-inch square 
base. Base is a weighted platform type 1 % inches high, 
and is reinforced by ribbing. Body of cone is reinforced 
on interior with four molded vertical ribs 24 inches long, 
/I inch wide. Apex of cone is reinforced by a molded 1-inch 
shoulder to hold SAFE-T-SIGNS, FLAG, and FLASHER- 
LIGHT adaptors. 


NEW! 

POLY-CONE 

POLY-VINYL 

Solid Color 
28" Cones 
No Painting or 
Upkeep — Just 
Wash to Clean. 


The 18-inch SAFE-T-CONE is universally used for line 
painting, emergency blockages, traffic channeling, etc. 
Weighs 2/1 lbs. with a 10/4-inch square base. Base is 
weighted platform type 1-inch high, and is reinforced with 
ribbing. Holds flag adaptors or flasher-light in top. 

The special construction of SAFE-T-CONES enable 
them to be “stacked” together in small space. Made of 
natural rubber with durometer of 72-80. Tensile strength 
of 1,200 lbs. 


The 12 inch SAFE-T-CONE 
weighs 20 oz., and has 8/4-inch 
square base. Available only with 
yellow top and black base. Ideal 
for hundreds of uses, wherever 
size is not important. 


All SAFE-T-CONES are made 
with square base to prevent roll¬ 
ing when knocked over. Special 
rubber paint for long durability. 


12-INCH 


28-INCH 


18-INCH 


18-ineh and 28-inch cones may 
be painted red and yellow on 
black or reflectorized. 


WATERPROOF 

FLASHER-LIGHT 

ADAPTOR 

With unbreakable 
plastic lens 



Fits into top of cones. 
Uses 6-volt battery. Long 
visibility. 


RUBBER 

FLAG 


ADAPTORS 


Fits into top of 
cones. Holds flags 
and reflectorized 
tape. 



RUBBER 

SIGN 

ADAPTORS 

12 inches wide, 
11/4 inches high. 
Fits into top of 
28-inch cone. 
Choice of letter¬ 
ing. 


STREET 

CLOSED 
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The heavy duty ripper with exclusive ball socket 
and yoke mounting that won’t slip or slide . . . 
and exclusive interlocking point that resists stress! 


Eleven models . . . 

Designed to fit every tractor and blade 

At left: Exclusive Rogers ball socket and yoke mounting 
bracket holds Ripper firmly to the blade; gives positive 
ripping action. Right: Exclusive Rogers replaceable inter¬ 
locking point and collar is resistant to breaking, shearing 
stresses. 


For many years Rogers Dozer Rippers have proved themselves on the roughest, tough¬ 
est ripping jobs. Used singly or in multiples, Rogers Rippers have an unsurpassed 
splitting, lifting, breaking and cracking action. Eleven models fit every tractor and 
dozer blade, from largest to smallest. They give penetration from as little as 6 inches 
up to a maximum of 18 inches. 

This rugged tool is engineered to put the pressure on the moldboard, instead of 
the blade or point. Because of its design, there is no undue stress on the face of the 
blade. Its exclusive ball socket and yoke mounting bracket makes the Ripper solid 
and secure on any type of dozer blade. 

The Rogers replaceable point interlocks with the collar, giving added strength to 
the tool. Its unique design eliminates the need for a hole through the shank, adding 
strength where it would normally have a fracture zone. 

Cast from special alloy steel, carefully heat treated. Each unit is carefully tested 
and inspected. It is warranted for 3 years against bending, breaking and defective 
workmanship. Points and collars are replaceable, and are not warranted. 


EXCLUSIVE INTERLOCKING POINT 

and angle of penetration produces easier rip¬ 
ping. Because of the downward thrust of the 
point, as digging gets tougher, traction improves. 
The exclusive interlocking point adds strength to 
the tool where others are weakened by a hole. 


EXCLUSIVE: 

Interlocking 
point & collar 


EXCLUSIVE! 

Ball socket & 
yoke mounting 


RIP . . . 


Below is example of multiple mounting for heavy duty 
ripping. 


Rock 

Hard pan 
Frozen ground 
Black top 
Concrete 

ROOT . . . 

Trees 
Stumps 

ALSO . . . 

Pile brush 
Rake out 
boulders 


ROGE 
DOZER RI 






Manufactured by 

E. A. ROGERS CO. 


DOZER RIPPERS 


















ROGERS ASPHALT CUTTER 


Cuts on Angle or Vertically—4 Times Faster! 


This heavy tool is built to take rough going in stride. It’s a bearcat 
for rooting and stumping of brush and trees, raking rocks, etc. It is 
quickly attached to the front of the dozer blade, clamping at both top 
and bottom; is easily adjusted to fit blade height. Can be installed or 
removed in less than 10 minutes. The unit is built of high nickle alloy 
forging. The replaceable teeth are heat treated chrome molybdenun 
steel. 

MODEL 130-T—For blade heights 37 inches to 46 inches. Designed for HD-7, TD-6, 
D-6, D-7, TD-15, TD-18, HD-11 and tractors of similar horsepower. Penetration: 
12 inches to 14 inches. Approximate weight: 410 lbs. 

MODEL 987-T—For blade heights 39 inches to 53 inches. (Higher on special order.) 
Designed for D-8, TD-20, HD-16, TC-6, D-9, TD-24 and tractors of similar horse¬ 
power. Penetration: 12 inches to 14 inches. Approximate weight: 520 lbs. 


The Rogers Improved Asphalt Cutter cuts asphalt cleanly, without 
fractures, either at an ANGLE or VERTICALLY. It’s four times faster 
than other pavement-cutting methods. The blade is self-sharpening, 
and retains its bevel by the cutting action. It is easily replaced. 

Angle Cut: New Rogers mounting bracket is easily attached to the 
rear of the motor grader blade. The cutting wheel can then be tilted 
to the desired angle by tilting the blade. An angle cut makes the best 
surface for a smooth joint between paving layers placed alongside each 
other. A '‘must” for multi-lane highways, air strips, asphalt road re¬ 
pairs, sewer trenching, bevelled edge of paving, etc. 

Vertical Cut: The Rogers cutter is easily mounted to the Scarifier 
block for accurate, clean-cut edge. Cuts 2 inches to 4 inches in one 
pass. Generally two passes are needed to cut through 4-inch asphalt, 
depending upon the temperature of the asphalt. The cutter’s capacity 
is approximately 500 lineal feet per hour. 


ROGERS Triple Shank 
Clearing & Slumping ROOTER 


ROGERS Mulfi-Shank 

BRUSH ROOTER 

This sturdy brush rooter is the tool you need for rooting out brush, 
manzanita, sumac, oak brush, briar and other types of underbrush. 
Use it for stumping out tree roots and general forestry clearing. On the 
farm its sturdy shanks crack up adobe and hardpan with ease. Three 
or more permanent brackets are mounted to the reverse side of the 
blade. Tool can be easily attached or removed in less than 20 minutes. 
The bar is made of tough carbon alloy steel, and the shanks are chrome 
molybdenum steel. The replaceable teeth are heat-treated chrome moly 
steel. Unit is available in 5, 6, 7 or more shanks. 

MODEL R46—For angle or straight blades. Penetration: 12 inches to 14 inches. Weight: 
400 lbs. Designed for D-4, HD-5, HD-7, TD-6, TD-9, D-6, TD-14 and tractors of 
similar horsepower. 

MODEL R78—For angle or straight blades. Penetration: 12 inches to 14 inches. Weight: 
550 lbs. Designed for D-7, D-8, TD-18, TD-20, HD-16, HD-19, TC-6 and tractors of 
similar horsepower. 

Models R46 and R78 made to order. Give blade make, type and length of cutting 
edge when ordering. 



U.S. Patents 2726463, 2797505, 2852875. 
Other U.S. and Foreign Patents Pending. 


Manufactured by 
E. A. ROGERS COMPANY 
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SACKETT CONCRETE DISTRIBUTING EQUIPMENT 


Sackett tapered chutes 

1 2 gauge steel 



Made in 8- 10- and 12-foot lengths. 


Sackett Hlcarbo interlocking 
concrete chute No. 546 



The No. 546 Hlcarbo Interlocking Concrete Chute is 
18 inches by 6 inches at the top and 17 inches by 5 
inches at the bottom and will telescope 15 inches to 18 
inches so that any number of chutes may be used to¬ 
gether with supports under the joints. They are of 16 
Gauge steel reinforced with 1-inch x 1-inch x /8-inch 
angles on the edges and have a l/i-inch x 1/4-inch x 
%6-inch angle around the top end. A Chute Harness— 
No. 546-1 can be attached to the top end of any of 
these chutes. It has a 4-foot chain which will go over 
a ready Mix Truck chute and a 2-foot chain to hold 
the chute in place. 

8-foot length—70 pounds 
10-foot length—84 pounds 
12-foot length—98 pounds 



No. 665 Type B. 
Type A is for 
bottom discharge. 


No. 

Type 

Opening 

Depth 

665 

A 

12"x 12" 

18" 

665 

B 

12"x 17" 


666 

A 

14"x 14" 

21" 

666 

B 

14"x 18" 



Hopper—20"x30" top 



No. 26. 

Weight, 60 pounds 


Sackett flexible spouting 



No. 25. 

Weight per section, 
30 pounds. 


Flexible Spouting is for placing concrete particularly 
for sewer, tunnel or conduit work. Made of 14-gauge 
steel in 3-foot lengths, 10-inch diameter tapered to 9 
inches at bottom. 
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SACKETT CONCRETE DISTRIBUTING EQUIPMENT 






Typical Sackett Cars and Buckets 

Made up to specification on order 


No. 440. 

Built with either oak or steel top 


No. 326. 


No. 420. 


No. 451. 


Sackett contractors’ tip bucket 


List No. 

Capacity, cu. ft. 

Width over-all 

Length bucket 

Depth bucket 

Weight 

320-A 

8 

35" 

34" 

19" 

175 

320-D 

14 

41" 

39" 

26" 

290 

320-F 

21 

46" 

48" 

28" 

420 

320-G 

27 

57" 

50" 

30" 

540 

320-1 

41 

58" 

58" 

36" 

900 


No. 450. 


Sackett rocker race dump car 

Capacity Size over-all Diameter Track Weight, 


List No. 

cu. ft. 

Length 

width 

height 

wheel 

gauge 

lbs. 

450-B 

21 

66" ~ 

52" 

4 ]" 

12" 

24 

900 

450-C 

27 

77" 

57" 

45" 

12" 

24 

1000 

450-D 

36 

77 " 

57" 

51" 

14" 

24 

1200 

450-E 

41 

79" 

60" 

51" 

14" 

24 

1400 


Flat car 


Scoop car 


No. 455. 


No. 320. 
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“AMERICAN BRAND’’ CORDAGE PRODUCTS 


“AMERICAN” Brand Best Pure Manila Rope (red 
and green marker yarns) 3-strand. 



(Weight and Strength Chart) 

MANILA AND SISAL ROPE 


Thread* 

Olam. 

Clr. 

Net 

Weight 
Per Foot 
(Pound*) 

-r 

r*#i 

Por 

Pound 

(Not 

Weight) 

Approi 
Length Full 
Coil* - Foot 

Gres* 

Weight 

Full Coil* 
Pound* 

AMERICAN 

BRAND" 

■ nd "AMCO" 
Manila Rope* 
T*n*lle 
Strength 

ROYAL 

BRAND" 
Siaal Repo 
Tenaile 
Strength 

6 -thd. fln« 

3/IB 

5/8 

.0147 

67.9 

3.000 

45 

450 

360 

6 -thd. 

1/4 

3/4 

.0196 

51.0 

2.750 

55 

600 

480 

9 -th<*. 

B/1B 

1 

.0284 

35.2 

2.250 

65 

1.000 

800 

1 2 -thd. 

3/B 

1 i/a 

.0402 

24.9 

1.620 

66 

1.350 

1.080 

15 -Oid. 

7/IB 

1 1/4 

.0515 

19.4 

1.200 

63 

1.750 

1.400 

18 -thd. 

16/32 

1 3/8 

.0613 

16.3 

1.200 

75 

2.250 

1.800 

21 -Old. 

»/2 

1 1/2 

.0735 

13.6 

1.200 

90 

2.650 

2.120 


B/1B 

13/4 

.102 

9.80 

1.200 

125 

3.450 

2.760 



2 

.131 

7.65 

1.200 

160 

4.400 

3.520 


*/« 

21/4 

.163 

6.12 

1.200 

200 

5.400 

4.220 


13/IB 

2112 

.191 

5.23 

1.200 

234 

6.500 

5.200 


7/a 

23/4 

.220 

4.54 

1.200 

270 

7.700 

6.160 


i 

3 

.265 

3.78 

1.200 

324 

9.000 

7.200 


11/IB 

31/4 

.307 

3 26 

1.200 

375 

10.500 

8.400 


11/B 

31/2 

.352 

2 84 

1.200 

432 

1 2.000 

9.600 


11/4 

33/4 

.408 

2 45 

1 . 2 C 0 

502 

13.500 

1 0.800 


IB/IB 

4 

.469 

2.13 

1.200 

576 

15.000 

12.000 


11/2 

41/2 

.588 

1.70 

1.200 

720 

18.500 

14.800 


i a/a 

5 

.730 

1.37 

1.200 

893 

22.500 

1 8,000 


13/4 

5 i /2 

.877 

1.14 

1.200 

1 .073 

26.500 

21.200 


2 

6 

1.05 

.949 

1.200 

1.290 

31.000 

24.800 


21/B 

• 1/2 

1.23 

.816 

1.200 

1.503 

36.000 

28.800 


21/4 

7 

1.43 

.699 

1.200 

1.752 

41.000 

32.800 


21/2 

71/2 

1.63 

612 

1,200 

2.004 

46.500 

37.200 


25/6 

8 

1.87 

.534 

1.200 

2.290 

52.000 

41.600 


27/a 

8i/2 

2.11 

.474 

1.200 

2.580 

58.000 

46.400 


3 

8 

2.37 

422 

1.200 

2.900 

64.000 

51.200 


3i/a 

»1/2 

2.64 

.379 

1.200 

3.225 

71.000 

56.800 


3 1/4 

10 

2.92 

.342 

1.200 

3.590 

77.000 

61.600 


3B IB 

11 

3.60 

.278 

1.200 

4.400 

91.000 

72.800 


4 

12 

4.26 

.235 

1.200 

5.225 

105.000 

84.000 


"jnJeo" Treated "All-Weather’ Best Pure 
Manila Rope-rot and water proofed (red and green 
marker yam). 

The strength and wearing quality of first grade 
Manila Rope are effectively protected against de¬ 
terioration against the many working conditions to 
which manila rope is subjected. 

The best and safest rope available is none too good 
where human life is at stake, a safe rope is one that 
is dependable, that means economy. 

(Use same specification chart as shown below) 


Allow for sling angles 



Diagram shows how the 
load increases at the 
sharper sling angles. The 
load at 90° is doubled at 
30° and is four times 
greater as 15°. For maxi¬ 
mum safety and economy 
never use slings of less 
than 45°. 


2000 LBS. 


4-strand rope with or without center core, approximately 5 to 7% heavier than 3-strand of the same size, and 
has approximately same strength as 3-strand rope. -f 
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“AMERICAN” OAKUM AND PACKING 


“Royal” plumbers spun oakum 



This excellent oakum is made from top-grade jute fibre 
treated with high quality tar. It is used by plumbing con¬ 
tractors for caulking bell and spigot joints, soil pipes and 
gas mains. Also used for log cabins and other similar 
work. Made in both spun and unspun forms. The spun 
form is loosely twisted into a strand. Packed in bulk in 
50-pound bales. 


“Eagle” twisted jute packing 



Eagle Twisted Jute Packing is similar to Plumbers’ Oakum. 
Principal difference is in the treatment of the fibers and 
in the put-up. There are three types—tarred—untarred 
(oiled), and dry. Put up in 50- and 100-pound coils. 
Stranded 8 ends. 


Rapid twisted jute packing 



In quality, this product is the equal of Eagle Twisted Jute 
Packing. It is made for jobs smaller than those for which 
baled plumbers’ oakum or twisted jute packing are used. 
Construction is a single strand approximately /s-inch in 
diameter. Put up in 5-pound balls packed in individual 
cardboard boxes, 10 boxes to a 50-pound carton. Furnished 
in tarred, or untarred, and dry form. 


Nylon rope 


Jute packing requirement chart 
Vitrified clay pipe 


Inside 

diameter 

Weight, 

jute 

Inside 

diameter 

Weight, 

jute 

4" 

.05 

21" 

.53 

6" 

.08 

24" 

.83 

8" 

.19 

27" 

1.11 

10" 

.23 

30" 

1.42 

12" 

.27 

33" 

1.58 

15" 

.33 

36" 

2.72 

18" 

.38 




Bell and spigot pipe 


Diameter 
of pipe 


Pounds 
of jute 
required 
per joint 

Diameter 
of pipe 

Pounds 
of jute 
required 
per joint 

3" 


.18 

24" 

1.50 

4" 


.21 

30" 

2.06 

6" 


.31 

36" 

3.00 

8" 


.44 

42" 

3.62 

10" 


.53 

48" 

4.37 

12" 


.61 

54" 

6.25 

14" 


.81 

60" 

8.25 

16" 


.94 

72" 

12.50 

18" 


1.00 

84" 

15.00 

20" 


1.25 




These specifications will vary in actual application, but represent a fair approxi¬ 
mation of the amount of jute packing required per joint. 



Kno-leaK 
cut length 
packing 

27-inch lengths 



Made of very best quality pure nylon fiber. 1/2 to 2M times 
stronger than manila. Impervious to salt water and weather. 
Available in all standard sizes from ^ie-inch. SARAN 
ROPE also available. 


KNO LEAK Cut Packing is an improved jute packing cut 
in 27-inch lengths ready to use, packed 10 5-pound boxes 
to a carton; also supplied in 50-pound bulk bales. 

Boxes open on end for convenience of user. 
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ST. LOUIS STEEL PRODUCTS 



St. Louis Ty-tite 
Wire bar ties 

Black soft annealed 



Our ties are made from a special soft black bar tie wire, 
which will twist easily and tie tight. Ties are put up in 
coils of 5000. Lengths are measured over all. 



Tying reinforcing bars 


St. Louis Ty-tite 
Pistol grip twisters 

Two or three twists with this handy tool, and the tie is 
complete. 



No. 5 


St. Louis Ty-tite 

Spiral and spring return twisters 

A short pull ties the bars. Made to stand rough usage. 
Twisters and ties F.O.B. factory. 



No. 1 



No. 3 


No. 1—Spiral for heavy work. 

No. 2—Spring return twister. 

No. 3—Ratchet twister for bag ties and light work. 


BAR TIE TABLE 

For Various Rod Combinations 

Round 


Length in inches or required 


Rod 

Sizes 

V 

1 H 

4 

2 ." 

8 

1 // 

2 

2 " 

8 

3 // 

4 

7 

8 

1 " 

H" 

ir 

3 

3 1 

4 

4 2 

5 

6 

6 

61 

61 

2 " 

8 

J 2 

4 

4 i 

^2 

4 1 

5 

6 

6 i 

7 

7 

1 " 

2 

4 

41 

41 

^2 

5 

5 § 

6 

7 

7 

71 

'2 

5 // 

8 

41 

^2 

41 

5 

5§ 

6 

61 

7 

71 

71 

3 tf 

4 

5 

5 

5 J 

6 

6 

7 

71 

71 

8 

V 

6 

6 

6 

6§ 

7 

7 

71 

8 

81 

1" 

6 

61 

7 

7 

71 

71 

8 

82 

9 

iv 

6J 

7 

7 

n 

7* 

8 

82 

9 

91 

IV 


7 

71 
' 2 

n 

8 

81 

9 

91 

10 


16 go. is commonly used for tying bars. Ties are 3 inches to 30 
inches long—13 ga. to 20 ga. 


o 

<£> 

N 

0 

N 
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SALEM TOOL TRENCH DRILLS 



Model 16-TD* 

A medium-sized unit handling augers up to 16- 
inch diameter. Length, 11 feet, 10 inches; width, 
35 inches; height, 64 inches; auger center, 14 
inches; carriage travel, 8 feet; weight, 3,950 lbs. 


AUGER DIAMETERS 


Up to 16-inch diameter. 


POWER UNIT 

CARRIAGE SPEED 


GO-226 Hercules, totally enclosed, gasoline, 52 HP, hydraulic 
pump set at 800 PSI, 4-speed transmission, electric starting. 

Zero to 40 feet per minute. 


MAXIMUM FORWARD THRUST 6000 lbs. 


SPEED REDUCER 


Spur gears, heat treated, 7 to 1 ratio. 


CUTTING DATA 


1st gear—41 RPM; 2nd gear—83 RPM; 3rd gear—153 RPM; 
4th gear—257 RPM; reverse—33 RPM. 



Model 24-TD 

Largest standard unit. Other units capable of han¬ 
dling augers are available as “special construction” 
units. Model 24-TD dimensions are: Length, 15 feet, 
9 inches; width, 52 inches; height, 74 inches; auger 
center, 18% G inches; weight with oil and water, 7,400 
pounds. 


AUGER DIAMETERS Diameters to and including 24-inch. 

POWER UNIT GO-226 Hercules, totally enclosed, gasoline, 52 HP, 1800 to 2200 RPM, 

hydraulic pump set at 100 PSI, 4-speed transmission, electric starting. 

CARRIAGE SPEED Zero to 6.5 feet per minute. 


MAXIMUM FORWARD THRUST 30,000 lbs. 

SPEED REDUCER Spur gears, heat treated, 7 to 1 ratio. 

CUTTING DATA 1st gear—41 RPM; 2nd gear—83 RPM; 3rd gear—153 RPM; 4th gear— 

257 RPM; reverse—33 RPM. 


Pipe pusher and one guide are standard equipment on Models 16-TD and 24-TD. The adapter rings for pushing casing are a separate item and 
are priced accordingly. Adapter ring sizes are determined by ID and OD of casing. 


Call Mission 5-1810 
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SALEM TOOL TRENCH DRILLS 


Eliminate broken surfaces... cut labor costs 50% 



Models 16-TD and 24-TD have pipe pusher. Auger rotates 
inside pipe and advances pipe as hole is drilled through 
earth, clay, compacted sand, gravel, hardpan and soft 
limestone formations. 


All units operate from a trench and need just a two-man 
crew. Set-up time is fast. 10-TD can be skidded into 
place by two men, or lowered by side-boom tractor or 
back hoe. 


Versatile 10-TD operates from own power source which 
can remain on truck or from any other source capable of 
delivering 22 GPM at 1300 p.s.i. 


These powerful trench drills permit you to lay pipe 
under highways, railroads or other surfaces which 
can’t be disturbed. Contractors report savings as high 
as 50%. Ideal equipment for utilities, municipalities 
or private contractors engaged in any type of hori¬ 
zontal drilling. 

Salem Trench Drills have pushed pipe as far as 250 
feet and drilled as far as 500 feet. They’ll bite through 


most earth and rock formations. All drills are equipped 
with variable hydraulic feed installed in a rigid frame 
for drilling accuracy. Models 16-TD and 24-TD drill 
with or without pushing attachment and advance 
auger and casing simultaneously where required. 
Holes which do not require casing may be back 
reamed to desired size. Units are more fully described 
and pictured in Salem Bulletin TD-159 which we will 
furnish on request. 
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SALEM MODEL 10-TD TRENCH DRILL 


A compact unit which can be skidded into place by two men. The separate power 
unit connects with the drill by two 25-foot hoses. Model 10-TD meets the needs 
of most small contractors and handles augers from 3 inches to 10 inches in 
diameter. Auger sections are added as the drill advances. 



Length, 112 inches; width, 26 inches; total 
height, 30 inches; height to center of auger, 
10 inches; weight, 850 pounds. 


AUGER DIAMETERS 


3", 3V 2 ", 4", 6", 8", 9", 10". 


POWER UNIT 


HYDRAULIC LINES 


VH4 Wisconsin, air-cooled, 4-cylinder engine, 23 HP at 2200 RPM. Hy¬ 
draulic pump capacity is 22 gallons per minute at 1300 PSI. Clutch, 
power take-off, electric starting. 

Two, 25 feet long with quick disconnect couplings. 


POWER UNIT DIMENSIONS Length, 65 inches; width, 25 inches; height, 40 inches; weight with oil 

and fuel, 1,350 pounds. 

CARRIAGE SPEED Zero to 4 feet per minute. 4-way hydraulic control valve. 

MAXIMUM THRUST 3,000 pounds. 


CUTTING DATA 


Horsepower on cutting bits, 10 HP; torque on auger, 835 ft. lbs.; rota¬ 
tion, 60 RPM either direction. 
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SALEM TOOL BLAST HOLE DRILLS 



Many drillers prefer this truck-mounted 
McCarthy Blast Hole Drill, especially for 
wet, muddy, strip mine operations. Oper¬ 
ators do not have to work in mud, ice and 
water. With this mounting they can drill 
off the side or end of the truck. The drill 
can be swung lengthwise to travel from 
one pit to another. 


Model 103 TM truck-mounted 

Drilling records show 40% more holes per day with this 
rugged McCarthy Drill. It handles augers from 4 
inches to 12 inches diameter and drills as far as 
150 feet. The unit can be mounted lengthwise or 
crosswise on any suitable vehicle. Crosswise mount¬ 
ing gives maximum footage. If auger crawls left or 


Model 104 self-propelled 

An unusually rugged, self-propelled, horizontal drill¬ 
ing machine. Propelling features are simple, strong 
. . . has no angular drive shaft. Main drive shaft re¬ 
mains connected to rear axle and to the power trans¬ 
fer unit output drive shaft. Power transfer unit raises 
to propel machine and disconnects from transmission 
and lowers for drilling. In this position carriage may 
pass over it without interference. 

Resting on the wheels, the center of the auger is 
approximately 30 inches above the floor. With the 
standard 4-foot jack legs, a 30-inch lift is available. 
Special length jacks can be furnished at extra cost. 

The machine may be placed lengthwise on a flat¬ 
bed truck or the mobile units may be entirely removed, 
making the machine suitable for either lengthwise or 
crosswise mounting. Bores 5-inch to 10-inch diameter 


right it is easily realigned by moving truck forward 
or back. Vertical adjustment is made with four level¬ 
ling jacks but is seldom needed after first hole has 
been correctly drilled. Front jacks bolt to truck sides 
. . . rear jacks rest on truck bed. Operates effectively 
in coal, clay, sandrock and limestone formations. 



blast holes to 120-foot depth in ordinary rock forma¬ 
tions. Finger-tip control, plus variable feed saves many 
man-hours. For complete information, see Salem Bul¬ 
letin M-105. 
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SALEM AUGERS DRILL FASTER 

Salem augers, auger heads, cutting bits and tools 


A P DRILL HEAD 


S D DRILL HEAD 


T C H HEAD 



PENGO 

CUTTING HEAD 


ALLOY STEEL 
AUGER HEAD 



Augers—2" dia. to 1 2" dia. 

Helicals thoroughly fused by even weld bead to alloy steel 
tubular shaft. Sockets and shanks made of alloy steel. 
Coupling pins designed for speedy assembly are self-locking, 
locking. 

Chisel point bit head 

8 Boron-hardened bits held in head with double wedges. 
Bites way through shale and soft sandrock. For either ver¬ 
tical or horizontal drilling. Sizes: 5-inch, 6 M-inch, 8 ^-inch, 
10 / 2 -inch diameter. Bits tipped with tungsten carbide. 

X L head 

X L Head—5 inches —6 inches—with tungsten carbide tipped 
bits with round tapered shank, held tight by friction and 
are easily removed with “Knockout” drift. Head shank, 
as required. Recommended for fast, all-around drilling. 

X L Head— 8/2 inches— 9/2 inches—has massive body of 
alloy steel. Uses 8 -inch x 1-inch cutter bits with tungsten 
carbide tip. Pilot bit has tungsten carbide inserted cutters. 
Pilot is easily removed. 

Standard head 

Head used with large diameter drills and drills with pilot 
head. Mainly used for horizontal drilling. Drills through 
earth and shale, hardpan, sand and gravel. Sizes: 8 -inch, 
10 -inch, 12 -inch, 16-inch, 20 -inch, 24-inch, 30-inch, 36- 
inch, 42-inch, 48-inch diameter. 

Salem Tool drill head 

Salem Drill Head is equipped with tungsten carbide tips 
and tapered shank bits. Primarily used in vertical drilling 
of sandstone and limerock formations. Sizes: 5-inch, 68 -inch, 
8 / 2 -inch diameter. 

A P drill head 

A P Drill Head is equipped with special A P 2-finger bit 
tungsten carbide tips / 2 -inch x / 8 -inch. Head is milled from 
solid tool steel and is especially good in hard drilling. 
Available in 4 / 2 -inch, 5 / 2 -inch, 6 / 2 -inch, 7-inch, 9 / 2 -inch 
diameter. Shanks to suit auger equipment 1 / 2 -inch square, 

1 / 8 -inch hexagon, etc. 

S D drill head 

A heavy-duty three-prong alloy steel head equipped with 
tungsten carbide inserts on prongs and heavy 28-inch tung¬ 
sten carbide core breaker for hard drilling. Sizes: 38-inch, 
4-inch, 5-inch, 58-inch, 6 -inch, 612-inch, 78-inch, 9-inch 
diameter. Suitable shanks for auger equipment 18-inch, 
2 -inch square, 18-inch hexagon, etc. 

Pengo cutting head 

Pengo Cutting Head available in 8 -inch, 9-inch, 10-inch, 
12-inch, 14-inch, 16-inch, 18-inch, 20-inch, 22-inch and 24- 
inch diameter; larger sizes on special order . . . with and 
without valves. Equipped with wisdom teeth for drilling 
in earth, clay, sand, gravel, hardpan and soft shale forma¬ 
tions. 

T C H head 

T C H Head -6 -inches— 8 -inches—9-inches—a superior auger 
head of the highest grade alloy steel, having an integral 
pilot. The pilot and all cutters are of tungsten carbide 
inserts brazed to machined surfaces. Inserts may be re¬ 
sharpened or renewed. Its superior qualities are appre¬ 
ciated when drilling the harder formations. 

Proper auger and heads for every purpose. 




SALEM TOOL 
DRILL HEAD 


CHISEL POINT 
BIT HEAD 
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McCarthy vertical drill 



In traveling position 

Something new has been added to the McCarthy vertical 
drill, other than changing the model number from 106-8 
to Model 106-24, meaning the maximum auger diameter 
that can now be used is 24 inches instead of 8 inches. All 
the features of the 106-8 model have been retained. An 
additional speed reducer built integral with the traveling 
carriage makes available two auger drive shafts . . . one 
high speed for the smaller diameter auger and one slow 
speed with high torque for auger diameter up to and in¬ 
cluding 24 inches. A total speed reduction from trans¬ 
mission output shaft is 6.66 to 1 for the high speed shaft 
and 25.1 to 1 for the slow speed, high torque shaft. 

The machine has been accepted over wide areas as valu¬ 
able equipment for blast hole drilling, strip mine opera¬ 
tions, highway construction, soil testing, foundation holes 
and deep or shallow post holes. Also well drilling, seismo¬ 
graph work and dewatering operations, plus new uses be¬ 
ing discovered daily prove the versatility of this new Mc¬ 
Carthy duplex drill. Its low cost of operation gives it a 
high rating among successful operators. 


With a McCarthy Vertical Drill on the job, the derrick 
is raised and lowered by finger-tip control power, and 
a 90 HP motor is an integral part of the truck-mounted 
machine. A hydraulic lift for rods and boom is also 
power controlled. 


Its 6100 pounds plus weight of truck rear on which it 
is mounted is sufficient to make it “stay put” when hard 
formations are encountered REQUIRING HEAVY FEED 
PRESSURE. 

The little time and effort to raise or lower the mast by 
hydraulic power should not be overlooked. Modern hy¬ 
draulic equipment makes possible the finger-tip control 
of auger advance and return. 

This drill is used on a 2-ton or heavier truck, and is 
adaptable to shot hole, exploration, foundation, dewater¬ 
ing boring. When in place for drilling, two individually 
operated jacks are easily set to plumb the tower and take 
the strain from the truck springs. Using a McCarthy verti¬ 
cal drill, 6-inch diameter holes are drilled 80 feet vertically 
in 20 minutes. 

Salem Hercules spiral augers or rods are manufactured 
in 4-inch to 24-inch diameter and lengths to suit customer 
requirements. 

Send for complete information and prices on Hercules 
spiral augers, drilling heads, bits and tamping rods. Ask 
for Bulletin No. M-100. 


Special equipment available 

Remote Control: Permits operator to stand on the ground and oper¬ 
ate the drill with the same finger-tip control available when stand¬ 
ing on truck bed. Controls are grouped at rear end of truck bed 
where the entire operation is in view of operator. Another labor- 
saving convenience is an auger storage rack that permits the augers 
to be placed on it by power lift attached to carriage. Augers are 
removed from rack with the same equipment. With remote con¬ 
trol and the auger storage rack, vertical becomes a one-man job. 

Either model of the McCarthy Vertical, 106-8 or 106-24, can be 
equipped with remote controls or the auger storage rack or both. 
Any of the McCarthy vertical drills now in the field can be equipped 
with the auger rack. For remote controls, see your McCarthy drill 
dealer. 


Check up on the McCarthy Drill by writing to The Salem Tool Co., Salem, Ohio, for com¬ 
plete information and name of our dealer in your area. 
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SANSTORM 


SANDBLASTING MACHINES 


SANSTORM sandblasting machines are guaranteed to provide the most 
effective and economical results available from the blast cleaning equipment 
industry today. Designed for any blast cleaning operation required to 
completely clean rust, scale, corrosion, old paint from steel fabrications, 
concrete bridges, construction equipment, vehicles, castings, forgings, heat 
treated articles, materials to be metalized and many other surfaces— 
assuring a perfect bond for paint or coating of any type. Also to etch glass 
or frost glass, mirrors, ceramics, plastics and monumental stone. 

Irrespective of whether the model is arranged with a “closed top” manual 
fill-plug design (requiring filling funnel) and without moisture trap, or 
with an “open top” automatic pop-up fill-plug design, with integral moisture 
trap, the famous Sanstorm basic principle of providing constant abrasive 
discharge plus abrasive adjustment are features embodied in each machine. 
The abrasive does not as in ordinary machines fall into the air stream 
resulting in non-positive abrasive discharge and control, but is actually 
picked up by the air stream, in venturi-type fashion, to assure positive 
abrasive discharge and control. 



Model AHW 


SANSTORM HIGH VELOCITY NOZZLE 



Enormously increased production with correspondingly decreased costs are 
now possible with this revolutionary design that provides automatic intro¬ 
duction of atmospheric air through vents surrounding the nozzle barrel 
which “normalizes” the air-abrasive stream. This unique Sanstorm action 
speeds abrasive to highest possible velocity and uniformly spreads abrasive 
over the full blasting pattern for maximum results. Saves 25 per cent on 
abrasive consumption, increases production up to 40 per cent. 


Model CW 




Model FPR (remote) 


MANUAL (at machine control) MODELS 


Model No. 

Cubic foot 
capacity 

Sand 

capacity 

Steel grit 
capacity 

Diameter 

Height 

Net 

weight 

CW (portable) 

1 

100# 

250# 

12" 

36" 

95# 

EW (portable) 

2 

200# 

500# 

16" 

39" 

150# 

AHW (portable) 

4 

350# 

875# 

16" 

56" 

255# 

BHW (portable) 

7 

650# 

1625# 

24" 

56" 

370# 

GP (portable) 

3 

300# 

750# 

16" 

52" 

370# 

FP (portable) 

7 

600# 

1500# 

24" 

53" 

540# 

MP (portable) 

1 1 

1000# 

2500# 

30" 

57" 

835# 


REMOTE SYSTEM (at nozzle control) MODELS 


Model No. 

Cubic foot 
capacity 

Sand 

capacity 

Steel grit 
capacity 

Diameter 

Height 

Net 

weight 

ARW (portable) 

4 

350# 

875# 

16" 

56" 

255# 

BRW (portable) 

7 

650# 

1625# 

24" 

56" 

370# 

GPR (portable) 

3 

300# 

750# 

16" 

52" 

370# 

FPR (portable) 

7 

600# 

1500# 

24" 

53" 

540# 

MPR (portable) 

1 1 

1000# 

2500# 

30" 

57" 

835# 
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STERLING WHEELBARROWS 



Sterling D 3 V 2 W and D4W Barrows are designed 
for handling dry materials and general purpose 
work in industrial plants, railroads, foundries, 
etc. Perfectly balanced construction. Tray is all 
welded — no rivets — double lapped at corners 
— 11/32 inch diameter butt-welded rod rolled 
in top edge of tray. Steel channel legs equipped 
with shoes. V shaped front tray braces and brace 
support. Selected hard wood handles. No. 32 
steel wheel, 16 inch diameter, 10 staggered 
spokes, % inch x IV 2 inch tire. However, a 
wheel with either pneumatic tire or zero pres¬ 
sure tire, can be furnished. 



Specifications 



D3V 2 W 

D4W 

Maximum capacity 

3 y 2 cu. ft. 

4 cu. ft. 

Struck capacity 

2% cu. ft. 

3 cu. ft. 

Gauge of tray 

16 

14 

Over-all length 

6 2 y 2 " 

62 y 2 " 

Over-all width 

26" 

27" 

Over-all height 

_ 25" 

25" 

Weight . 

. 73 lbs. 

81 lbs. 


Check these Sterling features: 

Heavy malleable iron wheel bracket and cold rolled steel 
axle. . . . Unbreakable malleable iron wheel guard. . . . 
Carriage bolts with extra large head. Wood handles are 


longer, formed to fit the operator's hands. Steel channel 
legs and reinforcements are set just the right height. Means 
less stoop for the operator and greater leg clearance. 


STERLING CARTS 




Designed for perfect balance and easy 
handling. Ideal for hauling concrete on 
big construction projects. The sturdy 
steel tray takes a full batch from small 
mixers without danger of spilling. The 
carts are also practical and efficient for 
hauling other materials in industrial 
plants, foundries, warehouses, etc. 


Roller bearings are 
standard equipment. 


IT STANDS 
ALONE 


Sterling Cart 
shown in ex¬ 
treme dumping 
position. It 
stands alone to 
assist in clean¬ 
ing out, etc. 


1V 4 " T-iron 
dumping rockers. 


All Sterling Carts have the same high quality construction characteristics of 
Sterling Wheelbarrows. Equipped with roller bearings as standard equipment. 
Built for hard usage and long life. 


Top edge reinforced 
with continuous V 2 " 
dia. butt-welded rod. 


Tray is made of 14 
gauge steel. 


Extra heavy steel 
rim keeps wheel in 
perfect alignment. 
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STERLING WHEELBARROWS 


Sterling C4%W and C5W Barrows are designed 
for handling concrete, mortar and similar ma¬ 
terials. Perfectly balanced construction. Tray is 
both narrow and deep and has a struck capacity 
for measuring purposes - all welded - no rivets, 
double lapped corners —11/32 inch diameter 
butt-welded rod rolled in top edge. V shaped 
tray braces, % inch x IV 2 inch brace supports. 
Selected hard wood handles. Steel channel legs 
equipped with shoes. No. 32 steel wheel, 16 
inch diameter, 10 staggered spokes, % inch x 
IV 2 inch tire. However, a wheel having pneu¬ 
matic tire or semi-pneumatic tire, can be 
furnished. 



STERLING C4y 2 W 
with 10 staggered 
spoke steel wheel 



Specifications 


C4 y 2 w 


Maximum capacity 
Struck capacity 
Gauge of tray 
Over all length 
Over-all width 
Over-all height 
Weight 


4 y 2 cu. ft. 
3 y 2 cu. ft. 
16 

6 2 y 2 " 
26" 
28" 

80 lbs. 


Tubular frame: 

This frame consists of a continuous piece of steel tubing bent to 
the proper shape to give correct height to handles and balance so 
that wheel carries most of the load. 


C5W 

5 cu. ft. 
4 cu. ft. 
16 

62 y 2 " 

27" 

2 9 y 2 " 

83 lbs. 


STERLING C5W 
with pneumatic 
tired wheel 


Choice of wheels: 

Sterling Barrows are avail¬ 
able with (1) steel wheel, 16 
inch diameter with 10 stag¬ 
gered spokes (2) ball bear¬ 
ing or roller bearing wheel 
with 2 ply or 4 ply pneu¬ 
matic tire or (3) roller 
bearing wheel with semi¬ 
pneumatic tire. These wheels 
are interchangeable on any 
Sterling barrow. 






No. 40 wheel with No. 44 wheel with 

semi-pneumatic tire pneumatic tire 


No. 32 
steel wheel 


No. 36 
steel wheel 


Special purpose barrows: 

Sterling has available barrows designed for handling 
coal, coke and other bulky materials. Also heavy duty 


barrows for wheeling castings, scrap, pig iron, etc. 
Trays can be mounted on either tubular or wood 
frames. 
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SASGEN HOISTS 



Single drum, double drum, gas or electric 


Light, medium and 
heavy duty hoist 


Sasgen power pullers 


Use with either motor or engine, pulley or belt drive. For¬ 
ward drum omitted if single drum is ordered. Low co- 
efficient of friction for economical operation; precision cut 
gears and sprockets; bronze bushed drums with easily 
accessible grease fittings; oversize cone friction clutch gives 
operator feather touch control; brake of external band 
friction type, rated far in excess of hoist capacity. End 
thrusts equipped with Timken roller bearings. 

Single and double drum hoists for loads from 1,500 to 
5,500 pounds, single line pull; speeds from 125 to 200 
feet per minute. 

Engines 8 to 47 h.p.; motors 7/2 to 25 h.p. Ample drum 
capacity for suitable cable. 


Sasgen electrically operated winches 



Fast, powerful, economical 



Use a Sasgen Portable Power Puller for operating drag 
lines, moving machinery and other heavy skid-mounted 
loads supplying power for cranes, booms and derricks, 
truck winches, feeders and conveyors, roofers hoists, lift¬ 
ing materials elevators, etc. This compact light-weight 
unit develops exceptionally high torque and pulling power 
for its size. Supplied complete with all-steel base and 
gripper-type carrying handles—can be placed easily and 
quickly on any job. 

Electric powered model 

Is reversible and operated by means of convenient lever 
control. A positive acting mechanical brake is applied 
instantly by moving lever to neutral position. 


Sasgen Electrically Operated Winches are made for long 
continuous duty where heavy loads must be moved quickly 
and efficiently. Cable drum and worm shafts are of alloy 
steel, heat treated, ground and polished. Clutch is sliding 
shrouded jaw, draft tooth type, also of alloy steel. Worm 
Safety Brake is automatic, oil cooled, fully adjustable on 
models with rated capacity above 6000 pounds. Models 
rated at 5000 and 6000 pounds have automatic adjustable 
self-energizing band type clutch. Adjustable Timken 
tapered roller bearings are supplied on all worms. Worm 
itself is shell type alloy steel, hardened and ground. Elec¬ 
trically operated Winches are available in a complete 
range of sizes from 1/2 h.p. to 30 h.p. Cable capacities 
range from 285 feet to 900 feet. 


Gas powered model 

Has small heavy duty engine, operates in same manner 
but does not have reversing gear. 

All models have double reduction spur gear reducer 
directly coupled to motor or engine shaft through a flexible 
coupling. Gears are fabricated from high tensile steel and 
run in continuous oil bath. Ball bearing mounted drum 
and pinion shaft give long, trouble-free, quiet operation. 

A complete range of Power Pullers is available for any 
lifting or pulling job from 500 pounds to 2,000 pounds 
capacity. Special units offer magnetic brake, remote con- ^ 
trol, special motors, and longer drums. Standard drum 
accommodates 250 feet of 3* inch wire rope. j 
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SASGEN HOISTS (Cont’d) 



Sasgen 1 V 2 h.p. electric hoist 

The 1/2 h.p. Electric Hoist is powered by a parallel shaft gear motor 
equipped with a unit brake. This motor is furnished for 60 cycle, 
single phase, 110-220 volts; or 60 cycle, 3 phase, 220-440 volts. 

Power is transmitted between the motor and drum by a double 
roller chain. The drum shaft turns in self aligning ball bearing units 
which are flange mounted to the side frames of the hoist. 

Single line speed for this standard unit is available from 85 feet per 
minute, with a load capacity of 500 pounds, to 250 feet per minute, 
with a load capacity of 175 pounds. For single line speeds less than 
85 feet per minute write factory for availability. 

CABLE CAPACITY 


y*" 

cable 

1900' 

y/' 

cable 

1000' 


cable 

600' 


Use /2 maximum cable capacity for best operating results. 


SASGEN WINCHES 


Sasgen double drum double purchase winch 

Gears and frame made of best malleable 


Diameter and length Capacity—lift 2 Capacity—lift 2 


Number 

of drum, inches 

Gear ratio 

men 2 lines, pounds 

men 4 lines, pounds 

Weight 

150 

9x14 


10,000 

20,000 

650 

151 

9x16 

V/2 to 1 

10,000 

20,000 

675 

152 

9x18 

or 

10,000 

20,000 

700 

153 

9 x 20 

18 to 1 

10,000 

20,000 

715 

154 

9 x 22 


10,000 

20,000 

735 



Sasgen single drum double purchase winch 


Diameter and length Capacity—lift 2 Capacity—lift 2 

Number of drum, inches Gear ratio men 2 lines, pounds men 4 lines, pounds Weight 


170 

6 x 

8 

43/4 to 1 

20,000 

40,000 

200 

171 

6 x 

10 

20,000 

40,000 

215 

172 

6 x 

12 

or 

24 to 1 

20,000 

40,000 

225 

174 

6 x 

16 

20,000 

40,000 

235 



Sasgen double drum single purchase winch 

Gears and frame made of best malleable 


Number 

Diameter and length 
of drum, inches 

Gear ratio 

Capacity—lift 2 
men 2 lines, pounds 

Capacity—lift 2 
men 4 lines, pounds 

Weight 

140 

5x14 

41/4 to 1 

3,000 

6,000 

375 

141 

5x16 

41/4 to 1 

3,000 

6,000 

390 

142 

5x18 

41/4 to 1 

3,000 

6,000 

400 

143 

7x14 

41/4 to 1 

3,000 

6,000 

410 

144 

7x16 

41/4 to 1 

3,000 

6,000 

420 

145 

7x18 

41/4 to 1 

3,000 

6,000 

430 

146 

7 x 20 

41/4 to 1 

3,000 

6,000 

440 

147 

7 x 22 

41/4 to 1 

3,000 

6,000 

452 



Sasgen single drum single purchase winch 

Gears and frame made of best malleable 


Number 

Diameter and length 
of drum, inches 

Gear ratio 

Capacity—lift 2 
men 2 lines, pounds 

Capacity—lift 2 
men 4 lines, pounds 

Weight 

128 

5x10 

41/4 to 1 

3,000 

6,000 

200 

129 

5x12 

41/4 to 1 

3,000 

6,000 

210 

130 

5x14 

41/4 to 1 

3,000 

6,000 

222 

131 

5x16 

41/4 to 1 

3,000 

6,000 

229 

132 

5x18 

41/4 to 1 

3,000 

6,000 

235 

133 

7x14 

41/4 to 1 

3,000 

6,000 

239 

134 

7x16 

41/4 to 1 

3,000 

6,000 

246 

135 

7x18 

41/4 to 1 

3,000 

6,000 

253 

136 

7 x 20 

41/4 to 1 

3,000 

6,000 

260 
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SASGEN WINCHES (Cont’d) 



No. 112 










No. 220 



Sasgen small double drum single purchase winch 

Gears and frame made of best malleable 


00 


300 to 400 


600 to 800 


14 lbs. 


Sasgen double purchase hoisting crab 


Gears and 

Number 

frame made of best malleable 

Diameter and length 

of drum, inches Gear ratio 

Lift 2 men 

2 lines, pounds 

Lift 2 men 

4 lines, pounds 

Shipping 

weight 

220 

7x16 


8,000 

16,000 

460 lbs. 

221 

7x18 

6 to 1 

8,000 

16,000 

470 lbs. 

222 

7 x 20 

or 

8,000 

16,000 

478 lbs. 

223 

7 x 22 

19 to 1 

8,000 

16,000 

485 lbs. 

227 

7 x 24 


8,000 

16,000 

492 lbs. 


Sasgen single purchase hoisting crab 



Gears and 

frame made of best 

malleable 





Number 

Diameter and length 
of drum, inches 

Gear ratio 

Lift 2 men 

2 lines, pounds 

Lift 2 men 

4 lines, pounds 

Shipping 

weight 

No. 120 

120 

121 

122 

123 

124 

125 

126 

127 

5x16 

5x18 

5 x 20 

5 x 22 

7x16 

7x18 

7 x 20 

7 x 22 

41/4 to 1 

3,000 

3,000 

3,000 

3,000 

3,000 

3,000 

3,000 

3,000 

6,000 

6,000 

6,000 

6,000 

6,000 

6,000 

6,000 

6,000 

245 lbs. 
250 lbs. 
255 lbs. 
263 lbs. 
265 lbs. 
269 lbs. 
274 lbs. 
280 lbs. 
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Diameter and length 
Number of drum, inches 

Gear ratio 

Capacity 2 men 

2 lines, pounds 

Capacity 2 men 

4 lines, pounds 

Shipping 

weight 


112 4x8 

4 to 1 

4,000 

8,000 

135 lbs. 


Sasgen small single drum single purchase winch 




Gears and frame made of best malleable 





Diameter and length 


Capacity 2 men 

Capacity 2 men 

Shipping 


Number of drum, inches 

Gear ratio 

2 lines, pounds 

4 lines, pounds 

weight 


108 31/2 x 5 

31/2 to 1 

1,750 

3,500 

55 lbs. 


110 4x8 

4 to 1 

4,000 

8,000 

75 lbs. 

110 







Sasgen safety worm gear winches 




Malleable cast worm wheel and steel cut worm 





Diameter and length 

Worm 

Capacity 1 man 

Capacity 1 man 

Shipping 


Number of drum, inches 

gear ratio 

1 line, pounds 

2 lines, pounds 

weight 


0W 3V 2 x 6 

16 to 1 

500 

1 ,000 

35 


1W 5x6 

20 to 1 

1,000 

2,000 

52 


2W 65/s x 10 

30 to 1 

1,500 

3,000 

91 

ow 







Sasgen safety worm gear winches 




Worm gear machine cut from semi 

-steel alloy blanks 





Worm machine cut from steel bar- 

—thrust bearing on 

worm shaft 




Diameter and length 

Worm 

Capacity 1 man 

Capacity 1 man 

Shipping 


Number of drum, inches 

gear ratio 

1 line, pounds 

2 lines, pounds 

weight 


8W 65/e x 10 

40 to 1 

2,500 

5,000 

102 lbs. 


9W 6Va x 10 

48 to 1 

3,500 

7,000 

127 lbs. 

8 W 







Double purchase 






low 65/e X 10 

48 to 1 

3,500 

7,000 

140 lbs. 



or 87 to 1 

5,000 

10,000 



Sasgen Junior single drum single 

purchase winch 


No. 5 

Gears and frame made of best malleable 





Diameter and length 


Capacity 1 man 

Capacity 2 men 

Shipping 


Number of drum, inches 

Gear ratio 

2 lines, pounds 

4 lines, pounds 

weight 


5 41/2 x 10 


1,500 

3,000 

76 lbs. 


6 41/2x12 

3 Vs to 1 

1,500 

3,000 

80 lbs. 


Sasgen all steel 2 ton hoist 





Diameter and 


Capacity 2 men 

Capacity 2 men 

Shipping 


Number length of drum 

Gear ratio 

1 line, pounds 

2 lines, pounds 

weight 

No. 2T 

2-T 4 x 71/2 

3.6 to 1 

4,000 

8,000 

100 lbs. 



12.96 to 1 





Sasgen small winch, not geared 





Made of best malleable 





No. 3 

Diameter and length 


Capacity 2 men 

Capacity 2 men 

Shipping 


Number of drum, inches 

Not geared 

1 line, pounds 

2 lines, pounds 

weight 


3 31/2 x 7 


750 

1,500 

40 lbs. 


Sasgen small puller 





No. 00 

Diameter and length 


Capacity 1 man 

Capacity 1 man 

Shipping 


Number of drum, inches 

Not geared 

1 line, pounds 

2 lines, pounds 

weight 



















































ARCTIC BOY 

PORTABLE WATER COOLER 




2 and 3 gal. 


Utility style 


Heavy, rugged portable water coolers for keeping 
water cool in the hottest weather. 

Hot dipped galvanized rounded bottom insets 
coated with “Sparkleen” plastic. Guaranteed not to 
rust or leak. 

Large top opening for easy icing and cleaning. 

Fully corrugated body with deep bottom and extra 
large insulation space. Brass-nickel plated faucets. 



5 , 10, 15 gal. Truck Bracket 


Heavy duty models are insulated with Dow Styro¬ 
foam, equipped with brackets for all standard paper 
cup dispensers, and heavy steel bottom band for 
extra bottom and body support. 

2 and 3 gallon sizes with bail 

5, 10, and 15 gallon sizes with handles 


SPECIFICATIONS 


Standard coolers 
are equipped with open 
type lids, and have 
thermo-type double wall 
construction. 


Heavy duty water 
Coolers — 

With recessed faucets. 
All heavy duty water 
coolers are equipped 
with closed covers, uni¬ 
versal metal lugs for 
paper cup dispensers, 
and are insulated with 
Styrofoam (a Dow plas- 
is welded on for addi- 
tic). A bottom “band" 
tional body and bottom 
protection. 


Number 

Capacity 

No. in 
carton 

Overall 

height 

Overall 

diameter 

Size top 
opening 

Weight 
per carton 

200 

2 gal. 

STANDARD 

1 

WATER COOLERS- 
14" 

—with faucet 

10 %" 

8 Vs " 

7 lbs. 

300 

3 gal. 

1 

173/ 4 " 

10 %" 

8y 8 " 

8 % lbs. 

500 

5 gal. 

1 

21 " 

1 3 y 8 " 

10 " 

13 lbs. 

1000 

10 gal. 

1 

23 %" 

1 6 % " 

13%" 

21 lbs. 

1500 

15 gal. 

1 

2734" 

1 8 % " 

14%" 

28 lbs. 


Number 

Capacity 

HEAVY DUTY 

No. in 
carton 

WATER COOLERS- 

Overall 

height 

—with faucet 

Overall 

diameter 

Size top 
opening 

Weight 
per carton 

212 

2 gal. 

1 

1 4" 

io%" 

8 % " 

8 % lbs. 

313 

3 gal. 

1 

1 7 3 4 " 

10 %" 

8 % " 

10 lbs. 

515 

5 gal. 

1 

2 i" 

13%" 

10 " 

15 lbs. 

525 utility 

5 gal. 

1 

27" 

10 %" 

8 % " 

15 lbs. 

101 1 

10 gal. 

1 

23%" 

16%" 

13%" 

23% lbs. 

1515 

15 gal. 

1 

27 34" 

18%" 

1 4 % " 

29 lbs. 


HEAVY DUTY STAINLESS STEEL LINED WATER COOLERS—with faucets 


Number 

Capacity 

No. in 
carton 

Overall 

height 

Overall 

diameter 

Size top 
opening 

Weight 
per carton 

222 

2 gal. 

1 

14" 

10 %" 

8 % " 

9 lbs. 

333 

3 gal. 

1 

1734" 

10 %" 

8 % " 

10 % lbs. 

555 

5 gal. 

1 

21 " 

1 3 % " 

10 " 

15% lbs. 

535 utility 

5 gal. 

1 

27" 

10 %" 

8 % " 

15% lbs. 

1111 

10 gal. 

1 

23 %" 

16%" 

13%" 

24% lbs. 

1 555 

15 gal. 

1 

2734" 

1 8 % " 

1 4 % " 

29 lbs. 


Truck 

Brackets 


23 1 

5A 1 

10 1 


(For 2, 3 & 5 gal. utility coolers) 
(For 5 gallon cooler) 

(For 10 gallon cooler) 


8 lbs. 
11 lbs. 
15 lbs. 
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A COMPLETE LINE OF 

Inexpensive portable heat 

HY-LO HEATERS — products of experience! 


NEW... REVOLUTIONARY! 

INEXPENSIVE FORCED AIR HEAT 



BTUs per hour. 

• Over 600 cu. ft. of CLEAN HEAT 
rnTnuteT ' ” " 


Va the COST! 

This compact, easily operated heater has 
three burning rates adjustable from 70,- 
000 to 125,000 BTU per hour. It combines 
Forced Air plus radiation to completely 
utilize all heat produced. 

Costs less than of comparable Forced 
Air models and equals them in perform¬ 
ance. 

Air Delivery: over 600 CFM per minute. 
Tank capacity: 10 gallons. 

Fuel: Kerosene or No. 1 furnace oil. 


Inexpensive conversion 
to forced-air heat . . . 



At little cost you 
can convert your 
HY-LO SALAMANDER 
to a FORCED-AIR HEATER! 


HY-LO Oil-Burning 


SALAMANDERS 



Standard model 


OUTSELLS ALL OTHERS! 

The HY-LO Salamander is the 
most popular heater for drying, 
thawing and comfort heat. It 
produces 75,000 to 150,000 
BTlTs per hour. It is the lowest 
cost portable heat, and the most 
popular in the industry. Hun¬ 
dreds of thousands are in use. 

SPECIFICATIONS: 

Fuel: Kerosene, No. 1 furnace or diesel 
oil. 

Fuel capacity: 10 gallons. 

Average burning rate: % gallon per 
hour. 



Junior model 
(shown on stand) 


ACCESSORIES 

STOVE PIPE ADAPTER 

For use in small interiors where it 
is advisable to vent Salamander. 
Reducer unit fits on top stack and takes standard 6-inch 
stove pipe. 

CARRIER 

Easiest and safest way to 
move heaters. 





STAND 

ALWAYS USE THE STAND. 
Eliminates accidental tipping 
over. It is inexpensive. 




HY-LO — the hottest L. P. GAS HEATER on the market! 



SAFETY SHUT-OFF MODEL (left) 

Includes safety pilot and shut off valve, L. P. 
Regulator, and 7-foot hose. 

MANUAL CONTROL MODEL (right) 

Includes shut off valve, L. P. Regulator, and 
7-foot hose. 

Working parts are underwriter approved. 
MODELS FOR CITY GAS AVAILABLE. 



HIGHLY RADIANT! 

• New Louvered design increases surface temp¬ 
erature, resulting in greater radiant heat output. 
Puts heat where you want it! 

• Compact design releases heat close to floor and 
includes floor protecting base. 

• Light weight . . . sturdy . . . and durable. Heat 

resistant metal. ® 

• 85,000 BTU OUTPUT . . . Safe, Dependable, Cleanl 2 


IL 
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CHEMICAL SPREADERS 



Model SS7E 


One man operation 



Tarco “Scotchman” Spreaders (patented) are specially 
designed for the fast and economical application of: (1) 
de-icing chemicals for ice and snow control, (2) granular 
fertilizers, (3) weed killers, (4) dry, screened abrasives. A 
unique, patented air blower spreading principle is used. 
A Scotchman will apply as little as 100 lbs. of material 
per mile from 4 to 30 feet wide . . . provides better 
results with much less material. 


Models 

There are three models of “Scotchman” Spreaders. Model 
SS7 type R has a rope starting engine. Model SS7 type E 
has an electric starting engine. Both these models require 
one man to operate. Model SS7 type V-3 has an electric 
starting engine and the flow of material is controlled from 
the cab by the driver . . . doesn’t require a man at the 
machine. 


Power unit 

Each “Scotchman” is equipped with a rugged 4 h.p., 
4 cycle, single cylinder, air cooled gasoline engine which 
operates in filtered air. Each engine is equipped with a 
mechanical governor, high tension magneto, drop forged 
crankshaft with ball bearings at each end and a cast iron 
block. 

The engines of the electric starting models are equipped 
with a combination starter-generator which keeps the 12 
volt battery fully charged. All engines are mounted on a 
special steel base and can be removed from the spreader 
in less than 10 minutes even while the machine is truck 
mounted. 


Construction 

All vital sheet metal parts are made of rust proof stainless 
steel. The gasoline engine and engine controls are housed 


inside a weather-proof compartment. A large 2-inch thick 
fiber glass filter cleans the engine cooling air. The heavy 
angle iron hanger frame is readily adjustable for height 
and for swinging the spreader level when used on an 
elevated dump truck. A heavy screen fits inside the 
material hopper. 


Controls 

Accurate, quick-acting, and convenient controls regulate: 
1. direction of spread ... all to rear, all to left, or all to 
right; 2. width of spread . . . from 4 to 30 feet wide; 3. 
density of material or rate of application . . . from 100 lbs. 
to 2000 lbs. per mile. 


“Scotchman” dimensions (approx.) 

Width — 42V2" Hanger Frame — 83 lbs. 

Depth — 31" Spreader — 380 lbs. 

Height — 39" Hopper Capacity — 200 lbs. 

Storage Space — 13V2 sq. ft. 

Baked Enamel Finish 


Special hopper bodies 

Three special, gravity feed, all steel hopper bodies are 
available for use with the cab operated model SS-7V-3 
“Scotchman”. 

Model 1-Y “Watchman” Hopper (shown above) is de¬ 
signed to mount in a pick-up truck or a “Jeep”. It holds 
1 cubic yard of material . . . enough salt to treat 5 miles 
of icy pavement. Model 3-Y “Watchman” Hopper (capac¬ 
ity: 3 cu. yd.) and Model 5-Y “Watchman” Hopper (capac¬ 
ity: 5 cu. yd.) slide into and operate from a regular dump 
truck body. There are no moving parts in any of these 
“Watchman” Hoppers. Material slides into the spreader 
by gravity. « 


Ask your TARCO dealer for complete details 
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ARCRITE 

A centrifugal disc-type spreader 




The “Arcrite” tail-gate, spinner spreader features: 1. 
Heavy, sturdy welded and bolted construction ... 2. Rug¬ 
ged sprocket and roller chain drive, weather and dirt pro¬ 
tected ... 3. No-load engine starting ... 4. Filtered, 
all-weather engine protection (optional) ... 5. Simple, 
convenient adjustments: vertical for height; horizontal to 
fit the “Arcrite” snugly against the end gate material outlet 
in all body positions without the use of a material chute 
... 6. Quick, easy access to all spreader parts ... 7. Ball 
bearing guided spinner shaft eliminates shaft vibration; 
prevents needless wear on important moving parts . . . 
8. A material hopper agitator designed to eliminate mate¬ 
rial clogging ... 9. Stainless steel spreading disc. 


Materials spread 

You'll find the “Arcrite” a rugged, reliable spreader for 
your general spreading needs. For wintertime ice and 
snow control an “Arcrite” will apply your sand, cinders, or 
straight de-icing chemicals quickly, safely, and accurately. 

For summertime seal-coating or road-oiling work you 
can apply stone chips or sand. You can use the “Arcrite” 
for spreading calcium chloride or other dust controlling 
chemicals in thin, even amounts. Or you can apply 
heavier, soil-stabilizing quantities of rock salt or similar 
chemicals. It's an ideal spreader for fertilizers and cement. 


Capacity and width of spread 

The spreading capacity of the “Arcrite” depends on 
several controllable factors: (1) the height and speed of 
spinner disc; (2) the nature of the material — its weight, 
its size, and its moisture content; (3) the amount of final 
application you desire. These factors govern the width of 
spread from 4 feet to 40 feet wide. 


Power and drive 

Above you see the “Arcrite’s” dependable power unit. 
This powerful vertical shaft, 4 cycle, single cylinder, air 
cooled gasoline engine is equipped with a recoil starter, 
mechanical governor, air cleaner. Constant power is 
transmitted to the spinner disc through a rugged roller 
chain and sprocket assembly. The engine is mounted on 
a special swing type base which allows the engine to be 
started without engaging the material spinner. Besides 
making for easier starting in cold weather this also helps 
prolong its life. A long stainless steel engine throttle con¬ 
trol runs from the engine to the tubular safety rail. Note 
the large, hinged sheet metal engine cover . . . available 
with or without a large thick fiber glass air filter. 

Construction 

You can tell by the weight (388 lbs.) that the “Arcrite” is 
no toy. The heavy gauge steel is bolted-welded construc¬ 
tion, with extra heavy bracing to make the ARCRITE a 
rugged, long-lasting spreader. The sturdy, tubular box 
type frame allows you to store the “Arcrite” in an upright 
position and protects the spinner disc at all times. The 
spreader is equipped with a sturdy lifting ring for simple, 
quick tail gate installation or removal. 

Optional attachment: 

An adjustable material deflector at the spinner to regulate 
width and direction of spread. 

Approximate dimensions 


Width: . 

.30" 

% 

Weight: Spreader. 

.300# 

Depth: . 

.39" 

Hanger Frame . 

. 88# 

Height: . 

.43" 

Total Weight . 

.388# 


Short Underhand: from hopper loading lip to bottom—20 / 
Finish: Baked Yellow Enamel 


Ask your TARCO dealer for complete details 
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Slurry seal method 

This is a simple, inexpensive way to crack fill (surface 
seal) and skid proof pavements. Slurry seal is a mixture, 
or blend, of fine, sharp aggregate, emulsified asphalt or 
tar, and water. A transit mix truck or other approved 
mixer properly blends these materials. The free-flowing 
semi-liquid slurry is then fed directly into a correctly 
designed sled-tvpe box drawn behind the mixer. 

The mortar-like, yet free-flowing, consistency of the 
slurry makes an ideal crack filler and surface seal: it will 
not bleed”; the sharp aggregate provides good skid- 
proohng. This fast, inexpensive slurry seal treatment is 
used on all types of pavements: city streets, county roads, 
major highways. Since there is never any loose aggregate 
lett this treatment is especially desirable for airport run¬ 
way work. Slurry seal may be applied alone to seal and 
rejuvenate pavements. Or it is often used as a pre-sealing 
treatment before applying a stone-chip or plant-mix 
retread wearing course. 


Assuring good results 


Successful end results of this slurry seal method largelv 
depend on: 1. The proper mixing or blending of sand 
asphalt or tar emulsion, and water and 2. The proper 
application or distribution, of the mixture to the pave¬ 
ment. Both are important. 


A makeshift blending procedure may well produce a 
questionable material blend. So a makeshift spreader 
may well give you a sloppy, uneven final application. 

Hus special Tarco “Slurry-Seal” Spreader has been 
developed to insure the best practical and efficient opera- 
tion; to produce material-saving, uniform results. 


Features 

Rugged steel construction: 

The spreader is a rigid, box-type, bolted design. Side< 
and ends are about 13" high and made of heavv gauge 
pressed steel . . strongly braced. The front side anc 
two ends are sealed along bottom edges with heav> 
composition skirting. } 


Adjustable sealing widths: 

A variety of spreading widths are obtainable in 1 foot 
increments from a maximum of 12 ft. down to a minimum 
of 4 ft. 

Steel runners: 

The spreader is pulled along on two replaceable angle 
iron runners ... to take the skid wear. 

Sprinkling system: 

At the front of the spreader an adjustable water sprink¬ 
ling system provides a dust control spray. 

Preleveling board: 

An adjustable, semi-rigid pre-leveling board partially 
spreads the sealing mix before the final wiping operation. 
By installing this pre-leveler in the angle position it also 
helps to overcome the slumping that may occur on 
crowned pavements. 

Composition strike-off blade: 

After pre-leveling slurry seal is wiped on smooth, thin 
and even by the V 2 " thick composition strike-off blade . . . 
12 ft. long. Seven (7) separate, convenient ratchet-type 
adjustments are provided — so the operator, while facing 
the work, can quickly and easily raise or lower the strike- 
off blade ... to fit the pavement contour and control the 
final thickness of the slurry seal. 

Tow chains: 

Two (2) heavy tow chains are supplied. 

Traveling wheels: 

Two (2) pneumatic tired wheels are supplied for off- 
the-job travel. 

Detachable tow bar. 

Operator’s bridge: 

A sturdy plank walk, or bridge, is built across the back 
side of the spreader so the operator can conveniently 
regulate the strike-off blade controls while observing 

finished work. 

Dimensions (approximate) 

Operating (paving Widths) Towing Width.6'3" 

Maximum.12 ft. Towing Length.17'10" 

Minimum. 4 ft. Shipping Weight...l000 lbs. 


Ask your TARCO dealer for complete details 
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Tarco “Flash-Flame” Rotary Dryers are easy to transport, quick 
to set up, simple to operate wherever hot dry sand, stone, or 
gravel is needed. They are used by: street and highway de¬ 
partments, sandblasters, foundries, railroads, batch plants, paint¬ 
ing contractors, swimming pool builders, and by plant growers 
for pasteurizing plant growing soil. 

Model AD-7 specifications 

Power 

Choice of 2 types: a gasoline engine or an electric motor. The 
gasoline engine is a 4 h.p., single cylinder, 4 cycle, air-cooled 
unit with built-in gear reduction. The electric motor is 1 h.p. 
to fit any ordinary electrical power characteristics. Power from 
either source is transmitted to the drying drum through a 
rugged Twin Disc, friction type clutch designed to permit run¬ 
ning of the engine or motor and fuel pump without running 
the drum (for “no load” starting). A heavy sheet metal com¬ 
partment with 2 hinged doors covers the power unit. 

Drying drum 

The 8 foot long hexagonal shaped drying drum is made of 
heavy gauge steel. Two full length internal flanges assure 
proper tumbling action of materials. The drum is rotated 
through a No. 40 roller chain on 4 flanged rollers fitted with 
sealed bearings. 

Burners and fuel 

Choice of 3 types: coil type burners for kerosene; special 
burners for handling L.P. (manufactured) Gas and Natural Gas. 
Valves and pressure gauges provided. A belt driven pump for 
forcing liquid kerosene to its burner is supplied on all models 
except one model that is available with a manually operated 
pump. Perfect fuel combustion is assured and protected by a 
unique combination Flame Protector Tube and Combustion 
Chamber. 


The Tarco “Flash-Flame” Dryer Model AD-9, illustrated 
above, is larger and heavier than the Model AD-7 unit dis¬ 
cussed opposite. 

Tarco Dryers have been manufactured and thoroughly 
proven in the field since 1945. They are rugged, dependable 
machines with respectable drying capacities for job-site use 
. . . eliminating costly packaging and transportation charges 
on needed dry materials. Their design, though rugged, is 
simple so that routine service and maintenance is a relatively 
easy task. 

Model AD-9 specifications 

Power 

Choice of 2 types: a gasoline engine or an electric motor. The 
gasoline engine is a 6 V 2 h.p., single cylinder, 4 cycle, air¬ 
cooled unit with a built-in clutch. The electric motor drive is 
3 h.p. to fit any ordinary electrical power characteristics. The 
gasoline engine through its built-in clutch and the electric 
motor through a Twin Disc friction type clutch each provide 
“no load” starting of the power source. 

Drying drum 

The 12 foot long octagonal shaped drying drum is made of 
heavy gauge steel. Two full length internal flanges assure 
proper tumbling action of the materials. The drum is rotated 
through a No. 50 roller chain on 4 heavy flanged steel rollers 
fitted with sealed bearings. 

Burners and fuel 

Choice of 3 types (all with 50% greater heating output than 
those available for AD-7 Dryers): coil type burners for kero¬ 
sene; special burners for handling L.P. (manufactured) Gas and 
Natural Gas. Valves and pressure gauges provided. A belt 
driven pump for forcing liquid kerosene to its burner is pro¬ 
vided. Perfect fuel combustion is assured and protected by a 
unique combination Flame Protector Tube and Combustion 
Chamber. 


Frame and running gear 

The heavy all welded angle iron frame is strongly gusseted. 
The unit trails on 2 steel wheels equipped with 400 x 12 pneu¬ 
matic tires and roller bearings. Two retractable legs are at the 
front, or loading, end. These legs provide up and down adjust¬ 
ment to achieve the right degree of drying drum pitch for the 
material being dried . . . shown on special pitch indicator. 
The telescoping tow bar with heavy ring is mounted to the 
front end of the frame. 

AD-7 Dryers with steel wheels to pass narrow 34" wide 
doors are available. Units for stationary operation (without 
wheels) are also available. 

Drying capacity 

When drying ordinary stockpiled sand or stone (moisture con¬ 
tent 4%) with a No. 10 Burner between 4 and 5 tons can be 
dried per hour . . . end material temperature 230°F. If you 
have a special drying problem check with your Tarco Dealer 
or with us. 

AD-7 Dimensions (approx.) 

Overall Length 14' Loading Height 32" 

Overall Height 4'3" Tow Bar Extends 34" 

Overall Width 3'2" Weight (engine drive) 795 lbs. 


Frame and running gear 

The all welded, heavy angle iron frame is strongly gusseted. 
A special heavy sub-frame is mounted on 2 semi-elliptical 
springs attached to a drop center axle. The dryer trails on 2 
steel wheels equipped with 6.70 x 15, 4 ply, pneumatic tires 
with roller bearings. Two heavy retractable legs are at the 
rear, or unloading, end. These legs provide up and down 
adjustment to achieve the right degree of drum pitch for the 
material being dried . . . shown on special pitch indicator. A 
quick-coupling tow ring is provided for safe over-the-road 
travel. AD-9 Dryers for stationary operation (without wheels) 
are available. 

Drying capacity 

Because the larger drying drum will accommodate larger 
heating facilities, the drying capacity of the AD-9 is approxi¬ 
mately 50% greater than the AD-7 Dryer. When drying ordi¬ 
nary stockpiled sand or stone (moisture content 4%) with a 
No. 15 Burner between 6 and 8 tons can be dried per hour 
. . . end material temperature 230° F. If you have a special 
drying problem check with your Tarco Dealer or with 11 s. 

AD-9 Dimensions (approx.) 

Overall Length 20'6" Loading Height 40" 

Overall Height 4'6" 

Overall Width 5'4" Weight (engine drive) 2000 lbs. 


Ask your TARCO dealer for complete details 
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“Direct from the Shipping Drum” 


SPRAYERS 


ECONOMICAL 

CLEAN 

FAST 



SELF-CONTAINED 

VERSATILE 

PORTABLE 


Tarco Sprayers have been used for years to apply a wide 
variety of liquid materials “direct from the shipping drum”. 
This is the fastest and cleanest way to spray: 1. Bituminous 
Materials: asphalt emulsion, cut backs, and tars. 2. Concrete 
curing and waterproofing materials. 3. Weed killers. 4. Insecti¬ 
cides. 5. Cleaning materials. 6. Oil base paints. 

PRES-U-Sprayers 


matic tired wheels with roller bearings. A stout tow handle is 
attached to the rugged, cast steel universal front fork. Each 
sprayer is equipped with: a large area quick change screen 
case; packless connections which make and break by hand; a 
built-in flushing system for cleaning all material lines quickly 
under pressure. Each sprayer comes ready for operation with 
material hoses, off-set spray pipe, bung wrench, canvas engine 
cover, spray nozzles, and instruction manual. 


Type H (illustrated above) 

Power unit consists of an air compressor driven by a rugged 
single cylinder, 4 cycle, air cooled gasoline engine. Regular 
steel shipping drums are carried and reinforced in the cradle¬ 
like frame. Air pressure relief valves automatically regulate the 
material pressure to 32 lbs. p.s.i. Liquids are forced by air 
pressure through material lines, spray hose, and hand spray 
pipe. Enough power is available to run 2 spray pipes or a 
6 foot spray bar. Takes a side bung drum. 

Type HV 

This is identical with the Type “H” above except its frame is 
designed to carry and reinforce shipping drums with large 
bung openings in the side or in the end. 

VAC-U-Sprayers 

Type HVP 

Power unit consists of a positive displacement gear pump 
driven by a single cylinder, 4 cycle, backgeared, air cooled 
gasoline engine. Shipping drums are carried in the wheel 
mounted frame. 

Pump sucks liquids out of the drum and under pump pres¬ 
sure (up to 50 lbs. p.s.i.) forces the material through the lines, 

spray hose, and hand spray pipe (there is no pressure on the 
drum). There is enough power to operate two hand hoses or a 
6 foot spray bar. 

Portable Vac-U-Sprayer 

This consists of a Vac-U-Spray power unit (engine driven gear 
pump) mounted on a steel base. It may be clamped to the 
truck bed for spraying liquids from drums carried in the same 
truck. It comes complete with suction hose, spray hose, spray 
pipe, and spray nozzles. 


Accessories 

Drum heater 

This is an all steel unit designed for warming (up to 130° F.) 
liquid materials right in the drum. The drum, loaded by one 
man, is surrounded by the sheet steel heating chamber. 

Heat from either a small kerosene burner or a bottle gas 
burner is deflected evenly around the drum. The heater comes 
equipped with a combination drum vent and manual agitator. 
It's ideal for cold weather pavement repair work. 

Bituminous spray bar 

This 4 nozzle spray bar permits spraying of large patches up to 
6 feet in width. It hangs on an adjustable tail gate hanger 
frame and is designed to be used with a truck mounted Tarco 
Sprayer. It’s most efficient when used with a Portable Vac-U- 
Sprayer clamped to the bed of the truck and spraying from 
drums in the truck. 

Weed spray nozzle 

This is a special single nozzle attachment for applying liquid 
weed and brush killers in a drench spray up to 24 feet wide. 
It comes complete with a heavy no drip gate valve mounted 
on a swiveling bracket for attaching to the side of a truck. 

Painting attachments 

A pistol type paint spray gun comes complete with special 
paint and air hoses (used with Pres-U-Sprayers only). This 
attachment may be used for spraying paint directly from a 
shipping drum or from a special 714 gallon capacity pressure- 
type paint container that is available. For painting wire fence 
a special large area paint roller is available (used with either 
type sprayer). 


Chassis and running gear 


PRES-U-Sprayer (type H) dimensions 



Overall length 

69" 

Front Tires 

400 x 8 

a rugged, all 

Width 

42" 

Rear Tires 

400 x 12 

4 large pneu- 

Height 

40" 

Weight 

400 lbs. 


Ask your TARCO dealer for complete details 


Call Mission 5-1810 


215 


269 - 5-61 













Tarco Tank-Type Sprayers are used for applying a 
wide variety of liquid materials: liquid bituminous 
materials, weed killers, insecticides, concrete curing 
materials and waterproofing materials such as the 
new silicone products. As listed below these Sprayers 
are available either skid or trailer mounted, with or 
without U-shaped heating tubes, and in four capacity 
sizes. 

Material vessels 

All size tanks are constructed of all welded heavy 
gauge steel. All are fitted with an 8" diameter, 
quickly removable inspection cover and a 2" diameter 
drain fitting. All piping is arranged for quick drainage 
and clean out and designed to accommodate either 
one or two hand hose assemblies and/or a 10 foot 
long multiple head spray bar. Sprayer models with 
an “H” below are equipped with U-shaped heating 
tubes. Either kerosene burners or L.P. gas burners 
may be used for heating heavy bituminous materials. 

Power units 

All Sprayers have the same power unit: a gasoline 
engine driven, positive displacement gear pump. The 
gasoline engine is a popular make 6 h.p., single cylin¬ 


der, 4 cycle, air cooled unit equipped with a throttle 
governor and a high tension magneto. The gear pump 
is roller chain driven from the gasoline engine through 
a “V” belt-countershaft assembly. 

This 30 gallon (water) per minute pump is equipped 
with a 60 lb. material bypass, a quick opening mate¬ 
rial screen case, an oil bath pressure gauge, and an 
adjustable pressure regulator (10 to 60 p.s.i.). Material 
valves and piping are arranged to permit: (1) filling 
the tank, (2) recirculation of the material within the 
tank, (3) drawing material off and forcing it through 
the hand spray hose or spray bar, (4) flush-cleaning 
the pump, material screen case and all spray lines. 

Mountings 

All 4 size tanks are available with either skid mount¬ 
ing or trailer mounting. The skid mounting consists 
of heavy ski-type channel iron skids which support 
the heavy wood tank cradle. The trailer mounting 
consists of a rugged steel tank carrying frame sup¬ 
ported on semi-elliptical springs and a full width 
axle. Wheels have 670 x 15 4 ply pneumatic tires. 
Each trailer has a parking leg jack; either a pintle 
type or ball and socket type tow hitch, and 2 safety 
chains. 


Dimensions (approx.) 


Models Length Width Height^ 


TMP 250H & TMP 275—Trailer. 9-Vi' 5 ' 

SMP 250H & SMP 275—Skid. 6-W 4-W 4 ' 

TMP 500H & TMP 550—Trailer. 10' 5' 5-Vi' 

SMP 500H & SMP 550—Skid. 9-Vfr' 5' 4 ' 


Ask your TARCO dealer for complete details 
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“STREET SWEEPERS’ FRIEND’’ 

Can carriers —Refuse receptacles 


Long-lasting “Street Sweepers’ Friend” Can Carriers result 
from engineered-design and over 50 years of on-the-job 
experience. 

Frames are all welded tubular steel with no bolts or rivets 
to rattle loose. Axles are heavily gusseted and correctly placed 
for perfect balance. Large diameter wheels with steel hubs 
and spokes provide nearly effortless pushing on roller bearings. 
Three different types of large wheel tiring are available: pneu¬ 
matic inner tube type rubber tires; solid rubber tires with steel 
core; plain steel tiring. The castoring wheel swivels a full 
circle on ball bearings and runs smooth on roller bearings. 


Can Carriers are made in two styles: a single Carrier for 
handling one trash can or the double Can Carrier that takes 
two large cans. Every Carrier comes equipped with: a unique 
silent can clamp (no dangling chains to fuss with); a safety 
traffic warning flag for the protection of the operator; broom 
and shoveling carrying hooks. The standard enamel finish is: 
black wheels and red frame . . . other colors are available. 
An optional time-saving attachment for single Can Carriers is 
the Level Lifting Dirt Scoop . . . relieves operator of tiresome 
back-breaking shovel work. 


REFUSE RECEPTACLES 


The tall square Paragon Receptacles shown below may be used 
either inside or outdoors. They receive litter from either side; 
have quickly removable tops which protect the trash from rain 
or snow; come with or without vertically hung self-closing 
doors; may be fitted with innerliners of heavy burlap or sheet 
steel. 


The Type 29 Receptacle is a sturdy, all-purpose trash can 
. . . ideal for street, park, or playground use. 

The Type H.D. Can is ideal for heavy refuse like ashes, 
cinders, etc. 

All Tarco Receptacles are made of heavy gauge, all welded 
sheet steel. Baked enamel finish . . . colors listed are standard; 
other colors available. 



Type H.D. 


Type 36C 


Type 48F 


Type 29 





Can carrier 
can 

Weight 23 pounds 

Height 25 } A inches 

Diam. top 19 inches 

Diam. bottom 15 inches 

Capacity 2V2 bushels 

Finish Black enamel 


Paragon receptacle 
open ends 

Weight 48 pounds 

Height shoulder .30 inches 

Height total 40 inches 

Sides .20 inches 

Capacity .Five bushels 

Finish .Dark green enamel 


Paragon receptacle 

self-closing 

doors 

Weight . 

51 pounds 

Height shoulder 

30 inches 

Height total . 

40 inches 

Sides . 

20 inches 

Capacity . 

Five bushels 


Finish . Dark green enamel 


Half-hooded 
refuse receptacle 

Weight .32 pounds 

Height shoulder 30V2 inches 

Height total .41 inches 

Diameter .20 inches 

Capacity 414 bushels 

Finish .Dark green enamel 


Ask your TARCO dealer for complete details 
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LITTER SHARK AND THE BIZY-VAC 

Push-type vacuum cleaners 


LITTER SHARK 


BIZY-VAC 




The “Litter-Shark” is a manually propelled vacuum cleaner for 
outdoor use on hard pavements, crushed stone or gravel cover, 
or grassy turf. Sucks up: paper cups, plates, serving trays, milk 
cartons, newspapers, beer cans, programs, ticket and cigarette 
stubs, straws, grass clippings, leaves, etc. 


The Tarco “Bizy-Vac” is a dust-free, push-type vacuum cleaner 
designed primarily for indoor use: in warehouses, industrial 
plants, sports arenas, etc. Sucks up: paper cups, napkins, tis¬ 
sues, candy and cigarette wrappings, cigarette butts, sawdust, 
and loose dirt and dust. 


Power and suction 

The gasoline engine is a 3 h.p., single cylinder, 4 cycle, air¬ 
cooled unit with: recoil starter, oil bath air cleaner, governor, 
and crown control of starting, throttle speeds, and stopping . . . 
all extended to the operator’s hand. The suction fan (uncondi¬ 
tionally guaranteed for one year) is all welded steel with V\" 
thick steel blades (picks up beer cans without damage). 

Suction case and shrouds 

The large suction case is all welded steel. A replaceable, 
abrasion resistant, stainless steel liner (unconditionally guaran¬ 
teed for one year) takes all of the inside wear. The 30" wide 
suction shroud is all welded steel and is directly connected to 
the main suction case . . . the front edge is reinforced with 
heavy band iron. 

Wheels 

Standard wheels with roller bearings have 10" diameter semi¬ 
pneumatic puncture proof tires. Optional wheel equipment: 
10" diameter single tube pneumatic tired wheels with ball 
bearings. 

Handle bars and bag rack 

Both are made of welded tubular steel. Easily detachable for 
convenient storage. 

Special attachments 

1. Castor Wheel Assembly . . . spring loaded, full swiveling 
rubber tired wheel assembly carries the full load and keeps the 
suction shroud level. Ideal for continuous operation. 2. Dust 
Control Bag (patented): this heavy, canvas, zippered Dust Con¬ 
trol Bag covers the regular burlap litter collection bag (4 fur¬ 
nished) and collects fine dust while still maintaining full suction 
power. 


Power and suction 

The gasoline engine is a 3 h.p., single cylinder, 4 cycle, air¬ 
cooled unit with: recoil starter, oil bath air cleaner, governor, 
and crown control of starting, throttle speeds, and stopping 
within easy reach of the operator. The suction fan (uncondi¬ 
tionally guaranteed for one year) is all steel. 


Suction case and shroud 

The large suction case is all welded steel. A large hinged 
inspection door is built into the suction case. The 30" wide 
suction shroud is all welded steel and is directly connected to 
the main suction case. The vertical front and sides of the 
shroud are protected and reinforced by heavy band iron. A 
full swiveling, adjustable castoring wheel is attached to the 
front of the suction shroud . . . automatically keeps the suction 
shroud level at all times. 


Litter collection and dust control 

Litter is collected inside a dust-proof compartment in a remov¬ 
able metal box . . . 3000 cubic inches in capacity. Absolute 
dustless operation is achieved by using a light weight dust 
proof bag which is semi-permanently attached to the hinged 
cover of the litter receiving compartment. Through a unique 
arrangement vacuum pressure on the litter compartment is 
relieved so full suction is maintained at all times. 

Wheels 

Standard wheels with ball bearings have 10 x 3.50 single tube 
pneumatic tires. 


Dimensions (approx.) 

Length: 57"; Width: 37"; Height: 40"; Weight: 90 lbs. 


Dimensions (approx.) 

Length: 42"; Width: 31"; Height: 42"; Weight: 175 lbs. 


Ask your TARCO dealer for complete details 
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Model L. G.—Trailer 

Tarco “Litter-Getters” are primarily used for leaf collection 
work. They suck up, shred, and pack leaves at the rate of 
1 cu. yd. per minute. These flexible vacuum cleaners also 
collect litter: tin cans, newspapers, pop bottles and paper 
cups, plates, and wrappings. 

Models 

There are 3 “Litter Getters”: a) Model L. G.—Trailer with 
suction inlet rear for right or left hand pick up. b) Model 
L.G.S. Skid Mounted for inside dump body mounting for 
right side pick up. c) Model L.C. Tail Gate—hangs and oper¬ 
ates from dump tail gate. 

Power unit 

4 cylinder, air cooled, 30 h.p. engine with: electric starter, 
generator, governor, Stelite valves, automatic over-heat cut 
out, battery and built-in clutch. Engine controls: starter, choke, 
throttle, ammeter and stop are panel mounted. 

Suction case and impeller 

Suction case made of heavy gauge steel . . . inside wearing 
surface lined with a replaceable steel liner. 

The self-cleaning suction impeller, with full backing plate, 
is: ruggedly constructed, both statically and dynamically 
balanced, mounted on a 1-11/16-inch steel shaft running in 2 
large self-aligining pillow block bearings sealed against dirt. 
Engine power is transmitted through a set of matched cog- 
type belts. 

Exhaust duct work from suction case outlet is made of 
sheet steel and lined with a replaceable steel liner. 

Running gear 

Consists of a heavy welded steel frame mounted on a drop- 
center axle with semi-elliptic springing. Wheels are fitted 
with 6.70 x 15, 4 ply pneumatic tires. Telescoping pintle or 
ball and socket type towing hitch are adjustable vertically to 
fit any truck. Furnished with parking jack and swiveling 
wheel and heavy towing chains. 

Suction assemblies 

Available for Model L.G.—Trailer: a) 9 feet long 10 inches 
diameter heavy wire reinforced rubber hose with an 18 inch 
wide flared suction snout for walking or riding collection, b) 
up to 15 feet long lengths of 8-inch diameter reinforced hose 
for walking collection of litter. Both of above available for 
Model L.G.S.—Skid Mounted. 


Model L. K. “Leaf King" 

The Tarco “Leaf King” is a rugged, powerful leaf loader; 
larger and more powerful than Tarco “Litter Getter” units. 
The “Leaf King” has over 2 times the pick up capacity of the 
“Litter Getter”. 

Power unit 

Consists of a 4 cylinder, liquid cooled, 42 H.P. industrial 
engine with electric starter, generator, governor, oil bath air 
cleaner, battery, pressure type lubrication and cooling system, 
built-in clutch, lifting ring and tool kit. Engine controls: 
starter switch, shut-off switch, ammeter, temperature gauge, 
oil pressure gauge and throttle control are panel mounted. 

Suction case and impeller 

The 45 inch diameter steel suction case is fitted with a replace¬ 
able steel liner, a clean out door, and a special arrangement 
for attaching an auxiliary flexible suction hose. The 17-inch 
diameter inlet facing the right hand side is fitted with a round, 
all steel inlet duct. 

The blades of the heavy, self-cleaning suction impeller are 
fitted with wear plates, are heavily gussetted and welded to a 
full size, convex backing plate. The impeller is mounted on 
a 2-3/16-inch diameter steel shaft running on two self-aligning 
pillow block, sealed, bearings. Engine power to the suction 
impeller is transmitted through a set of cog type belts. 

The discharge side of suction case is fitted with a 12 gauge 
steel exhaust duct which connects by a unique, flexible as¬ 
sembly to the dump truck receiving box. 

Pick up shrouds 

The “Leaf King” can be equipped with either a semi-rigid 
suction shroud or a special, flexible, rotating shroud . . . both 
with a minimum pick up width of 36 inches. The special 
flexible shroud is designed to swivel or rotate on ball bearings 
if the unit strikes a street curb . . . returns to fixed pick up 
location by heavy springs; also rotates flat against frame 
for traveling. 

Running gear 

Welded steel frame on a drop-center axle with semi-elliptic 
springs. Wheels fitted with 6.70 x 15, 4 ply pneumatic tires. 
Telescoping pintle or ball and socket type tow hitch are 
adjustable vertically. Parking jack with swiveling wheel and 
heavy towing chains. 


Dimensions (approx.) 

Length Width Height Weight 


Litter Getter, L.G. Trailer 

9' 

5'3" 

4'8" 

1675 

Litter Getter, L.G.S. Skid 

6'9" 

32" 

44" 

1275 

Litter Getter, L.G. Tail Gate 

3' 

9' 

5' 

1550 

Leaf King, L.K. 

12'6" 

7'4" 

5'9" 

2330 


Ask your TARCO dealer for complete details 
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Ratchet lowering jacks 

Single acting — standard type 



No. 24A No. 22 No. 84A 

15 tons 10 tons 5 tons 


These are the most versatile general purpose jacks on the 
market. Rugged construction permits safe lifting, lower¬ 
ing, skidding, moving and leveling with the important 
Simplex feature that these jacks will lift full capacity on 
the toe as well as on the cap. 

Double lever sockets permit operation in close quarters 
and angular lifting. Other important features are best 
material — precision machined and heat-treated, adjustable 
cadmium plated springs and links, shorter fulcrum cen¬ 
ters, larger toe lifts, lubricated trunnion bearings, multiple 
toothed pawls, and reinforced inner-ribbed housings. 

Geared Nos. 126, 127 and 135 are designed for heavier 
fast lifting. Nos. 126 and 127 have large right and left 
hand toe lifts respectively-often used in pairs. No. 135 
lifts on cap only. Levers are oval hickory poles. 

Toe 



Pole pulling, 
straightening jacks 

No. 325 Junior pulls and straightens 
poles up to 30 feet. No. 1538 pulls and 
straightens all poles and is the standard 
of the Bell System. I-beam sub-base pro¬ 
vides firm foundation. Jack will pivot on 
base when pawl is disengaged. A1538 
(shown) is similar with aluminum housing 
and base—40 pounds lighter. 


No. 

Capacity 

tons 

Height 

inches 

Lift 

in. 

Jack 

wgt. 

lbs. 

Wgt. 

complete 

lbs. 

325 

5 

50 

36 

34 

98 

1538 

15 

373/ 4 

22 

101 

185 

A1538 

15 

373/ 4 

22 

62 

145 


325 furnished with lever, chain, sub-base and pike extension. 1538 and A1538 
with lever, alloy chain and sub-base. 



Built with a single chrome-moly steel ball, nested in a 
hardened nickel steel ball seat — ball won't flatten and 
drop-forged cap can’t slip. Friction is reduced 88% for 
more power and easier lifting. Heat-treated and chisel 
pointed high carbon steel lever bars are 40% stronger 
than ordinary levers. Safety peephole prevents over ex¬ 
tending screw and eliminates measuring. Jack color indi¬ 
cates capacity. Ratchet head type recommended for 
close-quarter operation. Nos. IP, 2P, 3P and 4P are planer 
or machinists jacks. Note swivel head and lock screw. 


No. 

Capacity 

tons 

Hgt. 

in. 

Lift 

in. 

Lever 

in. 

Standard 

lever 

socket 

min. 

hgt. 

in. 

Wgt. 

lbs. 

84A 

5 

14 

7 

30 

2-Way 

1 5 /a 

28 

85A 

5 

17 

10 

30 

2-Way 

1 5 /a 

30 

86A 

5 

20 

13 

36 

2-Way 

1 Ve 

35 

22 

10 

211/4 

121/2 

60 

2-Way 

2i/s 

65 

1017 

10 

17 

91/2 

60 

2-Way 

1 5 /s 

40 

A1022* 

10 

201/2 

12 

60 

2-Way 

2 

42 

24A 

15 

231/4 

13 

60 

2-Way* 

21/2 

93 

29 

15 

281/4 

19 

60 

2-Way* 

21/2 

99 

2029 

20 

281/4 

18 

70 

2-Way* 

21/2 

104 

126 

25 

271/2 

121/2 

72 

Oval 

3 

193 

127 

25 

271/2 

121/2 

72 

Oval 

3 

193 

135 

35 

27 

16 

72 

Oval 

— 

215 


♦Oval or square lever sockets also available. 

$No. A1022 has an aluminum alloy housing. 

Tilting emergency jack 

No. 310A is the original upright 
and tilting jack. Lifts full 15 tons 
on cap, machine corrugated toe 
lift, auxiliary cap shoe or any point 
by using chain as a sling. The most 
versatile jack for lifting, lowering, 
pushing and pulling. The best all- 
around jack for your maintenance 
department. 

No. 31 0A—15 tons 

Toe 

min. Jack Weight 

Capacity Height Lift hgt. weight complete 

No. tons in ches _ inches _ Inches _ lbs. _ lbs. 

*310A 15 221/4 131/2 21/4 78 112 

♦Complete with 5 foot chain, auxiliary cap shoe and lever. 


Sizes based on housing height 


4-Way head type 


Size 

inches 

Height 

when 

closed 

inches 

Operable 
rise of 
screw 
inches 

Lifting 

capacity 

tons* 

Weight 

of 

jack 

lbs. 

No. IP 

23/4 

1 

2 

IV2 

No. 2P 

33/4 

11/2 

4 

3 

No. 3P 

51/4 

21/4 

6 

6 

No. 4P 

71/2 

41/2 

8 

12 

11/4x6 

91/4 

4 

10 

9 

11/2X4 

75/8 

2 

12 

91/2 

11/2x6 

95/e 

33/4 

12 

10 

11/2x8 

11 5 /« 

53/4 

12 

12 

11/2x10 

1 3 5 /s 

73A 

12 

14 . 

11/2X12 

155/a 

93/4 

12 

16 

1 3 /4X8 

11 3 /4 

51/4 

16 

15 

1 3/ 4 x 1 0 

133/4 

71/4 

16 

18 

13/4X12 

153/4 

91/4 

16 

20 

2x6 

93/4 

3 

20 

15 

2x8 

11 3 /4 

5 

20 

17 

2x10 

133/4 

7 

20 

20 

2x12 

153/4 

9 

20 

24 

2x14 

173/4 

11 

20 

27 

21/2x8 

13 

41/4 

24 

28 

21/2x12 

17 

81/4 

24 

37 

21/2x14 

19 

IO1/4 

24 

40 

21/2x16 

21 

121/4 

24 

48 

21/2x18 

23 

141/4 

24 

52 

Ratchet head type 




2x6 

95/s 

3 

20 

20 

2x8 

11 5 /s 

5 

20 

22 

2x10 

135/b 

7 

20 

25 

2x12 

155/s 

9 

20 

28 

2x14 

175/b 

11 

20 

31 

21/2x8 

125/a 

41/4 

24 

34 

21/2x12 

165/8 

81/4 

24 

41 

21/2x14 

185/8 

IO1/4 

24 

46 

21/2XI6 

205/e 

121/4 

24 

54 

21/2x18 

22 5/e 

141/4 

24 

58 


♦The lifting capacities are guaranteed. 
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HYDRAULIC PUSH-PULL-LIFT EQUIPMENT 


Hydraulic jacks — 1 Vi to 100 ton capacities 

Neoprene seals 


Pressure tested 
bases 


Spring controlled 
ball valves 

No. 12HJ No. 100A 

All Simplex hydraulic jacks will operate in a horizontal or 
vertical position — every model ruggedly designed for heavy- 
duty use, for safe, easy jacking on tough jobs. Ball valves, 
other interior parts readily accessible for cleaning. The 25, 30, 
50 and 100 ton models have high and low speed pumps which 
can be operated singly or in unison, double lever sockets and 
solid steel bases. 




All models tested to lift 50% 

Rated Low 

capacity height 

No. tons inches 

over rated capacity 

Hyd. Exten. Total 

lift screw height 

inches inches inches 

•Net 

weight 

lbs. 

each 

1.5HJ 

1 % 

7 

5-1/4 

2 

14-1/4 

9 

3HJ 

3 

9 

6-9/16 

2 

17-9/16 

15 

5HJ 

5 

9 

6-7/16 

3 

18-7/16 

18 

8 HJ 

8 

9 

6-3/8 

43/8 

19-3/4 

21 % 

1 2HJ 

12 

9 

6-1/16 

3 

18-1/16 

29% 

20HJ 

20 

10 

6-7/16 

— 

16-7/16 

32% 

125A22 

25 

22 

16 

— 

38 

105 

J25A28 

25 

28 

22 

— 

50 

1 25 

30A 

30 

11 

7 

— 

18 

65 

50A 

50 

12 

7 

— 

19 

115 

50A26 

50 

26 

20 

— 

46 

207 

100 A 

100 

12 

6 -1/8 

— 

18-1/8 

203 

•Includes 

operating 

pipe handle 

%"x20" long on 5 

smaller models 

— operat- 

ing handle for 25, 

30, 50 and 

100 -ton 

models is 

13/16" solid 

20 " long. 


Jacks drilled and tapped tor gauges — gauge prices on a 

handle is two-piece, interlocking; 26" long. 

tSimilar to No. 30A; with more lift, they are rated at 25 tons. 


Simplex-Jenny hydraulic pullers 

Center-hole principle 
eliminates torque, in¬ 
creases power and speed 
for pulling and pushing 
jobs. Operates vertically 
or horizontally, is its own 
back-up and is self sup¬ 
porting. Ram is self re¬ 
tracting when release 
valve is opened. One-half 
the weight of convention¬ 
al jacks. 

Nos. J330 and J630 — 30-ton, single pump — pull or install 
cylinder liners; form ship and boiler plates; straighten bulges. 
Pull structural members or double bottoms for welding, 
riveting. 

No. J606B — 60-ton, double pump — heavy duty pulling jobs 
in construction, ship-building, mines, railroads, oil fields and 
industry. 

Nos. 803B — 80-ton, single pump, and 1003B — 100-ton, 
single pump for pulling bushings, bearings, cylinder liners, 
pistons, wrist pins, valve seats, keys, wheels, gears, etc. 

No. 10010A — 100-ton, double pump — especially designed 
for pulling stern tubes on ships, also for heavy-duty bushing 
jobs and pulling valve seats. 


No. 

Capacity 

tons 

Diam. 

center 

hole 

inches 

Outside 

diam. 

in. 

Hgt. 

in. 

Travel 

in. 

Wt. 

lbs. 

•Oil 

pts. 

J330 

30 

1% 

43/s 

9% 

3Va 

32 

1 Vi 

J630 

30 

1 Vs 

43/s 

13 

6 

46 

2 

J606B 

60 

2% 

6% 

133/4 

6 

106 

4 

803B 

80 

' 3 Vs 

7 Vi 

10 

31/4 

74 

2 

1003B 

100 

2 Vs 

7 Vi 

10 

3 Vi 

72 

3 

T10010A 

100 

23/4 

8 

20 

10 

220 
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•Use only Simplex hydraulic jack oil. 

tEquipped with direct reading pressure gauge. Gauges available for other 
models at extra charge. 



Right: No. 10010A 
Simplex-Jenny, 100- 
tons capacity. “Look- 
down" view at left 
shows center hole 
construction. 



Simplex Re-Mo-Trol hydraulic 
pumps and rams — remote controlled 

Lift . . . pull ... or push in any direction and 
in complete safety from a distance 



1 5 complete 
units 

10 to 150 ton 
capacities 


A Simplex Re-Mo-Trol unit consists basically of a powerful 
pump and a remotely controlled hydraulic ram, connected by 
a high pressure hose. It offers extremely simple operation for 
1001 applications that it does better. 

Re-Mo-Trol can be used where cramped space or other 
difficulties make the use of self-contained jacks or pullers im¬ 
possible. One outstanding advantage is the famous Simplex 
Center Hole tubular ram (on 10 models). It is only necessary 
to insert a pull rod or screw through the tubular ram plunger. 
Rod is drawn through in a direct pull. 


Ram 

number 

Capacity 

tons 

Minimum 

height 

inches 

Plunger 

travel 

inches 

Center 

hole 

dia. inches 

Weight 

lbs. 

RC102 

10 

4% 

2 

— 

5 

••RC106 

10 

12 

5% 

— 

11 

••RC202 

20 

6-13/16 

2 

1-1/16 

16 

RC2112 

20 

10Vs 

12 

— 

45 

RC302 

30 

5 

2 

1-5/32 

13% 

••RC302.5 

30 

7 Vs 

2% 

1-5/16 

22 

RC306 

30 

93/4 

6 

iVe 

38 

•RC315 

30 

11 Vi 

5 

1 Vs 

44 

RC506 

50 

10 Vs 

5% 

— 

43 

••RC613 

60 

9Vs 

3 

1 5 /s 

62 

•RC6010 

60 

18% 

10 

1 5 /e 

120 

••RC1103A 

100 

10 % 

3 

2 Vs 

96 

•RC1110A 

100 

16% 

10 

2 Vs 

143 

•RC1122 

100 

32Vs 

22 

2 Vs 

272 

•RC15012 

150 

20-13/16 

12 

— 

240 


•Two way—retracts hydraulically. ••Spring return. 

150, 200 and 300-ton special heavy duty center-hole and solid rams available. 
Information furnished on request. 

Pumps 

RP3A — Hand pump, Vm in. dia. piston — 1 in. stroke — 70 cu. 
in. capacity for RC102, RC106, RC202, RC302 and RC302.5 
rams. 

RP6A — Two speed hand pump with automatic changeover 
from high to low speed with pressure increase. 126 cu. in. 
capacity for RC306 - RC506 - RC613 - RC1103A - RC2112 
rams. 

RP8A — Hand pump similar to RP6A with the addition of 
a selector valve to reverse oil flow to raise and lower two way 
rams. 161 cu. in. oil capacity. Used with RC315 — RC6010 — 
RC1110A and RC1122 rams. 

Also available — electric-hydraulic, air-hydraulic and gaso¬ 
line hydraulic pumps. 

Complete line of 2 - and 3-grip and push-puller equipment 
... 20 and 30 ton models. Detailed information on request. 


Simplex “Hydra-Toe” toe lift hydraulic jacks 
1 5-Ton capacity 



Cylinder score is completely eliminated with new 
Simplex “Hydra-Toe” toe lift hydraulic jacks. The 
alloy steel rack bar is suspended from top of the 
twin hydraulic cylinders and rides in the aluminum 
alloy housing, similar to a Simplex Ratchet Lower¬ 
ing Lever Jack. Thus, any wear does not affect the 
hydraulic system, which has always been the prin¬ 
ciple source of trouble in toe lift hydraulic jacks. 
The suspended rack bar floats and has machined 
grooves in the large heat-treated toe. 

The S-159 is self-contained and has both high 
and low pressure pumps. 

The R-159 is remote-controlled. By using a 
powered pump (gasoline, electric or air) with suffi¬ 
cient reservoir capacity, you may now use any 
number of jacks to instantly pick-up low loads. 
For example, a jack and gasoline pump will lift 15 
tons 9 inches in 12 seconds. 


Toe Effective 

Closed Min. ram 

Capacity hgt. hgt. Width Travel areas Weight 


No. 

Operation 

tons 

in. 

in. 

in. 

in. 

sq. in. 

lbs. 

R-159 

remote- 

controlled 

15 

17 

2 

3V4 

9 

4.82 

57 

S-159 

self- 

contained 

15 

17 

2 

3 Vi 

9 

4.82 

64 


Equal lifting of multiple jacks or rams is now available for the first time. 
Irrespective of the load, all units wil travel in unison. Write for par- 
ticuars covering this exclusive “unifying system.'* 
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Util-A-Tool The tool of a thousand uses 



Pushes, pulls, spreads, lifts and pulls wheels and gears 

Complete Util-A-Tool set includes Simplex push-pull jack, 10- 
ton capacity (6 models — see below); two drop forged sky 
hooks, 3-way base and wheel puller; No. 3A spreader jack 
using 1 inch pipe in base or V 2 inch pipe in cap for wider 
spreads; three V 2 inch by 40 inch chains with grab hooks 
and claws; forged lever bar % inch by 18 inches; heavy duty 
tool box. Stud links are optional equipment at additional 


charge. 

No. 

Length 

screw 

inches 

Screw 

travel 

inches 

Weight 

lbs. 

each 

610 

10 

43/4 

13 

612 

12 

63/ 4 

14 

614 

14 

83/4 

15 

616 

16 

103/4 

16 

618 

18 

123/4 

17 

620 

20 

143/4 

18 


Util-A-Tool set No. 610 weighs 78 pounds complete. Add 1 
pound for each size larger (with 612, 79 pounds, etc.). 


Journal and bridge jacks 

Each jack furnished with a grease plug and 
a heat-treated steel lever bar 
Journal jacks — low 
height — high capacity 

Alloy steel forgings, special 
bronze nuts, greater gear ratio. 
Ratchet mechanism fully en¬ 
closed except on No. 1510B. 
A2510B, A3510B, and A5010B 
have aluminum housings. 

25-ton bridge and industrial jacks 

The Simplex No. 2522 excels in ease and 
safety on heavy duty jobs. The mechanism 
is at the top rather than the base of the 
jack. The broad toe lift of 10 sq. in. is 4% 
inches from ground level at minimum posi¬ 
tion. The new No. A2515B has an alumi¬ 
num housing, weighs only 42 pounds. It 
has a lift of 9 inches which eliminates re- 


setting 

No. 

in bridge work. 

Capacity 

tons 

Height 

inches 

Lift 

inches 

Weight 

lbs. 

1510B 

15 

10 

5 

“ 28 

2510B 

25 

10 

5 

38 

A2510B 

25 

10 

5 

30 

351 0B 

35 

10 

5 

41 

A3510B 

35 

10 

5 

32 

A5010B 

50 

10 

4 

59 

A2515B 

25 

15 

9 

42 

2522 

25 

22 

10 y 4 

135 




Push and pull jacks 


8 Ton puller jack 

For pulling together 
structural members, for 
bridge, piling and dock 
work, also general wreck¬ 
ing. 

Easily rigged, made to 
stand abusive service. 




10 Ton push and pull jack 

For pushing, pulling 
structural members, 
car repairs, bridge, 
piling and dock work, 
and wrecking. Hinged 
end hooks swing 180 
degrees. 


No. 1040 


12 Ton push and pull jacks 

The machined v-edged nut protru¬ 
sions give secure grip for pushing; 
lugs offer firm hold for chain on 
pulling jobs. Especially recommend¬ 
ed for curved surfaces of heavy 
timber structures. 



10 Ton push and pull jacks 

For erection of bridges, tanks, 
forms, pulling or pushing 
heavy members, straightening 
sills, piling, guard rails. 


No. 1524 



No. 


825 

1040 

5 

6 

1524 

1528 

1536 


Diameter Length 

Capacity of screw closed 

tons inches inches 


Travel Weight 

inches lbs. 


8 

10 

12 

12 

10 

10 

10 


IV 2 

l 3 /4 

l 3 /4 

P/4 

2 

2 

2 


25 

40 

11 

18 

24 

28 

36 


12 

36 

19 

70 

7 

28 

13 

36 

18 

43 

22 

46 

30 

52 


Jack supports of 
aluminum alloy 

Scientifically designed to be used as illustrated 
or inverted with proper chain. For timber con¬ 
struction, bridge work, pulling poles, etc. Far 
stronger than ordinary wooden wedge. Use 
with Simplex Journal, hydraulic and bridge 
jacks. 


No. 

JS1 


Platform 

Height_ 

15 " 8"xl 0" 



Weight 

lbs. 


9Vj 


Manually operated safety trip controls tripping the load. Lat¬ 
est features — non-slip grooves in toes; trips and thumb guards 
on both sides. No. 101 is double acting; others are single 
acting. For track maintenance and construction. NOT RECOM¬ 
MENDED FOR INDUSTRIAL PURPOSES. A5 and A5B for 
surfacing and lining. No. A8 eliminates need for both high 
and low jacks. 


No. 

Capacity 

tons 

Height 

inches 

Lift 

inches 

Toe min. 
hgt., inches 

Wgt. 

lbs. 

A5* 

‘ 15 

11 

51/4 

2 

28 

A5B* * 

15 

11 

51/4 

2 

29 

A8 

15 

155/8 

73/4 

2 

34 

A17* 

15 

225/ 8 

13 

2 

411/2 

A17P* 

15 

2072 

13 

2 

39 

15A 

15 

11 

5 Vs 

2 

42 

16A 

15 

12 

6 

IV 2 

48 

216A 

15 

17 3/e 

8 

2 Vs 

51 

217C 

15 

225/8 

13 

IV 2 

63 

217P 

15 

201/2 

13 

IV 2 

61 

218 

15 

29 

19 

2 Vs 

76 

101 

15 

223/4 

13 

2’/4 

66 


♦Same as 15A and 217C/217P respectively, but with aluminum alloy hous¬ 
ings and large toe lifts. Square lever sockets are standard. Oval socket with 
oval hickory poles available at additional charge. 

**Has bale handle. 
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Lever type reel jacks 

for cable, rope or belting 



All ratchet lowering simplex reel jacks have laminated, 
oil treated oak bases for protection against splitting and 
warping. 

No. 320A—5 tons, single acting—for warehouse and 
shop service. Handles 20 to 60-inch diameter reels; has 
one 2M> inch lifting hook and 2 for 2 inch spindles. 

No. 321—10 tons, single acting—handles 20 to 96-inch 
diameter reels. Has 5 lifting hooks; 1 for 3 Mi inch; 1 for 
3 inch and 3 for 2M> inch spindles. 

No. A1029—10 tons, single acting—T-shaped base area 
of 319 sq. in. for non-rocking foundation. Built with right 
and left bases: handles 36 to 84-inch diameter reels. Has 
3 lifting hooks; 1 for 3 inch and 2 for 2% inch spindles. 
Housing is aluminum. 

Screw type reel jacks 

‘‘A” frame type. Spindle cap for 2V\ inch spindle. No. 
ICR for reels 40 to 60 inches diameter and No. 2CR 


for reels 60 to 92 

inches in 

diameter. No. 3CR for 50 

to 84 

inch reels. 

3-Way Nut for speed. 








Length of 


Capacity 

Height 

Lift 

Weight 

lever. 

No. 

tons 

inches 

inches 

pounds 

inches 

ICR 

5 

193/4 

131/4 

62 

_ 

2CR 

5 

30 1/2 

18 

88 

— 

3CR 

15 

251/2 

171/2 

75 

42 

320A 

5 

21 

10 

51 

30 

321 

10 

341/4 

15 

114 

60 

A1029 

10 

291/2 

133/4 

86 

60 


Drop-forged steel trench braces 

The only trench and timber braces constructed entirely 
of steel drop forgings. Blunt safety lever nut prevents 
injuries and damage; ball and socket joints at each end 
permit quick adjustment, tight gripping. Nail holes in 
shoes. Three-way nuts furnished in place of lever nuts if 
specified. 


Simplex drop-forged brace complete 
with pipe 



6 


C—Length of pipe required. B—Overall length closed. 

Complete with pipe 


“B” 


Pipe 

and 

screw 

diam. 

inches 

Length 

of 

screw 

inches 

length 

of 

brace 

closed 

inches 

••C” 

length 

of 

pipe 

inches 

Safe 

extension 

of 

screw 

inches 

Unit 

weight 

with 

pipe 

pounds 

1 V 2 

12 

18 

IOI /2 

7 

14 

IV 2 

14 

21 

131/2 

9 

16 

IV 2 

14 

24 

161/2 

9 

I 6 I /2 

1 Vi 

16 

27 

191/2 

10 

18 

1 V 2 

16 

30 

221/2 

10 

I 8 I /2 

2 

18 

36 

26 

10 

40 

2 

18 

42 

32 

10 

42 

2 

18 

48 

38 

10 

431/2 

2 

18 

54 

44 

10 

451/2 

2 

18 

60 

50 

10 

47 


Without pipe 




Trench brace fittings — without 

pipe 



Length 

Safe 


Screw 

of 

extension of 

Unit 

diam. 

screw 

screw 

weight 

inches 

inches 

inches 

pounds 

P /2 

12 

7 

12 

11/2 

14 

9 

121/2 

1 V 2 

16 

10 

131/4 

2 

18 

10 

321/4 


Screw ends only and butt ends only can be furnished 
separately. 


Steel shoring jacks 

Tough, forged-steel, machine- 
cut screw, semi-steel nut and 
steel bearing plate provide 
maximum safety in shoring, 
tunnel roof support, timber¬ 
ing, aqueduct work. Also for 
use as temporary columns. 
Furnished with nuts and bear¬ 
ing plates. Special nuts and 
plates can be made to your 
specifications. 


Simplex drop-forged timber braces 

Especially practical for 
wide and deep trenches, 
foundation and subway 
work. Screw ends are 
same as Simplex Trench 
Braces. Timbers not 
furnished. Three-way 
nuts in place of lever 
nuts at no extra cost if 
desired. Specify type 
wanted. 




— j'—^ I X Bite* 

-2*H 1 Brice 


No. 

Screw 

diameter 

inches 

Threaded 

length 

inches 

Sustaining 

capacity 

tons 

Overall 
height 
(inc. plate) 

Weight 

lbs. 

Diameter 
of screw 
inches 

“A” length 
of screw 
inches 

Size of 
timber 
caps 

Unit 

weight 

lbs. 

501 

2 

10 

25 

14” 

24 

1 1/2 

12 

4x4 

10 

501 

2 

12 

25 

16” 

26 

1 1/2 

12 

6 x 6 

123/, 

501 

2 

14 

25 

18” 

28 

11/2 

14 

4x4 

Id/, 

502 

21/2 

8 

35 

123 / 4 ” 

52 

IV 2 

14 

6 x 6 

13 

502 

21/2 

12 

35 

163/,” 

56 

11/2 

16 

4x4 

11 

502 

2'/2 

14 

35 

183 / 4 " 

58 

1 1/2 

16 

6 x 6 

14 

502 

2’/2 

16 

35 

203 / 4 ” 

60 

2 

18 

6 x 6 

27 V, 

502 

21/2 

18 

35 

223 / 4 ” 

62 

2 

18 

8 x 8 

281/2 
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SCALES FOR INDUSTRIAL WEIGHING 


P 

v_ 


HURMAN 


Precision scales since 1918 


Thurman Industrial Scales provide accurate and dependable weight for many industrial 
operations. The basic scales, illustrated below, may be equipped with recording devices and 
other accessories to meet your specific weighing requirements. For more complete infor¬ 
mation on these scales or any production-weighing problem, write and briefly outline your 
operation so we will have proper information to assist you. 


Portable truck scales 



This scale is designed for the construction, roadbuilding and 
material-handling industries. Standard capacities are 27, 35, 
40 and 52 tons. Standard platforms from 18 to 43 feet in 8, 9 
and 10 feet widths. Furnished, standard with complete steel 
deck, but available for wood deck as required. Other non¬ 
standard sizes available on request to meet special requirements. 


Motor truck pit scale 



The pit scale is designed for dependable, heavy-duty weighing 
in permanent plant locations. Standard capacities are 27, 35, 
40, 52 and 62 tons. Standard platforms from 18 to 60 feet. 
Ticket printing weighbeams, dial cabinets and electric printers 
are available. 


Electrical or mechanical batching scale 



Each scale is custom-engineered to best fit the needs of your 
particular job. Any number of ingredient beams for either 
cumulative or simultaneous weighing can be furnished. Scale 
may also be supplied with electrical controls for automatic 
batching and recording. Dials and recorders furnished, when 
desired, in place of beam scales. 


Industrial built-in scale 



This specially designed pit scale is engineered to give accurate, 
dependable weighing of lift trucks and power carts with loads 
up to 10 tons. Five-ton scales are also available with 6x5, 8x6 
and 9x7 platform sizes. Ten-ton scale available in 8x6 and 9x7 
platform sizes. 


Liquid weighing scale 



Standard tanks sizes are 150, 200 and 300 gallon capacities. 
In addition, this scale can be built to your specifications. It is 
designed specifically for the chemical, aggregate or cement¬ 
mixing industries and may be equipped with eletrical relays 
and automatic devices. 


Wheelbarrow scale 



This notched beam scale is built for years of accurate service. 
Platform is reinforced, non-skid plate, 30x42 inches. Weigh¬ 
beams have 100 notches, thereby graduating the 1,000-pound 
beam in 10-pound increments. Auxiliary bar, at tip end of 
beam, graduated 10 pounds by 1 pound for fractional readings. 
Cart scale with platform 44x44 inches and with 2000-pound 
capacity also available. 
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TIMKEN 


Backed by more than 25 years of Rock Bit engineering 
experience, Timken removable rock bits have revolu¬ 
tionized rock drilling costs. The wide variety of Timken 
rock bits permits the user to select the proper bit 
for use with the proper drill for most efficient drilling. 


The Timken Company manufactures a bit for every 
drilling operation including light air-leg drills, hand¬ 
held drills, wagon drills, track-mounted drills, and 
“down-the-hole” drills. Only Timken Company engi¬ 
neers are in a position to make an unbiased recommen¬ 
dation. 


TAPERED SOCKET 
CARBIDE INSERT 


CARBIDE INSERT 
SERIES “MC” 


MULTI-USE 
SERIES “H" 


BOTTOM DRIVE 
CARBIDE INSERT 







SHOULDER DRIVE 
FAST‘BREAKAWAY 


SHOULDER 

DRIVE 


Standard shock grade inserts or wear resistant inserts available in above series 


SHOULDER DRIVE BITS 

Bit 

Series 

Thread 

Size 

Bit Gauge 
Sizes 

Normal Drill 
Steel Section 

Recommended 

Hammer Size 

SC 

3/ 4 " 

"S” Series 

1 V«", 

1 3 /a" 

7 /." or 

1" 

2 V$" 

FCA 

7 /a" 

“F” Series 

IVe", 1 Vi", 

1 Vs" 

7 /e" or 

1 " 

2 3 4" 

MC-MCA 

1 " 

“H" Series 

1 %",1%",1%", 

1 2", 2Vi" 

V." or 

1" 

3Va" 

DC-DCA 

1-3/16" 

"D" Series 

1 7 /«", 2", 2V«", 
2y4",23/s",2Vi", 
2 Vi", 3" 

I’/*" or 

1 Va" 

4" 

KC 

1-11/16" 

"K" Series 

2 3 / 4 ", 3", 
3y a ", 4" 

1 Vi" or 

1 w 

4 y a " 
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CARBIDE INSERT BITS (cont’d) 



BOTTOM DRIVE 


TAPERED SOCKET 


TAPERED SOCKET BITS 


Recommended 
Piston Size 


Normal Drill 

Steel Section 


Bit Gauge 
Sizes 


7 /e"x 12* 
Tapered 


Tapered 


X” cutting face design 


Standard shock grade inserts or wear resistant inserts available in above series. “W" indicates availability with 


BOTTOM DRIVE BITS 


Bit 

Series 

Thread 

Size 

Bit Gauge 

Sizes 

Normal Drill F 

Steel Section 1 

tecommended 

Hammer Size 

02 

1 W 

G-D 200 Series 

1 1 Vi ", 

1 7 /e", 2 ", 21 / 4 " 

7 /»" 

2 V*" 

91 

114" 

Rope 

1 Vs", 2", 

21 / 4 " 

1", 1 Vs" 
or 1 V 4 " 

3’/2" 

04 

1 ’A" 

G-D 400 Series 

1 7 /s", 2", 21 / 4 ", 
2 3 / 8 ,/ , 2Vj" 

1 " or 1 ?/ 8 " 

3V2" 

14 

1 V 4 " 

G-D 1400 Series 

7 ”, 21 / 4 ", 2 3 / 8 ", 

2 V 2 " 

V or 1 y 8 " 

3 Vi" 

92-92W 

IV 2 " 

Rope 

2V4", 2 3 / 4 ", 3", 
31 / 2 " 

1 y 4 " or 1 y," 

4Vi" 

06-06W 

IVj" 

G-D 600 Series 

2Vi", 2VS. 3", 

3 V 2 ", 4" 

l Vt" 

4 Vi" 

16-16W 

IVz" 

G-D 1600 Series 

2Vl", 23/4", 3", 
3Vj", 4" 

1 Vt" 

4Vi" 

BOTTOM DRIVE BITS 

Bit 

Series 

Thread 

Size 

Bit Gauge 
Sizes 

Normal Drill 
Steel Section 

Recommended 

Hammer Size 

07-07W 

l 3 / 4 " 

G-D 700 Series 

2V 4 "/ 3", 3V,", 

4" 

IV 2 " 

4 V," 

17-17W 

1 3 / 4 " 

G-D 1700 Series 

2", 23/ 4 ", 3", 
3Vi", 4" 

1 V 2 " 

4Vi" 

93-93W 

l 3 / 4 " 

Rope 

3", 3 Vi". 

4" 

1 V," or 1 3/ 4 " 

4Vi" 

75-75W 

2" 

Joy 75 Series 

3Vj", 4", 
41/2" 

2" 

5Va" 

94-94W 

2" 

Rope 

3V2", 4". 
4Vi" 

2" 

5Vi" 

010-010W 

21 / 2 " 

G-D 1000 Series 

4", 4V," 5", 

5 V,", 6" 

l 7 /*" 

51/2" 





SERIES “S’* 

m | p ■ 


SERIES “R’ 


SERIES “E' 


SERIES “D’ 


SERIES “K’ 


SERIES *‘H’ 


SERIES ‘‘A’ 


Series “E” ( 5 / 8 " thread) 
Designed for anchor bolt 
holes, roof pinning and light 
utility work, it may be used 
on 3 /j-inch or 7 / 8 -inch steel 
with small utility hammers. 
The “E” series is available in 
tyiA-inch, 1-inch, lVe-inch and 
1 Vi-inch gauges with center 
air hole only. 

Series “S” ( 3 / 4 -inch thread) 

This series of four sizes — 
1 Vi inches, 1 3 /s inches, 1 Vi 


inches, 1 5 / 8 inches — was de¬ 
signed specifically for roof pin¬ 
ning operations. It is also 
used on air-legs, small stopers 
and sinkers in general mining 
and utility work. Side hole 
or center-side air holes. 

Series "A” ( %-inch thread) 
Made in iy 4 -inch gauge side 
hole only. This bit is used in 
roof pinning and secondary 
drilling. It may be used on 
Vs -inch or 1-inch steel with 
light rock drills. 


Series “H” (1-inch thread) 

Four point “cross” bit either 
one center or one side hole. 
Recommended for use on all 
sinkers or light drifters in 
medium hard ground. Gauge 
sizes: 13/s inches, 1’A inches, 

1 5/e inches, 1 3 / 4 inches, 1 7 /e 
inches, 2 inches, 2V 8 inches, 
2 V 4 inches, 2 3 / 8 inches, 2 1 /, 
inches, 2 5 / 8 inches. 

Series “R” (1-inch thread) 

Six point or “rose" bit with a 


side air hole. Is used in soft, 
ravelled ground and is non¬ 
rifling. Gauge sizes: 1 3 /s 
inches, l 1 /* inches, l 5 /® inches, 
l 3 / 4 inches, 1 7 /e inches, 2 
inches, 2V 4 inches. 

Series “D" (iy 14 -inch 
thread) 

“Cross" bit with side hole. 
Heavy duty multi-use bit for 
deep hole drilling where large 
holes are desired and large 
drills used. Gauge sizes: 1 3 / 4 


inches, 1 7 /$ inches, 2 inches, 

2V 8 inches, 2V 4 inches, 2Vi 
inches, 2 3 / 4 inches, 3 inches, 

3V 4 inches. 

Series “K” (l’Vu-inch 
thread) 

Designed for submarine drill¬ 
ing, long hole drilling with 
coupled steel, or any drilling 
operations where larger holes 
are required. Gauge sizes.- J 
3 1 /, inches, 4 inches, 4 1 /, ci 
inches. One center and four n 
side air holes. n 
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KEROSENE SIGNAL TORCHES 


FOLDING STEEL BARRICADES 


Toledo Torches provide the most distinctive signal on the 
highway for protecting traffic hazards, and it is readily 
understood. Because it provides enough light to define 
the hazard, traffic moves quickly and safely. Dependable 
in all kinds of weather. Burns up to 48 hours per filling. 
Black enamel. 


No. 620, 20-gauge steel, 
self-righting, screw type 
hood. Weight 59 pounds per 
dozen. This is the most popu¬ 
lar torch on the market. 

No. 5620, same as above 
except this has bayonet type 
hood. 

No. 630, 14-gauge steel, all 
welded construction. Made 
for heavy traffic. 

No. 651, 20-gauge non¬ 
self-righting but has a broad 
base. Weight 35 pounds per 
dozen. 

No. 5651, same as 651 ex¬ 
cept this has bayonet type 
of hood instead of screw type. 

All wickholders, hoods and 
wicks are interchangeable in 
all models. 

ELECTRIC FLASHERS 

Toledo Flashers are unsurpassed in performance, stability, 
durability and convenience. The hermetically sealed pul- 
sator which controls the flash, employs two G.E. tranistors 
to operate the latest type marine tube up to one month 
for each six volt battery. Space for 2 batteries is provided. 
Flash rate normally 60 to 70 per minute, but different 
frequencies available on order. 

Pulsator bears a five-year guar¬ 
antee. Conveniently installs like a 
four pronged radio tube. Case is 
made of rust-proof material and so 
guaranteed. 

No. 4TA, 4-inch amber lens. 

No. 4TR, 4-inch red lens. 

No. 7TA, 7-inch amber lens. 

No. 7TR, 7-inch red lens. 

No. LR3, special wrench to use 
with tamper-proof mounting bolts. 

Supplied less batteries. 




Self-Righting 

Type 



Non-Self-Righting 

Type 


Toledo Folding Steel 
Horses make the 
strongest and most 
durable barricades on 
the market. Uses any 
2-inch lumber or 1&- 
inch pipe for cross- 
arm. Three sizes are: 


No. 2 5—25 inches 
high 

No. 32—32 inches 
high 

No. 36—36 inches , 
high over 2x4 rail. 



No. 32L 


These barricade frames are made from 12-gauge steel 
in 3-inch ribbed channel sections. Their teeth bite in and 
down to form an absolutely rigid attachment. You can 
select cross-arm to fit your job, or it can be supplied ready 
to take one or two flashers as shown above. They fold 
up compactly for storage or transportation. Finished in 
black. 


No. 10 ALL STEEL 
BARRICADE 

This is designed to use with 
the Toledo Flasher. One or 
two flashers mount on the 
end frames between the 
panels. Panels are 30 inches 
long. Barricade is 30 inches 
high. Panels may be reflector- 
ized and show any desired 
legend in black letters on 
yellow ground. Weight is 22 
pounds. Shipped knocked down. Panels attached to angle 
iron legs by means of bolts furnished. 



No. 10 


PLASTIC TRAFFIC CONES 

TRAF-MARK heavy, one-piece traffic 
cones (polyvinalchloride) do not rot 
nor tear. Color will not chip, fade, 
scuff or rub off. Not affected by grease, 
tar or dirt. Clean up easily so need 
no repainting. Stay firm yet 
flexible at all temperatures. 
Red tip molded in. Greater 
visibility with no black base 
and larger than the 
normal sizes. 

They stack for easy 
storage. 
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TTlattfe-'Rite LINE MARKERS 



The Econo-Liner 401 

An accurate, sturdy, lightweight line marker. It has an explo¬ 
sion-proof paint tank which is removable for quick, easy 
cleaning. Its automatic spray gun atomizes the paint internally 
and has adjustable fluid control. The controls for the gun are 
located on the handlebars. The gun delivers a controllable 
spray from 2 inches to 6 inches in width. The gun is equipped 
with spray shields which are in line with the front axle. 
Therefore they never leave the ground which insures a paint 
stripe of unvarying width. Also, the spray shields are at the 
pivot point of the machine which means full width lines while 
making curves and turns. (Spray tubes may be obtained 
instead of shields.) The 401 will, with shields in place, 
paint to within Vs inch alongside fixed objects and will paint a 
line up to 3 inches from a fixed object. It is easily maneuvered 
— it will paint a circle two feet in diameter. Accessories are 
available for any type of paint or paint consistency used in line 
or area marking. 



For the most versatile, modern, self-propelled line marker, 
capable of striping 1, 2 or 3 lines. This machine was designed 
for use in municipalities, cities, airports, and counties. One 
man easily operates this machine. Rigid steering insures straight 
lines, yet it can turn on a 6-foot radius. Direct propulsion 
through automotive type clutch and transmission insures oper¬ 
ating efficiency. No rollers or slipping belts to lose power. With 
its optional choice of tank capacities, this machine can paint 
in one or two colors. Built to give long life, the Model 9000 
is the finest line marking machine available. 



Self-propelled Mark-Rite Model 8088 

Will paint single or double, solid or skip lines. Automatic guns 
are air actuated, internal atomizing spray type with adjustable 
fluid control. The spray guns are easily flushed for cleaning 
and are accessible without disassembling. The spray guns are 
equipped with the new spray tubes. The guns are located at 
the pivot point of the machine to insure full width lines on 
curves and turns. They also are in line with the rear axle 
which assures a constant line width regardless of bumps or 
dips. The paint tank is vertical, removable and explosion-proof. 
For easier operation, the controls for the guns and the clutch 
are located on the handlebars. An automotive-type clutch and 
differential transmits power equally to both rear-drive wheels. 
The machine will turn freely in either direction with the power 
on. A two-cylinder, air-cooled compressor supplies sufficient 
air power to maintain a constant reserve. The 8088 may be 
furnished with a tandem, platform-type operators’ trailer of 
steel construction and with rubber tires and ball-bearing wheels. 
Among the many accessories available are carbaloy tips for 
abrasive materials and special tips for heavy-bodied, pre-mixed 
beaded paint. 


Mark-Rite Line Master — Model 9000 


Larger machines and smaller machines are also 
available. 

Special machines made to order. 


The engine is available in a range from 7 horse power U> 
25 horsepower with or without electric starter and generator. 
Air compressors available from 12 c.f.m. through 55 c.f.m. 
Paint capacities of from 12 to 65 gallons. Air actuated 
spray guns of the most trouble free design. Each gun is 
equipped with line width controls for sharp edges. Air blast 
cleans the line prior to painting. Worm gear steering control. 
Many other features also available for special applications, such 
as striping along the edge of the road or for making stripes of 
18 to 36 inches wide, such as are used on airports. Uses any 
type of paint, including premix compounds. 
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AJAX WATER SERVICE 

works side by side with your men 



Ajax—cone cup 
comparison 


Helps maintain schedules 
absenteeism • Promotes 

Put AJAX refreshing drinking water 
service on every job. The heavy duty 
cooler and personal cups work effec¬ 
tively in reducing the spread of colds 
and other infections that cause absen¬ 
teeism. A cup is used just once, and 
any germs are thrown away with it. 
AJAX water service is the sanitary 
way to stimulate the water consump¬ 
tion necessary for good health. 


• Saves time • Reduces 
safety • Improves morale 

Wherever your men go, AJAX can go 
with them, eliminating long walks for 
a drink of refreshing water. Inexpen¬ 
sive personal AJAX cups can help 
keep your jobs on schedule . . . save 
both time and money on all kinds of 
construction jobs. They can promote 
safety, too, with an attention-arresting 
message printed on each cup—or your 
own message on special order. 


Ajax cups will work in cone cup 
dispensers for these comparable sizes: 
No. 4 Ajax (4 oz.) 

No. 154 Dixie 
No. 4L Lily 
No. 4 Solo 
No. 575 Ajax (6 oz.) 

No. 155 Dixie 
No. 5LSE Lily 
No. 155 Solo 
No. 725 Ajax (7 oz.) 

No. 156 Dixie 
No. 6LSE Lily 
No. 156 Solo 


Ajax imprinted safety slogans 


AJAX Personal Cups in all sizes are 
available for immediate shipment with 
these typical Two Color Stock Safety 
designs, assorted, in cartons and cases. 
Your own special messages furnished 


at a slight additional charge. This is 
the most effective and economical 
system yet devised for getting safety 
messages read. Does not require time 
out for safety reminders. 




No. 4P-15—Weight, empty, 11 
pounds. Dimensions, 17 inches 
high, 41/2 inches wide, 7 3 /i inches 
deep. Capacity, approximately 5 
gallons. 


Ajax stainless steel portable tank 

1 Tank is made of rugged stainless steel firmly welded and braced. Easy to sterilize 
and keep clean. 

2 Strong web carrying straps with adjustable buckles and snap hooks. 

3 Right shoulder strap hooks easily and conveniently under edge of tank. 

4 Easily opened dust-tight cover hinged to tank. 

5 Sturdy chrome-plated brass push-button faucet. 

6 Form-fitting ventilated plate on back protects carrier from chill and condensation. 

7 Steel Ajax dispenser holds 300 cups. Firmly attached. 

8 Large handle lets carrier hold tank like a suitcase. 

9 Easily emptied receptacle for waste cups in bottom of tank. 



Ajax insulated heavy duty water cooler 


Ajax insulated heavy duty water cooler provides the finest cold water 
service available for use in the field. Features include: 



No. 4S-35S—Weight, empty, 16 
pounds. Outside dimensions — 
height, 19 1 /} inches; diameter, 
13 V 4 inches. Capacity, approxi¬ 
mately 5 gallons. 


Corrugated all-steel construc¬ 
tion gives greater strength and 
durability. 

Choice of liners — galvanized 
plastic coated or stainless steel. 

Heavy duty insulation top, 
bottom and all sides, keeps 
water cooler longer. 

Perfect fitting lid fits securely, 
keeps out dust, prevents con¬ 
tamination. 


Recessed spigot eliminates 
danger of breaking off, helps 
insure positive sanitation, drains 
without spillage. 

Special bottom support holds 
cooler in shape, prevents center 
sag. 

Steel Ajax twin stack or 
streamlined dispenser holds 300 
cups. Firmly attached to tank. 

Easy to sterilize and keep clean. 


Ajax dispensers 




Made of steel, finished in durable en¬ 
amel. Easily installed—attached to 
tank by lugs or wall by screws. Sim¬ 
ply filled — cups drop 
into dispenser from car¬ 
ton without hands touch¬ 
ing cups. May be re¬ 
filled before completely 
empty. Dispense 1 cup 
at a time. 


No. 454 
For 4 oz. 
Ajax cups 


No. 414 
For 4 oz. and 
6 oz. Ajax cups 


No. 467 

For 6 oz. and 

7 oz. Ajax cups 
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VULCAN PAVING BREAKER TOOLS 


‘Tower-Matched” to transmit the full power of modem 
hard-hitting breakers Vulcan Tools are made to give the 
user maximum performance at minimum cost. 

Satisfaction is fully guaranteed for your protection. 


Super-service moil point 



Catalog 

Numbers 

Shank size, 
inches 

Under collar 
size length 

Wgt. 

lbs., 

each 

1013R 

1 Hex. x 4 % 

1 Vs' 

" Rd. 

14" 

5 74 

1014R 

1 Hex. x 4y 4 

1 Vs 

" Rd. 

18" 

6 Vi 

1019R 

1 i / 8 Hex. x 6 

1 y 2 

" Rd. 

14" 

6y 2 

1020R 

1 y 8 Hex. x 6 

1 % 

" Rd. 

18" 

8 

1023R 

1 1/4 Hex. x 6 

1 % 

" Rd. 

14" 

7 3 /4 

1024R 

1 y 4 Hex. x 6 

1 % 

" Rd. 

18" 

9y 2 


Super-service narrow chisel bit 



Catalog 

Numbers 

Shank size, 
inches 

Under collar 
size length 

Wgt. 

lbs., 

each 

925R 

1 Hex. x 41/4 

1 Vs 

" Rd. 

14" 

5y 4 

926R 

1 Hex. x 4 % 

1 y 8 

" Rd. 

18" 

6y 4 

1030R 

1 y 8 Hex. x 6 

1 Va 

" Rd. 

14" 

6 3/ 4 

1 031 R 

1 i/ 8 Hex. x 6 

1 Va 

" Rd. 

18" 

8% 

1034R 

1 % Hex. x 6 

1 3/8 

" Rd. 

14" 

8 

1035R 

1 Vi Hex. x 6 

13/ 8 

" Rd. 

18" 

93/4 


Super-service 3 inch chisel bit 



Catalog 

Numbers 

Shank size, 
inches 

Under collar 
size length 

Wgt. 

lbs., 

each 

936R 

1 Hex. x 4 % 

i y 8 ' 

' Rd. 

14" 

6 

937R 

1 Hex. x 4 1/4 

i y 8 ' 

' Rd. 

18" 

7 

1040R 

1 y 8 Hex. x 6 

1 Va' 

' Rd. 

14" 

7% 

1 041 R 

1 y 8 Hex. x 6 

1 Va' 

' Rd. 

18" 

sy 2 

1042R 

1 Va Hex. x 6 

1 3/8 ' 

" Rd. 

14" 

sy 4 

1043R 

1 y 4 Hex. x 6 

13/ 8 ' 

" Rd. 

18" 

10 


Standard moil point 



Vulcan superkut® chisel 



Catalog 

Numbers 

Shank size, 
inches 

Under collar 
size length 

Wgt. 

lbs., 

each 

913 

1 Hex. x 4 % 

i y 8 " 

’ rd. 

14" 

6 

9136 

1 Hex. x 4 % 

i y 8 ' 

f rd. 

16" 

6y 2 

914 

1 Hex. x 4 Va 

i y 8 ' 

' rd. 

18" 

7 

915 

1 y 8 Hex. x 6 

i %' 

' rd. 

14" 

7 

9156 

1 y 8 Hex. x 6 

i %' 

' rd. 

16" 

7 34 

917 

1 y 8 Hex. x 6 

i y 4 ' 

' rd. 

18" 

sy 2 

916 

1 y 4 Hex. x 6 

1 3/ 8 ' 

' rd. 

14" 

8 Va 

9166 

1 y 4 Hex. X 6 

1 3/ 8 ' 

rd. 

1 6" 

9 Va 

918 

1 i/ 4 Hex. x 6 

1 3/ 8 ' 

' rd. 

18" 

10 

By actual test 

this outstanding 

tool will 

break 

up re- 


enforced concrete faster with less effort than any other 
tool. Will outlast any wedge point tool 3 to 1 without re¬ 
sharpening or a moil point up to 10 to 1. Don’t be satis¬ 
fied with imitations—specify the original superkut® and 
know the difference. 

Standard narrow chisel bit 



Wgt. 


Catalog Shank size. Undercollar lbs., 

numbers inches length each 


923 

Vs Hex. x 3 Va 

14" 

3 Va 

924 

Vs Hex. x 3 Vi 

1 8" 

4 

925 

1 Hex. x 4 Va 

14" 

4y 2 

926 

1 Hex. x 4 y 4 

18" 

5y 2 

927 

1 Hex. x 4 Va 

24" 

6 3/4 

1030 

1 Vs Hex. x 6 

14" 

6 

1031 

1 Vs Hex. x 6 

1 8" 

7 y 2 

1032 

1 Vs Hex. x 6 

24" 

9 

1034 

1 Va Hex. x 6 

14" 

7Vi 

1035 

1 y 4 Hex. x 6 

18" 

9 

1036 

1 Va Hex. x 6 

24" 

ny 2 

Standard 3 

inch chisel bit 










Wgt. 

Catalog 

Shank size. 

Under collar 

lbs., 

numbers 

inches 

length 

each 

934 

Vs Hex. x 3 Va 

14" 

3y 2 

935 

Vs Hex. x 3 % 

18" 

4y 4 

936 

1 Hex. x 4 Vi 

14" 

43/4 

937 

1 Hex. x 4 Va 

18" 

53/4 

1040 

1 Vs Hex. x 6 

14" 

6 3/4 

1041 

1 Vs Hex. x 6 

18" 

73/4 

1042 

1 y 4 Hex. x 6 

14" 

sy 4 

1043 

1 Va Hex. x 6 

18" 

93/4 


Catalog 

Numbers 

Shank size, 
inches 

Under collar 
length 

Wgt. 

lbs., 

each 

O 3/ 

Frost wedge 



1010 

101 1 

1012 

Vs Hex. x 3 % 

Vs Hex. x 3 Va 

Vs Hex. x 3 Vi 

12" 

14" 

18" 

2 % 

3 y 4 

4 


. . 

—- 1 


1013 

1014 

1 Hex. x 4 Va 

1 Hex. x 4 Va 

14" 

18" 

4 y 2 

5y 2 

Length under collar 17 V 2 

inches. 


1015 

1019 

1020 

1021 

1023 

1024 

1025 

1 Hex. x 4 % 

1 Vs Hex. x 6 

1 Vs Hex. x 6 

1 Vs Hex. x 6 

1 Va Hex. x 6 

1 Va Hex. x 6 

1 Va Hex. x 6 

24" 

14" 

18" 

24" 

14" 

18" 

24" 

63/4 

6 

7y 2 

9 

7y 2 

9 

11 % 

Catalog 

numbers 

Shank size 
inches 

Wedge size, 
top length 

Wgt. 

lbs., 

each 

810 

812 

813 

1 Hex. x 4y 4 

1 y 8 Hex. x 6 

1 Va Hex. x 6 

1 Va " Sq. 12" 

2" Sq. 12" 

2" Sq. 12" 

9 

1 2 Vi 

14 
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VULCAN PAVING BREAKER TOOLS 



Length under collar 11 inches; blade size 5 inches wide 


by 6 inches long. 

Wgt. 

Catalog Shank size, lbs., 

numbers inches each 

943 1 Hex. x 4 % 7% 

1 045 1 y 8 Hex. x 6 8 % 

1046 1 % Hex. x 6 9% 


Asphalt wedge 



A double purpose tool for asphalt or concrete pavement. 
Stronger and more durable than a 3 inch chisel bit. 
Blade width 3 inches. 


Catalog 

numbers 

Shank size, 
inches 

Length 
under collar 

Wgt. 

lbs., 

each 

836 

1 Hex. x4% 

12 " 

7 

837 

1 % Hex. x 6 

12 " 

8 

838 

1 % Hex. x 6 

12 " 

9% 

Dirt tamper 

— square 






Clay spade—heavy 


Blade size 5% inches wide, 8 V 2 inches long. 


Catalog 

numbers 

972 

1075 

1077 


Shank size, 
inches 


1 Hex. x 4 % 
1 y 8 Hex. x 6 
1 % Hex. x 6 


length 

over-all 

21 " 

23" 

23" 


Wgt. 

lbs., 

each 

~ 7% 
8 % 
11 


Digging chisel 


Blade width 3 inches. Length under collar 15 V 2 inches 

Wgt 

Catalog Shank size. Blade 

numbers____inches length 

946 1 Hex.~xT% 10"” 

1048 1 y 8 Hex. x 6 12" 

1049 1 y 4 Hex. x 6 12 


Also furnished with shank to fit Clay Diggers. 


lbs., 

each 

7 

8 % 

11 


Detachable shank. Forged steel base. Wgt. 

Catalog Shank size. Base Length lbs., 

numbers inches size over-all each 


968 

1 Hex. x 4 % 

6" 

123/ 4 " 

16 

969 

1 Hex. x 4 % 

6" 

1 2 34 " 

22 

1070 

1 Vs Hex. x 6 

6" 

14%" 

17 

1071 

1 Vs Hex. x 6 

8" 

14%" 

23 

1072 

1 % Hex. x 6 

6" 

15" 

18 

1073 

1 % Hex. x 6 

8" 

15" 

24 


Dirt tamper—round 


Detachable shank. Forged steel base, 6 % inch diameter. 


Splitting wedge with shims 



An excellent tool for splitting rock or concrete where the 
use of dynamite would be dangerous. 

Catalog Shank size. Length Weight lbs. 

numbers __inches of wedge complete 


1 Hex. x 4 y 4 12" 13% 

817 1 Vs Hex. x 6 12" 14 % 

818 1 % Hex. x 6 12" 15% 

Used in a 2 inch drill hole at least 12 inches deep. 


Rock breaker 



Catalog 

numbers 


Shank size, 
inches 


840 

841 

842 

843 

844 

845 


Diameter of taper 
large end small end 


1 % Hex. x 6 
1 Vs Hex. x 6 
1 % Hex. x 6 
1 % Hex. x 6 
1 % Hex. x 6 
1 % Hex. x 6 


2 " 

2 %' 
2 %' 
2 " 
2 %' 
2 % w 


1" 

1%" 
1 %" 
1" 

1 %" 
1 %" 


Wgt. 

lbs., 

each 


9% 
11 % 

13 

10 % 

12 % 

14 


Designed for breaking large boulders or concrete. Break¬ 
ing pressure exerted by simply driving into a drilled hole 
at least 12 inches deep. Standard length under collar 
'4*4 inch. Taper length 8 inches. 


Catalog 

numbers 

Shank size, 
inches 

Length 

over-all 

Wgt. 

lbs., 

each 

965 

1 Hex. x 4 % 

13%" 

21 

1067 

1 Vs Hex. x 6 

14%" 

22 

1068 

1 % Hex. x 6 

15" 

23 


Sheathing driver 



Detachable shank. Forged steel shoe, 5 inches wide. 




To fit 


Wgt. 

Catalog 

Shank size, 

wood 

Length 

lbs.. 

numbers 

inches 

sheathing 

over-all 

each 

949 

1 Hex. x 4 % 

2 " 

14%" 

22 % 

1051 

1 Vs Hex. x 6 

2 " 

16%" 

23% 

1052 

1 Vs Hex. x 6 

3" 

16%" 

26 

1053 

1 % Hex. x 6 

2 " 

17%" 

24 

1054 

1 % Hex. x 6 

3" 

17%" 

27 

Detachable shank 







^3 


1,1 ——- «p- 

For tamper bases and sheathing drivers. 







Wgt. 

Catalog 

Shank size. 

Length 

lbs.. 

numbers 

inches 

over- 

all 

each 

865 

1 Hex. x 4 % 

13% 

w 

4% 

867 

1 Vs Hex. x 6 

15" 


5% 

868 

1 % Hex. x 6 

15" 


6% 
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VULCAN PAVING BREAKER 


Pipe driver 



For pipe sizes from % inch to 2 inch I. D. 

Shank sizes, 1 inch by 4V 4 inch, IVa inch by 6 inch, 
1V4 by 6 inch. Length under collar 11 inches. 

Pipe driver head 



(Two piece combination type) 

Use with Detachable Tamper Shank, sizes 1 inch by W\ 
inch, lVs inch by 6 inch, IV 4 inch by 6 inch. 

Cat. No. 1825 for 1 inch, DA inch and 1V 2 inch pipe. 
Cat. No. 1826 for 1V4 inch, 1V 2 inch and 2 inch pipe. 

Pipe driver point 



To prevent damage to driven pipe and mill wrap if used. 
For pipe sizes from % inch to 2 inch. 


TOOLS 

Ground rod driver 



Shank sizes, 1 inch by 4V 4 inch, l Vs inch by 6 inch, 1% 
inch by 6 inch. Driving socket from Hie inch to lVs inch 
inside diameter 3 inches deep. 

Length under collar 9 inches. 

Form pin driver 



Driving socket 1V 2 inch dia., % inch deep. 

Wgt. 

Catalog Shank size. Length lbs., 

numbers_inches_Under collar_ each 

8 25 1 Hex. x 4 Vi 8 " 5 

8 27 1 Vs Hex. x 6 8" 6 ’A 

828 1 % Hex. x 6 8" 6 Vi 

Bushing tool 



Made in all shank sizes for Paving Breakers and Clay 
Diggers. 

Bushing face with 16 teeth, 1 % inch and 2 inch 
square. 


VULCAN CLAY DIGGER TOOLS 


Clay spade or scoop 



Standard Blade is 5 V 2 inches wide, 8 V 2 inches long. Also 
furnished with 442 inch wide blade. Length under collar, 


Catalog 

numbers 

Shank size 

Shank length 

Wgt. 

lbs., 

each 

1078 

3 A" Sq. 

2 %" 

6 V 4 

1079 

%" Hex. 

2 74" 

6 V 2 

1080 

3 A" Hex. rd. 

2 

6 % 

1081 

7b" Hex. rd. 

3 Va " 

6 V 2 

982 

7s " Hex. 

3 % " 

6 72 


Clay digger chisel 



Pointed with moil point or chisel bit for light demolition 
work or core breaking. 

Made from 1 inch or lVs inch round steel with shank 
sizes as listed under Clay Spade. 

Standard lengths, 12 inches, 15 inches and 18 inches 
under collar. 

Note: On all Clay Digger tools it is important to specify the steel size 
hammer make and model when possible. 


3 inch flat pick 



Blade is 3 inches wide, 744 
collar 16 inches. 


Catalog 

numbers 

Shank size, 

1530 

3 / 4 " 

’Sq. 

1531 

7s' 

' Hex. 

1532 

3 A" 

’ Hex. rd. 

1533 

7s' 

' Hex. rd. 

1534 

78 * 

' Hex. 

1535 

1" 

Hex. 


inches long. Length under 


Shank length 

Wgt. 

lbs., 

each 

2 3/ 4 " 

4 72 

2 3A" 

5 

2 3/ 4 " 

472 

3 74" 

5 

3 74" 

5 

4 74" 

5 72 



Axe blade 


Width of blade 444 inches. Length under collar 12 inches. 


Catalog 

numbers 

Shank size 

Shank length 

Wgt. 

lbs., 

each 

820 

3 A" Sq. 

2 3/ 4 " 

3 74 

821 

7b" Hex. 

2 3 A " 

3 3A 

822 

3 A " Hex. rd. 

2 34" 

3 74 

823 

7 8 " Hex. rd. 

374 " 

3 34 

824 

7b" Hex. 

374 " 

3 34 

825 

1" Hex. 

474 " 

4 74 


under collar to insure correct fit in the steel retainer sleeve. Name 


o 

«£> 


(?) 
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VULCAN ROCK DRILL STEELS 

Detachable bit rods (hollow) 



Timken 


Jack-bit 


Carset jack-bit 


Size of steel 

7b " Hex. 

1” Round 
1" Hex. 

1 Vs ” Round 
1 Vs” Round 
1 % ” Round 


Carset jack bit 

Size of shank_Timken thread types Jack-bit thread types thread types 


7b" Hex. x 3 % " E-S-A-F-H 

7b" Hex. x3%" F-H-D 

1" Hex. x 4 y 4 " H 

1” Hex. x 4 '4 " H-D 

Lug H-D 

Lug H-D 


0-1 

1 15-1 16H 

1-2 

1 15-1 16H-1 19D 

1 

115-1 16H 

1-2-3 

1 15-1 16H-1 19D 

1-2-3 

1 15-1 16H-1 19D 

2-3 

1 15-1 16H-1 19D 


Vulcan Drill Steel Shanks and Threads are carefully made to meet recognized standards to insure dependable perform¬ 
ance of both rods and bits. 


Solid drill steels 



Size of 
steel 


Size of Shank 

Length 
under collar 

7s ” Hex. 


7b" 

Hex. X 3y 4 " 

12”, 18”, 24” 

1” Hex. 


1” 

Hex. x 4%" 

12”, 18", 24” 

1 7b " Hex. 


1 y 8 " 

Hex. x 6" 

18”, 24", 30” 

iy 4 " Hex. 


1 y 4 " 

Hex. x 6” 

18”, 24”, 30” 


Bit sizes from 1 V 2 inch to 2 inch, four point only. 


Hollow drill steels 



For small holes. Length under collar 18”. 


Catalog Drilling 


lumbers 

Size of shank 

Size of bit 

depth 

525 

7b " Hex. x 3 % ” 

%" 

6” 

526 

7b" Hex. x 3%” 

7b" 

8" 

527 

7b" Hex. x 3%" 

1” 

8” 

528 

7b" Hex. x 3%” 

1 y 8 " 

12" 

529 

7b" Hex. x 3 y 4 ” 

1 y 4 " 

12" 


Made with 4-point bit unless otherwise specified. 


VULCAN GRANITE AND CONCRETE CUTTING TOOLS 


Hand bush hammer 



Catalog 

numbers 

Jaw 

opening 

Blades 
per end 

Wgt. lbs., 
each 

1193 

7b" 

4 

9 

1 194 

7b" 

6 

9 

1196 

7b" 

4 

4 74 

1 197 


5 

4 74 

1198 

7b" 

6 

4 74 

Caution- 

-This hammer must not be used on 

concrete un- 


less it is dry and well seasoned. 

Concrete bush chisel 



Cat. No. 1316—Length, 8 inches. Weight, 2 V 4 pounds. 


Solid bush hammer 



Catalog 

numbers 

Stock 

size 

Length 

over-all 

No. teeth 
each end 

Wgt. 

lbs., 

each 

1 199 

1 Va' 

' Sq. 

5 y 2 " 

9 

2 

1200 

iv 

' Sq. 

5y 2 ” 

9 or 16 

3 

1 201 

174 ' 

'Sq. 

5 y 2 " 

16 or 25 

4 

1202 

2” 

Sq. 

5Va" 

16 or 25 

5 

1203 

2” 

Sq. 

6 y 4 ” 

16 or 25 

6 


Concrete chipping hammer 



For roughing concrete surfaces before applying water¬ 
proofing compound. 

Cat. No. 1318—Size, 2 inches wide, 9 inches long. 
Weight, 4 pounds. 
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VULCAN GRANITE AND CONCRETE CUTTING TOOLS 


Hand bull point 



Octagon steel in sizes from % inch to 1% inch diameter. 
Popular lengths, 12 inches, 18 inches, 24 inches. 

Hand set or pitching tool 



Made in several sizes with blade from 1% inch to 2 inch 
wide. 

Hand chisel 


Hand plug drill 



Size stock, % inch. Over-all, 18 inches. Bit size, % or 
% inch. Weight, 2 pounds. 


Brick chisel 



Sharpened with long chisel point. Steel size, % inch. 
Lengths, 12 inch, 15 inch, 18 inch. 

Hand point 



Bush chisel 


Popular size, 7 /s inch steel 9 inches long. Other sizes to order. 

Plug drill bit 



Used for surfacing granite or concrete with chipping 
hammer. Shank .680 inch rd. 2% inches long. Fitted with 
4 or 6 blades in % inch opening. Length overall 9 inches. 



Used for drilling small holes up to 4 inches deep in hard 
granite with chipping hammer. Shank .680 inch rd. 2% 
inches long. Bit size % inch or % inch. Length overall 
18 inches. 



Catalog 

numbers 

1303 

1305 

1306 

1307 

1308 

1309 

1310 
131 1 

1312 

1313 

1314 

1315 


Suitable for 
hole drilled 

Wedge size 
at top 

Wedge 

length 

Weight lbs., 
per set 

%" 

9 /l6 

"x y 2 " 

3 y 2 " 

y 3 

3/ 4 " 

%' 

' x y 2 " 

4 " 

y* 

1 1/4 " 

%' 

' x y 8 " 

6" 

1 3 4 

1 % " 

%' 

' Sq. 

8" 

2 Vi 

1 V2 " 

1" 

Sq. 

10" 

334 

1 y 2 " 

1" 

Sq. 

12" 

4 3 4 

1 3 4 " 

1 % " 

Sq. 

1 2" 

7 y 2 

2" 

iy 2 " 

Sq. 

12" 

10 

1 3 / 4 " 

1 ’A" 

Sq. 

15 " 

10 

2" 

1 y 2 " 

Sq. 

15 " 

13 

1 %" 

iy 4 " 

Sq. 

18" 

12 

2" 

iy 2 " 

Sq. 

18" 

i 5 y 2 


\ set consists of one wedge and two shims. 


VULCAN CONSTRUCTION TOOLS 



Fitted with stone (lifting) dogs as shown. 


Catalog 

numbers 

Chain 

size 

Chain 

length 

Capacity, 

tons 

Wgt. 

lbs. 

1385 

y 2 " 

12' 

4 

50 

1386 


14' 

6 

90 

1387 


16' 

9 

160 



Timber tong 


Catalog 

numbers 

1364 

1365 

1366 


Capacity, 

pounds 

1,000 

2,000 

3,000 


Max. 

opening 

18 " 

24" 

30" 


Wgt. 

lbs. 


o 

o 

r> 

a 

« 
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VULCAN CONSTRUCTION TOOLS 


Pin lewis 


Catalog Pin 

numbers size length 


1375 %" 4" 

1376 3/ 4 " 4 y 2 

1377 %" 5" 

1378 1" 6" 

1379 1 y 8 " 7" 

1 380 iy 4 " 7" 


Used in pairs for lifting building 
stone. 




Sheathing 

clamp 


Catalog Plank 

numbers size 

1348 2" 

1349 3" 

Depth of opening 8". 



Building wreckers’ adze 



Used for lifting boards or flooring to save the lumber for 
further use. Rectangular eye takes Standard Pick Handle 
slightly squared on end. Overall length 15 inches. Width 
of blade 2 Vs inches. Weight 5 lbs. Catalog number 1335. 


Stone (lifting) dog 


Catalog 

Chain 

numbers 

size 

1388 

y 2 " 

1389 


1390 


Used with 

Grab Chain shown 



Calking hammer 



Sizes 2 V>, 3, 3V2 and 4 pounds. Furnished with 10 
inch handle. 


Calking tool 



Made from Vs inch steel. Blade Vs inch to % inch thick. 


Yarning tool 



Cat. No. 1513—Blade Vs inch thick, 4 inches long. 
Over-all 10 inches. These tools are the heavy type used 
for water and gas mains. 


Hose spanner 



Made in sizes to fit from IV 2 inch to 4 inch. Pin-Lug 
suction hose couplings. 


Diamond point dog chisel 



For cutting cast iron pipe. 

Cat. No. 1514—Length 7 V 2 inches; weight 3% pounds. 


VULCAN BRICK CLAMPS 


Malleable 


Pressed steel 




Cat. No. 1336M—Weight 5% lbs. Cat. No. 1336S-Weight 4Vz lbs. 

Both types readily adjustable to take from 6 to 10 bricks. Strong and durable for long service. 
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VULCAN STRUCTURAL STEEL WORKERS TOOLS 


Straight dolly bar Heel dolly 



Offset dolly bar 



Catalog 

Straight 

numbers 

Offset 

Rive, 

size 

Stock 

size 

Length 

1428 

1434 

3 /s" 

i y 2 " 

24" 

1429 

1435 

y 2 ' 

i %" 

24" 

1430 

1436 


1 3 A" 

24" 

1431 

1437 


2" 

30" 

1432 

1438 


2" 

30" 

1433 

1439 

i' 

214" 

30" 


Construction chisel 



Cat. No. 1455—Length, 7 inches. Weight, 3V2 pounds. 


Rivet buster or side set 



Cat. No. 1462-Length, 7% inches. Weight 3V4 pounds. 


Rivet tong 



Over-all length, 18 inch, 24 inch and 30 inch. 


Connecting bar 



Catalog 

numbers 

Stock 

size 

Over-all 

length 

Wgt. lbs., 
each 

1464 

%" 

24" 

31/4 

1465 

3 / 4 " 

30" 

4 

1466 

7 /s" 

24" 

4y 4 

1467 

7 /b" 

30" 

5 % 

1468 

1" 

24" 

53/4 

1469 

1" 

30" 

7 

1470 

1" 

36" 

8% 

VULCAN 

TIE 

TAMPER 

BARS 


Plain face 



Over-all length, 48 inches. 


Catalog 

numbers 

Rivet 

size 

Wgt. lbs., 
each 

1 440 

%" 

18 

1441 

%" 

20 

1442 

7 /s" 

20 

1443 

1" 

23 


Holding-on sledge (spring dolly) 

- 


Steel handle, 48 inches long. 


Catalog 

numbers 

Rivet 

size 

Handle 

size 

Wgt. lbs., 
each 

1444 

%" 

1" 

16 

1445 

y 2 " 

1" 

16 

1446 

%" 

114" 

21 

1447 

3 / 4 " 

1 y 8 " 

22 

1448 

7 /b" 

114" 

22 

1449 

1" 

1 14 " 

28 


Backing-out punch 



Made in sizes from % inch to 1 inch. 

Structural wrench 



Light weight but durable. Made to fit standard sq. nuts 
on bolt sizes from V 2 inch to 1 inch. 

Structural drift pin 


Catalog 

numbers 

Steel 

size 

Over-all 

length 

Aver. Wt. 

1 00 pcs. 

1412 

Via" 

6" 

21 

1413 

Via" 

6y 2 " 

37 

1414 

Wio" 

7" 

57 

1415 

Wie" 

7y 2 " 

83 

1416 

Wifi" 

8" 

1 20 

1417 

i’/ib" 

814" 

150 

1418 

i-y.fi" 

9" 

200 

1419 

1 %«" 

9" 

250 


Tooth face 



Face dimension from % inch x 3 inch to % inch x 5 inch. 
Standard shank size Hex. x 2®/iq” long. Overall length 20" or 24". 


Face dimension % inch x 5 inch. 2 

h- 

9l 

ft 
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VULCAN CHIPPING AND ELECTRIC HAMMER TOOLS 


Shank types 



Point types 


Blank 



Type A round 



Type B differential 


Cape chisel 


Type C hexagon 


Flat chisel 






Diamond 

chisel 



No. 2 round retainer 


Rd. nose 
cape chisel 






Type J round (for Star Drills) 


Since there is much variation in the shank dimensions required for various pneumatic and electric hammers it is im¬ 
portant when ordering that the shank type as well as the make and size of hammer be specified. 

\Y henever possible give the manufacturers model or part number. See latest Vulcan catalog for complete listing. 
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WARREN-TEED CONTRACTORS’ TOOLS 







No. 22 
CUTTER 
MATTOCK 




No. 450 
CONCRETE FORM 
STRIPPING BAR 
(With Claw) 


No. 20 
PICK 


No. 7 

CONTRACTORS 

PICK 


No. 5 

CLAY PICK 
(Also Available in Double Point) 


MATTOCK 


No. 45 

CARPENTERS’ 
WRECKING BAR 


No. 22-AE-H 
AX EYE 
GARDEN MATTOCK 


No. 40 

WEDGE POINT 
CROWBAR (Also 
Available in Pinch Point) 


No. 49 

TAMPER TOP 
POST HOLE DIGGER 




No. 60-H 
BUSH 
HAMMER 


No. 71-H 
SINGLE FACE 
MASON, 
SPALLING, 

OR STONE 
HAMMER 




No. 120 

SQUARE HEAD 
WEDGE 


No. 75-H 
NEVADA (Long) PATTERN 
STRIKING HAMMER 


No. 84-H 
DOUBLE FACE 
BLACKSMITHS' SLEDGE 


No. 162-H 
BLACKSMITHS' 
COLD CHISEL 


No. 80-H 

NEW ENGLAND (Short) 
PATTERN HAND 
DRILLING HAMMER 


Handle Handle 


Number 

Weight 

Length 

Number 

Weight 

Length 

length 

Number 

Weight 

Length 

length 

5 

5 lbs. 

21" 

49 

16 lbs. 

69" 


80-H 

2 lbs. 

31 / 2 " 

10y 2 " 


6 lbs. 

23" 





Handled 

3 lbs. 

4 " 

ld/ 2 " 


7 lbs. 

25" 






4 lbs. 

41 / 2 " 

ld/ 2 " 


8 lbs. 

26" 

450 

8 lbs. 

7 /s" x 42" 







9 lbs. 

27" 


12 lbs. 

1" x 48" 


84-H 

2 lbs. 

41/4" 

15 " 

7 

8 lbs. 

30" 





Handled 

2V 2 lbs. 

41 / 2 " 

15 " 

20 

5 lbs. 

19" 

60-H 

4 lbs. 

6 " 

16" 


3 lbs. 

4 lbs. 

43/4" 

51 / 4 " 

15 " 

15 " 


6 lbs. 

20" 

Handled 

6 lbs. 

6%" 

32" 


6 lbs. 

6 " 

32 " 

22 

3 lbs. 

1 2 % " 






8 lbs. 

6 1/2 ** 

32 " 


5 lbs. 

i5y 2 " 

71-H 

3 lbs. 

5%" 

16" 


10 lbs. 

7 " 

34 " 


6 lbs. 

16y 2 " 

Handled 

4 lbs. 

6 " 

16" 


12 lbs. 

71 / 2 " 

34 " 


2V 2 lbs. 



6 lbs. 

6i/ 2 " 

32" 


16 lbs. 

81 / 4 " 

34 " 

22-AE-H 

13" 


8 lbs. 

73/4" 

32" 


20 lbs. 

8 3 / 4 " 

36 " 

40 

10 lbs. 

48" 


12 lbs. 

8 3 / 4 " 

34" 






12 lbs. 

51" 


16 lbs. 

91 / 2 " 

34" 

120 

3 lbs. 




14 lbs. 

54" 



71 / 2 " 



16 lbs. 

57" 






4 lbs. 

8 1 / 2 " 



18 lbs. 

60" 




16" 


5 lbs. 

9 " 



22 lbs. 

64" 

75-H 

3 lbs. 

51 / 4 " 


6 lbs. 

10 " 



26 lbs. 

66 " 

Handled 

4 lbs. 

53/4" 

16" 


8 lbs. 

11 " 






6 lbs. 

61 / 2 " 

32" 





45 


%"x 18" 


8 lbs. 

71 / 4 " 

32" 







%" x 24" 

3/ 4 " x 30" 

3/ 4 " x 36" 


10 lbs. 

12 lbs. 

73/ 4 " 

8 " 

34" 

34" 

162-H 

Handled 

2 lbs. 

3 lbs. 

6 " 

7 " 

16 " 

16 " 



7 / 8 " x 36" 


16 lbs. 

8 1 / 2 " 

34" 


5 lbs. 

8 " 

32 " 


r* 

CD 
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WESTERN TACKLE BLOCKS 


With loose side hooks 

Triple Double Single 



No. 23 


No. 22 


No. 21 


With loose side hooks 


Triple 


Double Single 





No. 263 


No. 262 


No. 261 


With extra heavy loose 
side hooks 


Triple 


Double 


Single 



No. 303 


No. 302 


No. 301 


Bronze Roller Iron 

brushed brushed brushed 



No. 1 103 No. 1 102 No. 1 101 


Regular iron strapped wood blocks 

For Manila rope 


Dimensions, 


inches 



Iron bushed 


Roller 

or bronze bushed 

Shell 

Igth. 

For 

dia. 

manila 

Single 

21 -C 

Double 

22-C 

Triple 

23-C 

Single 

21 -R 

21 -B 

Double 

22-R 

22-B 

Triple 

23-R 

23-B 

3 

3 /s 

$ 2.61 

$ 4.19 

$ 5.78 

$ 4.13 

$ 6.90 

$ 9.71 

4 

y 2 

2.97 

4.56 

6.1 1 

4.26 

7.31 

10.35 

5 

% 

3.68 

5.58 

7.50 

4.92 

8.24 

11.55 

6 

% 

4.35 

7.00 

9.60 

5.84 

10.23 

14.63 

8 

i 

7.32 

11.18 

15.00 

9.30 

15.95 

22.59 

10 

i y 8 

12.39 

19.31 

26.21 

14.63 

23.91 

33.21 

1 2 

i y 4 

21.12 

33.30 

45.48 

23.45 

38.12 

52.77 

Standard steel blocks 





For Manila rope 







Dimensions, 

inches 



Iron bushed 


Roller 

or bronze bushed 

Shell 

Igth. 

For 
dia. 
manila 

Single 

261-C 

Double 

262-C 

Triple 

263-C 

Single 
261 -R 

261 -B 

Double 

262-R 

262-B 

Triple 

263-R 

263-B 

3 

% 

$ 2.09 

$ 3.30 

$ 4.56 

$ 3.72 

$ 6.24 

$ 8.76 

4 

y 2 

2.28 

3.65 

5.09 

3.84 

6.65 

9.44 

5 

% 

2.61 

4.19 

5.78 

4.13 

7.19 

10.23 

6 

3 /4 

2.97 

5.25 

7.53 

4.79 

8.90 

13.02 

8 

i 

5.58 

9.42 

13.29 

7.97 

14.63 

21.26 

10 

iy 8 

10.82 

16.77 

22.74 

13.29 

21.92 

30.56 

12 

l’/4 

19.20 

29.70 

40.29 

21.93 

35.07 

48.23 

Perfect metal blocks 





For Manila rope 







Dimensions, 

inches 



Iron bushed 


Roller 

or bronze bushed 

Shell 

Igth. 

For 
dia. 
manila 

Single 

301-C 

Double 

302-C 

Triple 

303-C 

Single 

301 -R 

301 -B 

Double 

302-R 

302-B 

Triple 

303-R 

303-B 

3 

% 

$ 3.83 

$ 5.70 

$ 7.62 

$ 5.01 

$ 8.27 

$1 1.52 

4 

y 2 

4.29 

6.38 

8.45 

5.40 

8.76 

12.15 

5 

% 

5.58 

8.43 

1 1.27 

6.41 

10.40 

14.40 

6 

3 /4 

6.50 

10.02 

13.50 

7.50 

12.53 

17.54 

8 

1 

10.50 

17.16 

23.82 

1 1.27 

19.41 

27.56 

10 

i y 8 

19.05 

28.59 

38.15 

20.78 

33.26 

45.71 

12 

i y 4 

28.59 

46.07 

63.56 

30.48 

51.26 

72.03 

Extra 

sheaves and center 

pins 




Dimensions, 

inches 


Size sheave. Japanned iron 

inches sheaves, each 


Center pins, 
each 


For 

block, 

inches 

For 

dia. 

manila 

rope 

Out- Thick- 
side ness 
dia- at 

meter rim 

1102, 

For roller 

Cen- or 

ter 1101 1103 

pin, iron bronze 

dia. bushed bushed 

For 

single 

For 

double 

For 

triple 


3 

3 / 8 

1%X y 2 X 3/ 8 

$ .51 

$1.52 

$ .25 

$ .36 

$ .50 

4 

y 2 

2y 4 x y 8 x % 

.71 

1.82 

.36 

.50 

.65 

5 

% 

3 X 3/ 4 X 3/ 8 

.84 

2.13 

.50 

.65 

.77 

6 

% 

3y 2 xi x y 2 

1.31 

3.03 

.65 

.77 

.86 

8 

i 

4 3 / 4 xl y 8 x% 

2.16 

4.10 

.86 

1.00 

1.1 1 

10 

iy 8 

6y 4 xi y 4 xy 8 

3.47 

5.01 

1.11 

1.25 

1.35 ? 

12 

iy 4 

8 x 13/ 8 X 3/ 4 

5.81 

6.69 

1.25 

1.35 

1.49 3 

0) 





Call 

Mission 

5-1810 

2 39 
























WESTERN SNATCH BLOCKS 

Snatch blocks for manila rope 

Wood shell 

Drop link Self-locking 

Drop forged hooks 
Drop forged heads 
Drop forged links 
Drop forged rockers 

No. 385 No. 386 



Steel shell 

Drop link Self-locking 




No. 390 No. 391 


Dimension, 

inches 

Size sheave, 
inches 

Iron 

bushed 


Roller or 
bronze bushed 



Length 

of 

shell 

For dia. 
manila 
rope 

Outside 

diameter 

For 

Thickness center pin 
of rim diameter 

Blocks 

com¬ 

plete 

each 

No. 1141 
sheaves 
only 

Blocks 

com¬ 

plete 

each 

No. 1142 
or 1143 
sheaves 
only 

Extra 

center 

pins 

each 

Approx¬ 

imate 

weights 

blocks, 

pounds 

6 

8 

10 

12 

14 

16 

3 /4- 7 /8 

1 

Wa 

1V2 

1% 

2 

3 

4y 2 

5 3/4 
6 3 /4 
8 

9 

X t '/ 8 X 'h 

x i % x y, 

X 1% x % 

x 2 'A x 34 

x 2 'A x % 

x 23/, x 1 

$11.36 

15.71 

26.21 

36.66 

54.14 

75.09 

$ 1.73 

2.81 

6.45 

8.61 

1 1.85 

15.06 

$12.75 

18.00 

28.50 

40.47 

56.96 

77.94 

$ 3.33 

4.41 

8.06 

9.87 

14.85 

20.10 

$ 1.00 

1.25 

1.73 

1.98 

2.25 

2.73 

7 

13 

25 

34 

46 

68 


Self-locking 



No. 401 


Improved metal snatch blocks 

Malleable iron shells 

With extra heavy drop forged swivel hooks 


Dimensions, 

inches 


Size sheave, 
inches 


Iron bushed 


Length 

of 

shell 

6 

7 

8 

10 

12 

14 

16 


For dia. 
manila 

Outside 

Thickness For center 

rope 

diameter 


at rim 


pin dia. 

3 /4- ? /8 

3 

X 

1 Vs 

X 

y 2 

7 /8 

3V2 

X 

1 74 

X 

Vi 

1 

4% 

X 

13/s 

X 

Vs 

1 V4 

5 3/4 

X 

1 7 /b 

X 

3/4 

1V2 

6 3/4 

X 

2 Vs 

X 

3/4 

13/4 

8 

X 

2 74 

X 

Vs 

2 

9 

X 

2 % 

X 

1 


No. 401-C 
snatch 
block 

$14.93 

17.90 

19.41 

31.32 

41.78 

56.70 

83.55 


No. 1141 
sheaves 
only 

$ 1.73 
2.81 
2.81 
6.45 
8.61 
1 1.85 
15.06 


Roller or 
bronze bushed 


No. 401 -R 

or 401-B 
snatch 
blocks 

No. 1142 
or 1143 
sheaves 
only 

$15.86 

$ 3.33 

19.20 

4.41 

21.15 

4.41 

33.08 

8.06 

44.96 

9.87 

59.51 

14.85 

85.95 

20.10 



No. 350 


Gin blocks for manila rope 

With drop forged stiff swivel hooks 


Size sheave, inches 

Thick- For 

Outside ness at center 
diameter rim pin, dia. 

For dia. 
manila 
rope 

N 0 . 350 -C 

iron 

bushed, 

each 

No. 350-R 
roller 
bushed, 
each 

Approx¬ 

imate 

weights, 

pounds 

Iron 

bushed 

sheave, 

each 

Roller or bronze 
bushed 
sheave, 
each 

8 x 1 % x % 

10 x 1 % x % 

12 x 1% x % 

14 x l'/j x y 4 

Vs 

Vs-y 

Vs 

1 

$ 9.30 

10.05 

10.35 

15.53 

$10.65 

11.18 

1 1.55 

18.98 

9 

12 

14 

22 

$ 6.15 

7.05 

7.58 

12.45 

$ 7.50 

8.33 

8.78 ? 

CM 

15.15 cm 

01 
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WESTERN TACKLE BLOCKS 


Single 



No. 641 


Regular diamond wire rope blocks 

With stiff swivel hooks, loose side hooks or shackles 


Dimen¬ 

sions 


Common iron bushed 
with iron sheaves, each 


Bronze bushed 
self-lubricating 
with iron sheaves, each 


Bronze bushed 
self-lubricating 
with steel sheaves, each 


For 

dia. 

wire 

rope, 

ins. 


Nos. 
641-C 
681 -C 
651-C 
single 


Nos. 

642-C 

682-C 

652-C 

double 


Nos. 

643-C 

683-C 

653-C 

triple 


Nos. 
641 - B 
681 -B 
651 -B 
single 


Nos. Nos. Nos. Nos. Nos 

442-B 643-B 641-S 642-S 643-S 

682-B 683-B 681-S 682-S 683-S 

652-B 653-B 651 -S 652-S 653-S 

double triple single double triple 


6 

% 

$13.40 

8 

y 2 

18.75 

10 

% 

25.46 

12 

% 

37.50 

14 

3 /4 

50.93 


$22.77 

$32.18 

28.16 

37.50 

38.84 

52.26 

57.60 

77.70 

76.38 

101.85 


$16.10 

$28.16 

21.45 

33.51 

28.16 

44.22 

40.20 

63.00 

53.61 

81.75 


$40.20 $21.45 

45.56 30.83 

60.30 38.84 

85.77 58.95 

109.89 73.05 


$38.18 $55.62 

51.60 72.38 

65.00 91.80 

99.84 141.36 

120.60 168.83 



Iron bushed 


No. 1161 


Extra sheaves and center pins for above blocks 


Dimen¬ 

sions 


Size sheave, inches 

Iron 

sheaves 

each 

Steel 

sheave 


Center 

pins 



For 

Out¬ 

Thick¬ 

For 

No. 

No. 

No. 





dia. 

side 

ness 

center 

1161 

1173 

1208 

For 

For 

For 

Size, 

wire. 

dia¬ 

at 

pin. 

iron 

bronze 

bronze 

single 

double 

triple 

in. 

ins. 

meter 

rim 

dia. 

bushed 

bushed 

bushed 

each 

each 

each 

6 

% 

6 x 

1 X 

Va 

$ 3.15 

$ 5.78 

$1 1.03 

$1.49 

$1.74 

$1.98 

8 

y 2 

8 x 

1 % x 

7 /s 

6.60 

9.20 

18.53 

1.98 

2.24 

2.46 

10 

% 

10 x 

l ] /4 X 

% 

9.75 

1 1.94 

23.73 

1.98 

2.24 

2.46 

1 2 

% 

12 x 

iy 2 x 

1 

14.40 

16.05 

37.23 

2.46 

3.08 

3.69 

1 4 

% 

1 4 x 

iy 2 x 

iy« 

21.45 

22.17 

44.25 

3.69 

4.31 

4.91 


Double 



No. 732 


Extra heavy wire rope blocks 


Bronze bushed, self-lubricating, with stiff swivel hooks or shackles 


dimen¬ 

sions 

With 

iron sheaves. 

each 

With 

steel sheaves. 

each 

Working loads. 
Tons* 

Size, 

ins. 

For 

dia. 

wire 

rope 

Nos. 

731 -B 

741-B 
single 

Nos. 

732-B 

742-B 

double 

Nos. 

733-B 

743-B 

triple 

Nos. 

731-S 
741-S 
single 

Nos. 

732-S 

742-S 

double 

Nos. 

733-S 

743-S 

triple 

Two Two Two 

singles doubles triples 

6 

%-y 2 

$ 21.44 

$ 33.50 

$ 45.48 

$ 26.13 

$ 42.90 

$ 60.30 

2 

2 % 

3 

8 

y 2 - % 

32.18 

49.60 

66.99 

40.20 

65.66 

91.1 1 

2y 2 

3y 2 

Ay 2 

10 

% 

40.20 

61.64 

83.09 

49.59 

80.40 

1 1 1.23 

3y 2 

4y 2 

5 

1 2 

% 

56.28 

88.44 

120.60 

71.70 

1 19.25 

166.16 

4 y 2 

5 

6 

14 

%-y 8 

72.38 

120.60 

168.83 

89.78 

154.77 

220.44 

5 

6 

8 

1 6 

7 / 8 -i 

125.96 

196.98 

268.01 

159.45 

263.97 

369.15 

6 t / 2 

8 

10 

1 8 

i 

174.21 

288.1 1 

400.35 

204.36 

347.75 

491.70 

7y 2 

9 

1 1 

‘Working loads are given to assist 

in ordering without 

responsibility on our 

part. 




Cast steel 
bronzed bushed 
self- 


lubricating 



No. 1208 


Extra sheaves and center pins and approximate weights of blocks 


Size, sheave 

, inches 

Iron 

sheave 

Steel 

sheave 


Center pin, < 

each 

Weights 

of blocks 

Outside Thick- 
dia- ness at 

For 

center 

pin. 

No. 

1193 

bronze 

No. 

1208 

bronze 

For 

For 

For 

Single 

Double 

Triple 

merer 

rim 

dia. 

bushed 

bushed 

single 

double 

triple 

pounds 

pounds 

pounds 

6 x 

1 

X 

Va 

$ 5.77 

$11.03 

$1.74 

$ 1.98 

$ 2.25 

16 

23 

38 

8 x 

1 Va 

X 

7 /e 

10.58 

18.53 

2.25 

2.46 

2.70 

29 

48 

68 

10 x 

1 Va 

X 

1 

13.65 

24.22 

2.70 

3.20 

3.69 

43 

75 

101 

1 2 x 

i y 2 

X 

iy« 

20.40 

37.55 

3.69 

4.29 

4.91 

70 

128 

165 

1 4 x 

i y 2 

X 

1 % 

26.79 

44.55 

4.91 

6.75 

8.61 

92 

173 

224 

1 6 x 

1 Va 

X 

i% 

39.30 

84.15 

8.61 

10.50 

12.30 

138 

244 

320 

18 x 

'Va 

X 

iy 2 

50.03 

89.85 

8.61 

10.50 

12.30 

180 

320 

445 


Double 



No. 682 


Bronze bushed 
self- 

lubricating 



No. 1173 


Triple 



No. 743 


Cast iron 
bronze bushed 
self- 

lubricating 



to 


No. 1193 o 

ci 

0 ) 
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WESTERN SNATCH BLOCKS 


Drop link 



No. 940 


Wire rope snatch blocks 

With drop forged swivel hooks 

Semi-circular guard pressed in shell over sheave prevents wire from slipping between 
shell and sheave. This feature also greatly strengthens the plates in shell. 


Self-locking * 


Dimensions 


Size, 

inches 


6 

8 

10 

12 

14 

16 

18 

20 

20 


For dia. 
wire 
rope, 
inches 


%-y 2 
V2-% 
% 

3 / 4 - 7 /« 

7 /.-l 

1 

1V4 

iy 2 


Iron 

bushed_ 

No. 

940-C 

iron 

sheave 


t 13.53 
19.65 
29.49 
44.22 
58.95 
106.89 
149.84 


Drop link, each 


Bronze bushed 
self-lubricating 
No. No. 

940-B 940-S 

iron steel 

sheave sheave 


$ 15.98 
22.1 1 
31.95 
46.68 
61.43 
1 10.55 
153.55 


$ 20.25 
29.49 
40.56 
60.81 
77.40 
141.24 
181.19 


Self-locking, each* 


Iron 

bushed 


Bronze bushed 
self-lubricating 


Approx¬ 

No. 

No. 

No. 

Approx¬ 

imate 

941-C 

941-B 

941-S 

imate 

weights. 

iron 

iron 

steel 

weights. 

pounds 

sheave 

sheave 

sheave 

pounds 

14 

$ 17.19 

$ 19.55 

$ 23.96 

15 

27 

24.57 

27.00 

34.38 

29 

42 

34.38 

36.84 

45.45 

46 

68 

49.14 

51.60 

65.73 

72 

92 

63.87 

66.33 

82.31 

97 

140 

111.75 

1 15.47 

146.19 

145 

180 

156.05 

159.69 

187.35 

185 


223.95 

234.50 

290.70 

240 


259.13 

269.67 

325.98 

260 



No. 941 



Perfect wire rope snatch blocks 

Malleable iron shells 
Bronze bushed, self-lubricating 


With swivel hook 


With swivel shackle 
bronze bushed 


Size 

sheave, inches 

self-lubricating 

self-lubricating_ 

__- 

Outside Thick- 
dia- ness at 
m gt£f* n vn 

For 
center 
pin, dia. 

For dia. 
wire rope, 
inches 

No. 954-B 
iron 
sheave 

No. 954-S 
steel 
sheave 

No. 956-B 
iron 
sheave 

No. 956-S 
steel 
sheave 

Approx¬ 

imate 

weights, 

pounds 

6x1 x 

8 x IVi x 

10 x 1 % x 

12 x iy 2 x 
14 x 1 y 2 x 

16 X 13/4 X 

Va 

% 

1 

17 . 

174 

iy 2 

3 /8-72 

72 - % 

% 

%- 3 A 

3 4-7« 

7.-1 

$ 25.05 
35.10 
50.00 
72.27 
98.62 
157.80 

$ 29.40 
42.60 
59.18 
87.45 

1 15.76 
190.67 

$ 27.39 

38.40 

55.95 

79.85 

108.45 

175.20 

$ 31.77 
45.90 
65.10 
94.98 
125.55 
199.80 

17 

27 

43 

70 

90 

130 



No. 954 


No. 956 


Extra sheaves and center pins and working loads of above blocks 


Outside 

diameter 


Size sheave, inches 
Thickness For 
at center 

rim pin, dia. 


6 

8 

10 

12 

14 

16 

18 

20 

20 


1 

1V4 

1V4 

iy 2 

iy 2 

l 3 /4 

l 3 /4 

2y« 

2 7s 


3 /4 

% 

1 

iy. 

1 Va 

iy2 

iy 2 

l 3 /4 

l 3 /4 


For dia. 
wire 
rope 

%-y2 
y 2 -% 
% 

%-% 

74-7. 

7.-1 

l 

174 

iyi 


Iron sheaves, 
each 


No. 1181 
iron 
bushed 


\ 3.15 
7.80 
11.15 
18.60 
25.34 
37.05 
48.82 
64.32 
64.32 


No. 1193 
bronze 
bushed 


$ 5.77 
10.58 
13.65 
20.40 
26.79 
39.30 
50.03 
74.25 
74.25 


Steel 
sheave 
No. 1208 
bronze 
bushed 

$ 11.03 
18.53 
24.22 

37.55 

44.55 
84.15 
89.85 

160.80 

160.80 


pins 

each 


\ 1.74 
2.25 

2.70 

3.70 
4.90 
8.60 
8.60 

12.30 

12.30 


No. 940 
drop- 
link 

iy 2 

2 72 

3 72 

472 

572 

7 

8 


Working loads, tons* 
NoT 941 
self¬ 
locking 

2 

3 

4 

5 

6 

772 
10 
12 
14 


No. 954 
and 

No. 956 
2 

3 

4 

5 

6 

7'h 



Extra heavy team snatch blocks 

For wire rope 

With drop forged swivel hooks and extra large center pin 

Center extension piece coming close to the sheave prevents the wire rope from leaving the groove of 
sheave. It also prevents the shell from binding or pinching the sheave. 


Bronze bushed 


Iron sheaves. 


Steel 


Size 

sheave. 

inches 

bushed 

self-lubricating _ 



eacn 

——- - 

— 

Outside 

Dia- 

Thick¬ 
ness at 

For 
center 
pin, dia. 

For Dia. 
wire 
rope 

No. 924-C 
iron 
sheave 

No. 924-B 
iron 
sheave 

No. 924-S 
steel 
sheave 

Approx¬ 

imate 

weights, 

pounds 

Work¬ 

ing 

loads,* 

tons 

No. 1181 
iron 
bushed 

No. 1193 
bronze 
bushed 

No. 1208 
bronze 
bushed 

6 x 

8 x 
10 x 
12 x 

174 

174 

iy 2 

iy 2 

x 1 

X 17s 

X 174 

x iy 2 

y 2 

% 

Va 

7a 

$23.45 

32.82 

43.40 

66.84 

$25.80 

35.18 

46.91 

70.35 

$29.90 

42.21 

55.10 

83.85 

19 

35 

55 

82 

2 

3 

4 

5 

$ 6.30 

8.93 

14.88 

18.60 

$ 9.54 

1 1.93 
17.72 
23.88 

$ 1 5.33 
19.16 
31.92 
46.00 


No. 924 * Working loads are given to assist in ordering without responsibility on our part. 
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WESTERN , 0 .\ M „'r v JACKS 

For all trades ... all uses 

WESTERN is more than just maintaining the high quality 
reputation established by Buda Division, Allis-Chalmers 
Mfg. Co. It is improving and expanding on the widely 
diversified line of industrial jacks of 120 models and nine 
types purchased recently from BUDA. 


Besides introducing new and redesigned jacks, WESTERN 
has set up the largest service-repair organization in the in¬ 
dustry with more than 90 stations throughout the United 
States and Canada. Parts and service are readily avail¬ 
able for every WESTERN or BUDA jack owner. 


Western ratchet lowering jacks 

I Safe an d eas Y operation plus high lift of 

|||P the load on either the cap or toe of the 

a rack bar earn these jacks a reputation for 

wide general use. Single acting, they 
raise only on down stroke and lower one 
notch at a time by ratchet. 


Capac- Min. 

ity Closed toe Capacity Base Wt. 


Model 

tons 

ht. 

Lift 

ht. 


size 


size 

lbs. 

2210-B 

10 

22" 

14V 2 " 

1 %" 

2% 

" x 2 y 2 " 

6" 

x 9" 

41 

2215-B 

15 

22" 

13 %" 

2y 8 " 

3%' 

’ f x 3%" 

7%" 

x 11 y 4 " 

84 

2215-BC 

15 

22" 

13 y 2 " 

2y 8 " 

3% 

" x 33//' 

7%" 

x 1 1 %" 

85 

2815-B 

15 

28" 

19%" 

2 y 8 " 

3%' 

'x3%" 

7%" 

X 1 1 3//' 

98 


Western ratchet lowering hinged base 


Hinged bases facilitate tilting ap¬ 
plication when needed. Used also 
as standard jack when housing is 
locked upright by spring safety 
catch. Special head permits use 
of cap shoe, 5-foot chain with 
grab hook or 8-foot chain with pear 
link. 



Model 

Capacity 

tons 

Closed 

height 

Lift 

Min. toe 
height 


Base 

size 

Wt., 

lbs. 

2215-SB 

15 

22" 

13%" 

2 y 8 " 

7" 

X 11" 

89 

3815-SB 

15 

38" 

24%" 


8%' 

" x 8%" 

115 


Western roller bearing journal jacks 

Highest in lifting height, low in closed 
height, rugged in design, easy to operate 
under load. SPECIAL FEATURES: Tim¬ 
ken bearing equipped, wider cap, wider 
base and larger ram, faster lift ratio, special 
safety mechanisms. 



Model 

Capacity 

tons 

Closed 

height 

Lift 

Base 

dia. 

Head 

dia. 

Wt., 

lbs. 

2510 

25 

10" 

5%" 

5" 

3%" 

36 

2510-A 

25 

10" 

5%" 

5" 

3%" 

28 

3510 

35 

10" 

5%" 

53/4" 

3%" 

45 

'3510-A 

35 

10" 

5%" 

53/4" 

3%" 

35 

5010 

50 

10" 

4" 

67/' 

4%" 

68 

5012 

50 

12" 

6" 

67/' 

4%" 

80 

5016 

50 

16" 

8" 

67/' 

4%" 

95 


* Aluminum-alloy frame. 


Western Two-Speed hydraulic 


1 Simple tandem pump adjustment to vary lift 
speeds between fast and normal makes this 
rugged, safe hydraulic jack a WESTERN 
leader. High closed heights coupled with wide 
range of lifts and capacities up to 100 tons are 
popular features. 


Model 

Capacity 

tons 

Closed 

height 

Lift 


Base 

size 

Head 

dia. 

Wt., 

lbs. 

25-B- 8-1 

25 

8" 

4" 

6" 

x 73/4" 

2%" 

49 

25-S-10 

25 

10" 

6" 

6" 

X 73 / 4 " 

2%" 

55 

* ‘25-S-22 

25 

22" 

16" 

10" 

x 12" 

33/4" 

112 

25-S-28 

25 

28" 

22" 

10" 

x 12" 

33/4" 

132 

30-B-ll 

30 

11" 

7" 

8% 

"x 6" 

3" 

71 

35-B-10 

35 

10" 

6%" 

6% 

"x 8%" 

23/ 4 " 

65 

50-B-l 2-A 

50 

12" 

7" 

10" x 7 y 2 " x 2 % " 

3%" 

124 

50-B-26 

50 

26" 

20" 

7% 

" x 11" 

3%" 

228 

100-B-12 

100 

12" 

6 y 8 " 

12" 

X 9%" 

5" 

224 


** Coupler plate attachment available. Standard equipment includes round steel 
operating Idver bar. 



Western standard speed jacks 

Ball or roller bearing screw type jacks 
engineered for high lifts and heavy-duty 
capacities with minimum effort. Special 
hooks or lifting toes are available—also five 
models of special purpose traversing bases. 



Capacity 

Closed 


Base 

Head 

Toe hook 

Wt., 

Model 

tons 

height 

Lift 

dia. 

dia. 

min. ht. 

lbs. 

122-S 

15 

22" 

15" 

9" 

3 V* " 

5%" 

75 

220 

25 

20" 

13" 

10" 

4'A" 

4 y 8 " 

85 

224 

25 

24" 

17" 

10" 

4%" 

4 y 8 " 

98 

324 

35 

24" 

16" 

12" 

5’/." 

63/ 8 " 

136 

524 

50 

ro 

■u 

$ 

14" 

14" 

6'/," 

7%" 

246 

724 

75 

24" 

14" 

14" 

6'/," 


275 


Western Hi-Speed hydraulic jacks 


Positive load control under all condi¬ 
tions is the operational emphasis in 
these reliable leakproof jacks. Fast 
operation, screw extension, perfect 
balance, simple maintenance and 
rugged construction features round 
out their unequalled performance. 



Capacity 

Closed 


Screw 


Base 

Head 

Wt., 

Model 

tons 

height 

Lift 

ext. 


size 

dia. 

lbs. 

3-9A 

3 

9" 

6 %" 

2" 

33/4 

” x 6%" 

1%" 

16 

5-9A 

5 

9" 

6 %" 

3" 

4%' 

" X 63/ 4 " 

17h" 

19 

8-9A 

8 

9" 

63 //' 

4%" 

4%' 

" X 7%" 

I’/h" 

22 

12-9A 

12 

9" 

6 %" 

3" 

5%' 

" X 83 / 8 " 

1 %" 

31 

20-B-10 

20 

10" 

6 %" 


8% 

" X 6%" 

2%" 

45 
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Western trench braces 


Western ratchet trip jacks 

These single acting jacks raise the load 
one notch at a time on the down stroke 
and trip the load instantly, by positive 
action, where ratchet lowering is jiot 
necessary or desirable. Model 225-A, 
Klinch Klaw, operates in any position 
for pulling bolts, spikes, rods with bolt 
puller and tapered wedge. 



Model 225-A 



Model 514 


Model 

Capacity 

(rated) 

tons 

Closed 

height 

inches 

lift 

inches 

Toe 

min. hgt. 
inches 

Base 

size 

inches 

Jack 

weight 

pounds 

514-B 

15 

11" 

5" 

2y 8 " 

6y 2 "x ioy 4 " 

43 

514-H 

15 

11" 

5" 

2 y 8 " 

6y 2 " x ioy 4 " 

43 

514-AB 

15 

11" 

5" 

2y 8 " 

6y 2 "xioy 4 " 

32 

514-AH 

15 

11" 

5" 

2 y 8 " 

6y 2 "x ioy 4 " 

32 

715-B 

15 

21 % " 

13" 

2y 8 " 

6y 2 " x 10 " 

61 

715-H 

15 

21 %" 

13" 

2y 8 " 

6y 2 " x 10 " 

61 

135-AB 

15 

21 3 /b" 

13" 

2y 8 " 

6y 2 "x 10 " 

41 

135-AH 

15 

21 

13" 

2y 8 " 

6y 2 " x 10 " 

41 


Note: B denotes bale type handle. 
H denotes horn type handle. 


This is a complete line of trench braces, trench brace 
fittings and timber brace fittings. Non-slip projections on 
ends of thrust plates are added safety feature. 



Pipe-screw 

dia. 

Screw 

length 

‘•A” 

Brace 

closed 

“B” 

Brace 

opened 

Pipe 

length 

"C" 

Safe 

screw 

ext. 

wt. 

each 

lbs. 

iy 2 " 

12" 

18" 

25" 

ioy 2 " 

7" 

16 

iy 2 " 

14" 

2i" 

30" 

ny 2 " 

9" 

18 

iy 2 " 

14" 

24" 

33" 

i6y 2 " 

9" 

19 

iy 2 " 

16" 

27" 

37" 

i9y 2 " 

10" 

20 

iy 2 " 

16" 

30" 

40" 

22 y 2 " 

10" 

20 

p/ 2 " 

18" 

36" 

47" 

28 y 2 " 

11" 

22 

iy 2 " 

18" 

42" 

53" 

34 y 2 " 

11" 

24 

iy 2 " 

18" 

48" 

58" 

40 y 2 " 

10" 

25 

2" 

18" 

36" 

46" 

26" 

10" 

43 

2 " 

18" 

42" 

52" 

32" 

10" 

45 

2" 

18" 

48" 

58" 

38" 

10" 

49 

2" 

18" 

54" 

64" 

44" 

10" 

50 

2" 

18" 

60" 

70" 

50" 

10" 

50 


Western All-Purpose screw jacks 

These “work horses” have extra heavy-duty 
bell bottom bases and come in a wide range 
jjP% of sizes and capacities. Having a one-piece 
solid steel machine screw with forged steel 
I f head, their general construction is rugged to 
/ft withstand rough usage. 


Screw dia. 
and base ht. 

Capacity 

tons 

1 %" x 4" 

10 

iy 4 "x 6" 

10 

1 %" x 8" 

10 

iy 4 " x 10 " 

10 

p/ 2 "x 6" 

12 

iy 2 "x 8" 

12 

1 y 2 " x 10 " 

12 

iy 2 "x 12 " 

12 

13/ 4 "x 8" 

16 

13/ 4 " x 10" 

16 

13/ 4 "x 12" 

16 

2" X 6" 

20 

2" x 8" 

20 

2" x 10" 

20 

2" x 12" 

20 

2" x 14" 

20 

2y 2 "x 6" 

24 

2y 2 "x 8" 

24 

2 y 2 " x 10 " 

24 

2y 2 " X 12" 

24 

2y 2 "x 14" 

24 

2y 2 "x 16" 

24 

2y 2 " X 18" 

24 

3" X 8" 

30 

3" x 14" 

30 

3" x 18" 

30 

3" x 24" 

30 


Closed Safe screw 

height lift 

6 Vi" 2y 4 " 

sy 2 " 4 %" 

ioy 2 " 6y 4 " 

i 2 y 2 " sy 4 " 

83/ 4 " 33/4" 

103 / 4 " 53 / 4 " 

123/ 4 " 734" 

143/ 4 " 934" 

n" 5 y 2 " 

13" 7y 2 " 

15" 9y 2 " 

9y 2 " 3" 

ny 2 " 5 " 

ny 2 " 7 " 

i5y 2 " 9 " 

i7y 2 " 11 " 

10" 2y 4 " 

12" 414" 

14" 3 y 4 " 

16" 8y 4 " 

is" ioy 4 " 

20" 12%" 

22" i 4 y 4 " 

13" 3y 2 " 

19" 9y 2 " 

23" 13y 2 " 

29" 19 y 2 " 


Base Head Wt., 

dia. dia. lbs. 


4%" 

3 %" 

8 

5%" 

3 %” 

10 

6" 

3 %" 

11 

6y 4 " 

3y 8 " 

13 

5 7 / 8 " 

3y 2 " 

11 

6 y 4 " 

3y 2 ” 

14 

6%" 

3y 2 " 

17 

7" 

3y 2 " 

19 

6%" 

33 / 4 " 

18 

63/4" 

33 / 4 " 

20 

7 y 8 " 

3 %" 

25 

6y 4 " 

4 " 

18 

6%" 

4 " 

22 

7 y 8 " 

4 " 

26 

7 3/ 8 " 

4 " 

30 

7 7 / 8 " 

4" 

35 

6%" 

4 y 2 " 

27 

7 y 8 " 

4y 2 " 

31 

7 3/e " 

4y 2 " 

35 

73 / 4 " 

4 y 2 " 

40 

8 ’4" 

4y 2 " 

43 

8%" 

4 y 2 " 

50 

93/ 8 " 

4y 2 " 

56 

8" 

53/ 8 " 

46 

s 7 / 8 " 

53 /e" 

62 

9y 2 " 

5 3 4" 

78 

ny 8 " 

5 3 4" 

103 


Western trench brace fittings 

without pipe 



Screw dia. 

“D” 

Screw length 

••A” 

Safe screw 
ext. 

each 

lbs. 

iy 2 " 

12" 

7" 

15 

iy 2 " 

14" 

9" 

15 

iy 2 " 

16" 

10" 

16 

iy 2 " 

18" 

11" 

16 

2" 

18" 

10" 

35 


Western timber brace fittings 



<c 


244 


O. B. AVERY COMPANY, INC 



















































CONTRACTORS’ SPECIAL PORTABLE TRUCK SCALE 


Cost saving pitless installation for quarries, job setups, gravel 
plants, crushing plants and road material distribution points 



1 5-Ton capacity 
1 8-Ton capacity 
20-Ton capacity 
30-Ton capacity 


40-Ton capacity 
50-Ton capacity 
70-Ton capacity 
80-Ton capacity 


Portable 

Readily moved—load scale on truck using lifting brackets provided—complete dis¬ 
assembly eliminated. 

Low cost installation 

Set up at ground level using heavy timber or concrete footings at each end and the stand 
supporting weighbeam. Build dirt approaches at each end for trucks. No pit needed. 

Standard sizes 

15 ton and 18 ton, 18' by 9'; 20 ton, 20' by 9', 24' by 9'; 30 ton, 26' by 10', 30' by 
10' and 34' by 10'; 40 ton, 34' by 10' and 40' by 10', this design not pictured; 50 ton, 
34' by 10', 40' by 10' this design not pictured; 50 ton 50 / x 10' split frame, this design 
not pictured; 70 and 80 ton 34' x 12' and 40' x 12', this design not pictured. 


Specifications 

Standard equipment 

Heavy duty levers and parts; pivots and bearings of high 
carbon bearing steels provided with hardened anti-friction 
elements; Cast-in pivots on 15 ton and 18 ton scale, all 
others have main lever load and fulcrum pivots set in 
machined blocks with main fulcrum pivots fully adjusta¬ 
ble; heavy duty welded steel enclosing frame with massive 
channel or plate end sections; heavy duty structural steel 
weighbridge; steel beam shelf; full capacity straight 
weighbeam; steel beambox with drop door, hinge and 
hasp. 

Type deck 

Capacities through 30 tons prepared for wood deck or 
with diamond plate steel runways or with diamond steel 
plate as specified. Capacities 40 through 50 tons for wood 
deck or with diamond plate deck as specified. 

Roller bearings 

Roller bearings provided in each comer to absorb shocks 
of loads; provide protection for main pivots and bearings; 
minimize maintenance requirements. 

Specifications subject to change without notice. 


Portable 

Lifting brackets on each corner of scales except 40 and 50 
ton scales for wood deck which are lifted using structural 
bridge members. All with hold-down device. 

Weighbeam 

Full capacity straight type, graduations and figures on 
highly polished corrosion resistant stainless steel. Ticket 
Recording weighbeam optional. 

Weather protection 

Levers and frame finished with rust resistant paint, beam 
box finished in black enamel, beam in grey enamel. 

Scale depth 

I 8 J 4 " thru 20 ton, 271s" or less on 30 ton, 32&" or less 
on 40 ton, 35 / 4 " or less on 50 ton, measured on scales 
with diamond steel runways or diamond steel deck. 


Call Mission 5-1810 


245 











































TVudou BIN ANBATCH 

Reduce your job cost 

Ideal for bridges and other jobs using mixers 
up to and including 10S, 14S and 16S 



Can be readily moved from one job location to the next 
by dismantling and loading on one truck 


Available 
23-ton 
40-ton 
bin capacity 


Weigh hopper in position to discharge into mixer skip 


The BINANBATCH consists of either two, or three storage 
bins with a weigh hopper and batching scale suspended 
underneath on tracks so that weigh hopper may be loaded 
under each bin and discharge material into mixer skip. 

Bins built of heavy steel plate, reinforced with angle 
iron, supported by heavy angle iron on steel plate footings. 

Binanbatch specifications 

SCALE EQUIPMENT—Consists of a Winslow heavy duty 
batching scale. 

Two-compartment bin plant— 

1—Tare beam, balance empty hopper. 

1—Ingredient beam, 1,700 lbs. by 2 lbs. 

1—Ingredient beam, 1,200 lbs. by 2 lbs. 
Three-compartment bin plant— 

1—Tare beam, balance empty hopper. 

1— Ingredient beam, 1,700 lbs. by 2 lbs. 

2— Ingredient beams, 1,200 lbs. by 2 lbs. 

Bin capacity—Two or three bins, total capacity, 23 tons. 

Specifications subject to change without notice. 


Weight hopper moves easily on ball bearing wheels. 
Dump gate is of lever type, self-closing. 

LOADING OF BINS-Can be loaded either by clam 
shell or by conveyor—some jobs can be set up so that 
trucks can directly discharge material into bins by ramp— 
or by setting Binanbatch next to the side of a hill—or 
dumping from bridge. 


Dimensions—Overall height adjustable from ll'-0" to 
12'-6"; width 8'-4/4"; length, 19'-7". 

Dismantled dimensions for moving by truck-Height, 

5'-6"; width, 8'-4r ; length, 14'-4K". 

Weigh hopper will dump material to either side or from 
the end, as job set up may require. 

Scale equipped with sensitive, springless, over and 
under indicator that indicates approach of weighbeam to 
proper balance. Illustrations shows beam box door open. 
Beams may be set for predetermined weights and beam 
box locked. 

(0 

N 

1 ^ 

1C 
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'Wfat&cw TYPE S TRUCK SCALE 

For motor trucks, trailers, and tractor trailers 

15, 20, 30, 50 and 60 tons, platform lengths to 70 feet 



Improved weighbeam . . . four point ball bearing poise 
simplifies weighing operation and reduces weighing time 
to a matter of but a few seconds. The stainless steel face 
plate with clearly legible graduations and numerals will 
not rust or tarnish. 

Larger scale levers and heavier structural steel weigh¬ 
bridge provide for greater strength and rigidity and assure 
accurate weighing even though loads are unevenly dis¬ 
tributed. 


Weight Indication— 

• Full capacity weighbeams 

• Ticket recording weighbeams 

• Dials 

• Dials with printers 


FOUR-SECTION TYPE “S” WITH CABINET DIAL 


Special platform sizes available for installation in your old 
scale foundation with minor alterations. 

These perfection engineered scales have long been 
known for their accurate performance and absolute de¬ 
pendability. Few working parts and simplicity of design 
keep maintenance costs down to lowest possible level of 
economy. Outstanding in every respect these scales are 
big enough and strong enough to take the load and weigh 
it accurately. 

Roller bearing assembly . . . Roller bearings at right 
angles to each other, lengthwise and crosswise to scale 
platform are interposed between platform structure and 
scale mechanism. Shocks of moving loads are absorbed 
by the roller bearings—thereby the accuracy of this new 
scale is maintained through many years of usage. 


STANDARD SIZES 


TWO-SECTION 

15 ton 22' x 9' 

20 ton 24' x 10' 

20 ton 34' x 10' 

30 ton 34' x 1 O' 

30 ton 40' x 10' 

50 ton 34' x 10' 

50 ton 40' x 10' 


FOUR-SECTION 

50 ton 45' x 10' 

50 ton 50' x 10' 

50 ton 60' x 10' 

60 ton 50' x 10' 

60 ton 60' x 10' 

60 ton 70' x 10' 

Larger sizes 
available on 
request 


Specifications subject to change without notice. 
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'T'iJCvt&i&W' UNI BATCH 

WITH FRONT END LOADER 


Increases your profit when used with concrete mixers 
of sizes 10S - 11S- 14S- 16S 



CONTRACTORS—it is expensive for men to push buggies, carts and 
wheelbarrows to the mixer skip—reduce cost with a Uni-Batch. 


Batches two or three materials 


Two types available 


Type A—Uni-Batch. Loaded 
with mechanical type bucket up 
to 4 feet in width. 


Type B-Uni-Batch. Loaded 
with hydraulic type bucket up 
to 5 feet in width. 


Accessory side extensions 
available for Type B-to accom¬ 
modate hydraulic type bucket 
up to 6 feet 6 inches in width. 

Any hydraulic or gravity dump 
loader can be used with the 
Winslow Uni-Batch. No expen¬ 
sive cranes or other equipment 
are needed to supply the aggre¬ 
gates to the mixer. 


How it works 

Operation of the Winslow Uni-Batch is simple and smooth. 
A front end loader dumps gravel into the weighhopper 
until the large visible weight indicator shows the amount 
desired has been received. Then the sand is weighed in 
accumulative weights with the gravel. 

The weighhopper is rolled forward on its track by 
moving the cam action lever forward. This places the 
hopper chute over the mixer skip, the discharge gate is 
opened, and the accurately weighed aggregate discharges 
into the mixer skip. 

The weighhopper is rolled back to the loading position 
and the mixer skip is raised. 

The simple and fast operation of the Uni-Batch allows 
ample time for the operator to place cement in the mixer 
skip. 

Weighing equipment of 3,000 lbs. capacity is built in 
the Uni-batch. For batching two or three different aggre¬ 
gates or materials. 


Portable 

Provided with its own carrier, it takes only a few 
moments to set up the Uni-Batch for operation. Can be 
loaded just as quickly, ready to be towed to the next job. 

Easily loaded and moved from job to job on its specially 
built high speed trailer. It is ruggedly built for many years 
of trouble-free service. 



Used on construction jobs such as foundations, concrete structures, bridge and culverts, public building work. 


Specifications subject to change without notice. 
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LOW BINANBATCH 



Only one man is necessary to operate the plant after overhead bins 
are filled by front-end loader, or other means. 


Reduces the cost on your job 

The Low Binanbatch is furnished for batching two or three materials. The weigh 
hopper, suspended from the scale, is loaded under the bins and rolled to end of the 
track, discharging into mixerskip. It is ideal for bridge and other construction jobs 
using mixers up to and including size 16-S. Its overall height may be reduced to only 
8 feet 6 inches, making it easily charged with a front-end loader. 


Check these outstanding BINANBATCH features 

S'l ORAGE BINS—Constructed of heavy steel plate, strongly reinforced with steel angles. 


Two material plant 

First material 15!6 tons 

Second material 7 % tons 

Total storage capacity 23 tons 

Three material plant 

First material 7 % tons 

Second material 7 % tons 

Third material 72/3 ton s 

Total storage capacity 23 tons 


SUPERSTRUCTURE—Legs of heavy angle iron set on 
steel plate footings, supported by heavy angle iron trussed 
framework. Height (assembled) adjustable to 8 '- 6 "- 
8'-9"-9'-3"-9'-6". Width 8 ’-4K". Length 14'-4J4". 

Specifications subject to change without notice. 


THE LOW BINANBATCH IS PORTABLE-By unbolt¬ 
ing legs of plant and removing weigh-hopper and scale 
from tracks, overall dimensions are reduced to 5'-6" height, 
8 '-4/4" width, and 14'-4/4" length—easily transported from 
one job site to another on a truck. 

WEIGH-HOPPER—Rides double track on four ball¬ 
bearing wheels. Gate of self-closing lever type. Discharges 
at one end only. Capacity 23 cubic feet. Discharge open¬ 
ing 7" by 36". 

SCALE—Heavy-duty batching scale, 3000 lbs. capacity. 
Two material plant has blank tare beam for balancing 
empty hopper, one ingredient beam graduated 1700 lbs. 
by 2 lbs., a second beam 1200 lbs. by 2 lbs. Three 
material plant has a third beam 1200 lbs. by 2 lbs. 
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‘TVChaIom BIN ANBATCH —Reduces Job Costs 

For truckmixers, contractors, ready-mix, temporary or permanent installations. 

Easy to Erect—Move—Use 


54 DIFFERENT COMBINATIONS 
MEETS MOST REQUIREMENTS 
EFFICIENT OPERATION 
SOUND DESIGN 
3 BASIC SIZES 


Winslow Binanbatch plants are available in three basic 
sizes arranged with either two or three aggregate com¬ 
partments only or with either two or three aggregate 
compartments and one cement compartment-there is an 
arrangement available to meet most requirements. These 
units are ruggedly constructed to give you long service 
and efficient operation. 


Batcher assembly 

The batcher consists of a scale and weighhopper sus¬ 
pended below the bin discharge gates to collect and weigh 
each batch and to discharge it into a truck mixer. The 
two and three yard batchers are used with the 45, 75 and 
110 ton bins and the 6 yard batcher with the 75 and 110 
ton bins. An aggregate batcher is supplied on aggregate 
bins and a combination batcher on bins with cement stor¬ 
age. The combination batcher weighs both aggregates 
and cement on separate ingredient beams in separate com¬ 
partments in the same weighhopper. A dual batcher con¬ 
sisting of separate scales and hoppers for weighing cement 
completely independent from the aggregates is available. 



45-ton, 75-ton, 110-ton capacities 
pneumatic loading of cement 

The cement compartment on bins with cement storage can 
be increased to handle a truckload of cement and adapted 
for pneumatic delivery by blower equipped cement trucks. 
In most cases this eliminates purchasing a cement elevator, 
screw conveyor and auxiliary cement storage bin resulting 
in a substantial savings. Details on request. 


Specifications—Standard Bins 

45 ton Capacity (1)_ _ 75 ton Capacity (1) _ _ 110 ton Capacity (U 


Compartments 

2 aggr. 

3 aggr. 

2 aggr. 

1 cement 

3 aggr. 

1 cement 

2 aggr. 

3 aggr. 

2 aggr. 

1 cement 

3 aggr. 

1 cement 

2 aggr. 

3 aggr. 

2 aggr. 

1 cement 

3 aggr. 

1 cement 

Overall height (2) 

26'-3" 

26'-3" 

27' -10" 

27-10" 

29'-0" 

29'-0" 

30'-7" 

30'-7" 

32'-0" 

32'-0" 

36'-7" 

3 6'-7" 

Capacity (tons) each 
aggregate comp't. 

22.5 

15 

16.9 

11.3 

37.5 

25 

28.1 

18.8 

55 

36.7 

41.3 

135 

27.5 

135 

Cement capacity, bbls. 
Width (at feet) 

8'-7" 

8 '-7" 

50 

8'-7" 

50 

8'-7" 

ll'-10" 

ll'-lO" 

85 

11 M0" 

85 

lT-10" 

ll'-lO" 

UM0" 

ll'-lO" 

11 M0" 

Length (at top) 

2T-4" 

2l'-4" 

21'-4" 

2T-4" 

24'-10" 

24'-10" 

24'-10" 

24'-10" 

27'-3" 

27'-3" 

27'-3" 

27 -3 

Truck clearance 

with 2-yard batcher 

1 T-0" 

lT-0" 

lO'-O" 

lO'-O" 

12 '-0" 

12 '-0" 

11 '-0" 

lT-0" 

13'-0" 

13'-0" 

12 '-0" 

12 '-0" 

with 3-yard batcher 

9'-0" 

9'-0" 

8 '-0" 

8 '-0" 

lO'-O" 

lO'-O" 

9'-0" 

9'-0" 

11 '-0" 

ll'-O" 

lO'-O" 

lO'-O" 

with 6-yard batcher 

— 

— 

— 

— 

8 '-0" 

8 '-0" 

7'-0" 

7'-0" 

9'-0" 

9'-0" 

8 '-0" 

8 '-0" 


(1) Bin capacities are based on materials weighing 110 pounds per cubic foot heaped to angle of 38 degrees with horizontal and cement density 


85 pounds per cubic foot. 

(2) To top of compartment dividers add 3' 0" for 110 ton, 18" for 75 ton and 45 ton—on aggregate bins only. 
9 " cement valve with bins with cement compartment—6 1 /*" by 9" opening. 

Clearance can be increased by increasing pier height. 

Discharge opening of each aggregate bin gate is 10" by 24". 

Specifications subject to change without notice. 
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TiJitt&toM 

CEMENT BATCHING BINS 
AUXILIARY CEMENT STORAGE BINS 


Can be adapted for PNEUMATIC LOADING or loaded with elevator 



225 barrel auxiliary cement storage bin 


225 barrel cement batching bin 



Bin capacities and dimensions 


Round silo type bins to 600 barrels available. 


Type 


Storage 


Capacity (3) 

Height 

Width 

Length 

Clearance, 

(1) 

225 barrel 

18'-2" 

GO 

i 

14'-7" 

O 

1 

CM 

325 barrel 

2111 " 

8'-7" 

14'-7" 

2'-0" 

41 5 barrel 

25'-8" 

9'-5" 

14'-4" 

2'-0" 


Batching 





Net scale 

Hopper 


Height 

Width 

Length 

capacity, 

lbs. 

capacity, 
cubic feet 

Clearance 

(2) 

31'-3" 

°o 

14'-7" 

3000 

30 

9'-6" 

35'-0" 

9'-5" 

14'-4" 

3000 

30 

9'-6" 


(1) Bottom of cement valve to feet. (2) For truck mixer. (3) Cement density 85 pounds per cubic foot. Bin valve 9" by 13" opening—hopper valve 
6 V 2 " by 9" opening. 5000-pound scale and 42 cubic foot weighhopper available—clearance approximately the same. Increase clearance by 
increasing pier height. 


Specifications subject to change without notice. 
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WISCONSIN ENGINES 

Heavy duty Air-cooled 

A size and type for every power 
requirement from 3 to 56 hp 


Here is the most complete and comprehensive family of Heavy- 
Duty Air-Cooled Engines available today . . . literally a type 
and size to meet every power requirement in a 3 to 56 hp. 
range. As may be noted, these engines are available with clutch, 
reduction assemblies, clutch reduction and/or electric starting. 
All models regularly supplied with stub shaft for mounting 
gears, pulleys or sprockets directly on the shaft. 



Models ACN, BKN, 

4-cycle single cylinder. Models ACN, BKN with 

2.5 to 7.0 HP. clutch assembly. 






Models ACN, BKN with 
reduction. 


Models ACN, BKN with 
rewind starter. 


Model AENL single 
cylinder 4.7 to 9.2 HP. 




Model AENL single Model AENL with elec- 

cylinder with clutch trie starter, 

assembly. 



Models A EH, AGND 
single cylinder open 
engine, 4.4 to 12.5 HP. 




Models A EH, AGND Models A EH, AGND 

with electric starting. with clutch assembly. 


2 and 4 cylinder engines 10 to 56 hp 



Models TH, THD 2-cylinder, 10 Models TH, THD power unit with 
to 18 HP. clutch assembly. 



Models TH, THD, with clutch Models VE4, VF4 V-type 

reduction assembly. 4-cylinder, 13 to 25 HP, with 

clutch assembly. 





Model VH4 V-type 4-cylinder open 
engine, 14 to 30 HP, with clutch 
assembly. 


Model VG4D power unit, 25 to 
37 HP, with clutch reduction 
assembly. 




Model VR4D V-type 4-cylinder open engine, 
43 to 56.5 hp. with heavy duty clutch as¬ 
sembly. 
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WISCONSIN ENGINES 

Heavy duty Air-cooled 


All Wisconsin Engines are of basic High Torque design for 
maximum load-lugging ability and are of highest quality 
heavy-duty construction in all details. All models have such 
features as tapered roller main bearings at both ends of the 

Ask for Bulletin S-198 for 


rugged, drop-forged crankshaft to take up end thrust and 
radial loads—your best protection against bearing failure. 

More than 2,000 Authorized Wisconsin Engine Service Sta¬ 
tions carry stocks of factory-recommended parts for all models. 

complete, world-wide listing. 


Specifications 

Rotation: Counter-clockwise facing power take-off shaft. 

Cooling: Positive air-cooling is obtained from large fan cast in 
flywheel which forces blast of air across and around cylinders 
and heads. 

Carburetor: Concentric float feed type assures efficient and 
economical operation. 

Air Cleaner: Efficient oil bath type. Pre-cleaners available 
when required. 

Ignition: High tension rotary type outside magneto with im¬ 
pulse coupling assures easy starting. 

Governor: Built-in mechanical flyball type. 

Lubrication: Single-cylinder models (except Model AENL) 
have pump-circulated constant level splash system. Multi¬ 
cylinder models and Model AENL pump individual oil stream 
to each connecting rod. Other parts lubricated by oil spray. 
Main Bearings: Tapered roller at both ends of crankshaft. 
Crankshaft: Balanced heat-treated drop forging. 


Connecting Rods: Forged aluminum in Models ACN and BKN. 
All other models have steel forged rods. 

Connecting Rod Bearings: Highest quality S.A.E. tin base bab¬ 
bitt die-cast directly in rod. 

Pistons: Aluminum alloy. 

Valves: Heat-resistant alloy steel forgings. Stellite-faced steel 
exhaust standard on Models AGND, THD, VH4D, VG4D and 
VR4D—Optional on all other models. 

Valve Guide Inserts: Replaceable on ACN, BKN and all 2- and 
4-cylinder models. 

Valve Rotators: Positive type exhaust valve rotators standard 
equipment in Models AGND, THD, VH4D, VG4D and VR4D. 

Optional equipment where Stellite valves and inserts are speci¬ 
fied. 

Valve Seat Inserts (Exhaust): Molybdenum iron, single and 
2-cylinder models and Models VE4, VF4. Solid Stellite, Models 
AGND, THD, VH4D, VG4D and VR4D. 

Cylinder Heads: Aluminum alloy all models. 


Special equipment: Variable speed controls, clutch take-off assembly, electric starter and 
generator (or starter only) available on all models. Stellite-faced exhaust valves and Stellite 
valve seat inserts are available on all models and standard on Models AGND, THD, VH4D, 
VG4D and VR4D. Clutch reduction assemblies for larger single cylinder models and all 2- and 
4-cylinder models. Reduction assemblies available on all models except VG4D and VR4D. 

Special equipment must be specified on factory orders at time engines are built. 


Specifications—Single cylinder Wisconsin air-cooled engines 


Model 

ACN 


BKN 

AENL 


AEH 

AGND 

Bore 

2%" 


2%" 

3" 


3* 

3V 2 " 

Stroke 

2%" 


23//' 

31 / 4 " 


3V4" 

4" 

Number of cylinders 

1 


1 

1 


1 

l" 

Displacement cubic inches 

14.88 


17.8 

23 


23 

38.5 

Horsepower range 

2.5—6 


3.5—7 

c* 

i 


4.4—7.4 

7.7—12.5 

Speed range—RPM 

1600-3600 


1600-3600 

1600-3600 


1800-3200 

1600-3200 

Net weight in pounds 








Engine with stub shaft 

76 


76 

110 


130 

180 

Added weight for clutch 

26 


26 

35 


35 

35 

Added weight for reduction 

18 


18 

25 


25 

60 

Added weight for clutch reduction 

.... 


— 

60 


60 

80 

Specifications—Two and four-cylinder engines 






Model 

TH 

THD 

VE4 

VF4 

VH4 

VG4D 

VR4D 

Bore 

3 V/' 

31 / 4 " 

3" 

31 / 4 " 

3V4" 

31 / 2 " 

4 V/' 

Stroke 

31 / 4 " 

31 / 4 " 

3'/ 4 " 

3y 4 " 

31 / 4 " 

4" 

41 / 2 " 

Number of cylinders. 

2 

2 

4 

4 

4 

4 

4 

Displacement cubic inches 

53.9 

53.9 

91.9 

107.7 

107.7 

154 

255 

Horsepower range . 

10-16.4 

10-18 

13-21.5 

15-25 

14-30 

25-37 

43-56.5 

Speed range—RPM 

1600-2600 1600-3200 

1400-2400 

1400-2400 

1200-2800 

1400-2400 

1400-2200 

Net weight in pounds 








Engine with stub shaft 

205 

205 

295 

295 

310 

410 

775 

Engine with side mount tank 

220 

220 

315 

315 

330 

440 


Power unit with stub shaft 

255 

255 

355 

355 

370 

495 

895 

Added weight for clutch . 

35 

35 

40 

40 

40 

100 

120 

Added weight for reduction ... 

60 

60 

65 

65 

65 



Added weight for clutch reduction.... 

85 

85 

90 

90 

90 

150 

220 
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the WISCONSIN TRAILER LINE 




The Safe, Economical Trailer Design 
Chosen By Comparison 


MODELS 1500, 1800 and 2000—Goose neck 
with fifth wheel hook-up. 15, 18 and 20-ton 
capacities. Available with or without station¬ 
ary deck (length to customer dimensions). 
For rollers, heavy crawler tractors with front 
end loaders or blades, back hose shovels, 
other heavy equipment. Deck length, 16 feet 
to 18 feet; height, 32 inches; width, 8 feet. 


MODEL 600 and 800—Straight through axle, dual wheels. For crawler 
tractors and trenchers 6 to 8 tons. Deck length, 14 feet to 16 feet; height, 
32 inches; width, 8 feet. 

MODEL 420 and 620 (not shown)—a two wheel tilt deck trailer with low 
center of gravity. Especially designed for transporting rollers up to 6 tons. 
Deck length, 14 to 16 feet; height, 24 inches; width, 74 inches. 


MODELS 1400 and 1600—Dual wheel tandem, axle pivoting on Timken 
roller bearings which can be greased without disassembling. For 
pavers, crawler tractors, trenchers and other heavy loads up to 14 
and 16 tons. Deck length, 16 feet to 18 feet; height, 33 inches; width, 
8 feet. 


MODEL 1020—Double axle eliminates spring road restriction worries. 
Hauls rollers up to 12 tons, crawler tractors with front end loaders. 
Deck length, 14 feet to 16 feet; height, 24 inches; width, 76 inches. 


WISCONSIN TRAILERS 


Built to carry bigger loads, safer, faster . . . with less 
effort . . . less cost. . . give extra years of efficient, 
trouble-free service. WISCONSIN Trailers are rugged 
and dependable . . . designed to cut job costs and speed¬ 
up equipment handling. 

Tilt models are one-man loading and unloading with 
automatic hydraulic easy up, easy down deck that keeps 
load angle low at all times . . . safe for the operator . . . 
less equipment strain. 


• Extra wide flange beams . . . doubler plates at all critical welds 
... for permanent strength and perfect, lifetime trailer alignment. 

• Positive hitch ... Holland's heat treated fifth wheel pin ... tool 
compartment in gooseneck. 

• Adjustable pintle eye all tilt models . . . perfectly balanced . . . 
one man can hitch up, lower deck, load and roll in minutes . . . 
man's weight lowers, levels and locks deck ... no blocks or ramps 
needed . . . exclusive unbreakable rear channel mounting . . . can't 
tear out EVER. 

• Beaver tail design reduces climb angle. 

• Safety factors built in to guarantee maximum job efficiency and 

economy with extended trailer life. 


WE WILL CUSTOM DESIGN TRAILERS TO INDIVIDUAL REQUIREMENTS 


MODEL 1000—Straight through axle. For HD-5, 
TD 9 and D-4 type tractors and trenching ma¬ 
chines. 10-ton capacity. Deck length, 14 feet to 
16 feet; height, 33 inches; width, 8 feet. 



WISCONSIN LOW BED—MODEL 2200, 2700 and 3000 

Side or end load for any type equipment, machinery or material. 22, 27 and 
30 ton models. Choice of straight deck, (shown), or drop deck, (6 inches front 
of wheels). Beaver tail on either type deck optional. Specify type wanted 
when ordering. Deck length, 23 feet; height, 32 inches to 35 inches; width, 
8 feet. 


DESIGNERS AND MANUFACTURERS OF TILT AND LOW BED TRAILERS —4 TO 30 TON CAPACITY 
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EXCLUSIVE CONSTRUCTION FEATURES 

Found only in shovels, spades and scoops made by Wood 



What the I-beam does 


By strongly reinforcing the handle section just above die socket, 
WOOD’S exclusive steel I-Beam adds 50% more strength to the 
danger section where 65% of all handle breaks occur. This 
added strength attained without sacrifice of resiliency or spring. 



I-beam component parts 

Two steel members (A and B) are laid back to back, forming 
a complete I-Beam (C)—similar to the structural I-Beam that 
absorb tremendous strain in skyscrapers. This unit is inserted 
into a slot in the handle (D), then socket, I-Beam, and handle 
are firmly riveted together. 


Here’s positive proof of the tremendously greater strength 
made possible by the steel I-beam 



Comparative strength tests 


Special testing machine shown above is used for testing handle 
strength. As dial shows, a good grade handle, without WOOD’S steel 
I-beam reinforcement, has broken above the socket when subjected to 
245 pounds of lifting pressure. 

BIG FIST . . . ALLOY GRADE. Big Fist brand shovels 
and scoops are made to meet the severest conditions of use. 
Blades are of special analysis alloy steel, providing greatest 
hardness and toughness. Each blade is precision tempered and 
individually Brinell tested. Handles are extra quality, XX 
Grade Northern White Ash, specially selected, thoroughly 
seasoned, smoothly sanded and fully finished. 

STUART BRAND . . . B GRADE. Stuart brand shovels, 
spades and scoops qualify as a high grade product in die 
medium price field. Blades are of special analysis high car¬ 
bon steel . . . heat-treated to provide qualities of hardness 
and toughness. Handles are of X Grade Northern White Ash, 
thoroughly seasoned, smoothly sanded and fully finished. 

WILSON BRAND . . . SPECIAL C GRADE. Wilson brand 
shovels and spades are made only in open back construction 
type. This brand leads the low price field on any basis of 
comparison. Blades are of high carbon steel—heat-treated. 
Handles are No. 1 Grade Northern White Ash, thoroughly 
seasoned, smoothly sanded and fully finished. 

PIQUA BRAND . . . C GRADE. Piqua brand shovels, spades 
and scoops are made to deliver outstanding service for agri¬ 
cultural and general use. Blades are of high carbon steel- 
shovels and spades of this grade are heat-treated. Plandles 
are No. 1 Grade Northern White Ash, thoroughly seasoned, 
smoothly sanded and fully finished. 



Shovel in above test has a handle cut from the same dowel as handle 
tested at left, but equipped with WOOD’S steel I-beam reinforcement. 
As dial shows, this handle is resisting a lifting pressure of 397 pounds 
without breaking. 




Wider and more comfortable. 
Stronger than ordinary handle. 
Never slips, gives, or moves. 
Has no rivets to come loose. 
Never loosens, splits or checks. 
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CLOSED BACK D HANDLE SHOVELS 

D handle—Closed back shovel with steel I-beam handle reinforcement 



The closed back blade 

Combines in one type of socket construction the indi¬ 
vidual advantages possessed by all other types. 

Makes possible heat-treating both blade and socket. 

Blade and frog strengthened by steel back-bone plate 
welded into back of blade. 

Back of blade smooth—no open space. 



Square point shovels 

Big Fist brand—Alloy grade, precision 
tempered, Brinell tested, selected XX 
northern ash handle with steel I-beam 
reinforcement. 

List No. Size Size blade Weight doz. 

2BF2CB 2 93/4 x 12 63 lbs. 

2BF4CB 4 10y 4 xl3 69 lbs. 

Stuart brand—B grade, high carbon steel, 
heat treated, X grade northern ash handle 
with steel I-beam reinforcement. 

List No. Size Size blade Weight doz. 

2B2CB 2 93/4 x 12 58 lbs. 

2B4CB 4 10% x 13 63 lbs. 

Piqua brand—C Grade, high carhon steel, 
heat treated, No. 1 grade northern ash 
handle. 

List No. Size Size blade Weight doz. 

2C2CB 2 934x 12 57 lbs. 

2C4CB 4 10% x 13 62 lbs. 



Round point shovels 

Big Fist brand—Alloy grade, precision 
tempered, Brinell tested, selected XX 
northern ash handle with steel I-beam 
reinforcement. 

List No. Size Size blade Weight doz. 

3BF2CB 2 9x12% 60 lbs. 

3BF4CB 4 10x13% 66 lbs. 

Stuart brand—B grade, high carbon steel, 
heat treated, X grade northern ash handle 
with steel I-beam reinforcement. 

List No. Size Size blade Weight doz. 

3B2CB 2 9x12% 59 lbs. 

3B4CB 4 10x13% 65 lbs. 

Piqua brand—C Grade, high carbon steel, 
heat treated, No. 1 grade northern ash 
handle. 

List No. Size Size blade Weight doz. 

3C2CB 2 9x12% 54 lbs. 

3C4CB 4 10x13% 60 lbs. 


CLOSED BACK LONG HANDLE SHOVELS 

Long handle—Closed back shovel with steel I-beam handle reinforcement 



Square point shovels 

Big Fist brand—Alloy grade, precision 
tempered, Brinell tested, selected XX 
northern ash handle with steel I-beam 
reinforcement. 


List No. 

Size 

Size blade 

Weight doz. 

4BF2CB 

2 

934 x 12 

67 lbs. 

4BF4CB 

4 

10% x 13 

73 lbs. 

Stuart brand—B grade, high carbon steel, 
heat treated, X grade northern ash handle 
with steel I-beam reinforcement. 

List No. 

Size 

Size blade 

Weight doz. 

4B2CB 

2 

934 x 12 

62 lbs. 

4B4CB 

4 

10% x 13 

68 lbs. 

Piqua brand—C Grade, high carbon steel, 
heat treated, No. 1 grade northern ash 
handle. 

List No. 

Size 

Size blade 

Weight doz. 

4C2CB 

2 

934 x 12 

60 lbs. 

4C4CB 

4 

10% x 13 

66 lbs. 


ra 



Round point shovels 

Big Fist brand—Alloy grade, precision 
tempered, Brinell tested, selected XX 
northern ash handle with steel I-beam 
reinforcement. 

List No. Size Size blade Weight doz. 

5BF2CB 2 9 x 12 59 lbs. 

5BF4CB 4 93/4 x13 65 lbs. 

Stuart brand—B grade, high carbon steel, 
heat treated, X grade northern ash handle 
with steel I-beam reinforcement. 

List No. Size Size blade Weight doz. 

5B2CB 2 9 x 12 57 lbs. 

5B4CB 4 93/4 x 13 63 lbs. 

Piqua brand—C Grade, high carbon steel, 
heat treated, No. 1 grade northern ash 
handle. 

List No. Size Size blade Weight doz. 

5C2CB 2 9 x 12 57 lbs. 

5C4CB 4 93/4 x 13 63 lbs. 
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TAPERED SOCKET (OPEN BACK) 
D HANDLE SHOVELS 



Rolled shoulders on blade 

Stiffen and strengthen blade. 

Provide step or non-cutting edge for worker’s 
shoe to rest on. 



Square point shovels 

Wilson brand 

D handle—Square point tapered socket 
(open back) shovel with steel I-beam 
handle reinforcement. 

Wilson brand—Competitive grade, high 
carbon steel, heat treated, No. 1 grade 
northern ash handle with steel I-beam 
reinforcement. Rolled shoulders. 

List No. Size Size blade Weight doz. 
2C2TS 2 93/4x 12 54 lbs. 



Round point shovels 

Wilson brand 

D handle—Square point tapered socket 
(open back) shovel with steel I-beam 
handle reinforcement. 

Wilson brand—Competitive grade, high 
carbon steel, heat treated, No. 1 grade 
northern ash handle with steel I-beam 
reinforcement. Rolled shoulders. 

List No. Size Size blade Weight doz. 
3C2TS 2 9 x 121/2 52 lbs. 


TAPERED SOCKET (OPEN BACK) 
LONG HANDLE SHOVELS 



Square point shovels 

Wilson brand 

Long handle—Square point tapered socket 
(open back) shovel with steel I-beam 
handle reinforcement. 

Wilson brand—Competitive grade, high 
carbon steel, heat treated, No. 1 grade 
northern ash handle with steel I-beam 
reinforcement. Rolled shoulders. 

List No. Size Size blade Weight doz. 
4C2TS 2 93/4 x 12 58 lbs. 





Round point shovels 

Wilson brand 

Long handle—Round point tapered socket 
(open back) shovel with steel I-beam 
handle reinforcement. 

Wilson brand—Competitive grade, high 
carbon steel, heat treated, No. 1 grade 
northern ash handle with steel I-beam 
reinforcement. Rolled shoulders. 

List No. Size Size blade Weight doz. 
5C2TS 4 9 x 12 55 lbs. 
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D HANDLE SCOOPS AND SHOVELS 

All with hollow back and D handle 


Ore and concrete hollow back shovels Eastern pattern hollow back scoops 


D handle square point hollow back 
concrete and ore shovel 


Eastern pattern scoop, narrow mouth, 
hollow back—D handle 



Big Fist brand—Alloy grade, precision 
tempered, Brinell tested, selected XX 
northern ash handle with steel I-beam 
reinforcement. 

List No. Size Size blade Weight doz. 

0BF4 4 11 x 13 65 lbs. 

Stuart brand—B grade, high carbon steel, 
heat treated, X grade northern ash handle 
with steel I-beam reinforcement. 

List No. Size Size blade Weight doz. 

0B4 4 11 x13 64 lbs. 



Big Fist brand—Alloy grade, precision 
tempered, Brinell tested, selected XX 
northern ash handle with steel I-beam 
reinforcement. 


List No. 

Size 

Size blade Weight doz. 

BF82 

2 

11 xl4y 2 64 lbs. 

BF84 

4 

H%xl5y 2 68 lbs. 

BF86 

6 

12%xl6% 73 lbs. 

Stuart brand— B grade, high carbon steel, 
heat treated, X grade northern ash handle 
with steel I-beam reinforcement. 

List No. 

Size 

Size blade Weight doz. 

B82 

2 

11 xl4y 2 63 lbs. 

8B4 

4 

113/ 4 xl5y 2 67 lbs. 

B86 

6 

1 2% x 16% 72 lbs. 

Piqua brand—C grade, high carbon steel. 

No. 1 

grade northern ash handle. 

List No. 

Size 

Size blade Weight doz. 

C82 

2 

11 x 14y 2 61 lbs. 

C84 

4 

113/ 4 xl5y 2 65 lbs. 

C86 

6 

12y 4 xl6y 4 69 lbs. 


Sand and gravel hollow back scoops 

D handle round mouth eastern pattern 
sand and gravel scoop 


Coal yard scoops 

Coal yard scoop, western pattern, wide mouth 
with flat edge, D handle, hollow back 



Stuart brand—B grade, high carbon steel, 
heat treated, X grade northern ash handle 
with steel I-beam reinforcement. 

List No. Size Size blade Weight doz. 

B82RP 2 11 x15 58 lbs. 

Piqua brand—C grade, high carbon steel, 
No. 1 grade northern ash handle. 

List No. Size Size blade Weight doz. 

C82RP 2 11 x15 57 lbs. 



Big Fist brand—Alloy grade, precision 
tempered, Brinell tested, selected XX 
northern ash handle with steel I-beam 
reinforcement. 

List No._Size Size blade Weight doz. 

BF138Z 8 14y 2 xl7 78 lbs. 

Stuart brand-B grade, high carbon steel, 
heat treated, X grade northern ash handle 
with steel I-beam reinforcement. 

List No. Size Size blade Weight doz. 

B138Z 8 14y 2 xl7 77 lbs. 


o 

<0 


tn 

o> 
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WOOD WHEELBARROWS 



Model 115—Wood frame. Leakproof seamless 
folded tray. 



Model 140—Wood frame. Seamless, cold drawn 
tray. 



Model 103—Wood frame. Square nose tray. 


WOODS industrial wheelbarrows are 
“built like a truck” to handle easily un¬ 
der heavy loads, and stay in service. 
Model 115 has a clear-grain hardwood 
frame with a straight, flush-type channel 
nose to stabilize the load when end 
dumping. Model 116 has a tubular steel 
frame. Both carry the same leakproof- 
seamless tray which has double folded 
comers, with three thicknesses at the 
fold. Tray edges are rolled over reinforc¬ 
ing rod. The U-channel legs are braced 
horizontally and diagonally, and won’t 
weave or yield under any load a man 
can handle. 

The trays for Models 140 and 141 are 
seamless cold drawn 16 gauge steel. 
Tray edges are rolled over reinforcing 
rod, and the front is braced with steel 
bar-stock. The tray is smooth inside. 
Has no projections to catch the trowel 
or collect material, and it is easy to keep 
clean. 

Large capacity heavy-duty industrial 
barrow with 14 gauge seamless deep 
drawn tray. A popular barrow with rail¬ 
roads, indutrial plants, the utilities, etc. 



Model 116—Tubular frame. Leakproof seam¬ 
less folded tray. 



Model 141—Tubular frame. Seamless, cold 
drawn tray. 



Model 110—Tubular frame. Square nose tray. 


Specifications 

Capacity 


Model 

Wheel description* 

Wheel 

number 

Struck 
cu. ft. 

Heaped 
cu. ft. 

Tray 

number 

Gauge 

Overall 

length 

Overall 

width 

Overall 

height 

Approx. 
Net weight 

115-27-2 

pneumatic, 2-ply 

23A009 

4 

6 

134-16 

16 

6i y 2 

24% 

29 

69 

115-27-4 

pneumatic, 4-ply 

23A010 

4 

6 

134-16 

16 

6i y 2 

24% 

29 

70 

116-27-2 

pneumatic, 2-ply 

23A009 

4 

6 

134-16 

16 

6i y 2 

24% 

29 

67 

116-27-4 

pneumatic, 4-ply 

23A010 

4 

6 

134-16 

16 

6i y 2 

24% 

29 

68 

140-27-2 

pneumatic, 2-ply 

23A009 

3 

4 

135-14 

16 

6i y 2 

273/4 

26% 

64 

140-27-4 

pneumatic, 4-ply 

23A010 

3 

4 

135-14 

16 

6i y 2 

273/4 

26% 

65 

141-27-2 

pneumatic, 2-ply 

23A009 

3 

4 

135-14 

16 

6i y 2 

273/4 

26 

62 

141-27-4 

pneumatic, 4-ply 

23A010 

3 

4 

135-14 

16 

6i y 2 

273/4 

26 

63 

103-27-2 

pneumatic, 2-ply 

23A009 

4 

6 

133-14 

14 

6i y 2 

33 

27 

71 

103-27-4 

pneumatic, 4-ply 

23A010 

4 

6 

133-14 

14 

6i y 2 

33 

27 

72 

110-27-2 

pneumatic, 2-ply 

23A009 

4 

6 

133-14 

14 

6i y 2 

33 

27 

69 

110-27-4 

pneumatic, 4-ply 

23A010 

4 

6 

133-14 

14 

6i y 2 

33 

27 

70 


* All wheels are ball bearing. 


Steel wheels and semi-pneumatic tire wheels available on request 



Brick or tile 
Model 142 


Tray made of selected hardwood, vertical wood spacer strips on front allow 
space for tongs when loading and unloading. 


Specifications 

Model Wheel description* 

142-27-2 pneumatic, 2-ply 

142-27-4 pneumatic, 4-ply 

* All wheels are ball bearing. 


Wheel Overall Overall Overall Approx, 

number length width height net weighty 

23A009 61V 2 24 28 64 

23A010 61 y 2 24 28 66 
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WOOD MORTAR PANS AND BOXES 


MP 1 2 Pan 



The Wood's model MP 12, mortar pan is cold drawn, 
with rod reinforced rolled edge. Leakproof. Has no 
seams to catch trowel. Nests for storage and transfer. 

Specifications 


Number 

Gauge 

steel 

Length 

top 

Length 

bottom 

Width 

top 

MP-12 

16 

29 

16 

29 

MB-14 

16 

65 

40 

35 

MB-16 

14 

84 

59 

41 


MB 14 Box 



Nesting mortar boxes have rounded corners all around. 
Won’t catch tools or material. Seams are lapped and 
welded. Edges flanged out and down, with welded, 
pressed-steel corners. 


Width 

bottom 

Vertical 

depth 

Length 

slant 

Weight each, 
in pounds 

Capacity 
cubic feet 

16 

7 

9 

30 

2'A 

28 

1 1 

16 

68 

9% 

34 

11 

16 

120 

16 



WOOD POST HOLE DIGGERS 


Hercules 



Catalog 

number 

Handle 

Weight 
per dozen 

H-4 

4' 

120 lbs. 

H-7 

r 

155 lbs. 

H-8 

8' 

160 lbs. 


Malleable steel frame, blade 6 inches 
by 9 inches high carbon steel. Selected 
hardwood handles. 

Replacement- 


Handle _ 4' T 8' 

No. _HIA-4 HIA-7 HIA-8 


Invincible 



Catalog 

number 

Handle 

Weight 
per dozen 

1-4 

4' 

100 lbs. 

1-7 

7' 

130 lbs. 

1-8 

8' 

140 lbs. 


One-piece high carbon steel construc¬ 
tion. Four point center hinge. Selected 
hardwood handles. 

Replacement- 


Handle _ 4' 7' 8' 

No. HIA-4 HIA-7 HIA-8 




Adjustable auger 


Catalog 


Weight 

number 

Length 

per dozen 

4- 8 

4' 

108 lbs. 

8-15 

4' 

168 lbs. 


13 gauge high carbon steel re¬ 
placeable blade. 


Wood genuine IWAN earth auger 

13 gauge high carbon steel replaceable blades. )t- 
inch pipe upright on 2-inch auger. /4-inch pipe up¬ 
right on 3 inches to 10 inches included. 1-inch 
size on 12 inches to 16 inches. 


Complete augers 


Catalog 

number 

Length 

Weight 
per dozen 

Replaceable 

handle 

IA- 2" 

33/4' 

66 lbs. 

22" crossbar 

IA- 3" 

4' 

78 lbs. 

22" crossbar 

IA- 4" 

4' 

84 lbs. 

22" crossbar 

IA- 5" 

4' 

90 lbs. 

22" crossbar 

IA- 6" 

4' 

102 lbs. 

22" crossbar 

IA- 7" 

4' 

106 lbs. 

22" crossbar 

IA- 8" 

4' 

108 lbs. 

22" crossbar 

IA- 9" 

4' 

114 lbs. 

22" crossbar 

IA-10" 

4' 

132 lbs. 

22" crossbar 

1 A-1 2" 

5y 2 ' 

264 lbs. 

34" crossbar 

IA 14" 

5y 2 ' 

300 lbs. 

34" crossbar 

IA 16" 

5y 2 ' 

336 lbs. 

34" crossbar 
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HOOKS, FORKS AND CLEANERS 


Four tine heavy spading forks 



Heavy angular back tines—11 inches long. JET-LITE Brand- 
Polished tines. 


Number 

Handle 

Weight 

dozen 

Repair handle 
number 

HPS 

30" Split D 

56 lbs. 

8131 

HPL 

4' 

56 lbs. 

8141 


V2 dozen bundles 



Regular four tine manure forks 



13-inch Oval tines. Approximate width at points, 10 inches. 
JET-LITE Brand—Polished tines. 


Number 

Handle 

Weight 

dozen 

Repair handle 
number 

144 

4 ' 

41 lbs. 

8114 

1 44 !/a 

4'h’ 

43 lbs. 

8117 

144DS 

32"D 

40 lbs. 

8137 


V2 dozen 

bundles 



Regular five tine manure forks 



13-inch Oval tines—Bent handles. Approximate width at 
points, 10 inches. JET-LITE Brand—Polished tines. 


Number 

Handle 

Weight 

dozen 

Repair handle 
number 

154 

4' 

43 lbs. 

8114 

1541/j 

4'/i’ 

45 lbs. 

8117 

154DS 

32"D 

42 lbs. 

8137 


Vi dozen bundles 


Regular six tine manure forks 



13-inch Oval tines—Bent handles. Approximate width at 
points, 10 inches. JET-LITE Brand—Polished tines. 


Weight Repair handle 

Numbe r_ Hand le dozen number 

164 4 ' 47 lbs. 8114 

164 Vi 4 Vi' 49 lbs. 8117 

]64 °S 32"D 47 lbs. 8137 

Va dozen bundles 


Steel manure hooks 



9-inch Oval tines. 
JET-LITE Brand. 

Approximate 

width at 

points, 9 inches. 

Number 

Tines 

Handle 

Weight 

dozen 

Repair handle 
number 

MH4 

4 tines 

5' 

39 lbs. 

9137 



1/2 dozen bundles 



Stone hook 



Diamond hack tines—5 foot handles. 9-inch tines—Approxi¬ 
mate width at points, 7'A inches. JET-LITE Brand. 

Weight Repair handle 

Number Tines dozen number 

P4DH 4 tines 59 lbs. 9164 

Vi dozen bundles 


Heavy manure or street fork 



Tumbled oval tines—30-inch D handle. Approximate width 
at points, 11& inches. JET-LITE Brand. 

Weight Repair handle 

Number Tines dozen number 

HM4D 4-15" 54 lbs. 8131 

Tumbled diamond tines—30-inch D handle. Approximate 
width at points, 11 inches. GEYER BRAND. 

HM5D 5-14" 64 lbs. 8131 

% dozen bundles 



Number 


Blade 


Weight 
per dozen 


Open back long handle sidewalk cleaner 


E07 7"x5%" 30 lbs. 

Tied 6 to bundle. 
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RAKES, HOES AND BRUMES 


Round bow steel garden rakes 



15 Curved teeth—5-foot handles. Thickness of head, /4-inch— 
Depth of head, 31* inches. JET-LITE Brand. 




Weight 

Repair handle 

Number 

Width 

dozen 

number 

15 

15" 

39 lbs. 

y 2 dozen bundles 

9114 


Steel asphalt or tar rakes 



14 Teeth—5-foot handles. 18-inch Square forged drop shanks. 
JET-LITE Brand. Light pattern— 3/8-inch teeth. 


Number 

Width 

Weight 

dozen 

Repair handle 
number 

L14A 

i5y 2 " 

71 lbs. 

71 21S 

Heavy pattern—414-inch 

teeth. 


H14A 

i6y 2 " 

78 lbs. 

% dozen bundles 

7121S 


Heavy steel road rakes 



Forged 

head—514-inch 

handles. 

3/s-inch straight 

teeth. JET- 

LITE Brand. 




Number 

Teeth 

Width 

Weight 

dozen 

Repair handle 
number 

R14 

14 

15%" 

51 lbs. 

9181 

R16 

16 

18" 

54 lbs. 

9181 



% dozen bundles 



Level head steel garden rakes 



14 slightly curved teeth—512-foot handles. Thickness of head, 
1* inch—Depth of head, 31* inches. JET-LITE Brand. 




Weight 

Repair handle 

Number 

Width 

dozen 

number 

HL14 

15" 

34 lbs. 

y 2 dozen bundles 

9144 


Flat tooth lawn brumes 


Spring steel teeth. 
3l2-foot handles. 


Number Teeth 



19-inch spread- 


Weight 

dozen 


Repair 

handle 

number 


22 lbs. 


9183 


Repair handle No. 9183 
Heads packed y 2 dozen in carton. 
Handles packed y 2 dozen in bundles. 


Field and garden hoes 

ZL ” 


Socket type — 4 1 4-foot handles. JET-LITE Brand — Polished 
blades. 

Blade Blade Weight Repair handle 

Number width depth dozen number 

FGS6y 4 6%" 4%" 27lbs^ 9T24 

FGS7 7" 4%" 29 lbs. 9124 

y 2 dozen bundles 

Two hole mortar mixers 




Shank type—5l2-foot handle. JET-LITE Brand. 


Size 

Number blade 


Weight Repair handle 

dozen number 


28 10" 45 lbs. 9167 

28-9 9" 44 lbs. 9167 

% dozen bundles 


Mortar hoe—Plain blade 



Shank type—5/2-foot handles. JET-LITE Brand. 


Size Weight 

Number blade dozen 

27 10" 46 lbs. 

27-9 9" 45 lbs. 


% dozen bundles 

Grub or sprouting eye hoes 

114-inch Round eyes—412-FOOT HANDLES. 

Number _ Width _Depth_ 

GH4y 2 H 4y 2 " 7%" 

Takes 1 %" butt handle 
Heads packed y 2 dozen cartons 
Handles packed T / 2 dozen bundles 


Repair handle 
number 
9167 
9167 


Weight 
dozen 
40 lbs. 

Repair 

handle 

number 

9194 
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Wyco 2 h.p. gasoline 


SERIES 901, 903, 904 AND 920 
CONCRETE VIBRATORS 

Gasoline engine drive, 2 h.p., 4 h.p., and 6 h.p. 

Universal electric motor drive, 3 h.p. 

vibrator Wyco 4 and 6 h.p. vibrators 



The Wyco light weight 2 h.p. vibrator has a frequency of 
6000 v.p.m., while the engine runs at the Briggs & Stratton 
recommended speed of 3000 r.p.m. This assures long life and 
gasoline economy. 

Carrying weight of engine unit only 49 lbs. 

Series 901 vibrator has No. 8BFB B&S engine with recoil 
starter. 



For general construction work, such as bridges, buildings, 
foundations, culverts, the Wyco series 903 vibrators have 
plenty of power. Use vibrator heads 2 inch and 2% inch 
diameter. 

For placing mass concrete the Wyco series 904 will handle 
vibrator heads up to 3 inch diameter. Vibrating frequency is 
7200 to 7500 v.p.m. 

Series 903—has Wisconsin engine No. ACN. 

Series 904—has Wisconsin engine No. BKN. 


Wyco gasoline engine concrete vibrators 

Specifications and shipping weights: 

Wyco vibrators with heavy-duty flexible shafts 


Series 901, 2 h.p. Gasoline Engine Vibrators 


Vibrator Flexible 

Cat. No. Units 

Shaft 

Length 

Total 

Length 

Square 

Dia. 

Vib. Head 
Cat. No. 

Shipping 

Weight 

901-GG-10 

1 

10 

~~ 10 ~ 

13/4" 

750-GG 

115 

901-GG-12 

1 

12 

12 

13/4" 

750-GG 

120 

901-GG-14 

2 

7 

14 

13/4" 

750-GG 

125 

901-LL-10 

1 

10 

10 

2" 

750-LL 

115 

901-LL-12 

1 

12 

12 

2" 

750-LL 

120 

901-LL-14 

2 

7 

14 

2" 

750-LL 

130 

Series 903, 4 h.p. 

Gasoline Engine Vibrators 



903-LL-10 

1 

10 

10 

2" 

750-LL 

235 

903-LL-12 

1 

12 

12 

2" 

750-LL 

240 

903-LL-14 

2 

7 

14 

2" 

750-LL 

250 

903-MM-10 

1 

10 

10 

23/8" 

750-MM 

240 

903-MM-12 

1 

12 

12 

23/8" 

750-MM 

245 

903-MM-14 

2 

7 

14 

23/8" 

750-MM 

255 

Series 904, 6 h.p. 

Gasoline Engine Vibrators 



904-LL-10 

1 

10 

10 

2" 

750-LL 

255 

904-LL-12 

1 

12 

12 

2" 

750-LL 

260 

904-LL-14 

2 

7 

14 

2" 

750-LL 

270 

904-MM-10 

1 

10 

10 

23/a" 

750-MM 

260 

904-MM-12 

1 

12 

12 

23/a" 

750-MM 

265 

904-MM-14 

2 

7 

14 

23/s" 

750-MM 

275 


Wyco vibrator flexible shafts 
for Heavy-Duty Wyco vibrators 
and replacement cores and casings 

Patented Wyco innerliner assures cool running and long core 
life. Wyco vibrator casings have reinforcing springs at each 
end, embedded in a smooth layer of Neoprene rubber. All 
Wyco vibrator shafts run left-handed, thus preventing loosen¬ 
ing of the vibrator heads. 


Extension shaft 

Replacement 


Fits Wyco Length 

complete with 

Core only Casing 

only 

vibrator vibrator 

connector 

Cat. No. i 

Cat. 

No. 

head shaft 

Cat. No. 9407 

C-9407 

K-9407 

750-A, B, C 7 ft. 

Cat. No. 9410 

C-9410 

K-9410 

Also 10 ft. 

Cat. No. 9412 

C-9412 

K-9412 

750-LL & MM 12 ft. 

Wyco vibrator heads 

for heavy-duty vibrators 

WYCO Steel Tip Vibrator Heads 




Cat. No. 

Diameter 

Length 

Fits Wyco Shafts 

750-GG 

13/ 4 " 


15 

937, 940 and 950 

750-LL 

2" 


14 

also 

750-MM 

23/a" 


16 

9407, 9410, 9412 

WYCO Rubber Tip Vibrator Heads 



750-GGR 

P/4" 


15 

937, 940 and 950 

750-LLR 

2" 


14 

also 

750-MMR 

23/a" 


16 

9407, 9410, 9412 


Wyco wheelbarrow mounting cat. No. wh 

When ordering Wyco vibrator mounted on pneumatic tired 
wheelbarrow, add letters WH to catalog numbers. 


WYCO Rubber Tips 

GGR for 13/4" Head- 
LLR for 2" Head--- 
MMR for 23/s" Head- 


Wyco series 920, 3 h.p. 

Universal electric vibrator 



Complete motor and frame of welded steel construction. Has replaceable 
air filter, built-in switch and twist-lock plug socket. 

Has ample power for Wyco vibrator heads up to 3 inch dia. Plugs in 
any light socket having 30 amp. fuse. 

Weight of motor unit only 48 lbs. 

WYCO 3 h.p. Heavy Duty Universal Electric Vibrators 


Vibrator 

Cat. No. 

Flexible Shaft 
Units Length 

Total 

Length 

Square Vibrator Head 

Dia. Length Cat. No. 

Shipping 

Weight 

Lbs. 

920-GG-10 

1 

10 

To 

13/4" 

15" 

750-GG 

94 

920-GG-12 

1 

12 

12 

P/4" 

15" 

750-GG 

98 

920-GG-14 

2 

7 

14 

P/4" 

15" 

750-GG 

108 

920-LL-10 

1 

10 

10 

2" 

14" 

750-LL 

98 

920-LL-12 

1 

12 

12 

2" 

14" 

750-LL 

102 

920-LL-14 

2 

7 

14 

2" 

14" 

750-LL 

112 

920-MM-10 

1 

10 

10 

23/4" 

16" 

750-MM 

100 

920-MM-12 

1 

12 

12 

23/4" 

16" 

750-MM 

104 

920-MM-14 

2 

7 

14 

23/4" 

16" 

750-MM 

114 
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ONE-MAN “SQUARE-HEAD” 
ELECTRIC VIBRATORS 

SERIES 990 and 991 

Available with the Following Size Heads — 3 A in. — 1 % in. — 1 2 A in. 
Gasoline Engine Vibrators Available with 1 % and 1 2 U inch heads 



Series 990 Universal Motor 
for %, 1 and 1 3 /s in. Heads 

Series 991 Universal Motor 
for 1 % and 1 % in. Heads 

All Wyco “One Man” 
Vibrators operate at 10,000 
V.P.M. under load 


Series 990, 3 / 4 h.p. ‘‘Square Head” Vibrators 


Vibrator 

Cat. No. 

Flexible 
Shaft No. 

Length 

Vibrator Head 

Sq. Dia. No. 

Shipping 

Weight 

990-D-5 

9005 

5 

3 / 4 " 

750-D 

18 lbs. 

990-D-7 

9007 

7 

3 / 4 " 

750-D 

21 lbs. 

990-D-10 

9010 

10 

3 / 4 " 

750-D 

24 lbs. 

990-E-5 

9105 

5 

1 " 

750-1 

23 lbs. 

990-E-7 

9107 

7 

1 " 

750-1 

24 lbs. 

990-E-10 

9110 

10 

1 " 

750-1 

26 lbs. 

990-F-5 

9205 

5 

1 3 /b" 

750-F 

25 lbs. 

990-F-7 

9207 

7 

l 3 / 8 " 

750-F 

27 lbs. 

990-F-10 

9210 

10 

l 3 /e" 

750-F 

31 lbs. 


900-SC Speed Control for Series No. 990 and 
900 Series Motors only- 


WYCO WATERPROOF MOTORS FOR WYCO SQUARE HEAD VIBRATORS 

Available only on No. 990 Series Motors 
Use the same Cat. Nos. as above and add letters "WP" to the Motor 
Cat. No. (Example: WP-900-E-7). 


Series 991, 1 h.p. ‘‘Square Head” Vibrators 


Vibrator 

Cat. No. 

Flexible 
Shaft No. 

Length 

Vibrator 
Sq. Dia. 

Head 

No. 

Shipping 

Weight 

991-F-7 

9207 

7 

l 3 / 8 " 

750-F 

27 lbs. 

991-F-10 

9210 

10 

l 3 / 8 " 

750-F 

32 lbs. 

991-G-7 

9207 

7 

l 3 / 4 " 

750-G 

33 lbs. 

991-G-10 

9210 

10 

l 3 / 4 " 

750-G 

35 lbs. 


915-SC Speed Control for Series Nos. 910, 915 
and 991 Series Motors. 


Wyco “Square Head” Vibrators 



Made in four sizes. Interchangeable with Wyco “Jr.” Round Heads. 

The Effect of a Square Vibrator Head is to give a five sided 
push in the concrete mix. A Hexagon Head gives a seven sided 
push, while a Round Head only stirs a round hole in the mix. 
This sends vibrations only a very limited distance in the form. 
Therefore, a Round Head must be moved into all the comers 
and at frequent stops along the length of the form. 

A Square Head reaches four times farther in low slump con¬ 
crete than a round head of equal size. 

The Wyco “Square Head” Vibrator saves time and makes 
better concrete. 

Note: To complete Catalog Number, join the figures and the letter, 
for an example: 990-D-5, or 991 -G-7. 

See Next Page for varied assortment of attachments for use with 
Wyco “One-Man” Vibrators. 


WYCO “SQUARE HEAD” STEEL OR RUBBER TIPS 


Steel Tip 

Cat. No. 

Rubber Tip 

Cat. No. 

Dia. 

Length 

Shipping 

Weight 

750-D 


3 / 4 " 

12 

_ 2 lbs.“ 

750-E 


1 " 

13 

3 lbs. 

750-F 

750-FR 

13/8" 

13 

4 lbs. 

750-G 

750-GR 

1 W' 

15 

5 lbs. 


NOTE: 

"D" Heads Fit Shafts Nos. 9005, 9007, 9010 

"E" Heads Fit Shafts Nos. 9105, 9107, 9110 

"F" & "G" Heads Fit Shafts Nos. 9205, 9207, 9210 


WYCO “SQUARE HEAD” REPLACEMENT RUBBER TIPS 

Fits Vibrator Square Head 

Cat. No. Head Number Diameter 

FR “ 750-FR P/b" 

GR 750-GR l 3 / 4 " 


WYCO “SQUARE HEAD” VIBRATOR SCREED KIT 

Complete Kit for No. 990 Series 
900-SCRF Shipping Weight 30 Lbs.- 

Complete Kit for No. 991 Series 
900-SCRG Shipping weight 40 Lbs.- 


WYCO “SQUARE HEAD” VIBRATOR SCREED KIT PARTS 

For Speed Control, see listings under 990 and 991 Motors 
900-SCF Vibrator Head Clamps for l 3 /s inch Square 

Head 2 in each set-- 

910-SCG Vibrator Head Clamps for l 3 / 4 inch Square 

Head 2 in each set--- 

900-SCH Rubber Mounted Handles, 2 in each set- 


WYCO “SQ. HEAD” GASOLINE ENGINE VIBRATORS 


Vibrator 

Cat. No. 

Flexible 
Shaft No. 

Length 

Vibrator 
Sq. Dia. 

Head 

No. 

Shipping 

Weight 

901JR.-F-10 

9210 

10 ft. 

l 3 / 8 " 

750-F 

115 lbs. 

901JR.-F-14 

*9207 

14 ft. 

P/a" 

750-F 

125 lbs. 

901JR.-G-10 

9210 

10 ft. 

l 3 / 4 " 

750-G 

130 lbs. 

901JR.-G-14 

*9207 

14 ft. 

13/4" 

750-G 

135 lbs. 


*2 Shafts Joined Together 


WYCO AUTOMATIC MERCURY SWITCH AND FUSE 

Not available for Waterproof Motors 

To order any WYCO Square Head Vibrator with Mercury Switch, add letters "MS" 
to Cat. No.- 

To order Built-In Fuse, add letters "FU" to Cat. No.--- 


WYCO VIBRATOR FLEXIBLE SHAFTS 


Complete 

Shaft with 

Connector 

Cat. No. 

Shaft 

Diameter 

Shipping 

Weight 

Fits Vibr. 
Heads 

9005 

3 / 4 " 

5 lbs. 

"D" only 

9007 

3 / 4 " 

7 lbs. 

"D" only 

9010 

3 / 4 " 

10 lbs. 

"D" only 

9105 

1 " 

6 lbs. 

"E" only 

9107 

1 " 

8 lbs. 

"E" only 

9110 

1 " 

11 lbs. 

"E" only 

9205 

1V4" 

10 lbs. 

"F" & "G" 

9207 

1V4" 

12 lbs. 

"F" & "G" 

9210 

1V4" 

15 lbs. 

"F" & "G" 

WYCO BALL BEARING CONNECTORS 



Cat. No. 



Shipping Weight 

372 

Ball Bearing 

Connector 

3 lbs. 

To connect a 3 / 4 inch Dia. 

or a 1 inch Dia. 

Flexible Shaft to 

a IV 4 inch Dia. 

or to join two or more IV 4 

inch Dia. Shafts. 
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ATTACHMENTS FOR WYCO “ONE MAN’’ 
and “JUNIOR’’ VIBRATORS 

Wyco “Square Head” vibrators are Different! The Wyco vibrator heads, (1% inch and 
larger) have double-row Timken tapered roller bearings—They run cool, out of 
the Mix. Therefore Wyco Vibrator Heads can be clamped on a screed with Wyco 
screed clamps, allowing the contractor to use the vibrator as a vibrating screed. A 
speed control is available to regulate the screed—all included in the Wyco screed kit! 


Wyco screed kit 

Easily assembled. 

Handles screeds up to 20 
feet long. 

Will save hours of hand 
work and do a better job. 

Complete kit contains 1 
vari-speed control, 2 vibra¬ 
tor head clamps, 2 complete 
handles with hooks to hang 
the Jr motor and the speed 
control. 

Cat. No. 900-SCRF—Wyco screed kit complete. 

Wyco screed parts separately 

Cat. No. 900-SCI—Wyco speed control. 

Cat. No. 900-SCF—Wyco clamps, 1% inches. 

Cat. No. 900-SCH—2 handles, rubber mounted. 

Use any 2X6 or 2X8, length up to 20 feet. 



You can grind—rub concrete 

Wet or dry, drill masonry, clean 
forms or other equipment—or do 
terrazzo grinding—with a Wyco 
“One Man” Vibrator. 

Just remove the Wyco vibrator 
head and attach the tools listed 
below. These attachments have a 
speed reducer, which greatly in¬ 
creases the torque and provides 
the correct speed for various op¬ 
erations. Angle heads are listed 
with a choice of four speeds. 

The Wyco No. 900-STR car¬ 
rying strap is recommended (see 
illustration). 




Angle head Drilling head Concrete surfacer Form cleaner head Terrazzo head 

No. 816-Jr. No. 851 -Jr. No. 853-Jr. No. 849-Jr. No. 848-Jr. 


Wyco attachments are interchangeable with Square vibrator heads sizes 1 %" to 1 3 / 4 " 


Wyco attachments for 990-991 and 992 series 
vibrators 

Cat. No. 816-Jr.Angle head, full speed (about 4000 r.p.m.) 

Cat. No. 826-Jr.—Angle head, half speed 

Cat. No. 871-Jr.—Angle Head, % speed 

Cat. No. 872-Jr.—Angle head, Vio speed 

Cat. No. “W” —for wet angle heads add letter W 

All angle heads take wheels with %-ll threads. 


Wyco #14-3 extension cord with Twist- 
Lock plugs for No. 920, 3 h.p. vibrators 

Cat. No. 925-E _25' long 

Cat. No. 950-E _50' long 




Lubricants for Wyco vibrators 

Flexible shafts and attachments 

Cat. No. 514-0—1 qt. can Correct Blend of Oil 
for Wyco Vibrator Heads. Non-foaming. Pro¬ 
longs life of Bearings. 

Cat. No. 514-B—1 lb. can Wyco High Speed 
Lubricant for Flexible Shafts. 

Cat. No. 514-B8—8 lb. can same Lubricant as 
above. 


Cat. No. 514-AJr—1 lb. can Lubricant for Wyco “Junior” 
Angle Heads and other Attachments. 


Wyco Junior attachment 

Cat. No. 849-Jr.—Form cleaner head with brush 
Cat. No. 848-Jr.—Terrazzo head with grinding wheel 
Cat. No. 850-Jr.—Straight grinding head—6 inch wheel 
Cat. No. 851-Jr.—Drilling head, V 2 inch drill check 
Cat. No. 853-Jr.—Concrete surfacing head 
Cat. No. 900-STR—Wyco shoulder strap (padded) 

Wyco 3-wire extension cord 

with Twist-Lock plugs 
for 990 and 991 vibrators 


Cat. No. 950-J___ 50'long 

Cat. No. 9100-J ___100'long 


Wyco A.C. Generator Set Operates 
Two Wyco One Man Vibrators 



Cat. No. 900AC Wyco Generator 
driven by a four cycle No. 8BFB 
Briggs and Stratton Engine with 
Recoil Starter. Delivers 1000 
Watts, 115 V 60 cy. current. 
Self regulating. It will run “Jun¬ 
ior” vibrators, Electric Drills, a 
Hand Saw or a dozen 100 Watt 
lamps. Has two outlets and an 
A.C. Voltmeter. Weighs only 
65 lbs. 


Call Mission 5-1810 


265 


587 - 3-61 

















What the Wyco handy grinder will do: 


It will save labor costs on: 


FORM CLEANING—or cleaning wheelbarrows and 
equipment. Uses a well guarded, long wire brush. 


CONCRETE RUBBING-wet or dry-Angle Head 
with water feed will stand pressure. Specify “W”. 


DIAMOND CORE DRILLING-use Wet Angle 
Head and adapter to screw core drill to Angle Head. 


TERRAZZO GRINDING—with Cove Base Grinder 
Head. Uses 3 inch dia. wheels. Wet or dry. 


NEW “HANDY” GRINDER 

ELECTRIC OR GASOLINE ENGINE 

Combination Grinder, Form Cleaner, Rubbing and Drilling Machine 


Cleaning Cement from Forms, 
Wheelbarrows or Equipment — 
Saves Time and Money. 


DRILLING IN WOOD OR IRON-with worm gear 
Angle Head and Key-type drill chuck. 

GRINDING WELDS, CASTINGS, STEEL or gen¬ 
eral repair work—with 6 inch dia. grinding wheel. 
Guard has “Outboard Handle”. SAFE. 


Drilling Wood or Steel — 
for work in the shop, 
along the highway, or on 
Bridges. 



Electric Model on round steel 
base with rubber feet. 


Specifications: WYCO “HANDY GRINDERS” 

MOTOR: G.E., fully enclosed, 110/220 V., 60 
cy. A.C. 

GASOLINE ENGINE: 2 H.P. B&S. with recoil 
starter. 

FLEXIBLE SHAFT: 10 ft. long, spring reinforce¬ 
ments. 

Carrying handle has socket to hold Angle Head or 
Handpiece, and wrench to unscrew wheels. No loose 
wrenches to get lost! 



Gasoline Engine Model 
Shown on round steel base. 


WYCO ELECTRIC HANDY GRINDERS 


Round base Skid base Motor 

Cat. No. Cat. No. _ h.p. 

~~ 3-G 3G-SK 

4-G 4G-SK 1 


Flex 10 ft. 

shaft No . weight ext. shaft 

3- MG 78 lbs. 3-MG-ExT 

4- MG 100 lbs. 4-MG-EX 


Round base Skid base Engine 

Cat. No. Cat. No. h.p. 


40-G 40G-SK 2 


Shipping 10 ft. 

weight ext. shaft 


4-MG 85 lbs. 4-MG-EX 


WYCO 2 H.P. GASOLINE ENGINE GRINDER 

Flex 

shaft No. 



WYCO Terrazzo Head 
Cat. No. 848-G 



Straight Grinding Head 
Incl. 6" Wheel and Guard. 
Cat. No. 850-G 


WYCO “QUICK-CHANGE” ANGLE HEADS 

(Angle Head Spindle fits Cup Wheels with 5 /a inch-11 threads) 


Cat. No. Description R.P.M. 

816-G Angle Head, full speed 3450 

826-G Angle Head, half speed 1725 

871 -G Angle Head, one fifth speed 690 

872-G Angle Head, one tenth speed 345 

“W” Water Attachment for Angle Heads 

851- G Drilling Head, y 2 " Drill Chuck 690 

852- G Drilling Head, 3/ 4 " Drill Chuck 345 

FORM CLEANER AND OTHER WYCO ATTACHMENTS 

848- G Terrazzo Head with 3" Grinding Wheel 3450 

849- G Form Cleaner Head with Wire Brush 3450 

850- G Straight Grinder Head with 6 " Wheel 3450 

550-G WYCO Straight Handpiece only 3450 


Arbors, Wheels and Guards for “Handy Grinders” 

605 Wheel Arbor for Straight Handpiece 

716 6" dia. Straight Grinding Wheel 

716-CTF 6 " dia. Cup Shaped Grinding Wheel 

814 Wheel Guard for Angle Heads 



Angle Head for 
Wet Rubbing. 
Cat. No. 826-GW 



Angle Drilling Head 
Quickly Detachable. 
Cat No. 852-G 
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YAUN GRAPPLES 

HANDLE BETTER — LAST LONGER 

The best material handling Bucket on the market: a 
natural for loading and unloading Rip-Rap, rock or stone 
from cars, barges or stock piles. Ideal for use in demoli¬ 
tion work or any job where the going is rough. Model 
Y-l—6 and 7 Tine Rock and Stone Grapples available to 
handle up to 2 l A yards or Model Y-3—4-Tine Pulpwood 
Grapples to handle up to IJ 2 cords. 

Features: 

Individually activated tines slip through Rip-Rap to insure 
full loads, positive gripping and digging. Easily removable 
Tines make it possible to quickly convert this Model into 
a Three or Four Tine Grapple for handling large boulders 
and underwater digging. Hardened steel tine points with¬ 
stand abrasive wear—solid steel arm bars withstand tre¬ 
mendous shock. 




YAUN CLAMSHELLS 
4 TYPES FOR FAST HANDLING 

Yaun Clamshell Buckets are available in four types to 
match practically every material handling need: Barge- 
Type Rehandler Buckets— especially designed for handling 
broken material, sand, gravel, earth and other loose ma¬ 
terials. Standard Rehandler Buckets— lightweight general 
purpose bucket for moderate tough digging and rehan¬ 
dling. General Purpose Buckets— most versatile of big four 
—designed for heavy duty rehandling and digging. Round 
Nose Buckets— for underwater digging and toughest land 
excavation. Sizes from *2 to 15 cubic yards. 

Features: 

Yaun Clamshell Buckets are simple in design—few parts 
to wear • Perfectly balanced for easy handling. All- 
welded construction strengthens and streamlines • Mov¬ 
ing parts have grease fittings for long life. 


For complete details , see your YAUN Distributor , or write for literature. 


YAUN MANUFACTURING CO., INC. 
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Extra quality at NO extra cost! 

Yaun Dragline Buckets are available in a variety of sizes 
and types, ranging from % cubic yard to 40 cubic yard. 
Perforated, basket or shell-type to match your require¬ 
ments. Carefully engineered pitch of lip and hitch plate 
and perfect balance make them fast to load and dump. 
Compare these features: 

Features: 

Wear points protected with Alloy Steel • Quality work¬ 
manship, sound engineering • Designed for trouble-free 
life • Built stronger than most competitive buckets on 
the market. 


YAUN DRAGLINE BUCKETS 



aato*» 


YAUN CONCRETE BUCKETS 

Stand-Up and Lay-Down Buckets 

Yaun Concrete Buckets fit the needs of the contractor who 
wants to handle ready-mixed concrete economically. 
They’re available in a variety of capacities to match your 
needs—J 2 to 2 cubic yards for the Stand-Up Bucket, and 
V 2 to D 2 cubic yards for the Lay-Down unit. The Stand- 
Up Bucket is always in the proper position to either load 
or discharge. The Lay-Down Bucket fits beneath the mixer 
or truck for easy filling . . . automatically rights itself, 
ready for proper discharge. 


Features: 

Welded construction for minimum weight, maximum 
strength, no raw edges • Clamshell gates for positive 
control and closing • Operates by wrap-around type 
dump bar • Not an ounce of surplus weight • Metered 
flow. 


For complete details , see your YAUN Distributor, or write for literature. 

YAUN MANUFACTURING CO., INC. 
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GRINDING WHEELS 

BY 

CARBORUNDUM 



Can Be Furnished In Any 
Standard Size 
Specify Diameter, Width, 
Size of Arbor Hole 
and Number 
of Grit 


Fluted rubbing bricks with handy 
grip handle by carborundum 


Rubbing bricks and stones 
by carborundum 



Under the head of rubbing bricks and stones are manu¬ 
factured a great variety of different standard or special 
shapes and sizes of stones for dressing and smoothing 
granite, marble or concrete and for scouring castings. 
These stones are not squared up and dressed but are 
packed as they come from the kilns. 



Size in 

Wt. 

per 

No. 

inches 

dozen 

HR214 

6x3x2 

32 y 2 

lbs. 

HR226 

8x3x2 

47 

lbs. 

HR228 

8x3x3 

63% 

lbs. 

HR227 

8x4x2 

56 

lbs. 

HR230 

8x4x4 

129 

lbs. 

HR225 

8x2x2 

30% 

lbs. 

HR222 

8x2x1 

14% 

lbs. 

HR215 

6x3x3 

52 

lbs. 

HR213 

6x2x2 

22% 

lbs. 

HR21 1 

6x2x1 

11% 

lbs. 

HR210 

6x2xy 2 

5% 

lbs. 

HR202 

4x2x2 

14 

lbs. 

HR201 

4x2x1 

7 

lbs. 

HR203 

4x3x2 

22 

lbs. 


Standard package 

any quantity. 



Sturdy wood handle securely cemented to brick. Made in 
20 grit. Size 8 inches by 3/2 inches by 1/2 inches. Weight 
each, 3/2 pounds. 


Flint paper by carborundum 

Highest quality hard, pure 
flint paper. 

Size sheets, 9 inches by 10 
inches. 

Grit size Per 100 sheets 

Ex. Fine 
Fine 
Medium 
Coarse 
Ex. Coarse 



Call Mission 5-1810 


269 















WIRE CLOTH 


Square opening space screens 
vs. Square mesh wire cloth 


A clear distinction must be recognized between “Mesh" and 
Opening (or ‘Space") before an intelligent specification for 
wire cloth can be written. 

“Mesh" is measured from center to center of wire-“Opening" 
is the space in the clear between wires. 



1 V 4 ” mesh 

(1" opening) 


.250" wire 


1" mesh 


.250" wire 

(%" opening) 




Va" mesh .250" wire 

IVi" opening) 



Vi" mesh 


V/a" opening) 


.250" wire 



“Mesh" 


6 mesh .047" wire 

is always measured from center to center of wires. 


Simplified practice recommendation schedule of 
wire diameters for mineral aggregate production 


The following recommendation covering wire diameters for 
screens for sizing mineral aggregates has the approval of the 
Natmual Sand and Gravel Association, National Crushed Stone 
Association, National Slag Association, various government de- 
menp 611 ^ an< ^ Various ma ^ ers of screens and screening equip- 


For width r- 

of clear 

opening, inches 

Light, 

inch 

Va 

.054 


.080 

Va 

.105 


.120 

Vs 

.135 

7 Aa 

.148 

Vi 

.162 

Vs 

.177 

Va 

.192 

Vs 

.207 

1 

.225 

1 Vs 

.225 

1 Va 

.250 

1% 

.250 

1 Vi 

.250 

1 Va 

.3125 

2 

.3125 

2 Va 

.375 

2Vi 

.375 

2 Va 

.375 

3 

.4375 


Diameter of wire 


Standard 

Standard 

light, inch 

heavy, inch 

.072 

.092 

.092 

.120 

.120 

.135 

.135 

.148 

.148 

.162 

.162 

.177 

.177 

.192 

.192 

.225 

.207 

.250 

.225 

.250 

.250 

.3125 

.250 

.3125 

.3125 

.375 

.3125 

.375 

.3125 

.375 

.375 

.4375 

.375 

.4375 

.4375 

.500 

.4375 

.500 

.4375 

.500 

.500 

.625 


Heavy, 
inch 
• 1 05 
.135 
.148 
.162 
.177 
.192 
.207 
.250 
.3125 
.3125 
.375 
.375 
.4375 
.4375 
.4375 
.500 
.500 
.625 
.625 
.625 
.750 


For quick determination of the approximate size of wire 
in a sample of wire cloth or screen, place the edge of this 

page on the sample and select “by eye” the nearest stand- 
ard gauge size. 



Actual 
decimal 
of inch 

.3125 

.283 

.263 

.250 

.225 

.207 

.192 

.177 

.162 

.148 

.135 

.120 

.105 

.092 

.080 

.072 

.063 

.054 

.047 

.041 

.035 

.032 


Approximate 
fraction 
of inch 

Yu 

%2 


'A 


1 %4 

Yu 


YZ2 


y 8 


Yzi 


Yu 

%4 


%2 


Order carefully 

Be sure to give full information when placing your orders 
for woven wire screens or wire cloth. No order is com- 


plete without the following 

1 . Number of rolls or 
pieces. 

2 . Length of each roll or 
piece. 

3. Width of each roll or 
piece. 

4. Width of opening be¬ 
tween wires or number 


data: 

of meshes per inch. 

5. Diameter or gauge num¬ 
ber of wire. 

6 . Metal to be used. 

7. Special date if any. 

8 . Shipping and routing in¬ 
structions. 


Short lengths, cut pieces and specially made materials 
are of no value to us and cannot be disposed of or re 
turned. 
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your A.E.D. Dealer... 


WHAT’S 

BEHIND 

THE 



offers you the 
equipment you need, 
when you need it, 

by maintaining representative 
lines from major manufacturers. 


.A.* E • D. 


SEAL? 


Nearly 900 distributors of construction 
equipment, throughout the United States 
and Canada, proudly display the seal of the 



employs a staff of 
Sales Engineers— 

trained to help you solve your 
most difficult construction 
problems by selecting the 
right machine for the job 





' 

has earned a reputation 

\ relM ' ,y 

I among contractors, other , 

I users of construction 

equipment and the 
I entire Industry. 


Associated Equipment Distributors. 
Their membership signifies that they 
are well-qualified to meet your most- 
exacting equipment needs. You can 
depend upon your local A.E.D. Distributor. 


NO MATTER HOW DIFFICULT YOUR CONSTRUCTION EQUIP¬ 


MENT PROBLEM-WHETHER YOU NEED A NEW MACHINE, A 


SPARE PART ON THE JOB, OR QUICK, RELIABLE SERVICE- 
YOU CAN DEPEND UPON YOUR LOCAL A.E.D. DISTRIBUTOR. 

i , 5 Printed in U.S.A. 


Call Mission 5-1810 


271 




























$ 

i 

1 


I 

\ 

























































